DAP-2690B Firmware Release Note
Firmware: v3.01-beta04-rc063
Hardware: 1A1G
Date: July 11, 2014
Problems Resolved:
1. Fix bug memory leak caused by l2uf packet and snmp module,
2. Fix bug 5G port will hang up in some stress endurance test with Intel wireless cards
Enhancements:
None 
Known issues:

None
Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.01-beta03-rc062
Hardware: 1A1G
Date: Jun 24, 2014
Problems Resolved:
3. Remove auto reboot when free Memory is too low.
Enhancements:
None 
Known issues:

None
Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.01-beta02-rc059
Hardware: 1A1G
Date: Mar 18, 2014
Problems Resolved:

None
Enhancements:

Add device schedule to reboot AP.
Known issues:

None
Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.01-beta01-rc058
Hardware: 1A1G
Date: Mar 5, 2014
Problems Resolved:

Fix bug about Wireless security issue in AP array mode.
Enhancements:

None

Known issues:

None
Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.01-rc055
Hardware: 1A1G
Date: Feb 14, 2014
Problems Resolved:
1． When password is empty, password should be displayed  empty on web ui.

2． Fixed the issue that can not set/add/modify multiSSID. 
Enhancements:0
Known issues:

Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.01-rc054
Hardware: 1A1G
Date: Feb 13, 2014
Problems Resolved:
1．Fixed the issue that after upgrading from R3.00 to R3.01, the passphrase is blank.
Enhancements:
Known issues:

Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.01-rc053
Hardware: 1A1G
Date: Jan 26, 2014
Problems Resolved:
1．Fixed the issue that 2.4G scan function works abnormal, caused by ‘iwlist ath0 scanning’.
Enhancements:
Known issues:

Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.01-rc050
Hardware: 1A1G
Date: Dec 18, 2013
Problems Resolved:
1. set authentication to WPA-PSK, when select autokey use station to connect, it will show none.
password supply ascii when length less than 64.
Enhancements:
Known issues:

Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.01-rc049
Hardware: 1A1G
Date: Dec 17, 2013
Problems Resolved:
1. [CLI] it display have some errors when station connect multi-ssid,get clientinfo in console.
2. [CLI]Input command "set arraypassword" can set up to 64,and set the lessthan 32 can't set sccuess.
Enhancements:
Known issues:

Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.01-rc048
Hardware: 1A1G
Date: Dec 13, 2013
Problems Resolved:
1.  Fixed the Web Browser hanged issue that After Wireless client scan,the web will be crashed.
Enhancements:
Known issues:

Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.01-rc045
Hardware: 1A1G
Date: Dec 4, 2013
Problems Resolved:
1.  [5g prefered] fixed the issue that ap reboot always after enabled 5g preferred function.
Enhancements:
Known issues:

Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.01-rc044
Hardware: 1A1G
Date: Dec 2, 2013
Problems Resolved:
2.  [web ui] remove fair air time setup on web ui.
Enhancements:
Known issues:

Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.01-rc043
Hardware: 1A1G
Date: Nov. 29, 2013
Problems Resolved:
3.  [IPv6]: IPv6 is enabled, still can enable AP Array, QOS, APC.
4.  [Wireless Mode]:Change authentication,wireless mode will back to mixed b/g/n or mixed a/n mode.
5.  [wireless driver] sync wireless channel table with Dlink wifi freq table 20131115.pdf

Enhancements:
Known issues:

Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.01-rc040
Hardware: 1A1G
Date: Nov. 22, 2013
Problems Resolved:
1.  [AP Array]When power on two master AP at the same time,it should one is master role still, and other is unknown role.
2.  [Multi-SSID]If set the multi encryption to EAP or 802.1X,use station scan it is None and station can connect AP with None encryption
Enhancements:
Known issues:

Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.01-rc039
Hardware: 1A1G
Date: Nov. 15, 2013
Problems Resolved:
3.  [MIB + EAP & 802.1X]: Radius secret and Accounting Secret show original characters.
4.  [Multicast Rate]: When wireless mode is 11n only,multicast rate's status is not right.
Enhancements:
Known issues:

Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.01-rc038
Hardware: 1A1G
Date: Nov. 11, 2013
Problems Resolved:
5.  [MultiSSID]:MultiSSID+WEP Spec Character, STA can't connect to it
6.  [AP Array]: The Security can't be sync
Enhancements:

Enhanced the wpa-personal passphrase key security function.
Known issues:

Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.01-rc037
Hardware: 1A1G
Date: Nov. 01, 2013
Problems Resolved:
1． [CLI&WEB] fixed the issue that 5G Preferred item's range is not the same between web and cli.
2.  [New Security] fixed the issue that The set key will be saved as encryption characters.
Enhancements:

Enhanced the wpa-personal passphrase key security function.
Known issues:

Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.01-rc035
Hardware: 1A1G
Date: Oct. 30, 2013
Problems Resolved:
7. [CLI] fixed the issue about Channel Analyze, It can't scan any APs in the channel analyze page or console. 
8. [LLTD] fixed the issue that Double to AP's icon,it can't towards to login web page.
Enhancements:

Enhanced the wpa-personal passphrase key security function.
Known issues:

Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.01-rc034
Hardware: 1A1G
Date: Oct. 25, 2013
Problems Resolved:
1. [Wireless 5G preferred]  Added 5G Preferred function, and fixed 5G Preferred setting cannot be saved.
2. [UI] remove wireless resource page for 5g Prefered items.
Enhancements:
Known issues:

Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.01-rc033
Hardware: 1A1G
Date: Oct. 11, 2013
Problems Resolved:
1. [Wireless DFS]  Fixed bug about a channel different from others exists in those SSID when 5G+mssid+JP.
2. [UI] Fixed the security issue about password and user name setup using web ui and snmp tool.
3. Fix bug about ap can't get ipv6 global address.
Enhancements:
Known issues:

Atheros Wireless Driver Version: 9.2.0_ U11.14_a
ART: 2.23
Firmware: v3.00-rc011
Hardware: 1A1G
Date: Oct. 25, 2012
Problems Resolved:
4. [APC lower RSSI] When RSSI is lower than about 20% in APC client info, the Pinging between root ap and apc will fail.
5. [ MSSID + Periodical Change key] If  add one MSSID and security set to periodical change key , it  always displayed prompt notice message even the security set to none.
Enhancements:
Known issues:
Atheros Wireless Driver Version: 9.2.0_U10.1020
ART: 2.23
Firmware: v3.00-rc010
Hardware: 1A1G
Date: Oct. 23, 2012
Problems Resolved:
6. [WDS endurance] run WDS endurance 24 hours or so, RX will hang,
7. [Tx power] update Tx power as HW mentioned,
Enhancements:

Add cmd in CLI to get bootcode version and buildtime,
Known issues:
Atheros Wireless Driver Version: 9.2.0_U10.1020
ART: 2.23
Firmware: v3.00-rc009
Hardware: 1A1G
Date: Sep. 29, 2012
Problems Resolved:
8. [Schedule] When the current time is out of the range of time, station still can associate to AP.
9. [IPv6] Add cmds for IPv6 interoperability test, ‘iproute-ip’ and ‘iputils-ping6’.
Enhancements:
Known issues:
Atheros Wireless Driver Version: 9.2.0_U10.1020
ART: 2.23
Firmware: v3.00-rc008
Hardware: 1A1G
Date: Sep. 26, 2012
Problems Resolved:
10. [IPv6] fix bug IPv6 pretest fail on stateless address autoconfiguration,
11. [AP Array] When Master leave, an unknown AP become Master. And Master join again. Both AP will become unknown,
12. [AP Array] Delete Limit Administrator IP range doesn't sync,
13. [AP Array] When enable AP Array, the Limit Administrator IP range still worked.
Enhancements:
Known issues:
Atheros Wireless Driver Version: 9.2.0_U10.1020
ART: 2.23
Firmware: v3.00-rc007
Hardware: 1A1G
Date: Sep. 21, 2012
Problems Resolved:
14. [WDS+WPA2-PSK-AES +MSSID] If set 8 WDS + 8 MSSID and run chariot about 1 min, the WDS will lost connection and can not recover.
15. [Interference] Adjacent channel has low throughput issue
16. [Channel Analyze] Press "Detect" button many times, the value of Arssi doesn't change
17. [IGMP Snooping] The MAC and IP of IGMP snooping table are duplicated.
Enhancements:
Known issues:
Atheros Wireless Driver Version: 9.2.0_U10.1020
ART: 2.23
Firmware: v3.00-rc006
Hardware: 1A1G
Date: Aug. 30th, 2012
Problems Resolved:
18. [ 5G WDS] Run 5G WDS Endurance about 44~1.5 H , WDS AP hang
19. [Channel Analyze] The ARssi result will show undefined in shielding room
20. [ NAP] NAP function does not work and the message is incorrect
21. [MSSID+Schedule] Special settings cause 5G radio off
Enhancements:
Known issues:
Atheros Wireless Driver Version: 9.2.0_U10.1020
ART: 2.23
Firmware: v3.00-rc005
Hardware: 1A1G
Date: Aug. 24th, 2012
Problems Resolved:
22. [Coexistence] 2.4G HT20/40 won't narrow down to HT20 in noisy environment
23. [5G:WDS with AP+2.4G Radio off] When 2.4G radio is off, 5G WDS with AP can't be built successfully.
24. [WLAN partition] In 5G band, "Ethernet to WLAN Access" does not work
25. [Channel Analyze] It display "undefined" value in Evaluation column
26. mfc support button and led control,
Enhancements:
Known issues:
Atheros Wireless Driver Version: 9.2.0_U10.1020
ART: 2.23
Firmware: v3.00-rc004
Hardware: 1A1G
Date: Aug. 17th, 2012
Problems Resolved:
27. [Multicast Bandwidth Control] This function can't work.
28. [Channel Analyze] 2.4G channel analyze can't show correct result
29. [Scan+AP x 100+WEB can't be accessed] Scan in open site and then web can't be accessed again.
30. [Web Redirect] Web redirection can't work
31. [WDS with AP +MSSID+VLAN] Set WDS with AP+MSSID +VLAN function and WDS can ping each other, when disable MSSID function then WDS APs can not ping each other
Enhancements:
Known issues:
Atheros Wireless Driver Version: 9.2.0_U10.1020
ART: 2.23
Firmware: v2.00-rc003
Hardware: 1A1G
Date: Aug. 7th, 2012
Problems Resolved:
32. [Stats] Ethernet and WLAN stats shows null
33. [Intrusion] 5G intrusion detect always shows null
34. [SMTP] The SMTP server doesn't accept FQDN address
Enhancements:
Known issues:

Channel analyze does not show correct results on WEB.
Atheros Wireless Driver Version: 9.2.0_U10.1020
ART: 2.23
Firmware: v2.00-rc002
Hardware: 1A1G
Date: July 13, 2012
Problems Resolved:
35. Ethernet LED works correctly,

36. Software power control added,
Enhancements:

New feature Channel analyze added,
Known issues:
Atheros Wireless Driver Version: 9.2.0_U10.1020
ART: 2.23
Firmware: v2.00-rc001
Hardware: 0A1G
Date: Mar 31, 2012
Problems Resolved:
First Release

Enhancements:

None
Known issues:
1. Ethernet LED can’t turn on.

2. Power table not set.
Atheros Wireless Driver Version: 9.2.0_U10.1020
ART: 2.23
