DFE-520TX V.A1/2 Release Note  

Driver: v3.00

Hardware: A1/2
Date: 2007/03/19
Including following drivers into Driver v3.00: 
Microsoft Vista x86: v. 3.66

Netware Server v5.0/5.1/6.0/6.5: v.6.10

Netware ODI Driver for DOS Workstations: v.4.29

Microsoft Windows 98SE / ME: v. 3.49

Microsoft Windows NT4.0: v. 3.49

Microsoft Windows NT3.51: v. 3.49

Microsoft Windows XP/2000: v. 3.66

Microsoft Windows Server 2003: v. 3.66

Microsoft Windows 95a/ OSR2: v. 3.49

Linux : kernel v2.4.x: v5.08

Linux : kernel v2.6.x: v5.08

Apple Mac 10.2.x (Can not setup in MAC OS. v10.2.0): v.1.09

Ndis2 for DOS driver: v4.35

Packet Driver: v.4.33
Problems Resolved:
Enhancements:
Note: The new driver v3.00 is backward compatible with H/W v.A1/A2.

==========================================================================                                         

Driver: v2.00

Hardware: A1/2
Current driver support:

Netware Server v5.0/5.1/6.0/6.5: v.6.08

Netware ODI Driver for DOS Workstations: v.4.28

Microsoft Windows 98SE / ME: v. 3.42

Microsoft Windows NT4.0: v. 3.42

Microsoft Windows NT3.51: v. 3.42

Microsoft Windows XP/2000: v. 3.42

Microsoft Windows Server 2003: v. 3.42

Microsoft Windows 95a/ OSR2: v. 3.42

Linux : kernel v2.4.x: v4.39

Linux : kernel v2.6.x: v4.30

Apple Mac 10.2.x: v.1.07

Ndis2 for DOS driver: v4.33

Packet Driver: v.4.30







