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Introduction

The D-Link DP-602 internet server is designed to provide a single-point access to the internet for multiple, networked PCs.  One of the primary features of the internet server is that it provides multi-user access to the Internet simultaneously through a single user account and one connection.

Configuration of the Internet Server DP-602 for ISP Connection

The network configuration are shown below:
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1) Install the IS-Admin, change the IP address of the Internet Server DP-602 to 192.168.22.150 in this example.

2) You could use the IS-Admin or a browser to set up the DP-602.

3) If you use IS-Admin, you will discover the DP-602 on your LAN as shown below.
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4) Click on Configuration to configure the DP-602. The configuration is shown in the next two diagrams below.
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(If you would like to use the DP-602 as a DHCP server, please refer to the user’s guide.)

5) Click Save and the DP-602 will reset itself.
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If you are using a browser to configure the DP-602, make sure you use NO proxies. Then, you could interface with the DP-602 by inputting its IP address (e.g. 192.168.22.150) in the URL Location. The setup parameters are identical to what are given above.

6) The setup for your workstation should be:
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7) The setup on the Netscape Navigator is shown below:
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Thank you very much for reading D-Link setup document. If you have any questions or comments, please feel free to contact me at ssia@dlink.com.sg.
ISP


Pacific Internet








Workstation A





Analog / ISDN Dialup








192.168.22.110


255.255.255.0


Default Gateway:


192.168.22.150


DNS:


203.120.90.40


192.169.33.3





DP-602








192.168.22.150


255.255.255.0








Internet Server





192.168.22.111


255.255.255.0


Default Gateway:


192.168.22.150


DNS:


203.120.90.40


192.169.33.3





DNS:


203.120.90.40


192.169.33.3











Workstation B








Configuration of the DP-602 for connecting to
Page 6 / 6

an ISP (Pacific Internet in this example)




[image: image10.jpg]@«}\'ﬁl ¥

e
sm|5a\1 ®

B e [T ET0T

Yt | st | S

s e ] BN

1-Link Internet Server

H
Sever Name
Configwration
Lhode:
sy
e, F nsare Versian
W o2 LA Adsress
e

Cparation Moce

L7 r99an
Tp-502

19

3008779345

(@ doge, 225772

LA to WAL Lismet Secver

wfsal [FEISE G Lo




_934783803

_934783802.bin

