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Typical Internet Configuration for DP-692 Internet Servers
Firmware v.20 or above
(For Single user Internet Account, with static or dynamic |P address.)

1. I ntroduction

This document explains how to connect to the internet using a single user account from an Internet Service
Provider. The IP network is a private network and is chosen by the instaler. In the example below the
private | P network is 192.168.10.xxX. Y ou Service provider may either provide you with a static |P address or
more often adynamic IP address, that isto say the IP address is assigned to the router at connection time. A
local network | P address still needs to be assigned to the router.

It is assumed the network is already configured and working in terms of network adapters and drivers
installed and configured.

Fig 1.
DP-692
ISDN TA or
PC1
PC2 Modem
PC3
PC4

Example Setup Configur ation

DI-692 192.168.10.200

PC1 IP 192.168.10.200
PC2 IP 192.168.10.201
PC3 IP 192.168.10.202
PC4 IP 192.168.10.203
Subnet for al 255.255.255.0
devices

Default Gateway 192.168.10.200
(All PC's)

Web Site: www.dlink.co.uk FTP: ftp.dlink.co.uk
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2. Information required from the | SP.

A certain amount of information is required from your |SP. See list below.

IP address (only for static |P address connections)

Username
Password

ISDN or PSTN Telephone number to dial
DNS (consists of primary domain name controller 1P, and name)

3. DP-692 Configuration

Y ou must have v2.0 of the ISAdmin software installed on a Windows 95/98 or NT machine. When it'srun, it
will discover the DP-692 as shown below.

O-Limk 15 Adinin

| Gerver Name |
B IE-02ED3E
The Internet /)'
Server is /
discovered

Eile ],n'lurm_uinn - Configuration Tools Help

gy Inatructicn
= Clck the @ e w0 axnoits the corrasponding funco—|
" e |
@ Change P Adress
WIAG Aeress (050 b2 38 b
P AdEsS TR = I
= s =
IFir mevsrare: 200 A Rl B
upTime 0 sy, MDY : ::: o
Dimgnosfics i : :buﬂ

Traffi Assdysis |

11 Intemniet Server

:1

Change IP Address E

Click hereto
change the IP
address of the
Internet
Server.

The IP address of the Internet
Server must be in the same
network as other PC’sin the

IP Address

|192 _|1ﬁa _|1u _|2uu

Cancel I
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B D-Link IS Admin

Eile

Tools

Infarmation  Configuration Help

Click here to configure

‘ Discover Server I

o4 _Instruction
Click the @text to execute the corresponding fun

the Internet Server

Server Name
P 1IS-02ED38 —Information —Configuration
4 Change IP Addre;
MAC Add 00 50 ba 02 ed 38
Leas i @ Quick Co ration
IP Address 192.163.10.200 & Confighit ation
Model DP-692 Tool
—Tools
Status Running
Dial U
Firmware 2.00 & allip
Hang U
UpTime 0 days, 00:01:33 bt Hi
@ Test
| Diagnostics I 4 Reset
# Factory Reset
Traffic Analysis I D load Fi
| ysi & Download Firmware LI
Ready [1 Internet Server

Configuration

System | WANPort 1 | WAN Port2 | DHCP Serer | Server Address || [

Server Name ||54]2E033

Internet server name

| —

(¥
IP Address

192 |1EB |1I] |2I]I]

Subnet M

Internet Server’s
login password
jChange Password ——¢——|

0ld Password I
New Password I
Confirm Again |

IP address of Internet
server

1
Ime

/

E b F

minutes

LAN-to WAN Internet Server
C' LAN-to-LAN Internet Server

IP address of the DNS
server

Global IP Address

Subnet Mask

Default Gateway

NN
NN
NN

The Internet server will
hang up the line if the
connection isidle for X
minutes

11

Save Cancel |
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I P address of WAN port

Configuration m

remains 0.0.0.0 if the ISP
does not provide the fixed
IP address

/

Add in the login script
if your ISP requires one

ISP’s Telephone
number

Username and
Password to ISP

Click <Browse>
button to choose
your modem or TA

Add in theinitial
string of your modem
if your modem or TA
isnot found in the list

System | WAN Port1 | WAN Port2 | DHCP Server | Server Address || (]3]
Line Type I[)ia| Up Ll
Baud Rate [115200 =] bps
- ISP Account .
Phone Number |1470,08453501234 & e [alink 4
IP Address ||] ||] ||] ||] Password |========
) . . .
WT Command
Init. String ATB408.03 - | Browse... F\
Dial Prefix String |ATDT
Hangup String etk ATHO
- Login Script
Prompt String Keyin String I
| add |
Save Cancel

The above steps can ber

epeated for the second WAN Port.

| P address range for DHCP

Configuration

Disable if you do not Sysiem | WAN Port1 | WAN Fort 2 LAACP Serves| | Serer Addezs || (73]
want this server to Ly Disable % Enable
be a DHCP server 1P Al Basit
From WJEIT 50 To jﬁ IEI-T_E
Leass Time Fﬁ_ miiutes
I Reagnds Talls
Reserve particular [P " AmEEE
addresses for Print 1 | aau |
Servers or Computers
Save * Cancel ]
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If NAT, (Network Address Tranglation), is used and you wish to install aFTP or WEB server on site. Y ou will need to
I P map those services through the Internet Server. Using the Server Address tab allows you to map these services.

In the illustration below, Internet users outside of your LAN will be able to access the WEB servicesinstaled in PC

192.168.10.210.

PC or server
hosting the service

Service being hosted

WA ot 1 | AN Ford 3| OHCP Sarr s-nmrA:umu| Aebaread | [4]]
Sender Aibdress Table
Lacal IP Address Protocol Port Numiber
Wllﬁjf_lﬁ ln:.P ;]] ﬁ_i__'] “— ||
192 16EAD0 TOP WA add I
f | Delata l
Save Cancal

In the Advanced tab, you will find various fine tuning parameters and it also here that you can configure and control

the dialer schedule.

Set thisto YESisyou
want to log connection
activity, & apply
filters

Conditions for
connecting to the
ISP

Configuration m

WYWAN Port 2 | DHCP Server | Server Address | Advanced Control |

L]

IP Address of the
machinethat IS
| Manager Server is

‘Manager Server

ager Server I[P Address

.
Log and Filter m

Dial Up Schedule IYes Ll | ScheduleTahle I ‘ Holiday Tahle |
/ Dial Up Mode |Dia| on Demandﬂ

Traffic Control

[x' By User Connection <[6], [6]= Change Value

[" By Utilization <[70%, 5], [f0%, 5> Change Value

[ By Load Balance

Routing Tahle

Yes LI

Filter HetBIOS over TCP/IP

Save Cancel |

running on
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Windows 95/98 Configuration

The configuration of windows 95/98 is done through the control panel. Edit the TCPIP properties, not those
bound to the dialup adapter if itsinstalled, but those which are bound to the Ethernet adapter.

TCP/IP Propeities 7] x|

Bindirgs | Advanced | MetBlns |
DM Configuration I Gatewmay I WINS Configuration 1P Address

An IP addrezs can be automatically azsigned to thiz computer.
If wour network, does not automatically aszign 1P addresses, azk
wour nebwork, administrator for an address, and then tpe it in
the space below,

¢ Dbtain an IP address automatically

' Specify an P address:

192.168.10.201

1P Address:

Subnet Mask: |[255.255.265. 0

QK. | Cancel |

TEPZIP Properties

Bindings | Advanced | NetBIOS
DNS Configuration | G ateway I WINS Configuration I IF Address
" Disable DMS

—{* Enable DNS

Huost: Imami

DMS Server Search Order
. . ] Add

Domair |dlink.co.uk

168.152.1.58

[

Eemove

Damnain Suffis Search Order

| el

[

| Eemnte

Cancel |

The IP address is our example
192.168.10.201 subnet mask of
255.255.255.0.

The DNS will need to be enabled and the various
components need to be configured. The host nameisa
unique name for this computer. All of the computers
in the network will have a unique name, the host name
can be this name. The Domain is one of those required
information provided by the I SP. For exampleif the
ISP is demon, the Domain will be demon.co.uk. Check
with the ISP if you do not have this information. Enter
the DNS server | P address as shown, again provided
by the ISP.
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ALER Bropering 120 x| The Gateway is the |P address of the local router. In
Bindings | Advanced I MNetBlOS this eXarane itis192.168.10.200
DM5 Configuration  Gateway | WINS Configuration I IP Addriess

The first gateway in the Installed Gateway list will be the default,
The address order in the list will be the arder in which these
machines are uzed,

MNew gateway:

i~ Installed gatewayps:

192.168.10.200 | Remove |

Ok, | Cancel |

Select the OK tab and allow windows 95/98 to load some files from the windows CD-ROM. Complete the
TCPIP configuration by rebooting when asked to do so.

When Windows has finished rebooting, select the MSDOS prompt and type
'ping 192.168.10.200" as shown below. If the reply is as indicated, then the TCPIP configuration is correct
and working

C:\>ping 192.168.10.200
Pinging 192.168.10.200 with 32 bytes of data:

Reply from 192.168.10.200: bytes=32 time=1ms TTL=64
Reply from 192.168.10.200: bytes=32 time=1ms TTL=64
Reply from 192.168.10.200: bytes=32 time=1ms TTL=64
Reply from 192.168.10.200: bytes=32 time<10ms TTL=64

Ping statistics for 192.168.10.200:
Packets: Sent = 4, Received = 4, Lost = 0 (0% loss),
Approximate round trip times in milli-seconds:
Minimum = Oms, Maximum = 1ms, Average= 0ms
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5. I nternet Browser Settings

The Internet browser will need to be configured to connect using the LAN rather than using the dialup
adapter. The setting below is from Microsoft |E4. Another browser will have a similar setting, which can be
changed to connect using LAN (local area network)

Generall Securityl Content  Connection IPloglamsl .ﬂ.dvancedl

i~ Connection
# -  LUszethe connection wizard to connect your e, |
) computer ba the [nternet.

To change your settings directly, select one of these options:

™ Connect to the Intemet using a modem SRt |

£+ Connect to the Intemet using a local area network

— Prowy server

C ™ &ccess the Intemnet using a proxy server
a

i % Sddress; I Bt I f-‘\dianced.__l

[© | Bupass prowy serventonlocallibtranet addesses

— Automatic configuration

= “our network. administrator may have given Canfigure... |
E, wou the name of a server that will configure =

Intemet Explorer,

Ok | Cancel | LEply |

Y ou have now completed the configuration. Launch your Internet browser and see if a connection to the required web
siteis established. The router will dial automatically when the browser is launched.
FAQ's

QL | am unable to discover the Internet Server through | Sadmin?
Ans Make sure you have connected the unit to your Ethernet LAN.

Q2. | am unable to ping the Internet Server from my Windows 95/98 workstation.?
Ans Check the TCPIP configuration of the workstation, ping the workstation | P address. If the workstation ping is
successful, check the IP address of the Internet Server.

Qs. When | launch the browser, the router does not dial the | SP.
Ans Check the default gateway setting in the workstation, ensure it isthe | P address of the Internet Server

~ End of Document ~
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