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           Product Announcement

DKVM-4K

Date: December 5, 2003 
	Product name:
	4 port KVM switch kit

	Product Group & Type:
	KVM Switch

	Revision:
	A1

	Available:
	Now

	Picture:
	[image: image1.jpg]




	Why Sell This Product:
	· Supplement your low-price KVM switch product line: we have released 2-port KVM switch and 2-port KVM switch, both are low-priced. Here's another low-price 4-port KVM switch.  

· Targeting test lab engineers, MIS technician, web sites, etc.

· No need for technical support -- It's plug and play and easy to use. You can sell this KVM switch, and forget about after sell technical support. 

· Better price, better margin.

Selling Points

· Lower price.

· Standard cable: supports standard KVM cables, so can work with all PCs. 

· Compact desktop size.

	Keyfeatures:
	· Bus-power support (no external power connection required)

· Allows control of 4 PS/2 style computers from a set of single keyboard, mouse, monitor

· Keyboard and mouse emulation for error-free boot-up

· VGA, SVGA and Multisync monitor resolution 2048 x 1536 support

· Microsoft IntelliMouse and Microsoft IntelliMouse Explorer support

· PS/2 style keyboard, mouse support

· Switch among the 4 PCs via "Select"push button and Hot-Key commands

· Auto-scan mode for convenience automatic switching (Scan boot up PCs)

· Audible feedback when switching

· 4 LED indicators for each connected computer

· Automatic recall of CAPS LOCK, NUM LOCK and SCROLL LOCK Key's status for each computer
· Uses inexpensive, commonly available cables

	Technical Details:
	Console Connectors (connect to keyboard, mouse, monitor)

- Keyboard connector: mini DIN-6 PIN female

- Mouse connector: mini DIN-6 PIN female

- Monitor connector: HD 15 PIN female

KVM Connectors (connect to computers)

- 4 keyboard connectors: mini DIN-6 PIN female

- 4 mouse connectors: mini DIN-6 PIN female

- 4 monitor connectors: HD 15 PIN female

Diagnostic LEDs

- 4 port LEDs for 4 connected Purchase

- A lit (green) status indicates the port is active

PC Selection (Manually switching back and forth among the PCs)

- Through push button

- Through Hot Key

- Switching confirmation: buzzer sound

Physical & Environmental 
Power Input

From PC's PS2 port, no power adapter required

Dimensions

178 x 105 x 30.5 mm (KVM switch only)

Operating Temperature

0 to 50 (C

Storage Temperature

-10 to 60 (C

Humidity

5% to 90%

Emission (EMI)

- FCC Class B

- CE Class B

- C-Tick

Box Includes 
- 4-port KVM switch

- 2 sets of 1.8 m (6 ft) KVM cables

- Quick Installation Guide

	EMI/EMC Report
	(FCC No.  E920601      ( CE No.   E920601        ( VCCI No.            

( CTR-21 No.                ( C-Tick No. E920601    ( A-Tick No.           

( FDA No.                     ( R&TTE No.                  ( BSMI No.            
( Others             

	Safety
	( TUV No.                     ( UL No.                          ( CSA No.                   
( Others

	Packaging Style
	( Clamshell ( White Box ( Gift Box ( Bulk ( Others        

	Packaging Contents:
	DKVM-4K x 1, 3 in 1 KVM cable x 2sets, QIG x 1  ,  CD x 1(worldwide only)

	UPC Code:
	790069 26372 9 , 790069 26411 5/USA

	Units Per Carton:
	10

	Cartons Per Pallet:
	Air: 24, Sea: 36

	Dimensions and Weight:
	Box:       275 x 208 x   66 mm,     1.3   kg

Carton:  445 x 285 x 380 mm,     14   kg 

Pallet:   (by Air)  1200 x 1100 x 1350 mm, 336  kg

(by Sea) 1200 x 1100 x 1950 mm, 504  kg 
INTRASTAT weight:          kg (Box)

Packing material weight (Box):

- Paper:              kg

- Plastic:             kg

- Mixed:              kg 
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