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DCM-200 cable modem provideshigh-speed broadband
access to the Internetfor a PC orLAN through the TV cable.

The DCM-200 cable modem connects a PC, Internet gateway, router orother hosts to a broadband cablenetwork
flexibly througheither a I0BASE-TEthernet or USBinterface. It provides a standard-based solution todeliver
reliable high-speedaccess over acable television networkto small business, telecommuters and home PC users.

High-speed Performance

This high-performance broadbanddevice bridges
radio-wave-like signals sentover cable TV wiringto
standard Ethernet LAN connections, which canbe
plugged into a host's Ethernet interface. The
DCM-200 provides two-way Internet access,
delivering the speed required by today's most
demanding computer applications.

Highly Inter-operable

The DCM-200 strictly complies with today's cable
modem industry standard. Itcomplies with DOCSIS
(Data Over Cable Service Interface Specification) 1.0
and canbe easily upgraded to comply with DOCSIS
1.1 inthe future. It isalso CableLabs certified,
ensuring users transparentoperation, no matter which
cable operator network isinstalled atthe subscriber's
premise.

Flexible Applications
Assingle downstream 6 MHztelevision channel may
support up to30.34Mbps of downstream data

throughput from a cable headend using 64 QAM
modulation technology. Speeds canbe boosted to
42.88Mbps using 256 QAM. The modem supports both
QPSK and 16 QAM modulation techniques, providing
upstream channel delivery ofup to 5.12Mbps from
premises when QPSK is used,and upto 10.24Mbps
when 16 QAMis employed. With multiple channels,
multiple users support,the DCM-200 canbe used witha
wide range ofapplications, from residential

(PCs, Internet gateways) to telecommuter (notebooks,
portable computers) to SOHO (routers, VoIP gateways).

Security and Management

Toprovide ahigh-level of security, the DCM-200
supports Baseline Privacy DES encryption/decryption.
SNMP Remote Management MCNS MIBsare also built
into the device, allowing network managementto be
carried outacross multi-vendor platforms. Static IP and
dynamic (DHCP) IP addressrequests are supported,
enabling efficient management of IP allocations.

Key Features

= DOCSIS 1.0 standard compliant

= Upgradable to comply with DOCSIS 1.1

= Two-way communications with speedsup to
42.88Mbps downstream, and 10.24Mbps upstream

= Supports upto 15 users

* Provides 10BASE-TEthernet and USB interfaceto host

* Automatically finds send/receive data channels

» DES encryption/decryption

* OPSK/16QAM burst modulator

= 64/256 QAM receiver

* Built-in MCNS MIBs

= SNMP standard management

= Static IP/dynamic (DHCP) IP assignment
= FEC errorcorrection



DCM-200
Technical Specifications

General

Standard

- MCNS/DOCSIS 1.0

- DOCSIS 1.lupgradable

Host Interface
- I0BASE-T Ethernet(RJ-45)
- USB 1.1(Type Bport)

Network Cable Interface
F-Type Female75 ohm

Certification
CableLabs

Downstream Receiver
Demodulation
64 QAM/256 QAM

Data Speeds
-Up t030.342 Mbps (64QAM)
- Up to42.88 Mbps (256 QAM)

Frequency Range
91MHz - 860 MHz

Receive Level
15dBmV to +15dBmV

Upstream Transmitter

Data Speeds

QPSK: 320Kbps, 640Kbps, 1280Kbps, 2560Kbps, 5120Kbps

16 QAM: 640Kbps, 1280Kbps, 2560Kbps, 5120Kbps, 10240Kbps

Error Correction
Reed-Solomon

Frequency Range
5 MHz to42 MHz

Modulation
QPSK/16 QAM

Transmission Level
+8 to +55dBmV (16 QAM)
+8 to +58dBmV (QPSK)

Physical & Environmental
LED Indicators

Power

Link (Ethernet link)

Act (data transmissionactivity)
Status (cable connection)

Power Consumption
12 watts (max.)

Power Input
DC 12V, 1.25A
Uses external AC power adapter

Storage Temperature
-20°to 60°C (-4° to 140°F)

Operating Temperature
0°to 40°C (32°to 104°F)

Humidity
10% to 90%non-condensing

Dimensions
164.5x222x 35 mm (6.5 x 8.7x 1.4 inches)

Weight
602 grams (1.331b.)

Broadband Networking Series

Emission
-FCC ClassB
- CE ClassB
- C-Tick

Safety
- UL/CUL
-TUV
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Ordering Information

Cable Modem
DCM-200 Cable modem with 10BASE-T Ethernet

and USB interfaceto host

An external ACpower adapter goes withthis cable modem. Pleasespecify your model
number as follows:

RDCM200 U.S. retail package version,includes an Americanstandard AC power
adapter

DCM200A Includes an Americanstandard AC poweradapter

DCM200B Includes a U.K. standard AC power adapter

DCM200E Includes an EU standard AC power adapter

DCM200N Includes an Australianstandard AC poweradapter

DCM200CN Includes a Chinese standard AC power adapter

DCM200U Includes no ACpower adapter

DCM200A12 12 Pack of 12units of DCM200A (includes 12 cable modems,12 AC
power adapters, 1 manualand driver disk)

DCM200E12 12 Pack of 12units of DCM200E (includes12 cable modems, 12AC
power adapters, 1 manualand driver disk)
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