[image: image1.jpg]


D-ViewCam Release Notes
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	Software Version:
	3.4

	Prom Code Version:
	

	Published Date:
	2012/11/08


Content:

2Revision History and System Requirement:


2New Features:


Problems Fixed:
3
3Known Issues:
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Revision History and System Requirement:
	Firmware Version
	Date
	Model
	Hardware Version

	3.4
	2012/11/08
	DCS-100
	N/A

	
	
	
	


System Requirement (minimum HW requirement)
	Total FPS at CIF
	D
	C
	B
	A

	S of All Cam.
	2200~1400
	1400~1050
	1050~550
	550~0

	CPU
	Intel Core I7
	Intel Core I5
	Intel Core 2 Quad Q9400
	Intel Core 2 Duo 
E5300

	RAM
	2 GB
	2 GB
	2GB
	1GB

	Motherboard
	Intel P55 or H57 chip or above, MB vendor Asus, Gigabyte or Intel with Intel Chipset recommended
	Intel P35 or P33 chip or above, MB vendor Asus, Gigabyte or Intel with Intel Chipset recommended

	Display card
	ATI Radeon 4650 , nVIDIA GeForce GF-9600 or above (ATI recommended)

	Ethernet
	100 baseT or above, Gigabit LAN recommended

	Hard Disk
	250 GB or above

	OS
	Microsoft Windows® XP Professional SP3 / 2003 / Vista®

/ Server 2008 R2 (64bits) /Win 7 (32bit/64bits)


Note: For evaluating other minimum HW spec of D-ViewCam server which is not in above table, 

please refer to Desgn Tool of D-ViewCam to get more information and suggestion on PMD 

system. The URL is:

http://pmdap.dlink.com.tw/PMD/km_docAction.do?myaction=query&flownum=KMF2011110367&returnURI=km_doc_listAction.do?myaction=km_doc_listAction:TypeID=KMT2010010079
New Features:
	Firmware Version
	New Features

	3.4
	1. DCS-6010L current view switch function support


Problems Fixed:
	Firmware Version
	Problems Fixed

	3.4
	1. Take out ONVIF from camera support list

2. Fixed 5211L/5222L patrol issue (1 time patrol)
3. Fix DCS-220 didn’t gray DCS-6818 A1 in search list when DCS-6818 A1 already added.

4. Fix DCS-942L audio issue (change camera protocold from HTTP to UPD then can't hear audio from camera)
5. Implement new digital sign (all utility, exe. and application)


Known Issues:
	Firmware Version
	Known Issues

	3.4
	1. Because D-viewcam creates a interface to support DCS-6010L current view switch function, DCS-100 v3.4 is only compatible with device pack v1.4.4 and above. Otherwise D-Viewcam would crash with previous device pack installed.


Related Documentation:

N/A
Note:
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