


STANDARDS
IEEE 802.3 
IEEE 802.3u 
USB 2.0 

PORTS
1 USB 2.0 port 
1 10/100BASE-TX Ethernet LAN port 

DEVICE MANAGEMENT
Through Internet Explorer v6 or later; or other Java-enabled  
browsers
DHCP server and client 
Print Server Administration program running under Windows 

DIAGNOSTIC LEDS
Power 
Ethernet 
USB 

POWER INPUT
5.0V DC/2.5A (Through external power adapter) 

OS SUPPORT
Windows Vista/XP/2000/NT4/ME/98SE/95 
Apple Mac OS 9.x to MAC OS X 10.4.x 
Linux  
UNIX lpr/lpd (HP-UX, SunOS, Solaris, SCO, UnixWare, IBM AIX) 
NetWare 5.x NDPS LPR Remote Printing 

OPERATING TEMPERATURE
0º to 40ºC (32º to 104ºF) 

STORAGE TEMPERATURE
-25º to 55ºC (-13º to 131ºF) 

HUMIDITY
5% to 95% non-condensing 

DIMENSIONS
67(W) x 25(H) x 106(D) mm  
(2.63 x 0.98 x 4.17 inches)

WEIGHT
77g (2.7oz) 

CERTIFICATIONS
FCC Class B 
CE 
C-Tick 
IC 
CSA 

PRINTER COMPATIBILITY LIST
Avision: MF3100L 
Benq: CM3000 
Brother: MFC-210C, MFC-420CN, MFC-3240C, MFC-7220 
Canon: PIXMA MP110, PIXMA MP150, PIXMA MP160, PIXMA  
MP170, PIXMA MP180, PIXMA MP450, PIXMA MP460, PIXMA 
MP500, PIXMA MP510, PIXMA MP530, PIXMA MP600, PIXMA 
MP810, PIXMA MP830, PIXMA MP950, PIXMA MP960
Dell: Photo 926, Photo 966 
EPSON: PM-A970, PM-A920, PM-A820, PM-A720, PM-A950, PM- 
A890, PM-A750, PM-A650, STYLUS CX2900, STYLUS CX3700, STYLUS 
CX3900, STYLUS CX4100, STYLUS CX4700, STYLUS CX4900, STYLUS 
CX5700F, STYLUS CX5900, STYLUS CX6900F, STYLUS Photo RX530, 
STYLUS Photo RX580, STYLUS Photo RX590, STYLUS Photo RX630, 
STYLUS Photo RX650
Fuji Xerox: WorkCentre 3119 
 HP: Deskjet F380, PSC1315, Photosmart C1350, Photosmart C1610,  
Photosmart C3180, Photosmart C4180, Photosmart C5180, Offi ceJet 
4255, Offi ceJet 4355, Offi ceJet 5510, Offi ceJet 5610, Offi ceJet 6110, 
Offi ceJet 7210, LaserJet 3050
Lexmark: x3470, x5470 
Samsung: SCX-4100, SCX-4200 

DPR-1020
WHAT THIS PRODUCT DOES
The DPR-1020 USB Print Server is a versatile print 
server ideal for use at an offi ce, school or business. 
Supporting scan, fax, and print functions, the 
DPR-1020 provides an easy and cost-effective way 
to share your printer over a network.

KEY FEATURES
1 USB 2.0 port for your printer 
10/100BASE-TX Ethernet port 
 Supports Internet Printing Protocol (IPP) for  
printing over the Internet
Supports a wide range of printers including GDI 
 Supports scan and fax functions of multifunction  
equipment
 Supports TCP/IP, NetBEUI based Operating  
Systems (Windows, Linux, Unix, and Mac OS)
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