Set DP-300 LPR printing on Windows XP
1. Start menu — Click "Printers and Faxes" — It will apply the below window —
Double Click "Add a printer".
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2. Click "Next"
Add Printer Wirard
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3. Select "Local printer attached to this computer™" and disable "Automatically detect
and install my plug and play printer" — Click "Next".



Add Printer Wizard

Local or Network Printer
The wizard needs to know which tppe of printer to set up.

Select the option that describes the printer you want b uze:

%) Local printer attached to this computer
[ Automatically detect and install my Plug and Play printer

() & network printer, or a printer attached to another computer

i To et up a network printer that is not attached to a print server,
\\') uze the "Local printer'' option.
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4. Select "Create a new port" and "Standard TCP/IP Port™ in Type of port — Click
Next".

Add Printer Wizard

Select a Printer Port
Computers communicate with printers through porks.

Select the part you want your printer to uze. If the port iz not listed, you can create a
new port,

() Uze the following port:

(%) Create a new port:
Type of port:

5. Click "Next".



Add Standard TCP/IP Printer Port Wizard X]

Welcome to the Add Standard
TCP/IP Printer Port Wizard

Y'ou uge this wizard to add a port for a network, printer.
Before continuing be sure that:

1. The device iz tumed on,
2. The network, iz connected and configured.

To contirue, click Mest.
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6. Type DP-300’s IP address (i.e. 10.40.9.100) in "Printer Name or IP Address"
Click "Next". (You can modify Port Name form IP_10.40.9.100 to any name,
which you want. Ex dp-300).

Add Standard TCP/IP Printer Port Wizard

Add Port
Faor which device do you want bo add a port?

E nter the Frinter Marme ar [P address. and a part name far the desired device,

Printer Marme or IP Address; 10.40.9.100

Part Hame: dp-300

[ < Back ” et > ][ Cancel

7. Select "Custom”™ — Click "Setting...".



Add Standard TCP/IP Printer Port Wizard

Additional Port Information Bequired
The device could not be identified.

The detected device iz of unknown type. Be sure that:
1. The device iz properly configured.
2. The addrezs on the previous page iz comect.

Either comect the address and perform another zearch on the network. by returning to the
presious wizard page or select the device bype if you are sure the addrezs is correct.

Device Type
(O Standard | Genenc Netwark Card

(%) Custom Settings...
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8. Select "LPR" and Type the port name (LPT1) of DP-300 in Queue Name —
Click "OK".
Configure 5tandard TCP/IP Port Monitor

Port Mame: I dp-300 |

Frinter Mame ar IF Address; i 10.40.9.100 |

Protocal

1 Raw ) LPR

Raw Settings

LFR Settingz
Queue Mame; |LF'T1| |

[ ] LPR Byte Counting E nabled

[ ] 5MMP Status Enabled
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9. Click "Finish".



Add Standard TCP/IP Printer Port Wizard X

Completing the Add Standard
TCP/IP Printer Port Wizard

You have zelected a port with the following charactenstics.

SHP: Mo
Pratocal; LPR. LFT1
Device: 10.40.9.100

Part M arne: dp-300
Adapter Tepe:

To complete this wizard, click Finish,
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10. The system will ask the driver for your printer, please select/install the correct
driver for your printer — Click "Next"

Add Printer Wizard

Install Printer Software
The manufacturer and model determing which printer software o use.

e, Select the manufacturer and model of wour printer. [F pour printer came with an ingtallation
s disk, click Have Disk. If your printer iz not listed, consult your printer docurmentation for
compatible printer software.

M anutacturer A Frinters e

Compaq || ¥ Epson LO-2080 ESC/P 2

gzﬁtalﬂfﬂducts 5 Epson LQ-2170 ESC/P 2

D:;ﬁ'gl'” 5 Epson LO-2180 ESC/P 2

E|:|_§|:|n w |
EF This diver iz digitally signed. [ Windows Update ] [ Have Dizk... ]

Tell me wahy driver signing is imporkant
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11. Click "Next".



Add Printer Wizard

Mame “our Printer
Y'ou mugt azsian a name ko this prinker.

Type a name for thiz printer. Becauze some programs do nok suppart prinker and semver
name combinations of more than 31 characters, it iz best to keep the name az short as

pozzible.
Frinter name:;
ir zon LE-2500 [Copy 1)

Do you want bo wze this printer as the default printer?

ONT:
Mo

[ < Back ” Mext = ][ Cancel ]

12. Click "Next".

Add Printer Wizard

Print Test Page
To confirm that the prinker iz installed properly, vou can print a test page.

Lo pou want to print a test page?

*1Yes
Mo
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13. Click "Finish".



Add Printer Wizard

Completing the Add Printer
Wizard

Y'ou have successfully completed the Add Printer ‘Wizard.
You gpecified the following printer zettings:

TS Epson LA-2500 [Copy 1]
Share name:  <Mot Shared:

Part: dp-300

kodel: Epson LA-2500

Default: es

Testpage: ez

To cloge thiz wizard, click Finizh.
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Then the printer will print out "Windows XP Printer test page".



