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           Product Announcement
Date:
April,18, 2001

To:

All Locations
Subject: New Product Release for DI-711; 
 Wireless Home DSL/Cable Router 
D-Link is pleased to make this formal announcement for the following new product. Please start to promote for this new product and advise if we can be helpful in any aspects.
MODEL NO.: RDI-711, DI711ANA, DI711BEU, DI711EEU, DI711EFR, DI711NEU, DI711UNA, 

PART NO.: RDI711, DI-711/ANA, DI-711/BEU, DI-711/EEU, DI-711/EFR, DI-711/NEU, DI-711/UNA,
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About DI-711 
. The D-Link DI-711 is a broadband IEEE 802.11b compliant wireless gateway. A single Ethernet port allows a DSL or Cable Modem to be connected and shared through either its single local Ethernet port or via its integrated Wireless IEEE 802.11b compliant Access Point. The DI-711 integrated Router and Firewall provide NAT, DHCP, and packet filtering services between the local network and the Internet. 

D-Link DI-711 allows wireless LAN users to share a single Internet Connection while providing the safety and security of port blocking, packet filtering, and a natural firewall. Static address support, integrated DHCP, PPPoE, and device name support will allow it to connect to nearly any broadband provider whether Cable or DSL based, and at the same time simplify local area network settings. 

The DI-711 provides two levels of security support. First, it masks local users?IP addresses from others on the Internet making it much more difficult for a hacker to target a machine on your network. Secondly it can block and redirect certain ports to limit the services that outside users can access. Specific ports can be opened by the user to ensure that games and other Internet applications will run properly.

The DI-711 provides special pass through support for common VPN implementations including PPTP (Point to Point Tunneling Protocol). The Virtual Server feature allows the user to expose HTTP, FTP, Game Servers and other local services to be accessible to Internet users located outside of the LAN. The User-Definable Application Sensing Tunnel feature allows the user to define the attributes to support special applications requiring multiple connections, such as Internet gaming, video conferencing, and Internet telephony. A DMZ setting can be applied to a single client behind the DI-711 to expose it to the Internet and ensure complete Internet application compatibility even if specific ports are not known.

Unlike proxy server or NAT software that requires the software server to remain visible on the Internet, no local computers are directly externally visible when using the DI-711. Also the DI-711, like broadband, is always on, removing the need to constantly boot a software server when access is desired from a client. 

Integrated DHCP services allow up to 252 users to get their IP address automatically on boot up from the DI-711. Client machines require no software, simply set them to accept a dynamically assigned IP address and reboot. Each time they are powered up the DI-711 will recognize them and set their IP address to instantly connect them to the LAN.
Functions and Features 
· High speed Wireless LAN connection
11Mbps data rate by incorporating Direct Sequence Spread Spectrum (DSSS).
· Roaming
Provides seamless roaming within the IEEE 802.11b WLAN infrastructure.
· IEEE 802.11b compatible
Allowing inter-operation among multiple vendors.
· Auto fallback
11M, 5M, 2M, 1M data rate with auto fallback.
· Broadband modem and IP sharing
Connects multiple computers to a broadband (Cable or DSL) modem or an Ethernet router to share the Internet connection.

· VPN supported
Supports multiple PPTP sessions and allows setup of a VPN server and VPN clients.

· Firewall
All unwanted packets from outside intruders are blocked to protect your Intranet.

· DHCP server supported
All of the networked computers can retrieve TCP/IP settings automatically from the DI-711.

· Web-based configuring
Configurable through any networked computer’s web browser using Netscape or Internet Explorer.
· Access Control supported
Allows you to assign different access rights for different users.
· Virtual Server supported
Enables you to expose WWW, FTP and other services on your LAN to be accessible to Internet users outside of you LAN.
· User-Definable Application Sensing Tunnel
User can define the attributes to support the special applications requiring multiple connections, like Internet gaming, video conferencing, Internet telephony and so on, then the DI-711 can sense the application type and open a multi-port tunnel for it.
· DMZ Host supported
Lets a networked computer to be fully exposed to the Internet; this function is used when the special application sensing tunnel feature is insufficient to allow an application to function correctly.
 Technical Specifications 
· Standards: 

IEEE 802.11b Wireless LAN
IEEE 802.3 10BASET-T Ethernet
IEEE 802.3u 100BASE-TX Fast Ethernet
IEEE 802.3x Flow Control 
ANSI/IEEE 802.3 NWay auto-negotiation

· Management: 

Web-Based

· Ports: 

1 x NWay 10BASE-T/100BASE-TX Fast Ethernet LAN
1 x 10BASE-T WAN
1 x RS-232 (DB-9)

· LED's: 

WAN Activity

LAN Activity

Wireless Link

Wireless Activity 

· Power: 

DC 5V 1.5A

· Operating Temperature: 

5 C ~ 55 C


· Humidity: 
10% ~ 90%


 Supported Software 

IBM Compatible PCs with a Java Enabled Web Browser

Windows 95

Windows 98

Windows ME

Windows 2000

Windows NT 4

 Box Includes: 

One DI-711 Wireless Gateway & Access Point plus Switch
One Power Cord

One CD-ROM with Quick Install Guide and PDF Manual

One Quick Installation Guide

Two CAT-5 UTP Fast Ethernet patch Cables

 Ordering Information 
RDI-711


(For DUSA only)

DI-711/ANA

(For N. America power code and frequency channel type)

DI-711/BEU

(For UK power code and EU frequency channel type)

DI-711/EEU

(For EU power code and EU frequency channel type)
DI-711/EFR

(For EU power code and France frequency channel type)

DI-711/NEU

(For AU power code and EU frequency channel type)

DI-711/UNA

(For other areas power code and N.A. frequency channel type)

Release Schedule

April  18, 2001
Ordering Price 
Please make reference to the price book from BBD.
Lead Time: 
30 days per order.







