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                Product Announcement

Date: March 15, 2000
To: All Locations

Subject: 32-port NWay auto-negotiation for each port Ethernet/Fast Ethernet Switch with VLAN function. 
D-Link is pleased to make this formal announcement for following new product.

Please start to promote this new product and provide the forecast.

MODEL NO.: DES-1032 

PART NO.: DES1032…..
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32-port NWay Switch with VLAN 

 XE “Features” This 32-port Nway Switch is designed for easy installation and high performance in an environment where traffic on the network and the number of users increase continuously. 

It is specifically designed to relieve the bottleneck between the server and itself.  By providing immediate access to a rapidly growing network through a wide range of user-reliable functions, the DES-1032 improves performance (bandwidth) between the workstations and server. 

Especially, the DES-1032 is ideal for deployment with multiple graphics workstations demanding a fast flow of data from a single high-speed server.  The DES-1032’s trunking ability, its main feature, permits up to an 800Mbps Ethernet connection (full-duplex) using existing equipment.  In full-duplex mode, any four ports can provide their workstations with simultaneous access, congestion-free 800Mbps data pipe to the server.

Furthermore, the DES-1032 is expandable by cascading two or more DES-1032s together. All ports support 200Mbps full-duplex, so the DES-1032s can be cascaded from any port to any number of DES-1032s.

Besides, the DES-1032 is a perfect choice for sites planning to upgrade to Gigabit Ethernet.  It combines dynamic memory allocation with store-and-forward switching to ensure that the buffer is effectively allocated for each port while data flow is controlled between the transmitting and receiving nodes to guarantee against all possible packet loss.

Although the DES-1032 is unmanaged, it is smart.  This 10/100 Fast Ethernet switch that can improve the performance of multiple workstations using shared resources.  

Performance features
· Provides 2 to 4 ports for one trunking, and it can be up to 800Mbps data links (full-duplex mode).

· Supports up to 32 port-based VLANs.

·  XE “Ports” 32 UTP/STP ports all come with NWay auto-negotiation and operate at 10/100Mbps for connection to servers and hubs.  All ports can auto‑negotiate for full or half-duplex operation.

· One up-link kit to cascade 2 devices in 200Mbps full-duplex mode.
·  XE “Performance features” Store and forward XE “Store and forward”  switching scheme capability to support rate adaptation and ensure data integrity.

· Auto-polarity XE “Auto polarity”  detection for correction of incorrect polarity on the receive twisted pair at each port.

· Data forwarding XE “Data forwarding”  rate 148,800pps per port at 100% of wire-speed for 100Mbps speed.

· Data forwarding XE “Data forwarding”  rate 14,880pps per port at 100% of wire-speed for 10Mbps speed.

· Data filtering XE “Data filtering”  rate eliminates all error packets, runts, etc. at 148,800pps per port at 100% of wire-speed for 100Mbps speed.

· Data filtering XE “Data filtering”  rate eliminates all error packets, runts, etc. at 14,880pps per port at 100% of wire-speed for 10Mbps speed.

· 1K active address entry table XE “MAC address entry table”  per device with self-learning and table aging.

· 1 MB packet buffer per eight ports.

· Optional IEEE802.3x flow control for full duplex and backpressure flow control for half duplex.

 Technical Specifications 
· General

Standards: IEEE 802.3 10BASE-T Ethernet, IEEE 802.3u 100 BASE-TX Fast Ethernet, IEEE 802.3Frame types: Transparent

Topologyxe "Topology": Star

Protocol: CSMA/CD Ethernetxe "CSMA/CD"
Network Data Transfer Rate: 

	Ethernet
	Fast Ethernet

	10 Mbps (half duplex)  
	100Mbps (half duplex)

	20 Mbps (full duplex)  
	200Mbps (full duplex)


Number of Ports: 32 10BASE-T / 100BASE-TXxe "100BASE-TX" ports

Network Media: 

	10BASE-T:
	2-pair UTP Cat. 3,4,5 (100 m)

EIA/TIA- 568 100-ohm STP (100 m)

	100BASE-TX:


	2-pair UTP Cat. 5 (100 m)

EIA/TIA-568 100-ohm STP (100 m)


· Performance

Transmission Method: Fast Store-and-forwardxe "stack"
RAM Buffer: 4M bytes per device

Filtering Address Table: 1 K active entries per device

Packet Filtering/Forwarding Rate: 14,880pps per port (for 10Mbps), 148,800pps per port (for 100Mbps)

MAC Address Learning: Automatic update, Max age: 1 to 5 minutes -or- none

· Environmental and Physical

Power Supply: 100 - 240 VAC, 50/60 Hz (internal universal power supply)
Power Consumption: 50 watts maximum

DC fans: 2 built-in 40x40 mm fans

Dimensions:  441 x 192 x 55 mm (1U), 19-inch rack-mount width 
Weight:  2kg

Operating Temperature:  32 ( ~ 122 (F (0 ( ~ 50 (C)

Storage Temperature:  -22 ( ~ 140 (F (-30 ( ~ 60 (C) 

Humidity:  5% ~ 95% non-condensing 

Emissions:  FCC Class A, CE Mark Class A, VCCI Class A, BCIQ A 

Safety:  UL (UL 1950), CSA (CSA950), TUV/GS (EN60950)
Ordering Information

	DES-1032/A

	DES-1032/B

	DES-1032/E

	DES-1032/N

	DES-1032/U


Ordering Price 
Please refer to the Price Book from BBU 

Lead Time: 
About one month from receiving order
