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Introduction

Overview

1 Introduction

The purpose of this document is to describe the MIBs supported by of DES-35xx switch products, 
Do not modify or pass this document without permission from project leader. If you have to, please solicit submission to project leader, and then a new revision or an approval come out for you.

This is a confidential document, for development staffs to understand whole SNMP MIBs of DES35xx series. This document would be updated any time if necessary.

Note:

Those features uncertainty supported in the firmware release would be marked in RED color.

1-1  Conventions
This document uses the following notational conventions:

Italics
Italics indicate the item is subject to change after further discussion.

0x0

Prefix to denote hexadecimal number.

0b0

Prefix to denote binary number.
1-2  About Version Number
The version number of SNMP agent Module is format as xx.yy. The detail information is explained as follows:

· xx – The major part of the revision for example new modules added.

· yy – The minor part pf the revision for example commands added or modified, new syntax registered etc. 
1-3  Reference Documents
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2 Layer2/3 Standard MIB

2-1  Standard MIB List

The following is the standard MIB.

	RFC MIB
	Description
	Comment

	RFC1213
	RFC1213-MIB
	MIB-II

	RFC1215
	RFC1215-MIB
	SNMP v1 Trap

	RFC4188
	BRIDGE-MIB
	IEEE802.1d MIB

	RFC1907
	SNMPv2-MIB
	For SNMPv2 entities

	RFC2021
	 RMON2-MIB
	Remote Network Monitoring MIB, Only support probeConfig

	RFC2571
	SNMP-FRAMEWORK-MIB
	The SNMP Management Architecture MIB, v3

	RFC2572
	SNMP-MPD-MIB
	The MIB for Message Processing and Dispatching, v3

	RFC2573n
	SNMP-NOTIFICATION-MIB
	Provide remotely configure the parameters used by an SNMP entity for the generation of notifications, v3

	RFC2573t
	SNMP-TARGET-MIB
	Provide remotely configure the parameters used by an SNMP entity for the generation of SNMP messages, v3

	RFC2574
	SNMP-USER-BASED-SM-MIB
	Definition for SNMP User-based Security Model, v3

	RFC2575
	SNMP-VIEW-BASED-ACM-MIB
	Definition for View-based Access Control Model, v3

	RFC2576
	SNMP-COMMUNITY-MIB
	Support coexistence between SNMPv1, SNMPv2c, and SNMPv3

	RFC2618
	RADIUS-AUTH-CLIENT-MIB
	Client side entities for RADIUS protocol

	RFC2620
	ADIUS-ACC-CLIENT-MIB
	Client side entities for RADIUS accounting protocol

	RFC2665
	EtherLike-MIB
	Ethernet-like Statistics group, IEEE802.3

	RFC2819
	RMON-MIB
	Remote Network Monitoring MIB, Only Group 1, 2, 4, 9

	RFC2863
	IF-MIB
	Network interface sub-layers, Only support ifTable & ifXtable

	RFC2925p
	PING-MIB
	Management of ping function

	RFC4363
	P-BRIDGE-MIB / Q-BRIDGE-MIB
	IEEE802.1p / IEEE802.1q

	LLDP
	LLDP-MIB
	

	LLDP dot1
	LLDP-DOT1-MIB
	

	LLDP dot3
	LLDP-DOT3-MIB
	

	IEEE MIB
	Description
	Comment

	IEEE8021-PAE
	PAE MIB
	802.1x MIB

	IEEE8021-CFM
	CFM_MIB
	802.1ag MIB

	IEEE8023ad-trunk
	LAG-MIB
	Ie8023ad.mib
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3 Proprietary MIB

3-1  Proprietary MIB List

The following is the proprietary MIB list for DES35XX
	Proprietary MIB
	Description
	Comment

	AAC MIB
	AAC-MIB
	The Link AAC module MIB

	Access Control List MIB
	SW-ACLMGMT-MIB
	Access Control List Information

	Authentication MIB
	DLINK-AUTH-MIB
	Common Management Information for security functions

	BPDUProtection.MIB
	BPDUProtection.MIB
	

	Dot1xmgmt MIB
	GUEST-VLAN-MIB
	Management of Guest VLAN

	Equipment MIB
	DLINK-EQUIPMENT-MIB
	Equipments MIB

	Filter MIB
	FILTER-MIB
	Management of Filtering

	Genmgmt MIB
	DLINK-AGENT-MIB
	The Structure of general management information for enterprise.

	IpmacBind MIB
	IP-MAC-BIND-MIB
	Management of ip-mac bind

	JWAC MIB
	JWAC-MIB
	Management of JWAC

	Layer2 function MIB
	SWL2MGMT-MIB
	Layer 2 Network Management Information

	Link Aggregation MIB
	LAG-MIB
	Link Aggregation module for managing, part of IEEE 802.3ad

	MBA MIB
	MBA-MIB
	Management of Mac-Based Authentication

	MSTP MIB
	MSTP-MIB
	Management of MSTP

	McastFilter MIB
	McastFilter-MIB
	

	McastVLAN MIB
	McastVLAN-MIB
	

	McastSnooping MIB
	McastSnooping-MIB
	

	PktStormCtrl MIB
	PKT-STORM-CTRL-MIB
	packet storm control management

	policyRoute MIB
	Policy-Route-MIB
	

	DHCPServer MIB
	DHCPServer MIB
	

	VoiceVlan-MIB
	VoiceVlan-MIB
	Management of VoiceVlan

	QinQ MIB
	Q-IN-Q-MIB
	Management of Q-in-Q

	ProtocolVLAN MIB
	Protocol-VLAN-MIB
	Management of protocol VLAN

	radiusAccounting MIB
	RADIUS-ACCOUNTING-MIB
	Management of Radius Accounting

	SafeGuard MIB
	 SAFE-GUARD-MIB
	Managing CPU protection

	Single ip MIB
	SINGLE-IP-MIB
	The Single IP management MIB

	SRED MIB
	Simple-RED-MIB
	Management of Simple RED

	Secure shell MIB
	SSH-MIB
	The D-Link Secure Shell module MIB.

	Secure socket layer MIB
	SSL-MIB
	The D-Link Secure socket Layer module MIB.

	staticMacBasedVlan MIB
	STATIC-MAC-BASED-VLAN-MIB
	Management of static MAC-based VLAN

	StaticFdb MIB
	STATIC-FDB-MIB
	Management of static Fdb

	SUBNETVLAN MIB
	SUBNETVLAN-MIB
	Subnet (Policy-based) VLAN module MIB

	Dlink Syslog MIB
	DLINK-SYSLOG-MIB
	The Structure of System Log Network Management Information

	System Time MIB
	DLINK-TIME-MIB
	Management Information for device system time

	TimeRange MIB
	TIME-RANGE-MIB
	Management of TimeRange

	WAC MIB
	WAC-MIB
	Web-based access control

	POE MIB
	POE-MIB
	Management of POE

	ERPS MIB
	ERPS-MIB
	ERPS

	PPPoEmgmt MIB
	PPPOE-MGMT-MIB
	The PPPoE Circuit ID Insertion MIB

	UDPHelper MIB
	UDP-Helper-MIB
	The UDPHelper MIB
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4 Traps and Notifications

4-1  Traps List

The following is the standard trap list for DES-35XX.

The following traps are defined in standard RFC1215, RFC4188.

	Trap Code
	Specific Number
	Enterprise
	Trap Type
	Comment

	0
	0
	snmp
	coldStart
	

	1
	0
	snmp
	warmStart
	

	2
	0
	snmp
	linkDown
	

	3
	0
	snmp
	LinkUp
	

	4
	0
	snmp
	authenticationFailure
	

	5
	0
	snmp
	egpNeighborLoss
	no support

	6
	1
	dot1dBridge
	newRoot (STP)
	

	6
	2
	dot1dBridge
	topologyChange (STP)
	


The following is the proprietary trap list for DES-35xx

	Trap Code
	Trap Type
	Comment

	1
	swL2macNotification
	This trap indicates the MAC address variation in address table.

	2
	swPowerError
	When redundant power is fail, this trap will be generated.

	3
	swFanError
	When redundant fan is fail, this trap will be generated.

	4
	swIpMacBindingViolationTrap
	When the IP-MAC Binding trap is enabled, if there's a new MAC that violates the pre-defined port security configuration, a trap will be sent out.

	5
	swIpMacBindingStopLearningTrap
	When the IP-MAC Binding trap is enabled, if the specific port changes from a normal state to a stop_learning state, a trap will be sent out.

	6
	swIpMacBindingRecoverLearningTrap
	When the IP-MAC Binding trap is enabled, if the specific port changes from a stop_learning state to a normal state, a trap will be sent out.

	7
	swMacBasedAuthLoggedSuccess
	The trap is sent when a MAC-based access control host is successfully logged in.

	8
	swMacBasedAuthLoggedFail
	The trap is sent when a MAC-based access control host login fails.

	9
	swMacBasedAuthAgesOut
	The trap is sent when a MAC-based access control host ages out.

	10
	swHighTemperature
	High Temperature notification.

	11
	swHighTemperatureRecover
	High Temperature notification.

	12
	agentAccessFlashFailed
	The trap is sent when access flash fails.

	13
	swPktStormOccurred
	The trap is sent when packet storm is detected by packet storm mechanism and take shutdown as action. 

	14
	swPktStormCleared
	The trap is sent when the packet storm is cleared by packet storm mechanism. 

	15
	swPktStormDisablePort
	The trap is sent when the port is disabled by packet storm mechanism. 

	16
	swPowerStatusChg
	Power Status change notification.

	17
	swPowerFailure
	Power Failure notification.

	18
	swPowerRecover
	Power Recover notification.

	19
	swFanFailure
	Fan Failure notification.

	20
	swFanRecover
	Fan Recover notification.

	21
	agentFirmwareUpgrade
	This trap is sent when upgrade firmware via SNMP is finished.

	22
	agentGratuitousARPTrap
	This trap is sent when there is an IP address conflict.

	23
	swERPSSFDetectedTrap
	The trap is send when signal fail is detected on node.

	24
	swERPSSFClearedTrap
	The trap is send when signal fail is cleared on node.

	25
	swERPSRPLOwnerConflictTrap
	The trap is send when RPL owner is conflicted on the ring.


If the following conditions listed in the “Description” field occur, the corresponding trap will be generated.

	Number
	Trap Type
	Description

	1
	coldStart
	When device is power on, the coldStart trap will be generated.

	2
	warmStart
	When device reboots, the warmStart trap will be generated. 

	3
	linkDown
	This trap will be generated when the port link state changes from UP state to DOWN state.

	4
	LinkUp
	This trap will be generated when the port link state changes from DOWN state to UP state.

	5
	authenticationFailure
	This trap will be generated if some agent clients access this device with invalid community string. For performance issue, this trap will be generated once if  the authenticationFailure condition occurs within 5 seconds.

	6
	newRoot
	When the device becomes the new root for Spanning Tree Protocol, this trap will be generated after topology change time is expired.

	7
	TopologyChange
	When the Spanning Tree Protocol is enabled. If there is an event happened topology change, the topology change count will increase and this trap will be generated. Note that, this trap will not be generated if a newRoot trap is sent for the same transition.

	8
	swL2macNotification
	This trap indicates the mac addresses variation in address table .
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5 MIB Tables

The following list the detail MIB objects supported in DES-35xx.

This section lists every leaf nodes of every group in DES-35xx. The comment field lists the reason what the MIB can’t be supported by DES-35xx. 

5-1  RFC 1213 (MIB-II)

This MIB defines the second version of the Management Information Base (MIB-II) for use with network management protocols in TCP/IP-based internets. These documents provide a simple, workable architecture and system for managing TCP/IP-based internets and in particular the Internet community.

	MIB
	Comment

	system(1)
	

	
	sysDescr(1)
	

	
	sysObjectID(2)
	1.3.6.1.4.1.171.10.105.1(DES3528)

	
	sysUpTime(3)
	

	
	sysContact(4)
	

	
	sysName(5)
	

	
	sysLocation(6)
	

	
	sysServices(7)
	

	interface(2)
	

	
	ifNumber(1)
	

	
	ifTable (2) /ifEntry
	

	
	
	ifIndex(1)
	

	
	
	ifDescr(2)
	

	
	
	ifType(3)
	

	
	
	ifMtu(4)
	

	
	
	ifSpeed(5)
	

	
	
	ifPhysAddress(6)
	

	
	
	ifAdminStatus(7)
	not support testing(3) status

	
	
	ifOperStatus(8)
	

	
	
	ifLastChange(9)
	

	
	
	ifInOctets(10)
	

	
	
	ifInUcastPkts(11)
	

	
	
	ifInNUcastPkts(12)
	

	
	
	ifInDiscards(13)
	

	
	
	ifInErrors(14)
	

	
	
	ifInUnknownProtos(15)
	always zero

	
	
	ifOutOctets(16)
	

	
	
	ifOutUcastPkts(17)
	

	
	
	ifOutNUcastPkts(18)
	

	
	
	ifOutDiscards(19)
	

	
	
	ifOutErrors(20)
	

	
	
	ifOutQLen(21)
	Always zero

	
	
	ifSpecific(22)
	always 0.0

	at (3)
	deprecated by ipNetToMediaTable(ip.22)

	
	atTable(1) / atEntry
	

	
	
	atIfIndex(1)
	

	
	
	atPhysAddress(2)
	

	
	
	atNetAddress(3)
	

	ip(4)
	

	
	ipForwarding(1)
	

	
	ipDefaultTTL(2)
	

	
	ipInReceives(3)
	

	
	ipInHdrErrors(4)
	

	
	ipInAddrErrors(5)
	

	
	ipForwDatagrams(6)
	

	
	ipInUnknownProtos(7)
	

	
	ipInDiscards(8)
	

	
	ipInDelivers(9)
	

	
	ipOutRequests(10)
	

	
	ipOutDiscards(11)
	

	
	ipOutNoRoutes(12)
	

	
	ipReasmTimeout(13)
	

	
	ipReasmReqds(14)
	

	
	ipReasmOKs(15)
	

	
	ipReasmFails(16)
	

	
	ipFragOKs(17)
	

	
	ipFragFails(18)
	

	
	ipFragCreates(19)
	

	
	ipAddrTable(20) / ipAddrEntry
	This whole table is read-only

	
	
	ipAdEntAddr(1)
	

	
	
	ipAdEntIfIndex(2)
	

	
	
	ipAdEntNetMask(3)
	

	
	
	ipAdEntBcastAddr(4)
	

	
	
	ipAdEntReasmMaxSize(5)
	

	
	ipRouteTable(21) / ipRouteEntry
	This whole table is read-only

	
	
	ipRouteDest(1)
	

	
	
	ipRouteIfIndex(2)
	

	
	
	ipRouteMetric1(3)
	

	
	
	ipRouteMetric2(4)
	

	
	
	ipRouteMetric3(5)
	

	
	
	ipRouteMetric4(6)
	

	
	
	ipRouteNextHop(7)
	

	
	
	ipRouteType(8)
	

	
	
	ipRouteProto(9)
	

	
	
	ipRouteAge(10)
	

	
	
	ipRouteMask(11)
	

	
	
	ipRouteMetric5(12)
	

	
	
	ipRouteInfo(13)
	

	
	ipNetToMediaTable(22)/ ipNetToMediaEntry
	

	
	
	ipNetToMediaIfIndex(1)
	Support read-only

	
	
	ipNetToMediaPhysAddress(2)
	Support read-only

	
	
	ipNetToMediaNetAddress(3)
	Support read-only

	
	
	ipNetToMediaType(4)
	Support read-only

	
	ipRoutingDiscards(23)
	

	icmp (5)
	

	
	icmpInMsgs (1)
	

	
	icmpInErrors(2)
	

	
	icmpInDestUnreachs(3)
	

	
	icmpInTimeExcds(4)
	

	
	icmpInParmProbs(5)
	

	
	icmpInSrcQuenchs(6)
	

	
	icmpInRedirects(7)
	

	
	icmpInEchos(8)
	

	
	icmpInEchoReps(9)
	

	
	icmpInTimestamps(10)
	

	
	icmpInTimestampReps(11)
	

	
	icmpInAddrMasks(12)
	

	
	icmpInAddrMaskReps(13)
	

	
	icmpOutMsgs(14)
	

	
	icmpOutErrors(15)
	

	
	icmpOutDestUnreachs(16)
	

	
	icmpOutTimeExcds(17)
	

	
	icmpOutParmProbs(18)
	

	
	icmpOutSrcQuenchs(19)
	

	
	icmpOutRedirects(20)
	

	
	icmpOutEchos(21)
	

	
	icmpOutEchoReps(22)
	

	
	icmpOutTimestamps(23)
	

	
	icmpOutTimestampReps(24)
	

	
	icmpOutAddrMasks(25)
	

	
	icmpOutAddrMaskReps(26)
	

	tcp (6)
	

	
	tcpRtoAlgorithm(1)
	Always 5

	
	tcpRtoMin(2)
	Always 500

	
	tcpRtoMax(3)
	Always 32000

	
	tcpMaxConn(4)
	16

	
	tcpActiveOpens(5)
	0

	
	tcpPassiveOpens(6)
	

	
	tcpAttemptFails(7)
	Always 0

	
	tcpEstabResets(8)
	

	
	tcpCurrEstab(9)
	

	
	tcpInSegs(10)
	

	
	tcpOutSegs(11)
	

	
	tcpRetransSegs(12)
	

	
	tcpConnTable(13) / tcpConnEntry
	

	
	
	tcpConnState(1)
	read-write

	
	
	tcpConnLocalAddress(2)
	Read only

	
	
	tcpConnLocalPort(3)
	Read only

	
	
	tcpConnRemAddress(4)
	Read only

	
	
	tcpConnRemPort(5)
	Read only

	
	tcpInErrs(14)
	Read only

	
	tcpOutRsts(15)
	Read only

	udp (7)
	

	
	udpInDatagrams(1)
	Read only

	
	udpNoPorts(2)
	Read only

	
	udpInErrors(3)
	Read only

	
	udpOutDatagrams(4)
	Read only

	
	udpTable(5) / udpEntry
	

	
	
	udpLocalAddress(1)
	Read only

	
	
	udpLocalPort(2)
	Read only

	egp (8)
	Not support whole this group

	
	egpNeighTable (5) / egpNeighEntry
	

	
	
	egpNeighState (1)
	

	
	
	egpNeighAddr (2)
	

	
	
	egpNeighAs (3)
	

	
	
	egpNeighInMsgs (4)
	

	
	
	egpNeighInErrs (5)
	

	
	
	egpNeighOutMsgs (6)
	

	
	
	egpNeighOutErrs (7)
	

	
	
	egpNeighInErrMsgs (8)
	

	
	
	egpNeighOutErrMsgs (9)
	

	
	
	egpNeighStateUps (10)
	

	
	
	egpNeighStateDowns (11)
	

	
	
	egpNeighIntervalHello (12)
	

	
	
	egpNeighIntervalPoll (13)
	

	
	
	egpNeighMode (14)
	

	
	
	egpNeighEventTrigger (15)
	

	
	egpAs (6)
	

	transmission (10)
	Support RFC2665 (Ether-Like MIB, listed in later section)

	snmp (11)
	

	
	snmpInPkts(1)
	

	
	snmpOutPkts(2)
	

	
	snmpInBadVersions(3)
	

	
	snmpInBadCommunityNames(4)
	

	
	snmpInBadCommunityUses(5)
	

	
	snmpInASNParseErrs(6)
	

	
	snmpInTooBigs(8)
	

	
	snmpInNoSuchNames(9)
	

	
	snmpInBadValues(10)
	

	
	snmpInReadOnlys(11)
	

	
	snmpInGenErrs(12)
	

	
	snmpInTotalReqVars(13)
	

	
	snmpInTotalSetVars(14)
	

	
	snmpInGetRequests(15)
	

	
	snmpInGetNexts(16)
	

	
	snmpInSetRequests(17)
	

	
	snmpInGetResponses(18)
	

	
	snmpInTraps(19)
	

	
	snmpOutTooBigs(20)
	

	
	snmpOutNoSuchNames(21)
	

	
	snmpOutBadValues(22)
	

	
	snmpOutGenErrs(24)
	

	
	snmpOutGetRequests(25)
	

	
	snmpOutGetNexts(26)
	

	
	snmpOutSetRequests(27)
	

	
	snmpOutGetResponses(28)
	

	
	snmpOutTraps(29)
	

	
	snmpEnableAuthenTraps(30)
	


5-2  RFC4188 (Bridge MIB)

The concept of VLAN is introduced later than Bridge MIB, so the address table defined in bridge MIB did not has VLAN information.  But the VLAN ID is the default VLAN ID for address table in ASIC, so that in current implementation, all the operation for MAC address table through Bridge MIB is applied to default VLAN.
The OID of dot1dBridge is mib-2.17.

This MIB defines objects for managing MAC bridges based on the IEEE 802.1D-1990 standard between Local Area Network (LAN) segments.  Provisions are made for support of transparent bridging. Provisions are also made so that these objects apply to bridges connected by subnetworks other than LAN segments.
	MIB
	Comment

	dot1dBase(1)
	

	
	dot1dBaseBridgeAddress(1)
	

	
	dot1dBaseNumPorts(2)
	

	
	dot1dBaseType(3)
	

	
	dot1dBasePortTable(4) / dot1dBasePortEntry
	

	
	
	dot1dBasePort(1)
	

	
	
	dot1dBasePortIfIndex(2)
	

	
	
	dot1dBasePortCircuit(3)
	always 0.0

	
	
	dot1dBasePortDelayExceededDiscards(4)
	

	
	
	dot1dBasePortMtuExceededDiscards(5)
	

	dot1dStp (2)
	

	
	dot1dStpProtocolSpecification(1)
	

	
	dot1dStpPriority(2)
	

	
	dot1dStpTimeSinceTopologyChange(3)
	

	
	dot1dStpTopChanges(4)
	

	
	dot1dStpDesignatedRoot(5)
	

	
	dot1dStpRootCost(6)
	

	
	dot1dStpRootPort(7)
	

	
	dot1dStpMaxAge(8)
	

	
	dot1dStpHelloTime(9)
	

	
	dot1dStpHoldTime(10)
	

	
	dot1dStpForwardDelay(11)
	

	
	dot1dStpBridgeMaxAge(12)
	This value must equal or less than 2*  (dot1dStpForwardDelay-1), and equal or more than 2* ( dot1dStpHoldTime+1)

	
	dot1dStpBridgeHelloTime(13)
	

	
	dot1dStpBridgeForwardDelay(14)
	

	
	dot1dStpPortTable(15) /dot1dStpPortEntry
	

	
	
	dot1dStpPort(1)
	

	
	
	dot1dStpPortPriority(2)
	

	
	
	dot1dStpPortState(3)
	

	
	
	dot1dStpPortEnable(4)
	

	
	
	dot1dStpPortPathCost(5)
	

	
	
	dot1dStpPortDesignatedRoot(6)
	

	
	
	dot1dStpPortDesignatedCost(7)
	

	
	
	dot1dStpPortDesignatedBridge(8)
	

	
	
	dot1dStpPortDesignatedPort(9)
	

	
	
	dot1dStpPortForwardTransitions(10)
	

	
	
	dot1dStpPortPathCost32(11)
	

	dot1dSr(3)
	“Source Routing” is not needed.

	dot1dTp(4)
	

	
	dot1dTpLearnedEntryDiscards(1)
	

	
	dot1dTpAgingTime(2)
	

	
	dot1dTpFdbTable(3) / dot1dTpFdbEntry
	

	
	
	dot1dTpFdbAddress(1)
	

	
	
	dot1dTpFdbPort(2)
	

	
	
	dot1dTpFdbStatus(3)
	

	
	dot1dTpPortTable(4) / dot1dTpPortEntry
	

	
	
	dot1dTpPort(1)
	

	
	
	dot1dTpPortMaxInfo(2)
	

	
	
	dot1dTpPortInFrames(3)
	

	
	
	dot1dTpPortOutFrames(4)
	

	
	
	dot1dTpPortInDiscards(5)
	

	dot1dStatic(5)
	This group is replaced by RFC4363

	
	dot1dStaticTable(1) / dot1dStaticEntry
	

	
	
	dot1dStaticAddress(1)
	

	
	
	dot1dStaticReceivePort(2)
	

	
	
	dot1dStaticAllowedToGoTo(3)
	

	
	
	dot1dStaticStatus(4)
	


5-3  RFC1907 (SNMPv2 MIB)
The initial revision of this MIB module was published as RFC 1450.
	MIB
	Comment

	system(1)
	

	
	sysDescr(1)
	

	
	sysObjectID(2)
	

	
	sysUpTime(3)
	

	
	sysContact(4)
	

	
	sysName(5)
	

	
	sysLocation(6)
	

	
	sysServices(7)
	

	
	sysORLastChange(8)
	

	
	sysORTable(9)/sysOREntry
	

	
	
	sysORIndex(1)
	

	
	
	sysORID(2)
	

	
	
	sysORDescr(3)
	

	
	
	sysORUpTime(4)
	

	snmp(11)
	

	
	snmpInPkts(1)
	

	
	snmpInBadVersions(3)
	

	
	snmpInBadCommunityNames(4)
	

	
	snmpInBadCommunityUses(5)
	

	
	snmpInASNParseErrs(6)
	

	
	snmpEnableAuthenTraps(30)
	

	
	snmpSilentDrops(31)
	

	
	snmpProxyDrops(32)
	


5-4  RFC 2021 (RMON2-MIB)

Only support probeConfig group. The OID of probeConfig group is mib-2.16.19.

This MIB continues the architecture created in the RMON MIB [RFC1757] by providing a major feature upgrade, primarily by providing RMON analysis up to the application layer.

	MIB
	Comment

	probeCapabilities (probeConfig 1)
	

	probeSoftwareRev (probeConfig 2)
	

	probeHardwareRev (probeConfig 3)
	

	probeDateTime (probeConfig 4)
	not support timer

	probeResetControl (probeConfig 5)
	

	probeDownloadFile (probeConfig 6)
	

	probeDownloadTFTPServer (probeConfig 7)
	

	probeDownloadAction (probeConfig 8)
	

	probeDownloadStatus (probeConfig 9)
	

	serialConfigTable (probeConfig 10) / serialConfigEntry
	not support this table

	
	serialMode (1)
	

	
	serialProtocol (2)
	

	
	serialTimeout (3)
	

	
	serialModemInitString (4)
	

	
	serialModemHangUpString (5)
	

	
	serialModemConnectResp (6)
	

	
	serialModemNoConnectResp (7)
	

	
	serialDialoutTimeout (8)
	

	
	serialStatus (9)
	

	netConfigTable (probeConfig 11) / netConfigEntry
	

	
	netConfigIPAddress (1)
	

	
	netConfigSubnetMask (2)
	

	
	netConfigStatus (3)
	

	netDefaultGateway (probeConfig 12)
	Not support

	trapDestTable (probeConfig 13) / trapDestEntry
	No support the table(support  V3)

	
	trapDestIndex (1)
	

	
	trapDestCommunity (2)
	

	
	trapDestProtocol (3)
	

	
	trapDestAddress (4)
	

	
	trapDestOwner (5)
	not support

	
	trapDestStatus (6)
	


	serialConnectionTable (probeConfig 14) / serialConnectionEntry
	not support this table

	
	serialConnectIndex (1)
	

	
	serialConnectDestIpAddress (2)
	

	
	serialConnectType (3)
	

	
	serialConnectDialString (4)
	

	
	serialConnectSwitchConnectSeq (5)
	

	
	serialConnectSwitchDisconnectSeq (6)
	

	
	serialConnectSwitchResetSeq (7)
	

	
	serialConnectOwner (8)
	

	
	serialConnectStatus (9)
	


5-5  RFC 2571(SNMP-FRAMEWORK-MIB)

This RFC describes an architecture for describing SNMP Management Frameworks. The architecture is designed to be modular to allow the evolution of the SNMP protocol standards over time. The major portions of the architecture are an SNMP engine containing a Message Processing Subsystem, a Security Subsystem and an Access Control Subsystem, and possibly multiple SNMP applications which provide specific functional processing of management data.

	MIB
	Comment

	SnmpEngineID(1)
	

	SnmpEngineBoots(2)
	

	SnmpEngineTime(3)
	

	SnmpEngineMaxMessageSize(4)
	


5-6  RFC 2572(SNMP-MPD-MIB)

This RFC defines the procedures for dispatching potentially multiple versions of SNMP messages to the proper SNMP Message Processing Models, and for dispatching PDUs to SNMP applications.  This document also describes one Message Processing Model - the SNMPv3 Message Processing Model.

	MIB
	Comment

	SnmpUnknownSecurityModels(1)
	

	SnmpInvalidMsgs(2)
	

	SnmpUnknownPDUHandlers(3)
	


5-7  RFC 2573n(SNMP-NOTIFICATION-MIB)

This RFC defines MIB modules for specifying targets of management operations, for notification filtering
	MIB
	Comment

	
	

	
	SnmpNotifyTable(1)/ snmpNotifyEntry
	

	
	
	SnmpNotifyName(1)
	

	
	
	SnmpNotifyTag(2)
	

	
	
	SnmpNotifyType(3)
	

	
	
	SnmpNotifyStorageType(4)
	

	
	
	SnmpNotifyRowStatus(5)
	

	
	SnmpNotifyFilterProfileTable(2)/ snmpNotifyFilterProfileEntry
	

	
	
	SnmpNotifyFilterProfileName(1)
	

	
	
	SnmpNotifyFilterProfileStorType(2)
	

	
	
	SnmpNotifyFilterProfileRowStatus(3)
	

	
	SnmpNotifyFilterTable(3)/snmpNotifyFilterEntry
	

	
	
	SnmpNotifyFilterSubtree(1)
	

	
	
	SnmpNotifyFilterMask(2)
	

	
	
	SnmpNotifyFilterType(3)
	

	
	
	SnmpNotifyFilterStorageType(4)
	

	
	
	SnmpNotifyFilterRowStatus(5)
	


5-8  RFC 2573t(SNMP-TARGET-MIB)

This RFC defines MIB modules for specifying targets of management operations, for notification filtering
	MIB
	Comment

	SnmpTargetObjects (1)
	

	snmpTargetAddrTablesnmpUnknownContexts
	SnmpTargetSpinLock (1)
	

	
	SnmpTargetAddrTable (2) / snmpTargetAddrEntry
	

	
	
	SnmpTargetAddrName (1)
	

	
	
	SnmpTargetAddrTDomain (2)
	

	
	
	SnmpTargetAddrTAddress (3)
	

	
	
	SnmpTargetAddrTimeout (4)
	

	
	
	SnmpTargetAddrRetryCount (5)
	

	
	
	SnmpTargetAddrTagList (6)
	

	
	
	SnmpTargetAddrParams (7)
	

	
	
	SnmpTargetAddrStorageType (8)
	

	
	
	SnmpTargetAddrRowStatus (9)
	

	
	SnmpTargetParamsTable (3) / snmpTargetParamsEntry
	

	
	
	SnmpTargetParamsName (1)
	

	
	
	SnmpTargetParamsMPModel (2)
	

	
	
	SnmpTargetParamsSecurityMod el (3)
	

	
	
	SnmpTargetParamsSecurityName (4)
	

	
	
	SnmpTargetParamsSecurityLevel (5)
	

	
	
	SnmpTargetParamsStorageType (6)
	

	
	
	SnmpTargetParamsRowStatus (7)
	

	
	SnmpUnavailableContexts (4)
	

	
	SnmpUnknownContexts (5)
	


5-9  RFC 2574(SNMP-USER-BASED-SM-MIB)

This RFC describes the User-based Security Model (USM) for SNMP version 3 for use in the SNMP architecture [RFC2571].  It defines the Elements of Procedure for providing SNMP message level security. This document also includes a MIB for remotely monitoring/managing the configuration parameters for this Security Model.
	MIB
	Comment

	UsmMIBObjects (1)
	

	
	UsmStats (1)
	

	
	
	UsmStatsUnsupportedSecLevels (1)
	

	
	
	UsmStatsNotInTimeWindows (2)
	

	
	
	UsmStatsUnknownUserNames (3)
	

	
	
	UsmStatsUnknownEngineIDs (4)
	

	
	
	UsmStatsWrongDigests (5)
	

	
	
	UsmStatsDecryptionErrors (6)
	

	
	UsmUser (2)
	

	
	
	UsmUserSpinLock (1)
	

	
	
	UsmUserTable (2) / usmUserEntry
	

	
	
	
	usmUserEngineID
	

	
	
	
	usmUserName
	

	
	
	
	usmUserSecurityName
	

	
	
	
	usmUserCloneFrom
	

	
	
	
	usmUserAuthProtocol
	

	
	
	
	usmUserAuthKeyChange
	

	
	
	
	usmUserOwnAuthKeyChange
	

	
	
	
	usmUserPrivProtocol
	

	
	
	
	usmUserPrivKeyChange
	

	
	
	
	usmUserOwnPrivKeyChange
	

	
	
	
	usmUserPublic
	

	
	
	
	usmUserStorageType
	

	
	
	
	usmUserStatus
	


5-10  RFC 2575(SNMP-VIEW-BASED-SM-MIB)

This RFC describes the View-based Access Control Model for use in the SNMP architecture [RFC2571]. It defines the Elements of Procedure for controlling access to management information. This document also includes a MIB for remotely managing the configuration parameters for the View-based Access Control Model.

	MIB
	Comment

	VacmMIBObjects (1)
	

	
	VacmContextTable (1) / vacmContextEntry
	

	
	
	vacmContextName
	

	
	VacmSecurityToGroupTable (2) / vacmSecurityToGroupEntry
	

	
	
	VacmSecurityModel (1)
	

	
	
	VacmSecurityName (2)
	

	
	
	VacmGroupName (3)
	

	
	
	VacmSecurityToGroupStorageType (4)
	

	
	
	VacmSecurityToGroupStatus (5)
	

	
	VacmAccessTable (4) / vacmAccessEntry
	

	
	
	VacmAccessContextPrefix (1)
	

	
	
	VacmAccessSecurityModel (2)
	

	
	
	VacmAccessSecurityLevel (3)
	

	
	
	VacmAccessContextMatch (4)
	

	
	
	VacmAccessReadViewName (5)
	

	
	
	VacmAccessWriteViewName (6)
	

	
	
	VacmAccessNotifyViewName (7)
	

	
	
	VacmAccessStorageType (8)
	

	
	
	VacmAccessStatus (9)
	

	
	VacmMIBViews (5)
	

	
	
	VacmViewSpinLock (1)
	

	
	
	VacmViewTreeFamilyTable (2)/ vacmViewTreeFamilyEntry
	

	
	
	
	VacmViewTreeFamilyViewName (1)
	

	
	
	
	VacmViewTreeFamilySubtree (2)
	

	
	
	
	VacmViewTreeFamilyMask (3)
	

	
	
	
	VacmViewTreeFamilyType (4)
	

	
	
	
	VacmViewTreeFamilyStorageType (5)
	

	
	
	
	VacmViewTreeFamilyStatus (6)
	


5-11  RFC 2576(SNMP-COMMUNITY-MIB)

The purpose of this RFC is to describe coexistence between version 3 of the Internet-standard Network Management Framework, (SNMPv3), version 2 of the Internet-standard Network Management Framework (SNMPv2), and the original Internet-standard Network Management Framework (SNMPv1).
	MIB
	Comment

	SnmpCommunityMIBObjects (1)
	

	
	SnmpCommunityTable (1) / snmpCommunityEntry
	

	
	
	SnmpCommunityIndex (1)
	

	
	
	SnmpCommunityName (2)
	

	
	
	SnmpCommunitySecurityName (3)
	

	
	
	SnmpCommunityContextEngineID (4)
	

	
	
	SnmpCommunityContextName (5)
	

	
	
	SnmpCommunityTransportTag (6)
	

	
	
	SnmpCommunityStorageType (7)
	

	
	
	SnmpCommunityStatus (8)
	

	
	SnmpTargetAddrExtTable (2) / snmpTargetAddrExtEntry
	

	
	
	SnmpTargetAddrTMask (1)
	

	
	
	SnmpTargetAddrMMS (2)
	

	
	SnmpTrapAddress (3)
	

	
	SnmpTrapCommunity (4)
	


5-12  RFC 2618 (RADIUS-AUTH-CLIENT-MIB)

radiusMIB is Mib-2.67
	radiusAuthentication(1)
	

	
	radiusAuthClientMIB(2)
	

	
	
	radiusAuthClientMIBObjects(1)
	

	
	
	
	radiusAuthClient(1)
	

	
	
	
	
	radiusAuthClientInvalidServerAddresses(1)
	

	
	
	
	
	radiusAuthClientIdentifier(2)
	

	
	
	
	
	radiusAuthServerTable(3)/ radiusAuthServerEntry
	

	
	
	
	
	
	radiusAuthServerIndex(1)
	

	
	
	
	
	
	radiusAuthServerAddress(2)
	

	
	
	
	
	
	radiusAuthClientServerPortNumber(3)
	

	
	
	
	
	
	radiusAuthClientRoundTripTime(4)
	

	
	
	
	
	
	radiusAuthClientAccessRequests(5)
	

	
	
	
	
	
	radiusAuthClientAccessRetransmissions(6)
	

	
	
	
	
	
	radiusAuthClientAccessAccepts(7)
	

	
	
	
	
	
	radiusAuthClientAccessRejects(8)
	

	
	
	
	
	
	radiusAuthClientAccessChallenges(9)
	

	
	
	
	
	
	radiusAuthClientMalformedAccessResponses(10)
	

	
	
	
	
	
	radiusAuthClientBadAuthenticators(11)
	

	
	
	
	
	
	radiusAuthClientPendingRequests(12)
	

	
	
	
	
	
	radiusAuthClientTimeouts(13)
	

	
	
	
	
	
	radiusAuthClientUnknownTypes(14)
	

	
	
	
	
	
	radiusAuthClientPacketsDropped(15)
	

	
	radiusAuthClientMIBConformance(2)
	No support

	
	
	radiusAuthClientMIBCompliances(1)
	

	
	
	radiusAuthClientMIBGroups(2)
	

	
	


5-13  RFC 2620 (ADIUS-ACC-CLIENT-MIB)

radiusMIB is Mib-2.67

	radiusAccounting(2)
	

	
	radiusAccClientMIB(1)
	

	
	
	radiusAccClientMIBObjects(1)
	

	
	
	
	radiusAccClient(1)
	

	
	
	
	
	radiusAccClientInvalidServerAddresses(1)
	

	
	
	
	
	radiusAccClientIdentifier(2)
	

	
	
	
	
	radiusAccServerTable(3)/ radiusAccServerEntry
	

	
	
	
	
	
	radiusAccServerIndex(1)
	

	
	
	
	
	
	radiusAccServerAddress(2)
	

	
	
	
	
	
	radiusAccClientServerPortNumber(3)
	

	
	
	
	
	
	radiusAccClientRoundTripTime(4)
	

	
	
	
	
	
	radiusAccClientRequests(5)
	

	
	
	
	
	
	radiusAccClientRetransmissions(6)
	

	
	
	
	
	
	radiusAccClientResponses(7)
	

	
	
	
	
	
	radiusAccClientMalformedResponses(11)
	

	
	
	
	
	
	radiusAccClientBadAuthenticators(12)
	

	
	
	
	
	
	radiusAccClientPendingRequests(13)
	

	
	
	
	
	
	radiusAccClientTimeouts(14)
	

	
	
	
	
	
	radiusAccClientUnknownTypes(15)
	

	
	
	
	
	
	radiusAccClientPacketsDropped(16)
	

	
	radiusAccClientMIBConformance(2)
	

	
	
	radiusAccClientMIBCompliances(1)
	

	
	
	radiusAccClientMIBGroups(2)
	


5-14  RFC 2665 (Ether-Like MIB)
The OID of dot3 is transmission.7

This memo defines a portion of the Management Information Base (MIB) for use with network management protocols in the Internet community. In particular, it defines objects for managing ethernet-like objects.
	MIB
	Comment

	dot3StatsTable (2) / dot3StatsEntry
	

	
	dot3StatsIndex(1)
	

	
	dot3StatsAlignmentErrors(2)
	

	
	dot3StatsFCSErrors(3)
	

	
	dot3StatsSingleCollisionFrames(4)
	

	
	dot3StatsMultipleCollisionFrames(5)
	

	
	dot3StatsSQETestErrors(6)
	

	
	dot3StatsDeferredTransmissions(7)
	

	
	dot3StatsLateCollisions(8)
	

	
	dot3StatsExcessiveCollisions(9)
	

	
	dot3StatsInternalMacTransmitErrors(10)
	

	
	dot3StatsCarrierSenseErrors(11)
	

	
	dot3StatsFrameTooLongs(13)
	

	
	dot3StatsInternalMacReceiveErrors(16)
	

	
	dot3StatsEtherChipSet(17)
	always 0.0

	
	dot3StatsSymbolErrors
	

	
	dot3StatsDuplexStatus
	

	dot3CollTable (3) / dot3CollEntry
	Not support

	
	dot3CollCount (2)
	

	
	dot3CollFrequencies (3)
	

	dot3ControlTable(9)/ Dot3ControlEntry
	

	
	dot3ControlFunctionsSupported(1)
	

	
	dot3ControlInUnknownOpcodes(2)
	

	dot3PauseTable(10)/ dot3PauseEntry
	

	
	dot3PauseAdminMode(1)
	

	
	dot3PauseOperMode(2)
	

	
	dot3InPauseFrames(3)
	

	
	dot3OutPauseFrames(4)
	

	dot3Tests(6)
	This group is not needed

	dot3Errors(7)
	This group is not needed

	dot3ChipSets(8)
	This group is not needed


5-15  RFC 2819 (RMON-MIB)
Only group 1, 2, 4 and 9 are supported. The OID of rmon group is mib-2.16. 

This MIB defines objects for managing remote network monitoring devices.

	MIB
	Comment

	statistics(1)
	

	
	etherStatsTable(1) / etherStatsEntry
	

	
	
	etherStatsIndex(1)
	

	
	
	etherStatsDataSource(2)
	

	
	
	etherStatsDropEvents(3)
	

	
	
	etherStatsOctets(4)
	

	
	
	etherStatsPkts(5)
	

	
	
	etherStatsBroadcastPkts(6)
	

	
	
	etherStatsMulticastPkts(7)
	

	
	
	etherStatsCRCAlignErrors(8)
	

	
	
	etherStatsUndersizePkts(9)
	

	
	
	etherStatsOversizePkts(10)
	

	
	
	etherStatsFragments(11)
	

	
	
	etherStatsJabbers(12)
	

	
	
	etherStatsCollisions(13)
	

	
	
	etherStatsPkts64Octets(14)
	this counter includes receive and transmit(ASIC limitation)

	
	
	etherStatsPkts65to127Octets(15)
	this counter includes receive and transmit(ASIC limitation)

	
	
	etherStatsPkts128to255Octets(16)
	this counter includes receive and transmit(ASIC limitation)

	
	
	etherStatsPkts256to511Octets(17)
	this counter includes receive and transmit(ASIC limitation)

	
	
	etherStatsPkts512to1023Octets(18)
	this counter includes receive and transmit(ASIC limitation)

	
	
	etherStatsPkts1024to1518Octets(19)
	this counter includes receive and transmit(ASIC limitation)


	history(2)
	

	
	historyControlTable(1) / historyControlEntry
	

	
	
	historyControlIndex(1)
	

	
	
	historyControlDataSource(2)
	

	
	
	historyControlBucketsRequested(3)
	

	
	
	historyControlBucketsGranted(4)
	

	
	
	historyControlInterval(5)
	

	
	
	historyControlOwner(6)
	

	
	
	historyControlStatus(7)
	

	
	etherHistoryTable(2) / etherHistoryEntry
	

	
	
	etherHistoryIndex(1)
	

	
	
	etherHistorySampleIndex(2)
	

	
	
	etherHistoryIntervalStart(3)
	

	
	
	etherHistoryDropEvents(4)
	

	
	
	etherHistoryOctets(5)
	

	
	
	etherHistoryPkts(6)
	

	
	
	etherHistoryBroadcastPkts(7)
	

	
	
	etherHistoryMulticastPkts(8)
	

	
	
	etherHistoryCRCAlignErrors(9)
	

	
	
	etherHistoryUndersizePkts(10)
	

	
	
	etherHistoryOversizePkts(11)
	

	
	
	etherHistoryFragments(12)
	

	
	
	etherHistoryJabbers(13)
	

	
	
	etherHistoryCollisions(14)
	

	
	
	etherHistoryUtilization(15)
	

	alarm (3)
	

	
	alarmTable(1) / alarmEntry
	

	
	
	alarmIndex(1)
	

	
	
	alarmInterval(2)
	

	
	
	alarmVariable(3)
	

	
	
	alarmSampleType(4)
	

	
	
	alarmValue(5)
	

	
	
	alarmStartupAlarm(6)
	

	
	
	alarmRisingThreshold(7)
	

	
	
	alarmFallingThreshold(8)
	

	
	
	alarmRisingEventIndex(9)
	

	
	
	alarmFallingEventIndex(10)
	

	
	
	alarmOwner(11)
	

	
	
	alarmStatus(12)
	

	event (9)
	

	
	eventTable(1) / eventEntry
	

	
	
	eventIndex(1)
	

	
	
	eventDescription(2)
	

	
	
	eventType(3)
	

	
	
	eventCommunity(4)
	

	
	
	eventLastTimeSent(5)
	

	
	
	eventOwner(6)
	

	
	
	eventStatus(7)
	


5-16  RFC 2863 (IF-MIB)
Only support ifXTable. The OID of is mib-2.31.

This MIB defines managed objects used for managing Network Interfaces.
	MIB
	Comment

	ifMIBObjects (1) 
	

	
	ifXTable (1) / ifXEntry
	

	
	
	ifName (1)
	

	
	
	ifInMulticastPkts (2)
	

	
	
	ifInBroadcastPkts (3)
	

	
	
	ifOutMulticastPkts (4)
	

	
	
	ifOutBroadcastPkts (5)
	

	
	
	ifHCInOctets (6)
	

	
	
	ifHCInUcastPkts (7)
	

	
	
	ifHCInMulticastPkts (8)
	

	
	
	ifHCInBroadcastPkts (9)
	

	
	
	ifHCOutOctets (10)
	

	
	
	ifHCOutUcastPkts (11)
	

	
	
	ifHCOutMulticastPkts (12)
	

	
	
	ifHCOutBroadcastPkts (13)
	

	
	
	ifLinkUpDownTrapEnable (14)
	

	
	
	ifHighSpeed (15)
	

	
	
	ifPromiscuousMode (16)
	read-only and always false(2)

	
	
	ifConnectorPresent (17)
	

	
	
	ifAlias (18)
	

	
	
	ifCounterDiscontinuityTime (19)
	always zero

	
	ifStackTable (2)
	not support this table

	
	ifTestTable (3)
	not support this table

	
	ifRcvAddressTable (4)
	not support this table

	
	ifTableLastChange (5)
	

	
	ifStackLastChange (6)
	


5-17  RFC2925t (TRACEROUTE MIB)
The OID of TRACEROUTE MIB is mib-2.81
	traceRouteObjects (1)
	

	
	traceRouteMaxConcurrentRequests (1)
	Not support

	
	traceRouteCtlTable (2)/
traceRouteCtlEntry
	

	
	
	traceRouteCtlOwnerIndex (1)
	

	
	
	traceRouteCtlTestName (2)
	

	
	
	traceRouteCtlTargetAddressType (3)
	Read-Create

	
	
	traceRouteCtlTargetAddress (4)
	Read-Create

	
	
	traceRouteCtlByPassRouteTable (5)
	Not support 

	
	
	traceRouteCtlDataSize (6)
	Not support

	
	
	traceRouteCtlTimeOut (7)
	Read-Create

	
	
	traceRouteCtlProbesPerHop (8)
	Read-Create

	
	
	traceRouteCtlPort (9)
	Read-Create

	
	
	traceRouteCtlMaxTtl (10)
	Read-Create

	
	
	traceRouteCtlDSField (11)
	Not support

	
	
	traceRouteCtlSourceAddressType (12)
	Not support

	
	
	traceRouteCtlSourceAddress (13)
	Not support

	
	
	traceRouteCtlIfIndex (14)
	Not support

	
	
	traceRouteCtlMiscOptions (15)
	Not support

	
	
	traceRouteCtlMaxFailures (16)
	Not support

	
	
	traceRouteCtlDontFragment (17)
	Not support

	
	
	traceRouteCtlInitialTtl (18)
	Not support

	
	
	traceRouteCtlFrequency (19)
	Not support

	
	
	traceRouteCtlStorageType (20)
	Not support

	
	
	traceRouteCtlAdminStatus (21)
	Read-Create

	
	
	traceRouteCtlDescr (22)
	Read-Create

	
	
	traceRouteCtlMaxRows (23)
	Not support 

	
	
	traceRouteCtlTrapGeneration(24)
	Not support

	
	
	traceRouteCtlCreateHopsEntries(25)
	Read-Create

	
	
	traceRouteCtlType(26)
	Not support

	
	
	traceRouteCtlRowStatus(27)
	Read-Create

	
	traceRouteResultsTable (3)/

traceRouteResultsEntry
	

	
	
	traceRouteResultsOperStatus (1)
	Read-Only

	
	
	traceRouteResultsCurHopCount (2)
	Read-Only

	
	
	traceRouteResultsCurProbeCount (3)
	Read-Only

	
	
	traceRouteResultsIpTgtAddrType (4)
	Read-Only

	
	
	traceRouteResultsIpTgtAddr (5)
	Read-Only

	
	
	traceRouteResultsTestAttempts (6)
	Read-Only

	
	
	traceRouteResultsTestSuccesses (7)
	Read-Only

	
	
	traceRouteResultsLastGoodPath (8)
	Read-Only

	
	traceRouteProbeHistoryTable (4)/
traceRouteProbeHistoryEntry
	not support this table

	
	
	traceRouteProbeHistoryIndex(1)
	

	
	
	traceRouteProbeHistoryHopIndex(2)
	

	
	
	traceRouteProbeHistoryProbeIndex(3)_
	

	
	
	traceRouteProbeHistoryHAddrType(4)
	

	
	
	traceRouteProbeHistoryHAddr(5)
	

	
	
	traceRouteProbeHistoryResponse(6)
	

	
	
	traceRouteProbeHistoryStatus(7)
	

	
	
	traceRouteProbeHistoryLastRC(8)
	

	
	
	traceRouteProbeHistoryTime(9)
	

	
	traceRouteHopsTable
traceRouteHopsEntry
	

	
	
	traceRouteHopsHopIndex (1)
	

	
	
	traceRouteHopsIpTgtAddressType(2)
	Read-Only

	
	
	traceRouteHopsIpTgtAddress(3)
	Read-Only

	
	
	traceRouteHopsMinRtt(4)
	Read-Only

	
	
	traceRouteHopsMaxRtt(5)
	Read-Only

	
	
	traceRouteHopsAverageRtt(6)
	Read-Only

	
	
	traceRouteHopsRttSumOfSquares (7)
	Read-Only

	
	
	traceRouteHopsSentProbes (8)
	Read-Only

	
	
	traceRouteHopsProbeResponses(9)
	Read-Only

	
	
	traceRouteHopsLastGoodProbe (10)
	Read-Only


5-18  RFC2925P (PING MIB)
The OID of PING MIB is mib-2.80
	pingObjects(1)
	

	
	pingMaxConcurrentRequests(1)
	Read-only

	
	pingCtlTable(2)/

pingCtlEntry
	

	
	
	pingCtlOwnerIndex(1)
	

	
	
	pingCtlTestName(2)
	

	
	
	pingCtlTargetAddressType(3)
	Not support

	
	
	pingCtlTargetAddress(4)
	

	
	
	pingCtlDataSize(5)
	Not support

	
	
	pingCtlTimeOut(6)
	Range from 1 to 99 sec

	
	
	pingCtlProbeCount(7)
	Range from 1 to 255

	
	
	pingCtlAdminStatus(8)
	

	
	
	pingCtlDataFill(9)
	Not support

	
	
	pingCtlFrequency(10)
	Not support

	
	
	pingCtlMaxRows(11)
	Not support

	
	
	pingCtlStorageType(12)
	Not support

	
	
	pingCtlTrapGeneration(13)
	Not support

	
	
	pingCtlTrapProbeFailureFilter(14)
	Not support

	
	
	pingCtlTrapTestFailureFilter(15)
	Not support

	
	
	pingCtlType(16)
	Not support

	
	
	pingCtlDescr(17)
	Not support

	
	
	pingCtlSourceAddressType(18)
	Not support

	
	
	pingCtlSourceAddress(19)
	Not support

	
	
	pingCtlIfIndex(20)
	Not support

	
	
	pingCtlByPassRouteTable(21)
	Not support

	
	
	pingCtlDSField(22)
	Not support

	
	
	pingCtlRowStatus(23)
	Only support createAndGo(4) and destroy(6)

	
	pingResultsTable(3)/

pingResultsEntry
	

	
	
	pingResultsOperStatus(1)
	

	
	
	pingResultsIpTargetAddressType(2)
	

	
	
	pingResultsIpTargetAddress(3)
	

	
	
	pingResultsMinRtt(4)
	

	
	
	pingResultsMaxRtt(5)
	

	
	
	pingResultsAverageRtt(6)
	

	
	
	pingResultsProbeResponses(7)
	

	
	
	pingResultsSentProbes(8)
	

	
	
	pingResultsRttSumOfSquares(9)
	

	
	
	pingResultsLastGoodProve(10)
	

	
	pingProbeHistoryTable(4)/
pingProbeHistoryEntry
	not support this table

	
	
	pingProbeHistoryIndex(1)
	

	
	
	pingProbeHistoryResponse(2)
	

	
	
	pingProbeHistoryStatus(3)
	

	
	
	PingProbeHistoryLastRC(4)
	

	
	
	pingProbeHistoryTime(5)
	


5-19  RFC4022 (TCP MIB)

The OID of TCP MIB is mib-2.6
	tcp (6)
	

	
	tcpRtoAlgorithm(1)
	Always 5

	
	tcpRtoMin(2)
	Always 500ms

	
	tcpRtoMax(3)
	Always 32000ms

	
	tcpMaxConn(4)
	Max 16.

	
	tcpActiveOpens(5)
	

	
	tcpPassiveOpens(6)
	

	
	tcpAttemptFails(7)
	Always 0

	
	tcpEstabResets(8)
	

	
	tcpCurrEstab(9)
	

	
	tcpInSegs(10)
	

	
	tcpOutSegs(11)
	

	
	tcpRetransSegs(12)
	

	
	tcpConnTable(13) / tcpConnEntry
	

	
	
	tcpConnState(1)
	read-only

	
	
	tcpConnLocalAddress(2)
	

	
	
	tcpConnLocalPort(3)
	

	
	
	tcpConnRemAddress(4)
	

	
	
	tcpConnRemPort(5)
	

	
	tcpInErrs(14)
	

	
	tcpOutRsts(15)
	

	
	tcpHCInSegs (17)
	

	
	tcpHCOutSegs (18)
	

	
	tcpConnectionTable(19)/

tcpConnectionEntry (1)
	

	
	
	tcpConnectionLocalAddressType (1)
	

	
	
	tcpConnectionLocalAddress (2)
	

	
	
	tcpConnectionLocalPort (3)
	

	
	
	tcpConnectionRemAddressType (4)
	

	
	
	tcpConnectionRemAddress (5)
	

	
	
	tcpConnectionRemPort (6)
	

	
	
	tcpConnectionState (7)
	

	
	
	tcpConnectionProcess (8)
	

	
	tcpListenerTable (20)/
tcpListenerEntry(1)
	not support this table

	
	
	tcpListenerLocalAddressType (1)
	

	
	
	tcpListenerLocalAddress (2)
	

	
	
	tcpListenerLocalPort (3)
	

	
	
	tcpListenerProcess (4)
	


5-20  RFC4293 MIB (IP-MIB)

This memo defines a portion of the Management Information Base (MIB) for use with network management protocols in the Internet community. In particular, it describes managed objects used for implementations of the Internet Protocol (IP) in an IP version independent manner. This memo obsoletes RFCs 2011, 2465, and 2466.
The module OID is 1.3.6.1.2.1.48
IP is 1.3.6.1.2.1.4
ICMP is 1.3.6.1.2.1.5
	MIB
	Comment

	ip(4)
	

	
	ipForwarding(1)
	

	
	ipDefaultTTL(2)
	

	
	ipInReceives(3)
	

	
	ipInHdrErrors(4)
	

	
	ipInAddrErrors(5)
	

	
	ipForwDatagrams(6)
	

	
	ipInUnknownProtos(7)
	

	
	ipInDiscards(8)
	

	
	ipInDelivers(9)
	

	
	ipOutRequests(10)
	

	
	ipOutDiscards(11)
	

	
	ipOutNoRoutes(12)
	

	
	ipReasmTimeout(13)
	

	
	ipReasmReqds(14)
	

	
	ipReasmOKs(15)
	

	
	ipReasmFails(16)
	

	
	ipFragOKs(17)
	

	
	ipFragFails(18)
	

	
	ipFragCreates(19)
	

	
	ipAddrTable(20) / ipAddrEntry
	

	
	
	ipAdEntAddr(1)
	

	
	
	ipAdEntIfIndex(2)
	

	
	
	ipAdEntNetMask(3)
	

	
	
	ipAdEntBcastAddr(4)
	

	
	
	ipAdEntReasmMaxSize(5)
	

	
	ipNetToMediaTable(22)/ ipNetToMediaEntry
	

	
	
	ipNetToMediaIfIndex(1)
	Support read-only

	
	
	ipNetToMediaPhysAddress(2)
	Support read-only

	
	
	ipNetToMediaNetAddress(3)
	Support read-only

	
	
	ipNetToMediaType(4)
	Support read-only

	
	ipRoutingDiscards(23)
	

	
	ipv6IpForwarding(25)
	Not support forwarding state ,always noforwarding.

	
	ipv6IpDefaultHopLimit(26)
	

	
	ipv4InterfaceTableLastChange(27)
	

	
	ipv4InterfaceTable(28)/

ipv4InterfaceEntry(1)
	

	
	
	ipv4InterfaceIfIndex(1)
	

	
	
	ipv4InterfaceReasmMaxSize(2)
	

	
	
	ipv4InterfaceEnableStatus(3)
	

	
	
	ipv4InterfaceRetransmitTime(4)
	

	
	ipv6InterfaceTableLastChange(29)
	

	
	ipv6InterfaceTable(30)/

ipv6InterfaceEntry(1)
	

	
	
	ipv6InterfaceIfIndex(1)
	

	
	
	ipv6InterfaceReasmMaxSize(2)
	

	
	
	ipv6InterfaceIdentifier(3)
	

	
	
	ipv6InterfaceEnableStatus(4)
	

	
	
	ipv6InterfaceReachableTime(5)
	

	
	
	ipv6InterfaceRetransmitTime(6)
	

	
	
	ipv6InterfaceForwarding(7)
	Not support forwarding state ,always noforwarding.

	
	ipTrafficStats(31)
	

	
	
	ipSystemStatsTable(1)/

ipSystemStatsEntry(1)
	

	
	
	ipSystemStatsIPVersion(1)
	

	
	
	ipSystemStatsInReceives(2)
	

	
	
	ipSystemStatsHCInReceives(3)
	

	
	
	ipSystemStatsInOctets(4)
	

	
	
	ipSystemStatsHCInOctets(5)
	

	
	
	ipSystemStatsInHdrErrors(6)
	

	
	
	ipSystemStatsInNoRoutes(7)
	

	
	
	ipSystemStatsInAddrErrors(8)
	

	
	
	ipSystemStatsInUnknownProtos(9)
	

	
	
	ipSystemStatsInTruncatedPkts(10)
	

	
	
	ipSystemStatsInForwDatagrams(11)
	

	
	
	ipSystemStatsHCInForwDatagrams(12)
	

	
	
	ipSystemStatsReasmReqds(13)
	

	
	
	ipSystemStatsReasmOKs(14)
	

	
	
	ipSystemStatsReasmFails(15)
	

	
	
	ipSystemStatsInDiscards(16)
	

	
	
	ipSystemStatsInDelivers(17)
	

	
	
	ipSystemStatsHCInDelivers(18)
	

	
	
	ipSystemStatsOutRequests(19)
	

	
	
	ipSystemStatsHCOutRequests(20)
	

	
	
	ipSystemStatsOutNoRoutes(21)
	

	
	
	ipSystemStatsOutForwDatagrams(22)
	

	
	
	ipSystemStatsHCOutForwDatagrams(23)
	

	
	
	ipSystemStatsOutDiscards(24)
	

	
	
	ipSystemStatsOutDiscards(25)
	

	
	
	ipSystemStatsOutFragOKs(26)
	

	
	
	ipSystemStatsOutFragFails(27)
	

	
	
	ipSystemStatsOutFragCreates(28)
	

	
	
	ipSystemStatsOutTransmits(29)
	

	
	
	ipSystemStatsHCOutTransmits(30)
	

	
	
	ipSystemStatsOutOctets(31)
	

	
	
	ipSystemStatsHCOutOctets(32)
	

	
	
	ipSystemStatsInMcastPkts(33)
	

	
	
	ipSystemStatsHCInMcastPkts(34)
	

	
	
	ipSystemStatsInMcastOctets(35)
	

	
	
	ipSystemStatsHCInMcastOctets(36)
	

	
	
	ipSystemStatsOutMcastPkts(37)
	

	
	
	ipSystemStatsHCOutMcastPkts(38)
	

	
	
	ipSystemStatsOutMcastOctets(39)
	

	
	
	ipSystemStatsHCOutMcastOctets(40)
	

	
	
	ipSystemStatsInBcastPkts(41)
	

	
	
	ipSystemStatsHCInBcastPkts(42)
	

	
	
	ipSystemStatsOutBcastPkts(43)
	

	
	
	ipSystemStatsHCOutBcastPkts(44)
	

	
	
	ipSystemStatsDiscontinuityTime(45)
	

	
	
	ipSystemStatsRefreshRate(46)
	

	
	
	ipIfStatsTableLastChange(2)
	

	
	
	ipIfStatsTable(3)/

ipIfStatsEntry(1)
	

	
	
	ipIfStatsIPVersion(1)
	

	
	
	ipIfStatsIfIndex(2)
	

	
	
	ipIfStatsInReceives(3)
	

	
	
	ipIfStatsHCInReceives(4)
	

	
	
	ipIfStatsInOctets(5)
	

	
	
	ipIfStatsHCInOctets(6)
	

	
	
	ipIfStatsInHdrErrors(7)
	

	
	
	ipIfStatsInNoRoutes(8)
	

	
	
	ipIfStatsInAddrErrors(9)
	

	
	
	ipIfStatsInUnknownProtos(10)
	

	
	
	ipIfStatsInTruncatedPkts(11)
	

	
	
	ipIfStatsInForwDatagrams(12)
	

	
	
	ipIfStatsHCInForwDatagrams(13)
	

	
	
	ipIfStatsReasmReqds(14)
	

	
	
	ipIfStatsReasmOKs(15)
	

	
	
	ipIfStatsReasmFails(16)
	

	
	
	ipIfStatsInDiscards(17)
	

	
	
	ipIfStatsInDelivers(18)
	

	
	
	ipIfStatsHCInDelivers(19)
	

	
	
	ipIfStatsOutRequests(20)
	

	
	
	ipIfStatsHCOutRequests(21)
	

	
	
	ipIfStatsOutForwDatagrams(22)
	

	
	
	ipIfStatsHCOutForwDatagrams(23)
	

	
	
	ipIfStatsOutDiscards(24)
	

	
	
	ipIfStatsOutFragReqds(25)
	

	
	
	ipIfStatsOutFragOKs(26)
	

	
	
	ipIfStatsOutFragFails(27)
	

	
	
	ipIfStatsOutFragCreates(28)
	

	
	
	ipIfStatsOutTransmits(29)
	

	
	
	ipIfStatsHCOutTransmits(30)
	

	
	
	ipIfStatsOutOctets(31)
	

	
	
	ipIfStatsHCOutOctets(32)
	

	
	
	ipIfStatsInMcastPkts(33)
	

	
	
	ipIfStatsHCInMcastPkts(34)
	

	
	
	ipIfStatsInMcastOctets(35)
	

	
	
	ipIfStatsHCInMcastOctets(36)
	

	
	
	ipIfStatsOutMcastPkts(37)
	

	
	
	ipIfStatsHCOutMcastPkts(38)
	

	
	
	ipIfStatsOutMcastOctets(39)
	

	
	
	ipIfStatsHCOutMcastOctets(40)
	

	
	
	ipIfStatsInBcastPkts(41)
	

	
	
	ipIfStatsHCInBcastPkts(42)
	

	
	
	ipIfStatsOutBcastPkts(43)
	

	
	
	ipIfStatsHCOutBcastPkts(44)
	

	
	
	ipIfStatsDiscontinuityTime(45)
	

	
	
	ipIfStatsRefreshRate(46)
	

	
	ipAddressPrefixTable(32)/

ipAddressPrefixEntry(1)
	

	
	
	ipAddressPrefixIfIndex(1)
	

	
	
	ipAddressPrefixType(2)
	

	
	
	ipAddressPrefixPrefix(3)
	

	
	
	ipAddressPrefixLength(4)
	

	
	
	ipAddressPrefixOrigin(5)
	

	
	
	ipAddressPrefixOnLinkFlag(6)
	

	
	
	ipAddressPrefixAutonomousFlag(7)
	

	
	
	ipAddressPrefixAdvPreferredLifetime(8)
	

	
	
	ipAddressPrefixAdvValidLifetime(9)
	

	
	ipAddressSpinLock(33)
	not support

	
	ipAddressTable(34)/

ipAddressEntry(1)
	

	
	
	ipAddressAddrType(1)
	

	
	
	ipAddressAddr(2)
	

	
	
	ipAddressIfIndex(3)
	not support

	
	
	ipAddressType(4)
	not support

	
	
	ipAddressPrefix(5)
	

	
	
	ipAddressOrigin(6)
	

	
	
	ipAddressStatus(7)
	not support

	
	
	ipAddressCreated(8)
	

	
	
	ipAddressLastChanged(9)
	

	
	
	ipAddressRowStatus(10)
	not support

	
	
	ipAddressStorageType(11)
	not support

	
	ipNetToPhysicalTable(35)/

ipNetToPhysicalEntry
	

	
	
	ipNetToPhysicalIfIndex(1)
	

	
	
	ipNetToPhysicalNetAddressType(2)
	

	
	
	ipNetToPhysicalNetAddress(3)
	

	
	
	ipNetToPhysicalPhysAddress(4)
	

	
	
	ipNetToPhysicalLastUpdated(5)
	

	
	
	ipNetToPhysicalType(6)
	

	
	
	ipNetToPhysicalState(7)
	

	
	
	ipNetToPhysicalRowStatus(8)
	

	
	ipv6ScopeZoneIndexTable(36)/

ipv6ScopeZoneIndexEntry
	not support

	
	
	ipv6ScopeZoneIndexIfIndex(1)
	

	
	
	ipv6ScopeZoneIndexLinkLocal(2)
	

	
	
	ipv6ScopeZoneIndex3(3)
	

	
	
	ipv6ScopeZoneIndexAdminLocal(4)
	

	
	
	ipv6ScopeZoneIndexSiteLocal(5)
	

	
	
	ipv6ScopeZoneIndex6(6)
	

	
	
	ipv6ScopeZoneIndex7(7)
	

	
	
	ipv6ScopeZoneIndexOrganizationLocal(8)
	

	
	
	ipv6ScopeZoneIndex9(9)
	

	
	
	ipv6ScopeZoneIndexA(10)
	

	
	
	ipv6ScopeZoneIndexB(11)
	

	
	
	ipv6ScopeZoneIndexC(12)
	

	
	
	ipv6ScopeZoneIndexD(13)
	

	
	ipDefaultRouterTable(37)/

ipDefaultRouterEntry(1)
	not supports

	
	
	ipDefaultRouterAddressType(1)
	

	
	
	ipDefaultRouterAddress(2)
	

	
	
	ipDefaultRouterIfIndex(3)
	

	
	
	ipDefaultRouterLifetime(4)
	

	
	
	ipDefaultRouterPreference(5)
	

	
	ipv6RouterAdvertSpinLock(38)
	not supports

	
	ipv6RouterAdvertTable(39)/

ipv6RouterAdvertEntry
	not supports

	
	
	ipv6RouterAdvertIfIndex(1)
	

	
	
	ipv6RouterAdvertSendAdverts(2)
	not supports

	
	
	ipv6RouterAdvertMaxInterval(3)
	not supports

	
	
	ipv6RouterAdvertMinInterval(4)
	not supports

	
	
	ipv6RouterAdvertManagedFlag(5)
	not supports

	
	
	ipv6RouterAdvertOtherConfigFlag(6)
	not supports

	
	
	ipv6RouterAdvertLinkMTU(7)
	not supports

	
	
	ipv6RouterAdvertReachableTime(8)
	not supports

	
	
	ipv6RouterAdvertRetransmitTime(9)
	not supports

	
	
	ipv6RouterAdvertCurHopLimit(10)
	not supports

	
	
	ipv6RouterAdvertDefaultLifetime(11)
	not supports

	
	
	ipv6RouterAdvertRowStatus(12)
	not supports

	icmp (5)
	

	
	icmpInMsgs (1)
	

	
	icmpInErrors(2)
	

	
	icmpInDestUnreachs(3)
	

	
	icmpInTimeExcds(4)
	

	
	icmpInParmProbs(5)
	

	
	icmpInSrcQuenchs(6)
	

	
	icmpInRedirects(7)
	

	
	icmpInEchos(8)
	

	
	icmpInEchoReps(9)
	

	
	icmpInTimestamps(10)
	

	
	icmpInTimestampReps(11)
	

	
	icmpInAddrMasks(12)
	

	
	icmpInAddrMaskReps(13)
	

	
	icmpOutMsgs(14)
	

	
	icmpOutErrors(15)
	

	
	icmpOutDestUnreachs(16)
	

	
	icmpOutTimeExcds(17)
	

	
	icmpOutParmProbs(18)
	

	
	icmpOutSrcQuenchs(19)
	

	
	icmpOutRedirects(20)
	

	
	icmpOutEchos(21)
	

	
	icmpOutEchoReps(22)
	

	
	icmpOutTimestamps(23)
	

	
	icmpOutTimestampReps(24)
	

	
	icmpOutAddrMasks(25)
	

	
	icmpOutAddrMaskReps(26)
	

	
	icmpStatsTable(29)/

icmpStatsEntry(1)
	

	
	
	icmpStatsIPVersion(1)
	

	
	
	icmpStatsInMsgs(2)
	

	
	
	icmpStatsInErrors(3)
	

	
	
	icmpStatsOutMsgs(4)
	

	
	
	icmpStatsOutErrors(5)
	

	
	icmpMsgStatsTable(30)/

icmpMsgStatsEntry(1)
	

	
	
	icmpMsgStatsIPVersion(1)
	

	
	
	icmpMsgStatsType(2)
	

	
	
	icmpMsgStatsInPkts(3)
	

	
	
	icmpMsgStatsOutPkts(4)
	


5-21  RFC 4363 (P-BRIDGE-MIB, Q-BRIDGE-MIB)
RFC4363 includes the pBridgeMIB and qBridgeMIB. The OID of pBridge group is mib-2.17.6.

This RFC defines a portion of the Management Information Base (MIB) for use with network management protocols in TCP/IP based internets. it defines two MIB modules for managing the new capabilities of MAC bridges defined by the IEEE 802.1D-1998 MAC Bridges and the IEEE 802.1Q-1998 Virtual LAN (VLAN) standards for bridging between Local Area Network (LAN) segments. One MIB module defines objects for managing the 'Traffic Classes' and 'Enhanced Multicast Filtering' components of IEEE 802.1D-1998. The other MIB module defines objects for managing IEEE 802.1Q VLANs.

	MIB
	Comment

	dot1dExtBase (pBridgeMIBObjects 1) 
	

	
	dot1dDeviceCapabilities(1)
	

	
	dot1dTrafficClassesEnabled(2)
	read-only and always true

	
	dot1dGmrpStatus(3)
	Read-only and always ‘disable’

	
	dot1dPortCapabilitiesTable(4) /  dot1dPortCapabilitiesEntry(1)
	

	
	
	dot1dPortCapabilities(1)
	

	dot1dPriority (pBridgeMIBObjects 2)
	

	
	dot1dPortPriorityTable(1) /  dot1dPortPriorityEntry(1)
	

	
	
	dot1dPortDefaultUserPriority(1)
	

	
	
	dot1dPortNumTrafficClasses(2)
	read-only and the value is always 8

	
	dot1dUserPriorityRegenTable(2)
	

	
	
	dot1dUserPriority(1)
	

	
	
	dot1dRegenUserPriority(2)
	

	
	dot1dTrafficClassTable(3) /  dot1dTrafficClassEntry(1)
	

	
	
	dot1dTrafficClassPriority(1)
	

	
	
	dot1dTrafficClass(2)
	Only support(0..6)

	
	dot1dPortOutboundAccessPriorityTable(4) 
	not support this table

	dot1dGarp (pBridgeMIBObjects 3)
	

	
	dot1dPortGarpTable (1) /  dot1dPortGarpEntry(1)
	

	
	
	dot1dPortGarpJoinTime(1)
	Range from 100 to 100000

	
	
	dot1dPortGarpLeaveTime(2)
	Range from 100 to 100000

	
	
	dot1dPortGarpLeaveAllTime(3)
	Range from 100 to 100000

	dot1dGmrp (pBridgeMIBObjects 4)
	GMRP is not supported.

	dot1dTpHCPortTable ( dot1dTp 5)
	

	
	dot1dTpHCPortEntry(1)
	

	
	
	dot1dTpHCPortInFrames(1)
	

	
	
	dot1dTpHCPortOutFrames(2)
	

	
	
	dot1dTpHCPortInDiscards(3)
	

	dot1dTpPortOverflowTable( dot1dTp 6)
	

	
	dot1dTpPortOverflowEntry(1)
	

	
	
	dot1dTpPortInOverflowFrames(1)
	

	
	
	dot1dTpPortOutOverflowFrames(2)
	

	
	
	dot1dTpPortInOverflowDiscards(3)
	


	dot1qBase (qBridgeMIBObjects 1)
	

	
	dot1qVlanVersionNumber(1)
	

	
	dot1qMaxVlanId(2)
	

	
	dot1qMaxSupportedVlans(3)
	

	
	dot1qNumVlans(4)
	

	
	dot1qGvrpStatus(5)
	

	dot1qTp (qBridgeMIBObjects 2)
	

	
	dot1qFdbTable(1) / dot1qFdbEntry(1)
	

	
	
	dot1qFdbId(1)
	

	
	
	dot1qFdbDynamicCount(2)
	

	
	dot1qTpFdbTable(2) /  dot1qTpFdbEntry(1)
	

	
	
	dot1qTpFdbAddress(1)
	

	
	
	dot1qTpFdbPort(2)
	

	
	
	dot1qTpFdbStatus(3)
	

	
	dot1qTpGroupTable(3) / dot1qTpGroupEntry(1)
	Not support

	
	
	dot1qTpGroupAddress (1)
	

	
	
	dot1qTpGroupEgressPorts (2)
	

	
	
	dot1qTpGroupLearnt (3)
	

	
	dot1qForwardAllTable(4)
	not support this table

	
	dot1qForwardUnregisteredTable(5)
	not support this table

	dot1qStatic (qBridgeMIBObjects 3)
	

	
	dot1qStaticUnicastTable (1) /  dot1qStaticUnicastEntry(1)
	

	
	
	dot1qStaticUnicastAddress(1)
	

	
	
	dot1qStaticUnicastReceivePort(2)
	Only 0 is supported

	
	
	dot1qStaticUnicastAllowedToGoTo(3)
	

	
	
	dot1qStaticUnicastStatus(4)
	only invalid(2) and permanent(3) are supported. 

	
	dot1qStaticMulticastTable(2) /  dot1qStaticMulticastEntry(1)
	

	
	
	dot1qStaticMulticastAddress(1)
	

	
	
	dot1qStaticMulticastReceivePort(2)
	only 0 is supported.

	
	
	dot1qStaticMulticastStaticEgressPorts(3)
	

	
	
	dot1qStaticMulticastForbiddenEgressPorts(4)
	Read-only supported

	
	
	dot1qStaticMulticastStatus(5)
	only invalid(2) and permanent(3) are supported. 


	dot1qVlan (qBridgeMIBObjects 4)
	

	
	dot1qVlanNumDeletes(1)
	not support

	
	dot1qVlanCurrentTable(2) /   dot1qVlanCurrentEntry(1)
	

	
	
	dot1qVlanTimeMark(1)
	not support TimeFilter

	
	
	dot1qVlanIndex(2)
	

	
	
	dot1qVlanFdbId(3)
	

	
	
	dot1qVlanCurrentEgressPorts(4)
	

	
	
	dot1qVlanCurrentUntaggedPorts(5)
	

	
	
	dot1qVlanStatus(6)
	

	
	
	dot1qVlanCreationTime(7)
	

	
	dot1qVlanStaticTable(3) / dot1qVlanStaticEntry(1)
	

	
	
	dot1qVlanStaticName(1)
	

	
	
	dot1qVlanStaticEgressPorts(2)
	

	
	
	dot1qVlanForbiddenEgressPorts(3)
	

	
	
	dot1qVlanStaticUntaggedPorts(4)
	

	
	
	dot1qVlanStaticRowStatus(5)
	only support active(1), createAndGo(4) and destory(6)

	
	dot1qNextFreeLocalVlanIndex(4)
	

	
	dot1qPortVlanTable(5) / dot1qPortVlanEntry(1)
	

	
	
	dot1qPvid(1)
	

	
	
	dot1qPortAcceptableFrameTypes(2)
	

	
	
	dot1qPortIngressFiltering(3)
	

	
	
	dot1qPortGvrpStatus(4)
	

	
	
	dot1qPortGvrpFailedRegistrations(5)
	

	
	
	dot1qPortGvrpLastPduOrigin(6)
	

	
	
	dot1qPortRestrictedVlanRegistration(7)
	No support

	
	dot1qPortVlanStatisticsTable(6)  
	No support

	
	dot1qPortVlanHCStatisticsTable(7) 
	No support

	
	dot1qLearningConstraintsTable(8)
	No support

	
	dot1qConstraintSetDefault (9)
	No support

	
	dot1qConstraintTypeDefault (10)
	No support

	dot1vProtocol(5)
	

	
	dot1vProtocolGroupTable(1) / dot1vProtocolGroupEntry(1)
	

	
	
	dot1vProtoccolTemplateFrameType(1)
	

	
	
	dot1vProtoccolTemplateProtocolValue(2)
	

	
	
	dot1vProtoccolGroupId(3)
	

	
	
	dot1vProtoccolGroupRowStatus(4)
	only support active(1), createAndGo(4) and destory(6)

	
	dot1vProtocolPortTable(2) / dot1vProtocolPortEntry(1)
	

	
	
	dot1vProtocolPortGroupId(1)
	

	
	
	dot1vProtocolPortGroupVid(2)
	

	
	
	dot1vProtocolPortRowStatus(3)
	only support active(1), createAndGo(4) and destory(6)


5-22  LLDP MIB

The OID of LLDP-MIB is 1.0.8802.1.1.2
	MIB
	Comment

	LldpMIB(2)
	

	
	lldpObjects(1)
	

	
	lldpConfiguration(1)
	

	
	
	lldpMessageTxInterval(1)
	

	
	
	lldpMessageTxHoldMultiplier(2)
	

	
	
	lldpReinitDelay(3)
	

	
	
	lldpTxDelay(4)
	

	
	
	lldpNotificationInterval(5)
	

	
	
	lldpPortConfigTable(6)/

lldpPortConfigEntry(1)
	

	
	
	
	lldpPortConfigPortNum(1)
	

	
	
	
	lldpPortConfigAdminStatus(2)
	

	
	
	
	lldpPortConfigNotificationEnable(3)
	

	
	
	
	lldpPortConfigTLVsTxEnable(4)
	

	
	
	lldpConfigManAddrTable(7)/

lldpConfigManAddrEntry(1)
	

	
	
	
	lldpConfigManAddrPortsTxEnable(1)
	

	
	lldpStatistics(2)
	

	
	
	lldpStatsRemTablesLastChangeTime(1)
	

	
	
	lldpStatsRemTablesInserts(2)
	

	
	
	lldpStatsRemTablesDeletes(3)
	

	
	
	lldpStatsRemTablesDrops(4)
	

	
	
	lldpStatsRemTablesAgeouts(5)
	

	
	
	lldpStatsTxPortTable(6) /

lldpStatsTxPortEntry(1)
	

	
	
	
	lldpStatsTxPortNum(1)
	

	
	
	
	lldpStatsTxPortFramesTotal(2)
	

	
	
	lldpStatsRxPortTable(7) /

lldpStatsRxPortEntry(1)
	

	
	
	
	lldpStatsRxPortNum(1)
	

	
	
	
	lldpStatsRxPortFramesDiscardedTotal(2)
	

	
	
	
	lldpStatsRxPortFramesError(3)
	

	
	
	
	lldpStatsRxPortTLVsDiscardedTotal(4)
	

	
	
	
	lldpStatsRxPortTLVsDiscardedTotal(5)
	

	
	
	
	lldpStatsRxPortTLVsUnrecognizedTotal(6)
	

	
	
	
	lldpStatsRxPortAgeoutsTotal(7)
	

	
	lldpLocalSystemData(3)
	

	
	
	lldpLocChassisIdSubtype(1)
	

	
	
	lldpLocChassisId(2)
	

	
	
	lldpLocSysName(3)
	

	
	
	lldpLocSysDesc(4)
	

	
	
	lldpLocSysCapSupported(5)
	

	
	
	lldpLocSysCapEnabled(6)
	

	
	
	lldpLocPortTable(7) / lldpLocPortEntry(1)
	

	
	
	
	lldpLocPortNum(1)
	

	
	
	
	lldpLocPortIdSubtype(2)
	

	
	
	
	lldpLocPortId(3)
	

	
	
	
	lldpLocPortDesc(4)
	

	
	
	lldpLocManAddrTable(8) / 

lldpLocManAddrEntry(1)
	

	
	
	
	lldpLocManAddrSubtype(1)
	

	
	
	
	lldpLocManAddr(2)
	

	
	
	
	lldpLocManAddrLen(3)
	

	
	
	
	lldpLocManAddrIfSubtype(4)
	

	
	
	
	lldpLocManAddrIfId(5)
	

	
	
	
	LldpLocManAddrOID(6)
	

	
	lldpRemoteSystemsData(4)
	

	
	
	lldpRemTable(1) / lldpRemEntry(1)
	

	
	
	
	lldpRemTimeMark(1)
	

	
	
	
	lldpRemLocalPortNum(2)
	

	
	
	
	lldpRemIndex(3)
	

	
	
	
	lldpRemChassisIdSubtype(4)
	

	
	
	
	lldpRemChassisId(5)
	

	
	
	
	lldpRemPortIdSubtype(6)
	

	
	
	
	lldpRemPortId(7)
	

	
	
	
	lldpRemPortDesc(8)
	

	
	
	
	lldpRemSysName(9)
	

	
	
	
	lldpRemSysDesc(10)
	

	
	
	
	lldpRemSysCapSupported(11)
	

	
	
	
	lldpRemSysCapEnabled(12)
	

	
	
	lldpRemManAddrTable(2) / lldpRemManAddrEntry(1)
	

	
	
	
	lldpRemManAddrSubtype(1)
	

	
	
	
	lldpRemManAddr(2)
	

	
	
	
	lldpRemManAddrIfSubtype(3)
	

	
	
	
	lldpRemManAddrIfId(4)
	

	
	
	
	LldpRemManAddrOID(5)
	

	
	
	lldpRemUnknownTLVTable(3) / lldpRemUnknownTLVEntry(1)
	

	
	
	
	lldpRemUnknownTLVType(1)
	

	
	
	
	lldpRemUnknownTLVInfo(2)
	

	
	
	lldpRemOrgDefInfoTable(4) / lldpRemOrgDefInfoEntry(1)
	Not support

	
	
	
	lldpRemOrgDefInfoOUI(1)
	

	
	
	
	lldpRemOrgDefInfoSubtype(2)
	

	
	
	
	lldpRemOrgDefInfoIndex(3)
	

	
	
	
	lldpRemOrgDefInfo(4)
	


5-23  LLDP-DOT3-MIB

The OID is 1.0.8802.1.1.2.1.5.4623

	MIB
	Comment

	lldpXdot3MIB(4623)
	

	
	lldpXdot3Objects(1)
	

	
	
	lldpXdot3Config(1)
	

	
	
	
	lldpXdot3PortConfigTable(1) / lldpXdot3PortConfigEntry(1)
	

	
	
	
	
	lldpXdot3PortConfigTLVsTxEnable(1)
	

	
	
	lldpXdot3LocalData(2)
	

	
	
	
	lldpXdot3LocPortTable(1) / lldpXdot3LocPortEntry(1)
	

	
	
	
	
	lldpXdot3LocPortAutoNegSupported(1)
	

	
	
	
	
	lldpXdot3LocPortAutoNegEnabled(2)
	

	
	
	
	
	lldpXdot3LocPortAutoNegAdvertisedCap(3)
	

	
	
	
	
	lldpXdot3LocPortOperMauType(4)
	

	
	
	
	lldpXdot3LocPowerTable(2) / lldpXdot3LocPowerEntry(1)
	

	
	
	
	
	lldpXdot3LocPowerPortClass(1)
	

	
	
	
	
	lldpXdot3LocPowerMDISupported(2)
	

	
	
	
	
	lldpXdot3LocPowerMDIEnabled(3)
	

	
	
	
	
	lldpXdot3LocPowerPairControlable(4)
	

	
	
	
	
	lldpXdot3LocPowerPairs(5)
	

	
	
	
	
	lldpXdot3LocPowerClass(6)
	

	
	
	
	lldpXdot3LocLinkAggTable(3) / lldpXdot3LocLinkAggEntry(4)
	

	
	
	
	
	lldpXdot3LocLinkAggStatus(1)
	

	
	
	
	
	lldpXdot3LocLinkAggPortId(2)
	

	
	
	
	lldpXdot3LocMaxFrameSizeTable(4) / lldpXdot3LocMaxFrameSizeEntry(1)
	

	
	
	
	
	lldpXdot3LocMaxFrameSize(1)
	

	
	
	lldpXdot3RemoteData(3)
	

	
	
	
	lldpXdot3RemPortTable(1) / lldpXdot3RemPortEntry(1)
	

	
	
	
	
	lldpXdot3RemPortAutoNegSupported(1)
	

	
	
	
	
	lldpXdot3RemPortAutoNegEnabled(2)
	

	
	
	
	
	lldpXdot3RemPortAutoNegAdvertisedCap(3)
	

	
	
	
	
	lldpXdot3RemPortOperMauType(4)
	

	
	
	
	lldpXdot3RemPowerTable(2) / lldpXdot3RemPowerEntry(1)
	

	
	
	
	
	lldpXdot3RemPowerPortClass(1)
	

	
	
	
	
	lldpXdot3RemPowerMDISupported(2)
	

	
	
	
	
	lldpXdot3RemPowerMDIEnabled(3)
	

	
	
	
	
	lldpXdot3RemPowerPairControlable(4)
	

	
	
	
	
	lldpXdot3RemPowerPairs(5)
	

	
	
	
	
	lldpXdot3RemPowerClass(6)
	

	
	
	
	lldpXdot3RemLinkAggTable(3) / 

lldpXdot3RemLinkAggEntry(1)
	

	
	
	
	
	lldpXdot3RemLinkAggStatus(1)
	

	
	
	
	
	lldpXdot3RemLinkAggPortId(2)
	

	
	
	
	lldpXdot3RemMaxFrameSizeTable(4) / 

lldpXdot3RemMaxFrameSizeEntry(1)
	

	
	
	
	
	lldpXdot3RemMaxFrameSize(1)
	


5-24  LLDP-DOT1-MIB

The OID is 1.0.8802.1.1.2.1.5.32962

	MIB
	Comment

	lldpXdot1MIB(32962)
	

	
	lldpXdot1Objects(1)
	

	
	
	lldpXdot1Config(1)
	

	
	
	
	lldpXdot1ConfigPortVlanTable(1) / lldpXdot1ConfigPortVlanEntry(1)
	

	
	
	
	
	lldpXdot1ConfigPortVlanTxEnable(1)
	

	
	
	
	lldpXdot1ConfigVlanNameTable(2) /

lldpXdot1ConfigVlanNameEntry(1)
	

	
	
	
	
	lldpXdot1ConfigVlanNameTxEnable(1)
	

	
	
	
	lldpXdot1ConfigProtoVlanTable(3) /

lldpXdot1ConfigProtoVlanEntry(1)
	

	
	
	
	
	lldpXdot1ConfigProtoVlanTxEnable(1)
	

	
	
	
	lldpXdot1ConfigProtocolTable(4) /

lldpXdot1ConfigProtocolEntry(1)
	

	
	
	
	
	lldpXdot1ConfigProtocolTxEnable(1)
	

	
	
	lldpXdot1LocalData(2)
	

	
	
	
	lldpXdot1LocTable(1) / lldpXdot1LocEntry(1)
	

	
	
	
	
	lldpXdot1LocPortVlanId(1)
	

	
	
	
	lldpXdot1LocProtoVlanTable(2) / 

lldpXdot1LocProtoVlanEntry(1)
	

	
	
	
	
	lldpXdot1LocProtoVlanId(1)
	

	
	
	
	
	lldpXdot1LocProtoVlanSupported(2)
	

	
	
	
	
	lldpXdot1LocProtoVlanEnabled(3)
	

	
	
	
	lldpXdot1LocVlanNameTable(3) / lldpXdot1LocVlanNameEntry(1)
	

	
	
	
	
	lldpXdot1LocVlanId(1)
	

	
	
	
	
	lldpXdot1LocVlanName(2)
	

	
	
	
	lldpXdot1LocProtocolTable(4) / lldpXdot1LocProtocolEntry(1)
	

	
	
	
	
	lldpXdot1LocProtocolIndex(1)
	

	
	
	
	
	lldpXdot1LocProtocolId(2)
	

	
	
	lldpXdot1RemoteData(3)
	

	
	
	
	lldpXdot1RemTable(1) / lldpXdot1RemEntry(1)
	

	
	
	
	
	lldpXdot1RemPortVlanId(1)
	

	
	
	
	lldpXdot1RemProtoVlanTable(2) / lldpXdot1RemProtoVlanEntry(1)
	

	
	
	
	
	lldpXdot1RemProtoVlanId(1)
	

	
	
	
	
	lldpXdot1RemProtoVlanSupported(2)
	

	
	
	
	
	lldpXdot1RemProtoVlanEnabled(3)
	

	
	
	
	lldpXdot1RemVlanNameTable(3) / 

lldpXdot1RemVlanNameEntry(1)
	

	
	
	
	
	lldpXdot1RemVlanId(1)
	

	
	
	
	
	lldpXdot1RemVlanName(2)
	

	
	
	
	lldpXdot1RemProtocolTable(4) / 

lldpXdot1RemProtocolEntry(1)
	

	
	
	
	
	lldpXdot1RemProtocolIndex(1)
	

	
	
	
	
	lldpXdot1RemProtocolId(2)
	


5-25  LLDP-EXT-MED-MIB
The OID is 1.0.8802.1.1.2.1.5.4795

	MIB
	Comment

	lldpXMedMIB (4795)
	

	
	lldpXMedNotifications (0)
	

	
	
	lldpXMedTopologyChangeDetected (1)
	

	
	lldpXMedObjects (1)
	

	
	
	lldpXMedConfig (1)
	

	
	
	
	lldpXMedLocDeviceClass (1)
	

	
	
	
	lldpXMedPortConfigTable(2)/ lldpXMedPortConfigEntry
	

	
	
	
	
	lldpXMedPortCapSupported(1)
	

	
	
	
	
	lldpXMedPortConfigTLVsTxEnable(2)
	

	
	
	
	
	lldpXMedPortConfigNotifEnable(3)
	

	
	
	
	lldpXMedFastStartRepeatCount (3)
	

	
	
	lldpXMedLocalData (2)
	

	
	
	
	lldpXMedLocMediaPolicyTable(1)/ lldpXMedLocMediaPolicyEntry
	

	
	
	
	
	lldpXMedLocMediaPolicyAppType(1)
	

	
	
	
	
	lldpXMedLocMediaPolicyVlanID(2)
	

	
	
	
	
	lldpXMedLocMediaPolicyPriority(3)
	

	
	
	
	
	lldpXMedLocMediaPolicyDscp(4)
	

	
	
	
	
	lldpXMedLocMediaPolicyUnknown(5)
	

	
	
	
	
	lldpXMedLocMediaPolicyTagged(6)
	

	
	
	
	lldpXMedLocHardwareRev(2)
	

	
	
	
	lldpXMedLocFirmwareRev(3)
	

	
	
	
	lldpXMedLocSoftwareRev(4)
	

	
	
	
	lldpXMedLocSerialNum(5)
	

	
	
	
	lldpXMedLocMfgName(6)
	

	
	
	
	lldpXMedLocModelName(7)
	

	
	
	
	lldpXMedLocAssetID(8)
	

	
	
	
	lldpXMedLocLocationTable(9)/ lldpXMedLocLocationEntry
	Not support 

	
	
	
	
	lldpXMedLocLocationSubtype(1)
	Not support

	
	
	
	
	lldpXMedLocLocationInfo(2)
	Not support

	
	
	
	lldpXMedLocXPoEDeviceType(10)
	

	
	
	
	lldpXMedLocXPoEPSEPortTable(11)/ lldpXMedLocXPoEPSEPortEntry
	

	
	
	
	
	lldpXMedLocXPoEPSEPortPowerAv(1)
	

	
	
	
	
	lldpXMedLocXPoEPSEPortPDPriority(2)
	

	
	
	
	lldpXMedLocXPoEPSEPowerSource(12)
	

	
	
	
	lldpXMedLocXPoEPDPowerReq(13)
	Not support 

	
	
	
	lldpXMedLocXPoEPDPowerSource(14)
	Not support 

	
	
	
	lldpXMedLocXPoEPDPowerPriority(15)
	Not support 

	
	
	lldpXMedRemoteData(3)
	

	
	
	
	lldpXMedRemCapabilitiesTable(1)/ lldpXMedRemCapabilitiesEntry
	

	
	
	
	
	lldpXMedRemCapSupported(1)
	

	
	
	
	
	lldpXMedRemCapCurrent(2)
	

	
	
	
	
	lldpXMedRemDeviceClass(3)
	

	
	
	
	lldpXMedRemMediaPolicyTable(2)/

lldpXMedRemMediaPolicyEntry
	

	
	
	
	
	lldpXMedRemMediaPolicyAppType(1)
	

	
	
	
	
	lldpXMedRemMediaPolicyVlanID(2)
	

	
	
	
	
	lldpXMedRemMediaPolicyPriority(3)
	

	
	
	
	
	lldpXMedRemMediaPolicyDscp(4)
	

	
	
	
	
	lldpXMedRemMediaPolicyUnknown(5)
	

	
	
	
	
	lldpXMedRemMediaPolicyTagged(6)
	

	
	
	
	lldpXMedRemInventoryTable(3)/ lldpXMedRemInventoryEntry
	

	
	
	
	
	lldpXMedRemHardwareRev(1)
	

	
	
	
	
	lldpXMedRemFirmwareRev(2)
	

	
	
	
	
	lldpXMedRemSoftwareRev(3)
	

	
	
	
	
	lldpXMedRemSerialNum(4)
	

	
	
	
	
	lldpXMedRemMfgName(5)
	

	
	
	
	
	lldpXMedRemModelName(6)
	

	
	
	
	
	lldpXMedRemAssetID(7)
	

	
	
	
	lldpXMedRemLocationTable(4)/ lldpXMedRemLocationEntry
	

	
	
	
	
	lldpXMedRemLocationSubtype(1)
	

	
	
	
	
	lldpXMedRemLocationInfo(2)
	

	
	
	
	lldpXMedRemXPoETable(5)/ lldpXMedRemXPoEEntry
	

	
	
	
	
	lldpXMedRemXPoEDeviceType(1)
	

	
	
	
	lldpXMedRemXPoEPSETable(6)/ lldpXMedRemXPoEPSEEntry
	

	
	
	
	
	lldpXMedRemXPoEPSEPowerAv(1)
	

	
	
	
	
	lldpXMedRemXPoEPSEPowerSource(2)
	

	
	
	
	
	lldpXMedRemXPoEPSEPowerPriority(3)
	

	
	
	
	lldpXMedRemXPoEPDTable(7)/ lldpXMedRemXPoEPDEntry
	

	
	
	
	
	lldpXMedRemXPoEPDPowerReq(1)
	

	
	
	
	
	lldpXMedRemXPoEPDPowerSource(2)
	

	
	
	
	
	lldpXMedRemXPoEPDPowerPriority(3)
	


5-26  IEEE8021-PAE (PAE MIB)

The OID is iso(1) std(0) iso8802(8802) ieee802dot1(1).ieee802dot1mibs(1) 1
	MIB
	Comment

	dot1xPaeSystem (1)
	

	
	dot1xPaeSystemAuthControl (1)
	

	
	dot1xPaePortTable (2) / dot1xPaePortEntry
	

	
	
	dot1xPaePortNumber (1)
	

	
	
	dot1xPaePortProtocolVersion (2)
	

	
	
	dot1xPaePortCapabilities (3)
	

	
	
	dot1xPaePortInitialize (4)
	

	
	
	dot1xPaePortReauthenticate (5)
	

	dot1xPaePortReauthenticate (2)
	

	
	dot1xAuthConfigTable (2) / dot1xAuthConfigEntry
	

	
	
	dot1xAuthPaeState (1)
	

	
	
	dot1xAuthBackendAuthState (2)
	

	
	
	dot1xAuthAdminControlledDirections (3)
	

	
	
	dot1xAuthOperControlledDirections (4)
	

	
	
	dot1xAuthAuthControlledPortStatus (5)
	

	
	
	dot1xAuthAuthControlledPortControl (6)
	

	
	
	dot1xAuthQuietPeriod (7)
	

	
	
	dot1xAuthTxPeriod (8)
	

	
	
	dot1xAuthSuppTimeout (9)
	

	
	
	dot1xAuthServerTimeout (10)
	

	
	
	dot1xAuthMaxReq (11)
	

	
	
	dot1xAuthReAuthPeriod (12)
	

	
	
	dot1xAuthReAuthEnabled (13)
	

	
	
	dot1xAuthKeyTxEnabled (14)
	

	
	dot1xAuthStatsTable (2) / dot1xAuthStatsEntry
	

	
	
	dot1xAuthEapolFramesRx (1)
	

	
	
	dot1xAuthEapolFramesTx (2)
	

	
	
	dot1xAuthEapolStartFramesRx (3)
	

	
	
	dot1xAuthEapolLogoffFramesRx (4)
	

	
	
	dot1xAuthEapolRespIdFramesRx (5)
	

	
	
	dot1xAuthEapolRespFramesRx (6)
	

	
	
	dot1xAuthEapolReqIdFramesTx (7)
	

	
	
	dot1xAuthEapolReqFramesTx (8)
	

	
	
	dot1xAuthInvalidEapolFramesRx (9)
	


	
	
	dot1xAuthEapLengthErrorFramesRx (10)
	

	
	
	dot1xAuthLastEapolFrameVersion (11)
	

	
	
	dot1xAuthLastEapolFrameSource (12)
	

	
	dot1xAuthDiagTable (3) / dot1xAuthDiagEntry
	

	
	
	dot1xAuthEntersConnecting (1)
	

	
	
	dot1xAuthEapLogoffsWhileConnecting (2)
	

	
	
	Dot1xAuthEntersAuthenticating (3)
	

	
	
	dot1xAuthAuthSuccessWhileAuthenticating (4)
	

	
	
	dot1xAuthAuthTimeoutsWhileAuthenticating (5)
	

	
	
	dot1xAuthAuthFailWhileAuthenticating (6)
	

	
	
	dot1xAuthAuthReauthsWhileAuthenticating (7)
	

	
	
	dot1xAuthAuthEapStartsWhileAuthenticating (8)
	

	
	
	dot1xAuthAuthEapLogoffWhileAuthenticating (9)
	

	
	
	dot1xAuthAuthReauthsWhileAuthenticated (10)
	

	
	
	dot1xAuthAuthEapStartsWhileAuthenticated (11)
	

	
	
	dot1xAuthAuthEapLogoffWhileAuthenticated (12)
	

	
	
	dot1xAuthBackendResponses (13)
	

	
	
	dot1xAuthBackendAccessChallenges (14)
	

	
	
	dot1xAuthBackendOtherRequestsToSupplicant (15)
	

	
	
	dot1xAuthBackendNonNakResponsesFromSupplicant (16)
	

	
	
	dot1xAuthBackendAuthSuccesses (17)
	

	
	
	dot1xAuthBackendAuthFails (18)
	

	
	dot1xAuthSessionStatsTable (4) / dot1xAuthSessionStatsEntry
	

	
	
	dot1xAuthSessionOctetsRx (1)
	

	
	
	dot1xAuthSessionOctetsTx (2)
	

	
	
	dot1xAuthSessionFramesRx (3)
	

	
	
	dot1xAuthSessionFramesTx (4)
	


	
	
	dot1xAuthSessionId (5)
	

	
	
	dot1xAuthSessionAuthenticMethod (6)
	

	
	
	Dot1xAuthSessionTime (7)
	

	
	
	dot1xAuthSessionTerminateCause (8)
	

	
	
	dot1xAuthSessionUserName (9)
	

	dot1xPaeSupplicant (3)
	No support

	
	dot1xSuppConfigTable (1) / dot1xSuppConfigEntry
	

	
	
	Dot1xSuppPaeState (1)
	

	
	
	dot1xSuppHeldPeriod (2)
	

	
	
	dot1xSuppAuthPeriod (3)
	

	
	
	dot1xSuppStartPeriod (4)
	

	
	
	dot1xSuppMaxStart (5)
	

	
	dot1xSuppStatsTable (2) / dot1xSuppStatsEntry
	

	
	
	Dot1xSuppEapolFramesRx (1)
	

	
	
	Dot1xSuppEapolFramesTx (2)
	

	
	
	Dot1xSuppEapolStartFramesTx (3)
	

	
	
	Dot1xSuppEapolLogoffFramesTx (4)
	

	
	
	Dot1xSuppEapolRespIdFramesTx (5)
	

	
	
	Dot1xSuppEapolRespFramesTx (6)
	

	
	
	Dot1xSuppEapolReqIdFramesRx (7)
	

	
	
	Dot1xSuppEapolReqFramesRx (8)
	

	
	
	Dot1xSuppInvalidEapolFramesRx (9)
	

	
	
	Dot1xSuppEapLengthErrorFramesRx (10)
	

	
	
	Dot1xSuppLastEapolFrameVersion (11)
	

	
	
	Dot1xSuppLastEapolFrameSource (12)
	


5-23 IEEE8023- OAM (OAM MIB)

The OID is 1.3.6.1.2.1.158.
	MIB
	Comment

	dot3OamObjects(1)
	

	
	
	dot3OamTable(1)/dot3OamEntry(1)
	

	
	
	
	dot3OamAdminState(1)
	

	
	
	
	dot3OamOperStatus(2)
	

	
	
	
	dot3OamMode(3)
	

	
	
	
	dot3OamMaxOamPduSize(4)
	

	
	
	
	dot3OamConfigRevision(5)
	

	
	
	
	dot3OamFunctionsSupported(6)
	

	
	
	dot3OamPeerTable(2)/ dot3OamPeerEntry(1)
	

	
	
	
	dot3OamPeerMacAddress(1)
	

	
	
	
	dot3OamPeerVendorOui(2)
	

	
	
	
	dot3OamPeerVendorInfo(3)
	

	
	
	
	dot3OamPeerMode(4)
	

	
	
	
	dot3OamPeerMaxOamPduSize(5)
	

	
	
	
	dot3OamPeerConfigRevision(6)
	

	
	
	
	dot3OamPeerFunctionsSupported(7)
	

	
	
	dot3OamLoopbackTable(3)

/dot3OamLoopbackEntry(1)
	

	
	
	
	dot3OamLoopbackStatus(1)
	

	
	
	
	dot3OamLoopbackIgnoreRx(2)
	

	
	
	dot3OamStatsTable(4)/dot3OamStatsEntry(1)
	

	
	
	
	dot3OamInformationTx(1)
	

	
	
	
	dot3OamInformationRx(2)
	

	
	
	
	dot3OamUniqueEventNotificationTx(3)
	

	
	
	
	dot3OamUniqueEventNotificationRx(4)
	

	
	
	
	dot3OamDuplicateEventNotificationTx(5)
	

	
	
	
	dot3OamDuplicateEventNotificationRx(6)
	

	
	
	
	dot3OamLoopbackControlTx(7)
	

	
	
	
	dot3OamLoopbackControlRx(8)
	

	
	
	
	dot3OamVariableRequestTx(9)
	

	
	
	
	dot3OamVariableRequestRx(10)
	

	
	
	
	dot3OamVariableResponseTx(11)
	

	
	
	
	dot3OamVariableResponseRx(12)
	

	
	
	
	dot3OamOrgSpecificTx(13)
	

	
	
	
	dot3OamOrgSpecificRx(14)
	

	
	
	
	dot3OamUnsupportedCodesTx(15)
	

	
	
	
	dot3OamUnsupportedCodesRx(16)
	

	
	
	
	dot3OamFramesLostDueToOam(17)
	

	
	
	dot3OamEventConfigTable(5)

/dot3OamEventConfigEntry(1)
	

	
	
	
	dot3OamErrSymPeriodWindowHi(1)
	

	
	
	
	dot3OamErrSymPeriodWindowLo(2)
	

	
	
	
	dot3OamErrSymPeriodThresholdHi(3)
	

	
	
	
	dot3OamErrSymPeriodThresholdLo(4)
	

	
	
	
	dot3OamErrSymPeriodEvNotifEnable(5)
	

	
	
	
	dot3OamErrFramePeriodWindow(6)
	

	
	
	
	dot3OamErrFramePeriodThreshold(7)
	

	
	
	
	dot3OamErrFramePeriodEvNotifEnable(8)
	

	
	
	
	dot3OamErrFrameWindow(9)
	

	
	
	
	dot3OamErrFrameThreshold(10)
	

	
	
	
	dot3OamErrFrameEvNotifEnable(11)
	

	
	
	
	dot3OamErrFrameSecsSummaryWindow(12)
	

	
	
	
	dot3OamErrFrameSecsSummaryThreshold(13)
	

	
	
	
	dot3OamErrFrameSecsEvNotifEnable(14)
	

	
	
	
	dot3OamDyingGaspEnable(15)
	

	
	
	
	dot3OamCriticalEventEnable(16)
	

	
	
	dot3OamEventLogTable(6)

/dot3OamEventLogEntry(1)
	

	
	
	
	dot3OamEventLogIndex(1)
	

	
	
	
	dot3OamEventLogTimestamp(2)
	

	
	
	
	dot3OamEventLogOui(3)
	

	
	
	
	dot3OamEventLogType(4)
	

	
	
	
	dot3OamEventLogLocation(5)
	

	
	
	
	dot3OamEventLogWindowHi(6)
	

	
	
	
	dot3OamEventLogWindowLo(7)
	

	
	
	
	dot3OamEventLogThresholdHi(8)
	

	
	
	
	dot3OamEventLogThresholdLo(9)
	

	
	
	
	dot3OamEventLogValue(10)
	

	
	
	
	dot3OamEventLogRunningTotal(11)
	

	
	
	
	dot3OamEventLogEventTotal(12)
	


5-27  IEEE8021-CFM (CFM MIB)

The OID is 1.3.111.2.802.1.1.8.1
	MIB
	Comment

	dot1agCfmStack (1)
	

	
	dot1agCfmStackTable (1) /  dot1agCfmStackEntry
	

	
	
	dot1agCfmStackifIndex(1)
	

	
	
	dot1agCfmStackVlanIdOrNone(2)
	

	
	
	dot1agCfmStackMdLevel(3)
	

	
	
	dot1agCfmStackDirection(4)
	

	
	
	dot1agCfmStackMdIndex(5)
	

	
	
	dot1agCfmStackMaIndex(6)
	

	
	
	dot1agCfmStackMepId(7)
	

	
	
	dot1agCfmStackMacAddress(8)
	

	dot1agCfmDefaultMd(2)
	Not support

	
	dot1agCfmDefaultMdDefLevel(1)
	

	
	dot1agCfmDefaultMdDefMhfCreation(2)
	

	
	dot1agCfmDefaultMdDefIdPermission(3)
	

	
	dot1agCfmDefaultMdTable(4)/ dot1agCfmDefaultMdEntry
	

	
	
	dot1agCfmDefaultMdComponentId(1)
	

	
	
	dot1agCfmDefaultMdPrimaryVid(2)
	

	
	
	dot1agCfmDefaultMdStatus(3)
	

	
	
	dot1agCfmDefaultMdLevel(4)
	

	
	
	dot1agCfmDefaultMdMhfCreation(5)
	

	
	
	dot1agCfmDefaultMdIdPermission(6)
	

	dot1agCfmVlan(3)
	Not support

	
	dot1agCfmVlanTable(1) / dot1agCfmVlanEntry
	

	
	
	dot1agCfmVlanComponentId(1)
	

	
	
	dot1agCfmVlanVid(2)
	

	
	
	dot1agCfmVlanPrimaryVid(3)
	

	
	
	dot1agCfmVlanRowStatus(4)
	

	dot1agCfmConfigErrorList(4)
	Not support

	
	dot1agCfmConfigErrorListTable(1) /   dot1agCfmConfigErrorListEntry
	

	
	
	dot1agCfmConfigErrorListVid(1)
	

	
	
	dot1agCfmConfigErrorListIfIndex(2)
	

	
	
	dot1agCfmConfigErrorListErrorType(3)
	


	dot1agCfmMd (5)
	

	
	dot1agCfmMdTableNextIndex(1)
	

	
	dot1agCfmMdTable (2) / 
dot1agCfmMdEntry
	

	
	
	dot1agCfmMdIndex (1)
	

	
	
	dot1agCfmMdFormat(2)
	

	
	
	dot1agCfmMdName(3)
	

	
	
	dot1agCfmMdMdLevel(4)
	

	
	
	dot1agCfmMdMhfCreation(5)
	

	
	
	dot1agCfmMdMhfIdPermission(6)
	

	
	
	dot1agCfmMdMaNextIndex(7)
	Not support

	
	
	dot1agCfmMdRowStatus(8)
	

	dot1agCfmMa(6)
	

	
	dot1agCfmMaNetTable(1)/ dot1agCfmMaNetEntry
	

	
	
	dot1agCfmMaIndex(1)
	

	
	
	dot1agCfmMaNetFormat(2)
	

	
	
	dot1agCfmMaNetName(3)
	

	
	
	dot1agCfmMaNetCcmInterval(4)
	

	
	
	dot1agCfmMaNetRowStatus(5)
	

	
	dot1agCfmMaCompTable(2)/ dot1agCfmMaCompEntry
	

	
	
	dot1agCfmMaComponentId(1)
	

	
	
	dot1agCfmMaCompPrimaryVlanId(2)
	

	
	
	dot1agCfmMaCompMhfCreation(3)
	

	
	
	dot1agCfmMaCompIdPermission(4)
	

	
	
	dot1agCfmMaCompNumberOfVids(5)
	Only support one vlan

	
	
	dot1agCfmMaCompRowStatus(6)
	

	
	dot1agCfmMaMepListTable(3)/ dot1agCfmMaMepListEntry
	

	
	
	dot1agCfmMaMepListIdentifier(1)
	

	
	
	dot1agCfmMaMepListRowStatus(2)
	


	dot1agCfmMep(7)
	

	
	dot1agCfmMepTable(1) /dot1agCfmMepEntry
	

	
	
	dot1agCfmMepIdentifier(1)
	

	
	
	dot1agCfmMepIfIndex(2)
	

	
	
	dot1agCfmMepDirection(3)
	

	
	
	dot1agCfmMepPrimaryVid(4)
	

	
	
	dot1agCfmMepActive(5)
	

	
	
	dot1agCfmMepFngState(6)
	

	
	
	dot1agCfmMepCciEnabled(7)
	

	
	
	dot1agCfmMepCcmLtmPriority(8)
	

	
	
	dot1agCfmMepMacAddress(9)
	

	
	
	dot1agCfmMepLowPrDef(10)
	

	
	
	dot1agCfmMepFngAlarmTime(11)
	

	
	
	dot1agCfmMepFngResetTime(12)
	

	
	
	dot1agCfmMepHighestPrDefect(13)
	

	
	
	dot1agCfmMepDefects(14)
	Not support

	
	
	dot1agCfmMepErrorCcmLastFailure(15)
	Not support

	
	
	dot1agCfmMepXconCcmLastFailure(16)
	Not support

	
	
	dot1agCfmMepCcmSequenceErrors(17)
	

	
	
	dot1agCfmMepCciSentCcms(18)
	

	
	
	dot1agCfmMepNextLbmTransId(19)
	

	
	
	dot1agCfmMepLbrIn(20)
	

	
	
	dot1agCfmMepLbrInOutOfOrder(21)
	

	
	
	dot1agCfmMepLbrBadMsdu(22)
	Not support

	
	
	dot1agCfmMepLtmNextSeqNumber(23)
	

	
	
	dot1agCfmMepUnexpLtrIn(24)
	

	
	
	dot1agCfmMepLbrOut(25)
	

	
	
	dot1agCfmMepTransmitLbmStatus(26)
	

	
	
	dot1agCfmMepTransmitLbmDestMacAddress(27)
	

	
	
	dot1agCfmMepTransmitLbmDestMepId(28)
	Only support the MAC

	
	
	dot1agCfmMepTransmitLbmDestIsMepId(29)
	Only support the MAC

	
	
	dot1agCfmMepTransmitLbmMessages(30)
	

	
	
	dot1agCfmMepTransmitLbmDataTlv(31)
	

	
	
	dot1agCfmMepTransmitLbmVlanPriority(32)
	

	
	
	dot1agCfmMepTransmitLbmVlanDropEnable(33)
	Not support

	
	
	dot1agCfmMepTransmitLbmResultOK(34)
	

	
	
	dot1agCfmMepTransmitLbmSeqNumber(35)
	

	
	
	dot1agCfmMepTransmitLtmStatus(36)
	

	
	
	dot1agCfmMepTransmitLtmFlags(37)
	

	
	
	dot1agCfmMepTransmitLtmTargetMacAddress(38)
	

	
	
	dot1agCfmMepTransmitLtmTargetMepId(39)
	Only support the MAC

	
	
	dot1agCfmMepTransmitLtmTargetIsMepId(40)
	Only support the MAC

	
	
	dot1agCfmMepTransmitLtmTtl(41)
	

	
	
	dot1agCfmMepTransmitLtmResult(42)
	

	
	
	dot1agCfmMepTransmitLtmSeqNumber(43)
	

	
	
	dot1agCfmMepTransmitLtmEgressIdentifier(44)
	Not support

	
	
	dot1agCfmMepRowStatus(45)
	


	
	dot1agCfmLtrTable(2)/ dot1agCfmLtrEntry
	

	
	
	dot1agCfmLtrSeqNumber(1)
	

	
	
	dot1agCfmLtrReceiveOrder(2)
	

	
	
	dot1agCfmLtrTtl(3)
	

	
	
	dot1agCfmLtrForwarded(4)
	

	
	
	dot1agCfmLtrTerminalMep(5)
	

	
	
	dot1agCfmLtrLastEgressIdentifier(6)
	

	
	
	dot1agCfmLtrNextEgressIdentifier(7)
	

	
	
	dot1agCfmLtrRelay(8)
	

	
	
	dot1agCfmLtrChassisIdSubtype(9)
	Not support

	
	
	dot1agCfmLtrChassisId(10)
	Not support

	
	
	dot1agCfmLtrManAddressDomain(11)
	Not support

	
	
	dot1agCfmLtrManAddress(12)
	Not support

	
	
	dot1agCfmLtrIngress(13)
	

	
	
	dot1agCfmLtrIngressMac(14)
	

	
	
	dot1agCfmLtrIngressPortIdSubtype(15)
	Not support

	
	
	dot1agCfmLtrIngressPortId(16)
	Not support

	
	
	dot1agCfmLtrEgress(17)
	

	
	
	dot1agCfmLtrEgressMac(18)
	

	
	
	dot1agCfmLtrEgressPortIdSubtype(19)
	Not support

	
	
	dot1agCfmLtrEgressPortId(20)
	Not support

	
	
	dot1agCfmLtrOrganizationSpecificTlv(21)
	Not support

	
	dot1agCfmMepDbTable(2)/ dot1agCfmMepDbEntry
	

	
	
	dot1agCfmMepDbRMepIdentifier(1)
	

	
	
	dot1agCfmMepDbRMepState(2)
	

	
	
	dot1agCfmMepDbRMepFailedOkTime(3)
	

	
	
	dot1agCfmMepDbMacAddress(4)
	

	
	
	dot1agCfmMepDbRdi(5)
	

	
	
	dot1agCfmMepDbPortStatusTlv(6)
	

	
	
	dot1agCfmMepDbInterfaceStatusTlv(7)
	

	
	
	dot1agCfmMepDbChassisIdSubtype(8)
	Not support

	
	
	dot1agCfmMepDbChassisId(9)
	Not support

	
	
	dot1agCfmMepDbManAddressDomain(10)
	Not support

	
	
	dot1agCfmMepDbManAddress(11)
	Not support


5-28  Proprietary MIB

AAC MIB

The OID is dlink-common-mgmt.5

	mib
	      comment

	swAACMIB(1)
	

	
	swAACCtrl(1)
	

	
	
	swAACAuthenAdminState(1)
	

	
	
	swAACCtrlEnableAdminSet(2)
	NO Support

	
	
	
	swAACCtrlEnableAdminTACACSState(1)
	

	
	
	
	swAACCtrlEnableAdminXTACACSState(2)
	

	
	
	
	swAACCtrlEnableAdminTACACSPlusState(3)

	

	
	
	
	swAACCtrlEnableAdminRadiusState(4)
	

	
	
	
	swAACCtrlEnableAdminLocalState(5)

	

	
	
	
	swAACCtrlEnableAdminNoneState(6)

	

	
	swAACInfo(2)
	

	
	
	swAACMaxLoginMethodList
	

	
	
	swAACMaxEnableMethodList(2)
	

	
	
	swAACMaxServerGroup(3)
	

	
	
	swAACMaxServer(4)
	

	
	swAACLoginMethodListTable(3)/ swAACLoginMethodListEntry
	

	
	
	swAACLoginMethodListName(1)
	

	
	
	swAACLoginMethod1Type(2)
	

	
	
	swAACLoginMethod1ServerGroup(3)
	

	
	
	swAACLoginMethod2Type(4)
	

	
	
	swAACLoginMethod2ServerGroup(5)
	

	
	
	swAACLoginMethod3Type(6)
	

	
	
	swAACLoginMethod3ServerGroup(7)
	

	
	
	swAACLoginMethod4Type(8)
	

	
	
	swAACLoginMethod4ServerGroup(9)
	

	
	
	swAACLoginMethodListRowStatus(10)
	

	
	swAACEnableMethodListTable(4)/ swAACEnableMethodListEntry
	

	
	
	swAACEnableMethodListName(1)
	

	
	
	swAACEnableMethod1Type(2)
	

	
	
	swAACEnableMethod1ServerGroup(3)
	

	
	
	swAACEnableMethod2Type(4)
	

	
	
	swAACEnableMethod2ServerGroup(5)
	

	
	
	swAACEnableMethod3Type(6)
	

	
	
	swAACEnableMethod3ServerGroup(7)
	

	
	
	swAACEnableMethod4Type(8)
	

	
	
	swAACEnableMethod4ServerGroup(9)
	

	
	
	swAACEnableMethodListRowStatus(10)
	

	
	swAACAPAuthMethodGroup(7)
	

	
	
	swAACAPLoginMethod(1)
	

	
	
	
	swAACAPConsoleLoginMethod(1)
	

	
	
	
	swAACAPTelnetLoginMethod(2)
	

	
	
	
	swAACAPSSHLoginMethod(3)
	

	
	
	
	swAACAPHttpLoginMethod(4)
	

	
	
	swAACAPEnableMethod(2)
	

	
	
	
	swAACAPConsoleEnableMethod(1)
	

	
	
	
	swAACAPTelnetEnableMethod(2)
	

	
	
	
	swAACAPSSHEnableMethod(3)
	

	
	
	
	swAACAPHttpEnableMethod(4)
	

	
	swAACAuthParamGroup(8)
	

	
	
	swAACAuthParamResponseTimeout(1)
	

	
	
	swAACAuthParamAttempt(2)
	

	
	swAACServerGroupTable (9)/ swAACServerGroupEntry
	

	
	
	swAACServerGroupName(1)
	

	
	
	swAACServerGroupIPAddr1(2)
	

	
	
	swAACServerGroupAuthProtocol1(3)
	

	
	
	swAACServerGroupIPAddr2(4)
	

	
	
	swAACServerGroupAuthProtocol2(5)
	

	
	
	swAACServerGroupIPAddr3(6)
	

	
	
	swAACServerGroupAuthProtocol3(7)
	

	
	
	swAACServerGroupIPAddr4(8)
	

	
	
	swAACServerGroupAuthProtocol4(9)
	

	
	
	swAACServerGroupIPAddr5(10)
	

	
	
	swAACServerGroupAuthProtocol5(11)
	

	
	
	swAACServerGroupIPAddr6(12)
	

	
	
	swAACServerGroupAuthProtocol6(13)
	

	
	
	swAACServerGroupIPAddr7(14)
	

	
	
	swAACServerGroupAuthProtocol7(15)
	

	
	
	swAACServerGroupIPAddr8(16)
	

	
	
	swAACServerGroupAuthProtocol8(17)
	

	
	
	swAACServerGroupRowStatus(18)
	

	
	swAACServerInfoTable(10)/ swAACServerInfoEntry
	

	
	
	swAACServerIPAddr(1)
	

	
	
	swAACServerAuthProtocol(2)
	

	
	
	swAACServerAuthPort(3)
	

	
	
	swAACServerAuthKey(4)
	Revise the range to 0..254 from 0..255

	
	
	swAACServerTimeout(5)
	

	
	
	swAACServerRetryCount(6)
	

	
	
	swAACServerRowStatus(7)
	

	
	swAACServerCtrlTable(12)/ swAACServerCtrlEntry
	

	
	
	swAACCtrlServerGroupName(1)
	

	
	
	swAACCtrlServerIPAddr(2)
	

	
	
	swAACCtrlServerAuthProtocol(3)
	

	
	
	swAACCtrlServerRowState(4)
	


Access Control List MIB
The OID is1.3.6.internet(1).private(4).enterprises(1).dlink(171). Dlink-comman-mgmt(12).swAclMgmtMIB(9)
Access Control List Information
	MIB
	Comment

	swAclMgmtMIB
	

	swACLEthernetPort(9) swACLIpPort(17)
	swAclCtrl(1)
	

	
	
	swCpuInterfacefilterState(1)
	

	
	
	swACLTotalUsedRuleEntries(2)
	

	
	
	swACLTotalUnusedRuleEntries(3)
	

	
	swAclMaskMgmt (2)
	

	
	
	SwACLEthernetTable (1)/ swACLEthernetEntry
	

	
	
	
	SwACLEthernetProfileID (1)
	

	
	
	
	SwACLEthernetUsevlan (3)
	

	
	
	
	SwACLEthernetMacAddrMaskState (3)
	

	
	
	
	SwACLEthernetSrcMacAddrMask (4)
	

	
	
	
	SwACLEthernetDstMacAddrMask (5)
	

	
	
	
	swACLEthernetUse8021p (6)
	

	
	
	
	SwACLEthernetUseEthernetType (7)
	

	
	
	
	SwACLEthernetRowStatus (8)
	

	
	
	
	swACLEthernetOwner(9)
	

	
	
	
	swACLEthernetUnusedRuleEntries(10)
	

	
	
	
	swACLEthernetProfileName(11)
	

	
	
	
	swACLEthernetVlanMask(12)
	

	
	
	SwACLIpTable (2)/ swACLIpEntry
	

	
	
	
	swACLIpProfileID(1)
	

	
	
	
	swACLIpUsevlan(2)
	

	
	
	
	swACLIpIpAddrMaskState(3)
	

	
	
	
	swACLIpSrcIpAddrMask(4)
	

	
	
	
	swACLIpDstIpAddrMask(5)
	

	
	
	
	swACLIpUseDSCP(6)
	

	
	
	
	swACLIpUseProtoType(7)
	

	
	
	
	swACLIpIcmpOption(8)
	

	
	
	
	swACLIpIgmpOption(9)
	

	
	
	
	swACLIpTcpOption(10)
	

	
	
	
	swACLIpUdpOption(11)
	

	
	
	
	swACLIpTCPorUDPSrcPortMask(12)
	

	
	
	
	swACLIpTCPorUDPDstPortMask(13)
	

	
	
	
	swACLIpTCPFlagBit(14)
	

	
	
	
	swACLIpTCPFlagBitMask(15)
	

	
	
	
	swACLIpProtoIDOption(16)
	

	
	
	
	swACLIpProtoID(17)
	

	
	
	
	swACLIpProtoIDMask(18)
	

	
	
	
	swACLIpRowStatus(19)
	

	
	
	
	swACLIpOwner(20)
	

	
	
	
	swACLIpSrcMacAddrMask(21)
	

	
	
	
	swACLIpUnusedRuleEntries(22)
	

	
	
	
	swACLIpProfileName(23)
	

	
	
	
	swACLIpVlanMask(24)
	

	
	
	swACLPktContMaskTable(3)/ swACLPktContMaskEntry
	Not support

	
	
	
	SwACLPktContMaskProfileID(1)
	

	
	
	
	swACLPktContMaskOffset0to15(2)
	

	
	
	
	swACLPktContMaskOffset16to31(3)
	

	
	
	
	swACLPktContMaskOffset32to47(4)
	

	
	
	
	swACLPktContMaskOffset48to63(5)
	

	
	
	
	swACLPktContMaskOffset64to79(6)
	

	
	
	
	swACLPktContMaskRowStatus(7)
	

	
	
	
	swACLPktContMaskOwner(8)
	

	
	
	
	swACLPktContMaskUnusedRuleEntries(9)
	

	
	
	
	swACLPktContMaskProfileName(10)
	

	
	
	swACLIpv6MaskTable(4)/
swACLIpv6MaskEntry
	

	
	
	
	swACLIpv6MaskProfileID(1)
	

	
	
	
	swACLIpv6MaskClass(2)
	

	
	
	
	swACLIpv6MaskFlowlabel(3)
	

	
	
	
	swACLIpv6IpAddrMaskState(4)
	

	
	
	
	swACLIpv6MaskSrcIpv6Mask(5)
	

	
	
	
	swACLIpv6MaskDstIpv6Mask(6)
	

	
	
	
	swACLIpv6MaskRowStatus(7)
	

	
	
	
	swACLIpv6MaskOwner(8)
	

	
	
	
	swACLIpv6MaskUnusedRuleEntries(9)
	

	
	
	
	swACLIpv6MaskProfileName(10)
	

	
	
	
	swACLIpv6MaskUseProtoType(11)
	

	
	
	
	swACLIpv6MaskTcpOption(12)
	

	
	
	
	swACLIpv6MaskUdpOption(13)
	

	
	
	
	swACLIpv6MaskTCPorUDPSrcPortMask(14)
	

	
	
	
	swACLIpv6MaskTCPorUDPDstPortMask(15)
	

	
	
	
	swACLIpv6IcmpOption(16)
	

	
	
	swACLMaskDelAllState(5)
	

	
	
	swIBPACLEthernetTable(6)/

swIBPACLEthernetEntry
	NOT SUPPORT

	
	
	
	swIBPACLEthernetProfileID(1)
	

	
	
	
	swIBPACLEthernetUseEthernetType(2)
	

	
	
	swIBPACLIpTable(7)/swIBPACLIpEntry
	NOT SUPPORT

	
	
	
	swIBPACLIpProfileID(1)
	

	
	
	
	swIBPACLIpSrcMacAddrMask(2)
	

	
	
	
	swIBPACLIpSrcIpAddrMask(3)
	

	
	
	swACLPktContMaskOptionTable(8)/

swACLPktContMaskOptionEntry
	

	
	
	
	swACLPktContMaskOptionProfileID (1)
	

	
	
	
	swACLPktContMaskOffsetChunk1State (2)
	

	
	
	
	swACLPktContMaskOffsetChunk1OffsetValue (3)
	

	
	
	
	swACLPktContMaskOffsetChunk1Mask (4)
	

	
	
	
	swACLPktContMaskOffsetChunk2State (5)
	

	
	
	
	swACLPktContMaskOffsetChunk2OffsetValue (6)
	

	
	
	
	swACLPktContMaskOffsetChunk2Mask (7)
	

	
	
	
	swACLPktContMaskOffsetChunk3State (8)
	

	
	
	
	swACLPktContMaskOffsetChunk3OffsetValue (9)
	

	
	
	
	swACLPktContMaskOffsetChunk3Mask (10)
	

	
	
	
	swACLPktContMaskOffsetChunk4State(11)
	

	
	
	
	swACLPktContMaskOffsetChunk4OffsetValue (12)
	

	
	
	
	swACLPktContMaskOffsetChunk4Mask (13)
	

	
	
	
	swACLPktContMaskOptionRowStatus (14)
	

	
	
	
	swACLPktContMaskOptionOwner(15)
	

	
	
	
	swACLPktContMaskOptionUnusedRuleEntries(16)
	

	
	
	
	swACLPktContMaskOptionProfileName(17)
	

	
	
	swACLPktContMaskOption2(10)
	NOT SUPPORT

	
	
	
	swACLPktContMaskOption2Table(1)/ swACLPktContMaskOption2Entry
	

	
	
	
	
	swACLPktContMaskOption2ProfileID(1)
	

	
	
	
	
	swACLPktContMaskOption2SrcMac(2)
	

	
	
	
	
	swACLPktContMaskOption2DstMac(3)
	

	
	
	
	
	swACLPktContMaskOption2CTag(4)
	

	
	
	
	
	swACLPktContMaskOption2STag(5)
	

	
	
	
	
	swACLPktContMaskOption2Owner(6)
	

	
	
	
	
	swACLPktContMaskOption2UnusedRuleEntries(7)
	

	
	
	
	
	swACLPktContMaskOption2ProfileName(8)
	

	
	
	
	
	swACLPktContMaskOption2RowStatus(9)
	

	
	
	
	swACLPktContMaskOption2OffsetsTable(2)/ swACLPktContMaskOption2OffsetsEntry
	

	
	
	
	
	swACLPktContMaskOption2OffsetsProfileID(1)
	

	
	
	
	
	swACLPktContMaskOption2OffsetsNum(2)
	

	
	
	
	
	swACLPktContMaskOption2OffsetsReference (3)
	

	
	
	
	
	swACLPktContMaskOption2OffsetsValue(4)
	

	
	
	
	
	swACLPktContMaskOption2OffsetsMask(5)
	

	
	
	
	
	swACLPktContMaskOption2OffsetsRowStatus (6)
	

	
	
	swACLPktContMaskOption3(11)
	NOT SUPPORT

	
	
	
	swACLPktContMaskOption3Table(1)/ swACLPktContMaskOption3Entry
	

	
	
	
	
	swACLPktContMaskOption3ProfileID(1)
	

	
	
	
	
	swACLPktContMaskOption3SrcMac(2)
	

	
	
	
	
	swACLPktContMaskOption3DstMac(3)
	

	
	
	
	
	swACLPktContMaskOption3OuterTag(4)
	

	
	
	
	
	swACLPktContMaskOption3Owner(5)
	

	
	
	
	
	swACLPktContMaskOption3UnusedRuleEntries(6)
	

	
	
	
	
	swACLPktContMaskOption3ProfileName(7)
	

	
	
	
	
	swACLPktContMaskOption3RowStatus(8)
	

	
	
	
	swACLPktContMaskOption3OffsetsTable(2)/ swACLPktContMaskOption3OffsetsEntry
	

	
	
	
	
	swACLPktContMaskOption3OffsetsProfileID(1)
	

	
	
	
	
	swACLPktContMaskOption3OffsetsNum(2)
	

	
	
	
	
	swACLPktContMaskOption3OffsetsReference (3)
	

	
	
	
	
	swACLPktContMaskOption3OffsetsValue(4)
	

	
	
	
	
	swACLPktContMaskOption3OffsetsMask(5)
	

	
	
	
	
	swACLPktContMaskOption3OffsetsRowStatus(6)
	

	
	swAclRuleMgmt(3)
	

	
	
	swACLEtherRuleTable(1)/swACLEtherRuleEntry
	

	
	
	
	swACLEtherRuleProfileID(1)
	

	
	
	
	swACLEtherRuleAccessID(2)
	

	
	
	
	swACLEtherRuleVlan(3)
	

	
	
	
	swACLEtherRuleSrcMacAddress(4)
	

	
	
	
	swACLEtherRuleDstMacAddress(5)
	

	
	
	
	swACLEtherRule8021P(6)
	

	
	
	
	swACLEtherRuleEtherType(7)
	

	
	
	
	swACLEtherRuleEnablePriority(8)
	

	
	
	
	swACLEtherRulePriority(9)
	

	
	
	
	swACLEtherRuleReplacePriority(10)
	

	
	
	
	swACLEtherRulePermit(13)
	

	
	
	
	swACLEtherRulePort(14)
	

	
	
	
	swACLEtherRuleRowStatus(15)
	

	
	
	
	swACLEtherRuleOwner(16)
	

	
	
	
	swACLEtherRuleRxRate(17)
	NOT SUPPORT

	
	
	
	swACLEtherRuleEnableReplaceTosPrecedence(18)
	

	
	
	
	swACLEtherRuleRepTosPrecedence(19)
	

	
	
	
	swACLEtherRuleVID(20)
	

	
	
	
	swACLEtherRuleMatchVID(21)
	

	
	
	
	swACLEtherRuleMaskVlan(22)
	

	
	
	
	swACLEtherRuleMaskSrcMacAddress(23)
	

	
	
	
	swACLEtherRuleMaskDstMacAddress(24)
	

	
	
	
	swACLEtherRuleMirrorGroupID(25)
	NOT SUPPORT

	
	
	
	swACLEtherRuleRedirectEgressPort(26)
	

	
	
	swACLIpRuleTable(2)/swACLIpRuleEntry
	

	
	
	
	swACLIpRuleProfileID(1)
	

	
	
	
	swACLIpRuleAccessID(2)
	

	
	
	
	swACLIpRuleVlan(3)
	

	
	
	
	swACLIpRuleSrcIpaddress(4)
	

	
	
	
	swACLIpRuleDstIpaddress(5)
	

	
	
	
	swACLIpRuleDscp(6)
	

	
	
	
	swACLIpRuleProtocol(7)
	

	
	
	
	swACLIpRuleType(8)
	

	
	
	
	swACLIpRuleCode(9)
	

	
	
	
	swACLIpRuleSrcPort(10)
	

	
	
	
	swACLIpRuleDstPort(11)
	

	
	
	
	swACLIpRuleFlagBits(12)
	

	
	
	
	swACLIpRuleProtoID(13)
	

	
	
	
	swACLIpRuleUserMask(14)
	

	
	
	
	swACLIpRuleEnablePriority(15)
	

	
	
	
	swACLIpRulePriority(16)
	

	
	
	
	swACLIpRuleReplacePriority(17)
	

	
	
	
	swACLIpRuleEnableReplaceDscp(18)
	

	
	
	
	swACLIpRuleRepDscp(19)
	

	
	
	
	swACLIpRulePermit(20)
	

	
	
	
	swACLIpRulePort (21)
	

	
	
	
	swACLIpRuleRowStatus (22)
	

	
	
	
	swACLIpRuleRowOwner (23)
	

	
	
	
	swACLIpRuleRxRate(24)
	NOT SUPPORT

	
	
	
	swACLIpRuleSrcMacAddress(25)
	

	
	
	
	swACLIpRuleEnableReplaceTosPrecedence(26)
	

	
	
	
	swACLIpRuleRepTosPrecedence(27)
	

	
	
	
	swACLIpRuleVID(28)
	

	
	
	
	swACLIpRuleMatchVID(29)
	

	
	
	
	swACLIpRuleMaskVlan(30)
	

	
	
	
	swACLIpRuleMaskSrcIpaddress(31)
	

	
	
	
	swACLIpRuleMaskDstIpaddress(32)
	

	
	
	
	swACLIpRuleMaskSrcPort(33)
	

	
	
	
	swACLIpRuleMaskDstPort(34)
	

	
	
	
	swACLIpRuleMaskUserMask(35)
	NOT SUPPORT

	
	
	
	swACLIpRuleMirrorGroupID(36)
	NOT SUPPORT

	
	
	
	swACLIpRuleRedirectEgressPort(37)
	

	
	
	swACLPktContRuleTable(3) / swACLPktContRuleEntry
	NOT SUPPORT

	
	
	
	SwACLPktContRuleProfileID(1)
	

	
	
	
	SwACLPktContRuleAccessID(2)
	

	
	
	
	swACLPktContRuleOffset0to15(3)
	

	
	
	
	swACLPktContRuleOffset16to31(4)
	

	
	
	
	swACLPktContRuleOffset32to47(5)
	

	
	
	
	swACLPktContRuleOffset48to63(6)
	

	
	
	
	swACLPktContRuleOffset64to79(7)
	

	
	
	
	swACLPktContRuleEnablePriority(8)
	

	
	
	
	swACLPktContRulePriority(9)
	

	
	
	
	swACLPktContRuleReplacePriority(10)
	

	
	
	
	swACLPktContRuleEnableReplaceDscp(11)
	

	
	
	
	swACLPktContRuleRepDscp(12)
	

	
	
	
	swACLPktContRulePermit(13)
	

	
	
	
	swACLPktContRulePort(14)
	

	
	
	
	swACLPktContRuleRowStatus(15)
	

	
	
	
	swACLPktContRuleOwner(16)
	

	
	
	
	swACLPktContRuleRxRate(17)
	

	
	
	
	swACLPktContRuleEnableReplaceTosPrecedence(18)
	

	
	
	
	swACLPktContRuleRepTosPrecedence(19)
	

	
	
	
	swACLPktContRuleVID(20)
	

	
	
	
	swACLPktContRuleMirrorGroupID(21)
	

	
	
	
	swACLPktContRuleRedirectEgressPort(22)
	

	
	
	swACLIpv6RuleTable(4)/
swACLIpv6RuleEntry
	

	
	
	
	swACLIpv6RuleProfileID(1) 
	

	
	
	
	swACLIpv6RuleAccessID(2)
	

	
	
	
	swACLIpv6RuleClass(3)
	

	
	
	
	swACLIpv6RuleFlowlabel(4)
	

	
	
	
	swACLIpv6RuleSrcIpv6Addr(5)
	

	
	
	
	swACLIpv6RuleDstIpv6Addr(6)
	

	
	
	
	swACLIpv6RuleEnablePriority (7)
	

	
	
	
	swACLIpv6RulePriority(8)
	

	
	
	
	swACLIpv6RuleReplacePriority(9)
	

	
	
	
	swACLIpv6RulePermit(10)
	

	
	
	
	swACLIpv6RulePort(11)
	

	
	
	
	swACLIpv6RuleRowStatus(12)
	

	
	
	
	swACLIpv6RuleOwner (13)
	

	
	
	
	swACLIpv6RuleRxRate (14)
	NOT SUPPORT

	
	
	
	swACLIpv6RuleEnableReplaceDscp(15)
	

	
	
	
	swACLIpv6RuleRepDscp(16)
	

	
	
	
	swACLIpv6RuleEnableReplaceTosPrecedence(17)
	

	
	
	
	swACLIpv6RuleRepTosPrecedence(18)
	

	
	
	
	swACLIpv6RuleVID(19)
	

	
	
	
	swACLIpv6RuleProtocol(20)
	

	
	
	
	swACLIpv6RuleSrcPort(21)
	

	
	
	
	swACLIpv6RuleDstPort(22)
	

	
	
	
	swACLIpv6RuleMaskSrcIpv6Addr(23)
	

	
	
	
	swACLIpv6RuleMaskDstIpv6Addr(24)
	

	
	
	
	swACLIpv6RuleMaskSrcPort(25)
	

	
	
	
	swACLIpv6RuleMaskDstPort(26)
	

	
	
	
	swACLIpv6RuleICMPType(27)
	

	
	
	
	swACLIpv6RuleICMPCode(28)
	

	
	
	
	swACLIpv6RuleMirrorGroupID(29)
	NOT SUPPORT

	
	
	
	swACLIpv6RuleRedirectEgressPort(30)
	

	
	
	swIBPACLEtherRuleTable(5)/

swIBPACLEtherRuleEntry
	NOT SUPPORT

	
	
	
	swIBPACLEtherRuleProfileID(1)
	

	
	
	
	swIBPACLEtherRuleAccessID(2)
	

	
	
	
	swIBPACLEtherRuleEtherType(3)
	

	
	
	
	swIBPACLEtherRulePermit(4)
	

	
	
	
	swIBPACLEtherRulePort(5)
	

	
	
	swIBPACLIpRuleTable(6)/swIBPACLIpRuleEntry
	NOT SUPPORT

	
	
	
	swIBPACLIpRuleProfileID(1)
	

	
	
	
	swIBPACLIpRuleAccessID(2)
	

	
	
	
	swIBPACLIpRuleSrcMacAddress(3)
	

	
	
	
	swIBPACLIpRuleSrcIpaddress(4)
	

	
	
	
	swIBPACLIpRulePermit(5)
	

	
	
	
	swIBPACLIpRulePort(6)
	

	
	
	swACLPktContOptionRuleTable(7)/swACLPktContRuleOptionEntry
	

	
	
	
	swACLPktContRuleOptionProfileID(1)
	

	
	
	
	swACLPktContRuleOptionAccessID(2)
	

	
	
	
	swACLPktContRuleOffsetChunk1OffsetValue (3)
	

	
	
	
	swACLPktContRuleOffsetChunk1Content (4)
	

	
	
	
	swACLPktContRuleOffsetChunk2OffsetValue (5)
	

	
	
	
	swACLPktContRuleOffsetChunk2Content (6)
	

	
	
	
	swACLPktContRuleOffsetChunk3OffsetValue (7)
	

	
	
	
	swACLPktContRuleOffsetChunk3Content (8)
	

	
	
	
	swACLPktContRuleOffsetChunk4OffsetValue (9)
	

	
	
	
	swACLPktContRuleOffsetChunk4Content (10)
	

	
	
	
	swACLPktContRuleOptionEnablePriority (11)
	

	
	
	
	swACLPktContRuleOptionPriority (12)
	

	
	
	
	swACLPktContRuleOptionReplacePriority (13)
	

	
	
	
	swACLPktContRuleOptionPermit (16)
	

	
	
	
	swACLPktContRuleOptionPort (17)
	

	
	
	
	swACLPktContRuleOptionRowStatus(18)
	

	
	
	
	swACLPktContRuleOptionOwner(19)
	

	
	
	
	swACLPktContRuleOptionRxRate(20)
	NOT SUPPORT

	
	
	
	swACLPktContRuleOptionEnableReplaceTosPrecedence(21)
	

	
	
	
	swACLPktContRuleOptionRepTosPrecedence(22)
	

	
	
	
	swACLPktContRuleOptionVID (23)
	

	
	
	
	swACLPktContRuleOptionMirrorGroupID(24)
	NOT SUPPORT

	
	
	
	swACLPktContRuleOptionRedirectEgressPort(25)
	

	
	
	swACLCounterTable(8)/

swACLCounterEntry
	

	
	
	
	swACLCounterProfileID (1)
	

	
	
	
	swACLCounterAccessID(2)
	

	
	
	
	swACLCounterState(3)
	

	
	
	
	swACLCounterTotalCounter(4)
	

	
	
	
	swACLCounterGreenCounter(5)
	

	
	
	
	swACLCounterYellowCounter(6)
	

	
	
	
	swACLCounterRedCounter(7)
	

	
	
	swACLPktContRuleOption2(10)
	NOT SUPPORT

	
	
	
	swACLPktContRuleOption2Table(1)/ swACLPktContRuleOption2Entry
	

	
	
	
	
	swACLPktContRuleOption2ProfileID(1)
	

	
	
	
	
	swACLPktContRuleOption2AccessID(2)
	

	
	
	
	
	swACLPktContRuleOption2SrcMac(3)
	

	
	
	
	
	swACLPktContRuleOption2DstMac(4)
	

	
	
	
	
	swACLPktContRuleOption2CTag(5)
	

	
	
	
	
	swACLPktContRuleOption2Stag(6)
	

	
	
	
	
	swACLPktContRuleOption2EnablePriority(7)
	

	
	
	
	
	swACLPktContRuleOption2Priority(8)
	

	
	
	
	
	swACLPktContRuleOption2ReplacePriority(9)
	

	
	
	
	
	swACLPktContRuleOption2EnableReplaceDscp(10)
	

	
	
	
	
	swACLPktContRuleOption2RepDscp(11)
	

	
	
	
	
	swACLPktContRuleOption2Permit(12)
	

	
	
	
	
	swACLPktContRuleOption2Port(13)
	

	
	
	
	
	swACLPktContRuleOption2Owner(17)
	

	
	
	
	
	swACLPktContRuleOption2EnableReplaceTosPrecedence(18)
	

	
	
	
	
	swACLPktContRuleOption2RepTosPrecedence(19)
	

	
	
	
	
	swACLPktContRuleOption2VID(20)
	

	
	
	
	
	swACLPktContRuleOption2RowStatus(21)
	

	
	
	
	
	swACLPktContRuleOption2MaskSrcMac(22)
	

	
	
	
	
	swACLPktContRuleOption2MaskDstMac(23)
	

	
	
	
	
	swACLPktContRuleOption2MaskCTag(24)
	

	
	
	
	
	swACLPktContRuleOption2MaskSTag(25)
	

	
	
	
	
	swACLPktContRuleOption2MirrorGroupID(26)
	

	
	
	
	
	swACLPktContRuleOption2RedirectEgressPort(27)
	

	
	
	
	swACLPktContRuleOption2OffsetsTable(2)/ swACLPktContRuleOption2OffsetsEntry
	

	
	
	
	
	swACLPktContRuleOption2OffsetsProfileID(1)
	

	
	
	
	
	swACLPktContRuleOption2OffsetsAccessID (2)
	

	
	
	
	
	swACLPktContRuleOption2OffsetsNum(3)
	

	
	
	
	
	swACLPktContRuleOption2OffsetsData(4)
	

	
	
	
	
	swACLPktContRuleOption2OffsetsRowStatus (5)
	

	
	
	
	
	swACLPktContRuleOption2OffsetsMask(6)
	

	
	
	swACLPktContRuleOption3(11)
	NOT SUPPORT

	
	
	
	swACLPktContRuleOption3Table(1)/ swACLPktContRuleOption3Entry
	

	
	
	
	
	swACLPktContRuleOption3ProfileID(1)
	

	
	
	
	
	swACLPktContRuleOption3AccessID(2)
	

	
	
	
	
	swACLPktContRuleOption3SrcMac(3)
	

	
	
	
	
	swACLPktContRuleOption3DstMac(4)
	

	
	
	
	
	swACLPktContRuleOption3OuterTag(5)
	

	
	
	
	
	swACLPktContRuleOption3EnablePriority(6)
	

	
	
	
	
	swACLPktContRuleOption3Priority(7)
	

	
	
	
	
	swACLPktContRuleOption3ReplacePriority(8)
	

	
	
	
	
	swACLPktContRuleOption3EnableReplaceDscp(9)
	

	
	
	
	
	swACLPktContRuleOption3RepDscp(10)
	

	
	
	
	
	swACLPktContRuleOption3Permit(11)
	

	
	
	
	
	swACLPktContRuleOption3Port(12)
	

	
	
	
	
	swACLPktContRuleOption3Owner(13)
	

	
	
	
	
	swACLPktContRuleOption3EnableReplaceTosPrecedence(14)
	

	
	
	
	
	swACLPktContRuleOption3RepTosPrecedence(15)
	

	
	
	
	
	swACLPktContRuleOption3VID(16)
	

	
	
	
	
	swACLPktContRuleOption3RowStatus(17)
	

	
	
	
	
	swACLPktContRuleOption3MaskSrcMac(18)
	

	
	
	
	
	swACLPktContRuleOption3MaskDstMac(19)
	

	
	
	
	
	swACLPktContRuleOption3MaskOuterTag(20)
	

	
	
	
	
	swACLPktContRuleOption3MirrorGroupID(21)
	

	
	
	
	
	swACLPktContRuleOption3RedirectEgressPort(22)
	

	
	
	
	swACLPktContRuleOption3OffsetsTable(2)/ swACLPktContRuleOption3OffsetsEntry
	

	
	
	
	
	swACLPktContRuleOption3OffsetsProfileID(1)
	

	
	
	
	
	swACLPktContRuleOption3OffsetsAccessID (2)
	

	
	
	
	
	swACLPktContRuleOption3OffsetsNum(3)
	

	
	
	
	
	swACLPktContRuleOption3OffsetsData(4)
	

	
	
	
	
	swACLPktContRuleOption3OffsetsRowStatus (5)
	

	
	
	
	
	swACLPktContRuleOption3OffsetsMask(6)
	

	
	swCPUAclMaskMgmt(4)
	

	
	
	swCPUACLEthernetTable(1)/
swCPUACLEthernetEntry
	

	
	
	
	swCPUACLEthernetProfileID(1)
	

	
	
	
	swCpuAclEthernetUsevlan (2
	

	
	
	
	swCpuAclEthernetMacAddrMaskState (3)
	

	
	
	
	SwCPUACLEthernetSrcMacAddrMask (4)
	

	
	
	
	SwCPUACLEthernetDstMacAddrMask (5)
	

	
	
	
	swCpuAclEthernetUse8021p(6)
	Not support

	
	
	
	swCPUACLEthernetUseEthernetType(7)
	

	
	
	
	swCPUACLEthernetRowStatus(8)
	

	
	
	swCPUACLIpTable(2)/swCPUACLIpEntry
	

	
	
	
	swCPUACLIpProfileID(1)
	

	
	
	
	swCPUACLIpUsevlan(2)
	

	
	
	
	swCPUACLIpIpAddrMaskState(3)
	

	
	
	
	swCPUACLIpSrcIpAddrMask(4)
	

	
	
	
	swCPUACLIpDstIpAddrMask(5)
	

	
	
	
	swCPUACLIpUseDSCP(6)
	

	
	
	
	swCPUACLIpUseProtoType(7)
	

	
	
	
	swCPUACLIpIcmpOption(8)
	

	
	
	
	swCPUACLIpIgmpOption(9)
	

	
	
	
	swCPUACLIpTcpOption(10)
	

	
	
	
	swCPUACLIpUdpOption(11)
	

	
	
	
	swCPUACLIpTCPorUDPSrcPortMask(12)
	

	
	
	
	swCPUACLIpTCPorUDPDstPortMask(13)
	

	
	
	
	swCPUACLIpTCPFlagBit(14)
	

	
	
	
	swCPUACLIpTCPFlagBitMask(15)
	

	
	
	
	swCPUACLIpProtoIDOption(16)
	

	
	
	
	swCpuAclIpProtoID(17)
	

	
	
	
	swCPUACLIpProtoIDMask(18)
	

	
	
	
	swCPUACLIpRowStatus(19)
	

	
	
	swCPUACLPktContMaskTable(3)/swCpuAclPktContMaskEntry
	

	
	
	
	swCPUACLPktContMaskProfileID(1)
	

	
	
	
	swCPUACLPktContMaskOffset0to15(2)
	

	
	
	
	swCPUACLPktContMaskOffset16to31(3)
	

	
	
	
	swACLPktContMaskOffset32to47(4)
	

	
	
	
	swACLPktContMaskOffset48to63(5)
	

	
	
	
	swACLPktContMaskOffset64to79(6)
	

	
	
	
	swACLPktContMaskRowStatus(7)
	

	
	
	swCpuAclIpv6MaskTable(4)/swCpuAclIpv6MaskEntry
	

	
	
	
	swCpuAclIpv6MaskProfileID(1)
	

	
	
	
	swCpuAclIpv6MaskClass(2)
	

	
	
	
	swCpuAclIpv6MaskFlowlabel(3)
	

	
	
	
	swCpuAclIpv6IpAddrMaskState(4)
	

	
	
	
	swCpuAclIpv6MaskSrcIpv6Mask(5)
	

	
	
	
	swCpuAclIpv6MaskDstIpv6Mask(6)
	

	
	
	
	swCpuAclIpv6MaskRowStatus(7)
	

	
	
	swCpuACLMaskDelAllState(5)
	

	
	swCPUAclRuleMgmt(5)
	

	
	
	swCPUACLEtherRuleTable(1)/swCPUACLEtherRuleEntry
	

	
	
	
	swCPUACLEtherRuleProfileID(1)
	

	
	
	
	swCPUACLEtherRuleAccessID(2)
	

	
	
	
	swCPUACLEtherRuleVlan(3)
	

	
	
	
	swCPUACLEtherRuleSrcMacAddress(4)
	

	
	
	
	swCPUACLEtherRuleDstMacAddress(5)
	

	
	
	
	swCpuAclEtherRule8021P (6)
	Not support

	
	
	
	swCpuAclEtherRuleEtherType (7)
	

	
	
	
	swCpuAclEtherRulePermit (8)
	

	
	
	
	swCpuAclEtherRuleRowStatus(9)
	

	
	
	
	swCpuAclEtherRulePort(10)
	

	
	
	
	swCpuAclEtherRuleMatchVID(11)
	

	
	
	swCPUACLIpRuleTable(2)/swCPUACLIpRuleEntry
	

	
	
	
	swCPUACLIpRuleProfileID(1)
	

	
	
	
	swCPUACLIpRuleAccessID(2)
	

	
	
	
	swCPUACLIpRuleVlan(3)
	

	
	
	
	swCPUACLIpRuleSrcIpaddress(4)
	

	
	
	
	swCPUACLIpRuleDstIpaddress(5)
	

	
	
	
	swCPUACLIpRuleDscp(6)
	

	
	
	
	swCPUACLIpRuleProtocol(7)
	

	
	
	
	swCPUACLIpRuleType(8)
	

	
	
	
	swCPUACLIpRuleCode(9)
	

	
	
	
	swCPUACLIpRuleSrcPort(10)
	

	
	
	
	swCPUACLIpRuleDstPort(11)
	

	
	
	
	swCPUACLIpRuleFlagBits(12)
	

	
	
	
	swCPUACLIpRuleProtoID(13)
	

	
	
	
	swCPUACLIpRuleUserMask(14)
	

	
	
	
	swCPUACLIpRulePermit(15)
	

	
	
	
	swCPUACLIpRuleRowStatus (16)
	

	
	
	
	swCPUACLIpRulePort (17)
	

	
	
	
	swCpuAclIpRuleMatchVID(18)
	

	
	
	swCPUACLPktContRuleTable(3)/swCPUACLPktContRuleEntry
	

	
	
	
	swCPUACLPktContRuleProfileID(1)
	

	
	
	
	swCPUACLPktContRuleAccessID(2)
	

	
	
	
	swCPUACLPktContRuleOffset16to31(3)
	

	
	
	
	swCPUACLPktContRuleOffset16to31(4)
	

	
	
	
	swCPUACLPktContRuleOffset32to47(5)
	

	
	
	
	swCPUACLPktContRuleOffset48to63(6)
	

	
	
	
	swCPUACLPktContRuleOffset64to79(7)
	

	
	
	
	swCPUACLPktContRulePermit(8)
	

	
	
	
	swCPUACLPktContRuleRowStatus(9)
	

	
	
	
	swCPUACLPktContRulePort (10)
	

	
	
	swCpuAclIpv6RuleTable(4)/swCpuAclIpv6RuleEntry
	

	
	
	
	swCpuAclIpv6RuleProfileID(1)
	

	
	
	
	swCpuAclIpv6RuleAccessID(2)
	

	
	
	
	swCpuAclIpv6RuleClass(3)
	

	
	
	
	swCpuAclIpv6RuleFlowlabel(4)
	

	
	
	
	swCpuAclIpv6RuleSrcIpv6Addr(5)
	

	
	
	
	swCpuAclIpv6RuleDstIpv6Addr(6)
	

	
	
	
	swCpuAclIpv6RulePermit(7)
	

	
	
	
	swCpuAclIpv6RuleRowStatus (8)
	

	
	
	
	swCpuAclIpv6RulePort (9)
	

	
	swAclMeteringMgmt(6)
	

	
	
	swAclMeterTable(1)/ swAclMeterEntry
	

	
	
	
	swAclMeterProfileID(1)
	

	
	
	
	swAclMeterAccessID(2)
	

	
	
	
	swAclMeterRate(3)
	NOT SUPPORT

	
	
	
	swAclMeterActionForRateExceed(4)
	NOT SUPPORT

	
	
	
	swAclMeterRemarkDscp(5)
	NOT SUPPORT

	
	
	
	swAclMeterBurstSize(6)
	NOT SUPPORT

	
	
	
	swAclMeterMode(7)
	

	
	
	
	swAclMeterTrtcmCir(8)
	NOT SUPPORT

	
	
	
	swAclMeterTrtcmCbs(9)
	

	
	
	
	swAclMeterTrtcmPir(10)
	NOT SUPPORT

	
	
	
	swAclMeterTrtcmPbs(11)
	

	
	
	
	swAclMeterTrtcmColorMode(12)
	NOT SUPPORT

	
	
	
	swAclMeterTrtcmConformState(13)
	

	
	
	
	swAclMeterTrtcmConformReplaceDscp(14)
	

	
	
	
	swAclMeterTrtcmConformCounterState(15)
	

	
	
	
	swAclMeterTrtcmExceedState(16)
	

	
	
	
	swAclMeterTrtcmExceedReplaceDscp(17)
	

	
	
	
	swAclMeterTrtcmExceedCounterState(18)
	

	
	
	
	swAclMeterTrtcmViolateState(19)
	

	
	
	
	swAclMeterTrtcmViolateReplaceDscp(20)
	

	
	
	
	swAclMeterTrtcmViolateCounterState(21)
	

	
	
	
	swAclMeterSrtcmCir(22)
	NOT SUPPORT

	
	
	
	swAclMeterSrtcmCbs(23)
	

	
	
	
	swAclMeterSrtcmEbs(24)
	

	
	
	
	swAclMeterSrtcmColorMode(25)
	NOT SUPPORT

	
	
	
	swAclMeterSrtcmConformState(26)
	

	
	
	
	swAclMeterSrtcmConformReplaceDscp(27)
	

	
	
	
	swAclMeterSrtcmConformCounterState(28)
	

	
	
	
	swAclMeterSrtcmExceedState(29)
	

	
	
	
	swAclMeterSrtcmExceedReplaceDscp(30)
	

	
	
	
	swAclMeterSrtcmExceedCounterState(31)
	

	
	
	
	swAclMeterSrtcmViolateState(32)
	

	
	
	
	swAclMeterSrtcmViolateReplaceDscp(33)
	

	
	
	
	swAclMeterSrtcmViolateCounterState(34)
	

	
	
	
	swAclMeterRowStatus(35)
	

	
	
	
	swAclMeterTrtcmUnConformReplaceDscp(36)
	NOT SUPPORT

	
	
	
	swAclMeterSrtcmUnConformReplaceDscp(37)
	NOT SUPPORT

	
	
	
	swAclMeterTrtcmCir1kUnit(38)
	

	
	
	
	swAclMeterTrtcmPir1kUnit(39)
	

	
	
	
	swAclMeterSrtcmCir1kUnit(40)
	

	
	
	swAclMeteringNumOfEntryInUse(2)
	

	
	
	swAclRateTable(3)/ swAclRateEntry
	

	
	
	
	swAclRateProfileID(1)
	

	
	
	
	swAclRateAccessID(2)
	

	
	
	
	swAclRate(3)
	

	
	
	
	swAclBurstSize(4)
	

	
	
	
	swAclRateActionForRateExceed(5)
	

	
	
	
	swAclRateRemarkDscp(6)
	

	
	
	
	swAclRateRowStatus(7)
	


ARP-Spoofing-Prevent-MIB

The OID is 1.3.6.1.4.1.171.12.62

	swARPSpoofingPreventMIB
	

	
	swARPSpoofingPreventCtrl(1)
	

	
	swARPSpoofingPreventInfo(2)
	

	
	swARPSpoofingPreventMgmt(3)
	

	
	
	swARPSpoofingPreventMgmtTable (1) / swARPSpoofingPreventMgmtEntry (1)
	

	
	
	
	swARPSpoofingPreventMgmtGatewayIP (1)
	

	
	
	
	swARPSpoofingPreventMgmtGatewayMAC (2)
	

	
	
	
	swARPSpoofingPreventMgmtPorts (3)
	

	
	
	
	swARPSpoofingPreventMgmtStatus (4)
	


Authentication MIB
The OID is1.3.6.internet(1).private(4).enterprises(1).dlink(171).dlink-common-mgmt(12). swDlinkAuthCtrl (3)

Common Management Information for security functions
	MIB
	Comment

	swAuthCtrl (3)
	

	

	swAuthCtrl (1)
	

	
	
	AuthProtocol (1)
	support local and RadiusEap only

	
	
	SwAuthMode (2)
	No support

	
	
	swAuthorizationState(3)
	

	
	swRadiusCtrl(2)
	

	
	
	swRadiusDeadTime(1)
	No support

	
	
	swRadiusTimeout(2)
	No support

	
	
	swRaduisRetransmitAttempts(3)
	No support

	
	
	SwRadiusServerTable (4)/ swRadiusServerEntry
	

	
	
	
	SwRadiusServerIndex (1)
	

	
	
	
	SwRadiusServerIpAddr (2)
	Obsolete

	
	
	
	swRadiusServerKey(3)
	

	
	
	
	swRadiusAuthPortNumber(4)
	

	
	
	
	swRadiusAcctPortNumber(5)
	

	
	
	
	swRadiusServerStatus(6)
	

	
	
	
	swRadiusServerTimeout(7)
	

	
	
	
	swRadiusServerRetranmit(8)
	

	
	
	
	swRadiusServerAddrType(9)
	

	
	
	
	SwRadiusServerAddr(10)
	

	
	swRadiusAuthInfo(3)
	

	
	
	swRadiusAuthClientIdentifier(1)
	

	
	
	swRadiusAuthClientInvalidServerAddress(2)
	

	
	
	swRadiusAuthServerTable(3) / swRadiusAuthServerEntry(1)
	Not support

	
	
	
	swRadiusAuthServerIndex(1)
	

	
	
	
	swRadiusAuthServerAddress(2)
	

	
	
	
	swRadiusAuthClientServerPortNumber(3)
	

	
	
	
	swRadiusAuthClientRoundTripTime(4)
	

	
	
	
	swRadiusAuthClientAccessRequests(5)
	

	
	
	
	swRadiusAuthClientAccessRetransmissions(6)
	

	
	
	
	swRadiusAuthClientAccessAccepts(7)
	

	
	
	
	swRadiusAuthClientAccessRejects(8)
	

	
	
	
	swRadiusAuthClientAccessChallenges(9)
	

	
	
	
	swRadiusAuthClientMalformedAccessResponses(10)
	

	
	
	
	swRadiusAuthClientBadAuthenticators(11)
	

	
	
	
	swRadiusAuthClientPendingRequests(12)
	

	
	
	
	swRadiusAuthClientTimeouts(13)
	

	
	
	
	swRadiusAuthClientUnknownTyes(14)
	

	
	
	
	swRadiusAuthClientPacketsDropped(15)
	

	
	swRadiusAccountingCtrl(5)
	

	
	
	swRadiusAcctUpdateInterval(1)
	Not support

	
	
	swRadiusAcctSuppressNullUserName(2)
	Not support

	
	
	swRadiusAcctServiceTable(3) / swRadiusAcctServiceEntry(1)
	Not support

	
	
	
	swRadiusAcctServiceIndex(1)
	

	
	
	
	swRadiusAcctServiceMethod(2)
	

	
	
	
	swRadiusAcctServiceMode(3)
	

	
	swRadiusAccountingInfo(5)
	

	
	swMacAuthBaseStatsInfo (6)
	

	
	
	swMacAuthStateTable (1)/ swMacAuthStateEntry
	Obsolete

	
	
	
	swPaeMacAddr(1)
	

	
	
	
	swPaePortNumber(2)
	

	
	
	
	swAuthPaeState(3)
	

	
	
	
	swAuthBackendAuthState(4)
	

	
	
	
	swAuthAuthControlledPortStatus(5)
	

	
	
	swMacAuthStatsTable(2)/swMacAuthStatsEntry
	Not support (replaced by: swDot1xAuthStatsTable) 

	
	
	
	swAuthEapolFramesRx(1)
	Not support

	
	
	
	swAuthEapolFramesTx(2)
	Not support

	
	
	
	swAuthEapolStartFramesRx(3)
	Not support

	
	
	
	swAuthEapolLogoffFramesRx(4)
	Not support

	
	
	
	swAuthEapolRespIdFramesRx(5)
	Not support

	
	
	
	swAuthEapolRespFramesRx(6)
	Not support

	
	
	
	swAuthEapolReqIdFramesTx(7)
	Not support

	
	
	
	swAuthEapolReqFramesTx(8)
	Not support

	
	
	
	swAuthInvalidEapolFramesRx(9)
	Not support

	
	
	
	swAuthEapLengthErrorFramesRx(10)
	Not support

	
	
	
	swAuthLastEapolFrameVersion(11)
	Not support

	
	
	
	swAuthLastEapolFrameSource(12)
	Not support

	
	
	swMacAuthDiagTable(3)/swMacAuthDiagEntry
	Not support (replaced by: swDot1xAuthDiagTable)

	
	
	
	swAuthEntersConnecting(1)
	Not support

	
	
	
	swAuthEapLogoffsWhileConnecting(2)
	Not support

	
	
	
	swAuthEntersAuthenticating(3)
	Not support

	
	
	
	swAuthAuthSuccessWhileAuthenticating(4)
	Not support

	
	
	
	swAuthAuthTimeoutsWhileAuthenticating(5)
	Not support

	
	
	
	swAuthAuthFailWhileAuthenticating(6)
	Not support

	
	
	
	swAuthAuthReauthsWhileAuthenticating(7)
	Not support

	
	
	
	swAuthAuthEapStartsWhileAuthenticating(8)
	Not support

	
	
	
	swAuthAuthEapLogoffWhileAuthenticating(9)
	Not support

	
	
	
	swAuthAuthReauthsWhileAuthenticated(10)
	Not support

	
	
	
	swAuthAuthEapStartsWhileAuthenticated(11)
	Not support

	.
	
	swMacAuthSessionStatsTable(4)/ swMacAuthSessionStatsEntry
	Not support (replaced by: swDot1xAuthSessionStatsTable)

	
	
	
	swAuthSessionOctetsRx(1)
	Not support

	
	
	
	swAuthSessionOctetsTx(2)
	Not support

	
	
	
	swAuthSessionFramesRx(3)
	Not support

	
	
	
	swAuthSessionFramesTx(4)
	Not support

	
	
	
	swAuthSessionId(5)
	Not support

	
	
	
	swAuthSessionAuthenticMethod(6)
	Not support

	
	
	
	swAuthSessionTime(7)
	Not support

	
	
	
	swAuthSessionTerminateCause(8)
	Not support

	
	
	
	swAuthSessionUserName(9)
	Not support

	
	
	swDot1xAuthStateTable(5)/

swDot1xAuthStateEntry(1)
	

	
	
	
	swDot1xAuthPortNumber(1)
	

	
	
	
	swDot1xAuthVID(2)
	

	
	
	
	swDot1xAuthMACAddress(3)
	

	
	
	
	swDot1xAuthenticatorPAEState(4)
	

	
	
	
	swDot1xAuthBKAuthState(5)
	

	
	
	
	swDot1xAuthAuthControlledStatus(6)
	

	
	
	
	swDot1xAuthAssignVID(7)
	

	
	
	
	swDot1xAuthAssignPriority(8)
	

	
	
	swDot1xAuthStatsTable(6)/

swDot1xAuthStatsEntry (1)
	

	
	
	
	swDot1xAuthEapolFramesRx (1)
	

	
	
	
	swDot1xAuthEapolFramesTx (2)
	

	
	
	
	swDot1xAuthEapolStartFramesRx (3)
	

	
	
	
	swDot1xAuthEapolLogoffFramesRx(4)
	

	
	
	
	swDot1xAuthEapolRespIdFramesRx(5)
	

	
	
	
	swDot1xAuthEapolRespFramesRx(6)
	

	
	
	
	swDot1xAuthEapolReqIdFramesTx(7)
	

	
	
	
	swDot1xAuthEapolReqFramesTx(8)
	

	
	
	
	swDot1xAuthInvalidEapolFramesRx(9)
	

	
	
	
	swDot1xAuthEapLengthErrorFramesRx(10)
	

	
	
	
	swDot1xAuthLastEapolFrameVersion(11)
	

	
	
	
	swDot1xAuthLastEapolFrameSource(12)
	

	
	
	swDot1xAuthDiagTable(7)/
swDot1xAuthDiagEntry(1)
	

	
	
	
	swDot1xAuthEntersConnecting(1)
	

	
	
	
	swDot1xAuthEapLogoffsWhileConnecting(2)
	

	
	
	
	swDot1xAuthEntersAuthenticating(3)
	

	
	
	
	swDot1xAuthAuthSuccessWhileAuthenticating(4)
	

	
	
	
	swDot1xAuthAuthTimeoutsWhileAuthenticating(5)
	

	
	
	
	swDot1xAuthAuthFailWhileAuthenticating(6)
	

	
	
	
	swDot1xAuthAuthReauthsWhileAuthenticating(7)
	

	
	
	
	swDot1xAuthAuthEapStartsWhileAuthenticating(8)
	

	
	
	
	swDot1xAuthAuthEapLogoffWhileAuthenticating(9)
	

	
	
	
	swDot1xAuthAuthReauthsWhileAuthenticated(10)
	

	
	
	
	swDot1xAuthAuthEapStartsWhileAuthenticated(11)
	

	
	
	
	swDot1xAuthAuthEapLogoffWhileAuthenticated(12)
	

	
	
	
	swDot1xAuthBackendResponses(13)
	

	
	
	
	swDot1xAuthBackendAccessChallenges(14)
	

	
	
	
	swDot1xAuthBackendOtherRequestsToSupplicant(15)
	

	
	
	
	swDot1xAuthBackendNonNakResponsesFromSupplicant(16)
	

	
	
	
	swDot1xAuthBackendAuthSuccesses(17)
	

	
	
	
	swDot1xAuthBackendAuthFails(18)
	

	
	
	swDot1xAuthSessionStatsTable(8)/

swDot1xAuthSessionStatsEntry(1)
	

	
	
	
	swDot1xAuthSessionOctetsRx(1)
	

	
	
	
	swDot1xAuthSessionOctetsTx(2)
	

	
	
	
	swDot1xAuthSessionFramesRx(3)
	

	
	
	
	swDot1xAuthSessionFramesTx(4)
	

	
	
	
	swDot1xAuthSessionId(5)
	

	
	
	
	swDot1xAuthSessionAuthenticMethod(6)
	

	
	
	
	swDot1xAuthSessionTime(7)
	

	
	
	
	swDot1xAuthSessionTerminateCause(8)
	

	
	
	
	swDot1xAuthSessionUserName(9)
	

	
	swRadiusCommand（7）
	

	
	
	swRadiusForceDownPortNumber(1)
	

	
	
	swRadiusForceDownMacAddr(2)
	

	
	swAuthenticatedPortInfo(8)
	

	
	
	swAuthenticatedPortCtrlTable(1)

swAuthenticatedPortCtrlEntry
	

	
	
	
	swAuthenticatedPortNumber(1)
	

	
	
	
	swAuthenticatedPortCapabilities(2)
	

	
	swMacBasedPaePortInfo(9)
	

	
	
	swMacBasedPaePortTable(1)/
swMacBasedPaePortEntry
	No support

	
	
	
	swMacBasedPaePortNumber(1)
	

	
	
	
	swMacBasedPaeMacAddress(2)
	

	
	
	
	swMacBasedPaePortInitializeOrReauthStatus(3)
	

	
	
	swMacBasedPaeTable (2) /swMacBasedPaeEntry
	

	
	
	swMacBasedPaePort(1)
	

	
	
	swMacBasedPaeMac(2)
	

	
	
	swMacBasedPaeInitOrReauthStatus(3)
	

	
	swPaeAuthenticator(10)
	

	
	
	swPaeAuthSysFwdPdu(1)
	

	
	
	swPaeAuthSysMaxUser(2)
	

	
	
	swPaeAuthConfigTable(3)

swPaeAuthConfigEntry
	

	
	
	
	swPaeAuthFwdPdu(1)
	

	
	
	
	swPaeAuthMaxUser(2)
	

	
	
	swAuthStateTable(4)/

swAuthStateEntry
	Not support (replaced by: swDot1xAuthStateTable)

	
	
	
	swAuthPortNumber(1)
	Not support

	
	
	
	swAuthMacAddress(2)
	Not support

	
	
	
	swAuthState(3)
	Not support

	
	
	
	swAuthAssignVid(4)
	Not support

	
	
	
	swAuthAssignPriority(5)
	Not support

	
	swCompoundAuthMgmt (11)
	

	
	
	swCompoundAuthPortTable (1) /

swCompoundAuthPortEntry
	

	
	
	
	swCompoundAuthPortIndex (1)
	

	
	
	
	swCompoundAuthPortAuthMode (2)
	

	
	
	
	swCompoundAuthPortMethod (3)
	

	
	
	
	swCompoundAuthPortAuthVLANs(4)
	

	
	
	swGuestVlanTable(2) /

swGuestVlanEntry
	

	
	
	
	swGuestVlanId(1)
	

	
	
	
	swGuestVlanPorts(2)
	

	
	
	
	swGuestVlanRowStatus(3)
	

	
	
	swAuthorizationNetwork(3)
	


BPDUProtection-MIB

The OID is 1.3.6.1.4.1.171.12.76

	swBpduProtectionMIB
	

	
	swBpduProtectionCtrl (1)
	

	
	
	swBpduProtectionAdminState (1)
	

	
	
	swBpduProtectionRecoveryTime (2)
	

	
	
	swBpduProtectionTrapMode (3)
	

	
	
	swBpduProtectionLogMode (4)
	

	
	swBpduProtectionInfo (2)
	

	
	swBpduProtectionMgmt (3)
	

	
	
	swBpduProtectionPortTable (1)
	

	
	
	
	swBpduProtectionPortEntry (1)
	

	
	
	
	
	swBpduProtectionPortIndex (1)
	

	
	
	
	
	swBpduProtectionPortState (2)
	

	
	
	
	
	swBpduProtectionPortMode (3)
	

	
	
	
	
	swBpduProtectionPortStatus (4)
	

	
	swBpduProtectionNotify (4)
	

	
	
	swBpduProtectionNotifyPrefix (0)
	

	
	
	
	swBpduProtectionUnderAttackingTrap (1)
	

	
	
	
	swBpduProtectionRecoveryTrap(2)
	

	
	swBpduProtectionNotificationBidings (2)
	

	
	
	swBpduProtectionRecoveryMethod (1)
	


dot1xMGMT-MIB
The OID is1.3.6.1.4.1.171.12.30

	MIB
	Comment

	dot1xGuestVlan (1)
	

	
	dot1xGuestVlanName (1)
	

	
	dot1xGuestVlanPort(2)
	

	
	dot1xGuestVlanDelState(3)
	


dlkEquipment(DLINK-EQUIPMENT-MIB)
The OID is 1.3.6.internet(1).private(4).enterprises(1).dlink(171).dlink-common-mgmt(12).11

	MIB
	Comment

	swEquipment (1)
	

	
	swEquipmentCapacity (1)
	

	
	swPowerTable(6)/swPowerEntry
	

	
	
	swPowerUnitIndex(1)
	

	
	
	swPowerID(2)
	

	
	
	swPowerStatus(3)
	

	
	swFanTable(7)
	

	
	
	swFanUnitIndex(1)
	

	
	
	swFanID(2)
	

	
	
	swFanStatus(3)
	

	
	
	swFanPostion(4)
	

	
	
	swFanNumber(5)
	

	
	
	swFanSpeed(6)
	

	
	swTemperatureTable(8) / swTemperatureEntry
	

	
	
	swTemperatureUnitIndex(1)
	

	
	
	swTemperatureCurrent(2)
	

	
	
	swTemperatureHighThresh(3)
	

	
	
	swTemperatureLowThresh(4)
	

	
	swUnitMgmt (9)
	

	
	
	SwUnitStackingVersion (1)
	

	
	
	SwUnitMaxSupportedUnits (2)
	

	
	
	SwUnitNumOfUnit (3)
	

	
	
	SwUnitMgmtTable(4)/ swUnitMgmtEntry
	

	
	
	
	SwUnitMgmtId (1)
	

	
	
	
	SwUnitMgmtMacAddr (2)
	

	
	
	
	SwUnitMgmtStartPort (3)
	

	
	
	
	swUnitMgmtPortRange(4)
	

	
	
	
	SwUnitMgmtFrontPanelLedStatus (5)
	

	
	
	
	SwUnitMgmtCurrentMode (7)
	

	
	
	
	SwUnitMgmtVersion (8)
	

	
	
	
	SwUnitMgmtModuleName (9)
	

	
	
	
	swUnitMgmtPromVersion(10)
	

	
	
	
	swUnitMgmtFirmwareVersion(11)
	

	
	
	
	swUnitMgmtHardwareVersion(12)
	

	
	
	
	swUnitMgmtPriority(13)
	

	
	
	
	swUnitMgmtUserSetState(14)
	

	
	
	
	swUnitMgmtExistState(15)
	

	
	
	
	swUnitMgmtBoxId(16)
	

	
	
	
	swUnitMgmtSerialNumber(17)
	

	
	
	swUnitTopology(5)
	

	
	
	swUnitStackMode(6)
	

	
	
	swUnitStackForceMasterRole(7)
	

	
	swExternalAlarmTable(10)/

swExternalAlarmEntry
	

	
	
	swExternalAlarmChannel(1)
	

	
	
	swExternalAlarmMessage(2)
	

	
	
	swExternalAlarmStatus(3)
	

	
	swEquipmentPowerSaving(11)
	

	
	
	swEquipmentPowerSavingState(1)
	

	
	
	swEquipPowerSavingLenDetect(2)
	

	
	swEquipmentTemperatureCtrl(12)
	

	
	
	swTemperatureTrapState(1)
	

	
	
	swTemperatureLogState(2)
	

	swEquipmentNotify(2)
	

	
	swEquipmentNotifyMgmt(1)
	Not support

	
	
	swEquipUnitNotifyMgmt(1)
	

	
	
	
	swUnitInsertServerity(1)
	

	
	
	
	swUnitRemoveSeverity(2)
	

	
	
	
	swUnitFailureSeverity(3)
	

	
	
	swEquipPowerNotifyMmgt(2)
	

	
	
	
	swPowerStatusChgSeverity(1)
	

	
	
	
	swPowerFailureSeverity(2)
	

	
	
	
	swPowerRecoverSeverity(3)
	

	
	
	swEquipFanNotifyMgmt(3)
	

	
	
	
	swFanFailureSeverity(1)
	

	
	
	
	swFanRecoverSeverity(2)
	

	
	
	swEquipTemperatureNotifyMgmt(4)
	

	
	
	
	swHighTemperatureSeverity(1)
	

	
	
	
	swHighTemperatureRecoverSeverity(2)
	

	
	
	
	swLowTemperatureSeverity(3)
	

	
	
	
	swLowTemperatureRecoverSeverity(4)
	

	
	swEquipmentNotification(2)
	

	
	
	swEquipTemperatureNotification(4)
	

	
	
	
	swEquipTemperatureNotifyPrefix(0)
	

	
	
	
	
	swHighTemperature(1)
	

	
	
	
	
	swHighTemperatureRecover(2)
	

	
	
	swEquipUnitNotification(1)
	

	
	
	
	swEquipUnitNotifyPrefix(0)
	

	
	
	
	
	swUnitInsert(1)
	

	
	
	
	
	swUnitRemove(2)
	

	
	
	
	
	swUnitFailure(3)
	

	
	
	
	
	swUnitTPChange(4)
	

	
	
	
	
	swUnitRoleChange(5)
	

	
	swNotificationBindings(3)
	

	
	
	swEquipTemperNotifyBindings(1)
	

	
	
	
	swTemperSensorID(1)
	

	
	
	swEquipUnitNotifyBindings(2)
	

	
	
	
	swStackTopologyType(1)
	

	
	
	
	swStackRoleChangeType(2)
	


CABLE-DIAG-MIB
The OID is 1.3.6.1.4.1.171.12.58
	1. swCableDiagMIB
	2. 

	3. 
	4. swCableDiagCtrl (1)
	5. 

	6. 
	7. 
	8. swEtherCableDiagTable (1) / swEtherCableDiagEntry (1)
	9. 

	10. 
	11. 
	12. 
	13. swEtherCableDiagPortIndex (1)
	14. 

	15. 
	16. 
	17. 
	18. swEtherCableDiagPortType (2)
	19. 

	20. 
	21. 
	22. 
	23. swEtherCableDiagLinkStatus (3)
	24. 

	25. 
	26. 
	27. 
	28. swEtherCableDiagPair1Status(4)
	29. 

	30. 
	31. 
	32. 
	33. swEtherCableDiagPair2Status(5)
	34. 

	35. 
	36. 
	37. 
	38. swEtherCableDiagPair3Status(6)
	39. 

	40. 
	41. 
	42. 
	43. swEtherCableDiagPair4Status(7)
	44. 

	45. 
	46. 
	47. 
	48. swEtherCableDiagPair1Length(8)
	49. 

	50. 
	51. 
	52. 
	53. swEtherCableDiagPair2Length(9)
	54. 

	55. 
	56. 
	57. 
	58. swEtherCableDiagPair3Length(10)
	59. 

	60. 
	61. 
	62. 
	63. swEtherCableDiagPair4Length(11)
	64. 

	65. 
	66. 
	67. 
	68. swEtherCableDiagAction(12)
	69. 


Filter-MIB

The OID is 1.3.6.1.4.1.171.12.37

	swFilterMIB
	

	
	swFilterDhcp(1)
	

	
	
	swFilterDhcpPermitTable(1) / swFilterDhcpPermitEntry(1)
	

	
	
	
	swFilterDhcpServerIP(1)
	

	
	
	
	swFilterDhcpClientMac(2)
	

	
	
	
	swFilterDhcpPorts(3)
	

	
	
	
	swFilterDhcpStatus(4)
	

	
	
	swFilterDhcpPortTable(2) / swFilterDhcpPortEntry(1)
	

	
	
	
	swFilterDhcpPortIndex(1)
	

	
	
	
	swFilterDhcpPortState(2)
	

	
	
	swFilterDhcpServerIllegalSerLogSuppressDuration(3)
	

	
	
	swFilterDhcpServerTrapLogState(4)
	

	
	swFilterNetbios(2)
	

	
	
	swFilterNetbiosTable(1) / swFilterNetbiosEntry(1)
	

	
	
	
	swFilterNetbiosPortIndex(1)
	

	
	
	
	swFilterNetbiosState(2)
	

	
	swFilterExtNetbios(3)
	

	
	
	swFilterExtNetbiosTable(1) / swFilterExtNetbiosEntry
	

	
	
	
	swFilterExtNetbiosPortIndex(1)
	

	
	
	
	swFilterExtNetbiosState(2)
	

	
	SwFilterCPU(4)
	

	
	
	swFilterCPUL3CtrlPktTable (1)/ swFilterCPUL3CtrlPktEntry (1)
	

	
	
	
	swFilterCPUL3CtrlPktPortIndex(1)
	

	
	
	
	swFilterCPUL3CtrlPktRIPState(2)
	Not support

	
	
	
	swFilterCPUL3CtrlPktOSPFState(3)
	Not support

	
	
	
	swFilterCPUL3CtrlPktVRRPState(4)
	Not support

	
	
	
	swFilterCPUL3CtrlPktPIMState(5)
	

	
	
	
	swFilterCPUL3CtrlPktDVMRPState(6)
	

	
	
	
	swFilterCPUL3CtrlPktIGMPQueryState(7)
	

	
	SwFilterEgress(5)
	Not support

	
	
	SwPktEgressFilterCtrlTable(1)/ swPktEgressFilterCtrlEntry(1)
	

	
	
	
	SwPktEgressFilterPortIndex(1)
	

	
	
	
	SwPktEgressFilterUnknownUnicastStatus(2)
	

	
	
	
	SwPktEgressFilterUnknownMulticastStatus(3)
	


Genmgmt MIB

The OID is1.3.6.internet(1).private(4).enterprises(1).dlink(171).dlink-common-mgmt(12).AgentGeneralMgmt(1)

Common management information of device.

	MIB
	Comment

	
	agentBasicInfo(1)
	

	
	
	agentMgmtProtocolCapability (1)
	

	
	
	agentMibCapabilityTable (2)/agentMibCapabilityEntry
	

	
	
	
	agentMibCapabilityIndex (1)
	

	
	
	
	agentMibCapabilityDescr (2)
	

	
	
	
	agentMibCapabilityVersion (3)
	

	
	
	
	agentMibCapabilityType (4)
	

	
	
	agentStatusConsoleInUse (3)
	

	
	
	agentStatusSaveCfg(4)
	

	
	
	agentStatusFileTransfer(5)
	

	
	
	agentCPUutilization(6)
	

	
	
	
	agentCPUutilizationIn5sec(1)
	

	
	
	
	agentCPUutilizationIn1min(2)
	

	
	
	
	agentCPUutilizationIn5min(3)
	

	
	
	agentDualImageStatus(7)
	

	
	
	agentPORTutilizationTable(8)/agentPORTutilizationEntry
	

	
	
	
	agentPORTutilizationProtIndex(1)
	

	
	
	
	agentPORTutilizationTX(2)
	

	
	
	
	agentPORTutilizationRX(3)
	

	
	
	
	agentPORTutilizationUtil(4)
	

	
	
	agentSerialNumber(12)
	

	
	
	agentDRAMutilizationTable(9)/

agentDRAMutilizationEntry(1)
	

	
	
	
	agentDRAMutilizationUnitID(1)
	

	
	
	
	agentDRAMutilizationTotalDRAM(2)
	

	
	
	
	agentDRAMutilizationUsedDRAM(3)
	

	
	
	
	agentDRAMutilization(4)
	

	
	
	agentFLASHutilizationTable(10)/

agentFLASHutilizationEntry(1)
	

	
	
	
	agentFLASHutilizationUnitID(1)
	

	
	
	
	agentFLASHutilizationTotalFLASH(2)
	

	
	
	
	agentFLASHutilizationUsedFLASH(3)
	

	
	
	
	agentFLASHutilization(4)
	

	
	
	agentStatusReset(11)
	Not support

	
	
	agentSerialNumber(12)
	

	
	agentBasicConfig(2)
	

	
	
	agentBscSwFileTable (1)/ agentBscSwFileEntry
	

	
	
	
	agentBscSwFileIndex (1)
	

	
	
	
	agentBscSwFileDscr (2)
	

	
	
	
	agentBscSwFileAddr (3)
	

	
	
	
	agentBscSwFileTransferType (4)
	

	
	
	
	agentBscSwFile(5)
	

	
	
	
	agentBscSwFileLocateId(6)
	

	
	
	
	agentBscSwFileLoadType(7)
	

	
	
	
	agentBscSwFileCtrl(8)
	

	
	
	
	agentBscSwFileBIncrement(9)
	

	
	
	
	agentBscSwFileCtrlID(10)
	

	
	
	
	agentBscSwFileCtrlUnitID(11)
	

	
	
	
	agentBscSwFileIPv6Addr(12)
	

	
	
	
	agentBscSwFileBootUpImage(13)
	Not support

	
	
	
	agentBscSwFileForceAgree14)
	Not support

	
	
	
	agentBscSwFileInterfaceName(15)
	Not support

	
	
	agentFileTransfer(2)
	Not support

	
	
	agentSystemReset(3)
	Not support

	
	
	agentRs232PortConfig(4)
	

	
	
	agentOutOfBandBaudRateConfig(5)
	Not support

	
	
	agentSaveCfg(6)
	


	
	
	swMultiImageInfoTable(7)/

swMultiImageInfoEntry
	

	
	
	
	swMultiImageInfoID(1)
	

	
	
	
	swMultiImageVersion(2)
	

	
	
	
	swMultiImageSize(3)
	

	
	
	
	swMultiImageUpdateTime(4)
	

	
	
	
	swMultiImageFrom (5)
	

	
	
	
	swMultiImageSendUser(6)
	

	
	
	agentMultiCfgMgmt(8)
	

	
	
	
	swMultiCfgInfoTable(1)/ swMultiCfgInfoEntry
	

	
	
	
	
	swMultiCfgInfoID(1)
	

	
	
	
	
	swMultiCfgVersion(2)
	

	
	
	
	
	swMultiCfgSize(3)
	

	
	
	
	
	swMultiCFgUpdateTime(4)
	

	
	
	
	
	swMultiCfgFrom(5)
	

	
	
	
	
	swMultiCfgSendUser(6)
	

	
	
	
	swMultiCfgCurrentUsed(2)
	

	
	
	
	swMultiCfgBootUp(3)
	

	
	
	
	swMultiCfgCtrlTable(4)/

swMultiCfgCtrlEntry
	

	
	
	
	
	swMultiCfgCtrlID(1)
	

	
	
	
	
	swMultiCfgAction(2)
	

	
	
	systemSeverityControlMgmt(9)
	

	
	
	
	systemSeverityTrapControl(1)
	

	
	
	
	systemSeverityLogControl(2)
	

	
	
	agentTrustHostMgmt(10)
	

	
	
	
	agentTrustHostTable(1)/

agentTrustHostEntry
	

	
	
	
	
	agentTrustHostIndex(1)
	

	
	
	
	
	agentTrustHostIPAddress(2)
	

	
	
	
	
	agentTrustHostRowStatus(3)
	

	
	
	
	
	agentTrustHostIPSubnetMask(4)
	

	
	
	
	
	agentTrustHostForSNMP(5)
	No support

	
	
	
	
	agentTrustHostForTELNET(6)
	No support

	
	
	
	
	agentTrustHostForSSH(7)
	No support

	
	
	
	
	agentTrustHostForHTTP(8)
	No support

	
	
	
	
	agentTrustHostForHTTPS(9)
	No support

	
	
	
	agentTrustHostDelAllState(2)
	

	
	
	agentFDBMgmt(11)
	

	
	
	
	agentFDBClearAllState(1)
	

	
	
	agentARPMgmt(12)
	

	
	
	
	agentARPClearAllState(1)
	

	
	
	
	agentGratuitousARPMgmt(2)
	Support

	
	
	
	
	agentGratuitousARPSendIpifStatusUpState(1)
	

	
	
	
	
	agentGratuitousARPSendDupIpDetectedState(2)
	

	
	
	
	
	agentGratuitousARPLearningState(3)
	

	
	
	
	
	agentGratuitousARPTable(4)/

agentGratuitousARPEntry(1)
	

	
	
	
	
	
	agentGratuitousARPInterfaceName(1)
	

	
	
	
	
	
	agentGratuitousARPPeriodicalSendInterval(2)
	

	
	
	
	
	
	agentGratuitousARPTrapState(3)
	

	
	
	
	
	
	agentGratuitousARPLogState(4)
	

	
	
	swMultiImageCtrlTable(13)/

swMultiImageCtrlEntry
	

	
	
	
	swMultiImageCtrlID(1)
	

	
	
	
	swMultiImageCtrlAction(2)
	

	
	
	agentOutOfBandDataBits(14)
	

	
	
	agentOutOfBandParityBite(15)
	

	
	
	agentOutOfBandStopBits(16)
	

	
	
	agentOutOfBandAutoLogoutControl(17)
	

	
	
	agentBscFileSystemMgmt(18)
	Not support

	
	
	
	agentBscFileSystemTable(1)/

agentBscFileSystemEntry
	

	
	
	
	
	agentBscFileSystemIndex(1)
	

	
	
	
	
	agentBscFileSystemDscr(2)
	

	
	
	
	
	agentBscFileSystemServerAddr(3)
	

	
	
	
	
	agentBscFileSystemServerIPv6Addr(4)
	

	
	
	
	
	agentBscFileSystemServerFileName(5)
	

	
	
	
	
	agentBscFileSystemDeviceDriverID(6)
	

	
	
	
	
	agentBscFileSystemDeviceFileName(7)
	

	
	
	
	
	agentBscFileSystemLoadType (8)
	

	
	
	
	
	agentBscFileSystemCtrlUnitID(9)
	

	
	
	
	
	agentBscFileSystemBootUpImage(10)
	

	
	
	
	
	agentBscFileSystemForceAgree(11)
	

	
	
	
	
	agentBscFileSystemCtrl(12)
	

	
	
	
	
	agentBscFileSystemInterfaceName(13)
	

	
	
	
	agentBscFileSystemSaveConfigDriverID(2)
	

	
	
	
	agentBscFileSystemSaveConfigFileName(3)
	

	
	
	
	agentBscFileSystemSaveCfg(4)
	

	
	
	
	agentFileSystemConfigTable(5)/

agentFileSystemConfigEntry
	

	
	
	
	
	agentFileSystemUnit(1)
	

	
	
	
	
	agentFileSystemDriverID(2)
	

	
	
	
	
	agentFileSystemBootImage(3)
	

	
	
	
	
	agentFileSystemBootConfig(4)
	

	
	
	
	
	agentFileSystemActConfig(5)
	

	
	agentReboot(19)
	

	
	agentReset(20)
	

	
	agentFTPFileTable(21)/agentFTPFileEntry(1)
	Not support

	
	
	agentFTPFileIndex(1)
	

	
	
	agentFTPFileDscr(2)
	

	
	
	agentFTPFileLoadType(3)
	

	
	
	agentFTPFileAddr(4)
	

	
	
	agentFTPTCPPort(5)
	

	
	
	agentFTPFileName(6)
	

	
	
	agentFTPUserName(7)
	

	
	
	agentFTPPassword(8)
	

	
	
	agentFTPFileCtrlID(9)
	

	
	
	agentFTPFileBIncrement(10)
	

	
	
	agentFTPFileCtrl(11)
	

	
	agentSnmpTrapState(22)
	

	
	agentOutOfBandMgmt(23)
	Not support

	
	
	agentOutOfBandMgmtState(1)
	

	
	
	agentOutOfBandMgmtIpAddr(2)
	

	
	
	agentOutOfBandMgmtSubnetMask(3)
	

	
	
	agentOutOfBandMgmtGateway(4)
	

	
	
	agentOutOfBandMgmtLinkStatus(5)
	

	
	agentNotify(7)
	

	
	
	agentNotifyMgmt(1)
	

	
	
	agentNotifyFirmware(2)
	

	
	
	
	agentNotifyPrefix(1)
	

	
	
	
	
	agentAccessFlashFailed(8)
	

	
	
	
	notificationBidings(2)
	

	
	
	
	
	agentAccessFlashOper(13)
	

	
	
	
	
	agentAccessFlashAddr(14)
	

	
	agentIpProtoConfig (3)
	

	
	
	agentIpNumOfIf(1)
	

	
	
	agentIpTftpServerAddr(2)
	Not support

	
	
	agentIpGetIpFrom(3)
	

	
	
	AgentIpAutoconfig(3)
	Not support

	
	
	AgentIpAutoconfigTimeout(5)
	Not support

	
	agentIpTrapManager(4)
	

	
	
	agentTrapManagerTable(1) / agentTrapManagerEntry
	

	
	
	
	agentTrapManageIndex(1)
	

	
	
	
	agentTrapManageIpAddr(2)
	

	
	
	
	agentTrapManageComm(3)
	

	
	
	
	agentTrapManageMsgVer(4)
	

	
	
	
	agentTrapManageStatus(5)
	


IP-MAC-BIND-MIB

The OID is1.3.6.1.4.171.12.23
	swIpMacBindMIB
	

	
	swIpMacBindingCtrl(1)
	

	
	
	swIpMacBindingTrapLogState(1)
	

	
	
	swIpMacBindingACLMode(2)
	Not support

	
	
	swIpMacBindingRecoveryInterval(3)
	Not support

	
	
	swIpMacBindingDHCPSnoopState(4)
	

	
	
	swIpMacBindingDHCPSnoopEntryClearAllState(5)
	

	
	
	swIpMacBindingARPInspectionState(6)
	Not support

	
	
	swIpMacBindingIPv6DHCPSnoopState(7)
	

	
	
	swIpMacBindingNDSnoopState(8)
	

	
	
	swIpMacBindingIPv6DHCPSnoopEntryClearAllState(9)
	

	
	
	swIpMacBindingNDSnoopEntryClearAllState(10)
	

	
	swIpMacBindingInfo(2)
	

	
	swIpMacBindingPortMgmt(3)
	

	
	
	swIpMacBindingAllPortState(1)
	

	
	
	swIpMacBindingPortTable(2)/ swIpMacBindingPortEntry
	

	
	
	
	swIpMacBindingPortIndex(1)
	

	
	
	
	swIpMacBindingPortState(2)
	

	
	
	
	swIpMacBindingPortZeroIPState(3)
	

	
	
	
	swIpMacBindingPortForwardDhcpPkt (4)
	

	
	
	
	swIpMacBindingPortDHCPSnoopMaxEntry(5)
	

	
	
	
	swIpMacBindingPortDHCPSnoopEntryClearAction (6)
	

	
	
	
	swIpMacBindingPortMode(7)
	

	
	
	
	swIpMacBindingPortStopLearningThreshold(8)
	

	
	
	
	swIpMacBindingPortRecoverLearning(9)
	

	
	
	
	swIpMacBindingPortLearningStatus(10)
	

	
	
	
	swIpMacBindingPortIPv6State(11)
	

	
	
	
	swIpMacBindingPortIPv6DHCPSnoopMaxEntry(12)
	

	
	
	
	swIpMacBindingPortNDSnoopMaxEntry(13)
	

	
	
	
	swIpMacBindingPortIPv6DHCPSnoopEntryClearAction(14)
	

	
	
	
	swIpMacBindingPortNDSnoopEntryClearAction(15)
	

	
	
	
	swIpMacBindingPortARPInspection(16)
	Not support (IMPBv3.9)

	
	
	
	swIpMacBindingPortIPInspection(17)
	Not support (IMPBv3.9)

	
	
	
	swIpMacBindingPortVersion(18)
	Not support (IMPBv3.9)

	
	swIpMacBindingMgmt(4)
	

	
	
	swIpMacBindingTable(1)/ swIpMacBindingEntry(1)
	

	
	
	
	swIpMacBindingIpIndex(1)
	

	
	
	
	swIpMacBindingMac(2)
	

	
	
	
	swIpMacBindingStatus(3)
	

	
	
	
	swIpMacBindingPorts(4)
	

	
	
	
	swIpMacBindingAction(5)
	Not support

	
	
	
	swIpMacBindingMode(6)
	As arp(1) and acl(2) is not supported, it’s read-only.

	
	
	swIpMacBindingBlockedTable(2)/ swIpMacBindingBlockedEntry(1)
	

	
	
	
	swIpMacBindingBlockedVID(1)
	

	
	
	
	swIpMacBindingBlockedMac(2)
	

	
	
	
	swIpMacBindingBlockedVlanName(3)
	

	
	
	
	swIpMacBindingBlockedPort(4)
	

	
	
	
	swIpMacBindingBlockedType(5)
	Not support

	
	
	
	swIpMacBindingBlockedTime(6) 
	Not support

	
	
	
	swIpMacBindingBlockedStatus(7)
	

	
	
	swIpMacBindingDHCPSnoopTable(3)/

swIpMacBindingDHCPSnoopEntry(1)
	

	
	
	
	swIpMacBindingDHCPSnoopIpIndex(1)
	

	
	
	
	swIpMacBindingDHCPSnoopMac(2)
	

	
	
	
	swIpMacBindingDHCPSnoopLeaveTime(3)
	

	
	
	
	swIpMacBindingDHCPSnoopPort(4)
	

	
	
	
	swIpMacBindingDHCPSnoopStatus(5)
	Not support

	
	
	swIpMacBindingIPv6Table(4)/

swIpMacBindingIPv6Entry(1)
	

	
	
	
	swIpMacBindingIPv6Addr(1)
	

	
	
	
	swIpMacBindingIPv6MacAddr(2)
	

	
	
	
	swIpMacBindingIPv6Portlist(3)
	

	
	
	
	swIpMacBindingIPv6Mode(4)
	

	
	
	
	swIpMacBindingIPv6ACLStatus(5)
	

	
	
	
	swIpMacBindingIPv6RowStatus(6)
	

	
	
	swIpMacBindingIPv6DHCPSnoopTable(5)/

swIpMacBindingIPv6DHCPSnoopEntry(1)
	

	
	
	
	swIpMacBindingIPv6DHCPSnoopAddr(1)
	

	
	
	
	swIpMacBindingIPv6DHCPSnoopMac(2)
	

	
	
	
	swIpMacBindingIPv6DHCPSnoopLeaseTime(3)
	

	
	
	
	swIpMacBindingIPv6DHCPSnoopPort(4)
	

	
	
	
	swIpMacBindingIPv6DHCPSnoopStatus(5)
	

	
	
	swIpMacBindingNDSnoopTable(6)/

swIpMacBindingNDSnoopEntry(1)
	

	
	
	
	swIpMacBindingNDSnoopAddr(1)
	

	
	
	
	swIpMacBindingNDSnoopMac(2)
	

	
	
	
	swIpMacBindingNDSnoopLeaseTime(3)
	

	
	
	
	swIpMacBindingNDSnoopPort(4)
	

	
	
	
	swIpMacBindingNDSnoopStatus(5)
	

	
	swIpMacBindingNotify(5)
	

	
	
	swIpMacBindingNotifyPrefix(0)
	

	
	
	
	swIpMacBindingViolationTrap(1)
	

	
	
	
	swIpMacBindingStopLearningTrap(2)
	

	
	
	
	swIpMacBindingRecoverLearningTrap(3)
	

	
	
	
	swIpMacBindingIPv6ViolationTrap(4)
	Not support

	
	
	swIpMacBindingNotificationBidings(2)
	

	
	
	
	swIpMacBindingViolationIP(1)
	

	
	
	
	swIpMacBindingViolationMac(2)
	

	
	
	
	swIpMacBindingViolationIPv6Addr(3)
	


JWAC-MIB
The OID is1.3.6.1.4.1.171.12.39

	swJWACMIB
	

	
	swJWACCtrl(1)
	

	
	
	swJWACState(1)
	

	
	
	swJWACRedirectState(2)
	

	
	
	swJWACForcibelLogoutState(3)
	

	
	
	swJWACUDPFilteringState(4)
	

	
	
	swJWACQuarantineServerMonitorState(5)
	

	
	
	swJWACQuarantineServerErrorTimeOut(6)
	

	
	
	swJWACRedirectDestination(7)
	

	
	
	swJWACRedirectDelayTime(8)
	

	
	
	swJWACVirtualIpAddr(9)
	

	
	
	SwJWACQuarantineServerURL(10)
	

	
	
	swJWACSwitchHttpPortNumber(11)
	

	
	
	swJWACSwitchHttpProtocol(12)
	

	
	
	swJWACRadiusProtocol(13)
	

	
	
	swJWACUpdateServerTable(14) / swJWACUpdateServerEntry(1)
	not support (Replaced by swJWACUpdateSVRTable )

	
	
	
	swJWACUpdateServerIpAddr(1)
	not support

	
	
	
	swJWACUpdateServerMask(2)
	not support

	
	
	
	swJWACUpdateServerStatus(3)
	not support

	
	
	swJWACAuthenticatePage(15)
	

	
	
	swJWACAuthFailOverState(16)
	

	
	
	swJWACRadiusAuthorizeState(17)
	

	
	
	swJWACLocalAuthorizeState(18)
	

	
	
	swJWACUpdateSVRTable(19) /

swJWACUpdateSVREntry(1)
	

	
	
	
	swJWACUpdateServerIpAddr(1)
	

	
	
	
	swJWACUpdateServerMask(2)
	

	
	
	
	swJWACUpdateServerStatus(3)
	

	
	
	
	swJWACUpdateSVRPort(4)
	

	
	
	
	swJWACUpdateSVRStatus(5)
	

	
	
	
	swJWACUpdateSVRState(6)
	

	
	swJWACInfo(2)
	

	
	swJWACPortMgmt(3)
	

	
	
	swJWACPortTable(1) /

swJWACPortEntry(1)
	

	
	
	
	swJWACPortIndex(1)
	

	
	
	
	swJWACPortState(2)
	

	
	
	
	swJWACPortMaxAuthHost(3)
	

	
	
	
	swJWACPortAgeingTime(4)
	

	
	
	
	swJWACPortIdleTime(5)
	

	
	
	
	swJWACPortBlockTime(6)
	

	
	
	
	swJWACPortAuthMode(7)
	not support

	
	swJWACMgmt(4)
	

	
	
	swJWACHostTable(1) / 

swJWACHostEntry(1)
	Not support (replaced by: swJWACAuthStateTable)

	
	
	
	swJWACHostPort(1)
	Not support

	
	
	
	swJWACHostAuthStatus(2)
	Not support

	
	
	
	swJWACHostMACAddr(3)
	Not support

	
	
	
	swJWACHostVID(4)
	Not support

	
	
	
	swJWACHostRemainAgeTime(5)
	Not support

	
	
	
	swJWACHostIdleTime(6)
	Not support

	
	
	
	swJWACHostBlockTime(7)
	Not support

	
	
	
	swJWACHostStatus(8)
	Not support

	
	
	
	swJWACHostPriority(9)
	Not support

	
	
	swJWACPageElementTable(2) /

swJWACPageElementEntry(1)
	

	
	
	
	swJWACPageElementPage(1)
	

	
	
	
	swJWACPageElementPageTitle(2)
	

	
	
	
	swJWACPageElementLoginWindowTitle(3)
	

	
	
	
	swJWACPageElementUserName(4)
	

	
	
	
	swJWACPageElementPassWord(5)
	

	
	
	
	swJWACPageElementLogoutWindowTitle(6)
	

	
	
	swJWACWebAuthUserTable(3)/swJWACWebAuthUserEntry(1)
	

	
	
	
	swJWACWebAuthUserNameIndex(1)
	

	
	
	
	swJWACWebAuthUserPWD(2)
	

	
	
	
	swJWACWebAuthUserVID(3)
	

	
	
	
	swJWACWebAuthUserStatus(4)
	

	
	
	swJWACAuthStateTable(4)/

swJWACAuthStateEntry(1)
	

	
	
	
	swJWACAuthStatePort(1)
	

	
	
	
	swJWACAuthStateOriginalVid(2)
	

	
	
	
	swJWACAuthStateMACAddr(3)
	

	
	
	
	swJWACAuthStateAuthStatus(5)
	

	
	
	
	swJWACAuthStateAssignVid(7)
	

	
	
	
	swJWACAuthStateAssignPriority(8)
	

	
	
	
	swJWACAuthStateRemainTime(12)
	

	
	
	
	swJWACAuthStateIdleTime(14)
	

	
	
	
	swJWACAuthStateUserName(18)
	

	
	
	
	swJWACAuthStateIP(20)
	

	
	
	
	swJWACAuthStateDelAction(30)
	


Layer 2 Management MIB
The OID is1.3.6.internet(1).private(4).enterprises(1).dlink(171).dlink-mgmt (11). DES3528SeriesProd(105). Des3528(1)/Des3528p(2)/Des3552(3)/Des3552p(4)/Des3528dc(5).swL2MgmtMIB (2)

The Structure of Layer 2 Network Management Information for the D-Link enterprise.
	MIB
	Comment

	swL2MgmtMIB (1)
	

	
	
	

	
	
	
	

	
	
	
	swDevInfoTotalNumOfPort (1)
	

	
	
	
	swDevInfoNumOfPortInUse (2)
	

	
	
	
	swDevInfoFrontPanelLedStatus(4)
	

	
	
	swL2DevCtrl (2)
	

	
	
	
	swL2DevCtrlStpState (1)
	

	
	
	
	swL2DevCtrlIGMPSnooping (2)
	Read Only

	
	
	
	swL2DevCtrlIGMPSnoopingMcstRTOnly(3)
	No support

	
	
	
	SwL2DevCtrlSnmpTrapState(5)
	

	
	
	
	swL2DevCtrlCleanAllStatisticCounter (6)
	

	
	
	
	swL2DevCtrlVlanIdOfFDBTbl (7)
	

	
	
	
	swL2MACNotifyState (8)
	

	
	
	
	swL2MACNotifyHistorySize (9)
	

	
	
	
	swL2MACNotifyInterval (10)
	

	
	
	
	swL2DevCtrlAsymVlanState(13)
	

	
	
	
	swL2DevCtrlTelnet(14)
	

	
	
	
	
	swL2DevCtrlTelnetState(1)
	

	
	
	
	
	swL2DevCtrlTelnetTcpPort(2)
	

	
	
	
	swL2DevCtrlManagementVlanId(16)
	

	
	
	
	swL2DevCtrlWeb(17)
	

	
	
	
	
	swL2DevCtrlWebState(1)
	

	
	
	
	
	swL2DevCtrlWebTcpPort(2)
	

	
	
	
	swL2DevCtrlLLDPState(18)
	

	
	
	
	swL2DevCtrlLLDPForwardMessageState(19)
	

	
	
	
	swL2DevCtrlIpAutoConfig(20)
	

	
	
	
	swL2DevCtrlCFM(21)
	

	
	
	
	
	swL2DevCtrlCFMState(1)
	

	
	
	
	
	swL2DevCtrlCFMPortTable(2)/swL2DevCtrlCFMPortEntry(1)
	

	
	
	
	
	
	swL2DevCtrlCFMPortIndex(1)
	

	
	
	
	
	
	swL2DevCtrlCFMPortState(2)
	

	
	
	
	swL2DevCtrlVLANTrunkState(22)
	

	
	
	swL2DevAlarm (3)
	

	
	
	
	swL2DevAlarmNewRoot (1)
	

	
	
	
	swL2DevAlarmTopologyChange (2)
	

	
	
	
	swL2DevAlarmLinkChange (3)
	

	
	swL2VlanMgmt(2)
	

	
	
	swL2VlanStaticTable(1) / swL2VlanStaticEntry
	

	
	
	
	swL2VlanIndex(1)
	

	
	
	
	swL2VLANAdvertisement(2)
	

	
	
	swL2PVIDAutoAssignmentState(2)
	

	
	
	swL2VlanPortInfoTable(2)/ swL2VlanPortInfoEntry
	

	
	
	
	swL2VlanPortInfoPortIndex(1)
	

	
	
	
	swL2VlanPortInfoVid(2)
	

	
	
	
	swL2VlanPortInfoPortRole(3)
	

	
	
	swL2NniGvrpBpduAddress(3)
	


	
	swL2PortMgmt (3)
	

	
	
	swL2PortInfoTable (1) / swL2PortInfoEntry
	

	
	
	
	swL2PortInfoPortIndex (1)
	

	
	
	
	swL2PortInfoMediumType(2)
	

	
	
	
	swL2PortInfoUnitID (3)
	

	
	
	
	swL2PortInfoType (4)
	

	
	
	
	swL2PortInfoLinkStatus (5)
	

	
	
	
	swL2PortInfoNwayStatus (6)
	

	
	
	
	swL2PortInfoErrorDisabled(8)
	

	
	
	swL2PortCtrlTable (2) / swL2PortCtrlEntry
	

	
	
	
	swL2PortCtrlPortIndex (1)
	

	
	
	
	swL2PortCtrlMediumType(2)
	

	
	
	
	swL2PortCtrlUnitIndex (3)
	

	
	
	
	swL2PortCtrlAdminState (4)
	

	
	
	
	swL2PortCtrlNwayState (5)
	

	
	
	
	swL2PortCtrlFlowCtrlState (6)
	

	
	
	
	swL2PortCtrlLearningState (7)
	

	
	
	
	swL2PortCtrlMACNotifyState (8)
	

	
	
	
	swL2PortCtrlMDIXState(10 )
	

	
	
	swL2PortCtrlJumboFrame(3)
	

	
	
	swL2PortCtrlJumboFrameMaxSize(4)
	

	
	
	swL2PortCableDiagnosisTable(5)/

swL2PortCableDiagnosisEntry(1)
	Not support

	
	
	
	swL2PortCableDiagnosisPortIndex(1)
	

	
	
	
	swL2PortCableDiagnosisPairIndex(2)
	

	
	
	
	swL2PortCableDiagnosisCableStatus(3)
	

	
	
	
	swL2PortCableDiagnosisPairStatus(4)
	

	
	
	
	swL2PortCableDiagnosisPairLength(5)
	

	
	
	
	swL2PortCableDiagnosisPairLengthInaccuracy(6)
	

	
	
	swL2PortCounterCtrlTable(6)
	

	
	
	
	swL2PortCounterCtrlPortIndex(1)
	

	
	
	
	swL2PortCounterClearCtrl(2)
	

	
	
	swL2PortErrTable(7)
	

	
	
	
	swL2PortErrPortIndex(1)
	

	
	
	
	swL2PortErrPortState(2)
	

	
	
	
	swL2PortErrPortConnStatus(3)
	

	
	
	
	swL2PortErrPortReason(4)
	

	
	swL2LimitedMulticastMgmt(5)
	Not support

	
	
	swL2MulticastFilterProfileTable(1) / swL2MulticastFilterProfileEntry
	

	
	
	
	swL2MulticastFilterProfileIndex(1)
	

	
	
	
	swL2MulticastFilterProfileName(2)
	

	
	
	
	swL2MulticastFilterStatus(3)
	

	
	
	swL2MulticastFilterProfileAddressTable(2) / swL2MulticastFilterProfileAddressEntry
	

	
	
	
	swL2MulticastFilterProfileIdIndex(1)
	

	
	
	
	swL2MulticastFilterFromIp(2)
	

	
	
	
	swL2MulticastFilterToIp(3)
	

	
	
	
	swL2MulticastFilterAddressState(4)
	

	
	
	swL2LimitedMulticastFilterPortTable(3) / swL2LimitedMulticastFilterPortEntry
	

	
	
	
	swL2LimitedMulticastFilterPortIndex(1)
	

	
	
	
	swL2LimitedMulticastFilterPortAccess(2)
	

	
	
	
	swL2LimitedMulticastFilterPortProfileID(3)
	

	
	
	
	swL2LimitedMulticastFilterPortProfileStatus(4)
	

	
	
	swL2MulticastFilterPortMaxGroupTable(4) / swL2MulticastFilterPortMaxGroupEntry
	

	
	
	
	swL2MulticastFilterPortMaxGroupPortIndex(1)
	

	
	
	
	swL2MulticastFilterPortMaxGroup(2)
	


	70. 
	71. swL2QOSMgmt(6)
	72. Not support

	73. 
	74. 
	75. swL2QOSBandwidthControlTable(1)/

76. swL2QOSBandwidthControlEntry(1)
	77. 

	78. 
	79. 
	80. 
	81. swL2QOSBandwidthPortIndex(1)
	82. 

	83. 
	84. 
	85. 
	86. swL2QOSBandwidthRxRate(2)
	87. Value 15625 means no limit(1000M),1562 means no limit(other)

	88. 
	89. 
	90. 
	91. swL2QOSBandwidthTxRate(3)
	92. Value 15625 means no limit(1000M),1562 means no limit(other)

	93. 
	94. 
	95. swL2QOSSchedulingTable(2)/

96. swL2QOSSchedulingEntry(1)
	97. 

	98. 
	99. 
	100. 
	101. swL2QOSSchedulingClassIndex(1)
	102. Support class 0 to class 6

	103. 
	104. 
	105. 
	106. swL2QOSSchedulingMaxPkts(2)
	107. 

	108. 
	109. 
	110. 
	111. swL2QOSSchedulingMechanism(3)
	112. 

	113. 
	114. 
	115. 
	116. swL2QOSSchedulingMaxLatency(4)
	117. Not support

	118. 
	119. 
	120. swL2QOS8021pUserPriorityTable(3)/

121. swL2QOS8021pUserPriorityEntry(1)
	122. 

	123. 
	124. 
	125. 
	126. swL2QOS8021pUserPriorityIndex(1)
	127. 

	128. 
	129. 
	130. 
	131. swL2QOS8021pUserPriorityClass(2)
	132. Support 0-6

	133. 
	134. 
	135. swL2QOS8021pDefaultPriorityTable(4)/

136. swL2QOS8021pDefaultPriorityEntry(1)
	137. 

	138. 
	139. 
	140. 
	141. swL2QOS8021pDefaultPriorityIndex(1)
	142. 

	143. 
	144. 
	145. 
	146. swL2QOS8021pDefaultPriority(2)
	147. 

	148. 
	149. 
	150. swL2QOSSchedulingMechanismCtrl (5)
	151. Only support  strict(1), weightfair(3)

	152. 
	153. 
	154. swL2QOSHolPreventionCtrl(6)
	155. 

	156. 
	157. swL2PortSecurityMgmt(7)
	158. Not support

	159. 
	160. 
	161. swL2PortSecurityControlTable(1)/

162. swL2PortSecurityControlEntry(1)
	163. 

	164. 
	165. 
	166. 
	167. swL2PortSecurityPortIndex(1)
	168. 

	169. 
	170. 
	171. 
	172. swL2PortSecurityMaxLernAddr(2)
	173. 

	174. 
	175. 
	176. 
	177. swL2PortSecurityMode(3)
	178. 

	179. 
	180. 
	181. 
	182. swL2PortSecurityAdmState(4)
	183. 

	184. 
	185. 
	186. 
	187. swL2PortSecurityEntryClearAll(5)
	188. 

	189. 
	190. 
	191. swL2PortSecurityDelCtrl(2)
	192. 

	193. 
	194. 
	195. 
	196. swL2PortSecurityDelVlanName(1)
	197. 

	198. 
	199. 
	200. 
	201. swL2PortSecurityDelPort(2)
	202. 

	203. 
	204. 
	205. 
	206. swL2PortSecurityDelMacAddress(3)
	207. 

	208. 
	209. 
	210. 
	211. swL2PortSecurityDelActivity(4)
	212. 

	213. 
	214. 
	215. swL2PortSecurityTrapLogState(3)
	216. 

	217. 
	218. swL2DhcpRelayMgmt(8)
	219. No support

	220. 
	221. 
	222. swL2DhcpRelayState(1)
	223. 

	224. 
	225. 
	226. swL2DhcpRelayHopCount(2)
	227. 

	228. 
	229. 
	230. swL2DhcpRelayTimeThreshold(3)
	231. 

	232. 
	233. 
	234. swL2DhcpRelayOption82State(4)
	235. 

	236. 
	237. 
	238. swL2DhcpRelayOption82Check(5)
	239. 

	240. 
	241. 
	242. swL2DhcpRelayOprtion82Policy(6)
	243. 

	244. 
	245. 
	246. swL2DhcpRelayCtrlTable(7)/

247. swL2DhcpRelayCtrlEntry(1)
	248. 

	249. 
	250. 
	251. 
	252. swL2DhcpRelayCtrlInterfaceName(1)
	253. 

	254. 
	255. 
	256. 
	257. swL2DhcpRelayCtrlServer(2)
	258. 

	259. 
	260. 
	261. 
	262. swL2DhcpRelayCtrlState(3)
	263. 


	
	swL2TrunkMgmt(9)
	

	
	
	swL2TrunkMaxSupportedEntries (1)
	

	
	
	swL2TrunkCurrentNumEntries (2)
	

	
	
	swL2TrunkCtrlTable (3) / swL2TrunkCtrlEntry
	

	
	
	
	swL2TrunkIndex (1)
	

	
	
	
	swL2TrunkName (2)
	Not support

	
	
	
	swL2TrunkMasterPort (3)
	

	
	
	
	swL2TrunkMember (4)
	

	
	
	
	swL2TrunkFloodingPort (5)
	

	
	
	
	swL2TrunkType (6)
	

	
	
	
	swL2TrunkState (7)
	

	
	
	swL2TrunkAlgorithm (4)
	

	
	
	swL2TrunkLacpPortTable(5)/swL2TrunkLacpPortEntry
	

	
	
	
	swL2TrunkLacpPortIndex(1)
	

	
	
	
	swL2TrunkLacpPortState(2)
	

	
	
	swL2TrunkVLANTable(6)
/swL2TrunkVLANEntry
	

	
	
	
	swL2TrunkVLANPort(1)
	

	
	
	
	swL2TrunkVLANState(2)
	

	
	swL2MirrorMgmt (10)
	

	
	
	swL2MirrorLogicTargetPort(1)
	

	
	
	swL2MirrorPortSourceIngress(2)
	

	
	
	swL2MirrorPortSourceEgress(3)
	

	
	
	swL2MirrorPortState(4)
	

	
	swL2IGMPMgmt (11)
	Not support

	
	
	swL2IGMPMaxSupportedVlans (1)
	

	
	
	swL2IGMPMaxIpGroupNumPerVlan (2)
	

	
	
	swL2IGMPCtrlTable (3) / swL2IGMPCtrlEntry
	

	
	
	
	swL2IGMPCtrlVid(1)
	

	
	
	
	swL2IGMPQueryInterval(2)
	

	
	
	
	swL2IGMPMaxResponseTime(3)
	

	
	
	
	swL2IGMPRobustness(4)
	

	
	
	
	swL2IGMPLastMemberQueryInterval(5)
	

	
	
	
	swL2IGMPHostTimeout(6)
	

	
	
	
	swL2IGMPRouteTimeout(7)
	

	
	
	
	swL2IGMPLeaveTimer(8)
	

	
	
	
	swL2IGMPQueryState(9)
	

	
	
	
	swL2IGMPCurrentState(10)
	

	
	
	
	swL2IGMPCtrlState(11)
	

	
	
	
	swL2IGMPFastLeaveState(12)
	

	
	
	swL2IGMPQueryInfoTable(4)/ swL2IGMPQueryInfoEntry
	

	
	
	
	swL2IGMPInfoVid(1)
	

	
	
	
	swL2IGMPInfoQueryCount(2)
	

	
	
	
	swL2IGMPInfoTxQueryCount
	


	
	
	swL2IGMPInfoTable (5) / swL2IGMPInfoEntry
	

	
	
	
	swL2IGMPVid (1)
	

	
	
	
	swL2IGMPGroupIpAddr (2)
	

	
	
	
	swL2IGMPMacAddr (3)
	

	
	
	
	swL2IGMPPortMap (4)
	

	
	
	
	swL2IGMPIpGroupReportCount (5)
	

	
	
	swL2IGMPRouterPortTable(6) / swL2IGMPRouterPortEntry(1)
	

	
	
	
	swL2IGMPRouterPortVlanid(1)
	

	
	
	
	swL2IGMPRouterPortVlanName(2)
	

	
	
	
	swL2IGMPRouterPortStaticPortList(3)
	

	
	
	
	swL2IGMPRouterPortDynamicPortList(4)
	

	
	
	
	swL2IGMPRouterPortForbiddenPortList(5)
	

	
	
	swL2IGMPMulticastVlanTable(7) / swL2IGMPMulticastVlanEntry
	

	
	
	
	swL2IGMPMulticastVlanid(1)
	

	
	
	
	swL2IGMPMulticastVlanName(2)
	

	
	
	
	swL2IGMPMulticastVlanSourcePort(3)
	

	
	
	
	swL2IGMPMulticastVlanMemberPort(4)
	

	
	
	
	swL2IGMPMulticastVlanTagMemberPort(5)
	

	
	
	
	swL2IGMPMulticastVlanState(6)
	

	
	
	
	swL2IGMPMulticastVlanReplaceSourceIp(7)
	

	
	
	
	swL2IGMPMulticastVlanRowStatus(8)
	

	
	
	
	swL2IGMPMulticastVlanRemoveAllMcastAddrListAction(9)
	

	
	
	swL2IGMPMulticastVlanGroupTable(8) / swL2IGMPMulticastVlanGroupEntry
	

	
	
	
	swL2IGMPMulticastVlanGroupVid(1)
	

	
	
	
	swL2IGMPMulticastVlanGroupFromIp(2)
	

	
	
	
	swL2IGMPMulticastVlanGroupToIp(3)
	

	
	
	
	swL2IGMPMulticastVlanGroupStatus(4)
	

	
	
	swL2IGMPAccessAuthTable(13) / swL2IGMPAccessAuthEntry
	

	
	
	
	swL2IGMPAccessAuthPort(1)
	

	
	
	
	swL2IGMPAccessAuthState(2)
	

	
	swL2TrafficMgmt (13)
	Not support, Replaced by pktStromCtrl.mib

	
	
	swL2TrafficCtrlTable (1) / swL2TrafficCtrlEntry
	

	
	
	
	swL2TrafficCtrlGroupIndex
	

	
	
	
	swL2TrafficCtrlUnitIndex
	

	
	
	
	swL2TrafficCtrlBcastStromCtrl
	

	
	
	
	swL2TrafficCtrlMcastStromCtrl
	

	
	
	
	swL2TrafficCtrlDlfStromCtrl
	

	
	
	
	swL2TrafficCtrlBMStromthreshold
	

	
	
	
	swL2TrafficCtrlBMStromAction
	

	
	
	
	swL2TrafficCtrlBMStromBackOff
	

	
	
	
	swL2TrafficCtrlBMStromTimeInterval
	

	
	swL2TrafficSegMgmt (14)
	

	
	
	swL2TrafficSegTable (1) /swL2TrafficSegEntry
	

	
	
	
	swL2TrafficSegPort (1)
	

	
	
	
	swL2TrafficSegForwardPorts (2)
	

	
	swL2MulticastFilterMode(17)
	

	
	
	swL2MulticastFilterModeVlanTable(1) / swL2MulticastFilterModeVlanEntry(1)
	

	
	
	
	swL2MulticastFilterVid(1)
	

	
	
	
	swL2MulticastFilterVlanMode(2)
	

	264. 
	265. swL2LoopDetectMgmt(18)
	266. 

	267. 
	268. 
	269. swL2LoopDetectCtrl(1)
	270. 

	271. 
	272. 
	273. 
	274. swL2LoopDetectAdminState(1)
	275. 

	276. 
	277. 
	278. 
	279. swL2LoopDetectInterval(2)
	280. 

	281. 
	282. 
	283. 
	284. swL2LoopDetectRecoverTime(3)
	285. 

	286. 
	287. 
	288. 
	289. swL2LoopDetectMode(4)
	290. 

	291. 
	292. 
	293. 
	294. swL2LoopDetectTrapMode(5)
	295. 

	296. 
	297. 
	298. swL2LoopDetectPortMgmt(2)
	299. 

	300. 
	301. 
	302. 
	303. swL2LoopDetectPortTable(1)/

304. swL2LoopDetectPortEntry(1)
	305. 

	306. 
	307. 
	308. 
	309. 
	310. swL2LoopDetectPortIndex(1)
	311. 

	312. 
	313. 
	314. 
	315. 
	316. swL2LoopDetectPortState(2)
	317. 

	318. 
	319. 
	320. 
	321. 
	322. swL2LoopDetectPortLoopVLAN(3)
	323. 

	324. 
	325. 
	326. 
	327. 
	328. swL2LoopDetectPortLoopStatus(4)
	329. 

	330. 
	331. swL2DhcpLocalRelayMgmt(24)
	332. 

	333. 
	334. 
	335. swL2DhcpLocalRelayState(1)
	336. 

	337. 
	338. 
	339. swL2DhcpLocalRelayVLANTable(2)/ swL2DhcpLocalRelayVLANEntry(1)
	340. 

	341. 
	342. 
	343. 
	344. swL2DhcpLocalRelayVLANID(1)
	345. 

	346. 
	347. 
	348. 
	349. swL2DhcpLocalRelayVLANState(2)
	350. 

	351. 
	352. swL2PPPoEMgmt(25)
	353. 

	354. 
	355. 
	356. swL2PPPoECirIDinsertState(1)
	357. 

	358. 
	359. swL2MgmtMIBTraps(100)
	360. 

	361. 
	362. 
	363. swL2Notify(1)
	364. 

	365. 
	366. 
	367. 
	368. swL2NotifyMgmt(1)
	369. 

	370. 
	371. 
	372. 
	373. 
	374. swL2macNotificationSeverity(1)
	375. 

	376. 
	377. 
	378. 
	379. 
	380. swL2PortSecurityViolationSeverity(2)
	381. 

	382. 
	383. 
	384. 
	385. swL2NotifyPrefix(2)as
	386. 

	387. 
	388. 
	389. 
	390. 
	391. swL2NotifFirmware(1)
	392. 

	393. 
	394. 
	395. 
	396. 
	397. 
	398. swL2macNotification(1)
	399. 

	400. 
	401. 
	402. 
	403. 
	404. 
	405. swL2PortSecurityViolationTrap(2)
	406. 

	407. 
	408. 
	409. 
	410. 
	411. 
	412. swL2PortLoopOccurred(3)
	413. 

	414. 
	415. 
	416. 
	417. 
	418. 
	419. swL2PortLoopRestart(4)
	420. 

	421. 
	422. 
	423. 
	424. 
	425. 
	426. swL2VlanLoopOccurred(5)
	427. 

	428. 
	429. 
	430. 
	431. 
	432. 
	433. swL2VlanLoopRestart(6)
	434. 

	435. 
	436. 
	437. 
	438. 
	439. swl2NotificationBidings(2)
	440. 

	441. 
	442. 
	443. 
	444. 
	445. 
	446. swL2macNotifyInfo(1)
	447. 

	448. 
	449. 
	450. 
	451. 
	452. 
	453. swL2PortSecurityViolationMac(2)
	454. 

	455. 
	456. 
	457. 
	458. 
	459. 
	460. swL2VlanLoopDetectVID(3)
	461. 


DULD.mib

The OID is  1.3.6.1.4.1.171.12.87
	MIB
	Comment

	swDULDMIB
	

	
	swDULDTable/

swDULDEntry
	

	
	
	swDULDPort (1)
	

	
	
	swDULDAdminState (2)
	

	
	
	swDULDOperStatus (3)
	

	
	
	swDULDMode (4)
	

	
	
	swDULDDiscoveryTime (5)
	

	
	
	SwDULDLinkStatus(6)
	


Layer 3 Management MIB

The OID is1.3.6.internet(1).private(4).enterprises(1).dlink(171).dlink-mgmt (11). dlink-Des3500SeriesProd (105). Des3528(1)/Des3528p(2)/Des3552(3)/Des3552p(4)/Des3528dc(5).swL3MgmtMIB (3)

The Structure of Layer 3 Network Management Information for the proprietary enterprise.

	MIB
	Comment

	swL3DevMgmt (1)
	

	
	swL3DevCtrl(1)
	

	
	
	swL3DevCtrlRIPState(1)
	Not support

	
	
	swL3DevCtrlOSPFState(2)
	Not support

	
	
	swL3DevCtrlDVMRPState(3)
	Not support

	
	
	swL3DevCtrlVrrpState(5)
	Not support

	
	
	swL3DevCtrlVrrpPingState(6)
	Not support

	
	
	swL3DevCtrlDHCPAutoConfigState(7)
	

	swL3IpMgmt(2)
	

	
	swL3IpCtrlMgmt(1)
	

	
	
	swL3IpCtrlTable(3)/swL3IpCtrlEntry(1)
	

	
	
	
	swL3IpCtrlInterfaceName(1)
	

	
	
	
	swL3IpCtrlIfIndex(2)
	

	
	
	
	swL3IpCtrlIpAddr(3)
	

	
	
	
	swL3IpCtrlIpSubnetMask(4)
	

	
	
	
	swL3IpCtrlVlanName(5)
	

	
	
	
	swL3IpCtrlProxyArp(6)
	

	
	
	
	swL3IpCtrlSecondary(7)
	Not support

	
	
	
	swL3IpCtrlMode(8)
	

	
	
	
	swL3IpCtrlAdminState(9)
	

	
	
	
	swL3IpCtrlIpv4AdminState (10)
	

	
	
	
	swL3IpCtrlIpv6AdminState (11)
	

	
	
	
	swL3IpCtrlIpv6LinkLocalAddress (14)
	

	
	
	
	swL3IpCtrlIpv6LinkLocalPrefixLen (15)
	

	
	
	
	swL3IpCtrlState (16)
	

	
	
	
	swL3IpCtrlIpv6LinkLocalAutoState (17)
	

	
	
	
	swL3IpCtrlProxyArpLocalState (18)
	

	
	
	
	swL3IpCtrlIpMtu (19)
	Not support

	
	
	
	swL3IpCtrlDhcpv6ClientState (20)
	

	
	
	
	swL3IpCtrlIpDhcpOption12State(22)
	

	
	
	
	swL3IpCtrlIpDhcpOption12HostName(23)
	

	
	
	swL3Ipv6CtrlTable(4)/swL3Ipv6CtrlEntry(1)
	

	
	
	
	swL3Ipv6CtrlInterfaceName(1)
	

	
	
	
	swL3Ipv6CtrlMaxReassmblySize(2)
	Not support

	
	
	
	swL3Ipv6CtrlNsRetransTimer(3)
	

	
	
	
	swL3Ipv6CtrlRaState(5)
	Not support

	
	
	
	swL3Ipv6CtrlRaMinRtrAdvInterval(6)
	Not support

	
	
	
	swL3Ipv6CtrlRaMaxRtrAdvInterval(7)
	Not support

	
	
	
	swL3Ipv6CtrlRaLifeTime(8)
	Not support

	
	
	
	swL3Ipv6CtrlRaReachableTime(9)
	Not support

	
	
	
	swL3Ipv6CtrlRaRetransTime(10)
	Not support

	
	
	
	swL3Ipv6CtrlRaHopLimit(11)
	Not support

	
	
	
	swL3Ipv6CtrlRaManagedFlag(12)
	Not support

	
	
	
	swL3Ipv6CtrlRaOtherConfigFlag(13)
	Not support

	
	
	swL3Ipv6AddressCtrlTable(5)/swL3Ipv6AddressCtrlEntry(1)
	

	
	
	
	swL3Ipv6AddressCtrlInterfaceName(1)
	

	
	
	
	swL3Ipv6Address(2)
	

	
	
	
	swL3Ipv6AddressCtrlPrefixLen(3)
	

	
	
	
	swL3Ipv6AddressCtrlPreferredLifeTime(4)
	

	
	
	
	swL3Ipv6AddressCtrlValidLifeTime(5)
	Not support

	
	
	
	swL3Ipv6AddressCtrlOnLinkFlag(6)
	Not support

	
	
	
	swL3Ipv6AddressCtrlAutonomousFlag(7)
	Not support

	
	
	
	swL3Ipv6AddressCtrlState(8)
	

	
	
	swL3IpCtrlAllIpIfState(7)
	

	
	swL3IpFdbMgmt(2)
	

	
	
	swL3IpFdbInfoTable(1)/swL3IpFdbInfoEntry(1)
	

	
	
	
	swL3IpFdbInfoIpAddr(1)
	

	
	
	
	swL3IpFdbInfoIpSubnetMask(2)
	Not support

	
	
	
	swL3IpFdbInfoPort(3)
	

	
	
	
	swL3IpFdbInfoType(4)
	

	
	swL3IpArpAgingTime(4)
	

	
	swL3IpStaticRouteTable(5)/swL3IpStaticRouteEntry(1)
	

	
	
	swL3IpStaticRouteDest(1)
	

	
	
	swL3IpStaticRouteMask(2)
	

	
	
	swL3IpStaticRouteBkupState(3)
	

	
	
	swL3IpStaticRouteNextHop(4)
	

	
	
	swL3IpStaticRouteMetric(5)
	

	
	
	swL3IpStaticRouteStatus(6)
	

	
	
	swL3IpStaticRouteWeight(7)
	

	
	
	swL3IpStaticRouteInterfaceName(8)
	

	
	
	swL3IpStaticRouteCost(9)
	

	
	swL3IpMcastMgmy(6)
	Not support

	
	
	swL3IpMcastStaticRouteTable(6)/swL3IpMcastStaticRouteEntry(1)
	

	
	
	
	swL3IpMcastStaticRouteIpmrouteAddr(1)
	

	
	
	
	swL3IpMcastStaticRouteIpmrouteMask(2)
	

	
	
	
	swL3IpMcastStaticRouteRpfAddr

(3)
	

	
	
	
	swL3IpMcastStaticRouteRowStatus(4)
	

	swL3RelayMgmt(3)
	

	
	swL3RelayDhcpMgmt(1)
	No support

	
	
	swL3RelayDhcpState(1)
	

	
	
	swL3RelayDhcpHopCount(2)
	

	
	
	swL3RelayDhcpTimeThreshold(3)
	

	
	
	swL3RelayDhcpCtrlTable(4)/swL3RelayDhcpCtrlEntry
	

	
	
	
	swL3RelayDhcpCtrlInterfaceName(1)
	

	
	
	
	swL3RelayDhcpCtrlServer(2)
	

	
	
	
	swL3RelayDhcpCtrlState(3)
	

	
	
	swL3RelayDhcpOption82State(5)
	

	
	
	swL3RelayDhcpOption82ChceckState(6)
	

	
	
	swL3RelayDhcpOption82Policy(7)
	

	
	swL3RelayDnsMgmt(2)
	

	
	
	swL3RelayDnsState(1)
	

	
	
	swL3RelayDnsPrimaryServer(2)
	

	
	
	swL3RelayDnsSecondaryServer(3)
	

	
	
	swL3RelayDnsCacheState(4)
	

	
	
	swL3RelayDnsStaticTableState(5)
	

	
	
	swL3RelayDnsCtrlTable(6)/swL3RelayDnsCtrlEntry(1)
	

	
	
	
	swL3RelayDnsCtrlDomainName(1)
	

	
	
	
	swL3RelayDnsCtrlIpAddr(2)
	

	
	
	
	swL3RelayDnsCtrlState(3)
	

	
	swL3DHCPv6RelayMgmt(3)
	

	
	
	swL3Dhcpv6RelayHopCount(1)
	

	
	
	swL3Dhcpv6RelayInfoTable (2)/

swL3Dhcpv6RelayInfoEntry(1)
	

	
	
	
	swL3Dhcpv6RelayCtrlInterfaceName(1)
	

	
	
	
	swL3Dhcpv6RelayCtrlState(2)
	

	
	
	swL3Dhcpv6RelayCtrlTable(3)/

swL3Dhcpv6RelayCtrlEntry(1)
	

	
	
	
	swL3Dhcpv6RelayInfoInterfaceName(1)
	

	
	
	
	swL3Dhcpv6RelayInfoServerAddress(2)
	

	
	
	
	swL3Dhcpv6RelayInfoServerInterfaceName(3)
	

	
	
	
	swL3Dhcpv6RelayInfoRowStatus(4)
	

	swL3Md5Table(4)/swL3Md5Entry(1)
	Not support

	
	swL3Md5KeyId(1)
	

	
	swL3Md5Key(2)
	

	
	swL3Md5RowStatus(3)
	

	swL3RouteRedistriTable(5)/swL3RouteRedistriEntry(1)
	Not support

	
	swL3RouteRedistriSrcProtocol(1)
	

	
	swL3RouteRedistriDstProtocol(2)
	

	
	swL3RouteRedistriType(3)
	

	
	swL3RouteRedistriMetric(4)
	If swL3RouteRedistriDstProtocol=rip, the range is 0-16

	
	swL3RouteRedistriRowStatus(5)
	

	swL3OspfHostTable(6)/swL3OspfHostEntry(1)
	Not support

	
	swL3OspfHostIpAddress(1)
	

	
	swL3OspfHostTOS(2)
	

	
	swL3OspfHostMetric(3)
	

	
	swL3OspfHostAreaID(4)
	

	
	swL3OspfHostStatus(5)
	

	swL3ospfVirtIfTable(7)/swL3ospfVirtIfEntry(1)
	Not support

	
	swL3ospfVirtIfAreaId(1)
	

	
	swL3ospfVirtIfNeighbor(2)
	

	
	swL3ospfVirtIfTransitDelay(3)
	

	
	swL3ospfVirtIfRetransInterval(4)
	

	
	swL3ospfVirtIfHelloInterval(5)
	

	
	swL3ospfVirtIfRtrDeadInterval(6)
	

	
	swL3ospfVirtIfState(7)
	

	
	swL3ospfVirtIfEvents(8)
	

	
	swL3ospfVirtIfAuthType(9)
	

	
	swL3ospfVirtIfAuthKey(10)
	

	
	swL3ospfVirtIfAuthKeyID(11)
	

	
	swL3ospfVirtIfStatus(12)
	

	swL3ospfIfTable(8)/swL3ospfIfEntry(1)
	Not support

	
	swL3ospfIfIpAddress(1)
	

	
	swL3ospfAddressLessIf(2)
	

	
	swL3ospfIfAreaId(3)
	

	
	swL3ospfIfType(4)
	

	
	swL3ospfIfAdminStat(5)
	

	
	swL3ospfIfRtrPriority(6)
	

	
	swL3ospfIfTransitDelay(7)
	

	
	swL3ospfIfRetransInterval(8)
	

	
	swL3ospfIfHelloInterval(9)
	

	
	swL3ospfIfRtrDeadInterval(10)
	

	
	swL3ospfIfPollInterval(11)
	

	
	swL3ospfIfState(12)
	

	
	swL3ospfIfDesignatedRouter(13)
	

	
	swL3ospfIfBackupDesignatedRouter(14)
	

	
	swL3ospfIfEvents(15)
	

	
	swL3ospfIfMulticastForwarding(16)
	

	
	swL3ospfIfDemand(17)
	

	
	swL3ospfIfAuthType(18)
	

	
	swL3ospfIfAuthKey(19)
	

	
	swL3ospfIfAuthKeyID(20)
	

	
	swL3ospfIfPassiveMode(21)
	

	
	swL3ospfIfStatus(22)
	

	
	swL3ospfIfMetric(23)
	

	swL3RoutePreference(9)
	Not support

	
	swL3RoutePreferenceRIP(1)
	

	
	swL3RoutePreferenceOSPFIntra(2)
	

	
	swL3RoutePreferenceStatic(3)
	

	
	swL3RoutePreferenceLocal(4)
	

	
	swL3RoutePreferenceOSPFInter(5)
	

	
	swL3RoutePreferenceOSPFExtT1(6)
	

	
	swL3RoutePreferenceOSPFExtT2(7)
	

	swL3ospfAreaTable(10)/ swL3ospfAreaEntry(1)
	

	
	swL3ospfAreaId(1)
	

	
	swL3ospfAreaType(2)
	

	
	swL3ospfAreaSummaryState(3)
	

	
	swL3ospfAreaMetric(4)
	

	
	swL3ospfAreaTranslateState(5)
	

	
	swL3ospfAreaStatus(6)
	

	swL3dvmrpInterfaceTable(12)/ swL3dvmrpInterfaceEntry
	Not support

	
	swL3dvmrpInterfaceIfIndex(1)
	

	
	swL3dvmrpInterfaceLocalAddress(2)
	

	
	swL3dvmrpInterfaceMetric(3)
	

	
	swL3dvmrpInterfaceProbe(4)
	

	
	swL3dvmrpInterfaceNbrTimeout(5)
	

	
	swL3dvmrpInterfaceStatus(6)
	

	
	swL3dvmrpInterfaceRcvBadPkts(7)
	

	
	swL3dvmrpInterfaceRcvBadRoutes(8)
	

	swL3OspfLsdbMgmt(13)
	Not support

	
	swL3OspfInternalLsdbTable(1)/swL3OspfInternalLsdbEntry(1)
	

	
	
	swL3OspfInternalLsdbAreaId(1)
	

	
	
	swL3OspfInternalLsdbType(2)
	

	
	
	swL3OspfInternalLsdbLsid(3)
	

	
	
	swL3OspfInternalLsdbRouterId(4)
	

	
	
	swL3OspfInternalLsdbMetric(5)
	

	
	
	swL3OspfInternalLsdbSequenceNo(6)
	

	
	
	swL3OspfInternalLsdbAge(7)
	

	
	
	swL3OspfInternalLsdbChecksum(8)
	

	
	swL3OspfExternalLsdbTable(2)/swL3OspfExternalLsdbEntry(1)
	

	
	
	swL3OspfExternalLsdbType(1)
	

	
	
	swL3OspfExternalLsdbLsid(2)
	

	
	
	swL3OspfExternalLsdbRouterId(3)
	

	
	
	swL3OspfExternalLsdbMetric(4)
	

	
	
	swL3OspfExternalLsdbMetricType(5)
	

	
	
	swL3OspfExternalLsdbSequenceNo(6)
	

	
	
	swL3OspfExternalLsdbAge(7)
	

	
	
	swL3OspfExternalLsdbChecksum(8)
	

	
	
	swL3OspfExternalLsdbForwardingAddress(9)
	

	
	
	swL3OspfExternalLsdbRouteTag(10)
	

	swL3VrrpOperMgmt(14)
	Not support

	
	swL3vrrpOperTable(1)/swL3VrrpOperEntry(1)
	

	
	
	swL3VrrpOperIfIndex(1)
	

	
	
	swL3VrrpOperVrId(2)
	

	
	
	swL3VrrpOperVirtualMacAddr(3)
	

	
	
	swL3VrrpOperState(4)
	

	
	
	swL3VrrpOperAdminState(5)
	

	
	
	swL3VrrpOperPriority(6)
	

	
	
	swL3VrrpOperMasterIpAddr(7)
	

	
	
	swL3VrrpOperCriticalIpAddr(8)
	

	
	
	swL3VrrpOperCheckCriticalIpState(9)
	

	
	
	swL3VrrpOperAuthType(10)
	

	
	
	swL3VrrpOperAuthKey(11)
	

	
	
	swL3VrrpOperAdvertisementInterval(12)
	

	
	
	swL3VrrpOperPreemptMode(13)
	

	
	
	swL3VrrpOperVirtualRouterUpTime(14)
	

	
	
	swL3VrrpOperVirtualIpAddr(15)
	

	
	
	swL3VrrpOperRowStatus(16)
	? check the position in mib file

	swL3OspfECMPMgmt(15)
	Not support

	
	swL3OspfECMPIpDestination(1)
	

	
	swL3OspfECMPIpSource(2)
	

	
	swL3OspfECMPCrcLow(3)
	

	
	swL3OspfECMPCrcHigh(4)
	

	
	swL3OspfECMPTCPorUDPport(5)
	

	
	swL3OspfECMPState(6)
	

	swL3LocalRouteMgmt(16)
	

	
	swL3LocalRouteIPv4GlobalState(1)
	

	
	swL3LocalRouteIPv6GlobalState(2)
	


DHCP-RELAY-MGMT-MIB
The OID is 1.3.6.1.4.1.171.12.42
	swDHCPRelayMIB
	

	
	swDHCPRelayCtrl(1)
	

	
	
	swDHCPRelayState (1)
	

	
	
	swDHCPRelayHopCount (2)
	

	
	
	swDHCPRelayTimeThreshold (3)
	

	
	swDHCPRelayInfo(2)
	

	
	swDHCPRelayMgmt(3)
	

	
	
	swDHCPRelayCtrlTable (1)/

swDHCPRelayCtrlEntry (1)
	

	
	
	
	swDHCPRelayCtrlInterfaceName (1)
	

	
	
	
	swDHCPRelayCtrlServer (2)
	

	
	
	
	swDHCPRelayCtrlRowStatus (3)
	

	
	
	swDHCPRelayOption82(2)
	

	
	
	
	swDHCPRelayOption82State (1)
	

	
	
	
	swDHCPRelayOption82CheckState (2)
	

	
	
	
	swDHCPRelayOption82Policy(3)
	

	
	
	
	swDHCPRelayOption82RemoteIDType (4)
	

	
	
	
	swDHCPRelayOption82RemoteID (5)
	

	
	
	swDHCPRelayOption60(3)
	

	
	
	
	swDHCPRelayOption60State (1)
	

	
	
	
	swDHCPRelayOption60DefMode (2)
	

	
	
	
	swDHCPRelayOption60DefTable (3)/ swDHCPRelayOption60DefEntry(3)
	

	
	
	
	
	swDHCPRelayOption60DefReplyIp(1)
	

	
	
	
	
	swDHCPRelayOption60DefRowStatus(2)
	

	
	
	
	swDHCPRelayOption60Table(4)/ swDHCPRelayOption60Entry(4)
	

	
	
	
	
	swDHCPRelayOption60String(1)
	

	
	
	
	
	swDHCPRelayOption60ReplyIp(2)
	

	
	
	
	
	swDHCPRelayOption60MatchType(3)
	

	
	
	
	
	swDHCPRelayOption60RowStatus(4)
	

	
	
	swDHCPRelayOption61(4)
	

	
	
	
	swDHCPRelayOption61State(1)
	

	
	
	
	swDHCPRelayOption61DefMode(2)
	

	
	
	
	swDHCPRelayOption61DefReplyIp(3)
	

	
	
	
	swDHCPRelayOption61Table(4)/ swDHCPRelayOption61Entry(4)
	

	
	
	
	
	swDHCPRelayOption61ClientType(1)
	

	
	
	
	
	swDHCPRelayOption61ClientID(2)
	

	
	
	
	
	swDHCPRelayOption61Mode(3)
	

	
	
	
	
	swDHCPRelayOption61ReplyIp(4)
	

	
	
	
	
	swDHCPRelayOption61RowStatus(5)
	

	
	
	swDHCPRelayVlanCtrlTable(5)
	

	
	
	
	swDHCPRelayVlanCtrlEntry(1)
	

	
	
	
	
	swDHCPRelayVlanCtrlServer(1)
	

	
	
	
	
	swDHCPRelayVlanCtrlVlanRangeList1to64(2)
	

	
	
	
	
	swDHCPRelayVlanCtrlVlanRangeList65to128(3)
	

	
	
	
	
	swDHCPRelayVlanCtrlVlanRangeList129to192(4)
	

	
	
	
	
	swDHCPRelayVlanCtrlVlanRangeList193to256(5)
	

	
	
	
	
	swDHCPRelayVlanCtrlVlanRangeList257to320(6)
	

	
	
	
	
	swDHCPRelayVlanCtrlVlanRangeList321to384(7)
	

	
	
	
	
	swDHCPRelayVlanCtrlVlanRangeList385to448(8)
	

	
	
	
	
	swDHCPRelayVlanCtrlVlanRangeList449to512(9)
	

	
	
	
	
	swDHCPRelayVlanCtrlRowStatus(10)
	

	
	swDHCPLocalRelayMgmt(4)
	not support

	
	
	swDHCPLocalRelayGlobalState(1)
	

	
	
	swDHCPLocalRelayVlanTable(2)/

swDHCPLocalRelayVlanEntry(1)
	

	
	
	
	swDHCPLocalRelayVlanID(1)
	

	
	
	
	swDHCPLocalRelayState(2)
	


DHCP Server-MIB

The OID is1.3.6.1.4.171.12.38

	MIB
	Comment

	swDHCPServerCtrl (1)
	

	
	swDHCPServerState (1)
	

	
	swDHCPServerPingPktNumber (2)
	

	
	swDHCPServerPingTimeOut(3)
	

	swDHCPServerInfo (2)
	

	swDHCPServerMgmt(3)
	

	
	swDHCPServerExcludedAddressTable (1)/ swDHCPServerExcludedAddressEntry
	

	
	
	swDHCPServerExcludedAddressBegin (1)
	

	
	
	swDHCPServerExcludedAddressEnd (2)
	

	
	
	swDHCPServerExcludedAddressStatus (3)
	

	
	swDHCPServerPoolMgmt(2)
	

	
	
	swDHCPServerPoolTable(1)/ swDHCPServerPoolEntry
	

	
	
	
	swDHCPServerPoolName(1)
	

	
	
	
	swDHCPServerPoolNetworkAddress(2)
	

	
	
	
	swDHCPServerPoolNetworkAddressMask(3)
	

	
	
	
	swDHCPServerPoolDomainName(4)
	

	
	
	
	swDHCPServerPoolNetBIOSNodeType(5)
	

	
	
	
	swDHCPServerPoolLeaseState(6)
	

	
	
	
	swDHCPServerPoolLeaseDay(7)
	

	
	
	
	swDHCPServerPoolLeaseHour(8)
	

	
	
	
	swDHCPServerPoolLeaseMinute(9)
	

	
	
	
	swDHCPServerPoolBootFile(10)
	

	
	
	
	swDHCPServerPoolNextServer(11)
	

	
	
	
	swDHCPServerPoolStatus(12)
	

	
	
	swDHCPServerDNSServerAddressTable(2)/ swDHCPServerDNSServerAddressEntry
	

	
	
	
	swDHCPServerDNSServerPoolName(1)
	

	
	
	
	swDHCPServerDNSServerAddressIndex(2)
	

	
	
	
	swDHCPServerDNSServerAddress(3)
	

	
	
	
	swDHCPServerDNSServerAddressStatus(4)
	

	
	
	swDHCPServerNetBIOSNameServerTable(3)/ swDHCPServerNetBIOSNameServerEntry
	

	
	
	
	swDHCPServerNetBIOSNameServerPoolName(1)
	

	
	
	
	swDHCPServerNetBIOSNameServerIndex(2)
	

	
	
	
	swDHCPServerNetBIOSNameServer(3)
	

	
	
	
	swDHCPServerNetBIOSNameServerStatus(4)
	

	
	
	swDHCPServerDefaultRouterTable(4)/ swDHCPServerDefaultRouterEntry
	

	
	
	
	swDHCPServerDefaultRouterPoolName(1)
	

	
	
	
	swDHCPServerDefaultRouterIndex(2)
	

	
	
	
	swDHCPServerDefaultRouter(3)
	

	
	
	
	swDHCPServerDefaultRouterStatus(4)
	

	
	swDHCPServerManualBindingTable(3)/ swDHCPServerManualBindingEntry
	

	
	
	swDHCPServerManualBindingPoolName(1)
	

	
	
	swDHCPServerManualBindingIpAddress(2)
	

	
	
	swDHCPServerManualBindingHardwareAddress(3)
	

	
	
	swDHCPServerManualBindingType(4)
	

	
	
	swDHCPServerManualBindingStatus(5)
	

	
	swDHCPServerBindingTable(4)/ swDHCPServerBindingEntry
	

	
	
	swDHCPServerBindingPoolName(1)
	

	
	
	swDHCPServerBindingIpAddress(2)
	

	
	
	swDHCPServerBindingHardwareAddress(3)
	

	
	
	swDHCPServerBindingType(4)
	

	
	
	swDHCPServerBindingStatus(5)
	

	
	
	swDHCPServerBindingLifeTime(6)
	

	
	
	swDHCPServerBindingClearState(7)
	

	
	swDHCPServerConflictIPTable(5)/

swDHCPServerConflictIPEntry
	

	
	
	swDHCPServerConflictIPIPAddress(1)
	

	
	
	swDHCPServerConflictIPDetectionMethod(2)
	

	
	
	swDHCPServerConflictIPDetectionTime(3)
	

	
	
	swDHCPServerConflictIPClearState(4)
	


Link Aggregation MIB

The OID is iso(1) member-body(2) us(840) 802dot3(10006) snmpmibs(300) linkagg(43)
Link Aggregation module for managing IEEE 802.3ad
	MIB
	Comment

	LagMIBObjects (1)
	

	
	dot3adAgg (1)
	

	
	
	dot3adAggTable (1) / dot3adAggEntry
	

	
	
	
	dot3adAggIndex (1)
	

	
	
	
	dot3adAggMACAddress (2)
	

	
	
	
	dot3adAggActorSystemPriority (3)
	Only support  Read-only

	
	
	
	dot3adAggActorSystemID (4)
	

	
	
	
	dot3adAggAggregateOrIndividual (5)
	

	
	
	
	dot3adAggActorAdminKey (6)
	

	
	
	
	dot3adAggActorOperKey (7)
	

	
	
	
	dot3adAggPartnerSystemID (8)
	

	
	
	
	dot3adAggPartnerSystemPriority (9)
	

	
	
	
	dot3adAggPartnerOperKey (10)
	

	
	
	
	dot3adAggCollectorMaxDelay (11)
	Only support read-only

	
	
	dot3adAggPortListTable(2)/ dot3adAggPortListEntry
	

	
	
	
	dot3adAggPortListPorts (1)
	

	
	dot3adAggPort (2)
	

	
	
	dot3adAggPortTable(1)/ dot3adAggPortEntry
	

	
	
	
	dot3adAggPortIndex (1)
	

	
	
	
	dot3adAggPortActorSystemPriority (2)
	Read-only

	
	
	
	dot3adAggPortActorSystemID (3)
	

	
	
	
	dot3adAggPortActorAdminKey (4)
	

	
	
	
	dot3adAggPortActorOperKey (5)
	

	
	
	
	dot3adAggPortPartnerAdminSystemPriority (6)
	Read-only

	
	
	
	dot3adAggPortPartnerOperSystemPriority (7)
	

	
	
	
	dot3adAggPortPartnerAdminSystemID (8)
	Read-only

	
	
	
	dot3adAggPortPartnerOperSystemID (9)
	

	
	
	
	dot3adAggPortPartnerAdminKey (10)
	Read-only

	
	
	
	dot3adAggPortPartnerOperKey (11)
	

	
	
	
	dot3adAggPortSelectedAggID (12)
	

	
	
	
	dot3adAggPortAttachedAggID (13)
	


	
	
	
	dot3adAggPortActorPort (14)
	

	
	
	
	dot3adAggPortActorPortPriority (15)
	Read-only

	
	
	
	dot3adAggPortPartnerAdminPort (16)
	Read-only

	
	
	
	dot3adAggPortPartnerOperPort (17)
	

	
	
	
	dot3adAggPortPartnerAdminPortPriority (18)
	Read-only

	
	
	
	dot3adAggPortPartnerOperPortPriority (19)
	

	
	
	
	dot3adAggPortActorAdminState (20)
	Read-only

	
	
	
	dot3adAggPortActorOperState (21)
	

	
	
	
	dot3adAggPortPartnerAdminState (22)
	Read-only

	
	
	
	dot3adAggPortPartnerOperState (23)
	

	
	
	
	dot3adAggPortAggregateOrIndividual (24)
	

	
	
	dot3adAggPortStatsTable(2)/ dot3adAggPortStatsEntry
	No support the table

	
	
	
	dot3adAggPortStatsLACPDUsRx (1)
	

	
	
	
	dot3adAggPortStatsMarkerPDUsRx (2)
	

	
	
	
	dot3adAggPortStatsMarkerResponsePDUsRx (3)
	

	
	
	
	dot3adAggPortStatsUnknownRx (4)
	

	
	
	
	dot3adAggPortStatsIllegalRx (5)
	

	
	
	
	dot3adAggPortStatsLACPDUsTx (6)
	

	
	
	
	dot3adAggPortStatsMarkerPDUsTx (7)
	

	
	
	
	dot3adAggPortStatsMarkerResponsePDUsTx (8)
	

	
	
	dot3adAggPortDebugTable(3)/ dot3adAggPortDebugEntry
	No support the table

	
	
	
	dot3adAggPortDebugRxState (1)
	

	
	
	
	dot3adAggPortDebugLastRxTime (2)
	

	
	
	
	dot3adAggPortDebugMuxState (3)
	

	
	
	
	dot3adAggPortDebugMuxReason (4)
	

	
	
	
	dot3adAggPortDebugActorChurnState (5)
	

	
	
	
	dot3adAggPortDebugPartnerChurnState (6)
	

	
	
	
	dot3adAggPortDebugActorChurnCount (7)
	


	
	
	
	dot3adAggPortDebugPartnerChurnCount (8)
	

	
	
	
	dot3adAggPortDebugActorSyncTransitionCount (9)
	

	
	
	
	dot3adAggPortDebugPartnerSyncTransitionCount (10)
	

	
	
	
	dot3adAggPortDebugActorChangeCount (11)
	

	
	
	
	dot3adAggPortDebugPartnerChangeCount (12)
	

	
	dot3adTablesLastChanged (3)
	No support the entry


MBA MIB

The OID is dlink-common-mgmt(12).35

	swMBAMIB
	

	
	swMBACtrl (1)
	

	
	
	swMacBasedAuthState (1)
	

	
	
	swMacBasedAuthMethod (2)
	

	
	
	swMacBasedAuthPWD(3)
	

	
	
	swMacBasedAuthVlanName (4)
	

	
	
	swMacBasedAuthMemberPorts (5)
	

	
	
	swMacBasedAuthVlanNameDelState (6)
	

	
	
	swMacBasedAuthClearAllAction (7)
	

	
	
	swMacBasedAuthMaxUser(8)
	

	
	
	swMacBasedAuthFailOver(9)
	Not support

	
	
	swMacBasedAuthRadiusAuthorization(10)
	

	
	
	swMacBasedAuthLocalAuthorization(11)
	

	
	
	swMacBasedAuthTrapState(12)
	

	
	
	swMacBasedAuthLogState(13)
	

	
	swMBAInfo (2)
	

	
	
	swMacBasedAuthPortInfoTable (2)/ swMacBasedAuthPortInfoEntry
	

	
	
	
	swMacBasedAuthInfoPortIndex (1)
	

	
	
	
	swMacBasedAuthInfoMacIndex(2)
	

	
	
	
	swMacBasedAuthInfoStatus (3)
	

	
	
	
	swMacBasedAuthInfoAssignVLANName (4)
	

	
	
	
	swMacBasedAuthClearMacAction (5)
	

	
	
	
	swMacBasedAuthInfoPriority(6)
	

	
	
	
	swMacBasedAuthInfoAgingTime(7)
	

	
	
	
	swMacBasedAuthInfoBlockTime(8)
	

	
	
	
	swMacBasedAuthInfoAssignVID(2)/ swMacBasedAuthStateEntry
	

	
	
	
	swMacBasedAuthStatePort(1)
	

	
	
	
	swMacBasedAuthStateOriginalVID(2)
	

	
	
	
	swMacBasedAuthStateMacAddr(3)
	

	
	
	
	swMacBasedAuthStateAuthStatus(4)
	

	
	
	
	swMacBasedAuthStateAssignVID(5)
	

	
	
	
	swMacBasedAuthStateAssignPriority(6)
	

	
	
	
	swMacBasedAuthStateRemainTime(7)
	

	
	
	
	swMacBasedAuthStateDelAction(8)
	

	
	swMBAPortMgmt (3)
	

	
	
	swMacBasedAuthPortTable(1)/ swMacBasedAuthPortEntry (1)
	

	
	
	
	swMacBasedAuthPortIndex (1)
	

	
	
	
	swMacBasedAuthPortState (2)
	

	
	
	
	swMacBasedAuthPortMode (3)
	

	
	
	
	swMacBasedAuthPortAgingTime (4)
	

	
	
	
	swMacBasedAuthPortBlockTime (5)
	

	
	
	
	swMacBasedAuthClearPortAction (6)
	

	
	
	
	swMacBasedAuthPortMaxUser(7)
	

	
	
	swMBAMgmt(4)
	

	
	
	swMacBasedAuthDatabaseTable(1)/ swMacBasedAuthDatabaseEntry (1)
	

	
	
	
	swMacBasedAuthDatabaseMacIndex (1)
	

	
	
	
	swMacBasedAuthDatabaseVlanName (2)
	Not support


	
	
	
	swMacBasedAuthDatabaseStatus (3)
	

	
	
	
	swMacBasedAuthDatabaseVID(4)
	

	
	SwMBATrap(11)
	

	
	
	SwMBANotify(1)
	

	
	
	
	SwMBANotifyBidings(1)
	

	
	
	
	
	SwMacBasedAuthVID(1)
	Not support


Multi Spanning Tree MIB (MSTP-MIB)
The mib OID is dlink-common-mgmt.15

	MIB
	comment

	swMSTPMIB
	

	
	swMSTPGblMgmt(1)
	

	
	
	swMSTPStpAdminState(1)
	

	
	
	swMSTPStpVersion(2)
	

	
	
	swMSTPStpMaxAge(3)
	

	
	
	swMSTPStpHelloTime(4)
	

	
	
	swMSTPStpForwardDelay(5)
	

	
	
	swMSTPStpMaxHops(6)
	

	
	
	swMSTPStpTxHoldCount(7)
	

	
	
	swMSTPStpForwardBPDU(8)
	

	
	
	swMSTPStpLBD(9)
	No support

	
	
	swMSTPStpLBDRecoverTime(10)
	No support

	
	
	swMSTPNniBPDUAddress (11)
	

	
	swMSTPCtrl(2)
	

	
	
	swMSTPName(1)
	

	
	
	swMSTPRevisionLevel(2)
	

	
	
	swMSTPInstanceCtrlTable(3)/ swMSTPInstanceCtrlEntry
	

	
	
	
	swMSTPInstId(1)
	

	
	
	
	swMSTPInstVlanRangeList1to64(2)
	

	
	
	
	swMSTPInstVlanRangeList65to128(3)
	

	
	
	
	swMSTPInstVlanRangeList129to192(4)
	

	
	
	
	swMSTPInstVlanRangeList193to256(5) (5)
	

	
	
	
	swMSTPInstVlanRangeList257to320(6)
	

	
	
	
	swMSTPInstVlanRangeList321to384(7)
	

	
	
	
	swMSTPInstVlanRangeList385to448(8)
	

	
	
	
	swMSTPInstVlanRangeList449to512(9)
	

	
	
	
	swMSTPInstType(10)
	

	
	
	
	swMSTPInstStatus(11)
	

	
	
	
	swMSTPInstPriority(12)
	

	
	
	
	swMSTPInstDesignatedRootBridge(13)
	

	
	
	
	swMSTPInstExternalRootCost(14)
	

	
	
	
	swMSTPInstRegionalRootBridge(15)
	

	
	
	
	swMSTPInstInternalRootCost(16)
	

	
	
	
	swMSTPInstDesignatedBridge(17)
	

	
	
	
	swMSTPInstRootPort(18)
	

	
	
	
	swMSTPInstMaxAge(19)
	

	
	
	
	swMSTPInstForwardDelay(20)
	

	
	
	
	swMSTPInstLastTopologyChange(21)
	

	
	
	
	swMSTPInstTopChangesCount(22)
	

	
	
	
	swMSTPInstRemainHops(23)
	

	
	
	
	swMSTPInstRowStatus(24)
	

	
	
	swMSTPPortTable(4)/ swMSTPPortEntry
	

	
	
	
	swMSTPPort(1)
	

	
	
	
	swMSTPPortAdminHelloTime(2)
	

	
	
	
	swMSTPPortOperHelloTime(3)
	

	
	
	
	swMSTPSTPPortEnable(4)
	

	
	
	
	swMSTPPortExternalPathCost(5)
	

	
	
	
	swMSTPPortMigration(6)
	

	
	
	
	swMSTPPortAdminEdgePort(7)
	

	
	
	
	swMSTPPortOperEdgePort(8)
	

	
	
	
	swMSTPPortAdminP2P(9)
	

	
	
	
	swMSTPPortOperP2P(10)
	

	
	
	
	swMSTPPortLBD(11)
	No support

	
	
	
	swMSTPPortBPDUFiltering(12)
	

	
	
	
	swMSTPPortRestrictedRole(13)
	

	
	
	
	SwMSTPPortRestrictedTCN(14)
	

	
	
	
	swMSTPPortOperFilterBpdu
	No support

	
	
	
	swMSTPPortRecoverFilterBpdu
	No support

	
	
	swMSTPMstPortTable(5)/ swMSTPMstPortEntry
	

	
	
	
	swMSTPMstPort(1)
	

	
	
	
	swMSTPMstPortInsID(2)
	

	
	
	
	swMSTPMstPortDesignatedBridge(3)
	

	
	
	
	swMSTPMstPortInternalPathCost(4)
	

	
	
	
	swMSTPMstPortPriority(5)
	

	
	
	
	swMSTPMstPortStatus(6)
	

	
	
	
	swMSTPMstPortRole(7)
	

	
	
	
	
	


MCAST-VLAN-MIB
The OID is 1.3.6.1.4.1.171.12.64
	MIB
	Comment

	swMcastVlanCtrl (1)
	

	
	swISMVlanGlobalState(1)
	

	
	swMSMVlanGlobalState(2)
	

	
	swISMVlanForwardUnmatchedState
	

	
	swMSMVlanForwardUnmatchedState
	

	swMcastVlanInfo (2)
	

	swMcastVlanMgmt (3)
	

	
	swISMVlanTable (1)/

swISMVlanEntry(1)
	

	
	
	swISMVlanID (1)
	

	
	
	swISMVlanName (2)
	

	
	
	swISMVlanSourcePort (3)
	

	
	
	swISMVlanMemberPort (4)
	

	
	
	swISMVlanTagMemberPort (5)
	

	
	
	swISMVlanUntagSourcePort (6)
	

	
	
	swISMVlanState (7)
	

	
	
	swISMVlanRepSourceAddrType (8)
	

	
	
	swISMVlanRepSourceAddr(9)
	

	
	
	swISMVlanRemapPriority(10)
	

	
	
	swISMVlanReplacePriority(11)
	

	
	
	swISMVlanProfileIDList(12)
	

	
	
	swISMVlanRowStatus(13)
	

	
	swISMVlanGroupProfTable (2)/

swISMVlanGroupProfEntry(1)
	

	
	
	swISMVlanGroupProfName (1)
	

	
	
	swISMVlanGroupProfID (2)
	

	
	
	swISMVlanGroupProfStatus(3)
	

	
	swISMVlanGroupProfAddrTable(3)/

swISMVlanGroupProfAddrEntry(1)
	

	
	
	swISMVlanGroupProfAddrType(1)
	

	
	
	swISMVlanGroupProfAddrStart(2)
	

	
	
	swISMVlanGroupProfAddrEnd(3)
	

	
	
	swISMVlanGroupProfAddrStatus(4)
	

	
	swMSMVlanTable (4)/

swMSMVlanEntry(1)
	

	
	
	swMSMVlanID (1)
	

	
	
	swMSMVlanName (2)
	

	
	
	swMSMVlanSourcePort (3)
	

	
	
	swMSMVlanMemberPort (4)
	

	
	
	swMSMVlanTagMemberPort (5)
	

	
	
	swMSMVlanUntagSourcePort (6)
	

	
	
	swMSMVlanState (7)
	

	
	
	swMSMVlanRepSourceAddrType (8)
	

	
	
	swMSMVlanRepSourceAddr(9)
	

	
	
	swMSMVlanRemapPriority(10)
	

	
	
	swMSMVlanReplacePriority(11)
	

	
	
	swMSMVlanProfileIDList(12)
	

	
	
	swMSMVlanRowStatus(13)
	

	
	swMSMVlanGroupProfTable (5)/

swMSMVlanGroupProfEntry(1)
	

	
	
	swMSMVlanGroupProfName (1)
	

	
	
	swMSMVlanGroupProfID (2)
	

	
	
	swMSMVlanGroupProfStatus(3)
	

	
	swMSMVlanGroupProfAddrTable(6)/

swMSMVlanGroupProfAddrEntry(1)
	

	
	
	swMSMVlanGroupProfAddrType(1)
	

	
	
	swMSMVlanGroupProfAddrStart(2)
	

	
	
	swMSMVlanGroupProfAddrEnd(3)
	

	
	
	swMSMVlanGroupProfAddrStatus(4)
	


MCAST-FILTER-MIB
The OID is 1.3.6.1.4.1.171.12.53
	MIB
	Comment

	swMcastFilterProfileInfoTable (1)/

swMcastFilterProfileInfoEntry(1)
	

	
	swMcastFilterProfileInfoIndex (1)
	

	
	swMcastFilterProfileInfoDescription (2)
	

	
	swMcastFilterProfileInfoRowStatus(3)
	

	swMcastFilterProfileCtrlTable (2)/

swMcastFilterProfileCtrlEntry(1)
	

	
	swMcastFilterProfileCtrlProfileIndex (1)
	

	
	swMcastFilterProfileCtrlStartAddress(2)
	

	
	swMcastFilterProfileCtrlEndAddress(3)
	

	
	swMcastFilterProfileCtrlRowStatus(4)
	

	swMcastFilterPortGroupTable (3)/

swMcastFilterPortGroupEntry (1)
	

	
	swMcastFilterPortGroupPortIndex (1)
	

	
	swMcastFilterPortGroupProfileId (2)
	

	
	swMcastFilterPortGroupRowStatus (3)
	

	swMcastFilterPortAccessTable (4)/

swMcastFilterPortAccessEntry (1)
	

	
	swMcastFilterPortAccessPortIndex (1)
	

	
	swMcastFilterPortAccessState (2)
	

	swMcastFilterPortMaxGroupTable (5)/

swMcastFilterPortMaxGroupEntry (1)
	

	
	swMcastFilterPortMaxGroupPortIndex (1)
	

	
	swMcastFilterPortMaxGroup (2)
	

	
	swMcastFilterPortCurrentCount (3)
	

	
	swMcastFilterPortMaxGroupAction(4)
	

	swMcastFilterVLANGroupTable (6)/

swMcastFilterVLANGroupEntry (1)
	

	
	swMcastFilterVLANGroupVLANIndex (1)
	

	
	swMcastFilterVLANGroupProfileId (2)
	

	
	swMcastFilterVLANGroupRowStatus (3)
	

	swMcastFilterVLANAccessTable (7)/

swMcastFilterVLANAccessEntry (1)
	

	
	swMcastFilterVLANAccessVLANIndex (1)
	

	
	swMcastFilterVLANAccessState (2)
	

	swMcastFilterVLANMaxGroupTable (8)/

swMcastFilterVLANMaxGroupEntry (1)
	

	
	swMcastFilterVLANMaxGroupVLANIndex (1)
	

	
	swMcastFilterVLANMaxGroup (2)
	

	
	swMcastFilterVLANCurrentCount (3)
	

	
	swMcastFilterVLANMaxGroupAction(4)
	

	swMcastFilterIpv6ProfileInfoTable (20)/

swMcastFilterIpv6ProfileInfoEntry (1)
	No support

	
	swMcastFilterIpv6ProfileInfoIndex (1)
	

	
	swMcastFilterIpv6ProfileInfoDescription (2)
	

	
	swMcastFilterIpv6ProfileInfoRowStatus (3)
	

	swMcastFilterIpv6ProfileCtrlTable (21)/

swMcastFilterIpv6ProfileCtrlEntry (1)
	No support

	
	swMcastFilterIpv6ProfileCtrlProfileIndex (1)
	

	
	swMcastFilterIpv6ProfileCtrlStartAddress (2)
	

	
	swMcastFilterIpv6ProfileCtrlEndAddress (3)
	

	
	swMcastFilterIpv6ProfileCtrlRowStatus (4)
	

	swMcastFilterIpv6PortGroupTable (22)/

swMcastFilterIpv6PortGroupEntry (1)
	No support

	
	swMcastFilterIpv6PortGroupPortIndex (1)
	

	
	swMcastFilterIpv6PortGroupProfileId (2)
	

	
	swMcastFilterIpv6PortGroupRowStatus (3)
	

	swMcastFilterIpv6PortAccessTable (23)/

swMcastFilterIpv6PortAccessEntry (1)
	No support

	
	swMcastFilterIpv6PortAccessPortIndex (1)
	

	
	swMcastFilterIpv6PortAccessState (2)
	

	swMcastFilterIpv6PortMaxGroupTable (24)/

swMcastFilterIpv6PortMaxGroupEntry (1)
	No support

	
	swMcastFilterIpv6PortMaxGroupPortIndex (1)
	

	
	swMcastFilterIpv6PortMaxGroup (2)
	

	
	swMcastFilterIpv6PortCurrentCount (3)
	

	
	swMcastFilterIpv6PortMaxGroupAction(4)
	

	swMcastFilterIpv6VLANGroupTable (25)/

swMcastFilterIpv6VLANGroupEntry (1)
	No support

	
	swMcastFilterIpv6VLANGroupVLANIndex (1)
	

	
	swMcastFilterIpv6VLANGroupProfileId (2)
	

	
	swMcastFilterIpv6VLANGroupRowStatus (3)
	

	swMcastFilterIpv6VLANAccessTable (26)/

swMcastFilterIpv6VLANAccessEntry (1)
	No support

	
	swMcastFilterIpv6VLANAccessVLANIndex (1)
	

	
	swMcastFilterIpv6VLANAccessState (2)
	

	swMcastFilterIpv6VLANMaxGroupTable (27)/

swMcastFilterIpv6VLANMaxGroupEntry (1)
	No support

	
	swMcastFilterIpv6VLANMaxGroupVLANIndex (1)
	

	
	swMcastFilterIpv6VLANMaxGroup (2)
	

	
	swMcastFilterIpv6VLANCurrentCount (3)
	

	
	swMcastFilterIpv6VLANMaxGroupAction(4)
	


MCAST-SNOOPING-MIB
The OID is 1.3.6.1.4.1.171.12.73
	MIB
	Comment

	swMcastSnoopingCtrl (1)
	

	
	swIGMPSnoopingGlobalState (1)
	

	
	swMLDSnoopingGlobalState (2)
	

	
	swIGMPSnoopingMaxDataDrivenLearningCount (3)
	

	
	swMLDSnoopingMaxDataDrivenLearningCount (4)
	

	
	swIGMPSnoopingClearStatisticCounter (5)
	

	
	swMLDSnoopingClearStatisticCounter (6)
	

	swMcastSnoopingInfo (2)
	

	
	swIGMPSnoopingInfo (1)
	

	
	
	swIGMPSnoopingForwardingTable (1)/

swIGMPSnoopingForwardingEntry (1)
	

	
	
	
	swIGMPSnoopingVlanID (1)
	

	
	
	
	swIGMPSnpFwdSrcAddr (2)
	

	
	
	
	swIGMPSnpFwdGrpAddr (3)
	

	
	
	
	swIGMPSnpFwdMemberPorts (4)

	

	
	
	swIGMPSnoopingGroupTable (2)/

swIGMPSnoopingGroupEntry (1)
	

	
	
	
	swIGMPSnpGrpSrcAddr (1)
	

	
	
	
	swIGMPSnpGrpGrpAddr (2)
	

	
	
	
	swIGMPSnpGrpIncludeMemberPorts (3)
	

	
	
	
	swIGMPSnpGrpExcludeMemberPorts (4)

	

	
	
	
	swIGMPSnpGrpRouterPorts (5)
	

	
	
	
	swIGMPSnpGrpUpTime (6)
	

	
	
	
	swIGMPSnpGrpExpiryTime (7)
	

	
	
	swIGMPSnoopingVlanStatisticCounterTable (3)/

swIGMPSnoopingVlanStatisticCounterEntry (1)
	

	
	
	
	swIGMPSnpVlanCounterGrpNumber (5)
	

	
	
	
	swIGMPSnpVlanCounterRxV1Query (10)
	

	
	
	
	swIGMPSnpVlanCounterRxV2Query (15)
	

	
	
	
	swIGMPSnpVlanCounterRxV3Query (20)

	

	
	
	
	swIGMPSnpVlanCounterTotalRxQuery (25)
	

	
	
	
	swIGMPSnpVlanCounterDropRxQueryByRateLimit (30)
	

	
	
	
	swIGMPSnpVlanCounterDropRxQueryByMcastVlan (35)
	

	
	
	
	swIGMPSnpVlanCounterRxV1Report (40)
	

	
	
	
	swIGMPSnpVlanCounterRxV2Report (45)
	

	
	
	
	swIGMPSnpVlanCounterRxV3Report (50)
	

	
	
	
	swIGMPSnpVlanCounterRxV2Leave (55)

	

	
	
	
	swIGMPSnpVlanCounterTotalRxReport (60)
	

	
	
	
	swIGMPSnpVlanCounterDropRxReportByRateLimit (65)
	

	
	
	
	swIGMPSnpVlanCounterDropRxReportByMaxGrpLimit (70)
	

	
	
	
	swIGMPSnpVlanCounterDropRxReportByGrpFilter (75)
	

	
	
	
	swIGMPSnpVlanCounterDropRxReportByMcastVlan (80)
	

	
	
	
	swIGMPSnpVlanCounterTxV1Query (85)
	

	
	
	
	swIGMPSnpVlanCounterTxV2Query (90)
	

	
	
	
	swIGMPSnpVlanCounterTxV3Query (95)
	

	
	
	
	swIGMPSnpVlanCounterTotalTxQuery (100)
	

	
	
	
	swIGMPSnpVlanCounterTxV1Report (105)
	

	
	
	
	swIGMPSnpVlanCounterTxV2Report (110)
	

	
	
	
	swIGMPSnpVlanCounterTxV3Report (115)
	

	
	
	
	swIGMPSnpVlanCounterTxV2Leave (120)
	

	
	
	
	swIGMPSnpVlanCounterTotalTxReport (125)
	

	
	
	swIGMPSnoopingPortStatisticCounterTable (4)/

swIGMPSnoopingPortStatisticCounterEntry (1)
	

	
	
	
	swIGMPSnoopingPortNumber (1)
	

	
	
	
	swIGMPSnpPortCounterGrpNumber (5)
	

	
	
	
	swIGMPSnpPortCounterRxV1Query (10)
	

	
	
	
	swIGMPSnpPortCounterRxV2Query (15)
	

	
	
	
	swIGMPSnpPortCounterRxV3Query (20)

	

	
	
	
	swIGMPSnpPortCounterTotalRxQuery (25)
	

	
	
	
	swIGMPSnpPortCounterDropRxQueryByRateLimit (30)
	

	
	
	
	swIGMPSnpPortCounterDropRxQueryByMcastVlan (35)
	

	
	
	
	swIGMPSnpPortCounterRxV1Report (40)
	

	
	
	
	swIGMPSnpPortCounterRxV2Report (45)
	

	
	
	
	swIGMPSnpPortCounterRxV3Report (50)
	

	
	
	
	swIGMPSnpPortCounterRxV2Leave (55)

	

	
	
	
	swIGMPSnpPortCounterTotalRxReport (60)
	

	
	
	
	swIGMPSnpPortCounterDropRxReportByRateLimit (65)
	

	
	
	
	swIGMPSnpPortCounterDropRxReportByMaxGrpLimit (70)
	

	
	
	
	swIGMPSnpPortCounterDropRxReportByGrpFilter (75)
	

	
	
	
	swIGMPSnpPortCounterDropRxReportByMcastVlan (80)
	

	
	
	
	swIGMPSnpPortCounterTxV1Query (85)
	

	
	
	
	swIGMPSnpPortCounterTxV2Query (90)
	

	
	
	
	swIGMPSnpPortCounterTxV3Query (95)
	

	
	
	
	swIGMPSnpPortCounterTotalTxQuery (100)
	

	
	
	
	swIGMPSnpPortCounterTxV1Report (105)
	

	
	
	
	swIGMPSnpPortCounterTxV2Report (110)
	

	
	
	
	swIGMPSnpPortCounterTxV3Report (115)
	

	
	
	
	swIGMPSnpPortCounterTxV2Leave (120)
	

	
	
	
	swIGMPSnpPortCounterTotalTxReport (125)
	

	
	swMLDSnoopingInfo (2)
	

	
	
	swMLDSnoopingForwardingTable (1)/

swMLDSnoopingForwardingEntry (1)
	

	
	
	
	swMLDSnoopingVlanID (1)
	

	
	
	
	swMLDSnpFwdSrcAddr (2)
	

	
	
	
	swMLDSnpFwdGrpAddr (3)
	

	
	
	
	swMLDSnpFwdMemberPorts (4)

	

	
	
	swMLDSnoopingGroupTable (2)/

swMLDSnoopingGroupEntry (1)
	

	
	
	
	swMLDSnpGrpSrcAddr (1)
	

	
	
	
	swMLDSnpGrpGrpAddr (2)
	

	
	
	
	swMLDSnpGrpIncludeMemberPorts (3)
	

	
	
	
	swMLDSnpGrpExcludeMemberPorts (4)

	

	
	
	
	swMLDSnpGrpRouterPorts (5)
	

	
	
	
	swMLDSnpGrpUpTime (6)
	

	
	
	
	swMLDSnpGrpExpiryTime (7)
	

	
	
	swMLDSnoopingVlanStatisticCounterTable (3)/

swMLDSnoopingVlanStatisticCounterEntry (1)
	

	
	
	
	swMLDSnpVlanCounterGrpNumber (5)
	

	
	
	
	swMLDSnpVlanCounterRxV1Query (10)
	

	
	
	
	swMLDSnpVlanCounterRxV2Query (15)
	

	
	
	
	swMLDSnpVlanCounterTotalRxQuery (20)
	

	
	
	
	swMLDSnpVlanCounterDropRxQueryByRateLimit (25)
	

	
	
	
	swMLDSnpVlanCounterDropRxQueryByMcastVlan (30)
	

	
	
	
	swMLDSnpVlanCounterRxV1Report (35)
	

	
	
	
	swMLDSnpVlanCounterRxV2Report (40)
	

	
	
	
	swMLDSnpVlanCounterRxV1Done (45)

	

	
	
	
	swMLDSnpVlanCounterTotalRxReport (50)
	

	
	
	
	swMLDSnpVlanCounterDropRxReportByRateLimit (55)
	

	
	
	
	swMLDSnpVlanCounterDropRxReportByMaxGrpLimit (60)
	

	
	
	
	swMLDSnpVlanCounterDropRxReportByGrpFilter (65)
	

	
	
	
	swMLDSnpVlanCounterDropRxReportByMcastVlan (70)
	

	
	
	
	swMLDSnpVlanCounterTxV1Query (75)
	

	
	
	
	swMLDSnpVlanCounterTxV2Query (80)
	

	
	
	
	swMLDSnpVlanCounterTotalTxQuery (85)
	

	
	
	
	swMLDSnpVlanCounterTxV1Report (90)
	

	
	
	
	swMLDSnpVlanCounterTxV2Report (95)
	

	
	
	
	swMLDSnpVlanCounterTxV1Done (100)
	

	
	
	
	swMLDSnpVlanCounterTotalTxReport (105)
	

	
	
	swMLDSnoopingPortStatisticCounterTable (4)/

swMLDSnoopingPortStatisticCounterEntry (1)
	

	
	
	
	swMLDSnoopingPortNumber (1)
	

	
	
	
	swMLDSnpPortCounterGrpNumber (5)
	

	
	
	
	swMLDSnpPortCounterRxV1Query (10)
	

	
	
	
	swMLDSnpPortCounterRxV2Query (15)
	

	
	
	
	swMLDSnpPortCounterTotalRxQuery (20)
	

	
	
	
	swMLDSnpPortCounterDropRxQueryByRateLimit (25)
	

	
	
	
	swMLDSnpPortCounterDropRxQueryByMcastVlan (30)
	

	
	
	
	swMLDSnpPortCounterRxV1Report (35)
	

	
	
	
	swMLDSnpPortCounterRxV2Report (40)
	

	
	
	
	swMLDSnpPortCounterRxV1Done (45)

	

	
	
	
	swMLDSnpPortCounterTotalRxReport (50)
	

	
	
	
	swMLDSnpPortCounterDropRxReportByRateLimit (55)
	

	
	
	
	swMLDSnpPortCounterDropRxReportByMaxGrpLimit (60)
	

	
	
	
	swMLDSnpPortCounterDropRxReportByGrpFilter (65)
	

	
	
	
	swMLDSnpPortCounterDropRxReportByMcastVlan (70)
	

	
	
	
	swMLDSnpPortCounterTxV1Query (75)
	

	
	
	
	swMLDSnpPortCounterTxV2Query (80)
	

	
	
	
	swMLDSnpPortCounterTotalTxQuery (85)
	

	
	
	
	swMLDSnpPortCounterTxV1Report (90)
	

	
	
	
	swMLDSnpPortCounterTxV2Report (95)
	

	
	
	
	swMLDSnpPortCounterTxV2Done (100)
	

	
	
	
	swMLDSnpPortCounterTotalTxReport (105)
	

	swMcastSnoopingMgmt (3)
	

	
	swIGMPSnoopingMgmt (1)
	

	
	
	swIGMPSnoopingCtrlTable (1)/

swIGMPSnoopingCtrlEntry (1)
	

	
	
	
	swIGMPSnpCtrlQueryInterval (5)
	

	
	
	
	swIGMPSnpCtrlMaxResponseTime (10)
	

	
	
	
	swIGMPSnpCtrlRobustnessValue (15)
	

	
	
	
	swIGMPSnpCtrlLastMemberQueryInterval (20)

	

	
	
	
	swIGMPSnpCtrlQuerierState (25)
	

	
	
	
	swIGMPSnpCtrlQuerierRole (30)
	

	
	
	
	swIGMPSnpCtrlQuerierIP (35)
	

	
	
	
	swIGMPSnpCtrlQuerierExpiryTime (40)
	

	
	
	
	swIGMPSnpCtrlState (45)
	

	
	
	
	swIGMPSnpCtrlFastLeaveState (50)
	

	
	
	
	swIGMPSnpCtrlReportSuppressionState (55)
	

	
	
	
	swIGMPSnpCtrlVersion (60)
	

	
	
	
	swIGMPSnpCtrlDataDrivenLearningState (65)
	

	
	
	
	swIGMPSnpCtrlDataDrivenLearningAgedOutState (70)
	

	
	
	
	swIGMPSnpCtrlDataDrivenGroupExpiryTime (75)
	

	
	
	swIGMPSnoopingStaticGroupTable (2)/

swIGMPSnoopingStaticGroupEntry (1)
	

	
	
	
	swIGMPSnpStaticGrpGrpAddr (1)
	

	
	
	
	swIGMPSnpStaticGrpMemberPorts (2)
	

	
	
	
	swIGMPSnpStaticGrpRowStatus (100)
	

	
	
	swIGMPSnoopingDataDrivenLearningGroupTable (3)/

swIGMPSnoopingDataDrivenLearningGroupEntry (1)
	

	
	
	
	swIGMPSnpDataDrivenLearningGrpGrpAddr (1)
	

	
	
	
	swIGMPSnpDataDrivenLearningGrpRouterPorts (2)
	

	
	
	
	swIGMPSnpDataDrivenLearningGrpUpTime (3)
	

	
	
	
	swIGMPSnpDataDrivenLearningGrpExpiryTime (4)
	

	
	
	
	swIGMPSnpDataDrivenLearningGrpClearGrp (100)
	

	
	
	swIGMPSnoopingRouterPortTable (4)/

swIGMPSnoopingRouterPortEntry (1)
	

	
	
	
	swIGMPSnpStaticRouterPorts (5)
	

	
	
	
	swIGMPSnpDynamicRouterPorts (10)
	

	
	
	
	swIGMPSnpForbiddenRouterPorts (15)
	

	
	
	swIGMPSnoopingDynamicRouterAddressTable (5)/

swIGMPSnoopingDynamicRouterAddressEntry (1)
	

	
	
	
	swIGMPSnpDynamicRouterIpAddr (1)
	

	
	
	swIGMPSnoopingVlanRateLimitTable (6)/

swIGMPSnoopingVlanRateLimitEntry (1)
	

	
	
	
	swIGMPSnpVlanRateLimit (5)
	

	
	
	swIGMPSnoopingPortRateLimitTable (7)/

swIGMPSnoopingPortRateLimitEntry (1)
	

	
	
	
	swIGMPSnpPortRateLimit (5)
	

	
	swMLDSnoopingMgmt (2)
	

	
	
	swMLDSnoopingCtrlTable (1)/

swMLDSnoopingCtrlEntry (1)
	

	
	
	
	swMLDSnpCtrlQueryInterval (5)
	

	
	
	
	swMLDSnpCtrlMaxResponseTime (10)
	

	
	
	
	swMLDSnpCtrlRobustnessValue (15)
	

	
	
	
	swMLDSnpCtrlLastListenerQueryInterval (20)

	

	
	
	
	swMLDSnpCtrlQuerierState (25)
	

	
	
	
	swMLDSnpCtrlQuerierRole (30)
	

	
	
	
	swMLDSnpCtrlQuerierIP (35)
	

	
	
	
	swMLDSnpCtrlQuerierExpiryTime (40)
	

	
	
	
	swMLDSnpCtrlState (45)
	

	
	
	
	swMLDSnpCtrlFastDoneState (50)
	

	
	
	
	swMLDSnpCtrlReportSuppressionState (55)
	

	
	
	
	swMLDSnpCtrlVersion (60)
	

	
	
	
	swMLDSnpCtrlDataDrivenLearningState (65)
	

	
	
	
	swMLDSnpCtrlDataDrivenLearningAgedOutState (70)
	

	
	
	
	swMLDSnpCtrlDataDrivenGrpExpiryTime (75)
	

	
	
	swMLDSnoopingStaticGroupTable (2)/

swMLDSnoopingStaticGroupEntry (1)
	

	
	
	
	swMLDSnpStaticGrpGrpAddr (1)
	

	
	
	
	swMLDSnpStaticGrpMemberPorts (2)
	

	
	
	
	swMLDSnpStaticGrpRowStatus (100)
	

	
	
	swMLDSnoopingDataDrivenLearningGroupTable (3)/

swMLDSnoopingDataDrivenLearningGroupEntry (1)
	

	
	
	
	swMLDSnpDataDrivenLearningGrpGrpAddr (1)
	

	
	
	
	swMLDSnpDataDrivenLearningGrpRouterPorts (2)
	

	
	
	
	swMLDSnpDataDrivenLearningGrpUpTime (3)
	

	
	
	
	swMLDSnpDataDrivenLearningGrpExpiryTime (4)
	

	
	
	
	swMLDSnpDataDrivenLearningGrpClearGrp (100)
	

	
	
	swMLDSnoopingRouterPortTable (4)/

swMLDSnoopingRouterPortEntry (1)
	

	
	
	
	swMLDSnpStaticRouterPorts (5)
	

	
	
	
	swMLDSnpDynamicRouterPorts (10)
	

	
	
	
	swMLDSnpForbiddenRouterPorts (15)
	

	
	
	swMLDSnoopingDynamicRouterAddressTable (5)/

swMLDSnoopingDynamicRouterAddressEntry (1)
	

	
	
	
	swMLDSnpDynamicRouterIpv6Addr (1)
	

	
	
	swMLDSnoopingVlanRateLimitTable (6)/

swMLDSnoopingVlanRateLimitEntry (1)
	

	
	
	
	swMLDSnpVlanRateLimit (5)
	

	
	
	swMLDSnoopingPortRateLimitTable (7)/

swMLDSnoopingPortRateLimitEntry (1)
	

	
	
	
	swMLDSnpPortRateLimit (5)
	


L2 Protocol Tunnel MIB

The OID is 1,3,6,1,4,1,171,12,93
	swL2ProtocolTunnelMIB
	

	
	swL2PTMIBObjects 1,3,6,1,4,1,171,12,93.1
	

	
	
	swL2PTState(1)
	

	
	
	swL2PTPortTable(2)/ swL2PTPortEntry
	

	
	
	
	swL2PTPortIndex(1)
	

	
	
	
	swL2PTPortType(2)
	

	
	
	
	swL2PTProtocol(3)
	

	
	
	swL2PTThresholdTable(3)/ swL2PTThresholdEntry
	

	
	
	
	swL2PTProtocolIndex(1)
	

	
	
	
	swL2PTDropThreshold(2)
	


PACKET STORM CTRL MIB

The OID is DLINK-COMMANT-MGMT.25

	swPktStormMIB
	

	
	SwPktStormCtrl(1)
	

	
	
	swPktStormRecover(1)
	Not support

	
	
	swPktStormTrapCtrl(2)
	

	
	
	swPktStormLogCtrl(3)
	

	
	
	swPktStormAutoRecoverTime(4)
	

	
	SwPktStormInfo(1)
	

	
	swPktStormMgmt
	

	
	
	swPktStormCtrlTable(1)/ swPktStormCtrlEntry
	

	
	
	
	swPktStormCtrlPortIndex(1)
	

	
	
	
	swPktStormCtrlthreshold(2)
	

	
	
	
	swPktStormCtrlBroadcastStatus(3)
	

	
	
	
	swPktStormCtrlMulticastStatus(4)
	

	
	
	
	swPktStormCtrlUnicastStatus(5)
	

	
	
	
	swPktStormCtrlActionStatus(6)
	

	
	
	
	swPktStormCtrlCountDown(7)
	

	
	
	
	swPktStormCtrlTimeinterval(8)
	

	
	
	
	swPktStormCtrlShutdownForever(9)
	

	
	
	
	swPktStormCtrlBCastThreshold(10)
	Not support

	
	
	
	swPktStormCtrlMCastThreshold(11)
	Not support

	
	
	
	swPktStormCtrlUnicastThreshold(12)
	Not support

	
	swPktStormNotify
	

	
	
	swPktStormNotifyPrefix(0)
	

	
	
	
	swPktStormOccurred(1)
	

	
	
	
	swPktStormCleared(2)
	

	
	
	
	swPktStormDisablePort(3)
	


PoE-MIB

The OID is1.3.6.1.4.171.12.24（Only Des3528p support this mib）
	swPoEMIB
	

	
	swPoESystemCtrl(1)
	

	
	
	swPoESystemPowerLimit(1)
	

	
	
	swPoESystemPowerDisconnectMethod(2)
	

	
	
	swPoESystemManagementMode(3)
	Not support

	
	
	swPoESystemLedMode(4)
	

	
	
	swPoESystemCtrlLegacyPD(6)
	

	
	
	swPoESystemStackingCtrlTable(5) / swPoESystemStackingCtrlEntry
	

	
	
	
	swPoESystemStackingCtrlUnitId(1)
	

	
	
	
	swPoESystemStackingCtrlPowerLimit(2)
	

	
	
	
	swPoESystemStackingCtrlPowerDisconnectMethod(3)
	

	
	
	
	swPoESystemStackingCtrlManagementMode(4)
	Not support

	
	
	
	swPoESystemStackingCtrlLedMode(5)
	

	
	
	
	swPoESystemStackingCtrlLegacyPD(6)
	

	
	swPoESystemInfo(2)
	

	
	
	swPoESystemInfoTable(1) / swPoESystemInfoEntry
	

	
	
	
	swPoESystemInfoUnitId(1)
	

	
	
	
	swPoESystemInfoPowerConsumption(2)
	

	
	
	
	swPoESystemInfoPowerRemained(3)
	

	
	
	
	swPoESystemInfoPowerLimit(4)
	

	
	
	
	swPoESystemInfoPowerDisconnectMethod(5)
	

	
	
	
	swPoESystemInfoManagementMode(6)
	Not support

	
	
	
	swPoESystemInfoLegacyPD(7)
	

	
	swPoEPortCtrl(3)
	

	
	
	swPoEPortCtrlTable(1) / swPoEPortCtrlEntry
	

	
	
	
	swPoEPortCtrlPortIndex(1)
	

	
	
	
	swPoEPortCtrlState(2)
	

	
	
	
	swPoEPortCtrlPriority(3)
	

	
	
	
	swPoEPortCtrlPowerLimit(4)
	

	
	
	
	swPoEPortCtrlUserDefined(5)
	

	
	
	
	swPoEPortCtrlTimeRangeName(6)
	

	
	swPoEPortInfo(4)
	

	
	
	swPoEPortInfoTable(1) / swPoEPortInfoEntry
	

	
	
	
	swPoEPortInfoPortIndex(1)
	

	
	
	
	swPoEPortInfoClass(2)
	

	
	
	
	swPoEPortInfoPower(3)
	

	
	
	
	swPoEPortInfoVoltage(4)
	

	
	
	
	swPoEPortInfoCurrent(5)
	

	
	
	
	swPoEPortInfoStatus(6)
	

	
	
	
	swPoEPortInfoLedStatus(7)
	

	
	


POLICY-ROUTE-MIB

The OID is1.3.6.1.4.171.12.32

	MIB
	Comment

	swPolicyRouteCtrl(1)
	

	swPolicyRouteInfo(2)
	

	swPolicyRouteMgmt(3)
	

	
	swPolicyRouteTable(1)/ swPolicyRouteEntry
	

	
	
	swPolicyRouteName (1)
	

	
	
	swPolicyRouteProfileId(2)
	

	
	
	swPolicyRouteAccessId(3)
	

	
	
	swPolicyRouteNextHop(4)
	

	
	
	swPolicyRouteRowStatus (5)
	


Protocol VLAN MIB

The OID is dlink-common-mgmt(12).16

	MIB
	Content

	swProtocolVLANMIB(16)
	

	
	swProtocolVLANCtrl(1)
	

	
	
	swProtocolVLANTable(1)/swProtocolVLANEntry(1)
	Not support, replaced by standard mib rfc4363

	
	
	
	swProtocolVLANIndex(1)
	

	
	
	
	swProtocolVLANName(2)
	

	
	
	
	swProtocolVLANProtocolType(3)
	

	
	
	
	swProtocolVLANAdvertisement(4)
	

	
	
	
	swProtocolVLANUserDefinedProtocol(5)
	

	
	
	
	swProtocolVLANencap(6)
	

	
	
	
	swProtocolVLANRowStatus(7)
	

	
	
	swdot1vProtocolPortTable(2)/ swdot1vProtocolPortEntry(1)
	

	
	
	
	swdot1vProtocolPortGroupPriority(1)
	


Q-in-Q MIB (QinQ MIB)

The OID is dlink-common-mgmt(12).57

	MIB
	Content

	swQinQMIB(57)
	

	
	swQinQCtrl(1)
	

	
	
	swQinQState(1)
	

	
	
	swQinQInnerTpid（2）
	

	
	swQinQInfo(2)
	

	
	swQinQPortMgmt(3)
	

	
	
	swQinQPortTable(1)/ swQinQPortEntry(1)
	

	
	
	
	swQinQPortIndex(1)
	

	
	
	
	swQinQPortRole(2)
	

	
	
	
	swQinQPortMissDrop(3)
	

	
	
	
	swQinQPortTpid(4)
	

	
	
	
	swQinQPortUseInnerPriority(5)
	

	
	
	
	swQinQPortInnerTagState(6)
	

	
	
	
	swQinQPortInnerTag(7)
	

	
	
	
	swQinQPortTrustCVID(8)
	Not support

	
	
	
	swQinQPortVlanTranslation(9)
	Not support

	
	
	
	swQinQPortInnerTpid(10)
	Not support

	
	
	swQinQPortRuleTable(2)/ swQinQPortRuleEntry(1)
	Not support

	
	
	
	swQinQPortRuleIndex(1)
	

	
	
	
	swQinQProfileId(2)
	

	
	
	
	swQinQPortRuleRowStatus(3)
	

	
	
	swVlanTranslateTable(3) / swVlanTranslateEntry(1)
	

	
	
	
	swVlanTranslatePortIndex(1)
	

	
	
	
	swVlanTranslateCVID(2)
	

	
	
	
	swVlanTranslateSVID(3)
	

	
	
	
	swVlanTranslateSVIDOperation(4)
	

	
	
	
	swVlanTranslatePriority(5)
	

	
	
	
	swVlanTranslateRowStatus(6)
	

	
	
	swDoubleVlanTranslateTable(4)/ swDoubleVlanTranslateEntry(1)
	Not support

	
	
	
	swDoubleVlanTranslatePortIndex
	

	
	
	
	swDoubleVlanTranslateSVID
	

	
	
	
	swDoubleVlanTranslateCVID
	

	
	
	
	swDoubleVlanTranslateOperation
	

	
	
	
	swDoubleVlanTranslateNewSVID
	

	
	
	
	swDoubleVlanTranslatePriority
	

	
	
	
	swDoubleVlanTranslateRowStatus
	

	
	swQinQMgmt(4)
	Not support

	
	
	swQinQProfileTable(1)/ swQinQProfileEntry(1)
	

	
	
	
	swQinQProfileID(1)
	

	
	
	
	swQinQProfileRowStatus(2)
	

	
	
	swQinQRuleTable(2)/ swQinQRuleEntry(1)
	

	
	
	
	SwQinQRuleProfileID(1)
	

	
	
	
	SwQinQRuleAccessID(2)
	

	
	
	
	swQinQRuleClassifySrcMacAddr(3)
	

	
	
	
	swQinQRuleClassifySrcMacAddrMask(4)
	

	
	
	
	swQinQRuleClassifyDstMacAddr(5)
	

	
	
	
	swQinQRuleClassifyDstMacAddrMask(6)
	

	
	
	
	swQinQRuleSrcIPv4Address(7)
	

	
	
	
	swQinQRuleSrcIPv4AddrMask(8)
	

	
	
	
	swQinQRuleDstIPv4Address(9)
	

	
	
	
	swQinQRuleDstIPv4AddrMask(10)
	

	
	
	
	swQinQRuleInnerVid(11)
	

	
	
	
	swQinQRuleOuterVid(12)
	

	
	
	
	swQinQRule8021p(13)
	

	
	
	
	swQinQRuleIpProtocol(14)
	

	
	
	
	swQinQRuleSourcePort(15)
	

	
	
	
	swQinQRuleDestinationPort(16)
	

	
	
	
	swQinQRuleSpvidOperation(17)
	

	
	
	
	swQinQRuleSpvid(18)
	

	
	
	
	swQinQRulePriority(19)
	

	
	
	
	swQinQRuleRowStatus(20)
	

	
	
	
	swQinQRuleActivePort (21)
	

	
	
	
	swVlanTranslationCVIDTable(3)/ swVlanTranslationCVIDEntry(1)
	

	
	
	
	swVlanTranslationCVID(1)
	

	
	
	
	swVlanTranslationSVID(2)
	

	
	
	
	swVlanTranslationSVIDOperation(3)
	

	
	
	
	swVlanTranslationCVIDRowStatus(4)
	


QoS-MIB

The OID is 1.3.6.1.4.1.171.12.61

	swWACMIB
	

	
	swWACCtrl(1)
	

	
	swWACInfo(2)
	

	
	swWACMgmt(3)
	

	
	
	swQoSBandwidthControlTable (1) / swQoSBandwidthControlEntry (1)
	

	
	
	
	swQoSBandwidthPort (1)
	

	
	
	
	swQoSBandwidthRxRate (2)
	

	
	
	
	swQoSBandwidthTxRate (3)
	

	
	
	
	swQoSBandwidthRadiusRxRate (4)
	

	
	
	
	swQoSBandwidthRadiusTxRate (5)
	

	
	
	swQoSSchedulingTable (2) / swQoSSchedulingEntry (1)
	

	
	
	
	swQoSSchedulingPort (1)
	

	
	
	
	swQoSSchedulingClassID (2)
	

	
	
	
	swQoSSchedulingWeight (3)
	

	
	
	
	swQoSSchedulingMechanism (4)
	

	
	
	
	swQoSSchedulingMechanismEffec (5)
	

	
	
	swQoS8021pDefaultPriorityTable (3) / swQoS8021pDefaultPriorityEntry (1)
	

	
	
	
	swQoS8021pRadiusPriority (1)
	

	
	
	swQosHolPreventionMgmt (4)  
	

	
	
	
	swQoSHolPreventionCtrl (1)
	

	
	
	swQosInBandMgmt (5)
	Not support

	
	
	
	swQosInBandMgmtSetDefPriority (1)
	Not support

	
	
	
	swQosInBandMgmtPktPriority (2)
	Not support

	
	
	swQos8021pColorMapMgmt (6) / swQos8021pColorMapCtrlEntry (1)
	

	
	
	
	swQos8021pColorMapCtrlPortIndex(1)
	

	
	
	
	swQos8021pColorMapCtrlPriorityIndex(2)
	

	
	
	
	swQos8021pColorMapCtrlColor(3)
	

	
	
	swQosDscpTrustPortMgmt (7) / swQosDscpTrustPortCtrlEntry (1)
	

	
	
	
	swQosDscpTrustPortCtrlPortIndex (1)
	

	
	
	
	swQosDscpTrustPortCtrlState (2)
	

	
	
	swQosDscpMapMgmt (8) /       swQosDscpMapCtrlEntry (1)
	

	
	
	
	swQosDscpMapCtrlPortIndex (1)
	

	
	
	
	swQosDscpMapCtrlDscpIndex (2)
	

	
	
	
	swQosDscpMapCtrl8021pPriority (3)
	

	
	
	
	swQosDscpMapCtrlNewDscp (4)
	

	
	
	
	swQosDscpMapCtrlColor (5)
	

	
	
	swCosBandwidthControlTable (9)/       swCosBandwidthControlEntry (1)
	

	
	
	
	swCosBandwidthPort (1)
	

	
	
	
	swCosBandwidthClassID (2)
	

	
	
	
	swCosBandwidthMinRate (3)
	

	
	
	
	swCosBandwidthMaxRate (4)
	


Radius Accounting MIB

The OID is dlink-common-mgmt(12).55
	MIB
	Content

	SwRadiusAccountMGMTMIB(55)
	

	
	radiusAccountCtrl(1)
	

	
	
	accountingExecTypeState(1)
	

	
	
	accountingSystemTypeState(2)
	


RSPAN MIB
The Structure of RSPAN management for the proprietary enterprise, OID is dlink-common-mgmt.68
	swRSPANMIB
	

	
	swRSPANCtrl(1)
	

	
	
	swRSPANState (1)
	

	
	swRSPANInfo (2)
	

	
	
	swRSPANMaxSupportedEntry(1)
	

	
	
	swRSPANCurrentNumEntries(2)
	

	
	swRSPANMgmt (3)
	

	
	
	swRSPANTable (1)
	

	
	
	
	swRSPANEntry (1)
	

	
	
	
	
	swRSPANVLANID(1)
	

	
	
	
	
	swRSPANSourceIngress(2)


	

	
	
	
	
	swRSPANSourceEgress(3)
	

	
	
	
	
	swRSPANRedirct(4)
	

	
	
	
	
	swRSPANRowStatus(5)
	

	
	


SAFE-GUARD MIB

Managing the CPU protection information. The OID is dlink-common-mgmt(12).19
	swSafeGuardMIB
	

	
	swSafeGuardGblMgmt (1)
	

	
	
	swSafeGuardAdminState (1)
	

	
	
	
	

	
	swSafeGuardctrl (2)
	

	
	
	swSafeGuardRisingThreshold (1)
	

	
	
	swSafeGuardFallingThreshold (2)
	

	
	
	swSafeGuardmode (3)
	

	
	
	swSafeGuardAlarmAdminState (4)
	

	
	
	swSafeGuardCurrentStatus (5)
	

	
	
	
	

	
	swSafeGuardNotify (4)
	

	
	
	swSafeGuardNotification (1)
	

	
	
	
	swSafeGuardNotifyPrefix (0)
	

	
	
	
	
	swSafeGuardChgToExhausted(1)
	

	
	
	
	
	swSafeGuardChgToNormal (2)
	

	
	

	
	


Single IP mib
The OID is dlink-common-mgmt.8

	mib
	comment

	swSingleIpMgmt
	

	
	swSingleIPInfo(1)
	

	
	
	swSingleIPVersion(1)
	

	
	
	swSingleIPCapability(2)
	

	
	
	swSingleIPPlatform(3)
	

	
	swSingleIPCtrl(2)
	

	
	
	swSingleIPAdmin(1)
	

	
	
	swSingleIPRoleState(2)
	

	
	
	swSingleIPHoldtime(3)
	

	
	
	swSingleIPTimeInterval(4)
	

	
	swSingleIPMSTable(3)/ swSingleIPMSEntry
	

	
	
	swSingleIPMSID(1)
	

	
	
	swSingleIPMSDeviceName(2)
	

	
	
	swSingleIPMSMacAddr(3)
	

	
	
	swSingleIPMSFirmwareVer(4)
	

	
	
	swSingleIPMSCapability(5)
	

	
	
	swSingleIPMSPlatform(6)
	

	
	
	swSingleIPMSHoldtime(7)
	

	
	
	swSingleIPMSCasSource(8)
	

	
	
	swSingleIPMSPassword(9)
	

	
	
	swSingleIPMSRowStatus(10)
	

	
	swSingleIPCaSTable(4)/ swSingleIPCaSEntry
	

	
	
	swSingleIPCaSID(1)
	

	
	
	swSingleIPCaSDeviceName(2)
	

	
	
	swSingleIPCaSMacAddr(3)
	

	
	
	swSingleIPCaSFirmwareVer(4)
	

	
	
	swSingleIPCaSCapability(5)
	

	
	
	swSingleIPCaSPlatform(6)
	

	
	
	swSingleIPCaSHoldtime(7)
	

	
	swSingleIPGroupTable(5)/ swSingleIPGroupEntry
	

	
	
	swSingleIPGroupMacAddr(1)
	

	
	
	swSingleIPGroupName(2)
	

	
	
	swSingleIPGroupDeviceName(3)
	

	
	
	swSingleIPGroupMSNumber(4)
	

	
	
	swSingleIPGroupFirmwareVer(5)
	

	
	
	swSingleIPGroupCapability(6)
	

	
	
	swSingleIPGroupPlatform(7)
	

	
	
	swSingleIPGroupHoldtime(8)
	

	
	swSingleIPNeighborTable(6)/ swSingleIPNeighborEntry
	

	
	
	swSingleIPNBReceivedPort(1)
	

	
	
	swSingleIPNBMacAddr(2)
	

	
	
	swSingleIPNBRoleState(3)
	

	singleIPMSNotify(6)
	

	
	singleIPMSNotifyPrefix(0)
	

	
	
	swSingleIPMSColdStart(11)
	

	
	
	swSingleIPMSWarmStart(12)
	

	
	
	swSingleIPMSLinkDown(13)
	

	
	
	swSingleIPMSLinkUp(14)
	

	
	
	swSingleIPMSAuthFail(15)
	

	
	
	swSingleIPMSnewRoot(16)
	

	
	
	swSingleIPMSTopologyChange(17)
	

	
	
	swSingleIPMSrisingAlarm(18)
	

	
	
	swSingleIPMSfallingAlarm(19)
	

	
	
	swSingleIPMSmacNotification(20)
	

	
	
	swSingleIPMSPortTypeChange(21)
	

	
	
	swSingleIPMSPowerStatusChg(22)
	

	
	
	swSingleIPMSPowerFailure(23)
	

	
	
	swSingleIPMSPowerRecover(24)
	

	
	singleIPNotifyBidings(1)
	

	
	
	swSingleIPMSTrapMessage(1)
	


Simple RED MIB (SRED MIB)

The OID is dlink-common-mgmt(12).51
	MIB
	Content

	swSredMIB(51)
	

	
	swSredCtrl(1)
	

	
	
	swSredGlobalState(1)
	

	
	swSredInfo(2)
	

	
	
	swSredDropCounterTable(1)/

swSredDropCounterEntry(1)
	

	
	
	
	swSredPortIndex(1)
	

	
	
	
	swSredLowDropCounter(2)
	

	
	
	
	swSredHighDropCounter(3)
	

	
	swSredMgmt(3)
	

	
	
	swSredCtrlTable(1)/swSredCtrlEntry(1)
	

	
	
	
	swSredCtrlPortIndex(1)
	

	
	
	
	swSredCtrlClassIndex(2)
	

	
	
	
	swSredCtrlThresholdLow(3)
	

	
	
	
	swSredCtrlThresholdHigh(4)
	

	
	
	
	swSredCtrlDropRateLow(5)
	

	
	
	
	swSredCtrlDropRateHigh(6)
	

	
	
	
	swSredCtrlGreenState(7)
	


Secure Shell Mib(SSH-MIB)
The OID is dlink-common-mgmt.6
	mib
	comment

	swSSHMIB(6)
	

	
	swSSHMgmt(1)
	

	
	
	swSSHVersion(1)
	

	
	
	swSSHAdmin(2)
	

	
	
	swSSHMaxAuthFailAttempts(3)
	

	
	
	swSSHSessionKeyRekeying(4)
	

	
	
	swSSHMaxSession(5)
	

	
	
	swSSHConnectionTimeout(6)
	

	
	
	swSSHListenedPort(7)
	

	
	swSSHCtrlAlgGroup(3)
	

	
	
	swSSHEncryptAlgCtrl(1)
	

	
	
	
	swSSHEncryptAlg3DESAdmin(1)
	

	
	
	
	swSSHEncryptAlgBlowfishAdmin(2)
	

	
	
	
	swSSHEncryptAlgAES128Admin(3)
	

	
	
	
	swSSHEncryptAlgAES192Admin(4)
	

	
	
	
	swSSHEncryptAlgAES256Admin(5)
	

	
	
	
	swSSHEncryptAlgArcfourAdmin(6)
	

	
	
	
	swSSHEncryptAlgCAST28Admin(7)
	

	
	
	
	swSSHEncryptAlgTwofish128Admin(8)
	

	
	
	
	swSSHEncryptAlgTwofish192Admin(9)
	

	
	
	
	swSSHEncryptAlgTwofish256Admin(10)
	

	
	
	swSSHAuthenMethodCtrl(2)
	

	
	
	
	swSSHAuthenMethodPasswdAdmin(1)
	

	
	
	
	swSSHAuthenMethodPubKeyAdmin(2)
	

	
	
	
	swSSHAuthenMethodHostKeyAdmin(3)
	

	
	
	swSSHInteAlgCtrl(3)
	

	
	
	
	swSSHInteAlgSHA1Admin(1)
	

	
	
	
	swSSHInteAlgMD5Admin(2)
	

	
	
	swSSHKeyExDAdmin(4)
	No support

	
	
	swSSHPublKeyCtrl(5)
	

	
	
	
	swSSHPublKeyRSAAdmin(1)
	

	
	
	
	swSSHPublKeyDSAAdmin(2)
	

	
	swSSHUserMgmt(4)
	Not support

	
	
	swSSHUserCtrlTable(1) / swSSHUserCtrlEntry
	

	
	
	
	swSSHUserName(1)
	

	
	
	
	swSSHUserAuthMode(2)
	

	
	
	
	swSSHUserHostName(3)
	

	
	
	
	swSSHUserHostIPAddr(4)
	

	
	
	
	swSSHUserHostIPv6Addr(5)
	


Secure Socket Layer MIB (SSL-MIB)

The OID is dlink-common-mgmt.7

	mib
	comment

	swSSLMIB(7)
	

	
	swSSLMgmt(1)
	

	
	
	swSSLStatusAdmin(1)
	

	
	
	swSSLCipherSuites(2)
	

	
	
	swSSLCacheTimeout(3)
	

	
	swSSLCertificateFile(2)
	

	
	
	swSSLCertificateFileIPAddr(1)
	

	
	
	swSSLCertificateFilePath(2)
	

	
	
	swSSLCertificateKeyFilePath(3)
	

	
	
	swSSLCertificateFileCtrl(4)
	

	
	
	swSSLCertificateFileShowSatus(5)
	


StaticFdb-MIB

The OID is 1.3.6.1.4.1.171.12.70

	swStaticFdbMIB
	

	
	swStaticFdbMgmt
	

	
	
	swStaticFdbMgmtTable
	

	
	
	
	swStaticFdbMgmtEntry
	

	
	
	
	
	swStaticFdbMgmtVlanID
	

	
	
	
	
	swStaticFdbMgmtMacAddr
	

	
	
	
	
	swStaticFdbMgmtVlanName
	

	
	
	
	
	swStaticFdbMgmtType
	

	
	
	
	
	swStaticFdbMgmtPortNum
	

	
	
	
	
	swStaticFdbMgmtRowStatus
	


Static MAC-based VLAN MIB

The OID is dlink-common-mgmt.12.56

	MIB
	Comment

	swSMBVMIB(56)
	

	
	swSmbvCtrl(1)
	

	
	swSmbvInfo(2)
	

	
	swSmbvMgmt(3)
	

	
	
	swStaticMacBasedVlanCtrlTable(1)/ swStaticMacBasedVlanCtrlEntry(1)
	Not support

	
	
	
	swStaticMacBasedVlanCtrlMacAddr(1)
	

	
	
	
	swStaticMacBasedVlanCtrlVlanName(2)
	

	
	
	
	swStaticMacBasedVlanCtrlStatus(3)
	

	
	
	swStaticMacBasedVlanCtrlOptionTable(2)/

swStaticMacBasedVlanCtrlOptionEntry(1)
	

	
	
	
	swStaticMacBasedVlanCtrlOptionMacAddr(1)
	

	
	
	
	swStaticMacBasedOptionVlanID(2)
	

	
	
	
	swStaticMacBasedVlanCtrlOptionType(3)
	

	
	
	
	swStaticMacBasedVlanCtrlOptionStatus(4)
	


sFlow-MIB

The OID is1.3.6.1.4.171.12.36

	MIB
	Comment

	sFlowAgent (1)
	

	
	sFlowVersion (1)
	

	
	sFlowAgentAddress (2)
	

	
	sFlowAgentState(3)
	

	
	sFlowRcvrTable(4)/sFlowRcvrEntry
	

	
	
	sFlowRcvrIndex(1)
	

	
	
	sFlowRcvrOwner(2)
	

	
	
	sFlowRcvrTimeout(3)
	

	
	
	sFlowRcvrMaximumDatagramSize(4)
	

	
	
	sFlowRcvrAddress(5)
	

	
	
	sFlowRcvrPort(6)
	

	
	
	sFlowRcvrRowStatus(7)
	

	
	sFlowFsTable(3)/sFlowFsEntry
	

	
	
	sFlowFsDataSource(1)
	

	
	
	sFlowFsReceiver(2)
	

	
	
	sFlowFsPacketSamplingRate(3)
	

	
	
	sFlowFsMaximumHeaderSize(4)
	

	
	
	sFlowFsRowStatus(5)
	

	
	sFlowCpTable(4)/sFlowCpEntry
	

	
	
	sFlowCpDataSource(1)
	

	
	
	sFlowCpReceiver(2)
	

	
	
	sFlowCpInterval(3)
	

	
	
	sFlowCpRowStatus(4)
	


SubnetVLAN.mib
The OID is 1.3.6.1.4.1.171.12.75
	MIB
	Comment

	swSubnetVlanCtrl (1)
	

	swSubnetVlanInfo (2)
	

	swSubnetVlanMgmt (3)
	

	
	swVlanPrecedenceTable (1)/

swVlanPrecedenceEntry (1)
	

	
	
	swVlanPrecedencePortIndex (1)
	

	
	
	swVlanPrecedenceClassification (2)
	

	
	swSubnetVLANTable (2)/

swSubnetVLANEntry (1)
	

	
	
	swSubnetVLANIPAddress (1)
	

	
	
	swSubnetVLANIPMask (2)
	

	
	
	swSubnetVLANID (3)
	

	
	
	swSubnetVLANPriority (4)
	

	
	
	swSubnetVLANRowStatus (5)
	

	
	swSubnetVLANIPv6Table (3)/

swSubnetVLANIPv6Entry (1)
	

	
	
	swSubnetVLANIPv6Address (1)
	

	
	
	swSubnetVLANIPv6PrefixLength (2)
	

	
	
	swSubnetVLANIPv6VID (3)
	

	
	
	swSubnetVLANIPv6Priority (4)
	

	
	
	swSubnetVLANIPv6RowStatus (5)
	


Dlink Syslog MIB
The OID is dlink-common-mgmt.12

	MIB
	Comment

	swSysLogCtrlState(1)
	

	swSysLogServerTable(2)/swSysLogServerEntry
	

	
	swSysLogServerIndex(1)
	

	
	swSysLogServerIPAddress (2)
	Obsolete

	
	swSysLogServerFacility (3)
	

	
	swSysLogServerSeverity (4)
	

	
	swSysLogServerUDPPort (5)
	

	
	swSysLogServerState(6)
	

	
	swSysLogServerRowStatus(7)
	

	
	swSysLogServerAddrType(8)
For support IPv6 syslog server
	For support IPv6 syslog server

	
	swSysLogServerAddr(9)
	For support IPv6 syslog server

	swLogSaveCtrl(3)
	

	
	swLogSaveMethod(1)
	

	
	swLogSaveTimeInterval(2)
	

	swSysLogCtrl(4)
	

	
	swSysLogCtrlClearLog(1)
	

	
	swSysLogCtrlClearDangerousCtrl(2)
	

	
	
	swSysLogCtrlClearDangerousUnitID(1)
	

	
	
	swSysLogCtrlClearDangerousLog(2)
	


System Time MIB
The OID is1.3.6.internet(1).private(4).enterprises(1).dlink(171).dlink-common-mgmt(12). swDlinkTimeMIB (10)
	MIB
	Comment

	swTimeMIB (1)
	

	
	swTimeCapacity (1)
	

	
	SwCurrentClock (2)
	

	
	SwClockLostOnReboot (3)
	

	
	SwSystemTime (10)
	

	
	
	SwSystemCurrentTime (1)
	

	
	
	SwSystemUpTime (2)
	

	
	
	SwSystemBootTime (3)
	

	
	
	SwSystemTimeZone (4)
	

	
	SwSNTP (11)
	

	
	
	SwSNTPState (1)
	

	
	
	SwSNTPTimeSource (2)
	

	
	
	swSNTPServer1IPAddr (3)
	

	
	
	swSNTPServer2IPAddr (4)
	

	
	
	SwSNTPPollInterval (5)
	

	
	
	swSNTPIPv6Server1IPAddr(6)
	

	
	
	swSNTPIPv6Server2IPAddr(7)
	

	
	
	swSNTPIPv6Server1InterfaceName(8)
	

	
	
	swSNTPIPv6Server1InterfaceName(9)
	

	
	SwSummerTime (12)
	

	
	
	SwSummerTimeStatus (1)
	

	
	
	SwSummerTimeOffset (2)
	

	
	
	SwRepeatSummerTimeStart (3)
	

	
	
	SwRepeatSummerTimeEnd (4)
	

	
	
	SwAnnualSummerTimeStart (5)
	

	
	
	SwAnnualSummerTimeEnd (6)
	


TimeRange-MIB
The OID is 1.3.6.1.4.171.12.50

	swTimeRangeMIB
	

	
	swTimeRangeCtrl(1)
	

	
	swTimeRangeInfo(2)
	

	
	swTimeRangeMgmt(3)
	

	
	
	swTimeRangeMgmtTable(1) / swTimeRangeMgmtEntry
	

	
	
	
	swTimeRangeMgmtRangeName(1)
	

	
	
	
	swTimeRangeMgmtSelectDays(2)
	

	
	
	
	swTimeRangeMgmtStartTime(3)
	

	
	
	
	swTimeRangeMgmtEndTime(4)
	

	
	
	
	swTimeRangeMgmtStatus(5)
	

	
	
	swTimeRangeACLTable(2) / swTimeRangeACLEntry
	

	
	
	
	SwTimeRangeACLProfileID(1)
	

	
	
	
	SwTimeRangeACLAccessID(2)
	

	
	
	
	swTimeRangeACLTimeRangeName(3)
	

	
	
	swTimeRangeCPUACLTable(3) / swTimeRangeCPUACLEntry
	

	
	
	
	SwTimeRangeCPUACLProfileID(1)
	

	
	
	
	SwTimeRangeCPUACLAccessID(2)
	

	
	
	
	swTimeRangeCPUACLTimeRangeName(3)
	


VoiceVlan-MIB
The OID is 1.3.6.1.4.1.171.12..74
	MIB
	Comment

	VoiceVlanCtrl
	

	
	VoiceVlanId
	

	
	VoiceVlanGlobalState
	

	
	VoiceVlanPriority
	

	
	VoiceVlanAgingTime
	

	
	swVoiceVlanLogState
	

	VoiceVlanInfo
	

	
	VoiceVlanMemberPortlist
	

	
	VoiceVlanDynamicPortlist
	

	
	VoiceVlanDeviceTable
	

	
	VoiceVlanDeviceEntry
	

	
	VoiceVlanPort
	

	
	VoiceVlanDeviceAddr
	

	
	VoiceVlanDeviceStartTime
	

	
	VoiceVlanDeviceActiveTime
	

	VoiceVlanMgMt
	

	
	VoiceVlanOuiTable
	

	
	VoiceVlanOuiEntry
	

	
	VoiceVlanOuiAddr
	

	
	VoiceVlanOuiMask
	

	
	VoiceVlanOuiDes
	

	
	VoiceVlanOuiRowStatus
	

	
	VoiceVlanPortTable
	

	
	VoiceVlanPortEntry
	

	
	VoiceVlanPortNumber
	

	
	VoiceVlanPortState
	

	
	VoiceVlanPortMode
	


WAC-MIB

The OID is 1.3.6.1.4.1.171.12.27

	swWACMIB
	

	
	swWACCtrl(1)
	

	
	
	swWebAuthAdminState(1)
	

	
	
	swWebAuthMethod(2)
	

	
	
	swWebAuthVlanName(3)
	Not support

	
	
	swWebAuthAllPortState(4)
	Not support

	
	
	swWebAuthDefaultredirpath(5)
	

	
	
	swWebAuthLogouttimer(6)
	Not support

	
	
	swWACVirtualIpAddr(7)
	

	
	
	swWACSwitchHttpProtocol(8)
	

	
	
	swWACSwitchHttpPort(9)
	

	
	
	swWACAuthFailOverState(10)
	Not support

	
	
	swWACRadiusAuthorizationState(11)
	

	
	
	swWACLocalAuthorizationState(12)
	

	
	
	swWACAuthClearDefaultredirpath(13)
	

	
	
	swWACVirtualIPv6Addr(14)
	

	
	swWACInfo(2)
	Not support

	
	
	swWACAuthInfoTable(1) /

swWACAuthInfoEntry(1)
	

	
	
	
	swWACAuthInfoPort(1)
	

	
	
	
	swWACAuthInfoAuthStatus(2)
	

	
	
	
	swWACAuthInfoMACAddr(3)
	

	
	
	
	swWACAuthInfoVID(4)
	

	
	
	
	swWACAuthInfoRemainAgeTime(5)
	

	
	
	
	swWACAuthInfoIdleTime(6)
	

	
	
	
	swWACAuthInfoBlockTime(7)
	

	
	
	
	swWACAuthInfoStatus(8)
	

	
	
	
	swWACAuthInfoPriority(9)
	

	
	
	swWACAuthStateTable/

swWACAuthStateEntry
	

	
	
	
	swWACAuthStatePort(1)
	

	
	
	
	swWACAuthStateOriginalVid(2)
	

	
	
	
	swWACAuthStateMACAddr(3)
	

	
	
	
	swWACAuthStateAuthStatus(5)
	

	
	
	
	swWACAuthStateAssignVid(7)
	

	
	
	
	swWACAuthStateAssignPriority(8)
	

	
	
	
	swWACAuthStateRemainTime(12)
	

	
	
	
	swWACAuthStateIdleTime(14)
	

	
	
	
	swWACAuthStateDelAction(25)
	

	
	swWACMgmt(3)
	

	
	
	swWebAuthPortTable(1) / swWebAuthPortEntry(1)
	

	
	
	
	swWebAuthPortIndex(1)
	

	
	
	
	swWebAuthPortState(2)
	

	
	
	
	swWebAuthPortUserName(3)
	Not support

	
	
	
	swWebAuthAuthStatus(4)
	Not support

	
	
	
	SwWebAuthAssignedVID(5)
	Not support

	
	
	
	swWACPortAgeingTime(6)
	

	
	
	
	swWACPortIdleTime(7)
	

	
	
	
	swWACPortBlockTime(8)
	

	
	
	swWebAuthUserTable(2) / swWebAuthUserEntry(1)
	

	
	
	
	swWebAuthUserNameIndex(1)
	

	
	
	
	swWebAuthUserPWD(2)
	

	
	
	
	swWebAuthUserVlanName (3)
	Not support

	
	
	
	swWebAuthUserStatus(4)
	

	
	
	
	swWebAuthUserVID(5)
	


PortSecurity-MIB
The OID is 1.3.6.1.4.1.171.12.63

	MIB
	Comment

	swPortSecCtrl (1)
	

	
	swPortSecTrapLogState(1)
	

	
	swPortSecSysMaxLernAddr(2)
	

	swPortSecInfo (2)
	

	swPortSecMgmt (3)
	

	
	swPortSecMgmtByPort (1)
	

	
	
	swPortSecPortTable (1)/

swPortSecPortEntry
	

	
	
	
	swPortSecPortIndex(1)
	

	
	
	
	swPortSecPortMaxLernAddr(2)
	

	
	
	
	swPortSecPortLockAddrMode(3)
	

	
	
	
	swPortSecPortAdmState(4)
	

	
	
	
	swPortSecPortClearCtrl(5)
	

	
	swPortSecMgmtByVLAN (2)
	

	
	
	swPortSecVLANTable (1)/

swPortSecVLANEntry
	

	
	
	
	swPortSecVLANID(1)
	

	
	
	
	swPortSecVLANMaxLernAddr(2)
	

	
	
	
	swPortSecVLANClearCtrl(3)
	

	
	swPortSecMgmtByVLANOnPort (3)
	

	
	
	swPortSecVLANOnPortTable (1)
/swPortSecVLANOnPortEntry
	

	
	
	
	swPortSecVLANOnPortMaxLernAddr(1)
	

	
	
	
	swPortSecVLANOnPortAddCtrl(2)
	

	
	
	swPortSecMgmtByVLANOnPortClearCtrl (2)
	

	
	
	
	swPortSecMgmtByVLANOnPortClearPort(1)
	

	
	
	
	swPortSecMgmtByVLANOnPortClearVID(2)
	

	
	
	
	swPortSecMgmtByVLANOnPortClearAction(3)
	

	
	swPortSecEntriesTable(4)/

swPortSecEntriesEntry
	

	
	
	swPortSecMac(1)
	

	
	
	swPortSecVID(2)
	

	
	
	swPortSecPort(3)
	

	
	
	swPortSecDelCtrl(4)
	


ERPS-MIB

The OID is 1.3.6.1.4.1.171.12.78

	swCFMExtensionMIB
	

	
	swERPSCtrl (1)
	

	
	
	swERPSAdminState (1)
	

	
	
	swERPSLogState (2)
	

	
	
	swERPSTrapState (3)
	

	
	swERPSInfo (2)
	

	
	swERPSMgmt (3)
	

	
	
	swERPSMgmtRAPSVlanTable (1)
	

	
	
	
	swERPSMgmtRAPSVlanEntry (1)
	

	
	
	
	
	swERPSMgmtRAPSVlanId (1)
	

	
	
	
	
	swERPSMgmtRAPSWestPort (2)
	

	
	
	
	
	swERPSMgmtRAPSWestPortState (3)
	

	
	
	
	
	swERPSMgmtRAPSEastPort (4)
	

	
	
	
	
	swERPSMgmtRAPSEastPortState(5)
	

	
	
	
	
	swERPSMgmtRAPSRPLPort(6)
	

	
	
	
	
	swERPSMgmtRAPSRPLOwnerAdminState(7)
	

	
	
	
	
	swERPSMgmtRAPSProtectionVlan(8)
	

	
	
	
	
	swERPSMgmtRAPSRingMEL(9)
	

	
	
	
	
	swERPSMgmtRAPSHoldOffTime(10)
	

	
	
	
	
	swERPSMgmtRAPSGuardTime(11)
	

	
	
	
	
	swERPSMgmtRAPSWTRTime(12)
	

	
	
	
	
	swERPSMgmtRAPSRingState(13)
	

	
	
	
	
	swERPSMgmtRAPSRingAdminState(14)
	

	
	
	
	
	swERPSMgmtRAPSRPLOwnerOperState(15)
	

	
	
	
	
	swERPSMgmtRAPSProtectionVlanRangeList1to64(16)
	

	
	
	
	
	swERPSMgmtRAPSProtectionVlanRangeList65to128(17)
	

	
	
	
	
	swERPSMgmtRAPSProtectionVlanRangeList129to192(18)
	

	
	
	
	
	swERPSMgmtRAPSProtectionVlanRangeList193to256(19)
	

	
	
	
	
	swERPSMgmtRAPSProtectionVlanRangeList257to320(20)
	

	
	
	
	
	swERPSMgmtRAPSProtectionVlanRangeList321to384(21)
	

	
	
	
	
	swERPSMgmtRAPSProtectionVlanRangeList385to448(22)
	

	
	
	
	
	swERPSMgmtRAPSProtectionVlanRangeList449to512(23)
	

	
	
	
	
	swERPSMgmtRAPSRowStatus(100)
	

	
	
	swERPSMgmtSubRingCtrlTable(2)
	

	
	
	
	swERPSMgmtSubRingCtrlEntry(1)
	

	
	
	
	
	swERPSMgmtSubRingCtrlRAPSVlanId(1)
	

	
	
	
	
	swERPSMgmtSubRingCtrlSubRingRAPSVlanId(2)
	

	
	
	
	
	swERPSMgmtSubRingCtrlTCPropagationState(3)
	

	
	
	
	
	swERPSMgmtSubRingCtrlRowStatus(4)
	


LBD-MIB

The OID is 1.3.6.1.4.1.171.12.41
	swLoopDetectMIB
	

	
	swLoopDetectCtrl (1)
	

	
	
	swLoopDetectAdminState (1)
	

	
	
	swLoopDetectInterval (2)
	

	
	
	swLoopDetectRecoverTime (3)
	

	
	
	swLoopDetectMode(4)
	

	
	
	swLoopDetectTrapMode(5)
	

	
	swLoopDetectInfo (2)
	

	
	swLoopDetectPortMgmt (3)
	

	
	
	swLoopDetectPortTable (1)
	

	
	
	
	swLoopDetectPortEntry (1)
	

	
	
	
	
	swLoopDetectPortIndex (1)
	

	
	
	
	
	swLoopDetectPortState (2)
	

	
	
	
	
	swLoopDetectPortLoopVLAN (3)
	

	
	
	
	
	swLoopDetectPortLoopStatus (4)
	


	


VLANCounter-MIB
The OID is 1.3.6.1.4.1.171.12.65
	MIB
	Comment

	VLANCounterMIB(1)
	

	swVLANCounterInfo (2)
	

	swVLANCounterMgmt(3)
	

	
	swVLANCounterTable (1)/

swVLANCounterEntry
	

	
	
	swVLANCounterVID (1)
	

	
	
	swVLANCounterPort (2)
	

	
	
	swVLANCounterPktType (3)
	

	
	
	swVLANCounterLevel (4)
	

	
	
	swVLANCounterTotalStats(5)
	

	
	
	swVLANCounterRateStats(6)
	

	
	
	swVLANCounterRowStats (7)
	

	
	swVLANCounterClearStats(2)
	

	
	
	swVLANCounterClearVID (1)
	

	
	
	swVLANCounterClearPorts (2)
	

	
	
	swVLANCounterClearAction (3)
	


DDM-MIB

The OID is 1.3.6.1.4.1.171.12.72
	MIB
	Comment

	swDdmCtrl (1)
	

	
	swDdmTrapState(1)                                     
	

	
	swDdmLogState(2)
	

	
	swDdmPowerUnit(3)
	

	swDdmInfo (2)
	

	
	swDdmStatus(1) 
	

	
	
	swDdmStatusTable (1)/
swDdmStatusEntry (1)
	

	
	
	
	swDdmPort(1)
	

	
	
	
	swDdmTemperature(2)
	

	
	
	
	swDdmVoltage (3)
	

	
	
	
	swDdmBiasCurrent (4)
	

	
	
	
	swDdmTxPower (5)
	

	
	
	
	swDdmRxPower (6)
	

	swDdmMgmt (3)
	

	
	swDdmThresholdMgmt (1)
	

	
	
	swDdmThresholdMgmtTable (1)/

swDdmThresholdMgmtEntry(1)
	

	
	
	
	swDdmThresholdType(1)
	

	
	
	
	swDdmHighAlarm(2)
	

	
	
	
	swDdmLowAlarm(3)
	

	
	
	
	swDdmHighWarning(4)
	

	
	
	
	swDdmLowWarning(5)
	

	
	swDdmActionMgmt(2)
	

	
	
	swDdmActionMgmtTable(1)

swDdmActionMgmtEntry (1)
	Obsolete
Obsolete

	
	
	
	swDdmActionType(1)
	Obsolete

	
	
	
	swDdmShutdown(2)
	Obsolete

	
	
	
	swDdmTrapAndLog(3)
	Obsolete

	
	
	swDdmPortMgmtTable(2)

swDdmPortMgmtEntry(1)
	

	
	
	
	swDdmPortState(1)
	

	
	
	
	swDdmPortShutdown(2)
	

	
	
	
	swDdmReloadThreshold(3)
	

	swDdmNotify (4)
	

	
	swDdmNotifyPrefix (0)
	

	
	
	swDdmAlarmTrap (1)
	

	
	
	swDdmWarningTrap (2)
	

	
	swDdmNotificationBinding (1)
	

	
	
	swDdmThresholdExceedType(1)
	

	
	
	swDdmThresholdExceedOrRecover(2)
	This node is used to indicate the GBIC exceeding its ddm threshold or recover to normal status.


ZoneDefense-MIB
The OID is 1.3.6.1.4.1.171.12.92
	MIB
	Comment

	swZoneDefenseMIB (92)
	

	swZoneDefenseMgmt(1)
	

	
	swZoneDefenseTable(1)
	

	
	
	swZoneDefenseEntry(1)
	

	
	
	
	swZoneDefenseAddress(1)
	Not-Accessible

	
	
	
	swZoneDefenseRowStatus(2)
	Read-Create


PPPoEmgmt-MIB

The OID is 1.3.6.1.4.1.171.12.79
	mib
	comment

	swPPPoEMIB
	

	
	swPPPoEMgmtCtrl(1)
	

	
	
	swPPPoECirIDInsertState(1)
	

	
	
	swPPPoECirIDInsertPortMgmt(2)
	

	
	
	
	swPPPoECirIDInsertPortTable(1)
	

	
	
	
	
	swPPPoECirIDInsertPortEntry(1)
	

	
	
	
	
	
	PPPoECirIDInsertPortIndex(1)
	

	
	
	
	
	
	PPPoECirIDInsertPortState(2)
	

	
	
	
	
	
	PPPoECirIDInsertPortCirID(3)
	

	
	
	
	
	
	PPPoECirIDInsertPortUDFString(4)
	


UDPHelper-MIB

The OID is 1.3.6.1.4.1.171.12.99
	mib
	comment

	swUDPHelperMIB
	

	
	swUDPHelperMIBObjects(1)
	

	
	
	swUDPHelperGeneralGroup(1)
	

	
	
	
	swUDPHelperState(1)
	

	
	
	swUDPHelperPortCtrlTable(2)
	

	
	
	
	swUDPHelperPortCtrlEntry(1)
	

	
	
	
	
	swUDPHelperPortNumber(1)
	

	
	
	
	
	swUDPHelperPortCtrlRowStatus(2)
	

	
	
	swUDPHelperServerCtrlTable(3)
	

	
	
	
	swUDPHelperServerCtrlEntry(1)
	

	
	
	
	
	swUDPHelperServerCtrlInterfaceName(1)
	

	
	
	
	
	swUDPHelperServerCtrlServer(2)
	

	
	
	
	
	swUDPHelperServerCtrlRowStatus(3)
	


CFMEXTENSION-MIB

The OID is 1.3.6.1.4.1.171.12.86

	MIB
	Comments

	swERPSMIB
	

	
	swCFMExtFaultMgmt (1)
	

	
	
	swCFMExtMgmtTable (1)
	

	
	
	
	swCFMExtMgmtEntry(1)
	

	
	
	
	
	swCFMExtMgmtAISState(1)
	

	
	
	
	
	swCFMExtMgmtAISPeriod(2)
	

	
	
	
	
	swCFMExtMgmtAISLevel(3)
	

	
	
	
	
	swCFMExtMgmtAISStatus(4)
	

	
	
	
	
	swCFMExtMgmtLockState(5)
	

	
	
	
	
	swCFMExtMgmtLockPeriod(6)
	

	
	
	
	
	swCFMExtMgmtLockLevel(7)
	

	
	
	
	
	swCFMExtMgmtLockStatus(8)
	

	
	
	swCFMExtMgmtLockCtrlTable(1)
	

	
	
	
	swCFMExtMgmtLockCtrlEntry(1)
	

	
	
	
	
	swCFMExtMgmtLockCtrlAction(1)
	

	
	swCFMExtNotify(100)
	

	
	
	swCFMExtNotifyPrefix(0)
	

	
	
	
	swCFMExtAISOccurred(1)
	

	
	
	
	swCFMExtAISCleared(2)
	

	
	
	
	swCFMExtLockOccurred(3)
	

	
	
	
	swCFMExtLockCleared(4)
	


Private VLAN Common MIB

The OID is 1.3.6.1.4.1.171.12.69

	Mib
	comments

	swPrivateVlanCtrl (1)　
	

	swPrivateVlanInfo(2)　
	　

	swPrivateVlanMgmt(3)　
	　

	　

　

　

　

　

　

　

　

　

　

　
	swPrivateVlanTable (1) / swPrivateVlanEntry (1)

　
	　

	
	　

　

　

　

　
	swPrivateVlanId (1)
	　

	
	
	swPrivateVlanName (2)
	　

	
	
	swPrivateVlanPromiscuousPorts (3)
	　

	
	
	swPrivateVlanTrunkPorts (4)
	　

	
	
	swPrivateVlanRowStatus(5)
	　

	
	swSecondaryVlanTable (1) / swSecondaryVlanEntry (1)

　
	　

	
	　

　

　

　
	swSecondaryVlanId (1)
	　

	
	
	swSecondaryVlanType (2)
	　

	
	
	swSecondaryVlanPorts (3)
	　

	
	
	swSecondaryVlanRowStatus (4)
	　


-END-
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