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Heat Dissipation DGS-1216T: 78.48BTU/hr��
DGS-1224T: 106.45BTU/hr��
DGS-1224TP:  854.02BTU/hr��
DGS-1248T: 259.99BTU/hr��

Acoustic Value DGS-1216T: 0 dB(A)��
DGS-1224T: 0 dB(A) ��
DGS-1224TP: 47 dB(A)��
DGS-1248T: 51.6 dB(A)��

Operating Temperature 0˚ to 40˚ C��

Storage Temperature -10˚ to 70˚ C��

Operating Humidity 10% to 90% non-condensing��

Storage Humidity 5% to 90% non-condensing��

Dimensions DGS-1216T: 440 x 210 x 44 (mm)��
DGS-1224T: 440 x 210 x 44 (mm)��
DGS-1224TP: 440 x 210 x 44 (mm) ��
DGS-1248T: 441 x 309 x 44 (mm)��
19-inch standard rack mounting width, 1U height��

Weight DGS-1216T: 2.72 kg ��
DGS-1224T: 2.80 kg ��
DGS-1224TP: 3.6 kg��
DGS-1248T: 4.46g��

EMI FCC Class A��
CE Class A��
VCCI Class A��

MTBF DGS-1216T: 228,450hrs��
DGS-1224T: 215,976hrs��
DGS-1224TP: 173,467 hours��
DGS-1248T: 186,656hrs��

Safety cUL, LVD��

16/24/48-Port Gigabit Web Smart Switches

DGS-1216T, DGS-1224T, DGS-1224TP & DGS-1248T


