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DWS-3000 Series

L2+ Unified Wired/Wireless Gigabit Switches

Management Methods +	Web-Based GUI			   +	CLI
+	Telnet Server: Up to 5 Sessions	 +	Telnet Client
+	TFTP Client			   +	SNMP v1, v2c, v3
+	Multiple Configuration Files			   +	RMON v1: 4 Groups (Statistics, History, Alarms, Events)
+	BOOTP/DHCP Client			   +	DHCP Server
+	SNTP			   +	SYSLOG
+	Dual Images

Diagnostic LEDs +	Per Device: Power, Console, RPS
+	Per 10/100/1000BASE-T Port: Link/Activity/Speed, PoE Mode
+	Per SFP Slot: Link/Activity
+	Per 10-Gigabit Slot: Link/Activity 1

Power +	AC Input Power: 100 to240 VAC, 50/60 Hz Internal Universal Power Supply
+	Power Consumption:
	     DWS-3024/3024L: 450 Watts (max. with all PoE ports in operation)
	     DWS-3026: 460 Watts (max. with all PoE ports in operation)

MTBF +	DWS-3024/3024L: 174,272 hours
+	DWS-3026: 173,071 hours

Heat Dissipation +	Heat Dissipation: 
  DWS-3024/3024L: 1535.49 BTU/hr
  DWS-3026: 1569.61 BTU/hr
+	Ventilation DC Fans:
  DWS-3024/3024L/3026: 4  40 x 40 mm DC Fans

Dimensions +	440 (W) x 389 (D) x 44 (H) mm
	 (17.32 x 15.31x 1.73 inches)
+	19-Inch Standard Equipment Rack Mount Width, 1U Height

Weight +	DWS-3024/3024L: 6kg (13.23 lbs)
+	DWS-3026: 6kg (13.23 lbs)

Temperature +	Operating Temperature: 0° to 40° C (32° to 104° F)
+	Storage Temperature: -10° to 70° C (14° to 158° F)

Humidity +	Operating Humidity: 10% to 90% non-condensing
+	Storage Humidity: 5% to 90% non-condensing

EMI/EMC Certification +	FCC Class A	 +	ICES-003
+	VCCI	 +	CE
+	C-Tick	 +	EN 60601-1-2

Safety Certification +	UL/cUL	 +	CB

1	 Applicable to DWS-3026 switch only.
2	 To demonstrate fast roaming in a PC, a wireless NIC (Network Interface Card) needs to support the fast roaming feature.
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