How to configure two DG-102SP to perform peer-to-peer dialing (without SIP
server)?
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Exmple here uses:
DG-102SP#1 WAN1 = 10.1.1.1, Phone number = 1002@10.1.1.1
DG-102SP#2 WAN2 = 10.1.1.2, Phone number = 1003@10.1.1.2

Set up DG-102SP#2 now

1. Connect the PC to the LAN port of DG-102SP#2.
Set PC’s adapter to “Obtain an IP address automatically” (restart if asked to), it
will obtains a 192.168.0.137 (example) with gateway 192.168.0.1.

3. Enter URL http://192.168.0.1/ on the web browser to get into the unit as below:
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4. Under “Config IP”,
set up the WAN (Manual) IP Address to be 10.1.1.2 in this example.
Set up Default Gateway = 10.1.1.1 or whatever the local gateway is (This is
IMPORTANT. Double check with local network administrator if unsure).
Click on “Save” button at the bottom.
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5. Under “SIP Configuration” > “Server”,
set URL Format to “SIP-URL” and click “Save”.
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6. Under “SIP Configuration” > “User Agent”,
set up “1003” and “5060” as DG-102SP#2 Phone Number and User Agent Port.

Click “Save”.
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7. Under “SIP Configuration” > “Peer to Peer”
click on “Edit” which will bring up the following page.
Enter all the peer-to-peer phone details.
Click “Save”.
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8. After save, you will see the list as below.
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10. When all done, go to “Save Changes”,

click on “Save Configuration” below and the unit will reboot itself after saving.
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2 Save Changes

Save system settings to NV-RAM.
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11. Now, using the console interface (9600,n,8,1),
enter the following commands to set the peer to peer mode to 1 (enabled), then
save changes.

ggdbg>sip set peertopeer mode 1
Modify Peer to Peer Mode To 1
OK

ggdbg>nwdbg save changes

Wait and don't power off !'!!

PROM Version: 1.0B02
RUNTIME Version: 1.0BO02

12. Setup on DG-102SP#2 is completed.
The setting on DG-102SP#1 is basically identical.




Set up on DG-102SP#1

LAN IP on PC is obtained automatically and get into the http://192.168.0.1/
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Select “SIP-URL”, then “Save”.
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Set up “1002” and “5060” as DG-102SP#1 Phone Number and User Agent Port.
“Save”.
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Set up “Peer to Peer”, “Edit” and “Save”.
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Save system settings to NV-RAM.
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Set up the console settings and save changes.




ggdbg>sip set peertopeer mode 1
Modify Peer to Peer Mode To 1
OK

ggdbg>nwdbg save changes

Wait and don't power off !!!

PROM Version: 1.0BO02
RUNTIME Version: 1.0BO02

Results

When calling from the phone connected to DG-102G#1, pick up the phone set as per
normal and dial 1003.
The phone connected to DG-102G#2 will ring. Communication is fine.

When calling from the phone connected to DG-102G#2, pick up the phone set as per

normal and dial 1002.
The phone connected to DG-102G#1 will ring. Communication is fine.
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