DWA-547 

D-Link RangeBooster N 650 DWA-547 Release Note  

Utility: v1.31b05

XP Driver: v7.4.2.75

Vista Driver: v7.4.2.48

Hardware: A1

Problems Resolved:
(1) After re-install utility, reboot the system can not find WlanGINA.dll.
Enhancements:

N/A.

Utility: v1.31b04

XP Driver: v7.4.2.75

Vista Driver: v7.4.2.48

Hardware: A1

Problems Resolved:
(1) Fixed utility fails to connect to secured wireless AP (Windows2000).
Enhancements:

N/A.

Utility: v1.31b02

XP Driver: v7.4.2.75

Vista Driver: v7.4.2.48

Hardware: A1
Problems Resolved:
(1) XP WlanDll to v334.61.0.4

(2) Update JSW version to v2.0.0.414 to solve WPS BSOD.

(3) Fixed UI will hang on when switch to Chinese IME at first installed.
Enhancements:

N/A.

Utility: v1.31b01

XP Driver: v7.4.2.75

Vista Driver: v7.4.2.48

Hardware: A1

Problems Resolved:
(1) Update 2K/XP driver to v7.4.2.75 and vista driver to v7.4.2.48

(2) Update 2K/XP Wlandll to v334.61.0.3 and vista Wlandll to v1.26.118.60

(3) Change main dialog style for World Wide.

(4) Support Croatian.Romanian.Slovenian.

(5) Add WPA/WPA2 and 802.1x function with new dialog format.

(6) Add WPA-PSK/WPA2-PSK auto function.

(7) Support WPS and update 2K/XP WlanWPS to v1.0.5.112 and Vista WlanWPS to v1.0.1.370

(8)Update CD version to v1.31.
Enhancements:

N/A

Utility: v1.20b06

XP Driver: v6.0.3.107

Vista Driver: v7.3.1.42

Hardware: A1

Problems Resolved:
(1) Modify some strings.
(2) Modify "Open","Shared",and "Auto" position of profile dialog for Portuguese,Spanish, and Russian.
(3) Modify WEP and WPA/WPA2-PSK pages of wizard dialog can't change the selections.
(4) Fixed connect to an AP without security. The status shows incorrectly.
Enhancements:

N/A
Utility: v1.20b05

XP Driver: v6.0.3.107

Vista Driver: v7.3.1.42

Hardware: A1

Problems Resolved:
(1) Modify some strings.
(2) Supported Vista WPS

(3) Update XP driver to v6.0.3.107 and Vista driver to v7.3.1.42

(4) Use JSW v2.0.0.370.
Enhancements:

Support Vista WPS.
Utility: v1.20b02

XP Driver: v6.0.3.67

Vista Driver: v7.3.1.5

Hardware: A1
Problems Resolved:
(5) Add XP WPS function..

(6) Use JSW v2.0.0.366.

Enhancements:

Support Vista OS.

Support XP WPS.

Utility: v1.20b01

XP Driver: v6.0.2.75

Vista Driver: v7.2.0.204

Hardware: A1

Problems Resolved:

(1) Compatible with XP driver v6.0.2.75 and Vista driver v7.2.0.204.

(2) Add SimplifiedChinese、TraditionalChinese and Russian language.
(3) Fixed wap-psk tkip can't connect Router Auto WPA mode.
(4) Add "Recommended" string in Wizard.

Enhancements:
Support 15 multi-language(English(EN).German.French(FR).Spanish(ES).Italian(IT).                  Poland(PL).Czech(CZ).Hungarian(HUN).Norwegian(NO).Danish(DK).              Finland(FI).Swedish(SE).Greco(GK).Portuguese(PT).Dutch(NL/FL).

SimplifiedChinese(SCH).TraditionalChinese(TCH).Russian(RU))
Utility: v1.10b12

Driver: v6.0.2.75

HW version: A1

Problems Resolved:

(1) Change driver to v6.0.2.75.

Enhancements:
Support 15 multi-language(English(EN).German.French(FR).Spanish(ES).Italian(IT).                  Poland(PL).Czech(CZ).Hungarian(HUN).Norwegian(NO).Danish(DK).              Finland(FI).Swedish(SE).Greco(GK).Portuguese(PT).Dutch(NL/FL).)
Utility: v1.10b11
Driver: v6.0.1.75

HW version: A1

Problems Resolved:

(1) Compatible with driver v6.0.1.75
(2) Change insertcard background pic.

Enhancements:
Support 15 multi-language(English(EN).German.French(FR).Spanish(ES).Italian(IT).                  Poland(PL).Czech(CZ).Hungarian(HUN).Norwegian(NO).Danish(DK).              Finland(FI).Swedish(SE).Greco(GK).Portuguese(PT).Dutch(NL/FL).)
Utility: v1.10b10
Driver: v6.0.1.75

HW version: A1

Problems Resolved:

(1) Compatible with driver v6.0.1.75
(2) Modify string.

(3) Certification WHQL.

(4) Modify help file for Dutch.

(5) Modify sitesurvey functon
Enhancements:
Support 15 multi-language(English(EN).German.French(FR).Spanish(ES).Italian(IT).                  Poland(PL).Czech(CZ).Hungarian(HUN).Norwegian(NO).Danish(DK).              Finland(FI).Swedish(SE).Greco(GK).Portuguese(PT).Dutch(NL/FL).)
Utility: v1.10b09
Driver: v6.0.1.75
HW version: A1

Problems Resolved:

(1) Compatible with driver v6.0.1.75
(2) Modify some strings in UI and Installshield.
(3) Modify help file for Swedish and Dutch.

(4) Merage all model in one INF and modify some information to D-link in Driver.

(5) Fixed TKIP throughtput issue.

(6) Add progress bar.
(6) Rename version to v1.10
Enhancements:
Support 15 multi-language(English(EN).German.French(FR).Spanish(ES).Italian(IT).                  Poland(PL).Czech(CZ).Hungarian(HUN).Norwegian(NO).Danish(DK).              Finland(FI).Swedish(SE).Greco(GK).Portuguese(PT).Dutch(NL/FL).)
Utility: v1.1b07
Driver: v6.0.1.36
HW version: A1

Problems Resolved:

(1) Compatible with driver v6.0.1.36
(2) Modify some strings in UI and Installshield.
Enhancements:
Support 15 multi-language(English(EN).German.French(FR).Spanish(ES).Italian(IT).                  Poland(PL).Czech(CZ).Hungarian(HUN).Norwegian(NO).Danish(DK).              Finland(FI).Swedish(SE).Greco(GK).Portuguese(PT).Dutch(NL/FL).)
Utility: v1.1b03

Driver: v6.0.1.36

HW version: A1
Problems Resolved:

(1)Compatible with driver v6.0.1.36

(2)Modify install supplicant code.
(3)Fixed UI can’t launch in NB.
Enhancements:
Support 15 multi-language(English(EN).German.French(FR).Spanish(ES).Italian(IT).                  Poland(PL).Czech(CZ).Hungarian(HUN).Norwegian(NO).Danish(DK).              Finland(FI).Swedish(SE).Greco(GK).Portuguese(PT).Dutch(NL/FL).)
Utility: v1.0b54

Driver: v6.0.1.36

HW version: A1

Problems Resolved:
(1)This is the first version form 15 country multi-language.
(2)Change driver to v6.0.1.36.

(3)Change Wireless Supplicant.

(4)Support 15 country multi-language. .
(5)Support WEP、WPA、WPA-PSK、WPA2、WPA2-PSK.
(6)Support Win2000、WinXP.

Enhancements:
Support 15 multi-language(English(EN).German.French(FR).Spanish(ES).Italian(IT).                  Poland(PL).Czech(CZ).Hungarian(HUN).Norwegian(NO).Danish(DK).              Finland(FI).Swedish(SE).Greco(GK).Portuguese(PT).Dutch(NL/FL).)
