                                        Release Notes

D-Link DWC-2000 WLAN Controller version 4.4.0.3_B201_WW

This document is the release notes for the June-end Cumulative Hot fix of WLAN controller firmware for the DWC-2000 device (A1 hardware).

	Firmware                Version
	DWC-2000_A1_FW_4.4.0.3_B201_WW

	Firmware Version (Root Account enabled)
	DWC-2000_A1_FW_4.4.0.3_B201_WW_Q

	Release Date
	July 02nd, 2015

	Compatible Routers
	DWC-2000 A1

	Firmware Location & Access Credentials
	Firmware version:

DWC-2000_A1_FW_4.4.0.3_B201_WW

md5sum: 

c7e0acd16681ad1ba4ecf26bbe838fdd

Size: 43520000 bytes

	Default Configuration
	    LAN 

IP Address : 192.168.10.1 

Subnet Mask: 255.255.255.0 

  Login Information for WEB & CLI 

User Name : admin 

Password : admin

	Hot Fix Firmware Version
	DWC-2000_A1_FW_4.4.0.3_B201_WW

	Based on Hot fix version
	DWC-2000_A1_FW_4.4.0.3_B101_WW

	The root base Official Firmware Version
	DWC-2000_A1_FW_4.3.0.3_WW


Firmware Details

	File Name
	MD5 CHECKSUM

	DWC-2000_A1_FW_4.4.0.3_B201_WW 
	 c7e0acd16681ad1ba4ecf26bbe838fdd


New Features

1)SPR-52004 P1  N/A  8710 ap support

2)SPR-52005 P1  N/A  CP Background Picture Display

3)SPR-52035 P1  N/A  SNMP Feature List requested by SYLPH (TEMP)

4)SPR-52033 P2 HQ20150515000009  Need to add "select all provision" option in AP provision page.

5)SPR-52029 P2 N/A  Need to add "multiple select reset ap" support for managed ap's

6)SPR-52002 P1 HQ20150427000019  We can't choose AC mode while we use Hong Kong country code

Fixed Issues:

	D-Lab/Track
	SPR #
	Priority
	Description

	 HQ20141110000017

 
	52003
	P1
	Billing Profile Max Usage Traffic & Redirect Function Issues

	HQ20150604000010
	51957
	P1
	CPU usage by kernel has very high after RFC 2544 test

	HQ20150612000007
	51948
	P1
	DWC-2000 with DWL-8600 manage issue

	HQ20150323000013
	51826
	P2
	 Authorize.net for paid SLA isn't working for client installation

	HQ20150603000015
	51717
	P1
	 LAN Leased Clients page and Access Point Profiles Radio page display incorrect message

	HQ20150515000009
	51731
	P1
	 DWC-2000:AP provisioning, number of managed AP in CLI and WebUI

	HQ20150611000024
	51793
	 P2
	  Wrong words at Session Settings page.

	HQ20150522000005
	51728
	P1  
	 How to setup LDAP information

	HQ20150428000017
	52042
	P2
	LACP problem with switch DGS-3420-28TC

	HQ20150604000008
	51681
	P2
	 CPU Utilization and Memory Utilization show 0% after power up

	N/A
	52078
	P1
	 Port isolation led status issue

	N/A
	51831
	P1
	 Fiber & copper port status and statistics support using SNMP


Installation Instructions

Please refer to the supporting document “InstallationNotes-DWC2K-EAR2-v2”. 

