DWL2100 AP Manager Release Note v2.50-r19
Manager : v2.50r19
Firmware: v2.50Jp-rc375/v2.50Na-rc374

Hardware: 
Date: November 10, 2008
Problems Resolved: 
1. Can’t create .WR file.

2.V2.40 compatibility.
Manager : v2.50r18
Firmware: v2.50Jp-rc375/v2.50Na-rc374

Hardware: 
Date: November 7, 2008
Problems Resolved: 
1.V2.40 compatibility.
Manager : v2.50r17
Firmware: v2.50Jp-rc375/v2.50Na-rc374

Hardware: 
Date: November 6, 2008
Problems Resolved: 
1.V2.40 compatibility.
Manager : v2.50r16
Firmware: v2.50Jp-rc375/v2.50Na-rc374

Hardware: 
Date: November 5, 2008
Problems Resolved: 
1.V2.40 compatibility.
Manager : v2.50r15
Firmware: v2.50Jp-rc375/v2.50Na-rc374

Hardware: 
Date: October 31, 2008
Problems Resolved: 
1. bug 48 : when ap mode is repeater ,root ap's ssid can't be blank.
Manager : v2.50r14
Firmware: v2.50Jp-rc375/v2.50Na-rc374

Hardware: 
Date: October 30, 2008
Problems Resolved: 
2. bug 47 : copy another ap’s config  to mine ,after apply ,the ip be to 0.0.0.0.

3. bug 48 : when ap mode is repeater ,root ap's ssid can't be blank..

4. bug 49 : set  ap mode to  wds with ap, enable superG,then enable multi_ssid and apply.it should pop a warning message as web.
5. bug 50 : enable limit administrator vid ,and  set vid to 4095,click apply, it should pop a warning message as web
Manager : v2.50r13
Firmware: v2.50Jp-rc375/v2.50Na-rc374
Hardware: 
Date: October 28, 2008
Problems Resolved: 
6. bug 39 :enable advanced data rate ,set super mode enable ,then advance data rate should be gray ,but after apply ,it will OK.

7. bug 40 : general page it should pop a message to suggest input gateway.
8. bug 41 : error about security.
9. bug 42 : click "check all" on every page, it will pop a message:  please enable multi-ssid and vlan first。
10. bug 43 : set b/g mode to "11g only", set  superG to "super G  with dynamic turbo" ,then disable auto channel scan, channel does not gray.
11. bug 44 : the length limit of communticy string is 10 but web is 32.
Manager : v2.50r12
Firmware: v2.50Eurc358.t700
Hardware: 
Date: September 24, 2008
Problems Resolved: 
12. If set Multi-SSID can’t APPLY.

13. Static pool form: Gageway must be input.

Manager : v2.50r11
Firmware: v2.50Eurc358.t700
Hardware: 
Date: September 24, 2008
Problems Resolved: 
1. Bug20: MSSID: If last time set MSSID's WMM & SSID Broadcast disable,next time set this MSSID, these stauts should be default enable.
2. Bug24: Wizard: when Auto channel scan is enable,in wizard,  the channel should be gray 
3. Bug28:in dynmaic and static pool setting
4. Bug31: Set AP factorydefault , in rogue AP,  why WPA2-PSK is enable?
5. Bug35：Rogue AP: the button of Del can't work normally
6. Bug36：if not selet 11g or 11b of Band,  but it can detect AP all the same
Manager : v2.50r10
Firmware: v2.50Eurc357.t700
Hardware: 
Date: September 24, 2008
Problems Resolved: 
7. Bug24: Wizard: when Auto channel scan is enable,in wizard,  the channel should be gray 
8. Bug26: rogue AP: in AP List and rouge ap list ,the item " channel,security, mode,BSS type"  show wrong message
9. Bug27: Suggestion: When AP mode isn't Access point , Grouping should be gary
10. Bug28: Suggestion: When AP mode isn't Access point , Grouping should be gary
11. Bug29: Suggestion: When AP mode isn't Access point , Grouping should be gary
12. Bug30: Rogue AP/ AP list:  it should be support 30 message at most
13. Bug32: In apm ,the default setting of Type should be AP BSS
Manager : v2.50r09
Firmware: v2.50Eurc355.t700
Hardware: 
Date: September 22, 2008
Problems Resolved: 
14. Bug1: Please add the function of Trap setting as WEB
15. Bug2: When  IP Range is reverse,please deal with it as WEB。
16. Bug9: When set filename" 1.dcf.dcf.dcf" ,after clikc Ok, it should be "1.dcf“
17. Bug11: it can't detect AP,but web can
18. Bug16: secondary RADIUS Port and secondary accounting  port can't set successfully
19. Bug25: If primary-ssid,MSSID have set WPA-EAP(3Modes),the set ap mode from access point to WDS/ Repeater/ Client, it will pop a message : MSSID which use WPA-EAP will change to  none,  please delete it .
Manager : v2.50r08
Firmware: v2.50Eurc355.t700
Hardware: 
Date: September 19, 2008
Problems Resolved: 
20. Bug2: Admin/ Limit IP range: please refer to the rule of WEB ;
21. Bug3: Grouping: In APM, set Grouping is enable, after apply, the check mark (√) will  lose.
22. Bug4: ping setting: in apm , set "ping control  "  disable ,after apply, it will be  enable all the time.
23. Bug5: Advanced Data rate: in APM, click "reset data rate", 48M can't change to enable.
24. Bug6: About: change 2007 to 2008
25. Bug7: 11b only: data rate show wrong vaule.
26. Bug8: 11b only:  super mode should be gray as web.
27. Bug9: config file: please add the filename extension->".dcf" for config file.
28. Bug10: Wizard:  set password, after apply ,it can't take effect. but SSID ,Channel, security can take effect.
29. Bug12: mssid/ wpa-psk:  Two bugs.
30. Bug13: Config file: in apm , upload config file ,then in the page of General,  the function of limit IP will display.
31. Bug14: MSSID/security:  everytime ,  enable one MSSID, its authentication type will default show last type, not None.
32. Bug15: IP range: everytime, open config window of APM, it will pop a waring message.
33. Bug16: Accounting server: if set primary accounting server and its accounting  port, after apply, it will be null
34. Bug17: In MSSID, user can input value in the item of "wmm" and "SSID Broadcast", please limit it.
35. Bug18: the range of radius port and accounting port  should be 1-65535.
36. Bug19: Universal repeater: If ap mode set repeater mode ,  in apm ,please delete the authentication type :opensystem/shared key.
37. Bug21: MSSID: Everytime , set MSSID's security, the default key settings is primary-ssid's, please follow web.
38. Bug22: primary-ssid set WEP,delete MSSIDs which set WPA-PSK, then primary-ssid's key index only 1.4 ,not 2.3 .
39. Bug23: Limit VID: In APM, if MSSID VLAN Status is disable, then enable admin/ administrator VID, it should be pop a messge as web.
Enhancements:

Manager : v2.50r07
Firmware: v2.50Eurc345.t700
Hardware: 
Date: September 09, 2008
Problems Resolved: 
Enhancements:
40. Data rate control (D-Link Spec. refer DWL3200 V2.45) add B/G mode control;
41. SSID change wireless network name (SSID)
42. Radius accounting
43. Secondary Radius Server (backup)
44. Ping Enable/Disable (default Enable)
45. administrate AP with WLAN (Default enable)
46. IGMP Snopping v1/v2
47. 4 management IP range on WEB UI
48. wds+mssid fixed
Manager : v2.40r06
Firmware: v2.40EUrc208
Hardware: 
Date: September 14, 2007
Problems Resolved: 
49. Removed both authentication when select AP Repeater.
2．Removed Auto cipher type when select WDS with AP.
Enhancements:
DWL2100 AP Manager Release Note v2.40-r05

Manager : v2.40r05
Firmware: v2.40rc161
Hardware: 
Date: June 29, 2007
Problems Resolved: 
1. Enhancements:
2. Fixed channel can’t modify in Wizard.

2. If gateway,wins and DNS is “0.0.0.0”，APM will pop a message to user.
DWL2100 AP Manager Release Note v2.40-r04

Manager : v2.40r04
Firmware: v2.40rc161
Hardware: 
Date:June 28, 2007
Problems Resolved: 
Enhancements:
1. Fixed “Universal Repeater”can’t display normal after open config.
2. If select a ap whose ssid is NULL,the APM don’t allowed Apply.

3  Remove auth channel scan in Wizard.
DWL2100 AP Manager Release Note v2.40-r03

Manager : v2.40r03
Firmware: v2.40rc161
Hardware: 
Date:June 22, 2007
Problems Resolved: 
Enhancements:
1. If enable WDS with AP and Multi-SSID,the secondary authentication type will be the same as primary’s.

2. Vlan ID will show off depends on vlan status.
3.  fixed data control can’t gray normally if enable super mode.
DWL2100 AP Manager Release Note v2.40-r02

Manager : v2.40r02
Firmware: v2.40rc161
Hardware: 
Date:June 13, 2007
Problems Resolved: 
Enhancements:
1. If channel alter from “6”to another value, Super Mode will change from “Super Mode with Dynamic Turbo”to another mode.
2. If auto channel scan function enabled,after reboot,the channel will gray.
3. If selected APR and WPA-PSK, the cipher type will include three options: AUTO, AES, TKIP.
4. if "advance date rate "set enable, after apply, "date rate" should be gray.
5. if set "auto channel scan" to enable, super mode to enable, after apply, channel and rate should be gray.
DWL2100 AP Manager Release Note v2.40-r01

Manager : v2.40r01
Firmware: v2.40rc161
Hardware: 
Date:June 8, 2007
Problems Resolved: (source code come from v2.30r08)
Enhancements:
6. Add Data countrol function.
7. When AP mode is WDS or WDS with AP, we can enable Multi-SSID.

8. When AP mode is AP Repeater, Auth is open ,shared ,both,WPA-PSK,WPA2-PSK.
DWL2100 AP Manager Release Note v2.30-r15(DE)

Manager : v2.30r15
Firmware: v2.30rc111
Hardware: 
Date:May 16, 2007
Problems Resolved: (source code come from v2.30r06)
Enhancements:
9. Fix String “Erkennen”to “Löschen”.
10. Fix String “ENS”to “DNS”.
DWL2100 AP Manager Release Note v2.30-r14(DE)

Manager : v2.30r14

Firmware: v2.30rc111

Hardware: 
Date:May 8, 2007
Problems Resolved: (source code come from v2.30r06)
Enhancements:
1.Fix Auto Refresh Setting.

DWL2100 AP Manager Release Note v2.30-r13(DE)

Manager : v2.30r13
Firmware: v2.30rc109
Hardware: 
Date:Apr 4, 2007
Problems Resolved: (source code come from v2.30r06)
Enhancements:
1.Change some strings of UI.

DWL2100 AP Manager Release Note v2.30-r12(DE)

Manager : v2.30r12
Firmware: v2.30rc109
Hardware: 
Date:Apr 3, 2007
Problems Resolved: (source code come from v2.30r06)
Enhancements:
1.Change some strings of UI.

DWL2100 AP Manager Release Note v2.30-r11(DE)

Manager : v2.30r11
Firmware: v2.30rc075
Hardware: 
Date:Feb 2, 2007
Problems Resolved: (source code come from v2.30r06)
Enhancements:
1.Change prompt message in mainfrom to GE.

DWL2100 AP Manager Release Note v2.30-r10(DE)

Manager : v2.30r10

Firmware: v2.30rc075
Hardware: 
Date:Feb 1, 2007
Problems Resolved: (source code come from v2.30r06)
Enhancements:
1. Fixed Update f/w error.
2. Fixed auto channel scan item In the Wizard.
3. Change the message and title in all value range rule check box.
4. Fixed APC:site survey error.
5. Fixed Multi-SSID:wep authentication save failed.
6. Fixed Upload cfg error.
DWL2100 AP Manager Release Note v2.30-r09(DE)

Manager : v2.30r09
Firmware: v2.30rc075
Hardware: 
Date:Jan 19, 2007
Problems Resolved: (source code come from v2.30r06)
Enhancements:
1.Change english to german.
DWL2100 AP Manager Release Note v2.30-r08(JP)

Manager : v2.30r08
Firmware: v2.30rc078
Hardware: 
Date:Dec 14, 2006
Problems Resolved: (source code come from v2.30r06)
1. SuperG enable make channel item show "6" all the time.
2. upload config file failed.
3. AP repeater has some error.
Enhancements:
DWL2100 AP Manager Release Note v2.30-r07(JP)
Manager : v2.30r07
Firmware: v2.30rc076
Hardware: 
Date:Dec 8, 2006
Problems Resolved: (source code come from v2.30r06)
Enhancements:
1.Add countryId jp support.

DWL2100 AP Manager Release Note v2.30-r06

Manager : v2.30r06
Firmware: v2.30rc032
Hardware: 
Date:August 31, 2006
Problems Resolved: (source code come from v2.11r05)
Enhancements:

DWL2100 AP Manager Release Note v2.11-r05
Manager : v2.11r05
Firmware: v2.11rc031 
Hardware: 
Date:August 31, 2006
Problems Resolved:
1.fixed save function.
DWL2100 AP Manager Release Note v2.11-r04

Manager : v2.11r04
Firmware: v2.11rc021 
Hardware: 
Date:August 18, 2006
Problems Resolved: (source code come from v2.30r03)

DWL2100 AP Manager Release Note v2.30-r03

Manager : v2.30r03

Firmware: v2.30rc027 
Hardware: 
Date:August 18, 2006
Problems Resolved: (source code come from v2.30r02)

1. If SNMP status is disable and TRAP IP is 0.0.0.0 ,APM can’t pop message.
2. if set invalid netmask in Mainform,pop a message.

3.  fixed Security key display bug.
DWL2100 AP Manager Release Note v2.30-r02

Manager : v2.30r02
Firmware: v2.30rc023 for jp
Hardware: 
Date:August 18, 2006
Problems Resolved: (source code come from v2.11r01)

DWL2100 AP Manager Release Note v2.11-r01
Manager : v2.11r01
Firmware: v2.11rc022 for us
Hardware: 
Date:August 18, 2006
Problems Resolved: (source code come from v1.15r02)
1. Don’t support Chinese character in string.
2. Don’t support “ = ” or “ “ “ in password.

3. support v2.11us FW.

DWL2100 AP Manager Release Note v1.15-r02

Manager : v1.15r02
Firmware: v2.20rc012 for JP
Hardware: 
Date:July 6, 2006
Problems Resolved: 
1.delay 1s when open config for enable SSH server.

DWL2100 AP Manager Release Note v1.15-r01

Manager : v1.15r01
Firmware: v2.20rc012 for JP
Hardware: 
Date:July 6, 2006
Problems Resolved: (sourse code come from v1.14r08)

DWL2100 AP Manager Release Note v1.14-r08

Manager : v1.14r08

Firmware: 210 usa rc006t580 
Hardware: 
Date:May 24, 2006
Problems Resolved: 

1.change ”80211g_ap_mode” before “80211g_superg” when save config.









