
DSB-C110

Personalize Your
E-Communications

The D-Link VisualStreamTM DSB-C110
PC Camera is a streaming USB digital
video camera. With 352 X 288  resolution
and support for up to 30 frames per second,
the DSB-C110 captures flicker-free still
images and records seamless video clips.
As a fully contained unit, no video
capture card or additional hardware is
necessary. The unit simply attaches via a
standard USB type A connector to a PC
or downstream USB hub.

From videoconferencing to taking  digital
snapshots, the D-Link VisualStream
DSB-C110 PC Camera gives you a variety
of options to communicate over the
Internet quickly and simply.

True 352 X 288 Resolution

Video Conference with
Microsoft® NetMeeting

Add Video to Your Email

USB 1.1 Compatible

Video and Photo Editing
Software Included

The bundled ArcsoftTM Software allows you
to create and edit video and images, and
also provides features for creating digital
content, making the VisualStream PC
Camera a great addition to any home PC.

The DSB-C110 comes complete with
hardware and software for anyone to begin
making digital videos immediately.

The DSB-C110 is also fully compatible
with Microsoft® NetMeeting for one-on-one
videoconferencing. Make your
communications with your family
and friends truly memorable with the
VisualStream DSB-C110. It is the next
best thing to being there personally.
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DSB-C110

Standards. USB Specification Version 1.1

System Requirements. Windows XP/Me/2000/98SE. One Available USB Port. Pentium 450MHz or Equivalent or Above. 64MB RAM

Connector
One downstream USB Type A  receptacle

Image Sensor
1/5" CMOS Image Sensor with 100K Pixel (352 X 288) Resolution

Lens
F/2.4 Aperture

Focus Range
Manual, 10 cm to Infinity

Exposure
Automatic

Display Color
24 bit true RGB color

Operating Temperature
0°C ~ 50°C

Storage Temperature
-10°C ~ 60°C

Operating Humidity
10% ~ 90 % non-condensing

Power Consumption
80mA @ 5V Operating

Compliances
CE, FCC Class B

Warranty
1 Year

Product Information
Part No: DSB-C110
Description: USB 1.1 100K
Pixel PC Camera
UPC: 790069-247859

D-Link Systems, Inc.
TEL: (800) 326-1688
www.dlink.com

Package Contents.DSB-C110 100K Pixel PC Camera.Driver, Software, & Manual
  with Warranty on CD-ROM.Quick Installation Guide


