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Section 1 - Product Overview

Package Contents

DSL-2520U ADSL2+ Router

Power Adapter

CD-ROM with User Manual

One twisted-pair telephone cable used for ADSL connection
One straight-through Ethernet cable

One Quick Installation Guide

One Splitter

Note: Using a power supply with a different voltage rating than the one included
with the DSL-2520U will cause damage and void the warranty for this product.

System Requirements

e ADSL Internet service

e Computer with:

200MHz Processor

64MB Memory

CD-ROM Drive

Ethernet Adapter with TCP/IP Protocol Installed

Internet Explorer v6 or later, FireFox v1.5

Computer with Windows 2000, Windows XP, or Windows Vista
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Section 1 - Product Overview

Features

e PPP (Point-to-Point Protocol) Security — The DSL-2520U ADSL Router supports PAP (Password Authentication Protocol) and CHAP
(Challenge Handshake Authentication Protocol) for PPP connections. The Router also supports MSCHAP.

e DHCP Support — Dynamic Host Configuration Protocol automatically and dynamically assigns all LAN IP settings to each host on your
network. This eliminates the need to reconfigure every host whenever changes in network topology occur.

e Network Address Translation (NAT) — For small office environments, the DSL-2520U allows multiple users on the LAN to access the
Internet concurrently through a single Internet account. This provides Internet access to everyone in the office for the price of a single user.
NAT improves network security in effect by hiding the private network behind one global and visible IP address. NAT address mapping can
also be used to link two IP domains via a LAN-to-LAN connection.

e TCP/IP (Transfer Control Protocol/Internet Protocol) — The DSL-2520U supports TCP/IP protocol, the language used for the Internet. It is
compatible with access servers manufactured by major vendors.

e Static Routing — This allows you to select a data path to a particular network destination that will remain in the routing table and never “age
out”. If you wish to define a specific route that will always be used for data traffic from your LAN to a specific destination within your LAN (for
example to another router or a server) or outside your network (to an ISP defined default gateway for instance).

e Default Routing — This allows you to choose a default path for incoming data packets for which the destination address is unknown. This is
particularly useful when/if the Router functions as the sole connection to the Internet.

e ATM (Asynchronous Transfer Mode) — The DSL-2520U supports Bridged Ethernet over ATM (RFC1483), IP over ATM (RFC1577), and
PPP over ATM (RFC 2364).

e Precise ATM Traffic Shaping — Traffic shaping is a method of controlling the flow rate of ATM data cells. This function helps to establish the
Quiality of Service for ATM data transfer.

e G.hs (Auto-handshake) — This allows the Router to automatically choose either the G.lite or G.dmt ADSL connection standards.
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Section 1 - Product Overview

e High Performance — Very high rates of data transfer are possible with the Router. Up to 8 Mbps downstream bit rate using the G.dmt
standard.

e Full Network Management — The DSL-2520U incorporates SNMP (Simple Network Management Protocol) support for web-based
management and text-based network management via an RS-232 or Telnet connection.

e Telnet Connection — The Telnet enables a network manager to access the Router’'s management software remotely.

e Easy Installation — The DSL-2520U uses a web-based graphical user interface program for convenient management access and easy set
up. Any common web browser software can be used to manage the Router.
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Section 1 - Product Overview

Hardware Overview
Connections

ADSL Port Reset Button

Use the ADSL cable to connect To manually reset, depress

to the your telephone line (RJ-11 button with the power on for at
port) least seven seconds

Power Button Ethernet Port Power Insert

Push in to power-on the Router. Use the Ethernet port to connect Use the adapter shipped with the
Push again to power-off the the Router to a computer or an Router to connect to power
Router Ethernet LAN source
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Section 1 - Product Overview

Hardware Overview

LEDs
Power DSL
A steady green light indicates the unit is powered ey green light |nd|cgtgs el
S . . ADSL connection. This will light after Internet
on. When the device is powered off it remains dark. the ADSL nedotiation process has A q liaht indi
Lights steady green during power on self-test gotiation p : cledupidiec il o eIEs oot
(POST) means the power connection works e S ey S el gt SRR
indicates activity on the WAN (ADSL)

properly.

interface.

ADSL2+ Router DSL-2520U

LAN - o Status

A solid green light indicates a valid link on A blinking green light indicates the system is
startup. This light will blink when there is activity operating normally. System failure is indicated
currently passing through the Ethernet port. by either a steady green or dark light.
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Section 2 — Installation

Installation

This section will walk you through the installation process. Placement of the Router is very important. Do not place the Router in an enclosed area
such as a closet, cabinet, or in the attic or garage.

Before You Begin

Please read and make sure you understand all the prerequisites for proper installation of your new Router. Have all the necessary information and
equipment on hand before beginning the installation.

Installation Notes

In order to establish a connection to the Internet it will be necessary to provide information to the Router that will be stored in its memory. For some
users, only their account information (Username and Password) is required. For others, various parameters that control and define the Internet
connection will be required. You can print out the two pages below and use the tables to list this information. This way you have a hard copy of all
the information needed to setup the Router. If it is necessary to reconfigure the device, all the necessary information can be easily accessed. Be
sure to keep this information safe and private.

Low Pass Filters

Since ADSL and telephone services share the same copper wiring to carry their respective signals, a filtering mechanism may be necessary to
avoid mutual interference. A low pass filter device can be installed for each telephone that shares the line with the ADSL line. These filters are easy
to install passive devices that connect to the ADSL device and/or telephone using standard telephone cable. Ask your service provider for more
information about the use of low pass filters with your installation.

Operating Systems

The DSL-2520U uses an HTML-based web interface for setup and management. The web configuration manager may be accessed using any
operating system capable of running web browser software, including Windows 98 SE, Windows ME, Windows 2000, Windows XP, and Windows
Vista.

Web Browser
Any common web browser can be used to configure the Router using the web configuration management software. The program is designed to
work best with more recently released browsers such as Opera, Microsoft Internet Explorer® version 6.0, Netscape Navigator® version 6.2.3, or
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Section 2 — Installation

later versions. The web browser must have JavaScript enabled. JavaScript is enabled by default on many browsers. Make sure JavaScript has not
been disabled by other software (such as virus protection or web user security packages) that may be running on your computer.

Ethernet Port (NIC Adapter)

Any computer that uses the Router must be able to connect to it through the Ethernet port on the Router. This connection is an Ethernet connection
and therefore requires that your computer be equipped with an Ethernet port as well. Most notebook computers are now sold with an Ethernet port
already installed. Likewise, most fully assembled desktop computers come with an Ethernet NIC adapter as standard equipment. If your computer
does not have an Ethernet port, you must install an Ethernet NIC adapter before you can use the Router. If you must install an adapter, follow the
installation instructions that come with the Ethernet NIC adapter.

Additional Software

It may be necessary to install software on your computer that enables the computer to access the Internet. Additional software must be installed if
you are using the device a simple bridge. For a bridged connection, the information needed to make and maintain the Internet connection is stored
on another computer or gateway device, not in the Router itself.

If your ADSL service is delivered through a PPPoE or PPP0oA connection, the information needed to establish and maintain the Internet connection
can be stored in the Router. In this case, it is not necessary to install software on your computer. It may however be necessary to change some
settings in the device, including account information used to identify and verify the connection.

All connections to the Internet require a unique global IP address. For bridged connections, the global IP settings must reside in a TCP/IP enabled
device on the LAN side of the bridge, such as a PC, a server, a gateway device such as a router or similar firewall hardware. The IP address can be
assigned in a number of ways. Your network service provider will give you instructions about any additional connection software or NIC
configuration that may be required.

D-Link DSL-2520U User Manual 10
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Information you will need from your ADSL service
provider
Username

This is the Username used to log on to your ADSL service provider’s network. Your ADSL service provider uses this to identify your account.

Password
This is the Password used, in conjunction with the Username above, to log on to your ADSL service provider’s network. This is used to verify the
identity of your account.

WAN Setting / Connection Type
These settings describe the method your ADSL service provider uses to transport data between the Internet and your computer. Most users will use
the default settings. You may need to specify one of the following WAN Setting and Connection Type configurations (Connection Type settings listed
in parenthesis):

e PPPOE/PPOA (PPPOE LLC, PPPOA LLC or PPPoA VC-Mux)

e Bridge Mode (1483 Bridged IP LLC or 1483 Bridged IP VC Mux)

e |POA/MER (Static IP Address) (Bridged IP LLC, 1483 Bridged IP VC Mux, 1483 Routed IP LLC, 1483 Routed IP VC-Mux or IPoA)

e MER (Dynamic IP Address) (1483 Bridged IP LLC or 1483 Bridged IP VC-Mux)

Modulation Type

ADSL uses various standardized modulation techniques to transmit data over the allotted signal frequencies. Some users may need to change the
type of modulation used for their service. The default DSL modulation (ADSL2+ Multi-Mode) used for the Router automatically detects all types of
ADSL, ADSL2, and ADSL2+ modulation.

Security Protocol
This is the method your ADSL service provider will use to verify your Username and Password when you log on to their network. Your Router
supports the PAP and CHAP protocols.

D-Link DSL-2520U User Manual 11
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VPI

Most users will not be required to change this setting. The Virtual Path Identifier (VPI) is used in conjunction with the Virtual Channel Identifier (VCI)
to identify the data path between your ADSL service provider’s network and your computer. If you are setting up the Router for multiple virtual
connections, you will need to configure the VPI and VCI as instructed by your ADSL service provider for the additional connections. This setting can
be changed in the WAN Settings window of the web management interface.

VCI

Most users will not be required to change this setting. The Virtual Channel Identifier (VCI) used in conjunction with the VPI to identify the data path
between your ADSL service provider’s network and your computer. If you are setting up the Router for multiple virtual connections, you will need to
configure the VPI and VCI as instructed by your ADSL service provider for the additional connections. This setting can be changed in the WAN
Settings window of the web management interface.
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Information you will need about DSL-2520U

This is the Username needed to access the Router’s management interface. When you attempt to connect to the device through a web browser you
will be prompted to enter this Username. The default Username for the Router is “admin.” The user cannot change this.

Password
This is the Password you will be prompted to enter when you access the Router’'s management interface. The default Password is “admin.” The
user may change this.

LAN IP addresses for the DSL-2520U

This is the IP address you will enter into the Address field of your web browser to access the Router’s configuration graphical user interface (GUI)
using a web browser. The default IP address is 192.168.1.1. This may be changed to suit any IP address scheme the user desires. This address will
be the base IP address used for DHCP service on the LAN when DHCP is enabled.

LAN Subnet Mask for the DSL-2520U
This is the subnet mask used by the DSL-2520U, and will be used throughout your LAN. The default subnet mask is 255.255.255.0. This can be
changed later.
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Information you will need about your LAN or computer.

Ethernet NIC
If your computer has an Ethernet NIC, you can connect the DSL-2520U to this Ethernet port using an Ethernet cable. You can also use the Ethernet
ports on the DSL-2520U to connect to other computer or Ethernet devices.

DHCP Client status

Your DSL-2520U ADSL Router is configured, by default, to be a DHCP server. This means that it can assign an IP address, subnet mask, and a
default gateway address to computers on your LAN. The default range of IP addresses the DSL-2520U will assign are from 10.1.1.2 to 10.1.1.254.
Your computer (or computers) needs to be configured to obtain an IP address automatically (that is, they need to be configured as DHCP clients.)

It is recommended that your collect and record this information here, or in some other secure place, in case you have to re-configure your ADSL
connection in the future.

Once you have the above information, you are ready to setup and configure your DSL-2520U ADSL Router.
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Device Installation

The DSL-2520U connects two separate physical interfaces, an ADSL (WAN) and an Ethernet (LAN) interface. Place the Router in a location where
it can be connected to the various devices as well as to a power source. The Router should not be located where it will be exposed to moisture or
excessive heat. Make sure the cables and power cord are placed safely out of the way so they do not create a tripping hazard. As with any electrical
appliance, observe common sense safety procedures.

The Router can be placed on a shelf or desktop, ideally you should be able to see the LED indicators on the front if you need to view them for
troubleshooting.

Power on Router

The Router must be used with the power adapter included with the device.

1. Insert the AC Power Adapter cord into the power receptacle located on the rear panel of the Router and plug the adapter into a suitable nearby
power source.

2. Depress the Power button into the on position. You should see the Power LED indicator light up and remain lit. The Status LED should light solid
green and begin to blink after a few seconds.

3. If the Ethernet port is connected to a working device, check the Ethernet Link/Act LED indicators to make sure the connection is valid. The
Router will attempt to establish the ADSL connection, if the ADSL line is connected and the Router is properly configured this should light up
after several seconds. If this is the first time installing the device, some settings may need to be changed before the Router can establish a
connection.
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Factory Reset Button

The Router may be reset to the original factory default settings by using a ballpoint or paperclip to gently push down the reset button in the following
sequence:

1. Press and hold the reset button while the device is powered off.

2. Turn on the power.

3. Wait for 5~8 seconds and then release the reset button.

Remember that this will wipe out any settings stored in flash memory including user account information and LAN IP settings. The device settings
will be restored to the factory default IP address 192.168.1.1 and the subnet mask is 255.255.255.0, the default management Username is “admin”
and the default Password is “admin.”

Network Connections
Connect ADSL Line
Use the ADSL cable included with the Router to connect it to a telephone wall socket or receptacle. Plug one end of the cable into the ADSL port
(RJ-11 receptacle) on the rear panel of the Router and insert the other end into the RJ-11 wall socket. If you are using a low pass filter device, follow
the instructions included with the device or given to you by your service provider. The ADSL connection represents the WAN interface, the
connection to the Internet. It is the physical link to the service provider’s network backbone and ultimately to the Internet.

Connect Router to Ethernet

The Router may be connected to a single computer or Ethernet device through the 10BASE-TX Ethernet port on the rear panel. Any connection to
an Ethernet concentrating device such as a switch or hub must operate at a speed of 10/100 Mbps only. When connecting the Router to any
Ethernet device that is capable of operating at speeds higher than 10Mbps, be sure that the device has auto-negotiation (NWay) enabled for the
connecting port. Use standard twisted-pair cable with RJ-45 connectors. The RJ-45 port on the Router is a crossed port (MDI-X). Follow standard
Ethernet guidelines when deciding what type of cable to use to make this connection. When connecting the Router directly to a PC or server use a
normal straight-through cable. You should use a crossed cable when connecting the Router to a normal (MDI-X) port on a switch or hub. Use a
normal straight-through cable when connecting it to an uplink (MDI-II) port on a hub or switch. The rules governing Ethernet cable lengths apply to
the LAN to Router connection. Be sure that the cable connecting the LAN to the Router does not exceed 100 meters.

Hub or Switch to Router Connection
Connect the Router to an uplink port (MDI-II) on an Ethernet hub or switch with a straight-through cable. If you wish to reserve the uplink port on the
switch or hub for another device, connect to any on the other MDI-X ports (1x, 2x, etc.) with a crossed cable.

Computer to Router Connection
You can connect the Router directly to a 10/100BASE-TX Ethernet adapter card (NIC) installed on a PC using the Ethernet cable provided.
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Section 3 — Configuration

Configuration

This section will show you how to configure your new D-Link Router using the web-based configuration utility.

Web-based Configuration Utility

Connect to the Router
The default IP address for ADSL MODEM is: 192.168.1.1; The Subnet Mask is : 255.255.255.0. Users can configure ADSL MODEM through an

Internet browser. ADSL MODEM can be used as gateway and DNS server; users need to set the computer’s TCP/IP protocol as follow:

1. Setthe computer IP address at same segment of ADSL MODEM, such as set the IP address of the network card to one of the “192.168.1.2”
~ “192.168.1.254".
2. Set the computer’s gateway the same IP address as the ADSL Modem'’s.
3. Set computer’s DNS server the same as ADSL Modem’s IP address or that of an effective DNS server.
j-ﬂ hlank - Microsoft Internet Explorer
To access the configuration utility, open a web-browser such as Internet i ; .

Explorer and enter the IP address of the router (192.168.1.1). B @ &2 s e

Address |#8] htkp:/f192,168.1.1]

Connect to 192.168.1.1 7Ix
Type “admin” for the User Name and “admin” in the Password field. If f’:>)\ ' "
you get a Page Cannot be Displayed error, please refer to the IR
Troubleshooting section for assistance.

The server 192.165.1.1 at DSL Router requires a username
and password,

Warning: This server is requesting that your username and

password be sent in an insecure manner (basic authentication
without a secure connection).

User name: 3 admin Ev3
Password: = | essss

Remember my password

[ oK ] [ Cancel
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Device Info

To access the Device Info window, click either the Device Info or Summary button in the Device Info directory. The following page opens:

i Device Info

Summary

WAN

Statistics

Route

ARP

DHCP
Quick Setup
Advanced Setup
Diagnostics
Management

Device Info
BoardID: DSL-25200
Software Version: RL_1.00

Bootloader (CFE) Yersion: | (before 1.0.37-3k.d20k_rc2

This information reflects the current status of your DSL

connection,

Line Rate - Upstream (Kbps):

Line Rate - Downstream (Kbps):

LAN IPv4 Address:

192,168.1.1

MAC Address:

12-34-56-12-34-56

Default Gateway:

Primary DNS Server:

192,168.1.1

Secondary DNS Server:

192.168.1.1

Recommend: 80

GO0 pixels, High Color(16 Bits)

D-Link DSL-2520U User Manual
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Summary
This window displays the current status of your DSL connection, including Device Info
the software version, LAN IP address, and DNS server address.
BoardID: DSL-25200
Software VYersion: RL_1,00

Bootloader {CFE) Yersion: | (before 1.0,37-2k,d20k_rc2

Thiz information reflects the current status of wour DSL connection,

Line Rate - Upstream {Kbps):

Line Rate - Downstream (Kbps):

LAN IPyd Address:

192.163.1.1

MALC Address:

12-34-56-12-34-56

Default Gateway:

Primary DNS Server:

192.168.1.1

Secondary DNS Server:

192,168.1.1

WAN

To access the WAN Info window, click the WAN button in the Device Info directory.

This window displays the current status of your WAN connection.

WAN Info

Ll Category |Service

ID

!Pnrtf YPI/VCI ‘

Interface | Protocol

|
Igmp ‘QDS

State

Status

1Py4
Address

D-Link DSL-2520U User Manual
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Section 3 — Configuration

Statistics

To access the Router’s first Statistics window, click the Statistics button in the Device Info directory.

This window displays the Router’s LAN statistics. Click the Reset Statistics -- LAN
Statistics button to refresh these statistics. _ .
|Interface | Received | Transmitted
'B',rtes \Pkts IErrs IDrups 'B',rtes 'Pkts IErrs IDrups
| 1 | 1 1
Ethernet ethi |0 o o jo o b o jo |
[Ethernet eth0 470376 |5245(0 [0 |1575814/4000/0 |0 |

| Reset Statistics |

This window displays the Router’s WAN statistics. Click the Reset Statistics - WAN
Statistics button to refresh these statistics.

Service VP1/VCIProtocol Interface| Received | Transmitted
i | BytesPktsErrs Drops Bytes Pkts Errs Drops|

| Reset Statistics |

This window displays the Router’'s ATM statistics. Click the Reset button | AT Interface Statistics . |
to refresh these statistics. Dctets | Octots |Erars |Unknown | Erors | Vpivel | Enable |Erors | 1die | Sugt [RM ore |18 C00
Errors Errors Errors
0 =il = o 0 o | o o 0 o a o |

AALS Interface Statistics
In Octets il:lut Octets |In Ucast Pkts |ODut Ucast Pkts [In Errors |Out Errors |In Discards | Out Discards |
: : : |
O [ 0 | o ] 0 o | o o |

AALS YOO Statistics )
|VPI,3’VIZ:I EERE: Errors |SAR Timeouts Oversized SDUs iShl:lrt Packet Errors ILength Errors !
| 7eas | o o [ o [ 0 [ o |

| 835 | o o ! a i o i a |
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Section 3 — Configuration

This window displays the Router’'s ADSL statistics. Click the Reset

Statistics button to refresh these statistics.

Click the ADSL BER Test button to access the ADSL Bit Error Rate Test

window displayed below:

/= hitp:/1192.168.1.1/berstart. tst?berState=0 - W... [= ||
g| htkpiff192. 168, 1.1 /berstart, kst *herSkate=0

X

ADSL BER Test - Start

The ADSL Bit Error Rate (BER) test determines the
guality of the ADSL connection. The test is done
by transferring idle cells containing a known pattern
and comparing the received data with this known
pattern to check for any errors.

Select the test duration below and click "Start”.

Tested Time (sec): [20 »

[ L# €D Internst H 100%

-

Statistics - ADSL

Mode:

Type:

Line Coding:

Gtatus: DiZd T
Link Power State: L0

|

| 'Duwnstream Upstream

SNR Margin (dB): |

Attenuation {dB): |

Dutput Power (dBm):

Attainable Rate (Kbps):

Rate (Kbps): |

Super Frames:

Super Frame Errors:

RS Correctable Errors:

|
|
RS Words: |
|
A
o

RS Uncorrectable Errors

HEC Errors:

OCD Errors:

LCD Errors:

Total cells: |

Data Cells: |

Bit Errors: |
|

Total ES: |

Total SES:

Total UAS:

| ADSLBER Test || Reset Statistics

]

D-Link DSL-2520U User Manual
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Route

To access the Device Info — Route window, click the Route button in the Device Info directory.

This read-only window displays routing info. Device Info -- Route

Flags: U - up, | - reject, G - gateway, H - host, R - reinstate
D - dynamic (redirect), M - modified (redirect),

| Destination :Eatewa',r | Subnet Mask | Flag |Metric | Service ;Interface

192.168.1.0 |0.0.00 |255.255.255.0 (U |0 e

ARP

To access the Device Info — ARP window, click the ARP button in the Device Info directory.
This read-only window displays Address Resolution Protocol info. Device Info -- ARP

IP address | Flags [HW Address Device
| 192,168.1.17 | Complete | 00:14:40:22:30:10 |brd |

DHCP

To access the Device Info — DHCP Leases window, click the DHCP button in the Device Info directory.
This read-only window displays DHCP lease info. Device Info -- DHCP Leases

Hostname MAC Address | IP Address | Expires In
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Quick Setup

This chapter is concerned with using your computer to configure the WAN connection. The following chapter describes the various windows used to
configure and monitor the Router including how to change IP settings and DHCP server setup.

QUICK SETUP _
Click the Quick Setup link on the left panel of the opening page to launch D-Link S ———————
a series of setup windows. ;

. . ; Quick Setup
Tick the DSL Auto-connect check box and then click the Next button. Device: Info |
¢ Quick Setup This Quick Setup wil guide vou through the steps
If the ADSL connection is down, unselect the DSL Auto-connect checkbox — Advanced Setup HIBERSENE- AR RORTGEIS YRR Balefakibch
and then click the Next button to manually assign VPI and VCI values. Diagnostics ATM PYC Configuration
Management Sglect the check box below to enable DSL Auto-

conhect process,
DEL Auto-connect

Recommend: S00%600 pixels, High Color 16 Bits)

D-Link DSL-2520U User Manual 23



Section 3 — Configuration

QUICK SETUP

This window allows you to set up ATM PVC configuration. Enter a Port
Identifier, Virtual Path Identifier, and Virtual Channel Identifier. The VPI
and VCI values should be provided by your ISP. This window also allows
you to enable QoS by ticking the Enable Quality of Service check box.
Click the Next button to continue.

QUICK SETUP — CONNECTION TYPE

This window allows you to select the appropriate connection type. The
choices include PPP over ATM (PPPoA), PPP over Ethernet (PPPOE),
MAC Encapsulation Routing (MER), IP over ATM (IPoA), and Bridging
(default).

This window also allows you to use the drop-down menu to select the
desired Encapsulation Mode. Click the Next button to continue.

ATH PYC Configuratics

Connection Type

Select the type of network protocol for IP over Ethernet as WAN interface
O PPP over ATM (PPPOA)

O PPP over Ethernet (PPPoE)

O MAC Encapsulation Routing (MER)

O 1P over ATM (IPoA)

® Bridging

Encapsulation Mode
LLC/SMNAP-ERIDGING +

D-Link DSL-2520U User Manual
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QUICK SETUP — BRIDGING

To enable bridging, tick the Enable Bridge Service check box and enter a
Service Name.

To disable WAN service, unselect the check box.

Click the Next button to continue.

QUICK SETUP — BRIDGING

This window allows you to configure the Router IP address and subnet
mask for your LAN. Once you have entered an IP address and subnet
mask, click the Next button to continue.

QUICK SETUP — BRIDGING

This summary window allows you to confirm the bridging settings you
have just made. Click the Save/Reboot button to save your new bridging
settings and restart the Router.

D-Link DSL-2520U User Manual

Unselect the check box below to disable this WAN service

Enable Bridge Service:

Service Name: |IJ|'_D_E|_35

Device Setup

Configure the DSL Router IP Address and Subnet Mask for your Local Area Metwork (Lak.

IP Address; 192.168,1.1
Subriet Mask: 255.255,255.0

Wah Setup - Summary

Make sure that the settings below match the settings provided by your ISP,

PORT / WP1/ ¥WCI: |O/0 /35

Connection Type: |Eridge

iService Nanme: -br_D_D_BS
'Service Category: . :UEIR

-IP Address: | Mot Applicable i
|Service State: |Enabled

INAT: | Disabled
Firewall: [Disabled

IGMP Multicast:  |[Mot Applicable
Quality Of Service: | Disabled

Click "SavefReboot" to save these settings and reboot router, Click "Back” to make any modifications.,
ROTE: The configuration process takes about 1 minute to complete and your DSL Router will reboot,

[Back][ Save/Reboot ]
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QUICK SETUP — PPPOA

Click the PPP over ATM (PPPoA) radio button on this window. This
window also allows you to use the drop-down menu to select the desired
Encapsulation Mode. Click the Next button to continue.

QUICK SETUP — PPPOA

This window allows you to set the username and the password for your
PPP connection. This information is obtained from your ISP. Additional
settings on this window will also depend on your ISP. Click the Next
button to continue.

Connection Type

Select the type of network protocol for IP over Ethernet as WAN interface
& PPP over ATM (PPPoA)

O PPP over Ethernet (PPPOE)

' MAC Encapsulation Routing (MER)

O 1P over ATM (IPoA)

O Bridging

Encapsulation Mode
| WC/MUX v

PPP Username and Password

PPP usually requires that vou have a user name and password to establish your connection. In the
boxes below, enter the user name and password that your ISP has provided to you,

PPP Lsername:
PPP Password:
Authentication Method: AUTO : _ [i3]

[ Gial on dernand (witheidle timeowut tirmer )

MTU [1000=15007: [14592
[0 PPP IP extension

Llse Static IP Address

© O

Retry PPP password on authentication error

O

Enable PPP Debug Mode

[

Enable Kespdlive

O

Bridge PPPoE Frarnes Betweesn Wak and Local Ports (Default Disable )

D-Link DSL-2520U User Manual
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QUICK SETUP - PPPoOA Network Address Translation Settings

This window allows you to enable IGMP mu|ticasting and WAN service. Metwork Address Translation (NAT) alows you to share ane Wide Area Metwork (WAN] IP address for multiple

computers on your Local Area Metwork (LA,

Most users will want to leave the MTU value at the default setting unless
your ISP advises you to change it. Click the Next button to continue. Erable NAT

Enable Firewval

Enable IGMP Multicast, and WAN Service

Enable IGMP Multicast  []
Enable WaN Service

Service Mame Ioppoa_0_0_ 35 1

QUICK SETUP - PPPOA Device Setup
This window allows you to enter an IP address and subnet mask for the
LAN interface. In addition, you can either enable or disable the DHCP

server. 1P Address: 102 168.1.1
Subnet Mask: |255,255.255.0

Configure the DSL Router IP Address and Subnet Mask for LAM interface,

To enable the DHCP server, enter a starting IP address, an ending IP
address, and a subnet mask. You may also choose to change the default

value of the leased time. Click the Next button to continue. ©  Disable DHCP Server

(& Enable DHCP Server
Start IP Address: 192.1568.1.2

End IP Address: 192.168.1.254
Subnet Mask: 255.255.255.0
Leased Time (hour 1|24

[l configure the second IP Address and Subnet Mask for L&M interface

D-Link DSL-2520U User Manual
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QUICK SETUP — PPPOA

This summary window allows you to confirm the settings you have just
made. Click the Save/Reboot button to save your new PPP over ATM
settings and restart the Router.

WAN Setup - Summary

Make sure that the settings below match the settings provided by your ISP.

PORT / VPI f VCI: |0/0/ 35
Connection Type: |[FFFo&

Service Name: pppoa_0_0_35_1
Service Category: |LJER

IP Address: Autornatically Assigned
Service State: Enabled

NAT: Enabled

Firewall: Enabled

IGMP Multicast: Disabled
Quality Of Service: | Disabled
MTU: 1492

Click "Save/Reboot” to save these settings and reboot router. Click "Back” to make any modifications.
MOTE: The configuration process takes about 1 minute to complete and your DSL Router will reboot.

[Back] [ Save/Reboot |

D-Link DSL-2520U User Manual
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QUICK SETUP - PPPoE

Click the PPP over Ethernet (PPPoE) radio button on this window. This
window also allows you to use the drop-down menu to select the desired
Encapsulation Mode. Click the Next button to continue.

Connection Type

Select the type of network protocol for IP over Ethernet as WAN interface
O PPP over ATM (PPPOA)

& PPP over Ethernet (PPPoE)

' MAC Encapsulation Routing (MER)

O 1P over ATM (IPoA)

O Bridaing

Encapsulation Mode
LLC/SMAP-BRIDGING

D-Link DSL-2520U User Manual
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QUICK SETUP - PPPoE PPP Username and Password
This window allows you to set the username and the password for your PPP usually requires that you have a user name and passwiord to establish your connection,
PPP connection. This information is obtained from your ISP. Additional In the boxes below, enter the user name and password that your ISP has provided to you,

settings on this window will also depend on your ISP. Click the Next
button to continue.

PPP Lsernarme:

PPP Password:
PPPOE Service Mame:;
Authentication Method: | AUTO

[] Dial an dermand {with idle timeaut tirmer)

MTU [1000-1500]: (1492

O
O
O

PPP IP extension

lUze Static IP Address

Retry PPP password on authentication errar
Enable PPP Debug Mode

Enable Keephlive

kKeeplliveTirme [0-30]: |0 it

Mazx Fail [0-1007:/0 tirnes

[] Bridge PPPoE Frames Between Walk and Local Ports (Default Disable)

D-Link DSL-2520U User Manual
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QUICK SETUP - PPPoE Network Address Translation Settings

This window allows you to enable IGMP muIticasting and WAN service. Metwork Address Translation (MAT) allows you to share one Wide Area Netwark (WAN) IP address for multinle

Most users will want to leave the MTU value at the default setting unless ERRLEs BOPIELRReL e bR woH LR,
your ISP advises you to change it. Click the Next button to continue. s

Enable Firewall

Enable IGMP Multicast, and WAN Service

Enable IGMP Multicast [
Enable WakN Service

Service Mame :pppue_D_D_SS_l

QUICK SETUP - PPPoE Device Setup
This window allows you to enter an IP address and subnet mask for the
LAN interface. In addition, you can either enable or disable the DHCP

Server. 1P Address: 102 168.1.1
Subnet Mask: 1255,255.255.0

Configure the DSL Router IP Address and Subnet Mask for LA interface,

To enable the DHCP server, enter a starting IP address, an ending IP
address, and a subnet mask. You may also choose to change the default

value of the leased time. Click the Next button to continue. O Disable DHCP Server

& Enable DHCP Server
Start IP Address: 192.1568.1.2

End IF Address: 192.168.1.254
Subnet Mask: 255.255,.255.0
Leased Time (hour):| 24

[ configure the second IP Address and Subnet Mask for LAN interface
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QUICK SETUP — PPPoE WAN Setup - Summary
This summary window allows you to confirm the settings you have just

made. Click the Save/Reboot button to save your new PPP over Ethernet
settings and restart the Router. EPDRT; WPL/ VCIL: |0/ 0/ 35

\Connection Type: |PPRoE

\Service Name:  |pppoe_0_0_35_1
i-Eer!.'il:e Category: S'UBF{

EIP naﬁress: ?ﬁutnmaticél.l.@.r ﬂssigneci 1
Service State: | Enabled 5
E'NAT: ?'I.Enabled

Firewall: |Enabled

IGMP Multicast: | Disabled
;Dualitv DOf Service: EDisabled

Make sure that the settings below match the settings provided by your ISP,

Click "Save/Reboot” to save these settings and reboot router, Click "Back” to make any modifications,
MOTE: The configuration process takes about 1 minute to complete and your DSL Router will reboot,

[Back | [ Save/reboot |

D-Link DSL-2520U User Manual
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QUICK SETUP — MER Connection Type
Click the MAC Encapsulation Routing (MER) radio button on this window. i . .

. . Select the type of network protocol for IP over Ethernet as WAN interface
This window also allows you to use the drop-down menu to select the

desired Encapsulation Mode. Click the Next button to continue. © PPP over ATH (PPPOA)

O PPP over Ethemnet (PPPoE)

(& MAC Encapsulation Routing (MER)
O 1P over ATM (IPoA)

O Bridging

Encapsulation Mode
LLC/SNAP-BRIDGING |+

QUICK SETUP — MER WAN IP Settings

This window allows you to configure the WAN IP settings. This information | b et o o B s
is obtained from your ISP. Click the Next button to continue. ot e ¥ols SR CONPOLAND A Wit S s wh dEble 18 JUtoMatc Swiguant fom DHCD oot

(Back] (o]

D-Link DSL-2520U User Manual 33



Section 3 — Configuration

QU|CK SETUP - MER Network Address Translation Settings
ThIS WindOW a”OWS yOU to enab|e or disab|e Network Addl’eSS Tl’ans|ati0n MNetwork Address Translation (NAT) allows you to share one Wide Area Network (WAN) IP address for muttiple computers on your Local Area Network (LAN).
and a firewall for your Router. In addition, you can enable or disable IGMP

. . . . . Enable NAT ]
multicasting and WAN service. Click the Next button to continue. :

Enable Frewzl []

Enable IGMP Multicast, and WAN Service

Enable IGMP Mufticast []

Enable WAN Service

Service Name: mer_0_0_33
Back | | Mext

QUICK SETUP — MER Device Setup
This window allows you to enter an IP address and subnet mask for the _
LAN interface. In addition, you can either enable or disable the DHCP EERNGEE T D HORaE PRS- AR Sen et Mk Or LABLIRREITRES,
SErver. 1P address: 192.168.1.1
To enable the DHCP server, enter a starting IP address, an ending IP ~HnETIasr: [iERsedal
address, and a subnet mask. You may also choose to change the default & G
value of the leased time. Click the Next button to continue. )

& Enable DHCP Server
Start IP Address: 192.1568.1.2

End IP Address: 192.168.1.254
Subnet Mask: 255.255.255.0
Leased Time (hour 1|24

[ configure the second IP Address and Subnet Mask for LAN interface
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QU|CK SETUP — MER ¥YWAMN Setup - Summary
This summary window allows you to confirm the settings you have just
made. Click the Save/Reboot button to save your new MAC

Encapsulation Routing settings and restart the Router. |PORT / WP/ ¥CI: |0/ 0/ 35

-Eunnectiun Type: .MEF{
.Service MName: |rer_0_0_35

_Eervice Category: !UEIF{

1P Address: [Automatically Assigned |
|Service State: ' Enabled “ . .
INAT: | Disabled

[Firewall: . | Disabled |

IGMP Multicast: | Disabled
.Qualit',r Of Service: |Disabled

Make sure that the settings below match the settings provided by your ISP,

Click "Save/Reboot" to save these settings and reboot router, Click "Back” to make any modifications,
MOTE: The configuration process takes about 1 minute to cormplete and your OSL Router will reboot,

(Back | | saveiReboot |
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QUICK SETUP — IPOA

Click the IP over ATM (IPoA) radio button on this window. This window
also allows you to use the drop-down menu to select the desired
Encapsulation Mode. Click the Next button to continue.

QUICK SETUP — IPOA

This window allows you to configure the WAN IP settings. This information
is obtained from your ISP. Click the Next button to continue.

Connection Type

Select the type of network protocol for IP over Ethernet as WAN interface
O PPP over ATM (PPPoA)

(O PPP over Ethernet (PPPOE)

(O MAC Encapsulation Routing (MER)

® 1P over ATM (IPoA)

O Bridging

Encapsulation Mode
|LLCISNAP-ROUTING “

Next

WWan IP Settings

Enter information provided to you by your ISP to configure the Wak IP settings.

Motice: DHCP is not supported in IPo& mode. Changing the defadlt gateway or the
DMS effects the whole systern. Configuring them with static values will disable the
automatic assignrment from other Wak connection.

WAkl [P Address: 192.168.1.1

WAN Subnet Mask: 230,2950.235.0

[0 wse the following default gateweay:
Lze IP Address:
s wakl Interface:

[0 uUse the following DMNS server addresses:
Primnary DMS server:

Secondary DMNS server:
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QUICK SETUP — IPOA Network Address Translation Settings

This window allows you to enable or disable Network Address Translation Metwork Address Translation (NAT) allows you to share one Wide Area Metwork (WARD IP address for rmltiple

and a firewall for your Router. In addition, you can enable or disable IGMP  computers on your Lacal Arsa Network (LA,

multicasting and WAN service. Click the Next button to continue.
Enable MAT []

Enable Firewall [

Enable IGMP Multicast, and ¥aN Service

Enable IGMP Multicast 7]
Enable WaN Service

Service Mame; poa_0 035
=)

QUICK SETUP - IPOA Device Setup
This window allows you to enter an IP address and subnet mask for the
LAN interface. In addition, you can either enable or disable the DHCP
server.

Configure the DSL Router IP Address and Subnet Mask for LA interface,

IP Address: 192.1628.1.1

To enable the DHCP server, enter a starting IP address, an ending IP ~hARETar: [iERsedal

address, and a subnet mask. You may also choose to change the default

value of the leased time. Click the Next button to continue. O Disable DHCP Server

& Enable DHCP Server
Start IP Address: 192.1568.1.2

End IP Address: 192.168.1.254
Subnet Mask: 255.255.255.0
Leased Time (hour):| 24

[ configure the second IP Address and Subnet Mask for LAN interface
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QUICK SETUP — IPOA WAN Setup - Summary
This summary window allows you to confirm the settings you have just
made. Click the Save/Reboot button to save your new IP over ATM
settings and restart the Router.

Make sure that the settings below match the settings provided by your ISP,

IPDRT JMPI/NCI: (0f0f35
|Eunnectiun Type: |IPo&

|Eervil:e Mame: |ir:u:|a_El_El_35

|Eervil:e Category: (LUBR

1P Address: 192,168.1.1
|Service State: Enabled
IRIAT: | Disabled
l Firewall: | Disabled

IGMP Multicast:  |Disabled
|uualit',r Of Service: iDiSabIed

Click "Save/Reboot” to save these settings and reboot router, Click "Back” to rmake
ary modifications,
MOTE: The configuration process takes about 1 minute to complete and your DSL
Router will reboot,

[ Back ] [ Save/Reboot
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Advanced Setup

This chapter include the more advanced features used for network management and security as well as administrative tools to manage the Router,
view status and other information used to examine performance and for troubleshooting.

WAN

To access the Wide Area Network (WAN) Setup window, click the WAN button in the Advanced Setup directory.

This window is used to configure the WAN interface. You can add, delete, E
and modify WAN interfaces on this window.

Device Tnfo Wle fuea hetwork (WAN) Getup

Once the desired changes to the WAN interface are complete, click the Al e i L

Save/Reboot button. Advaiced Setup
If you are setting up the WAN interface for the first time, click the Add o Port/ Vi Vel | S Catogory | Servce | Interlace | Protocol | lomp | QoS State | Remave Edit

button. Quallty of Service P
s ) ) (e

DEL
Pptp

Caagrnstics
ManageEment

The ATM PVC Configuration window allows you to set up ATM PVC T ek sl o ot 20 ATHEVE e (PORT and VP
configuration. Enter a Port Identifier, Virtual Path Identifier, and Virtual o
Channel Identifier. The VPI and VCI values should be provided by your
ISP. This window also allows you to enable QoS by ticking the Enable
Quality of Service check box. Click the Next button to continue.
& Category R Wishout PR | ¥

Enabie Quality Of Service

FY ¥ : pitrformande f ted chases of applcal
Ell » Advanced Setup) Quakty of Service to 3

(6 )
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This window allows you to select the appropriate connection type. The Connection Type

choices include PPP over ATM (PPPoA), PPP over Ethernet (PPPOE), ) ) o
MAC Encapsulation Routing (MER), IP over ATM (|POA), and Bridging Select the type of network protocol for IP over Ethernet as WAN interface
(default) © PPP over ATM (PPPoA)

This window also allows you to use the drop-down menu to select the

desired Encapsulation Mode. Click the Next button to continue. O PPP over Ethemet (PPPOE)

For further information about each of the five connection types available
on the Router, please go to the Quick Setup section earlier in this manual
as all of the windows are identical. O 1P over ATM (IPoA)

O MAC Encapsulation Routing (MER)

& Bridaing

Encapsulation Mode
LLC/SNAP-BRIDGING
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LAN

You can configure the LAN IP address to suit your preference. Many users will find it convenient to use the default settings together with DHCP
service to manage the IP settings for their private network. The IP address of the Router is the base address used for DHCP. In order to use the
Router for DHCP on your LAN, the IP address pool used for DHCP must be compatible with the IP address of the Router. The IP addresses
available in the DHCP IP address pool will change automatically if you change the IP address of the Router.

To access the Local Area Network (LAN) Setup window, click the LAN button in the Advanced Setup directory.

This window allows you to set up a LAN interface. When you are finished, -2 #rea Network (LAN) Setup

click either the Save or Save/Reboot button. Configure the DSL Router IP Address and Subnet Mask for LAN interface. Save button only saves the LAM config
Save/Reboot button saves the LaM configuration data and reboots the router to make the new configuration eff

IP &ddress: {192.168.1.1
Subnet Mask: 255.255,255.0

O

Enable IGMP Snooping
Standard Mode
Blocking Mode

®

(58

y (O

Disable DHCP Server
Enable DHCP Server
Start IP Address: 192.168.1.2

End 1P Address: 1192.168.1.254
Subiret Mazk: 1255,255.255.0
Leased Time (hour )24

®

Static IP Lease List: Please click on Save/Reboot button to make the new configuration effective. (& maxim
configured)

MaAC Address |IP Address |Remove [
[ Add Entrigs ] [ Rermoyve Entries ]

{3 Enable DHCP Server Relay
DHCP Server IP Address:

[Nconfigure the second IP Address and Subnet Mask for LAN interface

|Sa\fe][ Save/Reboot ]
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NAT

To access the Network Address Translation (NAT) Setup window, click the NAT button in the Advanced Setup directory. The NAT button appears when

configuring WAN interface in PPPoA, PPPoE, MER or IPOA.

Virtual Servers

This window is used to configure virtual server. You can add, delete, and modify

virtual server on this window.
If you are setting up the virtual server, click the Add button.

You can configure the service settings on this window by clicking the Select a
Service radio button and then using the drop-down list to choose an existing
service, or by clicking the Custom Server radio button and entering your own
Application Rule in the field provided.

Click Save/Apply when you are finished with the virtual server configuration.

MNAT -- Virtual Servers Setup

wirtual Server allows you to direct incoming traffic from vWal side (identified by Protocal and External port) to the
Internal server with private IP address on the LaN side. The Internal port is required only it the external port needs to
be converted to a different port number used by the server on the LAR side. & maximum 32 entries can be configured.

Server i External .External ; :Internal Internal Server IP . .REITIl:ItB ;
Name Port Start | Port End Esoxocy] | Port Start Port End Address Host Bemuye

NAT -- Wirtual Servers

Select the service name, and enter the server IP address and click "SavefApply" to forward IP packets for this service to
the specified server, NOTE: The "Internal Port End” cannot be changed. It is the same as "External Port End™
normally and will be the same as the "Internal Port Start™ or "External Port End” if either one is modified.
Remaining number of entries that can be configured:32

Server Marme: e -
@ Select a Service: | Select One [~]
& Custorn Server:

Server IP Address:  |192.168.1,

Savefsnply
E}:ternal Port Sj;ar!';_izxternal Port En!;'lf' Protocol _internral Port Startal'ntern,al: Port End]| Remnté Ip |
| | | tcp [a ]l | |

[tce
| cp

e
T1cp

| rce

[tce
| TcPp

[1ce
Jrce
| ce

[1ce ol
[ioe]

Savefipphy
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Port Triggering

Some applications such as games, video conferencing, remote access
applications and others require that specific ports in the Router's firewall be
opened for access by the applications. You can configure the port settings from
this screen by selecting an existing application or creating your own (Custom
application).

Click the Add button to configure port triggering.

You can configure the port settings on this window by clicking the Select an
application radio button and then using the drop-down list to choose an existing
application, or by clicking the Custom application radio button and entering
your own Application Rule in the field provided.

Click Save/Apply when you are finished with the port setting configuration. The
new Application Rule will appear in the Port Triggering table.

NAT -- Port Triggering Setup

Some applications require that specific ports in the Router's frewal be opened for access by the remate parties, Part Trigoer dynamically opens up the 'Open
Ports' in the frewall when an application on the LAN initiates a TCRJUDP connection to a remote party using the Triggering Ports’, The Router allows the remote
party from the WAN side to establish new connections back to the application on the LAM side using the Dpen Parts', & maximur 32 entries can be configured,

Application Trigger Open . Remove

Name | Protocol |Port Range |Protocol Port Range

Start |End Start |End

MNAT -- Port Triggering

Some applications such as games, video conferencing, remote access applications and others require that specific
ports in the Router's firewall be opened for access by the applications, You can configure the port settings from this
screen by selecting an existing application or creating your own (Customn applicationand click "Save/&pply® to add it.
Remaining number of entries that can be configured:32

Application Mame: o
@ Select an application: | Select One __f_v_'__!

O Custom application:

,Ti'igger Port Start,ﬂigger Port End Tri'gger Iirdtncui]]pen Port Startﬂben' Pl:lrt”EndEI-pen Protocol|
e [w] | I (e o]

T~ [1F v

v] Ticr o]

|2 TCP w |

1P [« | ' i IS

Savelsnply
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DMZ Host

Since some applications are not compatible with NAT, the Router supports use of  yat - pMz Host
a DMZ IP address for a single host on the LAN. This IP address is not protected
by NAT and will therefore be visible to agents on the Internet with the right type configured in the Virtual Servers table to the DMZ host computer.
of software. Keep in mind that any client PC in the DMZ will be exposed to
various types of security risks. If you use the DMZ, take measures (such as

client-based virus protection) to protect the remaining client PCs on your LAN Clear the IP address field and ciick "Apply” to deactivate the DMZ host.
from possible contamination through the DMZ.

Enter the computer's IP address and click "Apply" to activate the DMZ host.

DMZ Host IP Address:

To designate a DMZ IP address, type in the IP Address of the server or device on Save/Apply
your LAN, and click the Save/Apply button.

ALG

You can Select the ALG in this window, and click the Save/Apply button. Sl

Select the ALG below,

SIP Enabled

SavefAnnly

The DSL router will forward IP packets from the WAN that do not belong to any of the applications

D-Link DSL-2520U User Manual

44



Section 3 — Configuration

Security

To access the Security window, click the Security button in the Advanced Setup directory. The Security button appears after configuring WAN interface in
PPPoA, PPPoE, MER or IPoA.

IP Filtering

The IP Filtering button appears when configuring WAN interface in PPPoA, PPPoE, MER or IPoOA.

IP Filtering - Outgoing Dutgoing IP Filtering Setup
This window allows you to create a filter rule of Outgoing. Choose &dd or Remove to configure outgoing IP filters,
Click change default policy to change the mode of policy. Now default policy is ACCEPT

[ change default policy ]

Now default policy is ACCEPT, it means all outgoing IP traffic from LAN is

allowed, but some IP traffic can be Blocked by setting up filters. rf::.trﬁ:a protorol | S0UIce Address / '23:‘{““ Dest. T Dot [ comove
If you are setting up the outgoing IP filtering, click the Add button.

Now default policy is BLOCK, it means all outgoing IP traffic from LAN is Outgoing TP-Filterng Selun

blocked, but some IP traffic can be accepted by setting up filters. Chonse Add or Remove to configure autgoing TP fiters.

Horwy default policy is BLOCK

change default policy

If you are setting up the outgoing IP filtering, click the Add button.

Filter Name | Protocol | Source Address / Mask | Source Port | Dest. Address / Mask | Dest. Port | Remove
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Enter the information in the section. Explanations of parameters are described Add IP Filter -- Outgoing
below. Click the Save/AppIy button to add the entry in the Active Outbound IP The screen allows you to create a filter rule to identify outgoing IP traffic by specifying a new filter narme and

Filtering table.

least one condition below, all of the specified conditions in this filter rule must be satisfied for the rule to take
effect. Click 'Savefapply' to save and activate the filter,

Filter Marne:

Pratocal: 4LL ™
Source IP address: -

Source Subnet Mask(or end ip address):

Source Port (port or port:port )

Destination IP address:

Destination Subnet Mask(or end ip address):

Destination Port {port or port:port )

Save/Apply

at

Filters Parameter | Description
Filter Name Enter a name for the new filter.
Protocol Select the transport protocol (Any, TCP/UDP, TCP, UDP or ICMP) that will be used for the filter rule.

Select IP Range
by

Select either IP address or Netmask to show different items.

Source IP Address

Enter the start and end IP address for the range of IP addresses which you are creating the filter rule.

Source IP Address & Source
Subnet Mask

This is the IP address and their associated subnets for which you are creating the filter rule.

Source Port

The Source Port is the TCP/UDP port on either the LAN or WAN depending on if you are configuring an Outbound or Inbound Filter

rule.

Destination Port

The Destination Port is the TCP/UDP port on either the LAN or WAN depending on if you are configuring an Outbound or Inbound Filter

rule.
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IP Filtering — Incoming
This window allows you to create a filter rule of Incoming.
Click change default policy to change the mode of policy.

Now default policy is ACCEPT, it means all incoming IP traffic from WAN is
accepted, but some IP traffic can be blocked by setting up filters.

If you are setting up the incoming IP filtering, click the Add button.

Now default policy is BLOCK, it means all incoming IP traffic from WAN is
blocked, but some IP traffic can be accepted by setting up filters.

If you are setting up the incoming IP filtering, click the Add button.

Incoming IP Filtering Setup

Choose Add or Remove to configure incoming IP filters,

Mow default policy is ACCEPT

Filter
Name

YPI/VCI | Protoco

Incoming IP Filtering Setup

change default policy

I Source Address / | Source

Mask

Port

Choose Add or Remove to configure incoming IP filters,

Mowe default policy is BLOCK

Filter
| Name

| ¥PI/YCI | Protocol

Dest. Address /
Mask

change default policy

| Source Address /| Source

Mask

Port

Dest. Address [/
Mask

Dest.
Port

Dest.
Port

Remove

Remove |
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Enter the information in the section. Explanations of parameters are described Add IP Filter - Incoming
below. Click the Save/AppIy button to add the entry in the Active Inbound IP The screen allows you to create a filter rule to identify incoming IP traffic by specifying a new filter name and at least

Filtering table.

one condition below, &l of the specified conditions in this filter rule must be satisfied for the rule to take effect, Cick
‘Savefapply' to save and activate the fiter,

Filter Marne:

Pratacal: ALL -:' v
Source IP address: ) .
Source Subnet Mask(or end ipaddress )

Source Port (port or port:port

Destination IP address:

Diestination Subnet Mask{or end ip address):

Destination Port (port or port:port )

WaN Interfaces {(Configured in Routing mode and with firewall enabled only)
Select at least one or multiple wWak interfaces displayed below to apply this rule,

Select Al
pppoa 0.0 35 1jppp 0 0 35 1

Savef Apply

Filters Parameter

Description

Filter Name

Enter a name for the new filter.

Protocol

Select the transport protocol (Any, TCP/UDP, TCP, UDP or ICMP) that will be used for the filter rule.

Select IP Range by

Select either IP address or Netmask to show different items.

Source IP Address Enter the start and end IP address for the range of IP addresses which you are creating the filter rule.

Source IP Address & This is the IP address and their associated subnets for which you are creating the filter rule.
Source Subnet Mask

Source Port

The Source Port is the TCP/UDP port on either the LAN or WAN depending on if you are configuring an Outbound or Inbound Filter
rule.

Destination Port

The Destination Port is the TCP/UDP port on either the LAN or WAN depending on if you are configuring an Outbound or Inbound
Filter rule.
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Parental Control

Use this window to deny access to specified MAC address. Time of Day Restrictions — A maximum 16 entries can be configured.
If you are setting up the MAC address blocking, click the Add button.

Username | MAC | Mon | Tue | Wed | Thu | Fri | Sat | Sun | Start | Stop | Remove

MAC address is a specially formatted text string (XX:XX:XX:XX:Xx:Xx) that Time of Day Restriction
uniquely identification of a device. This section will allow users to block devices
with certain MAC addresses on the LAN. This page adds time of day restriction to a special LAN device connected to the Router. The 'Browser's

MAC Address' automatically displays the MAC address of the LAMN device where the browser is running. To
restrict other LAN device, click the "Other MAC Address” button and enter the MAC address of the other

To configure for MAC address blocking enter the username into the Username LAM de*.-‘iceil To find out the MAC address of 3 Windows based PC, go to command window and type
. . ! . "ipconfig fall".
field, click Browser’s MAC Address to have MAC address of the LAN device, _
or click Other MAC Address and enter a MAC address manually. Tick the User Name i |
checkboxes for the desired individual days of the week and enter desired Start :
@ Browser's MAC Address  [00:0C:6E:AA:B3:CO |

Blocking Time and End Blocking Time. = === e
O other MAC Address [

Click the Save/Apply button to save the configuration (KX E30K) ! |
Days of the week MonTueWed ThulFri Sat{Sun
Click to select O|O|g|g|gomid

Start Blocking Time (hh:mm)

End Blocking Time (hh:mm)

Save/Apply
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URL Filter

This window allows you to set up URL Filter on the Router. R B B A L atts cat B Corha O

Choose URL List Type Exclude or Include first and click Add button. URL List Type: © Excude ® Include

_Address | Port | Remove _

[ﬂ.dd ] [ Remioye

Enter the URL address and port number then click Save/Apply to add

the entry to the URL filter. Parental Control -- URL Filter Add

Enter the URL address and port number then click "Save/Apply" to add the entry to the URL filter,

LRL &ddress:
Port Mumber: (Default 20 will be applied if leave blank, )

Save/apply
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Quality of Service

QoS or Quality of Service allows your Router to help prioritize the data packet flow in your Router and network. This is very important for time
sensitive applications such as VolP where it may help prevent dropped calls. Large amounts of non-critical data can be scaled so as not to affect
these prioritized sensitive real-time programs.

To access the QoS — Queue Management Configuration window, click the Quality of Service button in the Advanced Setup directory.

This window allows you to set up QoS on the Router. When you are 299~ Queue Management Configuration
finished’ CIiCk on the Save/App|y button_ If Enable QoS checkboy is selected, choose a default DSCP mark to automatically mark incoming traffic

without reference to a particular classifier. Click 'Savefapply' button to save it
Mote: If Enable Qos checkbox is not selected, all QoS will be disabled for all interfaces.

Mote: The default DSCP mark is used to mark all egress packets that do not match any
classification rules.

Enable QoS

Select Default DSCP Mark i"ﬁ_ol Change (—1) v |

Queue Config

Click the Add button to add a QoS Queue Configuration table entry. R e = Lo aines ks ConRg e

Interfacename Description Precedence Queue Key | Enable Remowve

[.-'xd:I] [ Remowve ] [ Save/Reboot ]

H H H H H 05 Queue Configuration
This window allows you to configure a QoS queue entry and assign it a s N
1 H The screen allows you to configure a QoS guewue entry and assign it to a specific network interface, Each
SpeCIfIC network Interface' interface with QoS enabled will be allocated three gueuess by default, Each of the gueues can be
configured for a specific precedence. The queue entry configured here will be used by the classifier to
place ingress packets appropriately. Mote: Lower integer values for precedence imply higher priority

Click the Save/App|y button to save and activate the filter. for this queue relative to others Click ‘Save/apply' to save and activate the filter.
Queue Configuration Status:| ]
— i =
Oueue Precedence: i [l
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QoS Classification

by ol Serwice Setup

Choose Add or Remove to configure network traffic classes.

MARK TRAFFIC CLASSIN BCATION BULLS

s b Dweit. Source MAL

s D5CP (e BO2.1P Lan Source s
A, JHask Port  Auddr., [ Mk

Sourtn
Prodt oanod o
Mame Hark 1D Hark  Port DSCF pedelr{Mask | Port

gl Rartwnrk Traflie Class Bl

Use this window to create a traffic class rule to classify the upstream

traffic, assign a queue that defines the precedence and the interface, and
optionally overwrite the IP header DSCP byte. A rule consists of a class o
name and at least one condition. Please remember that all of the specified =
conditions on this window must be met for the rule to take effect. .

ki AT Pricwity aewlfor D500 Mark Bor the ol

Click the Save/Apply button to save and activate this rule.

Specily Tradfic Classification Rulos
Eniter the Tollowing conditions cither for I level, SET-1, or for 1BEE 8022, 1, SET-2

IF Addreze L

Destination
HAL
A | Mask

BOZ. 1P Order Enable] Diable Remove E
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Routing

To access the Routing windows, click the Routing button in the Advanced Setup directory.

Default Gateway
If the Enable Automatic Assigned Default Gateway checkbox is ticked, the  Routing -- Default Gateway
Router will accept the first default gateway assignment received from one s ensble automstic Assiored Defaut Gatewsy checkbios is selected, this router wil accept the frst received default
of the enabled PPPoA, PPPOE, or MER/DHCP enabled PVC(s). St tho StarE GefaUl getowrar ANDIOR 2 WaN micriote, 10k SavelApmly burton togaa e
If this checkbox is not ticked, enter the static default gateway and/or a
WAN interface. Click the Save/Apply button when you are finished. o e ey o Rsslocta forsclocteofy oumustreneotine
Enable sutormatic Assigned Default Gateway

[ Use PPTP Connection as Default Gateway

Sawe Apply

Static Route

Routing -- Static Route (& maxzimum 32 entries can be configured)
Click the Add button on the Routing — Static Route window to access the . _ ,
following window displayed on the next page. Destination | Subnet Mask | Gateway | Interface | Remove

Rouling - Stabic Roube Add

Enter the static routing information for an entry to the routing table.
Click the Save/Apply button when you are finished.

E O
F
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DSL

To access the DSL Settings window, click the DSL Setup button in the Advanced Setup directory.

DSL Settings
This window allows you to select the desired modulation, phone line pair,  seciect the moduition below.
and capability. Click the Save/Apply button when you are finished. G.Dmt Enabled
G.lite Enabled
Click the Advanced Settings button to select a DSL test mode. T
ADSL2 Enabled
AnnexL Enabled
ADSL2+ Enabled
[0 Annexm Enabled
Select the phone line pair below.
® Tnner pair
O Outer pair
Capability
Bitswap Enable
[J sRA Enable

Save/Apply ] [

Advanced Settings
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Select the desired DSL test mode and then click the Apply button. DSL Advanced Settings

. . . Select the test mode below.
Click the Tone Selection button to modify the upstream and downstream

tones. ® Normal
O Reverb
O Medley
O No retrain

OLa

[-L"-DDI',' ] [ Tone Selection

Select the appropriate upstream and downstream tones for your ADSL

. . . ADSL Tone Settings
connection. Click the Apply button to let your settings take effect.

Upstream Tones
Mo M1 Mz #z3 Fas M5 MMe M7 Mg Mo Mio i1 M1z 13 #14 15
Mie 17 is 19 20 21 22 W23 24 [#l25 26 W27 28 2o W30 31

Downstream Tones
M3z 33 34 35 36 37 #3238 [F39 M40 41 42 F4a3 44 [F45 #as [F47
Mag [¥l4o [¥s0 [#s51 [#s52 [¥]53 54 [¥]55 [¥]s6 [#57 [¥sa [#lso [#eo [¥e1 ez [#&3
a4 [¥les [¥lee [#l67 [¥es [¥lea 70 [F71 72 73 74 [#]75 [¥]76 78 79
Weo [¥e1 [¥sz a3 [Fes [¥les [ses [Fle7 Mas [¥so [¥loo o1 [Foz [Floz o4 [¥os
Wloe [¥]o7 [¥loe [¥]oo [¥]1o0[¥]101 [¥]102 [¥]103 [¥] 104 [¥] 105 [#] 106 [#] 107 [¥] 108 [#] 100 [¥] 110 [#] 111
112113 ¥ 114 Fl115 116 [Pl 117 118 [¥] 119 [¥] 120 [¥] 121 [¥] 122 [¥] 123 [¥] 124 [¥] 125 [¥] 126 [¥] 127
128 w129 [¥]130 [?]131 [#] 132 [¥] 133 [#] 134 [¥] 135 [¥] 136 [¥] 137 [¥] 138 [?] 133 [v] 140 [¥] 141 [#] 142 [*] 143
] 144 [¥] 145 [¥] 146 [#] 147 [¢] 148 [¥] 149 [#] 150 [¥] 151 [#] 152 [¥] 153 [¥] 154 [#?] 155 [¥] 156 [¥] 157 [#] 158 [¥] 159
160 ¥ 161 [¥] 162 [#] 163 [¢] 164 [¥] 165 [#] 166 [¥] 167 [¥] 168 [¥] 169 [¥] 170 [?] 171 [¥] 172 [¥] 173 [#] 174 [¥] 175
176 w177 [¥]178 [?]172 [¢] 180 [¥] 181 [»] 182 [v] 183 [¥] 184 [»] 185 [v] 186 [¥] 187 [v] 188 [v] 189 [»] 190 [+] 191
¥l 192 [v] 193 [¥] 194 [#] 195 [¢] 196 [¥] 197 [»] 198 [] 199 [¢] 200 [¥] 201 [¥] 202 [#] 203 [¥] 204 [¥] 205 [#] 206 [¥] 207
¥l 208 [¥] 209 [¥] 210 (#1211 [¥] 212 [¥] 213 [#] 214 [¥] 215 [#] 216 [¥] 217 [¥] 218 [#] 213 [¥] 220 [¥] 221 [#] 222 [#] 223
[l 224 [v] 225 [¥] 226 [#] 227 [¥] 228 [¥] 220 [¥] 230 [] 231 [#] 232 [¥] 233 [¥] 234 [#] 235 [¥] 236 [¥] 237 [#] 238 [¥] 239
[¥] 240 [¥] 241 [¥] 242 [#] 243 [#] 244 [¥] 245 [¥] 246 [¢] 247 [¥] 248 [¥] 249 [¥] 250 [#] 251 [¥] 252 [¥] 253 [#] 254 [¥] 255

[ Check Al ] [ Clear All ] [Applv] [Clnse]
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PPTP

To access the PPTP Setting window, click the PPTP button in the Advanced Setup directory.

To set up Point-to-Point Tunnel Protocol, tick the Enable check box, enter ~ PPTP Setting
the appropriate information in the fields offered, and then click the Set Point to Point Tunnel Protocol (P

Save/Apply button when you are finished. e -

Tunnel Mame
PPTF Server IP address 0.0.0.0

LUzer Mame

Password

Cefault Route =l
Peer IP Address 10.0.0.0
Peer Subrnet MMask 0.0.0.0

SawveSapply
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Diagnostics

Your modem is capable of testing your DSL connection with access to Diagnostics.

This window is used to test connectivity of the Router. Diagnostics

Your modern is capable of testing your DSL connection, The individual tests are listed below, If a test displays a fai
stafus, click "Rerun Diagnostic Tests" at the battom of this page to make sure the fal status is consistent, If the
test continues to fal, dick "Help" and follow the troubleshiooting procedures,

:Test your ENET{1-4) Connection: [PASS

Test the connection to your DSL service_!:_lr_uvider
[Test ADSL Synchronization: |FAIL

Rerun Diagnostic Tests
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Management

The Management directory features an array of options designed to help you get the most out of your Router.
Settings

To access the Settings - Backup window, click the Settings button in the Management directory.

This window allows you to backup your DSL Router configurations.  gettings - Backup

Click the Backup Settings button to save your Router Backup DSL router configurations, You may save your router configurations to a file on your PC
configurations to a file on your computer.

Backup Settings

This window allows Update DSL router settings. You may update Tools < Lpdate Settings
your router settings using your saved files.
Update DSL router settings. ou may update your router settings using your saved files,

Click the Update Settings button to update your Router o .
configurations with a file on your computer. Settings File hame:

[ Update Settings

This window allows Restore DSL router settings to the factory Tools - Restore Default Settings
defaults.
Restore DSL router settings to the factory defaults,
Click the Restore DSL Settings button to restore DSL router
settings to the factory defaults.

[ Restore Default Settings ]
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System Log

These windows allow you to view the System Log and configure the System Log options. To access the System Log window, click the System Log
button in the Management directory.

System Log

Click the View System Log button to view the System Log.

Click the Configure System Log button to configure the System Log
options.

The System Log dialog allows you to view the System Log and configure the Systermn Log options.
Click "View System Log" to view the System Log.

Click "Configure System Log" to configure the System Log options.

[ View System Log ] [ Configure Systemn Log

Click on the Refresh button to refresh the system log settings. System Log

Date/Time Facility Severity Message

[ Refresh | [ Close |

System Log — Configuration

The system log displays chronological event log data. The event log can "o fonflamtion

be read from local host or sent to a System Log server. The available ] S 0ve o 6 o v o Earave. 1 echud e s s’ or ot
event severity levels are: Emergency, Alert, Critical, Error, Warning, R R
Notice, Informational, and Debugging.

This window allows you to log selected events. When you are finished, I Eror ¥
click the Save/Apply button. L fror ¥

Local *
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SNMP Agent

To access the SNMP — Configuration window, click the SNMP Agent button in the Management directory.

Simple Network Management Protocol allows a management application  SWMP - Configuration
to retrieve statistics and status from the SNMP agent in the Router. When
9 Sirnple Metwork Managerment Protocol (SMMPY allowes a management application to retrieve

you are finished, click the Save/Apply button. statistics and status from the SMMP agent in this device.

Select the desired values and dlick "apply” to configure the SNMP options,

SMMP Agent (& Disable () Enable

Read Cormmmunity: prblic
Set CommLinity; private
Systern Mame: Broadcom
Systerm Location: Linknow
Systermn Contact: Linkniow
Trap Manager IP: 0.0.0.0

Save/soply
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Access Control

To access the Access Control windows, click the Access Control button in the Management directory.

Services

Enable or disable the desired LAN services. When you are finished, click Atthes Chitiol S Seivices
the Save/Apply button.

& Service Control List ("SCL") enables or disables services from being used,

Services ' LAR

HTTR Enable

ICMP Ernatile
SMMP Enable
TELMET Enable

TFTR Enabile

Savefsoply
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IP Address

This window allows you to enable or disable Access Control Mode. To
add an IP address management station, click the Add button.

Enter the IP address of the management station permitted to access the
local management services. When you are finished, click the Save/Apply
button.

Access Control -- IP Address

The IP Address Access Control mode, if enabled, permits access to local management services from 1P addresses contained in the Access Control List. If the Access Control mode is
disabled, the system wil not validate 1P addresses for incoming packets. The services are the system applications isted in the Service Control List

Access Control Mode: ® Dissble O Enable

IP Address | Remove

Access Control

Enter the IP address of the management station permitted to access the local management services, and click "Save/Apply.'

Save/Apply

Passwords

This window allows you to change the password on the Router. When
you are finished, click the Save/Apply button.

Access Control -- Passwords

Access to your DSL router is controlled through three user accounts: admin, support, and user.

The user name "admin" has unrestricted access to change and view configuration of your DSL Router.

The user name "support” is used to allow an ISP technician to access your DSL Router for maintenance and to run dizgnostics,

The user name "user” can access the DSL Router, view configuration settings and statistics, as well as, update the router's software.

UUse the fields below to enter up to 16 characters and click "Apply" to change or create passwords. Note: Password cannot contain a space.

Username: hd |
Old Passward:

Mew Password: l:l
Confirm Password: l:l

Save/Apply
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Update Software

To access the Tools - Update Software window, click the Update Software button in the Management directory.

This window allows you to update the Router’s software. Tools — Update Software
Step 1: Obtain an updated software image file from your ISP,
Step 2: Enter the path to the image file location in the box below or dick the "Browse" button to locate the image file.
Step 3: Click the "Update Software” button once to upload the new image file.

MOTE: The update process takes about 2 minutes to complete, and your DSL Router wil reboot.

Software File Name:

[ Update Software ]

Save/Reboot

To access this window, click the Save/Reboot button in the Management directory.

To save your settings and reboot the system, click the Save/Reboot
button. Click the button below to save and reboot the router.

| save/Reboot |
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Troubleshooting

This chapter provides solutions to problems that might occur during the installation and operation of the DSL-2520U . Read the following
descriptions if you are having problems. (The examples below are illustrated in Windows® XP. If you have a different operating system, the
screenshots on your computer will look similar to the following examples.)

1. How do | configure my DSL-2520U Router without the CD-ROM?

Connect your PC to the Router using an Ethernet cable.
Open a web browser and enter the address http://192.168.1.1
The default username is ‘admin’ and the default password is ‘admin’.

If you have changed the password and cannot remember it, you will need to reset the Router to the factory default setting (see question 2),
which will set the password back to ‘admin’.

Note: Please refer to next section Network Basics to check your PC’s IP configuration if you can’t see the login window.
2. How do I reset my Router to the factory default settings?

e Ensure the Router is powered on.
e Press and hold the reset button on the back of the device for approximately 5 to 8 seconds.
e This process would take about 1~2 minutes to complete.

Note: Resetting the Router to the factory default settings will erase the current configuration settings. To reconfigure your settings, log into the Router as
outlined in question 1, and then run the Quick Setup wizard.

3. What can | do if my Router is not working correctly?

There are a few quick steps you can take to try and resolve any issues:
e Follow the directions in question 2 to reset the Router.
e Check that all the cables are firmly connected at both ends.

e Check the LEDs on the front of the Router. The Power indicator should be on, the Status indicator should flash, and the DSL and LAN
indicators should be on as well.
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¢ Please ensure that the settings in the Web-based configuration manager, e.g. ISP username and password etc., are the same as the settings

provided by your ISP.

4. Why can’t | get an Internet connection?

For ADSL subscribers, please contact your ISP to make sure the ADSL service has been enabled, and your ISP username and password are

correct.

5. What can I do if my router can’t be detected by running installation CD?

e Ensure the Router is powered on.
e Check that all the cables are firmly connected at both ends and all LEDs work correctly.
e Ensure only one network interface card on your PC is activated.
e Disable Windows Firewall
In Windows XP, click Start > Control Panel and then double-click Security Center. Disable the Windows Firewall setting and click OK.
|\l Windows Firswatl
| T Cantral Passd e Genetdl | Eopplorr | Advarced .
e "ﬁ:. = H res T : W wirndowes Fumanlis bl 1o peotect poas FT
O corwoai parl = e Wirubonrt vl busiiet et ws cormgnter by peeventing unsathosoed ums:
2 - " -u] .“ C) "g*- o genang) S0 B wowr Compraier thnough e Intemed of 8 nehsor:
e — B ) 1 O 00 tecommended)
- 29 e D Deselect the D otk s et
Goto - e I Firewall by clicking
Control e byt ez the Off (not D e
Panel and Q ¥ ¥ @A recommended) e T T R T S
double-click - radio button. Click 0 o iod]
Security OK when you are e e it
Center. finished.

Note:  There might be a potential security issue if you disable the Firewall setting on your PC. Please remember to turn it back on once you have finished the
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installation procedure and successfully installed your router.

In Windows Vista, click Start > Control Panel and then double-click Windows Firewall. Next, click Turn Windows Firewall on or off.
Choose Off (not recommended). Finally, click Apply and then click “OK” to complete disabling the Windows Firewall.

. . L.:."iq
# | g 1 e B
B i _'-‘* ., 0 i @ E e
g = i - bl & Windows B &=
Sabiuy Bmiepwed Cobw Dwewd  Dedel fwwn e Laiimn Wandowa Fanswadl
Eammn. blsgess T [ [ Cereral | s
famthgers Forem il L e Pary e Bt s rrssde s Teftmaey lres gemsy B b Ercnpucrs |
=~ [ 99 = rmtn asaph Von ired e 3 et
'-l*;;f i — ._? 5 Ih' =3 e —y F | it e pasll ® heiping 50 proSecs yOr Compaier
oy (VNI TS - [T T T T e .
[ rma— It Do A e, Pl n fang b sretect i e siwntren fromal Lo bt oo Sadim o malcenn wite e bom garen
R S0 Yo CampREr Eroagh e Intemet or a reteork.
b =1 [ S T, S—
< sy RS < o ® usnsans
4 £ bbmoms! omrmute B o S e e rpbeor e B b a o ——
S - — [ " e ol
Sy g gnnea il N

i Hpainn.. | ol iy s it Drigle bt ststn mias o pricgries 4 Bebrd L

Times g ks ol Gasmche o fet o Sonnecang B B

‘@61
i
i

¥ A - : o iz A R e e
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Networking Basics

Check Your IP Address

After you install your new D-Link adapter, by default, the TCP/IP settings should be set to obtain an IP address from a DHCP server (i.e. wireless
router) automatically. To verify your IP address, please follow the steps below.

Click Start > Run. In the run box type “cmd” and click OK.
At the prompt, type “ipconfig” and press Enter.

This will display the IP address, subnet mask, and the default
gateway of your adapter.

If the address is 0.0.0.0, check your adapter installation, security
settings, and the settings on your router. Some firewall software
programs may block a DHCP request on newly installed adapters.

If you are connecting to a wireless network at a hotspot (e.g. hotel,
coffee shop, airport), please contact an employee or administrator
to verify their wireless network settings.

o CAWINDOWS\system3 2\omd. exe

yzoft Windows KPP LUerzion 5.1.2668W]

(C> Copyright 1985-2001 Microzoft Corp.
C:xDocuments and Settingszripconfig
Windows IP Configuration

Etharnet adapter Local firea Connection:

Connection-specific DNE Suff ix

:|-'J|\.F..|.|-r'|r

C:wDocuments and Settingslir

« = dlink
- L 9
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Statically Assign an IP Address

If your DHCP is disabled, or you need to assign a static IP address, please follow the steps below:
Step 1

Windows® XP - Click Start > Control Panel > Network Connections.

Windows® 2000 - From the desktop, right-click My Network Places > Properties.

Step 2

Right-click the Local Area Connection that represents your D-Link network adapter and select Properties.

Step 3
Highlight Internet Protocol (TCP/IP) and click Properties.

Step 4

Click on the Use the following IP address and enter an IP address that is on the same subnet as
your network or the LAN IP address on your router.

Example: If the router’'s LAN IP address is 192.168.1.1, make your IP address 192.168.1.X where X
is a number between 2 and 99. Make sure that the number you choose is not in use on the network.
Set Default Gateway the same as the LAN IP address of your router (192.168.1.1).

Set Primary DNS the same as the LAN IP address of your router (192.168.1.1). The Secondary
DNS is not needed or you may enter a DNS server from your ISP.

Step 5
Click on the OK twice to save your settings.

Internel Pratocel (TCPAP) Properties

Gersal

Yo can gat [P seitngs aztigrad sutoenatically i pour nahwall, suppoits
thes capatslity, Dtherwrse, vou need to otk sour netwerk administiaton for

the appropiats |F weting:

(1 Obtaim an P address automatically
(=) Uz the fodowng [P address

P sddrans 192168, 1 .82

Subrwel math, o0 . 0. 5. 0

Dot gabewmay 192 188. 1 .1

%) Ligs the inlosing DMS sesves acddrassas

Frafemed DNS perver 192 168 . 1 1

Altwanisbe DING sarver

| Advanced
[ox J[ coel ||
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Usage of USB Interface

The Combo DSL Gateway is a device with both Ethernet Interface and USB Interface, which is independent, you may use either of them to
connect to the different computers, in this way the two computers can connect to the network at one time. The Gateway can be seen as a simple
two-port HUB. So, do not connect both the Ethernet Interface and USB Interface to a same computer.

When using USB Interface, you must install the drivers. After installation, a virtual network card, "USB Remote NDIS Network Device", will be
added into the computer. It has all the functions of a real network card, and it makes installation more easily.

NOTES:

The following shows the steps for Windows®2000, the installation, configuration and uninstallation of Windows®98 or Windows®XP
are similar to this.

Driver Automatic Installation

There are two files in the DRIVER CD.

_ 1o x|
THE EERE BB tﬁzﬁu TEM & ﬁ

&-»-HAGIERE XY

HbHD) | e ~| @I
IsbDriver Setup.exe
ERE ] 341 KB W Faaem 4
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1. Run “setup.exe” in DRIVER-CD and click “Next” button.

15 Setup - ADSL USE Driver 1.3 0[] [ |l 12 5etup - ADSL USE Driver 1.3

Welcome to the ADSL USB Driver Roady Io Install

1.3 Setup Wizard

Setup is now ready to begin installing ADSL USE Driver 1.3 on pour computer,

Itis recommended that you close all other applications before:
continuing.

Click Mext to continue, or Cancel to exit Setup.

Thiz will install ADSL USE Driver 1.3 on your computer. Click Install to continue with the installation.

Cancel | < Back Cancel
2. Click “Install” button to install the driver and wait few seconds.
15 Setup - ADSL USB Driver 1.3 ===

',l.,zl Setup - ADSL USB Driver 1.3

Installing
Please wait while Setup installs ADSL USE Driver 1.3 on pour omputb

[
Extracting files. \_/
C:%Program FileshaD 5L RoutersAMDISMPE. sys

Completing the ADSL USB Driver
1.3 Setup Wizard

Setup has finished instaling ADSL USE Driver 1.3 on yaur
compLiter.

Mow plugging the USE cable to PC.

The system will automatically detect the device,

3. Click “finish” to complete the install.

4. Plug in the power cord, and turn on the power.
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5. Connect USB port of the Gateway to USB port on your PC with the USB cable that comes with the Gateway.

Found New Hardware

1SE BHDIS Adapter

Inztalling ...

6. System install the drivers automatically.

Notice: If pop up a windows like blow picture, please click “Yes” to allow it.

Digital Signature Not Found x|

The Microzoft digital signature affirms that software has
been tested with Windows and that the software has not
been altered since it was tested.

The software pou are about to ingtall does not contain a
Microzoft digital signature. Therefore, there iz no
guarahtes that this software works comecty with
Windows.

Unknown software package

IF pou want ko search for Microgoft digitally signed
software, visit the Windows Update Web site at
hittp: A Awindowsupdate. microzoft com to see i one is
available,

Do you want to continue the installation?

Mo tore Info
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Driver Automatic Uninstallation
1. Run “setup.exe” in DRIVER-CD and click “Next” butto

= i85 Uninstall ADSL USE Driver |1
! i Trkarmak Fenlovar I

ADSL USB Driver 1.3 Uninstall

Uninstall Status

Fleaze wait while ADSL USE Driver 1.3 iz removed from wour computem I )
Uningtalling ADSL USE Driver 1.3... w

Lancel |

3. Click “OK” button completed unlnstall the driver.
ADSL USE Driver 1.3 Uninstall x|

@ ADSL USE Driver 1.3 was successfully removed From your computer,
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Driver Manual Installation

1. Plug in the power cord, and turn on the power.
2. Connect USB port of the Gateway to USB port on your PC with the USB cable that comes with the Gateway.
3. Once the new hardware is detected as shown in the dialog box below, Choice "Search for a suitable driver for my device". Then click "Next"

button.

Found Mew Hardware

W Irnstall Hadwearn Device Dovess L“-._
elcome to the Found New A deedce deseer i 8 toftwse peo am dnat enables & haedware device Lo weork, vl ,-?
3

Hardware Wieard A il selem

T oz ol ot etk iy o s i

hatnas devica Thes wazed wall eempiste the mnatalabon o they deace
-@ LISE RHDIS Adeple

A dervice divest 1 8 sovane program that maker 5 hardeare device weork. wirdoes
ity chrvrl Blies bor poua niw deacn. To ocabs dereed Ries ard comglels Hhe
st allaton cich Hest

‘hat o pou velnl the wazasd 1o da?

% Baaich fof & mkable drives or iy divics [recommended]
™ Dinpley & ligt of the knowen divers for $his device o thet | can choope & speciic
e
To cordrws, cheh N

] s | T Irme |7
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4. Dialog box is. Choice "Specify a location", and Click "Next" button.

Found New Hardware Wizard

Locate Driver Files

Wwhere do you want Windows to search for driver files? m
A
3

Search for driver files for the following hardware device: \_/

USE RMDIS Adapter

The wizard searches for suitable drivers in itz driver database on your computer and in
any of the fallowing optiohal zearch locations that pou specify.

To start the search, click Mest. If you are searching on a floppy disk or CD-ROM drive,
inzert the floppy disk or CO before clicking Mext.

Optional search locations:
™ Floppy disk drives
[ CO-ROM dives
i :
[™ Microsoit Windows Update

< Back I Mest > I Catwzel |

5. A new box will pop up for selection of the location of the driver. If the location is incorrect please click "Browse" and select the right location,
then click "Next" button.

The default location is in the "USB_DRV" folder of the CD.

Found New Hardware Wizard

Cancel

Ed
Ingert the manufacturer's installation dizk into the dive K.
g zelected, and then click OF. -

Lopy manufacturer's files from:

0:M\JSB_DRY 7| Browse.. |
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6. Click "Next" or "Continue" for any dialog box pops up.

Found New Hardware Wizard

Driver Files S5earch Results o
The wizard haz finizhed zearching for driver files for your hardware device.

The wizard found a driver for the following device:

USE RNDIS Adapter

Windows found a driver for this device. To install the driver Windows found, click Mest.

= ohush_drvsusbdry.inf

< Back Cancel I

7. A message box will show the installation of "USB Remote NDIS Network Device" is complete. Click "Finish" button.
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Found New Hardware Wizard

Completing the Found New
Hardware Wizard

USE Remate MOIS Metwork Device

Windows has finished installing the software far this device,

To close this wizard, click Finish.

< Back

Latice] |

8. After the steps above, you will find there is a new item called "USB Remote NDIS Network Device" in "Control Panel"-"System"-"Device

Manager"-"Network adapters".

And a new "Local Area Connection X" is added in "Network Connections".
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L Device Manager =10 x|

Jﬂctin:nn Wi |J4--F| ||@|J|

I [+ =) Disk drives

- @ Displaw adapters

% Floppy disk controllers

--Q Floppy disk, drives

[+-52% IDE ATA/ATAPT contrallers

[+-G% Keyboards

[#-¥% Mice and ather pointing devices

i E Maonitars

= @ Metwork adapters

- -8 3Com 30920 Integrated Fast Ethernet Controller (3C905C-TX Compatible)
----- ﬂ Efficient Metworks Enternet P.P.P.0.E Adapter

P I1SE Remote MODIS Metbwork Device

l r;g' Parts (COM & LPT)

- C{H Sound, wideo and game controllers

-- Systemn devices

-8 Universal Serial Bus controllers

9 Network and Dial-up Connections 10| =]
J File Edit Miew Favorites Tools Advanced Help ‘

J dmEack r = - | Qhsearch [Folders ¢ 4History |%‘ O > vy =2

J Address |2 Metwork and Disl-up Connections j PGo
> ——
== (==
= T4
Makse Mew LocaNg Local Area

Cannection Cannectsr, Conneckion 22

|4 object(s) s

Driver Manual Uninstallation

1. Right click the icon of "My Computer” on the desktop, choice "Properties" item on menu pop up.
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2. Click "Device Manager" button in "Hardware" page.

3. Double Click the "USB Remote NDIS Network Device" in "Device Manager" dialog box.

Open
Explore
Search...
Manage

Map Metwork Drive. .,
Disconneck Metwork Drive, ..

Create Shorkeut
Rename

System Properties ﬂ il

Generall Metwork [dentification  Hardware | zer F'rofilesl Ad ancedl

r— Hardware Wwizard

The Hardware wizard helps you install. uninstall, repair.
unplug. eject, and configure wour hardware.

Hardware ‘wizard...

The Device Manager lists all the hardware devices installed
on your computer. Use the Device Manager to change the

Drriver Signingy/. | | Device Manager...

—

AN

— Hardware Profiles

different hardware configurations.

Hardware Profiles... |

Hardware profiles pmviW

Device Manager oy ] 4|
J Action  Wiew “ L -bl |E, P ‘

Ok Cancel | Apply

=) psL-138 3
Computer
{0 Disk drives

@ Display adapters

--% Floppy disk. contrallers

= Floppy disk drives

-2 IDE ATAJATAPT contrallers
658 Keyhoards

-7 Mice and ather pointing devices
fanitors

=B Nebwork adapters

: Hﬁ 3Com 30920 Integrated Fast Ethernet Controller {3C305C-TX Compatible)

B Efficient Networks Enternet P.P.P.0.E Adapter

i Parts (COM & LPT)
--f,fjé Sound, video and game controllers

: |®] Syskemn devices
-8 Universal Serial Bus contrallers

4. Click "Uninstall" button in "Driver" page.

5. Click "OK" when the dialog box shown as below to finish the uninstallation.
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USB Remote NDIS Network Device Propertie el |

General I Advanhced

USE Remote MDIS Metwork Device

Ciriver Provider: DSL kM anufacturer
Driver Date: Mot available
Driver Version: h.2 36670

Digital Signer: Mat digitally signed o
22 2 Sl Confirm Device Removal - el

To view details about the driver files loaded for thiz device, click Driver
Detailz. To uninstall the driver files for this device, chick Uninstall. To update
the driver files for this device, click Update Driver.

LUSE Rermate HOIS Metwark Device

W arning: 'ou are about to uninztall this device from pour zpstem.

Driver Details.... Urinstall | Updgte Driver... |

Cancel |

Cancel |

Configuration of "USB Remote NDIS Network Device"

As a virtual network card, "USB Remote NDIS Network Device" can be configured as a normal network card.
Set the computer IP address at same segment of ADSL MODEM, such as set the IP address of the network card to one of the “192.168.1.2" ~
“192.168.1.254".
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User can also change its configuration for special reason.

Local Area Connection 22 Properties

General | Sharing |

Cannect uzing:

I USE Remate MDIS Netwark Device

Components checked are used by this connection:

Client for Microzoft Metworks

File and Printer Sharing for Microsoft Metworks
FIrtermet Protocal [TCPAIF)

Inztall.. I Uninztall Properties

— Description

Transmission Control Protocal/Intemet Protocal. The default
wide area netwark, protocol that provides communication
acrozs diverse interconhected networks.

[™ Show icon in taskbar when connected

Internet Protocol {TCP/IP) Properties 21x|

General |

You can get |P settings azsigned automatically if your netwark, supparts

thiz capability. Othenwize, pou need ta ask wour netwark. adminigtrator for
the appropriate [P settings.

+ Ohtain an [P address automatically

—1 Use the following IP address:

|F address: I
Submet mask: I
Crefault gatewan: I

&' Obtain DMS server address automatically

— Use the following DNS server addresses;

Eretened KNS semven I

Glternate DHE senven I

Adwanced... |

ak. Cancel

ak. I Cancel |
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ADSL Standards

ANSI T1.413 Issue 2

ITU G.992.1 (G.dmt) AnnexA
ITU G.992.2 (G.lite) Annex A

ITU G.994.1 (G.hs)
ITU G.992.5 Annex A

ADSL?2 Standards

ITU G.992.3 (G.dmt.bis) Annex A
ITU G.992.4 (G.lite.bis) Annex A

Protocols

IEEE 802.1d Spanning
Tree

TCP/UDP

ARP

RARP

ICMP

RFC1058 RIP v1
RFC1213 SNMP v1 & v2c
RFC1334 PAP

RFC1389 RIP v2

RFC1577 Classical IP over
ATM

RFC1483/2684
Multiprotocol
Encapsulation over ATM
Adaptation Layer 5 (AAL5)
RFC1661 Point to Point
Protocol

RFC1994 CHAP
RFC2131 DHCP Client /
DHCP Server

RFC2364 PPP over ATM
RFC2516 PPP over
Ethernet

Technical Specifications

Data Transfer Rate

G.dmt full rate downstream: up to 8 Mbps / upstream: up to 1
Mbps

G.lite: ADSL downstream up to 1.5 Mbps / upstream up to 512
Kbps

G.dmt.bis full rate downstream: up to 12 Mbps / upstream: up to
12 Mbps

ADSL full rate downstream: up to 24 Mbps / upstream: up to 1
Mbps

Media Interface

ADSL interface: RJ-11 connector for connection to 24/26 AWG
twisted pair telephone line

LAN interface: RJ-45 port for 10/100BASE-T Ethernet
connection

D-Link DSL-2520U User Manual

81






