How to use DFL-500/1000 the tftp mode restore factory reset

1.Enable tftp server, then indicate firmware path 
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2.Start the HyperTerminal
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Dlink login:
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3.power off the firewall first, then power on , then follow up the message shown as “Press any key to download image, please press any key”
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Dlink login: FGT200(02.28.2002)
Ver:02060000
Seriallun:FGT2002801021057
SORAN Initialization

Scanning PCI Bus...Done.

Total RAN: 256M

Enabling Cache...Done.
Allocating PCI Resources...Done.
Zeroing IRQ Settings...Done.
Checking IRQ Routing Tables.
Enabling Interrupts...Done.
Configuring L2 Cache...Done

([Press Any Key To Dovnload Boot Image.)

Done.
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4. Enter tftp server address [192.168.1.168]: 192.168.168.120
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Dlink login: FGT200(02.28.2002)
Ver:02060000
Seriallun:FGT2002801021057
SORAN Initialization

Scanning PCI Bus...Done.

Total RAN: 256M

Enabling Cache...Done.
Allocating PCI Resources...Done.
Zeroing IRQ Settings...Done.
Checking IRQ Routing Tables.
Enabling Interrupts...Done.
Configuring L2 Cache...Done.

Boot Up, Boot Device Capacity=61MB.
Press Any Key To Download Boot Image.

Done.

Enter tftp server address [192.168.1.168]: 192.168.168. 120_]
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5. Enter local address [192.168.1.188]:192.168.168.119
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Dlink login: FGT200(02.28.2002)
Ver:02060000
Seriallun:FGT2002801021057
SORAN Initialization

Scanning PCI Bus...Done.

Total RAN: 256M

Enabling Cache...Done.
Allocating PCI Resources...Done.
Zeroing IRQ Settings...Done.
Checking IRQ Routing Tables.
Enabling Interrupts...Done.
Configuring L2 Cache...Done.

Boot Up, Boot Device Capacity=61MB.
Press Any Key To Download Boot Image.

Done.

[Enter tftp server addr. [192.168,1.1681: 192, 168, 168.120
([Enter local address [192.168.1.185): 192.168.168.119)
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6.Input firewall firmware file name.
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Dlink login: FGT200(02.28.2002)
Ver:02060000
Seriallun:FGT2002801021057
SORAN Initialization

Scanning PCI Bus...Done.

Total RAN: 256M

Enabling Cache...Done.
Allocating PCI Resources...Done.
Zeroing IRQ Settings...Done.
Checking IRQ Routing Tables.
Enabling Interrupts...Done.
Configuring L2 Cache...Done.

Boot Up, Boot Device Capacity=61MB.
Press Any Key To Download Boot Image.

Done.

Enter tftp server address [192.168.1.168]: 192.168.168.120

DFL 1000-v227-build048. out

nter File Nane [image.out
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7.key in Y to save image.
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Dlink login: FGT200(02.28.2002)
Ver:02060000
Seriallun:FGT2002801021057

SORAN Initialization

Scanning PCI Bus...Done.

Total RAN: 256M

Enabling Cache...Done.

Allocating PCI Resources...Done.
Zeroing IRQ Settings...Done.
Checking IRQ Routing Tables...Done.
Enabling Interrupts...Done.
Configuring L2 Cache...Done.

Boot Up, Boot Device Capacity=61MB.
Press Any Key To Download Boot Image.

Enter tftp server address [192.168.1.168]: 192.168.168.120
Enter local address [192.168.1.188]: 192.168.168.119
Enter File Nane [inage.out]: DFL1000-v227-build048.out
MAC:00:05:5d:ef:50: 1e 100Mbps half-duplex

FEEEEE

Total 6975125 Bytes Data Is Downloaded.

Verifying The CF Image.

Total 63KB Are Ilnzipned
(Do You Want To Save The Inage 7(1/n] )
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8.In this moment, you can see the firewall which has finished procedure of loading firmware and factory reset.
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Configuring L2 Cache...Done.
Boot Up, Boot Device Capacity=61B.
Press Any Key To Download Boot Image.

Enter tftp server address [192.168.1.168]: 192.168.168.120
Enter local address [192.168.1.188]: 192.168.168.119
Enter File Nane [inage.out]: DFL1000-v227-build048.out
MAC:00:05:5d:ef:50: 1e 100Mbps half-duplex

FEEEEE

Total 6975125 Bytes Data Is Downloaded.

Verifying The CF Image.

Total 32768kB Are Unzipped.
Do Tou Want To Save The Image 7[T/n]
Programning The Boot Device Now.

Reading Boot Image 638175 Bytes.
Initializing Firevall ...

Dlink login: adnin
Pagsword:
Telcome!

Type 7 for a list of commands.
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9.Also check the tftp server which has finished procedure of loading firmware and factory reset.
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