Residential Deployment:

DSLAM #1

$ modify nbsize vlanmode stackedmode

$ commit

$ reboot

$ modify bridge port intf portid 385 status disable

$ modify gvrp port info portid 385 ppstatus enable

$ modify bridge port intf portid 385 status enable

$ create vlan static vlanname v2 vlanid 2 egressports 20 385 untaggedports 20

$ modify gvrp port info portid 20 psvlanid 3 portvlanid 2

$ create vlan svlan svlanid 3 svlantype residential cvlanpreservemode preserve cvlanqospreservemode regenerate

$ create vlan mapprofile info profileid 1 profiletype ctos

$ create vlan virmap svlanid 3 cvlanid 2 vvlanid 2

$ commit

DSLAM #2

$ modify nbsize vlanmode stackedmode

$ commit

$ reboot

$ modify bridge port intf portid 385 status disable

$ modify gvrp port info portid 385 ppstatus enable

$ modify bridge port intf portid 385 status enable

$ create vlan static vlanname v2 vlanid 2 egressports 20 385 untaggedports 20

$ modify gvrp port info portid 20 psvlanid 3 portvlanid 2

$ create vlan svlan svlanid 3 svlantype residential cvlanpreservemode preserve cvlanqospreservemode regenerate

$ create vlan mapprofile info profileid 1 profiletype ctos

$ create vlan virmap svlanid 3 cvlanid 2 vvlanid 2

$ commit

Business Deployment (E-Line):

DSLAM #1:

$ modify nbsize vlanmode stackedmode

$ commit

$ reboot

$ modify bridge port intf portid 385 status disable

$ modify gvrp port info portid 385 ppstatus enable

$ modify bridge port intf portid 385 status enable

$ create vlan static vlanname v2 vlanid 2 egressports 20 385 untaggedports 20 Bridgingmode crossconnect

$ modify gvrp port info portid 20 psvlanid 3 portvlanid 2

$ create vlan svlan svlanid 3 svlantype Business cvlanpreservemode preserve cvlanqospreservemode regenerate

$ create vlan mapprofile info profileid 1 profiletype ctos

$ create vlan virmap svlanid 3 cvlanid 4097 vvlanid 2

DSLAM #2:

$ modify nbsize vlanmode stackedmode

$ commit

$ reboot

$ modify bridge port intf portid 385 status disable

$ modify gvrp port info portid 385 ppstatus enable

$ modify bridge port intf portid 385 status enable

$ create vlan static vlanname v2 vlanid 2 egressports 20 385 untaggedports 20 Bridgingmode crossconnect

$ modify gvrp port info portid 20 psvlanid 3 portvlanid 2

$ create vlan svlan svlanid 3 svlantype Business cvlanpreservemode preserve cvlanqospreservemode regenerate

$ create vlan mapprofile info profileid 1 profiletype ctos

$ create vlan virmap svlanid 3 cvlanid 4097 vvlanid 2

Business Deployment (E-LAN):

DSLAM #1:

$ modify nbsize vlanmode stackedmode

$ commit

$ reboot

$ modify bridge port intf portid 385 status disable

$ modify gvrp port info portid 385 ppstatus enable

$ modify bridge port intf portid 385 status enable

$ create vlan static vlanname v2 vlanid 2 egressports 20 385 untaggedports 20

$ modify gvrp port info portid 20 psvlanid 3 portvlanid 2

$ create vlan svlan svlanid 3 svlantype Business cvlanpreservemode preserve cvlanqospreservemode regenerate

$ create vlan mapprofile info profileid 1 profiletype ctos

$ create vlan virmap svlanid 3 cvlanid 4097 vvlanid 2

$ commit

DSLAM #2:

$ modify nbsize vlanmode stackedmode

$ commit

$ reboot

$ modify bridge port intf portid 385 status disable

$ modify gvrp port info portid 385 ppstatus enable

$ modify bridge port intf portid 385 status enable

$ create vlan static vlanname v2 vlanid 2 egressports 20 385 untaggedports 20

$ modify gvrp port info portid 20 psvlanid 3 portvlanid 2

$ create vlan svlan svlanid 3 svlantype Business cvlanpreservemode preserve cvlanqospreservemode regenerate

$ create vlan mapprofile info profileid 1 profiletype ctos

$ create vlan virmap svlanid 3 cvlanid 4097 vvlanid 2

$ commit

