DCS-3410 Firmware Release Note 

Version: 1.01-2812
Date: March 12, 2009

Problems Resolved:

1. Fixes UPnP IP inconsistency between name and IP properity.
Version: 1.01-2805
Date: March 5, 2009
Problems Resolved:

2. Refines Wording (according D-Link USA’s request)
3. Fixes OSD will disapear if disable and enable again.
4. Addes Aduio and Video help hints.
5. Fixes Email contents from “Inuput” to “Input”.
6. Fixes FTP Passive mode will disapear if disable and enable again.
Version: 1.01-2619
Date: Dec 12, 2008

Enhancements:

7. Adds subfolder by hours to FTP snapshot

8. Adds getip of DynDNS support when NAT's UPnP IGD is not available

Problems Resolved:

9. Refines logs messages

10. Fixes RTSP connection less than 4 minutes

11. Fixes WebUIs bugs

12. Restarts rtpd and rtspd when network is restarted

13. Fixes FTP duration 86400 seconds will failed

14. Fixes logout of normal user need admin privilege

15. Fixes samba's test button bugs

Version: 1.01-2512

Date: Dec 12, 2008

Enhancements:

16. Add build number to firmware upgrade page

17. Add creating sub-folder (by date) to FTP snapshot

Problems Resolved:

18. Fix motion detection setup wizard page

19. Update image will correct WhiteBalance setting when upgrade from 1.00

20. Fix RS-485 will only be opened after it is used

21. Fix camera name length from 60 to 36.

22. Fine tune UI

23. Add checking on motion detection's sensitivity

24. Limit user's account name only to alphabet, number, '-', '_', '.'

25. Change weblog index of digit I/O

26. Fix memory leak on snapshot

27. Fix Setup Wizard failed if PPPoE is enabled

28. Fix time configuration bug

29. Addes the checking to the RTSP URL configurations. 

Version: 1.03-2424

Date: Nov 24, 2008

Enhancements:

1. Support Continuous Snapshot

2. Enhance UPnP Port Forward

3. Enhance DDNS reports UPnP WAN IP

4. Add RTSP Authentication

5. Consistent Firmware Upgrade Progress bar with DCS-910

Problems Resolved:

1. Fix PPPoE 6 days connection lost

2. Fix unable to listen in recording mode (ActiveX)

3. Fix Setup Wizard wireless setup failed

4. Fix UPnP don’t disable port forward

5. Fix UPnP don’t respect other service

6. Fix GPOUT temperately no working

Note:

1. When setup HTTP port, please note that some browsers (like IE) may restrict

specific ports (like port 1 and 22) for security issue. Port number larger than

1024 will be safer.

2. When setup bit rate to video stream, please note that depend on resolution and

frame rate, not every bit rate is achievable. For example, under VGA@30 fps, setup

bitrate 64K is not achievable.

3. Please note if the bitrate of recording video is larger than your SAMBA throughput, the frame rate of recording video will be lower than your setup.

Known Issues:

1. UPnP AV may not sync when Night Mode is enabled.

2. UPnP Live View time is limited roughly 30 minutes

