
D-ViewCam Software Release Note

Software: 2.05
Date: July 31, 2009
Enhancement:

(1) Support more device models and features:

· New device: DCS-1130/1100, DCS-7410/7510/7411, DCS-6410, DCS-3411/3430, DCS-6815/6615, DVS-210-1
· Enabling audio setting: DCS-2100/2100G.

· Changing the default ID/password to admin/blank and disabling the Hue image quality: DCS-2120 AX/BX
· Changing image quality default value (brightness: 57, contrast: 46, saturation: 50, hue: 52): DCS-7411/7510 (Firmware with this change has not provided yet)
· Add model name to database: DCS-3710, DVS-310-1, DCS-5230
(2) Click mouse left key over the tree node of “My Map” or “New Map” on tree list will pop up e-map on “Main Display area” and click mouse right key will show all the cameras in split screen mode.
(3) Keep the live video alive whenever the video recording if operate well or not.
Remark 1: this feature provides continuous video display once external storage such as NAS is out of work in some reasons.

Remark 2: system (D-ViewCam) won’t check the available recording space when Remark 1 condition happened.
(4) Provide window resizing function that user can drag the border of window from default size 1024*768 to what user wants or clicks the maximize button [image: image1.png]


 to fit the screen size.
(5) Remove the constraint of the recycle time period that can be any length of time period as long as storage capacity being enough.

(6) Enhance the auto discovery function:

· Support auto-add IP camera with HTTP port number rather than 80. 
· Enhance the error message when change the HTTP port from 80 to other value.
(7) Make video operation scenario same as “Live video pause” when minimize D-ViewCam windows to the task bar.
(8) Remove the mouse over effect on the event button display status when there is not event detected in the main screen.
(9) Click device icon in the e-Map can bring up its web server.
(10) Double-click device icon in the device tree to bring up expert mode configuring wizard.
(11) Add a button to bring device web server directly when configure device parameters.
(12) Enhance the video lost event notification operation as to send first note within 10 sec then check video status in every 30 minutes and respond associated with note accordingly until video status is back to normal.
(13) Set event notification e-mail address default same as e-mail server.

(14) Enable “Play sound” action choices when device event triggered.
(15) Change the tool tip from “Snapshot selected video” to “Take snapshot”.
(16) Change the word of “Camera Name” to “No Camera” on camera status bar when no video display in screen.
(17) Modify the pop-up message to be "Changes in device settings would result in short-term interruption of schedule recording " when user save and changed the device setting.
(18) Enhance the password coverage into special characters” <”, “>”, “&” 
(19) Enhance the success of manual add camera for those default port not 80.

(20) Add DirectX/DirectDraw component for video display to apply advanced computer and good video quality, this add-on would support different display cards no matter if support DirectX/DirectDraw or not.
(21) Keep the original language in D-ViewCam application, the language setting will not be changed when a database is imported.
(22) Re-adjust the reconnection rule when DCS-910/920 is offline.
(23) Limit to send alarm mail one time per minute from the same source of the event to prevent mail system may block alarm mails.
(24) Enhance the stability of the live video display in MS-Win XP, the live video of the cameras may show “Disconnected” and recover in one minute.
Problem Resolved:
(1) Fix wrong instruction contents when switch between different tabs in Schedule/Recording of device setting.
(2) Can convert to AVI for short recording file (large GOP size, low FPS, only have one I-Frame)
(3) Synch the video display scenario to be same no matter camera is setting to recording or no-recording that the video may resume to display once network unplug /re-plug.
(4) Fix recycle function:

· Erase the recording files when the storage even appears disconnection.
· Correct the wrong operation when set 30 days but went to erase on 3th days.
· Enhance the robustness when recording path switches between local and external storage devices.
(5) Fix the malfunction with Start/Stop video display rotation.
(6) Fix the malfunction when DB do the export and import function.
(7) Confirm able to auto detect DCS-2120Ax/Bx.
(8) Disable the control icons’ function (include take snapshot, manual recording, two-way audio, video pause, PTZ area, go to, speed) when turn on the display rotation in main screen.
(9) Fix the error when user clicks the camera on map or system configuration after hours that pop up a warning message.
(10) Fix the error of file type from (D-ViewCamBasic.bak) to (D-ViewCamBasic.sdf) when did the backup function.
(11) Fix DCS-6815/6615 DO function.

(12) The live video display enhancement:

· Enhance the stability of the live video display such as some camera(s) show disconnected after hours.

· Enhance the camera(s) show disconnected for more than 5 minutes in VISTA and 40 seconds in XP when re-launch D-ViewCam.
(13) Remove field checking mechanism when adding the cameras using a DDNS address.

(14) Fix the thumbnail view mode show incorrect icons in the search and playback

Remark: The thumbnail view captures the first I-frame of the video, so if the first I-frame is abnormal, the 
thumbnail view may show the default icon.
(15)   Fix DCS-950 sometimes will fail and show error message (“Unable to connect device”) when setting the 
  motion detection.
(16)   Fix D-ViewCam application auto restart frequently. 

Notes for Using D-ViewCam 2.05 Application:
(1) If an external disk is used for storage of video recording, please make sure to stop the recording with D-ViewCam application first and then safely remove your disk using Windows hardware removal utility. Failure to do so will cause a system event “Recording Path Error” message every 3 minutes.
(2) D-ViewCam application uses broadcast to discover IP cameras in your local network. If there is a delay in a camera’s response or network traffic jam issue, auto discovery may not find the IP camera. If this happens, please run auto discovery again.
(3) For cameras determined to be offline, when D-ViewCam is trying to reconnect, it will display “Connecting” status during the retry, and if failed to connect, D-ViewCam will show “Disconnected” status.
(4) The time cursor in video playback is positioned at the nearest complete image (I frame). This behavior will become apparent if the recording length is too short (less than 30 seconds).
(5) Windows Vista operation system’s user control feature may interfere with the normal operation of D-ViewCam application. For Windows Vista users: please go to User Accounts and Family Safety > User Accounts > Turn User Account Control on or off, then uncheck the “Use User Account Control (UAC) to help protect your computer checkbox. Restart your computer to validate the setting.

For additional information of User Account Control, please go to http://www.microsoft.com/windows/products/windowsvista/features/details/useraccountcontrol.mspx
(6) If a mega pixel camera is used with D-ViewCam application, the minimum system requirement should be raised to CPU：Intel P-4 3.4G HZ or above, SDRAM：1GB Hard Disk：40GB or above due to resource required to process and store large amount of image data.
(7) Mega pixel cameras such as DCS-2121/DCS-2102 and DCS-3110 will consume a lot of PC processing power when viewing video images. When adding more than 1 mega pixel cameras with D-ViewCam application, please make sure your PC’s CPU utilization does not exceed 75%.

(8) If a camera’s IP address is changed through the camera web server, the IP address for the same camera in D-ViewCam application has to be manually updated as well.
(9) DCS-3410/DSC-2121/DCS-2102/DCS-1100/DCS-1130/ DCS-7510/DCS-7410/ DCS-3430/ DCS -3411 does not support two-way audio function

(10) Remember to input camera ID and password when manually adding the following camera types: DCS-900Ax, DCS-900Bx, DCS-900w, DCS-950G, DCS-1110, and DCS-G900. The model name can be detected and set when “?” button clicked.
(11) If you are using DHCP server for your cameras, the cameras may appear disconnected if their IP are changed. Use auto discover function to update the IP address.
(12) If running on Windows 2000, DCS-910, DCS-920, DCS-950, DCS-950G, DCS-1110, DCS-2102, DCS-2121, DCS-3410 can not be auto add due to Windows 2000 does not support UPnP function, please add manually to the D-ViewCam.

(13) DCS-900Ax, DCS-910, DCS-920, DCS-3410, DCS-2121/2102, DCS-6410, DCS-1100/1130, DVS-210-1, DCS-6815/6615, DCS-3110, DCS-3415, DCS-6111, DCS-7410/7510/7411, and DCS-3430/3411: manual recording does not support histogram.

(14) It is recommended to remain enough work space (around one hour of schedule recording spaces) for the temporary file created by the schedule and event recording.

(15) Recommend to use “Admin” user name to connect with devices due to some of models having different use behaviors.
(16) When you turn on the screen video rotation function that clicking the close icon of the camera status bar does not mean to close the video display window, you need stop the rotation then click close icon that the display window closed accordingly.
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(17) When user re-login D-View Cam should wait for a while until log out process completely executed.
(18) Suggestion users has the PC specification with independence VGA card and record videos into another storage when use the software and run schedule/event/manual recording mode simultaneously.
Device limitations:

Due to limitations in camera’s firmware, there are certain limitations for cameras models listed below:

(1) DCS-2102/ DCS-2121/ DCS-3410/DCS-3411/DCS-3430/DCS-1100/ DCS-1130: 
· Motion detection setting in D-ViewCam application shows the whole camera’s web page.
(2) DCS-5220 EN FW: 
· Only support brightness for image quality setting.

· New firmware ver. 1.05 issue: Enable the motion detection in D-ViewCam will pop up Internet Explorer cannot display the webpage.

(3) DCS-2121/2102:
· Switch the resolution to SXGA (1280 * 1024), the motion detection function is disabled.

(4) DCS-900Ax: does not support UPnP therefore it can not be found automatically by auto-search function. Please add them manually.
(5) DCS-3110: 
· Only support two connections when in MJPEG Mega pixel resolution.
(6) DCS-6410: 

· Does not have internal microphone.
· MD event trigger is not exactly sent out by the device.
(7) Device account management:

· DCS-900AX/900BX/900G/950/950G, DCS-1110: do not support device account privilege control functions.
· DCS-5220, DCS-5300W/5300G, DCS-6620G: user account privilege allows the pan/tilt control and preset setting.
· DCS-2000, DCS-2100+, DCS-2120Bx, DCS3420, DCS-5300W/G, DCS-6620G: user account privilege allows DIDO control setting.

(8) DCS-5300G (New firmware ver. 2.05 issue)

· In the device web server, the direction of pan left and right is reserved.
· In the device web server, the orientation of live video is vertical flipped.
(9) DCS-6620G (New firmware ver. 1.05 issue)

· When execute auto pan/patrol, the camera is being stuck in certain position. It could be hardware issue.
(10)  DCS-2120AX/BX:

· The CGI command lack of HW version information (AX/BX), therefore DCS-2120-AX can be found when choose "DCS-2120 ver. BX" by manually or vice versa.

(11)  DCS-6815 (FW: v1.01):
· Camera ID and password is required when entry the motion detection setting in D-ViewCam application.

· Motion detection setting in D-ViewCam application shows the whole camera’s web page.
· This device “Home position” setting is not same as others.  Once need to set this, please go to device web server to set it as “256” ( be reminded only 256 is acceptable)
· Not suggest to change port number due to camera not return-port updated value back then D-ViewCam can not get video after port changed
(12)  DVS-210-1 (FW: 1.2.9 Build 20090310):

· Camera ID and password is required when entry the motion detection setting in D-ViewCam application.

· Motion detection setting in D-ViewCam application shows the whole camera’s web page
· One way and two way audio does not work.
· Does not send MD event trigger
(13) 
· 

(14)  DCS-3430/ DCS-3411/DCS-7410/ DCS-7510/ DCS-7411:

· One to one connection is good, but multiple connections to the camera may cause slow response.

	Camera Firmware tested

	Model
	910
	920
	3420
	5220
	5220tw
	5300
	5300G
	6620
	6620G
	3410
	5610
	2121
	2102

	Firmware
	1.03
	1.03
	1.03
	1.05
	0201tw
	1.06
	2.05
	1.06
	1.05
	1.01
	1.01
	1.03
	1.03

	Model
	6410
	6110
	6111
	1100
	1130
	3110
	3415
	7410
	7510
	7411
	6815
	6615
	3430

	Firmware
	1.00
	1.00
	1.00
	1.00
	1.00
	1.01
	1.00
	1.00
	1.00
	1.00
	1.01
	1.01
	1.00

	Model
	3411
	210-1
	
	
	
	
	
	
	
	
	
	
	

	Firmware
	1.00
	1.2.9
	
	
	
	
	
	
	
	
	
	
	


Note:

1. Compared to device support list in D-ViewCam 1.4, the following phased out models are removed from D-ViewCam 2.0 device support list DCS-900W, DCS-2000, DCS-2100, DCS-2100+, DCS-2100G, DCS-5300W.
2. Compared to device support list in D-ViewCam 2.03, the following phased out models are removed from D-ViewCam 2.04 support list DCS-900AX (FW: 2.37), DCS-900BX (FW: 3.00), DCS-950G (FW: 2.0), DCS-950 (FW: 1.08), DCS-G900 (FW:1.00), DCS-1110 (FW: 1.01), DCS-3220 (FW: 1.04), DCS-3220G (FW: 2.02), DCS-2120A (FW: 0104), DCS-2120B (FW: 0201tw)
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	





Known Issues:

When users run the D-ViewCam software with "32 channels, Schedule/Manual/Event recording simultaneously, Set default resolution or above of IP Cam" environment for a period of time. 

It might causes any one of as follows problems -

1) Popup C++ error message - DVC recording and live view jobs are still working, but when the user click the 
message button that DVC will auto restart. It need to spend one minute to restart DVC software and user 
has to re-configure the manual recording, but the schedule and event recording will continue working.
2) The DVC will auto restart - when the DB loading of the DVC is too high in the above environment, the DVC 
watch-dog function will be active and cause it to restart. It need to spend one minute to restart DVC 
software and user has to re-configure the manual recording, but the schedule and event recording will 
continue working.

    3) Main Console shows "Disconnect" message - when user run the DVC and display 32 split window with 
above environment, it might causes to disconnect from IP cameras. 
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