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IS Manager Server

User’s Guide

О данном руководстве
Данное руководство рассказывает о там как инсталлировать и использовать IS Manager Server. Также в нем содержится важная информация включая описание программного обеспечения, пошаговой процедуры инсталляции и детальное описание функций программы.

IS Manager Server предназначен для установки и использования в среде Windows 95/98 или Windows NT 4.0 (или более позние версии).

Перед инсталляцией и запуска IS Manager Server убедитесь, что подключен Internet-сервер и ознаколены с его возможностями. Обратитесь к руководству по Internet-серверу для получения больше информации по инсталляции и описанию функций.

Важное:
Internet-серверу, используемому с программой IS Manager Server, должен быть задан IP-адрес компьютера, на котором инсталлирован IS Manager Server. Обратитесь к руководству Internet-серва за более подробной информацией.

Введение XE "Introduction" 
Данный раздел представляет IS Manager Server, а также как содердатся требования для его использования.

Возможности XE "Features" 
IS Manager Server позволяет контролировать доступ пользователей локальной сети к Internet осуществляемого через Internet-сервер. Возможности IS Manager Server включают:

Monitor XE "Monitor"  - Определеяет кто использует Internet в любой заданный момент;

Filter XE "Filter"  - Определяет кто может иметь доступ к Internet и какие сайты и протоколы он использует;

Log XE "Log"  - Сохраняет кто имел доступ или пытался получить доступ к внешним сайтам (ведение статистики событий);

Statistics XE "Statistics"  - Сравнивает, сортирует и анализирует данные Internet-сервера основанные на статистике событий;

Time Server XE "Time Server"  – Предоставляет Internet-серверу текущую дату и время основываясь на встроенных часах компьютера.

Требования
Мы рекомендуем чтобы компьютер соотвествовал следующим требования, которые необходимы для работы IS Manager Server:

· IBM-совместимый персональный компьютер с 386 или более быстрым процессором
· Одна из следующих осперационных систем Microsoft:

· Windows 95/98 или более поздняя
· Windows NT 4.0 или более поздняя
· 8МБ ОЗУ
· Как минимум 30МБ свободного пространства на жеском диске
· Windows-совместимая «мышь» или pointing device

· Сетевая карта Ethernet с соответствующими драйверами
· Internet-сервер для которого предназначен IS Manager Server (обычно они поставляются вместе).  Предполагается, что Internet-сервер правильно сконфигурирован и работоспособен. Обартитесь к руководству пользователя Internet-сервера за более подробной информацией о его конфигурировании.   

Необходимо также проверить следующие установки компьютера:

· Если используется разрешение экрана выше чем 640 x 480 (стандартный VGA), то необходимо использвать установку “Small Fonts”.

· Необходимо активизировать сетевой протокол TCP/IP. IS Manager Server использует протокол TCP/IP для взаимодействия с Internet-сервером.

· Убедитесь, что адрес TCP/IP компьютера соотвествует той же сети и подсети что и Internet-сервер.  

При установке Internet-сервера IP-адрес компьютера с IS Manager Server вводится  через подменю Advanced Control Configuration режима Manager Server IP Address Internet-сервера. 

Нет необходимости запускать программу IS Manager Server на каждой рабочей станции.

Инсталляция XE "Installation" 
This chapter tells how to install the program, and how to start it. 

Installing IS Manager Server

Follow the procedure outlined below to install IS Manager Server:

1. Insert the IS Manager Server installation disk into your system’s 3.5” floppy drive (A: or B:).
2. Choose Run… from the Start menu on the taskbar. When the dialog box appears, type the pathname of the Setup program on the floppy drive (A:\SETUP or B:\SETUP) and click OK.
3. The Setup program will begin by copying some files and ask for your confirmation. Click the Next > button to continue. 

4. The Setup program will then ask you to select a directory on your hard disk where you want it to install the IS Manager Server program. If you want a destination directory path other than the one shown, click the Browse... button to select it. Click the Next > button to continue the installation.

5. The setup program will copy IS Manager Server program files to the directory you selected, as well as create an IS Manager Server program group. Click the Finish button to complete the installation.

Once the installation is complete, you can begin using IS Manager Server.

Starting IS Manager Server

If you are using Windows 95/98 or Windows NT 4.0 (or a later version of Windows), to start the IS Manager Server program:

1. Click the Start button on the taskbar.

2. Open the Programs menu and select D-Link IS Manager Server.

3. Select IS Manager Server from the drop-down list.

The IS Manager Server program will then be ready for use. A sample IS Manager Server display is shown in the next section.

Main Window XE "Main Window" 
This chapter describes the IS Manager Server main window displayed below:
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Feature and Button Descriptions XE "Feature and button descriptions" 

 XE "Feature and button descriptions" 
Each item of the main window of IS Manager Server is briefly described below. For further information regarding basic configuration and advanced configuration please see the following two chapters.

Active Users and Active Connections

The left-hand side of the top part of the IS Manager Server window displays the number of Active Users XE "Active Users"  and the number of Active Connections XE "Active Connections" . 

Time Server

Time Server XE "Time Server"  information in the form of date--year, month, and day--and a running display of the current time--hours, minutes, and seconds--is displayed in the middle of the top part of the main window. This is obtained from the built-in clock of the PC that IS Manager Server is running on. 

Password Lock

 XE "Password Lock" A password can be set by clicking the Configure button, clicking the General tabbed panel, and filling in the two text fields entitled Administrator Password and Confirm Password. After clicking Save to let the changes take effect, clicking the Password Lock button will lock the buttons on the main window. See the chapter entitled “Basic Configuration” for further information.

Connection List XE "Connection List" 
This list displays the Time, User, Destination, Protocol, and State of the connections being monitored and controlled by the IS Manager Server. The maximum number of entries that can be listed at one time is set through the Configure function’s General tabbed panel. See the chapter entitled “Basic Configuration” for more details. 

Use the scroll on the far right-hand side to move up and down in the connection list if necessary.

Each Connection List item is briefly described below:

· Time XE "Time"   Time when the connection with an outside host was established.
· User XE "User"   MAC address of connected user, or name assigned for user through the Configuration function. See the Users section of the chapter entitled “Basic Configuration” for more information.
· Destination XE "Destination"   Host or server that the user has connected to on the outside. 
· Protocol XE "Protocol"   Number of protocol, or name assigned to protocol number through use of the Configuration function. See the Protocols section of the chapter entitled “Basic Configuration” for more information.
· State XE "State"   This will display “OK” if the machine did not filter out a connection and “Filtered” if a connection is blocked. The filter rules are established through the Configure function. See the chapter entitled “Advanced Configuration” for more information.  
Monitor XE "Monitor" 
The Monitor button is used for the continual update of connection list entries. If the maximum number of entries is reached, the main window will always display the most recent entries only (up to the maximum). This setting can be adjusted by clicking the Configure button, clicking the General tabbed panel, and entering the desired figure in the Number of Monitor Entries to be Kept field. The factory default setting is 300, although it can be adjusted to a maximum of 9999 entries.

Trace XE "Trace" 
The Trace button is used to cap connection list entries at a user-provided number (see previous section). This function is especially helpful when the IS Manager Server administrator wants to stop the display of the connection list entries at a certain point and be able to scroll up and down between the beginning of the list and the end. This function prevents the oldest entry on the connection list from being deleted.

Display XE "Display" 
The Display button is used to freeze the connection list at a given point in time.

Configure XE "Configure" 
The Configure window offers a wide array of functions allowing the IS Manager Server administrator to specify which LAN users are able to access the Internet through your Internet server, which protocols they can use, and which sites they are permitted to visit.  A password option is also included in this section. 

Click the Configure button to access seven tabbed panels, Users, Protocols, Destinations, General, User Filter, Protocol Filter, and Destination Filter. Each is described in detail in the following two chapters: the first four are located under “Basic Configuration” and the latter three are under “Advanced Configuration”.

View Log XE "View Log" 
The View Log window features Connection XE "Connection tabbed panel" 

 XE "Connection"  and Dial Up Time XE "Dial Up Timel"  tabbed panels.

Click the View Log button to access the following Connection tabbed panel:
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Note that the entry in the Duration column will read zero seconds if the connection is being filtered.

Select the desired Date from the drop-down list at the top of the table. 

Clicking the List Filter XE "List Filter"  button allows the IS Manager Server administrator to change the default control setting of “All” for User, Destination, Protocols, and Status. The List Filter dialog box looks like this: 
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For example, to change the User setting from “All”, highlight the drop-down list next to this control and choose “julie”, “nick” or “ctsnow”. See below:
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To display dial up information, click View Log XE "View Log"  and then click Dial Up Time XE "Dial Up Time" . The following Dial Up Time tabbed panel appears:
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Select the desired Date from the drop-down list at the top of the table. 

Each item in this panel is briefly described below:

· Dial Up XE "Dial Up"   Time when the phone line is first engaged.
· Hang Up XE "Hang Up"   Time when the phone line is disconnected.
· Internet Server XE "Internet Server"   MAC address of the Internet server.
· Port XE "Port"   The type and number of the port through which the connection was made.

View Statistics

The View Statistics XE "View Statistics"  window features seven tabbed panels, Top User XE "Top User" , Top Destination XE "Top Destination" , Top Protocol XE "Top Protocol" , Dial XE "Dial" , User XE "User" , Destination XE "Destination" , and Protocol XE "Protocol" . Click the View Statistics button to display the first tabbed panel, Dial:
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Select the desired Internet server from the drop-down list above the table.

Each item in this panel is briefly described below:

· Date XE "Date"   Year, month, and day of list entry. 

· Dial Up Time XE "Dial Up Time"   A sum total of phone line usage in one day.
The User XE "User"  tabbed panel looks like this:
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Select the desired User XE "User"  from the drop-down list above the table.

Each item in this panel is briefly described below:

· Date XE "Date"   Year, month, and day of list entry.
· Connection Time XE "Connection Time"   A sum total of all connections for each day. 

The Destination XE "Destination"  tabbed panel looks like this:
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Select the desired Destination XE "Destination"  from the drop-down list above the table. 

Each item in this panel is briefly described below:

· Date XE "Date"   Year, month, and day of list entry.
· Connection Tim XE "Connection Time" e  A sum total of all connections for each day. 

The Protocol XE "Protocol"  tabbed panel looks like this:
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Select the desired Protocol XE "Protocol"  from the drop-down list above the table.

Each item in this panel is briefly described below:

· Date XE "Date"   Year, month, and day of list entry.
· Connection Time XE "Connection Time"   A sum total of all connections for each day. 

The Top User XE "Top User"  tabbed panel looks like this:
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Select the desired range from the From Date and To Date drop-down lists above the table. 

Each item in this panel is briefly described below:

· User Name XE "User Name"   MAC address of connected user, or name assigned for user through the Configuration function. See the Users section of the chapter entitled “Basic Configuration” for more information.
· Connection Time XE "Connection Time"   A sum total of all connections for a selected time period. 

The Top Destination XE "Top Destination"  tabbed panel looks like this:
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Select the desired range from the From Date and To Date drop-down lists above the table. 

Each item in this panel is briefly described below:

· Destination Name XE "Destination Name"   IP address or name of host that the user has connected to on the outside.
· Connection Time XE "Connection Time"   A sum total of all connections for a selected time period. 

The Top Protocol XE "Top Protocol"  tabbed panel looks like this:
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Select the desired range from the From Date and To Date drop-down lists above the table. 

Each item in this panel is briefly described below:

· Protocol Name XE "Protocol Name"   The name or number of the Protocol used during the connection.
· Connection Time XE "Connection Time"   A sum total of all connections for a selected time period. 

List Information XE "List Information" 
The List Information window features two tabbed panels, User XE "User"  and Domain Name XE "Domain Name" .

To display users that have accessed the Internet in the past, click the List Information button. The following User panel appears:
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To display names and IP addresses of the destinations that have been previously accessed, click the List Information XE "List Information"  button and then click Domain Name XE "Domain Name" . The following Domain Name panel appears:
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Shut Down XE "Shut Down" 
Click the Shut Down button to exit the IS Manager Server program.

NOTE:

                      Filtering can be done and logs can be kept only when IS Manager Server is running (either open or minimized). 

Basic Configuration XE "Basic Configuration" 
This chapter covers the configuration of the following IS Manager Server functions: Users, Protocols, Destinations, and General.

Users XE "Users" 
The Configuration window’s Users tabbed panel allows user info to be entered for use in other sections of this program. This means a MAC address and an IP Address need not be entered each time you refer to them. 

To access the first panel, click the Configure button. The Users panel appears:
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To add an entry, complete the User Name, Mac Address, and IP Address fields and then click Add. Click Save to allow the changes to take effect. 

To delete an entry, highlight the item and click Delete. Click Save to allow the deletion to take effect.

Protocols XE "Protocols" 
The Configuration window’s Protocols tabbed panel allows names to be displayed in the Protocol column of the main window rather than numbers.

In addition, a Protocol Name must be set in this panel in order to set a Protocol Filter. See the Protocol Filter section in the next chapter for further details.

To access the Protocols panel, click the Configure button and then click Protocols. The following panel appears:
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To add an entry, complete the Protocol Name, Protocol Type, and Protocol Port fields and then click Add. Click Save to allow the changes to take effect. Note that a number of Protocol Ports and their associated Protocol Names have been already entered. Select these from the Protocol Port drop-down list. 

To delete an entry, highlight the item and click Delete. Click Save to allow the deletion to take effect. 

Destinations XE "Destinations" 
The Configuration window’s Destinations tabbed panel allows the host that the user has connected to on the outside to be displayed in the Destination column of the main window rather than numbers.

In addition, a Destination Name must be set in this panel in order to set a Destination Filter. See the Destination Filter section later in this chapter for further details.

To access the Destinations panel, click the Configure button and then click Destinations. The following panel appears:
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To add an entry, complete the Destination Name and Destination IP Address and then click Add. Click Save to allow the changes to take effect.  

To delete an entry, highlight the item and click Delete. Click Save to allow the deletion to take effect.

General XE "General" 
The Configuration window’s General tabbed panel contains fields to set passwords as well as connection list and log capacity fields for monitor entries, connection, and dial time.  

To access this panel, click the Configure button and then click General. The following panel appears:
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To set a password for the IS Manager Server, complete the Administration Password and Confirm Password fields (a maximum size of 32 characters is allowed) and then click Save. If you set a password, you will be prompted to enter it whenever you begin a new session. Within a session, once you enter the password, the password lock will automatically be turned off. Click the Password Lock XE "Password Lock"  button on the Main Window to put it back on.

To remove the password, delete it in the two-aforementioned fields at the top of the panel. 

The Number of Monitor Entries to be Kept field (up to 9999 entries, with a factory set default of 300), Number of Days Connection Log to be Kept field (up to 999 days, with a factory set default of 10), and Number of Days Dial Time Log to be Kept field (up to 999 days, with a factory default of 10) provide for additional control of system functions. 

Advanced Configura XE "Advanced Configura" tion

This chapter covers the configuration of the following IS Manager Server functions: User Filter, Protocol Filter, and Destination Filter.

Network and Internet connections utilize units known as packets. Among the information contained in a packet are the protocol, the destination, and the source. When a packet is sent, it must be passed through all three filters featured in the IS Manager Server, the user filter, the protocol filter, and the destination filter. If it doesn’t meet a condition of any one, it will be filtered out, that is, blocked. 

User Filter XE "User Filter" 
The Configuration window’s User Filter tabbed panel is for creating, enabling, and disabling filters for individual users. A user filter specifies whether a user has Internet access or not, or what protocols the user is allowed or prevented from using. For example, if a user named Nick has unrestricted Internet access (which means Yes is checked in the Edit User window under Internet Access), then he can use any Internet site, subject to the conditions set in the protocol and destination filters.

To access the panel, press the Configure button and then click User Filter. The following panel appears:
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The default for the User Filter is Disable. Check Enable to activate this function. 

To add a User Filter entry, click Add. An Edit User XE "Edit User"  window will appear. See below for screen shot and explanation. 

To remove an entry, highlight it and click Delete.

To change a User Filter entry, highlight it and click Modify. An Edit User XE "Edit User"  window will appear. See below for screen shot and explanation.

To show the current settings, highlight a user entry and click View.

At the bottom of the panel, checkboxes allow Other Users to be granted Internet Access. Check Yes or No. If Yes is checked, then other users are permitted Internet access. If No is checked, then other users are not able to access the Internet.

The following Edit User XE "Edit User"  window will appear when either adding or modifying an entry:
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Select the user to edit from the User Name drop-down list at the top of the Edit User window. These User Names were entered in the Configuration window’s Users tabbed panel. See the Users section of the chapter entitled “Basic Configuration” for more information.

Only one of the four checkboxes on the left-hand side of the Edit User window can be used at a single time. For example, if Yes is checked under Internet Access, a user will have unlimited Internet access. If No is checked, there will be no Internet access at all. The remaining two checkboxes restrict access to listed protocols or all protocols except those listed.

Protocol Filter XE "Protocol Filter" 
The Configuration window’s Protocol Filter tabbed panel is for creating, enabling, and disabling protocol filters. A protocol filter blocks a particular protocol from being used. For example, if POP3 is being filtered, a mail application using this protocol will be unable to retrieve mail using POP3.

To access the panel, press the Configure button and then click Protocol Filter. The following panel appears:
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The default for the Protocol Filter is Disable. Check Enable to activate this function. 

To add a Protocol Filter entry, click Add. An Edit Protocol XE "Edit Protocol"  window will appear. See below for screen shot and explanation.

To remove an entry, highlight it and click Delete.

To change a Protocol Filter entry, highlight the entry, and click Modify. An Edit Protocol XE "Edit Protocol"  window will appear. See below for screen shot and explanation.

To show the current settings, highlight the entry and click View.

At the bottom of the panel, checkboxes control how unlisted protocols will be handled under Other Protocols. Check All or None under Use by Users. If All is checked, then users can use any protocol other than those specified in the protocol filter. If None is checked, then users are not able to use any protocol other than those permitted in the protocol filter (i.e. the first, third, and fourth options in the Edit Protocol window).

The following Edit Protocol XE "Edit Protocol"  window will appear when either adding or modifying an entry:
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Select the protocol to edit from the Protocol Name drop-down list at the top of the Edit Protocol window.

Note that only one of the four checkboxes on the left-hand side of the Edit Protocol window can be used at a single time. 

Destination Filt XE "Destination Filt" er

The Configuration window’s Destination Filter tabbed panel is for creating, enabling, and disabling destination filters. A destination filter prevents LAN users from accessing an outside host. For example, if 172.35.112.89 is being filtered, then all packets addressed to this destination will be dropped. 

To access the panel, click the Configure button and then click Destination Filter. The following panel appears:
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The default for the Destination Filter is Disable. Check Enable to activate this function. 

To add a Destination Filter entry, click Add. An Edit Destination XE "Edit Destination"  window will appear. See below for screen shot and explanation

To remove an entry, highlight it and click Delete.

To change a Destination Filter entry, highlight it and click Modify. An Edit Destination XE "Edit Destination"  window will appear. See below for screen shot and explanation

To show current settings, highlight the entry and click View.

At the bottom of the panel, checkboxes control how unlisted destinations will be handled under Other Destinations. Check All or None under Access by Users. If All is checked, then users can access any destination other than those specified in the destination filter. If None is checked, then users are not able to access any destination other than those permitted in the destination filter (i.e. the first, third, and fourth options in the Edit Destination window).

The following Edit Destination XE "Edit Destination"  window will appear when either adding or modifying an entry:
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Select the destination to edit from the Destination Name drop-down list at the top of the Edit Destination window.

Note that only one of the four checkboxes on the left-hand side of the Edit Destination window can be used at a single time.
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