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Requirements: Workshop software
DI-118x devices
Eicon Diva T/A

Using Eicon diva T/A PCMCIA ISDN cards with DI-118x

Introduction

This document is designed to assist users in installing Eicon diva T/A cards in the DI-118x product range. This
document is specific to European installations of DI-118x and may not be applicable for countries not equipped with
EurolSDN compatible switches. Your local ISDN service provider should be able to tell you more. The figures might
not be very clear when viewed from your PC.

Pre-installation notes for Eicon diva T/A cards

Please make sure that the diva T/A has at least firmware 1.3 installed. We have tested firmware 1.3 and 1.3.1
successfully in our installation. The diva T/A cards ships with a CD-ROM containing a Windows based configuration
tool which installs quite easily. To actually use the configuration utility, your PC must have an available PCMCIA slot
w/ the proper diva T/A drivers installed. The diva T/A packaging contains quick configuration addendums on
installation with Windows 3.x and Windows 95 among other operating systems.

Before using the diva T/A cards on DI-118x, they have to be configured by assigning an appropriate protocol and local
ISDN numbers. A brief tutorial of the diva configuration tool is illustrated below:

Card Properties

General |

<% EiconDIVA T/ T

DIVA T/A Properties

bznzel | Poit : COM3

The following DIVA T A4 cards are ingtalled on thiz - SiEHEEen

computer. Wersion : 1
Revigion: 3

—ISDON Type ’
The card iz currently configured to aIIo;\I‘LI,lnu to connect
] regiod

to anywhere ik the wiorld fram the follo
BT Properties | \ Click on the download button if firmware
W version needs upgrading. Select the
appropriate file which should be
Lze the Profile Properties option to configurethe ROMOROW.ELM by default.

r— Profile Properties

lnc:ations fram which you can connect for the Yelected T
DA TAA,
QK Carcel Help

Configure protocol and ISDN numbers.
Piofile Properties [ Please see next page for illustration.

Cc

0k I Cancel | Help |
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Profiles - International [Excl. North America) E3 Profile 0 Configuration E3
General | Frimary Location | Alternate Location |
: ) : . Flease enter the necessany [SDM configuration to connect uzsing
% The following profiles can be configured on this this profile.
D, T A8,
The lacal switch iz of tppe: IEurnpe [EuralSON] ﬂ

r— Configure Profiles

. Connect using thiz protocal:
Pleaze select a profile to

configure:

— 1zt B-Channel
ISDMN Mumber:

Profile 1
Profile 2

— 2td B-Chanrel
ISDM Murber:

— Default Prafile

Pleaze zelect the prafile which will be restored as the
active configuration when thig DM T A8 iz reset;

Profile 0 =]

\

Must be your local ISDN numbers. As
such, you cannot connect this particular
diva T/A to another ISDN line without

ok |

Eance\ | Help |
\

reconfiguring the ISDN numbers.

\

Workshop installation , and configuration

Workshop is the Windows Make sure you select the correct profile based configuration and management utility
for the DI-118x product as default. range. As of writing this document, the
latest release of Workshop is 3.0.0d. With this release of Workshop
are feature files containing kernel versions 3.0.2 for the DI-118x series. Please make sure you are using this version or
newer. For users of DI-1181XL or the other DI-118x w/ Prime upgrades, you will be required to enter an activation key.
Please contact D-Link and have the MAC address of your DI-118x device. We shall provide you with the proper
activation key.

Note:  For new devices which already ships with Workshop 3.0, the packaging will include a generic activation key to
enable you to use Workshop 3.0 with any DI-118x device.

Summary of essential configurations to setup a connection between 2 DI-118x:

1. Make sure security is enabled in both devices with PAP or PAP/CHAP. This option is accessible under the
‘General’ group. This is required for multilink PPP connections as in dual B channel links.

2. Enable/Disable needed protocols appropriately. You can access these options under the ‘Protocols’ group.

3. Select the appropriate hardware port and double check the configurations as for the Eicon diva T/A. Be sure
to enable the port after configuration. A screen capture as illustrated in the next pages will show an example
of this.

4, Configure remote site names properly for both devices with corresponding security names and passwords.
You also configure which protocols will be active with each particular remote sites.

5. After you have finished the settings, be sure to Apply and Save settings. These options are accessible from

the Management menu or from the icons on the toolbar.

It is not in the scope of this document to provide complete step-by-step procedure on how to perform the tasks
mentioned above. Screen captures illustrated below have been made available to make this installation as simple as
possible. For more details on how to use Workshop, please refer to the user’s guide.
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Security settings are accessible from
the ‘General’ group

the ‘Protocols’ group

Protocol settings are accessible from

port

hn netXpand Workshop - [Rout<l_00ADDG0031CI]

& File  View\ Management [Tasks Options Contral  wWindow

After card selection, go to the Port Settings
and click on ‘Enable Port’ to activate the port.
Make sure you've selected the correct WAN

Help

i

Port is initially disabled until
explicitly enabled

7

Status
[Erable to uze]

Fort Disabled —

v\j

=B -] 8% wlo sl
Vv 4 .
FioutemanXL] General] Fratocols PW Users ] Tools I
A wisM Part
— Fart Settings
7 :
tadem ar ISDM [AT Contral)
S Modem or
==} ISDOH Settingz Marme
|Eicc-n DIVa T8 1SDN
g— Mademn Poal Initialization String
et Settings |AT

i+ Tone " Pulze

Dial Ot Prefis

Select the Eicon Diva card and use
just ‘AT’ for the init string

For Help, presz F1

Flazh |Ewent | 0309 P

TSI P | ot oTan [T 1o

==

TSoIE [ TO0E |

Notes for Port Settings
In port settings, choose the parameters as

shown on the figure to the right. Select ‘Dial-
Up’ because the card is controlled via standard
AT commands. The maximum port speed for

async cards is 115200 bps. However, when

you are connecting both B channels in a
multilink PPP configuration, the diva T/A will do

% Part Settings
=

A tadem or

=1 ISDM Settings

= Mndem Pool

= Settings

an async to sync conversion automatically to
achieve a transfer speed of 128Kbps.

As can be seen on the same figure, you must
click on the ‘Enable Port’ to activate the port for
use.

AN Port Status  Part Dizabled

- [E nable to USE]
Part Speed
115200 i Enable Port
Link Protocal
FFF <
Connection Fort Access tode Encoding
& Dial Up [+ Dialln " Sync {+
 DialUpISDN | | I Dial Dut | | & Async c
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Remote Site setup

You must configure a remote site for each remote DI-118x or router that you want to connect to. This is the same for

the remote device.

You should add a new remote site, select the link characteristics (based on available ports as selected from the port

settings) and choose which protocols will be

allowed with this remote site.

hn netXpand Workshop - [Rout<l_00ADDG0031CI]

& File View Management Tasks Options Control  Window  Help

||| 23|08

&(2| 2|58 2

=& x|

Make sure you select the
available link characteristic

FioutemanXL] General] Prntocols] Ports  Sites lUsers ] Tools I
G o | e OTE—
2 Add... Delete
& Dial Contral . .
Link. Characteristic:s </>
| PPP-tispnc-MRZ Dislup =]
3
% Dial Settings Frotocols
|F Settingz IP Settings Bridge Settingz
[ 1P [+ 1P [+ Eridaing
& Chat
7 na ™ NetBIOS/APX | | [ IP Bioadeast Fanward
Y=, Scripting
[ Allow Dynamic IP Address

Allowed protocols for

For Help, presz F1

this remote site

_ﬁ Site Settingz

The Dial Control settings (as showned on
the overlayed figure) is where you would
need to put the remote phone number to dial
and also configure the security nhames and
passwords.

Note on phone number:

If you want a multilink connection using both
B channels, separate the 2 phone numbers
with a ‘~’ symbol as shown.

g Dial Contral

3
Dial Settingz

=

Chat
Scripting

connection authorisation

This name and password is the one
that will be sent to the remote site for

PAP/CHAP Name |ioutemar]
Dial Ir from zoho

PaP/CHAR Mame |sohn FPazzword. .
s /

Site Mame [ofE [P soho =1
Dial Out to soha
todemn
Fhaone Murmber
2048~2049 |
') i

y—

Note on passwords:
Default password is ‘changeme’

This name and password is the one that
will be used by the local device to authorise
connection requests from this remote site
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Final reminders
After all configurations are done, be sure to Apply the settings. This will update the settings on the box but does not
save it permanently into flash. You must do a Save Settings from the Management menu to save the settings
permanently to flash.

At this point, you should be ready to dial-out and test the connection. You should look at the Event log to verify an
activities. Try Refresh to update the event log. In the ‘Tools’ group, you can also check and upgrade the firmware
version of your DI-118x products.

Dial-Out
button

Refresh
button

Apply
button

Hangup
button

The event log should provide
enough information for most
monitoring and troubleshooting
& File Wiew | Management Tasks Ywiindowe  Help purposes

S|ulm o8 |%|®] eS| b 9 !

FioutemanXLI Generall F'n:utocolsl Ports I Sites I Users  Tools | /
v

Event Log:

M= E3
=& x|

/g net¥pand ‘Workshop - [RoutXL _00ADDGO031CI]

FY

Date Time | Severity | Event

03/05/97 15:25:58 Infa Bridging iz active on port 1.
03/05/97 15:25:58 Debug Bridge MCF parameters wizh[1] muzst(0] gat[1] c
03/05/97 15:25:58 Infa Bridging iz active on port 1.

SNMP Log 03/05/97 15:25%:58 Infin Authentication successfiul on port 1. —
03/05/97 15:25:57 Infa LCP negotiation successful on part 1.
03/05/97 15:25:52 Infa Starting PPP Megotiation on port 1.
. 03/05/97 15:25:51 Infa Connection successful on port 1 - COMNECT 5

@ Statistics nalfusm 15:25:51 Infa Dialed phane numbnlarATDT2048”2D4El on parl ¥

4 3
Lip? U Feporting Level Time Eetlafeen Updates Take Snapshot |
= Software IDebug j |5 j

Clear Screen |

Ewent Log File Mame

|N><0031 Ca.L0G

bd axirnurn File Size [Kb]

100 =]

Dizplay IP Routes |
Dizplay [F Metwarks |
Diizplay [P Servers |

|For Help, press F1

Manual Dial Out L_
tI0Z26 PM 2

Connection Note:

When you do a manual dial, you will see something
like the figure illustrated to towards the right. You
should see ‘CONNECT 512000'° message upon
successful connection. The message actually refers to
the DTE speed and not the actual connection speed.

Chooge Site

z0ho j

Dialout Status  Info: Bridging iz active on port 1.

oK. gance|| Esit |

~ End of Document ~
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