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Setup Wizard

Setup Wizard is a program that will let you configure
— your network device quickly and eadly. Setup
Wizard is a step-by-step process that will let you input
all the basic settings that are needed to configure your
network device for general usage. All settings that

are entered here will also be shown in their respective menusin Net-
Device Manager.

Setup Wizard will automatically start
After you have installed the Net-Device utilities, you will
automatically be brought into Setup Wizard.

To Run Setup Wizard from the Windows Start Menu

On the Windows 95/98/NT Start menu point to Programs,
then to Net-Device Manager and select Setup Wizard.
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Please Select the Device you Wish to Configure

Setup Wizard will automatically check your network for available
network devices. Note that only network devices compatible with
the Net-Device Utilities will be displayed. You can click the
“Refresh Device List” button to update thislist.

The first thing you must do is select the network device that you will
be configuring from the Device List.

Plecrse sefect the deviee vou went to configure

Net-Device

Beefresh Deice List - | Bumker of dewices fosd . 3

Darice Information

Setup Wlzord 5.2

= Cancel

Note!

If you can’t see your network device listed in the Device List
please press the Refresh Device List button. If you still can't see it
please click here for further instructions.
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Please Set the device's |P Address and name

The next thing you must do is give your new network device an IP
address on your network. Thisis NOT the IP address from your ISP
but the local, internal LAN IP address for the device.

The first three octets of every computer’s IP address or device on
your network should be the same.  Setup Wizard will help you by
automatically detecting the IP address of your computer and set the
first three octets for you. You need only decide the last octet.

If you wish, you can also change the name of your network device to
something else. This name can be anything you wish.

5oy Wizond: Doveo P addeoss |
Plevisar st the gevlee’s Ioeal LAN TP awdefrass cndd Raris

Plemee groe your neew dencen miemal [P sddress oo wour nework

T Tesdets il oo, Sk Whvaied bas debesecns]
that pour compuder's TP address ds 103 0. 0 311
and har sel the first three oot ele fior o below.

Plecs e enber the Tt cotet of the [P address

Yo mnet chans s an [P sdsdress fhat no ofhee denee oo your
aetwork 3 ming, 17 you wodld Hee geore informetsin an
|P arddreszes plmse refemce the giossary o fpour Hee-Dience
usm's mamsal

Zel device's [P address as 25 B0 40 @

The Device Hame Wil be Set o {Hek-Crmce|

«eBark | Memct== | l:am:t:ll

10 )

What is an | P address and how does it work?
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Please Select Port Functions

The next thing you must do is assign the specific function of each
port.

Each port can be selected to fulfill only one specific function. If a a
later time you would like to change a port's function you can do so
using either Net-Device Manager or Setup Wizard.
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In the above example we have selected ports 1 and 2 for Internet
Access, port 3 for Remote Access and port 4 for LAN-to-LAN
Routing.
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Please input your ISP Information for Internet Access

If you have selected some ports for Internet Access, the next thing
you must do is input your ISP (Internet Service Provider)
information. These fields are required to dial-up and login to your
ISP when your clients use their Internet applications.

[Gntip Worm llmmtihoces:
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For each port that you have selected for Internet
Accessyou must enter:
Telephone Number

Enter your ISP's telephone number in the
Telephone Number field.
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|
NOteL If in your office or company you must dial a number to get an

222

outside line (For example this is often the number “9” or “0”), you
should enter the number plus a“w” which will instruct your modem
or ISDN TA to wait until a dial-tone is received before dialing. For
example the phone number 555-2323 which uses 9 to get an outside
line would be entered as 9w555-2323. Modem and ISDN TAs also
supports commas which function as delay variables.  So our
example number could also be entered as 9,,5552323. Each comma
will provide around a 3-4 second delay.

User Name
Enter your username of your ISP account in the User Name
field.

Password

Enter the Password of your ISP account and then re-confirm it
by entering it again in the Password Verification field.

22 >

How can | input a 2" backup | SP?
Y ou need to use alogin script. Click here for more info.

V' How does my network device share one | P address?
It uses NAT. Click herefor more info.
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Bundling Modem/TA Channels (ML-PPP)

What is M L -PPP?

MODEMS

If you would like to bundle two or more M odem channels together
you can use your network device's ML-PPP function. After you
finish Setup Wizard press the Run Manager button which will
bring you into Net-Device Manager. Go into the Dia-up Hang-up
Settings and enable M L -PPP.

ISDN TAs
If you would like to bundle your two ISDN TA B-channels together:

1) You may need to enter the two phone numbers in the
Telephone Number field depending on what your ISP supports.
Usually ISDN TAs support either the “+” or “&” command so
when entering the phone numbers you can enter them as either,
for example, “555-2323 + 555-2121" or “555-2323 & 555-
2121". If your ISDN TA doesn't support “+” or “&” you
should see your ISDN TA user's manua to see how it is
possible to enter two phone numbers.

2) When you get to the part of Setup Wizard that asks you to select
your modem, make sure you select your ISDN TA ML-PPP
selection. If your ISDN TA is not listed in the selection list, at
the end of Setup Wizard press the Run Manager button which
will bring you into Net-Device Manager. Then go into Modem
Settings and set the initial string manually.

IMPORTANT! Please note that an ISDN TA’s B Channels are
bundled together at the ISDN TA and NOT at your network device.
This means that if using an ISDN TA’s ML-PPP function you
should not have ML-PPP enabled on your network device. The
enable/disable ML-PPP selection is in Dial-up/Hang-up Settings.
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Please Input Your Remote Access Settings

If you have selected some ports for Remote Access, the next thing
you must do is input your Remote Access Settings and which clients
you will allow remote access.

Note! - - -
‘(‘)Ep The configuration that you enter here will apply to al of the
r

emote access ports that you have configured for remote access

Remote Client Authentication

Use Local Client List

The Local Client List is a user list stored in your network
device. When aremote PC user dials-in to your network device,
his/her user information will be validated by checking the user
information stored in your network device.  Your network
device can save 64 user names and passwords. Your network
device comes with a default user called "guest” which has no
password to login. For security reasons you should either delete
the user "guest" or give it a password.
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For each Client you should enter a User Name, Password and the
Callback Type. Callback is an option that lets you give this client
the option of having your network device callback after the client
calls your network device. In thisway the calling charge is reversed.

There are 3 different callback options:

No CallBack

If No CallBack is selected this remote client
user will be restricted from callback
service. This is the default identity for the
server.

Fixed
CallBack

If Fixed CallBack is selected this remote PC
user will be allowed to have callback service
but the callback phone number is restricted
to a preset phone number. This phone
number is defined in the Callback
Teephone No figld.

Variable
Callback

If Variable CallBack is selected this remote
PC user will be alowed to have callback
service and will also be able to specify the
callback phone number at dial-up.
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Use RADIUS Authentication

Choosing RADIUS Configuration will alow you to use the
user information (user name, password, etc.) stored on a
separate RADIUS server on the network. Basically a RADIUS
server isjust a popular user/password list that can keep track of
accounting information as well as dia-in privileges. When a
remote PC user dials-in to your network device, his’her user
information will be validated by checking the user information
stored in the network RADIUS server. RADIUS configuration
is generally used for large companies or |SPs (Internet Service
Providers) to keep track of many remote users.

w, RADILS Confiquration

RADIUE Eetrer Betting

ok |
M RLADIUS Acoees Server IF Adiress [z1= Ho o f[oo
Cancel |
F RADIUS Acoouetng Sereee IP Addrese [213 0 0 (ion
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Please Input LAN-to-L AN Routing Settings

If you have selected some ports for LAN-to-LAN Routing, the next
thing you must do isinput your LAN-to-LAN settings.

Please fuput Lan to Lan Routing Settings

Puart 4

Remobs IF [EER 1 [ 1 Bmote Mk s ass {255 Ho
Tekphune Ctpring, Hame Crutpous Paggwond - Passwocd Venificeban

[e55.4331 [Lanz el e

“<Back Hexi=2 Cancel I

Remote | P/Remote M ask

Here you should enter the IP address and netmask of the remote
router that you want to route to. For example if your remote
subnet has an IP address of 192 . 168 . 1. X and the router on
your remote network hasan IP addressof 192.168.1. 1 you
should enter an IP address of 192 . 168 . 1 . 1 and a netmask
of 255.255.255.0. Thiswill tell your network device to
route packets with 192 . 168 . 1 . X through this LAN-to-LAN
routing port to 192 . 168 . 1. 1.
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Telephone

Enter the telephone number to connect to your other LAN that
you wish to do LAN-to-LAN routing with. This other line
should be connected to a modem that is also configured to do
LAN-to-LAN routing.

Outgoing Name

Enter the user name needed to login to your LAN. This
information will be programmed in the network device that is
receiving the dial-up call.

Outgoing Password

Enter the password associated with this user name

Note!

If you need help in setting up specific LAN-to-LAN routing
applications please see the L AN-to-L AN applications guide at
the end of the manual .
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Please Input your 1SP’'s DNS Server |P Address

Enter the DNS Server IP Address provided to you by your ISP. This
information is usualy provided to you with the information package
given to you by your ISP. If you can’t find your ISP's DNS Server
IP address your easiest solution is probably just to give someone at
your ISP a telephone call and ask them for their DNS Server IP

address.

222 >
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Please Select Modem and Set Baudr ate

The last step is to enter the modem that you are using and the DTE
baudrate (i.e the speed of communication between your network
device and your modem or ISDN TA). This is a very important
setting and determines the communication between your network
device's serial port(s) and modem(s).
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M odem

You can use the Select M odem button to select your Modem or
ISDN TA. This setting will configure the initial string in your
network device so that it will know how to communicate with
your modem. If you are using an analog modem in most cases
the default setting of Standard M odem will work.
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Note!

ISDN TA Setup
I Extremely Important !!!

If you do not see your ISDN TA listed, you need to enter the initial
string for this TA in Net-Device Manager's Modem Settings
menu. Once you have finished Setup Wizard press the Run
Manager button and click Modem Settings from the main menu. .
Click herefor Modem Settingsinstructions.

Baudrate Q

In the Baudrate field select the DTE
Speed (i.e the speed of communication L)
between your network device and

modem or ISDN TA) Normally this can be about 4 times the
speed of your modem for 4 times compression modems.

Note! -
ote' The absolute maximum you should set the baudrate for a

given port is 4 times the speed of your modem. If you set the
baudrate too high, your network device may not be able to dial-
up a connection. For example if you have a 14.4Kpbs modem,
the highest you should set the baudrate is 57.6Kbps. You
should also be aware of the fact that since some ISP connections
and phone lines are not of the greatest quaity these
“compression” baudrates may not be attainable causing your
connection not to work. In this case you try setting the baudrate
at alower speed.
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Please re-check the setting that you have inputted '

The Settings that you have just inputted will be summarized here.
Please check to make sure that all the settings you have inputted are
correct.

If you see that you have configured a setting incorrectly, you can
click onthe Back button to go back to the screen with the mistake
and change it.

....Press Finish to Complete Setup Wizard
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You Have Now Completed Setup Wizard

1) Net-Device Manager

If you need to go into Net-Device manager to configure more
advanced settings, you can open the program directly by
pressing the Run Manager button.

2) Internet Access

If you have set one or more ports of your network device for
Internet Access and don’t need to configure anything else in
Net-Device Manager please use Net-Device Monitor's Test
Connection function to see if your network device can dial-
up a connection with the settings that you have configured.
You can access Net-Device Monitor by pressing the Run
Monitor button on the bottom of your screen. Please seethe
Net-Device Monitor section for instructions.

3) Remote Access

If you have set one or more ports of your network device for
remote access please click here on instructions on setting
up your remote access clients.

4) LAN-to-LAN Routing

If you have set one or more ports of your network device for
LAN-to-LAN routing and would like more information on
LAN-to-LAN applications please click here to see the
L AN-to-L AN applications guide.




