How to config OSPF summary route on D-Link Switch
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Configure Procedure
Initial Config
DES-3828
# IP

config ipif System vlan default ipaddress 10.1.1.1/24 state enable proxy_arp disable

create ipif int1 20.1.1.1/24 2 state enable proxy_arp disable

create ipif int2 20.1.2.1/24 3 state enable proxy_arp disable

disable autoconfig
# OSPF

create ospf area 0.0.0.1 type normal

config ospf ipif System area 0.0.0.0 priority 1 hello_interval 10 dead_interval 40

config ospf ipif System authentication none metric 1 state enable active

config ospf ipif int1 area 0.0.0.1 priority 1 hello_interval 10 dead_interval 40

config ospf ipif int1 authentication none metric 1 state enable active

config ospf ipif int2 area 0.0.0.1 priority 1 hello_interval 10 dead_interval 40

config ospf ipif int2 authentication none metric 1 state enable active

config ospf router_id 0.0.0.0

enable ospf
DGS-3650
# IP

config ipif System ipaddress 10.1.1.2/24 vlan default

disable autoconfig
# OSPF

config ospf ipif System area 0.0.0.0 priority 1 hello_interval 10 dead_interval 40

config ospf ipif System authentication none metric 1 state enable passive disable

config ospf router_id 192.168.1.103

enable ospf
Summary Config
DES-3828
[image: image2.png]DES-3800:admin#create ospf aggregation 0,0,0.1 20,1,0,0/16 lsdb_type summary
Comnand: create ospf ageregation 0,0,0.120,1,0,0716 Isdb_tupe sumnary

Success.




Result
On DGS-3650
[image: image3.png]DGS-3650:44show iproute
Comnand: show iproute

Routing Table

10.1.1,0/24 0,0,0,0
20:1:0.0/16 16.4.4.1

Total Entries @ 2
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