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1.  Introduction  

This manualôs feature descriptions are based on the software release 1.01.006. The features listed here are the 
subset of features that are supported by the DMS-3130 Series Switch. 

Audience  

This reference manual is intended for network administrators and other IT networking professionals responsible for 
managing the Switch by using the Web User Interface (Web UI). The Web UI is the secondary management interface 
to the DMS-3130 Series Switch, which will be generally referred to simply as the ñSwitchò within this manual. This 
manual is written in a way that assumes that you already have the experience and knowledge of Ethernet and modern 
networking principles for Local Area Networks. 

Other Documentation  

The documents below are a further source of information in regard to configuring and troubleshooting the Switch. All 
the documents are available either from the CD, bundled with this Switch, or from the D-Link website. Other 
documents related to this Switch are: 

¶ DMS-3130 Series Hardware Installation Guide 

¶ DMS-3130 Series CLI Reference Guide 

Conventions  

Convention Description 

Boldface Font Indicates a button, a toolbar icon, menu, or menu item. For example: Open the 
File menu and choose Cancel. Used for emphasis. May also indicate system 
messages or prompts appearing on screen. For example: You have mail. Bold 
font is also used to represent filenames, program names and commands. For 
example: use the copy command. 

Initial capital letter Indicates a window name. Names of keys on the keyboard have initial capitals. 
For example: Click Enter. 

Menu Name > Menu Option Indicates the menu structure. Device > Port > Port Properties means the Port 
Properties menu option under the Port menu option that is located under the 
Device menu. 

Blue Courier Font  This convention is used to represent an example of a screen console display 
including example entries of CLI command input with the corresponding output. 

 

Notes, Notices, and Cautions  

Below are examples of the three types of indicators used in this manual. When administering your Switch using the 
information in this document, you should pay special attention to these indicators. Each example below provides an 
explanatory remark regarding each type of indicator. 

 

 

NOTE: A note indicates important information that helps you make better use of your device. 
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NOTICE: A notice indicates either potential damage to hardware or loss of data and tells you how to 
avoid the problem. 

 

 

CAUTION: A caution indicates a potential for property damage, personal injury, or death. 
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2.  Web -based Switch Configuration  

Management Options 
Logging into the Web UI 
Web User Interface (Web UI) 

Management Options  

The Switch provides multiple access platforms that can be used to configure, manage, and monitor networking 
features available on this Switch. Currently there are three management platforms available which are described 
below. 

 

Command Line Interface (CLI) 

The Switch can be managed, out-of-band, by using the console port or the MGMT port on the front panel of the 
Switch. Alternatively, the Switch can also be managed, in-band, by using a Telnet connection to any of the LAN ports 
on the Switch. The command line interface provides complete access to all Switch management features. 

For more detailed information about the CLI, refer to the DMS-3130 Series CLI Reference Guide. 

 

SNMP-based Management 

The Switch can be managed with an SNMP-compatible Network Management System (NMS). The Switch supports 
SNMP v1/v2c/v3. The SNMP agent on the Switch decodes the incoming SNMP messages and responds to requests 
with MIB objects stored in the database. The SNMP agent on the Switch updates the MIB objects to generate 
statistics and counters. 

 

Web User Interface (Web UI) 

The Web UI can be accessed from any computer running web browsing software from its MGMT port or LAN port 
when it is connected to any of the RJ45 or SFP28/SFP+ ports. The Web UI on the Switch can also be accessed using 
an HTTPS (SSL) connection. 

This management interface is a more graphical representation of the features that can be viewed and configured on 
the Switch. Most of the features available through the CLI can be accessed through the Web UI. Web browsers like 
Microsoft Internet Explorer, Mozilla Firefox, or Google Chrome can be used. 

 

 

NOTE: The Command Line Interface (CLI) provides the functionality of managing, configuring, and 
monitoring all of the software features that are available on the Switch. 

 

Logging i nto the Web UI  

To access the Web UI open a standard web browser and enter the IP address of the Switch into the address bar of 
the browser and press the ENTER key. 

 

 

NOTE: The default IP address of the Switch is 10.90.90.90, with a subnet mask of 255.0.0.0. 
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Figure 2-1 Displays entering the IP address in Internet Explorer 

 

After pressing the ENTER key, the following authentication window should appear, as shown below. 

 

Figure 2-2 Web UI Login Window 

 

When connecting to the Web UI of the Switch for the first time, leave the User Name and Password fields blank and 
click Login since there are no login user accounts created by default on the Switch. 

 

 

NOTE: After a user account was created, login credentials will be required to access the Web UI. 
During the sending and receiving of the login password to and from the Switch, this 
information will be protected using TLS/SSL to prevent attackers from snooping this 
information to gain unauthorized access to the Switch. 

 

Web User Interface (Web UI)  

The Web UI provides access to various Switch configuration and management windows. It allows the user to view 
performance statistics, and permits graphical monitoring of the systemôs status. 

 

Areas of the User Interface  

The figure below shows the user interface. Four distinct areas that divide the user interface, as described in the table. 
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Figure 2-3 Main Web UI Window 

 

Area Number Description 

AREA 1 This area displays a graphical, near real-time image of the front panel of the 
Switch. This area displays the Switchôs ports and expansion modules. It also 
allows you to select the stack ID to display the ports of the selected switch. It 
also shows the login user account and allows the user to log out of the 
management interface. 

Click the D-Link logo to go to the D-Link website. 

AREA 2 This area displays a toolbar used to access Save and Tools menus. 

AREA 3 This area displays a file explorer-type menu tree with all configurable options. 
Select the folder or window to display. Open folders and click the hyperlinked 
window buttons and subfolders contained within them to display information 
pertaining to that category. 

AREA 4 In this area, the Switchôs configuration page can be found, based on the 
selection made in AREA 3. 

 

 

NOTE: The Switch only supports ASCII characters for input values. 

 

 

NOTE: The best screen resolution for viewing the Web UI is 1280 x 1024 pixels. 

 

AREA 3 

AREA 1 

AREA 4 

AREA 2 
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3.  System  

Device Information 
System Information Settings 
Peripheral Settings 
Port Configuration 
Interfaces Description 
PoE (only available for DMS-3130-30PS) 
System Log  
Time and SNTP 
Time Range 
Switch Controller Settings 

Device Information  

In the Device Information section, the user can view a list of basic information regarding the Switch. It appears 
automatically when you log on to the Switch. To return to the Device Information window after viewing other windows, 
click the device name (e.g. DMS-3130-30TS) link. The Device Information displays the following information: 

Device Type ï The type of the switch including the device mode and a description of its ports. 

System Name ï The name of the device. 

System Location ï The location of the device. This information can be set in the System Information Settings. 

System Contact ï The contact person. This information can be set in the System Information Settings. 

Boot PROM Version ï The boot PROM (programmable read only memory) version. 

Firmware Version ï The firmware version of the device. 

Hardware Version ï The hardware version of thd device. 

MAC Address ï The unique physical address of the device. 

IP Address ï The IP address of the device. This information can be set in the System Information Settings. 

Mask ï The subnet mask of the IP address. This information can be set in the System Information Settings. 

Gateway ï The gateway address. This information can be set in the System Information Settings. 

System Time ï The current system time. This information can be set in Clock Settings (refer to System > Time and 
SNTP > Clock Settings). 

Serial Number ï The serial number of the device. 
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Figure 3-1 Device Information Window 

 

System Information Settings  

This window is used to display and configure the system information settings and management interface configuration 
settings. 

To view the following window, click System > System Information Settings, as shown below: 

 

Figure 3-2 System Information Settings Window 

 

The fields that can be configured in System Information Settings are described below: 

Parameter Description 

System Name Enter a system name for the Switch, if so desired. This name will identify it in 
the Switch network. 

System Location Enter the location of the Switch, if so desired. 

System Contact Enter a contact name for the Switch, if so desired. 

Click the Apply button to accept the changes made. 
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The fields that can be configured in Management Interface are described below: 

Parameter Description 

State Select to enable or disable the state of the management interface here. 

IPv4 Address Enter the IPv4 address for this interface here. 

Subnet Mask Enter the IPv4 subnet mask for this interface here. 

Gateway Enter the gateway IPv4 address for this interface here. 

Description Enter the description for the management interface here. This can be up to 64 
characters long. 

Click the Apply button to accept the changes made. 

 

Peripheral Settings  

This window is used to display and configure the environment trap settings and environment temperature threshold 
settings. 

To view the following window, click System > Peripheral Settings, as shown below: 

 

Figure 3-3 Peripheral Settings Window 

 

The fields that can be configured in Environment Trap Settings are described below: 

Parameter Description 

Fan Trap Select to enable or disable the fan trap state for waning fan event (fan failed or 
fan recover). 

Power Trap Select to enable or disable the power trap state for waning power event (power 
failed or power recover). 

Temperature Trap Select to enable or disable the temperature trap state for warning temperature 
event (temperature thresholds exceeded or temperature recover). 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in Environment Temperature Threshold Settings are described below: 

Parameter Description 

Unit Select the switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 
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Parameter Description 

Thermal Select the thermal sensor ID. 

High Threshold Enter the high threshold value of the warning temperature setting. The range is 
from -100 to 200 degrees Celsius. Tick the Default check box to return to the 
default value. 

Low Threshold Enter the low threshold value of the warning temperature setting. The range is 
from -100 to 200 degrees Celsius. Tick the Default check box to return to the 
default value. 

Click the Apply button to accept the changes made. 

 

Port Configuration  

Port Settings  

This window is used to display and configure the Switchôs port settings. 

 

To view the following window, click System > Port Configuration > Port Settings, as shown below: 

Eth1/0/1 means that the port is numbered Unit 1 (of the stack)/Module 0 (of the system) /Port 1 (physical port 
number). The port number can be referenced in the diagram displayed in the header above. 

 

Figure 3-4 Port Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the stacking unit ID of the Switch that will be configured here. This option 
is only available when stacking is enabled. 

From Port - To Port Select the appropriate port range used for the configuration here. The port 
number can be referenced in the diagram displayed in the header above.  

NOTE: Port number specific to fiber optical transceivers will not be available if 
stacking is enabled (refer to Management > Stacking). 
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Parameter Description 

Medium Type Select the port medium type here. Options to choose from are RJ45 and SFP. 

NOTE: Selecting the SFP option, which includes the use of SFP28 or optional 
SFP+ transceivers for 10G/25G connectivity. 

State Select this option to enable or disable the physical port here. 

MDIX Select the Medium Dependent Interface Crossover (MDIX) option here. Options 
to choose from are: 

¶ Auto - Select this option for auto-sensing of the optimal type of cabling. 

¶ Normal - Select this option for normal cabling. If this option is selected, the 
port is in the MDIX mode and can be connected to a PC NIC using a 
straight-through cable or a port (in the MDI mode) on another Switch 
through a cross-over cable. 

¶ Cross - Select this option for cross-over cabling. If this option is selected, 
the port is in the MDI mode and can be connected to a port (in the MDIX 
mode) on another Switch through a straight cable. 

Auto Downgrade Select to enable or disable the feature to automatically downgrade the 
advertised speed in the event that a link cannot be established at an available 
speed. 

Flow Control Select to either turn flow control On or Off here. Ports configured for full-duplex 
use 802.3x flow control and Auto ports use an automatic selection of the two. 

NOTE: This feature will not work through Switches that are physically stacked. 

Duplex Select the duplex mode used here. Options to choose from are Auto, Half and 
Full. 

NOTE: Fiber optic ports support only full-duplex mode. 

Speed Select the port speed option here. This option will manually force the 
connection speed on the selected port to only connect at the speed specified 
here. 

Options to choose from are Auto, 100M, 1000M, 1000M Master, 1000M Slave, 
2500M, 2500M Master, 2500M Slave, 5G, 5G Master, 5G Slave, 10G, 10G 
Master, 10G Slave, and 25G. 

The Master setting will allow the port to advertise capabilities related to duplex, 
speed and physical layer type. The master setting will also determine the 
master and slave relationship between the two connected physical layers. This 
relationship is necessary for establishing the timing control between the two 
physical layers. The timing control is set on a master physical layer by a local 
source. 

The Slave setting uses loop timing, where the timing comes from a data stream 
received from the master. If one connection is set for master, the other side of 
the connection must be set for slave. Any other configuration will result in a ólink 
downô status for both ports. 

¶ Auto - Specifies that for copper ports, auto-negotiation will start to 
negotiate the speed and flow control with its link partner. For fiber optic 
ports, auto-negotiation is not supported. 

¶ 100M - Specifies to force the port speed to 100 Mbps.  

¶ 1000M - Specifies to force the port speed to 1Gbps.  

¶ 1000M Master - Specifies to force the port speed to 1Gbps and operates 
as the master, to facilitate the timing of transmit and receive operations.  

¶ 1000M Slave - Specifies to force the port speed to 1Gbps and operates as 
the slave, to facilitate the timing of transmit and receive operations. 

¶ 2500M - Specifies to force the port speed to 2.5 Gbps. 

¶ 2500M Master - Specifies to force the port speed to 2.5 Gbps and 
operates as the master, to facilitate the timing of transmit and receive 
operations.  
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Parameter Description 

¶ 2500M Slave - Specifies to force the port speed to 2.5 Gbps and operates 
as the slave, to facilitate the timing of transmit and receive operations. 

¶ 5G - Specifies to force the port speed to 5 Gbps. 

¶ 5G Master - Specifies to force the port speed to 5 Gbps and operates as 
the master, to facilitate the timing of transmit and receive operations.  

¶ 5G Slave - Specifies to force the port speed to 5 Gbps and operates as 
the slave, to facilitate the timing of transmit and receive operations. 

¶ 10G - Specifies to force the port speed to 10 Gbps.  

¶ 10G Master - Specifies to force the port speed to 10 Gbps and operates 
as the master, to facilitate the timing of transmit and receive operations.  

¶ 10G Slave - Specifies to force the port speed to 10 Gbps and operates as 
the slave, to facilitate the timing of transmit and receive operations. 

¶ 25G - Specifies to force the port speed to 25 Gbps.  
Notes:  
1. The available speeds depend on the models and types of fiber optic 

transceivers. For the support of the speeds on each port, refer to the 
DMS-3130-Series HW Installation Guide. 

2. The last 4 fiber optic ports must operate at the same speed. 

Capability Advertised When the Speed is set to Auto, select the capabilities to be advertised during 
auto-negotiation. 

Description Check the box to enter a description for the corresponding port here. This can 
be up to 64 characters. 

Click the Apply button to accept the changes made. 

 

Port Status  

This window is used to view the Switchôs physical port status and settings. 

To view the following window, click System > Port Configuration > Port Status, as shown below: 

 

Figure 3-5 Port Status Window 

Refer to the above Port Settings for more information on the status shown here. 
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The fields that can be configured are described below: 

Parameter Description 

Unit Select the stacking unit ID of the Switch that will be displayed here. This option 
is available  

 

Port GBIC  

This window is used to view active GBIC information found on each applicable physical port of this Switch. 

To view the following window, click System > Port Configuration > Port GBIC, as shown below: 

 

Figure 3-6 Port GBIC Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this display here. 

 

Port Auto Negotiation  

This window is used to view detailed port auto-negotiation information used for deteming the linking mode between 
link partners. 

 

NOTE: Auto-negotiation is not supported on fiber optic ports. 

 

To view the following window, click System > Port Configuration > Port Auto Negotiation, as shown below: 

The auto-negotiation information for each port includes the following:  

AN: Auto Negotiation Status RS: Remote Signaling CS: Config Status   CB: Capability Bits CAB: Capability 
Advertised Bits CRB: Capbility Received Bits RFA: Remote Fault Advertised RFR: Remote Fault Received 
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Figure 3-7 Port Auto Negotiation Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the stacking unit ID of the Switch that will be displayed here. This option 
is only available when stacking is enabled. 

 

Error Disable Settings  

This window is used to display and configure the recovery from the Error Disable causes and to configure the recovery 
interval. 

To view the following window, click System > Port Configuration > Error Disable Settings, as shown below: 

 

Figure 3-8 Error Disable Settings Window 
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The fields that can be configured for Error Disable Trap Settings are described below: 

Parameter Description 

Asserted Specifies to enable or disable notifications for entering into the error disabled 
state. 

Cleared Specifies to enable or disable notifications for exiting from the error disabled 
state. 

Notification Rate Enter the notification rate value here. This sets the number of traps per minute. 
The packets that exceed the rate will be dropped. The range is from 0 to 1000. 
The default value (0) indicates that an SNMP trap will be generated for every 
change of the error disabled state. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured for Error Disable Recovery Settings are described below: 

Parameter Description 

ErrDisable Cause Select the error disabled cause here. Options to choose from are All, Port 
Security, Storm Control, BPDU Attack Protection, Dynamic ARP 
Inspection, DHCP Snooping, Loopback Detect, L2PT Guard, and D-Link 
Unidirectional Link Detection. 

State Select to enable or disable the error disabled recovery feature here. 

Interval Enter the time, in seconds, to recover the port from the error state caused by 
the specified module. The range is from 5 to 86400. 

Click the Apply button to accept the changes made. 

 

Jumbo Frame  

This window is used to display and configure the jumbo frame size and settings. The Switch supports jumbo frames. 
Jumbo frames are Ethernet frames with more than 1,518 bytes of payload. The Switch supports jumbo frames with a 
maximum frame size of up to 12,288 bytes. 

To view the following window, click System > Port Configuration > Jumbo Frame, as shown below: 

 

 

Figure 3-9 Jumbo Frame Window 
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The fields that can be configured are described below: 

Parameter Description 

Unit Select the stacking unit ID of the Switch that will be configured here. This option 
is only available when stacking is enabled. 

From Port - To Port Select the appropriate port range used for the configuration here. 

Maximum Receive Frame 
Size 

Enter the maximum receive frame size value here. This value must be between 
64 and 12,288 bytes. By default, this value is 1536 bytes. 

Click the Apply button to accept the changes made. 

 

Interface s Description  

This window is used to display the status, administrative status, and description of each port on the Switch. 

 

To view the following window, click System > Interfaces Description, as shown below: 

 

Figure 3-10 Interface Description Window 

 

The description can be set in the Port Settings.For detailed information and configuration on the interfaces, refer to 
L3 Features > Interface.  

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

PoE  

The DMS-3130-30PS switch support Power over Ethernet (PoE) as defined by the IEEE 802.3af, 802.3at and 802.3bt. 
The 2.5GBASE-T PoE ports can support PoE up to 30W. The 5GBASE-T PoE ports can support PoE up to 60W. The 
Switch ports can supply a total of 740W (or 960W when two PSU are installed) and about 54 VDC power to Powered 
Devices (PDs) over Ethernet cables. The Switch follows the standard Power Sourcing Equipment (PSE) pin-out 
Alternative A, whereby power is sent out over pins 1, 2, 3 and 6. The Switch work with all D-Link 802.3af, 802.3at, 
802.3bt capable devices. 

 

The Switch includes the following PoE features: 

¶ Auto-discovery recognizes the connection of a PD and automatically sends power to it. 

¶ The auto-disable feature occurs under two conditions: 



DMS-3130 Series Multi-Gigabit L3 Stackable Managed Switch Web UI Reference Guide 

16 

 

 

Á If the total power consumption exceeds the system power limit 

Á If the per-port power consumption exceeds the per port power limit 

¶ Active circuit protection automatically disables the port if there is a short. Other ports will remain active. 

¶ The Switch supports both Fast PoE and Perpetual PoE. By default, the Fast PoE is enabled and cannot be 
disabled manually, whereas the Perpetual PoE is disabled but can be enabled manually. For Fast PoE, PDs will 
be powered on without the need for the Swich to boot into the operating system. For Perpetual PoE, PDs will 
receive power even during system reboot. 

Based on IEEE 802.3af/at/bt, power is received and supplied according to the following classifications: 

Class Maximum power 
used by the PD 

Maximum power supplied by the Switch 

1 3.84 Watts 4 Watts 

2 6.49 Watts 7 Watts 

3 13 Watts 15.4 Watts 

4 25.5 Watts 30 Watts 

5 40 Watts 45 Watts 

6 51 Watts 60 Watts 

PoE System  

This window is used to configure the PoE system and display the detailed power information for PoE modules. 

 

To view the following window, click System > PoE > PoE System, as shown below: 

 

 

Figure 3-11 PoE System Window 

 

The fields that can be configured for PoE System are described below: 

Parameter Description 

PoE Perpetual The POE Perpetual provides power to connected powered devices (PD) during 
system reboot. Disabling this option will not turn off the PoE. To enable or 
disable PoE on port basis, refer to System > PoE > PoE Configuration. 

Unit Select the stacking unit ID of the Switch that will be configured here. This option 
is only available when stacking is enabled. 

Usage Threshold Enter the usage threshold to generate a log and send the corresponding 
standard notification. The range is from 1 to 99 percent. 

Guard Band Specify the amount of power to be preserved for guard band protection. The 
range of valid setting is from 0 to 15400 milliwatts. 

Policy Preempt Select this option to enable or disable the disconnection of the Powered Device 
(PD) which is power provisioned with a lower priority in order to release the 
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Parameter Description 

power to the newly connected PD with higher priority under power shortage 
conditions. 

Trap State Select this option to enable or disable the sending of PoE trap notifications. 

Click the Apply button to accept the changes made. 

Click the Show Detail button to see the PoE system Parameters table at the bottom of the window. After clicking the 
Show Detail button, the following information on PoE System Parameters will appear. 

 

Figure 3-12 PoE System (Show Detail) Window 

 

PoE Status  

This window is used to configure the description and display the PoE status of each port. 

 

To view the following window, click System > PoE > PoE Status, as shown below: 

 

Figure 3-13 PoE Status Window 

 

The fields that can be configured for PoE Status are described below: 

Parameter Description 

Unit Select the stacking unit ID of the Switch that will be configured here. This option 
is only available when stacking is enabled. 
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Parameter Description 

From Port - To Port Select the appropriate port range used for the configuration here. 

Description Enter the text that describes the PD connected to a PoE interface. The 
maximum length is 32 characters. 

Click the Apply button to accept the changes made. 

Click the Delete Description button to remove the description from the entry. 

 

PoE Configuration  

This window is used to display and configure the PoE configuration settings. 

 

 

NOTE: If the Switch failed to supply power to the IEEE 802.3at or 802.3bt Powered Device (PD), 

¶ Check if the PD connected to the port supports the IEEE 802.3at or 802.3bt standard 

¶ Manually configure the PoE power limit value to 30 Watts or 60 Watts for the corresponding 
port. For the PoE standards supported on each port, refer to DMS-3130 Series HW Installation 
Guide. 

¶ Disable Power Via MDI (refer to LLDP Dot3 TLVs Settings), which is disabled by default. 

 

To view the following window, click System > PoE > PoE Configuration, as shown below: 

 

Figure 3-14 PoE Configuration Window 

 

The fields that can be configured for PoE Configuration are described below: 

Parameter Description 

Unit Select the stacking unit ID of the Switch that will be configured here. This option 
is only available when stacking is enabled. 

From Port - To Port Select the appropriate port range used for the configuration here.  



DMS-3130 Series Multi-Gigabit L3 Stackable Managed Switch Web UI Reference Guide 

19 

 

 

Parameter Description 

Priority Select the priority for provisioning power to the port. Options to choose from are 
Critical, High and Low. A low priority means that the port can stop supplying 
power to connected PDs under power shortage conditions.  

Legacy Support Select this option to enable or disable the support of legacy PD.  

Mode Select the power management mode for the PoE ports. Options to choose from 
are Auto and Never. 

Max Wattage When selecting Auto in the Mode drop-down list, this option appears. Tick the 
check box and enter the maximum wattage of power that can be provisioned to 
the auto-detected PD. If the value is not entered, the class of the PD 
automatically determines the maximum wattage which can be provisioned. The 
valid range for maximum wattage is between 1000 mW and 60000 mW 
(milliwatt). One milliwatt equals to 0.001 watts. 

Time Range When selecting Auto in the Mode drop-down list, this option appears. Tick the 
check box and enter the name of the time range to determine the activation 
period. Refer to System >  

Time Range. 

Click the Apply button to accept the changes made. 

Click the Delete Time Range button remove the time range association for the entry. 

 

PoE Statistics  

This window is used to display and clear the PoE statistics information on the Switch ports. 

 

To view the following window, click System > PoE > PoE Statistics, as shown below: 

 

Figure 3-15 PoE Statistics Window 

 

 

The fields that can be configured for PoE Statistics Table are described below: 

Parameter Description 

Unit Select the stacking unit ID of the Switch that will be used here. This option is 
only available if stacking is enabled. 

Click the Clear All button to clear PoE statistics for all ports. 
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Click the Clear button to clear the PoE statistics for the corresponding port. 

 

PoE Measurement  

This window is used to display the PoE measurement information on the Switch ports. 

 

To view the following window, click System > PoE > PoE Measurement, as shown below: 

 

Figure 3-16 PoE Measurement Window 

 

The fields that can be configured for PoE Measurement Table are described below: 

Parameter Description 

Unit Select the stacking unit ID of the Switch that will be used here. This option is 
only available when stacking is enabled. 

 

PoE LLDP Classification  

The PoE LLDP Classification displays PoE messages between the PD and PSE negotiated over LLDP. For PSE, it 
shows information such as power priority and allocated power value (refer to the above sections on PoE related 
configuration).For PD related information, it shows information such as power priority and requested power value as 
shown in the following table: 
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Figure 3-17 PoE LLDP Classification Table 

PoE PD Alive Settings  

This window is used to display and configure the PoE PD alive settings. The PoE alive feature provides the solution 
when PD devices stop working or are not responding using the ping mechanism. 

 

To view the following window, click System > PoE > PoE PD Alive Settings, as shown below: 

 

Figure 3-18 PD Alive Window 

 

The fields that can be configured for PD Alive Configuration are described below: 

Parameter Description 

Unit Select the stacking unit ID of the Switch that will be configured here. This option 
is only available if stacking is enabled. 
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Parameter Description 

From Port - To Port Select the appropriate port range used for the configuration here.  

PD Alive State Select to enable or disable the state of the PoE alive function on the specified 
port(s) here. 

PD IP Address Enter the IPv4 address of the target PD here. 

PD IPv6 Address Enter the IPv6 address of the target PD here. 

Residential VLAN (1-4094) The VLAN ID assigned to the designated ports. 

Poll Interval (sec) Enter the poll interval value here. The range is from 10 to 300 seconds. This is 
the interval at which ping requests will be sent to the target PD to check the 
status. 

Retry Count Enter the retry count value here. The range is from 0 to 5. This is the number of 
times that the ping request will be resend if the target PD does not respond. 

Waiting Time (30-300) Enter the waiting time value here. The range is from 30 to 300 seconds. This is 
the time the Switch will wait for the PD to recover from rebooting. 

Action Select the action that will be taken here. Options to choose from are: 

¶ Reset - Specifies to reset the PoE port state. 

¶ Notify - Specifies to send logs and traps to notify the administrator. 

¶ Both - Specifies to send logs and traps and then to reset the PoE port 
state. 

Click the Apply button to accept the changes made. 

 

System Log  

System Log Settings  

This window is used to display and configure the system log settings. 

To view the following window, click System > System Log > System Log Settings, as shown below: 
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Figure 3-19 System Log Settings Window 

 

The fields that can be configured for Log State are described below: 

Parameter Description 

Log State Select the enable or disable the global system log state here. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured for Source Interface Settings are described below: 

Parameter Description 

Source Interface State Select this option to enable or disable the global source interface state. 

Type Select the type of interface that will be used. The options are Loopback, 
Mgmt, and VLAN. 

Interface ID (1-4094) Enter the interface VID used here. For loopback interfaces this ID can be from 
1 to 8. For the management (Mgmt) interface this value is always 0. For VLAN 
interfaces this value is from 1 to 4094. 

Click the Apply button to accept the changes made. 
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The fields that can be configured for Buffer Log Settings are described below: 

Parameter Description 

Buffer Log State Enable or disable the global buffer log state here. The options are Enable, 
Disabled, and Default. When selecting the Default option, the global buffer log 
state will follow the default behavior. 

Severity Select the severity value of the type of information that will be logged. Options 
to choose from are 0 (Emergencies), 1 (Alerts), 2 (Critical), 3 (Errors), 4 
(Warnings), 5 (Notifications), 6 (Informational), and 7 (Debugging). 

Discriminator Name Enter the discriminator name used here. This name can be up to 15 characters 
long. This specifies the name of the discriminator profile that will be used to 
filter buffer log messages based on the filtering criteria specified within that 
profile. 

Write Delay Enter the log write delay value here. This value must be between 0 and 65535 
seconds. By default, this value is 300 seconds. Tick the Infinite option, to 
disable the write delay feature. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured for Console Log Settings are described below: 

Parameter Description 

Console Log State Enable or disable the global console log state here.  

Severity Select the severity value of the type of information that will be logged. Options 
to choose from are 0 (Emergencies), 1 (Alerts), 2 (Critical), 3 (Errors), 4 
(Warnings), 5 (Notifications), 6 (Informational), and 7 (Debugging). 

Discriminator Name Enter the discriminator name used here. This name can be up to 15 characters 
long. This specifies the name of the discriminator profile that will be used to 
filter console log messages based on the filtering criteria specified within that 
profile. Refer to System Log Discriminator Settings for more information. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured for SMTP Log Settings are described below: 

Parameter Description 

SMTP Log State Enable or disable the global SMTP log state here. 

Severity Select the severity value of the type of information that will be logged. Options 
to choose from are 0 (Emergencies), 1 (Alerts), 2 (Critical), 3 (Errors), 4 
(Warnings), 5 (Notifications), 6 (Informational), and 7 (Debugging). 

Discriminator Name Enter the discriminator name used here. This name can be up to 15 characters 
long. This specifies the name of the discriminator profile that will be used to 
filter SMTP log messages based on the filtering criteria specified within that 
profile. Refer to System Log Discriminator Settings for more information. 

Click the Apply button to accept the changes made. 

 

System Log Discriminator Settings  

This window is used to display and configure the system log discriminator settings. It allows you to filter logs 
generated based on the facility types. 

To view the following window, click System > System Log > System Log Discriminator Settings, as shown below: 
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Figure 3-20 System Log Discriminator Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Discriminator Name Enter the name of the discriminator profile here. This name can be up to 15 
characters long. 

Action Select the facility behavior option and the type of facility that will be associated 
with the selected behavior here. Behavior options are Drops and Includes.  

Severity Select the severity behavior option and the value of the type of information that 
will be logged. Behavior options are Drops and Includes. Severity value 
options are 0 (Emergencies), 1 (Alerts), 2 (Critical), 3 (Errors), 4 (Warnings), 
5 (Notifications), 6 (Informational), and 7 (Debugging). 

Click the Apply button to accept the changes made. 

Click the Delete button to delete the specified entry. 

 

System Log Server Settings  

This window is used to display and configure the system log server settings. 

To view the following window, click System > System Log > System Log Server Settings, as shown below: 
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Figure 3-21 System Log Server Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Host IPv4 Address Enter the system log server IPv4 address here. 

Host IPv6 Address Enter the system log server IPv6 address here. 

UDP Port Enter the system log server UDP port number here. This value must be either 
514 or between 1024 and 65535. By default, this value is 514. 

Severity Select the severity value of the type of information that will be logged. Options to 
choose from are 0 (Emergencies), 1 (Alerts), 2 (Critical), 3 (Errors), 4 
(Warnings), 5 (Notifications), 6 (Informational), and 7 (Debugging). 

Facility Select the facility number that will be logged here. The range is from 0 to 23. 
Each facility number is associated with a specific facility. See the table below: 

Facility Number Facility Name Facility Description 

0 kern Kernel messages 

1 user User-level messages 

2 mail Mail system 

3 daemon System daemons 

4 auth1 Security/authorization messages 

5 syslog Messages generated internally by the 
SYSLOG 

6 lpr Line printer sub-system 

7 news Network news sub-system 

8 uucp UUCP sub-system 

9 clock1 Clock daemon 

10 auth2 Security/authorization messages 

11 ftp FTP daemon 

12 ntp NTP subsystem 

13 logaudit Log audit 

14 logalert Log alert 

15 clock2 Clock daemon 
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Parameter Description 

16 local0 Local use 0 (local0) 

17 local1 Local use 1 (local1) 

18 local2 Local use 2 (local2) 

19 local3 Local use 3 (local3) 

20 local4 Local use 4 (local4) 

21 local5 Local use 5 (local5) 

22 local6 Local use 6 (local6) 

23 local7 Local use 7 (local7) 

Discriminator Name Enter the name of the discriminator that will be used to filter messages sent to 
the log server here. This name can be up to 15 characters long. Refer to 
System Log Discriminator Settings for more information. 

Click the Apply button to accept the changes made. 

Click the Delete button to delete the specified entry. 

 

System Log  

This window is used to view and clear the system log. 

To view the following window, click System > System Log > System Log, as shown below: 

 

 

Figure 3-22 System Log Window 

 

Click the Clear Log button to clear the system log entries displayed in the table. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

System Attack Log  

This window is used to view and clear the system attack log. 

To view the following window, click System > System Log > System Attack Log, as shown below: 
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Figure 3-23 System Attack Log Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the stacking unit ID of the Switch that will be displayed here. This option 
is only available when stacking is enabled. 

Click the Clear Attack Log button to clear the system attack log entries displayed in the table. 

 

Time and SNTP  

Clock Settings  

This window is used to display and configure the time settings for the Switch. 

To view the following window, click System > Time and SNTP > Clock Settings, as shown below: 

 

Figure 3-24 Clock Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Time Enter the current time in hours (HH) in 24-hour clock notation, minutes (MM), 
and seconds (SS) here. For example, 18:30:30. 

Date Enter the current day (DD), month (MM), and year (YYYY) here. For example, 
30/04/2015. 

Click the Apply button to accept the changes made. 

 

Time Zone Settings  

This window is used to display and configure time zones and Daylight Savings Time settings for Simple Network Time 
Protocol (SNTP). 
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To view the following window, click System > Time and SNTP > Time Zone Settings, as shown below: 

 

Figure 3-25 Time Zone Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Summer Time State Select the summer time setting. Options to choose from are Disabled, 
Recurring Setting, and Date Setting. 

Disabled - Select to disable the summer time setting. 

Recurring Setting - Select to configure the summer time that should start and 
end on the specified week day of the specified month. 

Date Setting - Select to configure the summer time that should start and end on 
the specified date of the specified month. 

Time Zone Select to specify your local time zone offset from Coordinated Universal Time 
(UTC). 

 

The fields that can be configured in Recurring Settings are described below: 

Parameter Description 

From: Week of the Month Select week of the month that summer time will start. 
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Parameter Description 

From: Day of the Week Select the day of the week that summer time will start. 

From: Month Select the month that summer time will start. 

From: Time (HH:MM) Select the time of the day that summer time will start in 24-hour clock. 

To: Week of the Month Select week of the month that summer time will end. 

To: Day of the Week Select the day of the week that summer time will end. 

To: Month Select the month that summer time will end. 

To: Time (HH:MM) Select the time of the day that summer time will end. 

Offset Enter the number of minutes to add during summer time. 

 

The fields that can be configured in Date Settings are described below: 

Parameter Description 

From: Date of the Month Select date of the month that summer time will start. 

From: Month Select the month that summer time will start. 

From: Year Enter the year that the summer time will start. 

From: Time (HH:MM) Select the time of the day that summer time will start in 24-hour clock notation. 

To: Date of the Month Select date of the month that summer time will end. 

To: Month Select the month that summer time will end. 

To: Year Enter the year that the summer time will end. 

To: Time (HH:MM) Select the time of the day that summer time will end. 

Offset Enter the number of minutes to add during summer time. The default value is 
60. The range of this offset is 30, 60, 90 and 120. 

Click the Apply button to accept the changes made. 

 

SNTP Settings  

The Simple Network Time Protocol (SNTP) is a protocol for synchronizing computer clocks through the Internet. It 
provides comprehensive mechanisms to access national time and frequency dissemination services, coordinate the 
SNTP subnet of servers and clients, and adjust the system clock on each participant. 

This window is used to display and configure the SNTP settings for the Switch. 
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To view the following window, click System > Time and SNTP > SNTP Settings, as shown below: 

 

Figure 3-26 SNTP Settings Window 

 

The fields that can be configured in SNTP Global Settings are described below: 

Parameter Description 

SNTP State Select this option to enable or disable SNTP. 

Poll Interval Enter the synchronizing interval in seconds. The value is from 30 to 99999 
seconds. The default interval is 720 seconds. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in SNTP Server Settings are described below: 

Parameter Description 

IPv4 Address Enter the IPv4 address of the SNTP server which provides the SNTP reference. 

IPv6 Address Enter the IPv6 address of the SNTP server which provides the SNTP reference. 

Click the Add button to add the SNTP server. 

Click the Delete button to remove the specified entry. 
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Time Range  

This window is used to display and configure the time profile settings. 

To view the following window, click System > Time Range, as shown below: 

 

Figure 3-27 Time Range Window 

 

The fields that can be configured are described below: 

Parameter Description 

Range Name Enter the time profile range name here. This name can be up to 32 characters 
long. Note that you can define multiple schedules for a single range profile. 

From Week ~ To Week Select the starting and ending days of the week that will be used for this time 
profile. Tick the Daily option to use this time profile for every day of the week. 
Tick the End Weekday option to use this time profile from the starting day of 
the week until the end of the week. 

From Time ~ To Time Select the starting and ending time of the day that will be used for this time 
profile. The first drop-down menu selects the hour and the second drop-down 
menu selects the minute. 

Click the Apply button to accept the changes made. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Delete Periodic button to delete the periodic entry for multiple schedules of a ranlge profile. 

Click the Delete button to delete the specified entry. 

 

Switch Controller Settings  

This window is used to display and configure the switch controller settings. 

To view the following window, click System > Switch Controller Settings, as shown below: 

 

Figure 3-28 Switch Controller Settings Window 
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The fields that can be configured are described below: 

Parameter Description 

HoL Prevention State Select to enable or disable the HoL (Head of Line) Prevention function here. 

Click the Apply button to accept the changes made. 
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4.  Management  

Command Logging 
User Accounts Settings 
Password Encryption 
Password Recovery 
Login Method 
SNMP 
RMON 
Telnet/Web 
Session Timeout 
DHCP 
DHCP Auto Configuration 
DNS 
IP Source Interface 
File System 
Stacking 
Virtual Stacking (SIM) 
D-Link Discovery Protocol 
SMTP Settings  
Reboot Schedule Settings 
PPPoE Circuit ID Insertion Settings 
SD Card Management 

Command Logging  

This window is used to display and configure the command logging function. The command logging function is used to 
log the commands that have successfully been configured on the Switch via the command line interface. The 
command, along with information about the user that entered the command, is included in the system log. Commands 
that do not cause a change in the Switch configuration or operation (such as 'show' commands) are not logged. 

To view the following window, click Management > Command Logging, as shown below: 

 

Figure 4-1 Command Logging Window 

 

The fields that can be configured are described below: 

Parameter Description 

Command Logging State Select to enable or disable the command logging function here. 

Click the Apply button to accept the changes made. 

 

User Account s  Settings  

On this page, user accounts can be created and updated. Active user account sessions can also be viewed on this 
page. 

 

There are several configuration options available in the Web User Interface (Web UI). The set of configuration options 
available to the user depends on the accountôs Privilege Level.  
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NOTE: By default, there are no user accounts created on the Switch. 

 

To view the following window, click Management > User Accounts Settings, as shown below: 

 

After selecting the User Management Settings tab, the following page will appear. 

 

Figure 4-2 User Accounts Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

User Name Enter the user account name here. This name can be up to 32 characters long 
and is case sensitive. 

Privilege Enter the privilege level for this account here. The range is from 1 to 15. 
Privilege levels define what commands users can execute. The range is from 1 
to 15. Level 1 is the lowest level which can only view settings and access to 
limited commands; level 15 has full administrative access. 

Password Type Select the password type for this user account here. Options are None, Plain 
Text, Encrypted-SHA1, and Encrypted-MD5. 

Password After selecting Plain Text, Encrypted-SHA1, or Encrypted-MD5 as the 
password type, enter the password for this user account here. In the plain-text 
form, the password must contain 8-30 characters and include at least one 
uppercase and lowercase letter, one number, and one symbol, such as @!&*. It 
must not be identical to the username and must not contain adjacent identical 
characters or digits or the default IP address. In the encrypted SHA1 form, the 
password must be 35 characters long and contain *@& in the beginning. In the 
encrypted MD5 form, the password must be 31 characters long and contain 
*@$ in the beginning. 

Click the Apply button to accept the changes made. 

Click the Delete button to delete the specified user account entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 
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After selecting the Session Table tab, the following page will appear. 

 

Figure 4-3 Session Table Window 

 

On this page, a list of active user account session will be displayed. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

Password Encryption  

This window is used to display and configure whether to save the encryption of the password in the configuration file. 

To view the following window, click Management > Password Encryption, as shown below: 

 

Figure 4-4 Password Encryption Window 

 

The fields that can be configured are described below: 

Parameter Description 

Password Encryption 
State 

Select this option to enable or disable the encryption of the password before being 
stored in the configuration file. 

Password Type When the state is enabled, select the password encryption type here. Options to 
choose from are: 

¶ Encrypted-SHA1 - Specifies that the password is encrypted using SHA-1. 

¶ Encrypted-MD5 - Specifies that the password is encrypted using MD5. 

Click the Apply button to accept the changes made. 

 

Password Recovery  

This window is used to display and configure the password recovery settings. For example, the administrator may 
need to update a user account because the password has been forgotten. 
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To view the following window, click Management > Password Recovery, as shown below: 

 

Figure 4-5 Password Recovery Window 

 

The fields that can be configured are described below: 

Parameter Description 

Password Recovery State Select to enable or disable the password recovery feature here. Enabling this 
feature allows access to the reset configuration mode in the CLI. From the reset 
configuration mode, user accounts can be updated, the enable password 
feature can be updated for administrator privilege levels, and the AAA feature 
can be disabled to allow local authentication. The running configuration can 
then be saved as the startup configuration. A reboot is required. 

Click the Apply button to accept the changes made. 

 

Login Method  

This window is used to display and configure the login method for each management interface that is supported by the 
Switch. 

To view the following window, click Management > Login Method, as shown below: 

 

Figure 4-6 Login Method Window 

 

The fields that can be configured in Enable Password are described below: 

Parameter Description 

Level Specify the privilege level for privileged mode. The range is from 1 to 15.  
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Parameter Description 

Password Type Select the password type for the user here. Options to choose from are: 

¶ Plain Text - Specifies that the password will be in plain text. This is the 
default option. 

¶ Encrypted-SHA1 - Specifies that the password will be encrypted based 
on SHA-1. 

¶ Encrypted-MD5 - Specifies that the password will be encrypted based on 
MD5. 

Password Specify the password to enable the privilege level. In the plain-text form, the 
password can be up to 32 characters long and is case sensitive. In the 
encrypted SHA1 form, the password must be 35 characters long and contain 
*@& in the beginning. In the encrypted MD5 form, the password must be 31 
characters long and contain *@$ in the beginning. 

Click the Apply button to accept the changes made. 

Click the Edit button to re-configure the specified entry. 

 

The fields that can be configured in Login Method are described below: 

Parameter Description 

Login Method After clicking the Edit button, this parameter can be configured. Select the login 
method for the specified application here. Options to choose from are No 
Login, Login and Login Local. 

¶ No Login requires no login authentication to access the specified 
application. 

¶ Login will require the user to at least enter a password when trying to 
access the application specified. Refer to the following Login Password 
to set a login password. 

¶ Login Local requires the user to enter a username and a password to 
access the specified application. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in Login Password are described below: 

Parameter Description 

Application Select the application that will be configured here. Options to choose from are 
Console, Telnet and SSH. 

Password Type Select the password encryption type that will be used here. Options to choose 
from are Plain Text, Encrypted, and Encrypted-MD5. 

Password Enter the password for the selected application here. This password will be 
used when the Login Method for the specified application is set as Login. In 
the plain-text form, the password can be up to 32 characters long and is case 
sensitive. In the encrypted SHA1 form, the password must be 35 characters 
long and contains *@& in the beginning. In the encrypted MD5 form, the 
password must be 31 characters long and contains *@$ in the beginning. 

Click the Apply button to accept the changes made. 

Click the Delete button to remove the password from the specified application. 
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SNMP  

Simple Network Management Protocol (SNMP) is an OSI Layer 7 (Application Layer) designed specifically for 
managing and monitoring network devices. SNMP enables network management stations to read and modify the 
settings of gateways, routers, switches, and other network devices. Use SNMP to configure system features, monitor 
performance, and detect potential problems with the Switch, switch group, or network. 

 

Managed devices that support SNMP include software (referred to as an agent) which runs locally on the device. A 
defined set of variables (managed objects) is maintained by the SNMP agent and used to manage the device. These 
objects are defined in a Management Information Base (MIB), which provides a standard presentation of the 
information controlled by the on-board SNMP agent. SNMP defines both the format of the MIB specifications and the 
protocol used to access this information over the network. 

The Switch supports the SNMP versions 1, 2c, and 3. The three versions of SNMP vary in the level of security 
provided between the management station and the network device. 

 

In SNMPv1 and SNMPv2c, user authentication is accomplished using ócommunity stringsô, which function like 
passwords. The remote user SNMP application and the Switch SNMP must use the same community string. SNMP 
packets from any station that has not been authenticated are ignored (dropped). The default community strings for the 
Switch used for SNMPv1 and SNMPv2c management access are: 

¶ public - Allows authorized management stations to retrieve MIB objects. 

¶ private - Allows authorized management stations to retrieve and modify MIB objects. 

 

The SNMPv3 protocol uses a more sophisticated authentication process that is separated into two parts. The first part 
maintains a list of users and their attributes that are allowed to act as SNMP managers. The second part describes 
what each user in that list can do as an SNMP manager. The SNMPv3 protocol also provides an additional layer of 
security that can be used to encrypt SNMP messages. 

 

The Switch allows groups of users to be listed and configured with a shared set of privileges. The SNMP version may 
also be set for a listed group of SNMP managers. Thus, you may create a group of SNMP managers that are allowed 
to view read-only information or receive traps using SNMPv1 while assigning a higher level of security to another 
group, granting read/write privileges using SNMPv3. 

 

Using SNMPv3, users or groups can be allowed or be prevented from performing specific SNMP management 
functions. These are defined using the Object Identifier (OID) associated with a specific MIB. 

 

MIBs 

A Management Information Base (MIB) stores management and counter information. The Switch uses the standard 
MIB-II Management Information Base module, and so values for MIB objects can be retrieved using any SNMP-based 
network management software. In addition to the standard MIB-II, the Switch also supports its own proprietary 
enterprise MIB as an extended Management Information Base. Specifying the MIB Object Identifier may also retrieve 
the proprietary MIB. MIB values can be either read-only or read-write. 

 

The Switch incorporates a flexible SNMP management system which can be customized to suit the needs of the 
networks and the preferences of the network administrator. The three versions of SNMP vary in the level of security 
provided between the management station and the network device. SNMP settings are configured using the menus 
located in the SNMP folder of the Web UI. 

 

Traps 

Traps are messages that alert network personnel of events that occur on the Switch. The events can be as serious as 
a reboot (someone accidentally turned the Switch off/unplugged the Switch), or less serious like a port status change. 
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The Switch generates traps and sends them to the trap recipient (or network manager). Typical traps include trap 
messages for Authentication Failure, Topology Change and Broadcast/Multicast Storm. 

 

SNMP Global Settings  

This window is used to display and configure the global SNMP and trap settings. 

To view the following window, click Management > SNMP > SNMP Global Settings, as shown below: 

 

Figure 4-7 SNMP Global Settings Window 

 

The fields that can be configured in SNMP Global Settings are described below: 

Parameter Description 

SNMP Global State Select this option to enable or disable the SNMP feature. 

SNMP Response Broadcast 
Request 

Select this option to enable or disable the server to response to broadcast 
SNMP GetRequest packets. 

SNMP UDP Port Enter the SNMP UDP port number (1-65535). 

Trap Source Interface Enter the interface whose IP address will be used as the source address for 
sending the SNMP trap packet. 

 

The fields that can be configured in Trap Settings are described below: 

Parameter Description 

Trap Global State Select this option to enable or disable the sending of all or specific SNMP 
notifications. 

SNMP Authentication Trap Tick this option to control the sending of SNMP authentication failure 
notifications. An authenticationFailuretrap trap is generated when the device 
receives an SNMP message that is not properly authenticated. The 
authentication method depends on the version of SNMP being used. For 
SNMPv1 or SNMPv2c, authentication failure occurs if packets are formed with 
an incorrect community string. For SNMPv3, authentication failure occurs if 
packets are formed with an incorrect SHA/MD5 authentication key. 

Port Link Up Tick this option to control the sending of port link up notifications. A linkUp trap 
is generated when the device recognizes that one of the communication links 
has come up. 
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Parameter Description 

Port Link Down Tick this option to control the sending of port link down notifications. A linkDown 
trap is generated when the device recognizes that one of the communication 
links is down. 

Coldstart Tick this option to control the sending of SNMP coldStart notifications. 

Warmstart Tick this option to control the sending of SNMP warmStart notifications. 

Click the Apply button to accept the changes made. 

 

SNMP Linkchange Trap Settings  

This window is used to display and configure the SNMP link change trap settings. 

To view the following window, click Management > SNMP > SNMP Linkchange Trap Settings, as shown below: 

 

Figure 4-8 SNMP Linkchange Trap Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the appropriate port range used for the configuration here. 

Trap Sending Select this option to enable or disable the sending of the SNMP notification 
traps that are generated by the system. 

Trap State Select this option to enable or disable the SNMP linkChange trap. 

Click the Apply button to accept the changes made. 

 

SNMP View Table Settings  

This window is used to assign views to community strings that define which MIB objects can be accessed by a remote 
SNMP manager. The SNMP sub-tree OID created with this table maps SNMP users to the views created in the SNMP 
User Table Settings window. 
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To view the following window, click Management > SNMP > SNMP View Table Settings, as shown below: 

 

Figure 4-9 SNMP View Table Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

View Name Type an alphanumeric string of up to 32 characters. This is used to identify the 
new SNMP view being created. 

Subtree OID Type the Object Identifier (OID) sub-tree for the view. The OID identifies an 
object tree (MIB tree) that will be included or excluded from access by an 
SNMP manager. 

View Type Select the view type here. Options to choose from are Included and Excluded. 

¶ Included - Select to include this object in the list of objects that an SNMP 
manager can access. 

¶ Excluded - Select to exclude this object from the list of objects that an 
SNMP manager can access. 

Click the Add button to add a new entry based on the information entered. 

Click the Delete button to remove the specified entry. 

 

SNMP Community Table Settings  

This window is used to create an SNMP community string to define the relationship between the SNMP manager and 
an agent. The community string acts like a password to permit access to the agent on the Switch. One or more of the 
following characteristics can be associated with the community string: 

¶ An access list containing IP addresses of SNMP managers that are permitted to use the community string to 
gain access to the Switchôs SNMP agent. 

¶ Any MIB view that defines the subset of MIB objects that will be accessible to the SNMP community. 

¶ Read-write or read-only level permissions for the MIB objects accessible to the SNMP community. 
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To view the following window, click Management > SNMP > SNMP Community Table Settings, as shown below: 

 

Figure 4-10 SNMP Community Table Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Key Type Select the key type for the SNMP community. Options to choose from are Plain 
Text, and Encrypted. 

Community Name Enter an alphanumeric string of up to 32 characters that is used to identify 
members of an SNMP community. This string is used like a password to give 
remote SNMP managers access to MIB objects in the Switchôs SNMP agent. 

View Name Enter an alphanumeric string of up to 32 characters that is used to identify the 
group of MIB objects that a remote SNMP manager is allowed to access on the 
Switch. The view name must exist in the SNMP View Table. 

Access Right Select the access right here. Options to choose from are Read Only and Read 
Write. 

¶ Read Only - SNMP community members using the community string 
created can only read the contents of the MIBs on the Switch. 

¶ Read Write - SNMP community members using the community string 
created can read from or write to the contents of the MIBs on the Switch. 

IP Access-List Name Enter the name of the standard access list to restrict the users that can use this 
community string to access to the SNMP agent. Refer to ACL > ACL Access 
List. 

Click the Add button to add a new entry based on the information entered. 

Click the Delete button to remove the specified entry. 

 

SNMP Group Table Settings  

An SNMP group created with this table maps SNMP users to the views created in the SNMP View Table Settings 
window. 
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To view the following window, click Management > SNMP > SNMP Group Table Settings, as shown below: 

 

Figure 4-11 SNMP Group Table Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Group Name Enter the SNMP group name here. This name can be up to 32 characters long. 
Spaces are not allowed. 

Read View Name Enter the read view name that users of the group can access. 

User-based Security Model Select the security model here. Options to choose from are SNMPv1, 
SNMPv2c, and SNMPv3. 

¶ SNMPv1 - Select to allow the group to use the SNMPv1 security model. 

¶ SNMPv2c - Select to allow the group to use the SNMPv2c security model. 

¶ SNMPv3 - Select to allow the group to use the SNMPv3 security model. 

Write View Name Enter the write view name that the users of the group can access. 

Security Level When selecting SNMPv3 in the User-based Security Model drop-down list, 
this option is available. 

¶ NoAuthNoPriv - Specify that there will be no authorization and no 
encryption of packets sent between the Switch and a remote SNMP 
manager. 

¶ AuthNoPriv - Specify that authorization will be required, but there will be 
no encryption of packets sent between the Switch and a remote SNMP 
manager. 

¶ AuthPriv - Specify that authorization will be required, and that packets 
sent between the Switch and a remote SNMP manger will be encrypted. 

Notify View Name Enter the notify view name that users of the group can access. The notify view 
describes the object that can be reported its status via trap packets to the group 
user. 

IP Address-List Name Enter the standard IP access control list (ACL) to associate with the group. 
Refer to ACL > ACL Access List. 

Click the Add button to add a new entry based on the information entered. 

Click the Delete button to remove the specified entry. 
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SNMP Engine ID Local Settings  

The Engine ID is a unique identifier used for SNMPv3 implementations on the Switch. 

To view the following window, click Management > SNMP > SNMP Engine ID Local Settings, as shown below: 

 

Figure 4-12 SNMP Engine ID Local Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Engine ID Enter the SNMP engine ID string here. It can accept up to 24 hexadecimal 
characters. 

Click the Default button to revert the engine ID to the default. 

Click the Apply button to accept the changes made. 

 

SNMP User Table Settings  

This window is used to display and configure the SNMP users that are currently configured on the Switch. 

To view the following window, click Management > SNMP > SNMP User Table Settings, as shown below: 

 

Figure 4-13 SNMP User Table Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

User Name Enter SNMP user name here. This name can be up to 32 characters long. This 
is used to identify the SNMP user. 
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Parameter Description 

Group Name Enter the SNMP group name to which the user belongs. This name can be up 
to 32 characters long. Spaces are not allowed. 

SNMP Version Select the SNMP version. Options to choose from are v1, v2c, and v3. 

SNMP V3 Encryption When selecting v3 in the SNMP Version drop-down list, this option is available. 
Options to choose from are None, Password, and Key. 

Auth-Protocol by Password When selecting v3 in the SNMP Version drop-down list, and selecting 
Password in the SNMP V3 Encryption drop-down list, this option is available. 
Select the authentication level. Options to choose from are the following: 

¶ MD5 - Select to use the HMAC-MD5-96 authentication level. This field will 
require the user to enter a password or key. 

¶ SHA - Specify that the HMAC-SHA authentication protocol will be used. 
This field will require the user to enter a password or key. 

Password Enter the Auth-Protocol password here. For MD5 this password must be 
between 8 and 16 characters long. For SHA this password must be between 8 
and 20 characters long. 

Priv-Protocol by Password When selecting v3 in the SNMP Version drop-down list, and selecting 
Password in the SNMP V3 Encryption drop-down list, this option is available. 
Select the private protocol. Options to choose from are the following: 

¶ None - Specify that no authorization protocol is in use. 

¶ DES56 - Specify that DES 56-bit encryption is in use, based on the CBC-
DES (DES-56) standard. This field will require the user to enter a 
password or a key. 

¶ AES128 - Specify that Advanced Encryption Standard (AES) encryption is 
in use. This field will require the user to enter a password or a key. 

Password Enter the Priv-Protocol password here. For none, this field will be disabled. 
For DES56 and AES128 this password must be between 8 and 16 characters 
long. 

Auth-Protocol by Key When selecting v3 in the SNMP Version drop-down list, and selecting Key in 
the SNMP V3 Encryption drop-down list, this option is available. Select the 
authentication level. Options to choose from are the following: 

¶ MD5 - Select to use the HMAC-MD5 authentication level. This field will 
require the user to enter a password or a key. 

¶ SHA - Specify that the HMAC-SHA authentication protocol will be used. 
This field will require the user to enter a password or a key. 

Key Enter the Auth-Protocol key here. For MD5 this key must be 32 characters 
long. For SHA this key must be 40 characters long. 

Priv-Protocol by Key When selecting v3 in the SNMP Version drop-down list, and selecting Key in 
the SNMP V3 Encryption drop-down list, this option is available. Select the 
private protocol. Options to choose from are the following: 

¶ None - Specify that no authorization protocol is in use. 

¶ DES56 - Specify that DES 56-bit encryption is in use, based on the CBC-
DES (DES-56) standard. This field will require the user to enter a 
password or a key. 

¶ AES128 - Specify that AES encryption is in use. This field will require the 
user to enter a password or a key. 

Key Enter the Priv-Protocol key here. For none, this field will be disabled. For 
DES56 and AES128 this key must be 32 characters long. 

IP Address-List Name Enter the standard IP access control list (ACL) to associate with the user. Refer 
to ACL > ACL Access List. 
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Click the Add button to add a new entry based on the information entered. 

Click the Delete button to remove the specified entry. 

 

SNMP Host Table Settings  

This window is used to display and configure the recipient of the SNMP notification. 

To view the following window, click Management > SNMP > SNMP Host Table Settings, as shown below: 

 

Figure 4-14 SNMP Host Table Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Host IPv4 Address Enter the IPv4 address of the SNMP notification host. 

Host IPv6 Address Enter the IPv6 address of the SNMP notification host. 

User-based Security Model Select the security model here. Options to choose from are SNMPv1, 
SNMPv2c, and SNMPv3. 

¶ SNMPv1 - Select to allow the group user to use the SNMPv1 security 
model. 

¶ SNMPv2c - Select to allow the group user to use the SNMPv2c security 
model. 

¶ SNMPv3 - Select to allow the group user to use the SNMPv3 security 
model. 

Security Level When selecting SNMPv3 in the User-based Security Model drop-down list, 
this option is available. 

¶ NoAuthNoPriv - Specify that there will be no authorization and no 
encryption of packets sent between the Switch and a remote SNMP 
manager. 

¶ AuthNoPriv - Specify that authorization will be required, but there will be 
no encryption of packets sent between the Switch and a remote SNMP 
manager. 

¶ AuthPriv - Specify that authorization will be required, and that packets 
sent between the Switch and a remote SNMP manger will be encrypted. 

UDP Port Enter the UDP port number. The default trap UDP port number is 162. The 
range of UDP port numbers is from 1 to 65535. Some port numbers may 
conflict with other protocols. 
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Parameter Description 

Community String / 
SNMPv3 User Name 

Enter the community string or SNMPv3 user name to be sent with the 
notification packet. 

Click the Add button to add a new entry based on the information entered. 

Click the Delete button to remove the specified entry. 

 

RMON  

RMON Global Settings  

This window is used to enable or disable remote monitoring (RMON) for the rising and falling alarm trap feature for the 
SNMP function on the Switch. 

To view the following window, click Management > RMON > RMON Global Settings, as shown below: 

 

Figure 4-15 RMON Global Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

RMON Rising Alarm Trap Select this option to enable or disable the RMON Rising Alarm Trap Feature. 

RMON Falling Alarm Trap Select this option to enable or disable the RMON Falling Alarm Trap Feature. 

Click the Apply button to accept the changes made. 

 

RMON Statistics Settings  

This window is used to display and configure the RMON statistics on the specified port. 

To view the following window, click Management > RMON > RMON Statistics Settings, as shown below: 

 

Figure 4-16 RMON Statistics Settings Window 
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The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

Port Select to choose the port. 

Index Enter the RMON table index. The value is from 1 to 65535. 

Owner Enter the owner string. The string can be up to 127 characters. 

Click the Add button to add a new entry based on the information entered. 

Click the Delete button to remove the specified entry. 

Click the Show Detail button to see the detail information of the specific port. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

After clicking the Show Detail button, the following window will appear. 

 

Figure 4-17 RMON Statistics Settings (Show Detail) Window 

 

Click the Back button to return to the previous window. 

 

RMON History Settings  

This window is used to display and configure RMON MIB history statistics gathered on the specified port. 

To view the following window, click Management > RMON > RMON History Settings, as shown below: 

 

Figure 4-18 RMON History Settings Window 
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The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

Port Select the port that will be used here. 

Index Enter the history group table index. The value is from 1 to 65535. 

Bucket Number Enter the number of buckets specified for the RMON collection history group of 
statistics. The range is from 1 to 65535. The default value is 50. 

Interval Enter the time in seconds in each polling cycle. The range is from 1 to 3600. 

Owner Enter the owner string. The string can be up to 127 characters. 

Click the Add button to add a new entry based on the information entered. 

Click the Delete button to remove the specified entry. 

Click the Show Detail button to see the detail information of the specific port. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

After clicking the Show Detail button, the following window will appear. 

 

Figure 4-19 RMON History Settings (Show Detail) Window 

 

Click the Back button to return to the previous window. 

 

RMON Alarm Settings  

This window is used to display and configure alarm entries to monitor an interface. 

To view the following window, click Management > RMON > RMON Alarm Settings, as shown below: 

 

Figure 4-20 RMON Alarm Settings Window 
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The fields that can be configured are described below: 

Parameter Description 

Index Enter the alarm index. The range is from 1 to 65535. 

Interval Enter the interval in seconds for the sampling of the variable and checking 
against the threshold. The valid range is from 1 to 2147483648 seconds. 

Variable Enter the object identifier of the variable to be sampled. 

Type Select the monitoring type. Options to choose from are Absolute and Delta. 

Rising Threshold Enter the rising threshold value between 0 and 2147483647. 

Falling Threshold Enter the falling threshold value between 0 and 2147483647. 

Rising Event Number Enter the index of the event entry that is used to notify the rising threshold 
crossing event. The valid range is from 1 to 65535. If not specified, no action is 
taken while crossing the ringing threshold. 

Falling Event Number Enter the index of the event entry that is used to notify the falling threshold 
crossing event. The valid range is from 1 to 65535. If not specified, no action is 
taken while crossing the falling threshold. 

Owner Enter the owner string up to 127 characters. 

Click the Add button to add a new entry based on the information entered. 

Click the Delete button to remove the specified entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

RMON Event Settings  

This window is used to display and configure event entries. 

To view the following window, click Management > RMON > RMON Event Settings, as shown below: 

 

Figure 4-21 RMON Event Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Index Enter the index value of the alarm entry here. The range is from 1 to 65535. 
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Parameter Description 

Description Enter a description for the RMON event entry. The string is up to 127 
characters long. 

Type Select the RMON event entry type. Options to choose from are None, Log, 
Trap, and Log and Trap. 

Community Enter the community string. The string can be up to 127 characters. 

Owner Enter the owner string. The string can be up to 127 characters. 

Click the Add button to add a new entry based on the information entered. 

Click the Delete button to remove the specified entry. 

Click the View Logs button to see the detail information of the specific port. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

After clicking the View Logs button, the following window will appear. 

 

Figure 4-22 RMON Event Settings (View Logs) Window 

 

Click the Back button to return to the previous window. 

 

Telnet/Web  

This window is used to display and configure Telnet and Web settings on the Switch. 

To view the following window, click Management > Telnet/Web, as shown below: 

 

Figure 4-23 Telnet/Web Window 
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The fields that can be configured in Telnet Settings are described below: 

Parameter Description 

Telnet State Select to enable or disable the Telnet server feature here. 

Port Enter the TCP port number used for Telnet management of the Switch. The 
well-known TCP port for the Telnet protocol is 23. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in Source Interface are described below: 

Parameter Description 

Source Interface State Select to enable or disable the source interfaceôs state here. 

Type Select the type of source interface that will be used here. Options to choose 
from are Loopback, Mgmt, and VLAN. 

VID Enter the interface ID here. For loopback interfaces the range is from 1 to 8. 
For the management (Mgmt) interface this value can only be 0. For VLAN 
interfaces the range is from 1 to 4094. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in Web Settings are described below: 

Parameter Description 

Web State Select this option to enable or disable the configuration through the web. 

Port Enter the TCP port number used for web management of the Switch. The well-
known TCP port for the World Wide Web protocol is 80. 

Click the Apply button to accept the changes made. 

 

Session Timeout  

This window is used to display and configure the session timeout settings. 

To view the following window, click Management > Session Timeout, as shown below: 

 

Figure 4-24 Session Timeout Window 

 

The fields that can be configured are described below: 

Parameter Description 

Web Session Timeout Enter the time in seconds of the web session timeout. Tick the Default check 
box to return to the default setting. The value is from 60 to 36000 seconds. The 
default value is 180 seconds. 
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Parameter Description 

Console Session Timeout Enter the time in minutes of the web session timeout. Tick the Default check 
box to return to the default setting. The value is from 0 to 1439 minutes. Enter 0 
to disable the timeout. The default value is 3 minutes. 

Telnet Session Timeout Enter the time in minutes of the Telnet session timeout. Tick the Default check 
box to return to the default setting. The value is from 0 to 1439 minutes. Enter 0 
to disable the timeout. The default value is 3 minutes. 

SSH Session Timeout Enter the time in minutes of the SSH session timeout. Tick the Default check 
box to return to the default setting. The value is from 0 to 1439 minutes. Enter 0 
to disable the timeout. The default value is 3 minutes. 

Click the Apply button to accept the changes made. 

 

DHCP  

Service DHCP  

This window is used to display and configure the DHCP Relay service on the Switch. 

To view the following window, click Management > DHCP > Service DHCP, as shown below: 

 

Figure 4-25 Service DHCP Window 

 

The fields that can be configured in Service DHCP are described below: 

Parameter Description 

Service DHCP State Select this option to enable or disable the DHCP Relay service. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in Service IPv6 DHCP are described below: 

Parameter Description 

Service IPv6 DHCP State Select this option to enable or disable the IPv6 DHCP Relay service. 

Click the Apply button to accept the changes made. 

 

DHCP Class Settings  

This window is used to display and configure the DHCP class and the DHCP option matching pattern for the DHCP 
class. 
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To view the following window, click Management > DHCP > DHCP Class Settings, as shown below: 

 

Figure 4-26 DHCP Class Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Class Name Enter the DHCP class name with a maximum of 32 characters. 

Click the Apply button to accept the changes made. 

Click the Edit button to modify the DHCP option matching pattern for the corresponding DCHP class. 

Click the Delete button to remove the specified entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

After clicking the Edit button, the following window will appear. 

 

Figure 4-27 DHCP Class Settings (Edit) Window 

 

The fields that can be configured are described below: 

Parameter Description 

Option Enter the DHCP option number. The range is from 1 to 254. 

Hex Enter the hex pattern of the specified DHCP option. Tick the * check box not to 
match the remaining bits of the option. 

Bitmask Enter the hex bit mask for masking of the pattern. The masked pattern bits will 
be matched. If not specified, all bits entered in the Hex field will be checked. 

Click the Apply button to accept the changes made. 

Click the Delete button to remove the specified entry. 

Click the Back button to return to the previous window. 
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DHCP Server  

The Dynamic Host Configuration Protocol (DHCP) allows the Switch to designate IP addresses, subnet masks, default 
gateways and other IP parameters to devices that request this information. This occurs when a DHCP enabled device 
is booted on or attached to the locally attached network. This device is known as the DHCP client and when enabled, 
it will emit query messages on the network before any IP parameters are set. When the DHCP server receives this 
request, it will allocate an IP address to the client. The DHCP client may be then utilize the IP address allocated by the 
DHCP server as its local configuration. 

The user can configure many DHCP related parameters that it will utilize on its locally attached network, to control and 
limit the IP settings of clients desiring an automatic IP configuration, such as the lease time of the allocated IP 
address, the range of IP addresses that will be allowed in its DHCP pool, the ability to exclude various IP addresses 
within the range so as not to make identical entries on its network, or to assign the IP address of an important device 
(such as a DNS server or the IP address of the default route) to another device on the network. 

Users also have the ability to bind IP addresses within the DHCP pool to specific MAC addresses in order to assign 
the same IP addresses to important devices. 

 

DHCP Server Global Settings  

This window is used to display and configure the global DHCP server parameters. 

To view the following window, click Management > DHCP > DHCP Server > DHCP Server Global Settings, as 
shown below: 

 

Figure 4-28 DHCP Server Global Settings Window 

 

The fields that can be configured in DHCP Use Class State are described below: 

Parameter Description 

DHCP Use Class State Select to enable or disable the DHCP Use Class State here. When enabled, the 
DHCP server will use DHCP classes for address allocation. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in DHCP Server Settings are described below: 

Parameter Description 

DHCP Ping Packet Enter the number of ping packets that the Switch will send out on the network 
containing the IP address to be allotted. If the ping request is not returned, the 
IP address is considered unique to the local network and then allotted to the 
requesting client. A value of 0 means there is no ping test. The range is from 0 
to 10. The default value is 2. 

DHCP Ping Timeout Enter the amount of time the DHCP server must wait before timing out a ping 
packet. The range is from 100 to 10000 milliseconds. The default value is 500 
milliseconds. 
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Click the Apply button to accept the changes made. 

 

DHCP Server Pool Settings  

This window is used to display and configure the DHCP server pool settings. 

To view the following window, click Management > DHCP > DHCP Server > DHCP Server Pool Settings, as shown 
below: 

 

Figure 4-29 DHCP Server Pool Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Pool Name Enter the DHCP server pool name here. This name can be up to 32 characters 
long. 

Click the Apply button to accept the changes made. 

Click the Edit Class button to configure the DHCP class. 

Click the Edit Option button to configure the DHCP server pool option settings. 

Click the Configure button to configure the DHCP server pool settings. 

Click the Delete button to remove the specified entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

After clicking the Edit Class button, the following page will appear. 

 

Figure 4-30 DHCP Server Pool Settings (Edit Class) Window 

 

The fields that can be configured are described below: 

Parameter Description 

Class Name Select an existing DHCP class name here that will be associated with this 
DHCP pool. 
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Parameter Description 

Start Address Enter the starting IPv4 address that will be associated with the DHCP class in 
the DHCP pool here. 

End Address Enter the ending IPv4 address that will be associated with the DHCP class in 
the DHCP pool here. 

Click the Apply button to accept the changes made. 

Click the Delete by Name button to remove the DHCP class association by name. 

Click the Delete by Address button to remove the DHCP class association by address. 

Click the Back button to return to the previous window. 

 

After clicking the Edit Option button, the following page will appear. 

 

Figure 4-31 DHCP Server Pool Settings (Edit Option) Window 

 

The fields that can be configured are described below: 

Parameter Description 

Option Enter the DHCP option number here. The range is from 1 to 254. 

Type Select the DHCP option type here. Options to choose from are ASCII, HEX, 
and IP. After selecting ASCII, enter the ASCII string in the space provided. This 
string can be up to 255 characters long. After selecting HEX, enter the 
hexadecimal string in the space provided. This string can be up to 254 
characters long. Select the None option to specify a zero-length hexadecimal 
string. After selecting IP, enter the IPv4 address(es) in the space(s) provided. 
Up to 8 IPv4 address can be entered. 

Click the Apply button to accept the changes made. 

Click the Delete button to remove the specified entry. 

Click the Back button to return to the previous window. 
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After clicking the Configure button, the following page will appear. 

 

Figure 4-32 DHCP Server Pool Settings (Configure) Window 

 

The fields that can be configured are described below: 

Parameter Description 

Boot File Enter the boot file name here. This can be up to 64 characters long.  

Domain Name Enter the domain name for the DHCP client here. This can be up to 64 
characters long. 

Network (IP/Mask) Enter the network IPv4 address and subnet mask for the DHCP client here. 

Next Server Enter the next server IPv4 address here. The boot image file is stored on this 
server and can be retrieved by DHCP clients using this IP address. The server 
is typically a TFTP server. Only one next server IP address can be specified. 

Default Router Enter the IPv4 address of the default router for the DHCP client here. Up to 8 
IPv4 address can be entered here. The IP address of the router should be on 
the same subnet as the clientôs subnet. Routers are listed in the order of 
preference. If default routers are already configured, the default routers 
configured later will be added to the default interface list. 

DNS Server Enter the IPv4 address to be used by the DHCP client as the DNS server here. 
Up to 8 IPv4 address can be entered here. Servers are listed in the order of 
preference. If DNS servers are already configured, the DNS servers configured 
later will be added to the DNS server list. 

Netbios Name Server Enter the WINS name server IPv4 address for the DHCP client here. Up to 8 
IPv4 address can be entered here. Servers are listed in the order of preference. 
If name servers are already configured, the name server configured later will be 
added to the default interface list. 

Netbios Node Type Select the NetBIOS node type for Microsoft DHCP clients here. The node type 
determines the method that NetBIOS uses to register and resolve names. 
Options to choose from are Broadcast, Peer To Peer, Mixed, and Hybrid. A 
Broadcast system uses broadcasts. A Peer To Peer (p-node) system uses 
only point-to-point name queries to a name server (WINS). A Mixed (m-node) 
system broadcasts first, and then queries the name server. A Hybrid (h-node) 
system queries the name server first, and then broadcasts. The Hybrid type is 
recommended. 

Lease Enter and select the lease time for an IPv4 address that is assigned from the 
address pool here. Enter the Days in the range from 0 to 365. Select the Hours 
and Minutes from the drop-down menus. Alternatively, the Infinite option can 
be selected to specify that the lease time is unlimited. 
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Click the Apply button to accept the changes made. 

Click the Back button to return to the previous window. 

 

DHCP Server Exclude Address  

This window is used to view and exclude a range of IPv4 addresses from being allocated to the DHCP client. The 
DHCP server automatically allocates addresses in DHCP address pools to DHCP clients. All the addresses except the 
interfaceôs IP address on the router and the excluded address (es) specified here are available for allocation. Multiple 
ranges of addresses can be excluded. To remove a range of excluded addresses, administrators must specify the 
exact range of addresses previously configured. 

To view the following window, click Management > DHCP > DHCP Server > DHCP Server Exclude Address, as 
shown below: 

 

Figure 4-33 DHCP Server Exclude Address Window 

 

The fields that can be configured are described below: 

Parameter Description 

Begin Address Enter the first IPv4 address of a range of addresses to be excluded here. 

End Address Enter the last IPv4 address of a range of addresses to be excluded here. 

Click the Apply button to accept the changes made. 

Click the Delete button to remove the specified entry. 

 

DHCP Server Manual Binding  

This window is used to display and configure the DHCP server manual binding settings. With a manual binding entry, 
the IP address can be either be bound with a client-identifier or bound with the hardware address of the host. 

To view the following window, click Management > DHCP > DHCP Server > DHCP Server Manual Binding, as 
shown below: 

 

Figure 4-34 DHCP Server Manual Binding Window 
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The fields that can be configured are described below: 

Parameter Description 

Pool Name Enter the DHCP server pool name here. This name can be up to 32 characters 
long. 

Host Enter the DHCP host IPv4 address here. 

Mask Enter the DHCP host network subnet mask here. 

Hardware Address Enter the DHCP host MAC address here. 

Client Identifier Enter the DHCP host identifier in hexadecimal notation here. The client 
identifier is formatted by the media type and the MAC address.  

Click the Apply button to accept the changes made. 

Click the Delete button to remove the specified entry. 

 

DHCP Server Manual Binding Ext  

This window is used to display and configure the DHCP server manual binding settings. With a manual binding entry, 
the IP address can be either be bound with a client-identifier or bound with the hardware address of the host. 

To view the following window, click Management > DHCP > DHCP Server > DHCP Server Manual Binding Ext, as 
shown below: 

 

 

Figure 4-35 DHCP Server Manual Binding Window 

 

The fields that can be configured are described below: 

Parameter Description 

Pool Name Enter the DHCP server pool name here. This name can be up to 32 characters 
long. 

Host Enter the DHCP host IPv4 address here. 

Mask Enter the DHCP host network subnet mask here. 

Hardware Address Enter the DHCP host MAC address here. 

Client Identifier Enter the DHCP host identifier in hexadecimal notation here. The client 
identifier is formatted by the media type and the MAC address.  

Click the Apply button to accept the changes made. 

Click the Delete button to remove the specified entry. 
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DHCP Server Dynamic Binding  

This window is used to view and clear the DHCP server dynamic binding entries. 

To view the following window, click Management > DHCP > DHCP Server > DHCP Server Dynamic Binding, as 
shown below: 

 

Figure 4-36 DHCP Server Dynamic Binding Window 

 

The fields that can be configured are described below: 

Parameter Description 

IP Address Enter the binding entry IPv4 address here. 

Pool Name Enter the DHCP server pool name here. This name can be up to 32 characters 
long. Select the All option to clear the binding entries for all pools. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Clear button to clear the entries based on the information specified. 

DHCP Server IP Conflict  

This window is used to view and clear the DHCP conflict entries from the DHCP server database. 
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To view the following window, click Management > DHCP > DHCP Server > DHCP Server IP Conflict, as shown 
below: 

 

Figure 4-37 DHCP Server IP Conflict Window 

 

The fields that can be configured are described below: 

Parameter Description 

IP Address Enter the IPv4 address of the conflict entry to be located or cleared. 

Pool Name Enter the DHCP server pool name here. This name can be up to 32 characters 
long. Select the All option to clear the conflict entries for all pools. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Clear button to clear the entries based on the information specified. 

 

DHCP Server Statistic  

This window is used to display DHCP server statistic information. 
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To view the following window, click Management > DHCP > DHCP Server > DHCP Server Statistic, as shown 
below: 

 

Figure 4-38 DHCP Server Statistic Window 

 

Click the Clear button to clear the statistics information displayed here. 

 

DHCPv6 Server  

DHCPv6 Server Pool Settings  

This window is used to display and configure the DHCPv6 server pool settings. 

To view the following window, click Management > DHCP > DHCPv6 Server > DHCPv6 Server Pool Settings, as 
shown below: 

 

Figure 4-39 DHCPv6 Server Pool Settings Window 
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The fields that can be configured are described below: 

Parameter Description 

Pool Name Enter the DHCPv6 server pool name here. This name can be up to 12 
characters long. 

Click the Apply button to accept the changes made. 

Click the Configure button to configure the DHCPv6 server pool settings. 

Click the Delete button to remove the specified entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

After clicking the Configure button, the following page will appear. 

 

Figure 4-40 DHCPv6 Server Pool Settings (Configure) Window 

 

The fields that can be configured in DHCPv6 Server Pool Configure are described below: 

Parameter Description 

Address Prefix Select and enter the DHCPv6 server pool IPv6 network address and prefix 
length here. For example, 2015::0/64. 

Valid Lifetime Enter the valid lifetime value here. The range is from 60 to 4294967295 
seconds. The valid lifetime should be greater than preferred lifetime. If this 
value is not specified, then the default valid lifetime will be 2592000 seconds 
(30 days). 

Preferred Lifetime Enter the preferred lifetime value here. The range is from 60 to 4294967295 
seconds. If this value is not specified, then the default preferred lifetime will be 
604800 seconds (7 days). 

DNS Server Enter the DNS server IPv6 address to be assigned to requesting DHCPv6 
clients here. 

Domain Name Enter the domain name to be assigned to requesting DHCPv6 clients here. 

Click the Apply button to accept the changes made. 

Click the Back button to return to the previous window. 
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The fields that can be configured in Static Bindings are described below: 

Parameter Description 

Static Bindings Address Enter the static binding IPv6 address assign to the specific client here. 

Client DUID Enter the client DHCP Unique Identifier (DUID) here. This string can be up to 
28 characters long. 

IAID Enter the Identity Association Identifier (IAID) here. The IAID here uniquely 
identifies a collection of non-temporary addresses (IANA) assigned on the 
client. 

Valid Lifetime Enter the valid lifetime value here. The valid lifetime should be greater than the 
preferred lifetime. The range is from 60 to 4294967295 seconds. By default, 
this value is 2592000 seconds (30 days). 

Preferred Lifetime Enter the preferred lifetime value here. The range is from 60 to 4294967295 
seconds. By default, this value is 604800 seconds (7 days). 

Click the Apply button to accept the changes made. 

 

DHCPv6 Server Exclude Address  

This window is used to specify IPv6 addresses that a DHCPv6 server should not assign to DHCPv6 clients. The 
DHCPv6 server assumes that all addresses (excluding the Switchôs IPv6 address) can be assigned to clients. Use this 
window to exclude a single IPv6 address or a range of IPv6 addresses. The excluded addresses are only applied to 
the pool(s) for address assignment. 

To view the following window, click Management > DHCP > DHCPv6 Server > DHCPv6 Server Exclude Address, 
as shown below: 

 

Figure 4-41 DHCPv6 Server Exclude Address Window 

 

The fields that can be configured are described below: 

Parameter Description 

Low IPv6 Address Enter the excluded IPv6 address or first IPv6 address in the excluded address 
range here. 

High IPv6 Address Enter the last IPv6 address in the excluded address range here (optional). 

Click the Apply button to accept the changes made. 

Click the Delete button to remove the specified entry. 

 

DHCPv6 Server Binding  

This window is used to view and clear the DHCPv6 server binding entries. 
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To view the following window, click Management > DHCP > DHCPv6 Server > DHCPv6 Server Binding, as shown 
below: 

 

Figure 4-42 DHCPv6 Server Binding Window 

 

The fields that can be configured are described below: 

Parameter Description 

IPv6 Address Enter the binding entry IPv6 address to be displayed or cleared here. Select the 
All option to display or clear all DHCPv6 client prefix bindings in or from the 
binding table. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Clear button to clear the entries based on the information specified. 

 

DHCPv6 Server Interface Settings  

This window is used to display and configure the DHCPv6 server interface settings. 

To view the following window, click Management > DHCP > DHCPv6 Server > DHCPv6 Server Interface Settings, 
as shown below: 

 

Figure 4-43 DHCPv6 Server Interface Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Interface VLAN Enter the interface VLAN ID here. The range is from 1 to 4094. 

Pool Name Enter the DHCPv6 server pool name here. This name can be up to 12 
characters long. 

Rapid Commit Select to enable or disable two-message exchange here. By default, two-
message exchange is not allowed. 

Preference Enter the preference value here.  
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Parameter Description 

Interface Name Enter the interface name here. 

Click the Apply button to accept the changes made. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Delete button to remove the specified entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

DHCPv6 Server Operational Information  

This window is used to display the DHCPv6 server pool information. Refer to DHCPv6 Server Pool Settings for more 
information. 

To view the following window, click Management > DHCP > DHCPv6 Server > DHCPv6 Server Operational 
Information, as shown below: 

 

Figure 4-44 DHCPv6 Server Operational Information Window 

 

DHCP Relay  

DHCP Relay Global Settings  

This window is used to display and configure the global DHCP relay settings. 

To view the following window, click Management > DHCP > DHCP Relay > DHCP Relay Global Settings, as shown 
below: 

 

Figure 4-45 DHCP Relay Global Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

DHCP Relay Unicast State Select to globally enable or disable the DHCP relay unicast state here. 

Click the Apply button to accept the changes made. 

 

DHCP Relay Pool Settings  

This window is used to display and configure the DHCP relay pool on a DHCP relay agent. 
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To view the following window, click Management > DHCP > DHCP Relay > DHCP Relay Pool Settings, as shown 
below: 

 

Figure 4-46 DHCP Relay Pool Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Pool Name Enter the address pool name with a maximum of 32 characters. 

Click the Apply button to accept the changes made. 

Click the Edit button to modify the corresponding information of the specific DHCP pool. 

Click the Delete button to remove the specified entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

After clicking the Edit button under Source, the following window will appear. 

 

Figure 4-47 DHCP Relay Pool Settings (Source Edit) Window 

 

The fields that can be configured are described below: 

Parameter Description 

Source IP Address Enter the source subnet of client packets. 

Subnet Mask Enter the network mask of the source subnet. 

Click the Apply button to accept the changes made. 

Click the Delete button to remove the specified entry. 

Click the Back button to return to the previous window. 
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After clicking the Edit button under Destination, the following window will appear. 

 

Figure 4-48 DHCP Relay Pool Settings (Destination Edit) Window 

 

The fields that can be configured are described below: 

Parameter Description 

Relay Destination Enter the relay destination DHCP server IP address. 

Click the Apply button to accept the changes made. 

Click the Delete button to remove the specified entry. 

Click the Back button to return to the previous window. 

 

After clicking the Edit button under Class, the following window will appear. 

 

Figure 4-49 DHCP Relay Pool Settings (Class Edit) Window 

To edit a class, select it then click Apply to display its information below. 

The fields that can be configured are described below: 

Parameter Description 

Class Name Select the DHCP class name. 

To edit a class, select it then click Apply to display its information below. 

Click the Edit button to edit more information. 

Click the Delete button to remove the specified entry. 

Click the Back button to return to the previous window. 
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After clicking the Edit button, the following window will appear. 

 

Figure 4-50 DHCP Relay Pool Settings (Class Edit, Edit) Window 

 

The fields that can be configured are described below: 

Parameter Description 

Relay Target Enter the DHCP relay target for relaying packets that matches the value pattern 
of the option defined in the DHCP class. 

Click the Apply button to accept the changes made. 

Click the Delete button to remove the specified entry. 

Click the Back button to return to the previous window. 

DHCP Relay Information Settings  

This window is used to display and configure the DHCP relay information. 

To view the following window, click Management > DHCP > DHCP Relay > DHCP Relay Information Settings, as 
shown below: 

 

Figure 4-51 DHCP Relay Information Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Information Trust All Select this option to enable or disable the DHCP relay agent to trust the IP 
DHCP relay information for all interfaces. 

information Check Select this option to enable or disable the DHCP relay agent to validate and 
remove the relay agent information option in the received DHCP reply packet.  

Information Policy Select the Option 82 re-forwarding policy for the DHCP relay agent. Options to 
choose from are Keep, Drop, and Replace. 

¶ Keep - Select to keep the packet that already has the relay option. The 
packet is left unchanged and directly relayed to the DHCP server. 

¶ Drop - Select to discard the packet that already has the relay option. 
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Parameter Description 

¶ Replace - Select to replace the packet that already has the relay option. 
The packet will be replaced with a new option. 

Information Option Select this option to enable or disable the insertion of relay agent information 
(Option 82) during the relay of DHCP request packets. 

Click the Apply button to accept the changes made. 

Click the Edit button to modify the corresponding interface. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

DHCP Relay Information Option Format Settings  

This window is used to display and configure the DHCP information format. 

To view the following window, click Management > DHCP > DHCP Relay > DHCP Relay Information Option 
Format Settings, as shown below: 

 

Figure 4-52 DHCP Relay Information Option Format Settings Window 

 

The fields that can be configured in DHCP Relay Information Option Format Global are described below: 

Parameter Description 

Information Format Remote 
ID 

Select the DHCP information remote ID sub-option. Options to choose from 
are: 

¶ Default - Select to use the Switch's system MAC address as the remote 
ID. 

¶ User Define - Select to use a user-defined remote ID. Enter the user-
defined string with the maximum of 32 characters in the text box. 

¶ Vendor2 - Select to use vendor 2 as the remote ID. 

¶ Expert UDF - Select to use the expert UDF remote ID. Select the stand-
alone unit format after this selection here.  

Information Format Circuit 
ID 

Select the DHCP information circuit ID sub-option. Options to choose from are: 

¶ Default - Select to use the default circuit ID sub-option. 

¶ User Define - Select to use a user-defined circuit ID. Enter the user-
defined string with the maximum of 32 characters in the text box. 

¶ Vendor1 - Select to use vendor 1 as the circuit ID. 

¶ Expert UDF - Select to use the expert UDF circuit ID. Select the stand-
alone unit format after this selection here. 
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Click the Apply button to accept the changes made. 

 

The fields that can be configured in DHCP Relay Information Option FormatType are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the range of ports that will be used for this configuration here. 

Format Specifies that the expert UDF format will be used. 

Type Select to use the Remote ID type or Circuit ID type here. 

Value Enter the vendor-defined string for Option 82 information in the remote/circuit 
ID sub-option here. This string can be up to 32 characters long. 

Click the Apply button to accept the changes made. 

 

DHCP Relay Information Profile Settings  

This window is used to display and configure the DHCP relay information profile settings. 

To view the following window, click Management > DHCP > DHCP Relay > DHCP Relay Information Profile 
Settings, as shown below: 

 

Figure 4-53 DHCP Relay Information Profile Settings Window 

 

The fields that can be configured in DHCP Relay Information Option MAC Format are described below: 

Parameter Description 

Case Select the case that will be used here. Options to choose from are: 

¶ Lowercase - Specifies that when using the lowercase format, the Option 
82 MAC address for the user-defined profile will be formatted as: aa-bb-cc-
dd-ee-ff. 

¶ Uppercase - Specifies that when using the uppercase format, the Option 
82 MAC address for the user-defined profile username will be formatted 
as: AA-BB-CC-DD-EE-FF. 

Delimiter Select the delimiter that will be used here. Options to choose from are: 

¶ Hyphen - Specifies that the format will be AA-BB-CC-DD-EE-FF. 

¶ Colon - Specifies that the format will be AA:BB:CC:DD:EE:FF. 

¶ Dot - Specifies that the format will be AA.BB.CC.DD.EE.FF. 

¶ None - Specifies that when not using any delimiter, the format will be 
AABBCCDDEEFF. 

Delimiter Number Select the delimiter number here. Options to choose from are: 

¶ 1 - Single delimiter, the format is: AABBCC.DDEEFF. 

¶ 2 - Double delimiters, the format is: AABB.CCDD.EEFF. 
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Parameter Description 

¶ 5 - Multiple delimiters, the format is: AA.BB.CC.DD.EE.FF. 

Click the Apply button to accept the changes made. 

 

DHCP Relay Port Settings  

This window is used to display and configure the DHCP relay port settings. 

To view the following window, click Management > DHCP > DHCP Relay > DHCP Relay Port Settings, as shown 
below: 

 

Figure 4-54 DHCP Relay Port Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the range of ports that will be used for this configuration here. 

State Select to enable or disable the DHCP Relay feature on the specified port(s). 

Click the Apply button to accept the changes made. 

 

DHCP Local Relay VLAN  

This window is used to display and configure local relay on a VLAN or a group of VLANs. 

To view the following window, click Management > DHCP > DHCP Relay > DHCP Local Relay VLAN, as shown 
below: 

 

Figure 4-55 DHCP Local Relay VLAN Window 
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The fields that can be configured are described below: 

Parameter Description 

DHCP Local Relay VID List Enter the VLAN ID for DHCP local relay. Tick the All VLANs check box to select 
all VLANs. 

State Select this option to enable or disable the DHCP local relay on the specific 
VLAN(s). 

Click the Apply button to accept the changes made. 

 

 

NOTE: When the state of the DHCP relay port is disabled, the port will not relay or locally relay 
received DHCP packets. 

 

DHCPv6 Relay  

DHCPv6 Relay Global Settings  

This window is used to display and configure the DHCPv6 Relay remote ID settings. 

To view the following window, click Management > DHCP > DHCPv6 Relay > DHCPv6 Relay Global Settings, as 
shown below: 

 

Figure 4-56 DHCPv6 Relay Global Settings Window 

 

The fields that can be configured in DHCPv6 Relay Remote ID Settings are described below: 

Parameter Description 

IPv6 DHCP Relay Remote 
ID Format 

Select the IPv6 DHCP Relay remote ID format that will be used here. Options 
to choose from are Default, CID with User Define, and User Define. 

IPv6 DHCP Relay Remote 
ID UDF 

Select to choose the User Define Field (UDF) for remote ID. Options to choose 
from are ASCII, and Hex. 

¶ ASCII - Select to enter the ASCII string with a maximum of 128 characters 
in the text box. 
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Parameter Description 

¶ HEX - Select to enter the hexadecimal string with a maximum of 256 
characters in the text box. 

IPv6 DHCP Relay Remote 
ID Policy 

Select to choose Option 37 forwarding policy for the DHCPv6 relay agent. 
Options to choose from are Keep, and Drop. 

¶ Keep - Select that the DHCPv6 request packet that already has the relay 
agent Remote-ID option is left unchanged and directly relayed to the 
DHCPv6 server. 

¶ Drop - Select to discard the packet that already has the relay agent 
Remote-ID Option 37. 

IPv6 DHCP Relay Remote 
ID Option 

Select this option to enable or disable the insertion of the relay agent remote ID 
Option 37 during the relay of DHCP for IPv6 request packets. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in DHCPv6 Relay Interface ID Settings are described below: 

Parameter Description 

IPv6 DHCP Relay Interface 
ID Format 

Select the IPv6 DHCP relay interface ID format that will be used here. Options 
to choose from are Default, CID, and Vendor1. 

IPv6 DHCP Relay Interface 
ID Policy 

Select the Option 18 re-forwarding policy for the DHCPv6 relay agent here. 
Options to choose from are: 

¶ Keep - Specifies that the DHCPv6 request packets that already contain 
the relay agent interface ID option are left unchanged and directly relay to 
the DHCPv6 server. 

¶ Drop - Specifies to discard the packets that already contain the relay 
agent interface ID Option 18. 

IPv6 DHCP Relay Interface 
ID Option 

Select to enable or disable the insertion of the relay agent interface ID Option 
18 during the relay of DHCP for IPv6 request packets. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in DHCPv6 Relay Information Option MAC Format are described below: 

Parameter Description 

Case Select the case that will be used here. Options to choose from are: 

¶ Lowercase - Specifies that the MAC format will be lowercase. For 
example: aa-bb-cc-dd-ee-ff. 

¶ Uppercase - Specifies that the MAC format will be uppercase. For 
example: AA-BB-CC-DD-EE-FF. 

Delimiter Select the delimiter that will be used here. Options to choose from are: 

¶ Hyphen - Specifies that the MAC address format will contain hyphens. For 
example: AA-BB-CC-DD-EE-FF. 

¶ Colon - Specifies that the MAC address format will contain colons. For 
example: AA:BB:CC:DD:EE:FF. 

¶ Dot - Specifies that the MAC address format will contain dots. For 
example: AA.BB.CC.DD.EE.FF. 

¶ None - Specifies that the MAC address format will contain no delimiters. 
For example: AABBCCDDEEFF. 

Delimiter Number Specifies the delimiter number that will be used in the MAC address format 
here. Options to choose from are: 
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Parameter Description 

¶ 1 - Specifies to use a single delimiter. For example: AABBCC.DDEEFF. 

¶ 2 - Specifies to use two delimiters. For example: AABB.CCDD.EEFF 

¶ 5 - Specifies to use multiple delimiters. For example: AA.BB.CC.DD.EE.FF 

Click the Apply button to accept the changes made. 

 

DHCPv6 Relay Interface Settings  

This window is used to display and configure the DHCPv6 relay interface settings. 

To view the following window, click Management > DHCP > DHCPv6 Relay > DHCPv6 Relay Interface Settings, as 
shown below: 

 

Figure 4-57 DHCPv6 Relay Interface Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Interface VLAN Enter the interface VLAN ID used in the DHCPv6 relay here. The range is from 
1 to 4094. 

Destination IPv6 Address Enter the DHCPv6 relay destination address. 

Output Interface VLAN Enter the output interface VLAN ID for the relay destination here. The range is 
from 1 to 4094. 

Click the Apply button to accept the changes made. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Delete button to remove the specified entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

 

DHCPv6 Relay Format Type Settings  

This window is used to display and configure the DHCPv6 relay format type settings. This is used to configure 
DHCPv6 relay Option 37 and Option 18 of the expert UDF string of each port. 
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To view the following window, click Management > DHCP > DHCPv6 Relay > DHCPv6 Relay Format Type 
Settings, as shown below: 

 

Figure 4-58 DHCPv6 Relay Format Type Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the range of ports that will be used for this configuration here. 

Type Select the type here. Options to choose from are: 

¶ Remote ID - Specifies to configure the Expert UDF format type string for 
DHCPv6 Option 37. 

¶ Interface ID - Specifies to configure the Expert UDF format type string for 
DHCPv6 Option 18. 

Format Type Expert UDF Enter the format type expert UDF string that will be used on the specified 
port(s) here. 

Click the Apply button to accept the changes made. 

 

DHCPv6 Relay Port Settings  

This window is used to display and configure the DHCPv6 relay port settings. 
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To view the following window, click Management > DHCP > DHCPv6 Relay > DHCPv6 Relay Port Settings, as 
shown below: 

 

Figure 4-59 DHCPv6 Relay Port Settings Window 

  

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the range of ports that will be used for this configuration here. 

State Select to enable or disable the DHCPv6 relay port feature on the specified 
port(s) here. 

Click the Apply button to accept the changes made. 

 

DHCPv6 Local Relay VLAN  

This window is used to display and configure the DHCPv6 local relay VLAN settings. When DHCPv6 local relay is 
enabled, it will add Option 37 and Option 18 to the request packets from the client. If the check state of Option 37 is 
enabled, it will check the request packet from the client and drop the packet if it contains the Option 37 DHCPv6 relay 
function. If disabled, the local relay function will always add Option 37 to request packets, whether the state of Option 
37 is enabled or disabled. The DHCPv6 local relay function will directly forward the packet from the server to the 
client. 

To view the following window, click Management > DHCP > DHCPv6 Relay > DHCPv6 Local Relay VLAN, as 
shown below: 

 

Figure 4-60 DHCPv6 Local Relay VLAN Window 
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The fields that can be configured are described below: 

Parameter Description 

DHCPv6 Local Relay VID 
List 

Enter the DHCPv6 local relay VLAN ID(s) here. More than one VLAN ID can be 
entered here. Select the All VLANs option to apply this setting on all configured 
VLANs on this Switch. 

State Select to enable or disable the DHCPv6 local relay feature on the specified 
VLAN(s) here. 

Click the Apply button to accept the changes made. 

 

 

NOTE: When the state of the DHCPv6 relay port is disabled, the port will not relay or locally relay 
received DHCPv6 packets. 

 

DHCP Auto Configuration  

This window is used to display and configure the DHCP auto-configuration function. 

To view the following window, click Management > DHCP Auto Configuration, as shown below: 

 

Figure 4-61 DHCP Auto Configuration Window 

 

The fields that can be configured are described below: 

Parameter Description 

Auto Configuration State Select this option to enable or disable the auto-configuration function. 

Click the Apply button to accept the changes made. 

 

DNS  

The Domain Name System (DNS) is used to map human-readable domain names to the IP addresses used by 
computers to communicate. A DNS server performs name-to-address translation, and may need to contact several 
name servers to translate a domain to an address. The address of the machine that supplies domain name service is 
often supplied by a DHCP or BOOTP server, or can be entered manually and configured into the operating system at 
startup. 

 

DNS Global Settings  

This window is used to display and configure the global DNS settings. 
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To view the following window, click Management > DNS > DNS Global Settings, as shown below: 

 

Figure 4-62 DNS Global Settings Window 

 

The fields that can be configured in DNS Global Settings are described below: 

Parameter Description 

IP DNS Lookup Static State Select to enable or disable the IP DNS lookup static state here. 

IP DNS Lookup Cache State Select to enable or disable the IP DNS lookup cache state here. 

IP Domain Lookup Select to enable or disable the IP domain lookup state here. 

IP Name Server Timeout Enter the maximum time to wait for a response from a specified name server. 
This value is between 1 and 60 seconds. 

IP DNS Server Select to globally enable or disable the DNS server feature here. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in IP Domain Lookup Source Interface are described below: 

Parameter Description 

Source Interface State Select to enable or disable the source interface state here. 

Interface Type Select the source interface type here. Options to choose from are Loopback, 
Mgmt, and VLAN. 

Interface ID If VLAN is selected, enter the VLAN ID (1-4094) of the source interface here. If 
Mgmt is selected, enter 0. If Loopback is selected, enter 1-8. 

Click the Apply button to accept the changes made. 

 

DNS Name Server Settings  

This window is used to display and configure the IP address of a domain name server. 
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To view the following window, click Management > DNS > DNS Name Server Settings, as shown below: 

 

Figure 4-63 DNS Name Server Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Name Server IPv4 Select and enter the IPv4 address of the DNS server. 

Name Server IPv6 Select and enter the IPv6 address of the DNS server. 

Click the Apply button to accept the changes made. 

Click the Delete button to remove the specified entry. 

 

DNS Host Settings  

This window is used to display and configure the static mapping entry for the host name and the IP address in the host 
table. 

To view the following window, click Management > DNS > DNS Host Settings, as shown below: 

 

Figure 4-64 DNS Host Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Host Name Enter the host name (up to 255 characters) of the equipment. 

IP Address Select and enter the IPv4 address of the network equipment. 

IPv6 Address Select and enter the IPv6 address of the network equipment. 

Click the Apply button to accept the changes made. 

Click the Clear All button to clear the information entered in all the fields on this page. 

Click the Delete button to remove the specified entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 
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IP Source Interface  

This window is used to display and configure the IP source interface settings. 

To view the following window, click Management > IP Source Interface, as shown below: 

 

Figure 4-65 IP Source Interface Window 

 

The fields that can be configured in IP TFTP Source Interface are described below: 

Parameter Description 

Source Interface State Select to enable or disable the IP TFTP source interface state here. 

Interface Type After enabling the Source Interface State option, select the interface type here. 
Options to choose from are Loopback, Mgmt, and VLAN. 

VID Enter the interface ID here. For loopback interfaces this value is from 1 to 8. 
For the management interface (Mgmt) this value can only be 0. For VLAN 
interfaces this value is from 1 to 4094. 

Click the Apply button to accept the changes made. 

 

File System  

This window is used to view, manage and configure the Switch file system. 

To view the following window, click Management > File System, as shown below: 

 

Figure 4-66 File System Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

Path Enter the path string and click Go to navigate the C drive. 

Click the Go button to navigate to the path entered. 

Click the Copy button to copy a specific file to the Switch. 

Click the c: hyperlinkto navigate the C: drive 
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After clicking the c: hyperlink, the following window will appear: 

 

Figure 4-67 File System (Drive) Window 

Click the Go button to navigate to the path entered. 

Click the Previous button to return to the previous window. 

Click the Create Directory to create a new directory within the file system of the Switch. 

Click the Copy button to copy a specific file to the Switch. 

 

Click the Boot Up button to set a specific runtime image as the boot up image. 

Click the Rename button to rename a specific file name. 

Click the Delete button to remove a specific file from the file system. 

 

 

NOTE: If the boot configuration file is damaged, the Switch will automatically revert back to the 
default configuration. 

 

 

NOTE: If the boot image file is damaged, the Switch will automatically use the backup image file in 
the next boot up. 

 

Click the Copy button to see the following window. 

 

Figure 4-68 File System (Copy) Window 
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The fields that can be configured in Copy File are described below: 

Parameter Description 

Source Select the source Switch Unit ID and type of source file that will be copied 
here. Options to choose from are startup-config and Source File. Only after 
selecting the Source File option can the source file path and filename be 
entered in the space provided. 

Destination Select the destination Switch Unit ID and type of destination file that will be 
copied here. Options to choose from are startup-config, running-config, and 
Destination File. Only after selecting the Destination File option can the 
destination file path and filename be entered in the space provided. Tick the 
Replace check box to replace the current running configuration with the 
indicated configuration file. 

Click the Apply button to initiate the copy. 

Click the Cancel button the discard the process. 

 

Stacking  

The Switch supports stacking 9 Switches together while being managed by one console connection to the console 
port on the master Switch, or by an IP address through the MGMT port, or by multiple IP addresses through any of the 
ports using Telnet, the Web User Interface, and SNMP. This cost-effective Switch provides an affordable solution for 
administrators to upgrade their networks using the SFP28 ports to scale and stack the Switches. This increases 
overall reliability, serviceability, and availability of the network. 

¶ Duplex Chain - The Duplex Chain topology stacks Switches together in a chain-link format. Using this method, 
data transfer is only possible in one direction and if there is a break in the chain, then data transfer will be 
affected. 

¶ Duplex Ring - The Duplex Ring stacks Switches in a ring or circle format where data can be transferred in two 
directions. This topology is very resilient because if there is a break in the ring, data can still be transferred 
through the stacking cables between Switches in the stack. 

 

 

NOTE: When stacking is enabled, the last 4 SFP28 ports are dedicated stacking ports and cannot be 
used for any other purposes. Only these ports connected using optical fiber cables or Direct 
Attached Cables (DAC) can perform stacking and they must operate at the same speed: 25 
Gbps; any other types of optical modules cannot be used for stacking. 

 

NOTE: Using Duplex Ring topology is strongly recommended. 

    

Physical stacking needs to be enabled and can be configured to support 4-port stacking configuration. When the 4-
port stacking configuration is used through the 25G SFP28 ports, a full-duplex speed of up to 200 Gbps will be 
available between two Switches. 

 

The figure below illustrates how switches can be stacked in Duplex Ring formation. 
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Figure 4-69 Duplex Ring stacking topology (SFP28 ports) 

 

NOTE: For more stacking topologies, please refer to Switch Stacking section in DMS-3130-Series 
HW Installation Guide. 

 

Switch Roles in a Stack 

Within each of these topologies, each Switch plays a role in the Switch stack. These roles can be set by the user per 
individual Switch, or if desired, can be automatically determined by the Switch stack. Three possible roles exist when 
stacking with the Switch. 

 

Primary Master - The Primary Master is the leader of the stack. It will maintain normal operations, monitor operations 
and the running topology of the Stack. This Switch will also assign Stack Unit IDs, synchronize configurations and 
transmit commands to remaining Switches in the Switch stack. The Primary Master can be manually set by assigning 
this Switch the highest priority (a higher number denotes a higher priority) before physically assembling the stack, or it 
can be determined automatically by the stack through an election process. This determines the greatest MAC address 
and then will assign that Switch as the Primary Master if all priorities are the same. The Primary master is physically 
displayed by the seven segment LED on the front panel of the Switch where the LED will flash between its given Box 
ID and óHô. 

Backup Master - The Backup Master is the backup to the Primary Master and will take over the functions of the 
Primary Master if the Primary Master fails or is removed from the Stack. It also monitors the status of neighboring 
Switches in the stack, will perform commands assigned to it by the Primary Master and will monitor the running status 
of the Primary Master. The Backup Master can be set by the user by assigning this Switch the second highest priority 
(a higher number denotes a higher priority) before physically assembling the stack, or it can be determined 
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automatically by the stack through an election process. This determines the second greatest MAC address and then 
will assign that Switch as the Backup Master if all priorities are the same. The Backup master is physically displayed 
by the seven segment LED on the front panel of the Switch where the LED will flash between its given Box ID and óhô. 

Slave - Slave Switches constitute the rest of the Switch stack and although not Primary or Backup Masters, they can 
be placed into these roles when these other two roles fail or are removed from the stack. Slave Switches perform 
operations requested by the master, monitor the status of the stack topology, and adhere to the Backup Masterôs 
commands once it becomes the Primary Master. Slave Switches will do a self-check to determine if they are to 
become the Backup Master if the Backup Master is promoted to the Primary Master, or if the Backup Master fails or is 
removed from the Switch stack. If both Primary and Backup masters fail, or are removed from the Switch stack, the 
Switch will determine if it is to become the Primary Master. These roles will be determined by priority and if this is the 
same, by the value of the MAC addresses. 

Once Switches have been assembled in the topology desired by the user and powered on, the stack will undergo 
three processes until it reaches a functioning state. 

¶ Initialization State - This is the first state of the stack, where the runtime codes are set and initialized, and the 
system conducts a peripheral diagnosis to determine each individual Switch is functioning properly. 

¶ Master Election State - Once the runtime codes are loaded and initialized, the stack will undergo the Master 
Election State where it will discover the type of topology used, elect a Primary Master and then a Backup 
Master. 

¶ Synchronization State - Once the Primary Master and the Backup Master have been established, the Primary 
Master will assign Stacking Unit IDs to Switches in the stack, synchronize configurations for all Switches and 
then transmit commands to the rest of the Switches based on the configuration of the Primary Master. 

Once these steps have been completed, the Switch stack will enter a normal operating mode. 

 

Stack Switch Swapping 

The stacking feature of the Switch supports hot swapping of Switches in and out of the running stack. Users may 
remove or add Switches to the stack without powering down or largely affecting the transfer of data between Switches 
in the stack, as long as some basic rules are adhered to. 

When Switches are óhot insertedô into the running stack, the new Switch may take on the Primary Master, Backup 
Master or Slave role, depending on configuration set on the newly added Switch, such as priority or MAC address. 
Yet, if adding two stacks together that have both previously undergone the election process, and therefore both have 
a Primary Master and a Backup master, a new Primary Master will be elected from one of the already existing Primary 
Masters, based on priority or MAC address. This Primary Master will take over all of the Primary Masterôs roles for all 
new Switches that were hot inserted. This process is done using discovery packets that circulate through the Switch 
stack every 1.5 seconds until the discovery process has been completed. 

The óhot removeô action means removing a device from the stack while the stack is still running. The hot removal is 
detected by the stack when it fails to receive heartbeat packets during its specified interval from a device, or when one 
of the stacking ports links is down. Once the device has been removed, the remaining Switches will update their 
stacking topology database to reflect the change. Any one of the three roles, Primary Master, Backup Master or Slave, 
may be removed from the stack, yet a different process occurs for each specific device removal. 

If a Slave device has been removed, the Primary Master will inform other Switches of the hot remove of this device 
through the use of unit leave messages. Switches in the stack will clear the configuration of the unit removed, and 
dynamically learned databases, such as ARP, will also be cleared. 

If the Backup Master has been hot removed, a new Backup Master will be chosen through the election process 
previously described. Switches in the stack will clear the configuration of the unit removed, and dynamically learned 
databases, such as ARP, will also be cleared. Then the Backup Master will begin backing up the Primary Master when 
the database synchronization has been completed by the stack. 

If the Primary Master is removed, the Backup Master will assume the Primary Masterôs role and a new Backup Master 
will be chosen using the election process. Switches in the stack will clear the configuration of the unit removed, and 
dynamically learned databases, such as ARP, will also be cleared. The new Primary Master will inherit the MAC and 
IP address of the previous Primary Master to avoid conflict within the stack and the network itself. 

If both the Primary Master and the Backup Master are removed, the election process is immediately initiated, and a 
new Primary Master and Backup Master are elected. Switches in the stack will clear the configuration of the units that 
have been removed, and dynamically learned databases, such as ARP, will also be cleared. Static Switch 
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configuration still remains in the database of the remaining Switches in the stack and those functions will not be 
affected. 

 

 

NOTE: If there is a Box ID conflict when the stack is in the discovery phase, the device will enter a 
special standalone topology mode. Users can only get device information, configure Box 
IDs, save and reboot. All stacking ports will be disabled and an error message will be 
produced on the local console port of each device in the stack. Users must reconfigure Box 
IDs and reboot the stack to rectify the problem. 

 

NOTE: When constructing a stacking with different switch models, static box_id setting is 
recommended. If a new inserted switch box_id's device type is different from the 
configuration file box_id's device type, the new inserted switch will use default 
configurations. 

 

Physical Stacking  

This window is used to display and configure the physical stacking settings. 

To view the following window, click Management > Stacking > Physical Stacking, as shown below: 

 

Figure 4-70 Physical Stacking Window 

 

The fields that can be configured in Physical Stacking are described below: 

Parameter Description 

Stacking Mode Select this option to enable or disable the stacking mode. 

Trap State Select this option to enable or disable stacking related SNMP traps. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in Stack ID are described below: 

Parameter Description 

Current Unit ID Select the unit ID of the Switch in the stack. 
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Parameter Description 

New Box ID Select the new box ID for the Switch that is selected in the Current Unit ID 
field. The user may choose any number between 1 and 9 to identify the Switch 
in the switch stack. 

The fields that can be configured in Priority are described below: 

Parameter Description 

Current Unit ID Select the unit ID of the Switch in the stack. 

New Priority Enter the priority of the Switch stacking unit. The range is from 0 to 15. A higher 
number means a higher priority and 0 indicates unassigned. 

Click the Apply button to accept the changes made. 

 

Stacking Bandwidth  

This window is used to display and configure the stacking bandwidth settings. Physical stacking needs to be enabled 
and can be configured to support 4-port stacking configuration. 

Á With the 4-port-SFP28 stacking configuration, the DMS-3130-30TS/30PS will use only physical ports 27, 
28, 29, and 30 for 4-port stacking for a full-duplex speed of up to 200 Gbps. 

 

 

NOTE: The stacking bandwidth must be configured before the Switch can be stacked with other 
Switches. 

 

To view the following window, click Management > Stacking > Stacking Bandwidth, as shown below: 

  

Figure 4-71 Stacking Bandwidth Window 

 

The fields that can be configured are described below: 

Parameter Description 

Stack Bandwidth Select the stacking bandwidth here: 

¶ 4-port-SFP28 - Specifies 4 SFP28 ports to be used for stacking. 

Click the Apply button to accept the changes made. 
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Virtual Stacking (SIM)  

D-Link Single IP Management (SIM) is a concept that will stack Switches together over Ethernet instead of using 
stacking ports or modules. There are some advantages in implementing the Single IP Management feature: 

¶ SIM can simplify management of small workgroups or wiring closets while scaling the network to handle 
increased bandwidth demand. 

¶ SIM can reduce the number of IP address needed in your network. 

¶ SIM can eliminate any specialized cables for stacking connectivity and remove the distance barriers that 
typically limit your topology options when using other stacking technology. 

 

Switches using D-Link Single IP Management (labeled here as SIM) must conform to the following rules: 

¶ SIM is an optional feature on the Switch and can easily be enabled or disabled through the Command Line 
Interface or Web Interface. SIM grouping has no effect on the normal operation of the Switch in the network. 

¶ There are three classifications for Switches using SIM. The Commander Switch (CS), which is the master 
Switch of the group, Member Switch (MS), which is a Switch that is recognized by the CS as a member of a 
SIM group, and a Candidate Switch (CaS), which is a Switch that has a physical link to the SIM group but has 
not been recognized by the CS as a member of the SIM group. 

¶ A SIM group can only have one Commander Switch (CS). 

¶ A SIM group accepts up to 32 Switches (numbered 1-32), not including the Commander Switch (numbered 0). 

¶ Members of a SIM group must be in the same Layer 2 network. 

¶ There is no limit to the number of SIM groups in the same IP subnet (broadcast domain); however, a single 
Switch can only belong to one group. 

¶ If multiple VLANs are configured, the SIM group will only utilize the management VLAN on any Switch. 

¶ SIM allows intermediate devices that do not support SIM. This enables the user to manage Switches that are 
more than one hop away from the CS. 

 

The SIM group is a group of Switches that are managed as a single entity. The Switch may take on three different 
roles: 

1. Commander Switch (CS) - This is a Switch that has been manually configured as the controlling device for a 
group, and takes on the following characteristics: 

Á It has an IP Address. 

Á It is not a CS or member Switch of another SIM group. 

Á It is connected to the member Switches through its management VLAN. 

2. Member Switch (MS) - This is a Switch that has joined a SIM group and is accessible from the CS, and it takes 
on the following characteristics: 

Á It is not a CS or MS of another SIM group. 

Á It is connected to the CS through the CS management VLAN. 

3. Candidate Switch (CaS) - This is a Switch that is ready to join a SIM group but is not yet a member of the SIM 
group. The Candidate Switch may join the SIM group of the Switch by manually configuring it to be a MS of a 
SIM group. A Switch configured as a CaS is not a member of a SIM group and will take on the following 
characteristics: 

Á It is not a CS or MS of another Single IP group. 

Á It is connected to the CS through the CS management VLAN 

 

The following rules also apply to the above roles: 

¶ Each device begins in a CaS state. 



DMS-3130 Series Multi-Gigabit L3 Stackable Managed Switch Web UI Reference Guide 

91 

 

 

¶ A CS must change its role to CaS and then to MS, to become a MS of a SIM group. Thus, the CS cannot 
directly be converted to a MS. 

¶ The user can manually configure a CS to become a CaS. 

¶ A MS can become a CaS by: 

Á Being configured as a CaS through the CS. 

Á If report packets from the CS to the MS time out. 

¶ The user can manually configure a CaS to become a CS 

¶ The CaS can be configured through the CS to become a MS. 

 

After configuring one Switch to operate as the CS of a SIM group, additional Switches may join the group by manually 
configuring the Switch to be a MS. The CS will then serve as the in-band entry point for access to the MS. The CSôs IP 
address will become the path to all MSs in the group and the CSôs administrator password, and/or authentication will 
control access to all MSs in the SIM group. 

With SIM enabled, the applications in the CS will redirect the packets instead of executing packets. The applications 
will decode the packet from the administrator, modify some data, and then send it to the MS. After execution, the CS 
may receive a response packet from the MS, which it will encode and send it back to the administrator. 

When a CaS becomes a MS, it automatically becomes a member of the first SNMP community (includes read/write 
and read only) to which the CS belongs. However, if a MS has its own IP address, it can belong to SNMP 
communities to which other switches in the group, including the CS, do not belong. 

Single IP Settings  

This window is used to display and configure the SIM settings. The Switch is set as a Candidate (CaS) as the factory 
default configuration and Single IP Management is disabled. 

To view the following window, click Management > Virtual Stacking (SIM) > Single IP Settings, as shown below: 

 

Figure 4-72 Single IP Settings Window 

 

The fields that can be configured in SIM State Configure are described below: 

Parameter Description 

SIM State Select this option to enable or disable the SIM state on the Switch. Select 
Disabled to disable SIM on the Switch. 

Click the Apply button to accept the changes made. 
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The fields that can be configured in SIM Role Configure are described below: 

Parameter Description 

Role State Select to change the SIM role of the Switch. Options to choose from are 
Candidate and Commander. 

¶ Candidate - A Candidate Switch (CaS) is not the member of a SIM group 
but is connected to a Commander Switch. This is the default setting for the 
SIM role of the Switch. 

¶ Commander - Select to make the Switch a Commander Switch (CS). The 
user may join other Switches to this Switch, over Ethernet, to be part of the 
SIM group. Choosing this option will also enable the Switch to be 
configured for SIM. 

Group Name Enter a group name if commander is selected for the SIM role. This is optional. 
This name is used to segment Switches into different SIM groups. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in SIM Settings are described below: 

Parameter Description 

Trap State Select to enable or disable the SIM trap state here. 

Interval Enter the interval in seconds. The range is from 30 to 90. 

Hold Time Enter the hold-time in seconds. The range is from 100 to 255. 

Management VLAN Enter the single IP management message VLAN ID (1-4094). 

Click the Apply button to accept the changes made. 

 

After enabling the Switch to be a Commander Switch (CS), the Single IP Management folder will then contain four 
added links to aid in configuring SIM through the Web UI, including Topology, Firmware Upgrade, Configuration 
File Backup/Restore and Upload Log File. 

 

Topology  

This window is used to view, manage and configure the Switch within the SIM group and requires Java to function 
properly on your computer. 
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To view the following window, click Management > Virtual Stacking (SIM) > Topology, as shown below: 

 

Figure 4-73 Topology Window 

 

There is a menu bar at the top of the window containing File, Group, Device, View, and Help. 

 

File  

Print Topology  

Select this option to print the SIM topology map to any of the printers configured on the PC accessing the Web UI. 

 

Preference  

Select this option to configure the display properties for the SIM topology map. 

 

Figure 4-74 Preference 
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The fields that can be configured are described below: 

Parameter Description 

Interval Enter the SIM topology display refresh interval value here. The range is from 10 
to 300. 

Show All Select this option to display all available SIM devices in the topology. 

Show Member Only Select this option to only display SIM member devices in the topology. 

Click the OK button to accept the changes made. 

Click the Cancel button to discard the changes made. 

 

Group  

Add to Group  

Select a Candidate Switch (CaS) from the list and then select this option (Add to Group) to add the selected CaS to 
the SIM group. Password authentication is required when a CaS is added to the SIM group. 

 

Figure 4-75 Add to Group (Input Password) 

 

Enter the Password and click the Apply button to add the CaS to the SIM group. 

Click the Cancel button to discard the addition and return to the Topology window. 

 

Remove from Group  

Select a Member Switch (MS) from the list and then select this option (Remove from Group) to remove the selected 
MS from the SIM group. 

 

Device  

Configure  

Select a device from the list and then select this option (Configure) to connect to the Web User Interface (if available) 
on the selected device. 

 



DMS-3130 Series Multi-Gigabit L3 Stackable Managed Switch Web UI Reference Guide 

95 

 

 

View  

Refresh  

Select this option to refresh the items displayed in the page. 

 

Topology  

Under View, select Topology to view the following: 

 

Figure 4-76 View > Topology 

 

Click the Zoom In button enlarge the size of the displayed items. 

Click the Zoom Out button reduce the size of the displayed items. 

Click the Save button to save the display. 

Click the Back button to return to the previous window. 

 

This window will display how the devices within the SIM Group connect to other groups and devices. Possible icons 
on this window are as follows: 

Icon Description Icon Description 

 

Group 

 

Layer 3 Member Switch 
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Icon Description Icon Description 

 

Layer 2 Commander Switch 

 

Member Switch of other group 

 

Layer 3 Commander Switch 

 

Layer 2 Candidate Switch 

 

Commander Switch of other group 

 

Layer 3 Candidate Switch 

 

Layer 2 Member Switch 

 

Unknown device 

 

Tool Tips 

In the Topology view window, the mouse plays an important role in configuration and in viewing device information. 
Hover the mouse pointer over a specific device in the Topology window to display more information about the device 

 

  

Figure 4-77 Device Information Utilizing the Tool Tip 

 

Hover the mouse pointer over a line between two devices to display the connection speed between the two devices. 

 

Figure 4-78 Port Speed Utilizing the Tool Tip 

 

Right-Click 

Right-click on a device to allow the user to perform various functions, depending on the role of the Switch in the SIM 
group and the icon associated with it. 

 

Group Commander Switch Member Switch Candidate Switch 
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The fields that can be configured are described below: 

Parameter Description 

Property Specifies to display more information about the device. 

Configure (Member Switch Only) Specifies to connect to the Web User Interface (if 
available) on the selected device. 

Add to Group (Candidate Switch Only) Specifies to add the selected CaS to the SIM group. 
Password authentication is required when a CaS is added to the SIM group. 

Remove from Group (Member Switch Only) Specifies to remove the selected MS from the SIM 
group. 

 

 

Figure 4-79 Group Property 

 

Figure 4-80 Commander Switch Property 

 

 

Figure 4-81 Member Switch Property 

 

Figure 4-82 Candidate Switch Property 

 

The fields displayed are described below: 

Parameter Description 

Name Displays the Device Name of the Switches in the SIM group configured. If the 
device is not configured with a name, it will be given the name default and 
tagged with the last six digits of the MAC address to identify it. 

Module Displays the full module name of the Switch. 

MAC Address Displays the MAC address of the Switch. 

Local Port Displays the number of the physical port on the CS that the MS or CaS is 
connected to. The CS will have no entry in this field. 

Remote Port Displays the number of the physical port on the MS or CaS that the CS is 
connected to. The CS will have no entry in this field. 

Port Speed Displays the connection speed between the CS and the MS or CaS. 

 



DMS-3130 Series Multi-Gigabit L3 Stackable Managed Switch Web UI Reference Guide 

98 

 

 

Help  

About  

Select this option to display the SIM Copyright information and release date. 

 

  



DMS-3130 Series Multi-Gigabit L3 Stackable Managed Switch Web UI Reference Guide 

99 

 

 

Firmware Upgrade  

The Firmware Upgrade tab allows you to download firmware from a TFTP server. To obtain firmware files from a 
TFTP server, enter the following information: 

Field Description 

TFTP Server IP The IP address of a TFTP server. 

Path\ Filename Enter the directory and name of the firmware file stored on the TFTP server. 

Click Download to download the firmware file to the selected member Switch. 

Configuration File Backup/Restore  

The Configuration File Backup/Restore tab allows you to restore the Switch to a previous state or back up the current 
configuration file to a TFTP server. 

Field Description 

TFTP Server IP The IP address of a TFTP server. 

Path\ Filename Enter the directory and name of the configuration file stored on the TFTP 
server. 

Click Restore to the apply the configure file to the selected member Switch or Backup to upload the configuration file 
to the designated TFTP server.  

Upload Log Fil e  

The Upload Log File allows you to upload log files to a log (TFTP) server.  

Field Description 

TFTP Server IP The IP address of a TFTP server. 

Path\ Filename Enter the directory of the TFTP server for storing log files. 

Click Upload to upload log files of the selected member Switch to the designated TFTP server.  

D-Link Discovery Protocol  

This window is used to display and configure the D-Link Discovery Protocol (DDP) settings. 
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To view the following window, click Management > D-Link Discovery Protocol, as shown below: 

 

Figure 4-83 D-Link Discovery Protocol Window 

 

The fields that can be configured in D-Link Discovery Protocol are described below: 

Parameter Description 

D-Link Discovery Protocol 
State 

Select to globally enable or disable the DDP feature here. 

Report Timer Select the report timer value here. This is used to configure interval between 
two consecutive DDP report messages. Options to choose from are 30, 60, 90, 
120 seconds, or Never. Selecting Never instructs the Switch to stop sending 
report messages. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in DDP Port Settings are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the range of ports that will be used for this configuration here. 

State Select to enable or disable the DDP feature on the specified port(s) here. 

Click the Apply button to accept the changes made. 

 

SMTP Settings  

This window is used to display and configure the Simple Mail Transfer Protocol (SMTP) settings. 
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To view the following window, click Management > SMTP Settings, as shown below: 

 

Figure 4-84 SMTP Settings Window 

 

The fields that can be configured in SMTP Global Settings are described below: 

Parameter Description 

SMTP IP Select the SMTP server IP address type here. Options to choose from are IPv4 
and IPv6. 

SMTP IPv4 Server Address After selecting IPv4 as the SMTP IP type enter the SMTP server IPv4 address 
here in the format: x.x.x.x (x is a number between 0 and 255). 

SMTP IPv6 Server Address After selecting IPv6 as the SMTP IP type enter the SMTP server IPv6 address 
here in the format: xxxx:xxxx:xxxx:xxxx:xxxx:xxxx:xxxx:xxxx (x is a hexadecimal 
digit) 

SMTP IPv4 Server Port After selecting IPv4 as the SMTP IP type enter the SMTP server port number 
here. The range is from 1 to 65535. By default, this value is 25. 

SMTP IPv6 Server Port After selecting IPv6 as the SMTP IP type enter the SMTP server port number 
here. The range is from 1 to 65535. By default, this value is 25. 

Self Mail Address Enter the email address that represents the Switch here. This string can be up 
to 254 characters long. 

Send Interval Enter the sending interval value here. The range is from 0 to 65535 minutes. By 
default, this value is 30 minutes. 

Click the Apply button to accept the changes made. 
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The fields that can be configured in SMTP Mail Receiver Address are described below: 

Parameter Description 

Add A Mail Receiver Enter the email address of the receiver here. This string can be up to 254 
characters long. 

Click the Add button to add a new SMTP email recipient. 

 

The fields that can be configured in Send a Test Mail to All are described below: 

Parameter Description 

Subject Enter the subject of the email here. This string can be up to 128 characters 
long. 

Content Enter the content of the email here. This string can be up to 512 characters 
long. 

Click the Apply button to accept the changes made. 

Click the Delete All button to delete all the entries found in the display table. 

Click the Delete button to delete the specified entry. 

Reboot Schedule Settings  

This window is used to display and configure the reboot schedule settings. Use this window to configure the reboot 
schedule of the Switch. The reboot schedule must take effect within 30 days. After the reboot schedule has taken 
effect and the Switch is restarted, it will generate a log message to identify that the Switch has been restarted using 
the reboot schedule. After a reboot or a shutdown, the reboot schedule will be deleted automatically. If the Switch was 
manually rebooted or powered off, before the reboot schedule could take effect, the specified reboot schedule will be 
cancelled. 

 

To view the following window, click Management > Reboot Schedule Settings, as shown below: 

 

Figure 4-85 Reboot Schedule Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Time Interval Select and enter the reboot schedule time interval value here. The reboot will 
be initiated after the specified time interval has passed. The range is from 1 to 
43200 minutes (30 days). 

Time Select and enter the time at which the reboot should be initiated here. This time 
uses the 24-hour format, for example, 21:30. If the date was not specified, the 
reboot will be initiated when the system clock reaches the time specified within 
the next 24 hours. 
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Parameter Description 

Date Select and enter the date at which the reboot should be initiated here. This date 
uses the following format: DD/MM/YYYY. For example, 23/12/2015. The reboot 
schedule can only be initiated within 30 days of configuration. 

Save Before Reboot Select this option to save all configuration changes made before the reboot is 
initiated. 

Click the Apply button to accept the changes made. 

Click the Delete button to remove the specified reboot schedule. 

 

PPPoE Circuit ID Insertion  Settings  

This window is used to display and configure the PPPoE Circuit ID Insertion Settings.  

To view the following window, click Management > PPPoE Circuit ID Insertion Settings, as shown below: 

 

Figure 4-86 PPPoE Circuit ID Insertion Global Settings Window 

 

The fields that can be configured in PPPoE Circuit ID Insertion Settings are described below: 

Parameter Description 

Global PPPoE State Select this option to enable or disable the PPPoE Circuit ID Insertion on the 
Switch. Select Disabled to disable PPPoE Circuit ID Insertion on the Switch. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in PPPoE Circuit ID Insertion Port Settings are described below: 

Parameter Description 

Unit Select the stacking unit ID of the Switch that will be configured here. This option 
is only available when stacking is enabled. 

From Port - To Port Select the range of ports that will be used for this configuration here. 

State Select to enable or disable the PPPoE Circuit ID Insertion Port state here. 

Circuit ID Type Specifies that the IP, MAC, or expert UDF format will be used. 

Click the Apply button to accept the changes made. 
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SD Card Management  

This section refers to the configuration associated with removable devices which includes USB driver storage. 

SD Card Backup Settings  

This window is used to display and configure the SD card backup settings. This is used to create or modify an SD card 
management backup schedule entry. 

 

To view the following window, click Management > SD Card Management > SD Card Backup Settings, as shown 
below: 

 

Figure 4-87 SD Card Backup Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Backup Entry Name Enter the name of the SD card management backup schedule here. This string 
can be up to 32 characters long. 

Time Range After clicking the Edit button, enter the time range schedule that will be used 
here (refer to System > Time Range). 

Type After clicking the Edit button, select the backup type here. Options to choose 
from are: 

¶ Configuration - Specifies that this schedule is used to back up the 
configuration. 

¶ Log - Specifies that this schedule is used to back up the system log. 

File Name After clicking the Edit button, enter the destination file path and name here. 

State After clicking the Edit button, select to enable or disable this schedule here. 

Click the Apply button to accept the changes made. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Edit button to configure the specific entry. 

Click the Delete button to remove the specific entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

SD Card Execute Settings  

This window is used to display and configure the SD card execution settings. This is used to execute the configuration 
from the SD card to the Switch file system manually. 
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To view the following window, click Management > SD Card Management > SD Card Execute Settings, as shown 
below: 

 

Figure 4-88 SD Card Execute Settings Window 

 

The fields that can be configured in Execute Configuration are described below: 

Parameter Description 

File URL Enter the URL of the file here. If the current directory is not the directory of SD 
card file system, then the full file path must be entered, for example, 
d:/path_name/file_name. 

Increment Select to enable or disable the increment feature here. 

¶ When enabled, the current configuration will not be cleared before 
executing the configuration. 

¶ When disabled, the current configuration will be cleared before executing 
the configuration. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in SD Card Execute Settings are described below: 

Parameter Description 

Execute Entry Name Enter the name of the execution entry here. This string can be up to 32 
characters long. 

Time Range After clicking the Edit button, enter the time range schedule that will be used 
here. Refer to System >  

Time Range. 

Mode After clicking the Edit button, select the mode here. Options to choose from 
are: 

¶ Increase - Specifies that the current configuration will not be cleared 
before executing the configuration. 

¶ Reset - Specifies that the current configuration will be cleared before 
executing the configuration. 

File Name After clicking the Edit button, enter the source file path and name that will be 
executed here. 

State After clicking the Edit button, select to enable or disable this schedule here. 

Click the Apply button to accept the changes made. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Edit button to configure the specific entry. 
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Click the Delete button to remove the specific entry. Enter a page number and click the Go button to navigate to a 
specific page when multiple pages exist. 
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5.  Layer 2 Features  

FDB 
VLAN 
VLAN Tunnel 
STP 
ERPS (G.8032) 
Loopback Detection 
Link Aggregation 
L2 Protocol Tunnel 
L2 Multicast Control 
LLDP 

FDB  

Static FDB  

This section configure s the FDB (forwarding database ) table used by the Switch .  

Unicast Static FDB  

This window is used to display and configure the static unicast forwarding settings on the Switch. 

To view the following window, click L2 Features > FDB > Static FDB > Unicast Static FDB, as shown below: 

 

Figure 5-1 Unicast Static FDB Window 

 

The fields that can be configured are described below: 

Parameter Description 

Port/Drop Allows the selection of the port number on which the MAC address entered 
resides. This option could also drop the MAC address from the unicast static 
FDB. Select the port number when selecting the Port. 

Unit Select the stacking unit ID of the Switch that will be configured here. This option 
is only available when stacking is enabled. 

Port Number After selecting the Port option, select the port number used here. 

VID Enter the VLAN ID on which the associated unicast MAC address resides. 

MAC Address Enter the MAC address to which packets will be statically forwarded. This must 
be a unicast MAC address. 

Click the Apply button to accept the changes made. 

Click the Delete All button to delete all the entries found in the display table. 

http://en.wikipedia.org/wiki/Forwarding_table
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Click the Delete button to delete the specified entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

Multicast Static FDB  

This window is used to display and configure the multicast static FDB settings. 

To view the following window, click L2 Features > FDB > Static FDB > Multicast Static FDB, as shown below: 

 

Figure 5-2 Multicast Static FDB Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the stacking unit ID of the Switch that will be configured here. This option 
is only available when stacking is enabled. 

From Port - To Port Select the range of ports that will be used for this configuration here. 

VID Enter the VLAN ID of the VLAN the corresponding MAC address belongs to. 

MAC Address Enter the static destination MAC address of the multicast packets. This must be 
a multicast MAC address. The format of the destination MAC address is: 

x1-xx-xx-xx-xx-xx 
x5-xx-xx-xx-xx-xx 
x9-xx-xx-xx-xx-xx 
xD-xx-xx-xx-xx-xx (where X is a hexadecimal character). 

Click the Apply button to accept the changes made. 

Click the Delete All button to remove all the entries. 

Click the Delete button to remove the specific entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

MAC Address Table Settings  

This window is used to display and configure the global MAC address table settings. 
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To view the following window, click L2 Features > FDB > MAC Address Table Settings, as shown below: 

 

Figure 5-3 MAC Address Table Settings (Global Settings) Window 

 

The fields that can be configured are described below: 

Parameter Description 

Aging Time Enter the MAC address table aging time here. This value must be between 10 
and 1000000 seconds. Entering 0 will disable MAC address aging. By default, 
this value is 300 seconds. 

Aging Destination Hit Select to enable or disable the aging destination hit function. 

Click the Apply button to accept the changes made. 

 

After selecting the MAC Address Port Learning Settings tab option, at the top of the page, the following page will be 
available. 

 

Figure 5-4 MAC Address Table Settings (MAC Address Port Learning Settings) Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the stacking unit ID of the Switch that will be configured here. This option 
is only available when stacking is enabled. 

From Port - To Port Select the range of ports that will be used for this configuration here. 

Status Select to enable or disable the MAC address learning function on the ports 
specified here. 

Click the Apply button to accept the changes made. 
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After selecting the MAC Address VLAN Learning Settings tab option, at the top of the page, the following page will 
be available. 

 

Figure 5-5 MAC Address Table Settings (MAC Address VLAN Learning Settings) Window 

 

The fields that can be configured are described below: 

Parameter Description 

VID List Enter the VLAN ID(s) that will be used in this configuration or display here. A 
series of VLAN IDs can be entered and separated by commas or a range of 
VLAN IDs can be entered and separated by a hyphen. 

Status Select to enable or disable the MAC address learning function on the VLAN(s) 
specified here. 

Click the Apply button to accept the changes made. 

Click the Find button to locate a specific entry based on the information (VID) entered. 

Click the Show All button to display all the available entries. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

MAC Address Table  

This window is used to view the entries listed in the MAC address table. 
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To view the following window, click L2 Features > FDB > MAC Address Table, as shown below: 

 

Figure 5-6 MAC Address Table Window 

 

The fields that can be configured are described below: 

Parameter Description 

Port Select the stacking unit ID and the port number of the Switch that will be 
configured here. The unit ID option is only available when stacking is enabled. 

VID Enter the VLAN ID that will be used for this configuration here. 

MAC Address Enter the MAC address that will be used for this configuration here. 

Click the Clear Dynamic by Port button to clear the dynamic MAC address listed on the corresponding port. 

Click the Clear Dynamic by VLAN button to clear the dynamic MAC address listed on the corresponding VLAN. 

Click the Clear Dynamic by MAC button to clear the dynamic MAC address entered. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Clear All button to clear all dynamic MAC addresses. 

Click the Show All button to display all the MAC addresses recorded in the MAC address table. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

MAC Notification  

This window is used to display and configure MAC notification. 
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To view the following window, click L2 Features > FDB > MAC Notification, as shown below: 

 

Figure 5-7 MAC Notification (MAC Notification Settings) Window 

 

The fields that can be configured are described below: 

Parameter Description 

MAC Address Notification Select to enable or disable MAC notification globally on the Switch 

Interval Enter the time value between notifications. This value must be between 1 and 
2147483647 seconds. By default, this value is 1 second. 

History Size Enter the maximum number of entries listed in the history log used for 
notification. This value must be between 0 and 500. By default, this value is 1. 
Refer to below MAC Notification History. 

MAC Notification Trap State Select to enable or disable the MAC notification trap state. 

Trap Type Select the trap type here. Options to choose from are: 

¶ Without VID - Specifies the trap information without the VLAN ID. 

¶ With VID - Specifies the trap information with the VLAN ID. 

Unit Select the stacking unit ID of the Switch that will be configured here. This option 
is only available when stacking is enabled. 

From Port - To Port Select the range of ports that will be used for this configuration here. 

Added Trap Select to enable or disable the added trap for the port(s) selected. 

Removed Trap Select to enable or disable the removed trap for the port(s) selected. 

Click the Apply button to accept the changes made for each individual section. 
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After selecting the MAC Notification History tab, at the top of the page, the following page will be available. 

 

Figure 5-8 MAC Notification (MAC Notification History) Window 

 

On this page, a list of MAC notification messages will be displayed. 

 

VLAN  

VLAN Configuration Wizard  

Use the following procedure to create a VLAN with the wizard: 

1. Select Create VLAN to create a new VLAN or Configure VLAN to configure an existing VLAN. Then enter a 
VID (1-4094) for VLAN creation or configuration. Click Next to continue. 

2. Enter a VLAN name for this VLAN. For each port, configure its VLAN type from one of the following: 

Tagged: a tagged member of the VLAN. 

Untagged: an untagged member of the VLAN. 

Not Member: not a member of this VLAN. 

Native VLAN (PVID): Whether this VLAN will be the portôs native VLAN. If not, the default is VLAN 1. 

3. Click Apply to save your settings. You can click View Allowed VLAN to view currently configured VLANs. 

802.1Q VLAN  

This window is used to display and configure the VLAN settings on this Switch. 

To view the following window, click L2 Features > VLAN > 802.1Q VLAN, as shown below: 

 

Figure 5-9 802.1Q VLAN Window 
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The fields that can be configured in 802.1Q VLAN are described below: 

Parameter Description 

VID List Enter the VLAN ID list that will be created here. Use ñ-ñ to specify a range of VIDs and ñ,ò to 
separate multiple VIDs. For example, 2,4-6. 

Click the Apply button to create a new 802.1Q VLAN. 

Click the Delete button to remove the 802.1Q VLAN specified. 

 

The fields that can be configured in Find VLAN are described below: 

Parameter Description 

VID Enter the VLAN ID that will be displayed here. 

Click the Find button to locate a specific entry based on the information (VID) entered. 

Click the Show All button to locate all the entries. 

Click the Edit button to re-configure the specific entry. 

Click the Delete button to remove the specific entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

VLAN Interface  

The VLAN Interface tab allows you to view and configure existing VLANs. For each port, click Show Detail to display 
detailed information about the configured VLAN: VLAN Mode, Native VLAN, Hybrid Untagged/untagged VLAN, 
Dynamic tagged VLAN, Ingress Checking enabled/disabled, and Acceptable Frame Type. You can also click Edit to 
edit the current VLAN setting on each port.   

To view the following window, click L2 Features > VLAN > VLAN Interface, as shown below: 

 

Figure 5-10 VLAN Interface Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. 

Click the Show Detail button to view more detailed information about the VLAN on the specific interface. 

Click the Edit button to re-configure the specific entry. 
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After clicking the Show Detail button, the following page will appear. 

 

Figure 5-11 VLAN Interface (VLAN Detail) Window 

 

On this page, more detailed information about the VLAN of the specific interface is displayed. 

Click the Back button to return to the previous page. 

 

After clicking the Edit button, the following page will appear. This is a dynamic page that will change when a different 
VLAN Mode is selected. When Access was selected as the VLAN Mode, the following page will appear. 

 

Figure 5-12 VLAN Interface (Access) Window 

 

The fields that can be configured are described below: 

Parameter Description 

VLAN Mode Select one of the following VLAN mode: Hybrid, Access, Trunk, 802.1Q-
Tunnel, Promiscuous, or Host. 

Acceptable Frame Select the acceptable frame behavior option here. Options to choose from are 
Tagged Only, Untagged Only, and Admit All. 

Ingress Checking Select whether the frames should be checked for its acceptance when entering 
the port. 

VID Enter the VLAN ID used for this configuration here. This value must be between 
1 and 4094. 

Clone Select this option to clone the configured information to the selected ports. 
Specify the From Port and To Port for the port range. 

Click the Apply button to accept the changes made. 
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Click the Back button to discard the changes made and return to the previous page. 

 

When Hybrid was selected as the VLAN Mode, the following page will appear. 

 

Figure 5-13 VLAN Interface (Hybrid) Window 

 

The fields that can be configured are described below: 

Parameter Description 

VLAN Mode Select one of the following VLAN mode: Hybrid, Access, Trunk, 802.1Q-
Tunnel, Promiscuous, or Host. 

Acceptable Frame Select the acceptable frame behavior option here. Options to choose from are 
Tagged Only, Untagged Only, and Admit All. 

Ingress Checking Select whether the frames should be checked for its acceptance when entering 
the port. 

Native VLAN Tick this option to enable the native VLAN function. 

VID After ticking the Native VLAN option the following parameter will be available. 
Enter the VLAN ID used for this configuration here. This value must be between 
1 and 4094. 

Action Select how the frames should be processed for this VLAN: Add, Remove, 
Tagged or Untagged. For Add, enter the VLAN range to add the port to and 
specify whether it is tagged or untagged. For Remove, enter the VLAN range to 
remove the port from this VLAN. For Tagged or Untagged, enter the VLAN 
range in Allowed VLAN Range with which the port should be an untagged or 
tagged VLAN member. 

Clone Select this option to clone the configured information to the selected ports. 
Specify the From Port and To Port for the port range. 

Click the Apply button to accept the changes made. 

Click the Back button to discard the changes made and return to the previous page. 
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When Trunk was selected as the VLAN Mode, the following page will appear. 

 

Figure 5-14 VLAN Interface (Trunk) Window 

 

The fields that can be configured are described below: 

Parameter Description 

VLAN Mode Select one of the following VLAN mode: Hybrid, Access, Trunk, 802.1Q-
Tunnel, Promiscuous, or Host. 

Acceptable Frame Select the acceptable frame behavior option here. Options to choose from are 
Tagged Only, Untagged Only, and Admit All. 

Ingress Checking Select whether the frames should be checked for its acceptance when entering 
the port. 

Native VLAN Tick this option to enable the native VLAN function. Also select if this VLAN 
supports Untagged or Tagged frames. 

VID After ticking the Native VLAN option the following parameter will be available. 
Enter the VLAN ID used for this configuration here. This value must be between 
1 and 4094. 

Action Select how the frames should be processed for this VLAN: None, All, Add, 
Remove, Except, Replace. For Add, Remove, Except, and Replace, enter 
the VLAN range in Allowed VLAN Range to perform the selected operation.  

Clone Select this option to clone the configured information to the selected ports. 
Specify the From Port and To Port for the port range. 

Click the Apply button to accept the changes made. 

Click the Back button to discard the changes made and return to the previous page. 
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When 802.1Q-Tunnel was selected as the VLAN Mode, the following page will appear. 

 

Figure 5-15 VLAN Interface (802.1Q-Tunnel) Window 

 

The fields that can be configured are described below: 

Parameter Description 

VLAN Mode Select the VLAN mode option here. Options to choose from are Access, 
Hybrid, Trunk, 802.1Q-Tunnel, Promiscuous, Host, Trunk Promiscuous, 
and Trunk Secondary. 

Acceptable Frame Select the acceptable frame behavior option here. Options to choose from are 
Tagged Only, Untagged Only, and Admit All. 

Ingress Checking Select whether the frames should be checked for its acceptance when entering 
the port. 

VID Enter the VLAN ID used for this configuration here. This value must be between 
1 and 4094. 

Action Select Add to add a new entry based in the information entered. 

Select Remove to remove an entry based in the information entered. If Add is 
selected, enter the VLAN range in Allowed VLAN Range to add the port to and 
specify whether it is tagged or untagged member of the VLAN. 

Clone Select this option to clone the configured information to the selected ports. 
Specify the From Port and To Port for the port range. 

Click the Apply button to accept the changes made. 

Click the Back button to discard the changes made and return to the previous page. 

 

When Promiscuous was selected as the VLAN Mode, the following page will appear. 

 

Figure 5-16 VLAN Interface (Promiscuous) Window 

 



DMS-3130 Series Multi-Gigabit L3 Stackable Managed Switch Web UI Reference Guide 

119 

 

 

The fields that can be configured are described below: 

Parameter Description 

VLAN Mode Select one of the following VLAN mode: Hybrid, Access, Trunk, 802.1Q-
Tunnel, Promiscuous, or Host. 

Acceptable Frame Select the acceptable frame behavior option here. Options to choose from are 
Tagged Only, Untagged Only, and Admit All. 

Ingress Checking Select whether the frames should be checked for its acceptance when entering 
the port. 

Clone Select this option to clone the configured information to the selected ports. 
Specify the From Port and To Port for the port range. 

Click the Apply button to accept the changes made. 

Click the Back button to discard the changes made and return to the previous page. 

 

When Host was selected as the VLAN Mode, the following page will appear. 

 

Figure 5-17 VLAN Interface (Host) Window 

 

The fields that can be configured are described below: 

Parameter Description 

VLAN Mode Select one of the following VLAN mode: Hybrid, Access, Trunk, 802.1Q-
Tunnel, Promiscuous, or Host. 

Acceptable Frame Select the acceptable frame behavior option here. Options to choose from are 
Tagged Only, Untagged Only, and Admit All. 

Ingress Checking Select whether the frames should be checked for its acceptance when entering 
the port. 

Clone Select this option to clone the configured information to the selected ports. 
Specify the From Port and To Port for the port range. 

Click the Apply button to accept the changes made. 

Click the Back button to discard the changes made and return to the previous page. 

After saving your changes, you may click the Port Summary tab to view your current VLAN configurations listed by 
ports. 

802.1v Protocol VLAN  

Protocol VLAN Profile  

This window is used to display and configure 802.1v protocol VLAN profiles. The 802.1v Protocol VLAN group settings 
support multiple VLANs for each protocol and allow the user to configure untagged ports of different protocols on the 
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same physical port. For example, it allows the user to configure an 802.1Q and 802.1v untagged port on the same 
physical port. 

To view the following window, click L2 Features > VLAN > 802.1v Protocol VLAN > Protocol VLAN Profile, as 
shown below: 

 

Figure 5-18 Protocol VLAN Profile Window 

 

The fields that can be configured are described below: 

Parameter Description 

Profile ID Enter the 802.1v protocol VLAN profile ID here. This value must be between 1 
and 16. 

Frame Type Select the frame type option here. This function maps packets to protocol-
defined VLANs by examining the type octet within the packet header to 
discover the type of protocol associated with it. Options to choose from are 
Ethernet 2, SNAP, and LLC. 

Ether Type Enter the Ethernet type value for the group here. The protocol value is used to 
identify a protocol of the frame type specified. The range of values are 0x0 to 
0xFFFF. Depending on the frame type, the octet string will have one of the 
following values: 

¶ For Ethernet 2, this is a 16-bit (2-octet) hex value. For example, IPv4 is 
0800, IPv6 is 86DD, ARP is 0806, etc. 

¶ For IEEE802.3 SNAP, this is a 16-bit (2-octet) hex value. 

¶ For IEEE802.3 LLC, this is a 2-octet IEEE 802.2 Link Service Access 
Point (LSAP) pair. The first octet is for Destination Service Access Point 
(DSAP) and the second octet is for Source. 

Click the Apply button to accept the changes made. 

Click the Delete button to remove the specific entry. 

 

Protocol VLAN Profile Interface  

This window is used to display and configure the protocol VLAN profile interface settings. 
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To view the following window, click L2 Features > VLAN > 802.1v Protocol VLAN > Protocol VLAN Profile 
Interface, as shown below: 

 

Figure 5-19 Protocol VLAN Profile Interface Window 

 

The fields that can be configured are described below: 

Parameter Description 

Port Select the stacking unit ID and the port number of the Switch that will be 
configured here. This option is only available when stacking is enabled. 

Profile ID Select the 802.1v protocol VLAN profile ID here. 

VID Enter the VLAN ID (1-4094) used here. 

Priority Select the priority value used here. This value is between 0 and 7. This 
parameter is specified to re-write the 802.1p default priority previously set in the 
Switch, which is used to determine the CoS queue that packets are forwarded 
to. Once this field is specified, packets accepted by the Switch that match this 
priority are forwarded to the CoS queue specified previously. 

Click the Apply button to accept the changes made. 

Click the Delete button to remove the specific entry. 

 

GVRP  

GVRP G lobal   

This window is used to display and configure the global GARP (Generic Attribute Registration Protocol) VLAN 
Registration Protocol settings. 

To view the following window, click L2 Features > VLAN > GVRP > GVRP Global, as shown below: 

 

Figure 5-20 GVRP Global Window 

 

The fields that can be configured are described below: 

Parameter Description 

Global GVRP State Select to enable or disable the global GVRP state here. 
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Parameter Description 

Dynamic VLAN Creation Select to enable or disable the dynamic VLAN creation function here. 

NNI BPDU Address Select the NNI BPDU address option here. This option is used to determine the 
BPDU protocol address for GVRP in customer networks. It can use 802.1d 
GVRP address or 802.1ad service provider GVRP address. Options to choose 
from are Dot1d and Dot1ad. 

Click the Apply button to accept the changes made. 

 

GVRP Port  

This window is used to display and configure the GVRP port settings. 

To view the following window, click L2 Features > VLAN > GVRP > GVRP Port, as shown below: 

 

Figure 5-21 GVRP Port Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the range osf ports that will be used for this configuration here. 

GVRP Status Select the enable or disable the GVRP port status. This enables the port to 
dynamically become a member of a VLAN. By default, this option is disabled. 

Join Time Enter the Join Time value in centiseconds (0.01 second). This value must be 
between 10 and 10000 centiseconds. By default, this value is 20 centiseconds. 

Leave Time Enter the Leave Time value in centiseconds (0.01 second). This value must be 
between 10 and 10000 centiseconds. By default, this value is 60 centiseconds. 

Leave All Time Enter the Leave All Time value in centiseconds. This value must be between 10 
and 10000 centiseconds. By default, this value is 1000 centiseconds. 

Click the Apply button to accept the changes made. 
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GVRP Advertise VLAN  

This window is used to display and configure the GVRP Advertise VLAN settings. 

To view the following window, click L2 Features > VLAN > GVRP > GVRP Advertise VLAN, as shown below: 

 

Figure 5-22 GVRP Advertise VLAN Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the range of ports that will be used for this configuration here. 

Action Select the advertised VLAN to port mapping action here. Options to choose 
from are All, Add, Remove, and Replace. When selecting All, all the 
advertised VLANs will be used.  

Advertise VID List Enter the advertised VLAN ID list here. 

Click the Apply button to accept the changes made. 

 

GVRP Forbidden VLAN  

This window is used to display and configure the GVRP forbidden VLAN settings. 
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To view the following window, click L2 Features > VLAN > GVRP > GVRP Forbidden VLAN, as shown below: 

 

Figure 5-23 GVRP Forbidden VLAN Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the range of ports that will be used for this configuration here. 

Action Select the forbidden VLAN to port mapping action that will be taken here. 
Options to choose from are All, Add, and Remove and Replace. When 
selecting All, all the forbidden VLANs will be used.  

Forbidden VID List Enter the forbidden VLAN ID list here. 

Click the Apply button to accept the changes made. 

 

GVRP Statistics Table  

This window is used to view GVRP statistics information. 

To view the following window, click L2 Features > VLAN > GVRP > GVRP Statistics Table, as shown below: 

 

Figure 5-24 GVRP Statistics Table Window 
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The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit to be displayed here. This option is only available when 
stacking is enabled. 

Port Select the port number to display GVRP statistic information. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Clear button to clear all the information for the specific port. 

Click the Show All button to view all GVRP statistic information. 

Click the Clear All button to clear all the information in this table. 

 

Asymmetric VLAN  

This window is used to display and configure the asymmetric VLAN settings. 

To view the following window, click L2 Features > VLAN > Asymmetric VLAN, as shown below: 

 

Figure 5-25 Asymmetric VLAN Window 

 

The fields that can be configured are described below: 

Parameter Description 

Asymmetric VLAN State Select to enable or disable the asymmetric VLAN feature here. 

Click the Apply button to accept the changes made. 

 

MAC VLAN  

This window is used to display and configure the MAC-based VLAN information. When a static MAC-based VLAN 
entry is configured, the VLAN operating on the port will be changed. 

To view the following window, click L2 Features > VLAN > MAC VLAN, as shown below: 

 

Figure 5-26 MAC VLAN Window 
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The fields that can be configured are described below: 

Parameter Description 

MAC Address Enter the unicast MAC address. 

VID Enter the VLAN ID that will be used. 

Priority Select the priority that is assigned to untagged packets. This value is between 0 
and 7. 

Click the Apply button to accept the changes made. 

Click the Delete button to remove the specific entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

Super VLAN  

This window is used to display and configure the super VLAN settings. This is used to specify a VLAN as a super 
VLAN. Super VLANs are used to aggregate multiple sub-VLANs (Layer 2 broadcast domains) into an IP subnet. A 
super VLAN cannot have any physical member port. A super VLAN cannot be a sub-VLAN at the same time. Once an 
IP interface is bound to a super VLAN, the proxy ARP will be enabled automatically on the interface for 
communication between its sub-VLANs. Multiple super VLANs can be configured and each super VLAN can consist of 
multiple sub-VLANs. 

Private VLAN and super VLAN are mutually exclusive. A private VLAN cannot be configured as a super VLAN. Layer 
3 routing protocols, multicast protocols, and the IPv6 protocol cannot run on a super VLAN interface. 

To view the following window, click L2 Features > VLAN > Super VLAN, as shown below: 

 

Figure 5-27 Super VLAN Window 

 

The fields that can be configured in Add Super VLAN are described below: 

Parameter Description 

Super VID List Enter the super VLAN ID(s) that will be created here. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in Add Sub VLAN are described below: 

Parameter Description 

Super VID Enter the super VLAN ID that will be associated with the sub-VLAN(s) here. 
The range is from 1 to 4094. 
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Parameter Description 

Sub VID List Enter the sub-VLAN ID(s) that will be associated with the super VLAN here. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in Find Super VLAN are described below: 

Parameter Description 

Super VID Enter the super VLAN ID that will be displayed here. The range is from 1 to 
4094. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Show All button to display all the available entries. 

Click the Delete button to remove the specific entry or to remove the sub-VLAN from the super VLAN. 

Click the IP Range List link to add an IP range to the sub-VLAN. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

After clicking the IP Range List link, the following page will be available. 

 

Figure 5-28 Super VLAN (IP Range List) Window 

 

The fields that can be configured are described below: 

Parameter Description 

Action Select the action that will be taken here. Options to choose from are Add and 
Remove. 

Start IP Address Enter the starting IP address in the range of this sub-VLAN here. 

End IP Address Enter the ending IP address in the range of this sub-VLAN here. 

Click the Back button to return to the previous page. 

Click the Apply button to accept the changes made. 
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Auto Surveillance VLAN  

Auto Surveillance Properties  

The Auto Surveillance VLAN can group surveillance devices into a VLAN. This window is used to display and 
configure the auto surveillance VLAN properties.To view the following window, click L2 Features > VLAN > Auto 
Surveillance VLAN > Auto Surveillance Properties, as shown below: 

 

Figure 5-29 Auto Surveillance Properties Window 

 

The fields that can be configured in Global Settings are described below: 

Parameter Description 

Surveillance VLAN Select to enable or disable the surveillance VLAN feature here. 

Surveillance VLAN ID Enter the VLAN ID of the surveillance VLAN here. The range is from 2 to 4094. 
A normal VLAN needs to be created before assigning the VLAN as a 
surveillance VLAN. 

Surveillance VLAN CoS Enter the Class of Service (CoS) value for the surveillance VLAN here. The 
surveillance packets arriving at the surveillance VLAN enabled port are marked 
with the CoS specified here. The remarking of CoS allows the surveillance 
VLAN traffic to be distinguished from data traffic in quality of service. The range 
is from 0 to 7. 

Aging Time Enter the aging time value here. This is used to configure the aging time for 
aging out the surveillance VLAN dynamic member ports. The range is from 1 to 
65535 minutes. When the last surveillance device connected to the port stops 
sending traffic and the MAC address of this surveillance device is aged out, the 
surveillance VLAN aging timer will be started. The port will be removed from the 
surveillance VLAN after expiration of surveillance VLAN aging timer. If the 
surveillance traffic resumes during the aging time, the aging timer will be 
cancelled. 

Click the Apply button to accept the changes made. 
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The fields that can be configured in Port Settings are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the range of ports that will be used for this configuration here. 

State Select to enable or disable the surveillance VLAN feature on the specified 
port(s) here. When surveillance VLAN is enabled for a port, the port will 
automatically be learned as an untagged surveillance VLAN member and the 
received untagged surveillance packets will be forwarded to the surveillance 
VLAN. The received packets are determined as surveillance packets if the 
source MAC addresses of the packets comply with the Organizationally Unique 
Identifier (OUI) addresses. 

Click the Apply button to accept the changes made. 

 

MAC Settings and Surveillance Device  

This window is used to display and configure surveillance devices and their MAC settings. 

To view the following window, click L2 Features > VLAN > Auto Surveillance VLAN > MAC Settings and 
Surveillance Device, as shown below: 

 

Figure 5-30 MAC Settings and Surveillance Device Window 

 

The fields that can be configured are described below: 

Parameter Description 

Component Type Select the component type here. Option to choose from are: 

¶ Video Management server - Specifies the surveillance device type as 
Video Management Server (VMS). 

¶ VMS Client/Remote Viewer - Specifies the surveillance device type as 
VMS client. 

¶ Video Encoder - Specifies the surveillance device type as Video Encoder. 

¶ Network Storage - Specifies the surveillance device type as Network 
Storage. 

¶ Other IP Surveillance Device - Specifies the surveillance device type as 
other IP Surveillance Devices. 

Description Enter the description for the user-defined OUI here. This string can be up to 32 
characters long. 
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Parameter Description 

MAC Address Enter the OUI MAC address here. If the source MAC addresses of the received 
packet matches any of the OUI pattern, the received packet is determined as a 
surveillance packet. 

Mask Enter the matching bitmask for the OUI MAC address here. 

Click the Apply button to accept the changes made. 

Click the Delete button to delete the specified entry. 

 

After selecting the Auto Surveillance VLAN Summary tab option, at the top of the page, the following page will be 
available. 

 

Figure 5-10 MAC Settings and Surveillance Device (Auto Surveillance VLAN Summary) Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the stacking unit ID of the Switch that will be used in this display here. 

 

Voice VLAN  

Voice VLAN  Global  

This window is used to display and configure the global voice VLAN settings. This is used to enable the global voice 
VLAN function and to specify the voice VLAN on the Switch. The Switch has only one voice VLAN. 

To view the following window, click L2 Features > VLAN > Voice VLAN > Voice VLAN Global, as shown below: 

 

Figure 5-32 Voice VLAN Global Window 
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The fields that can be configured are described below: 

Parameter Description 

Voice VLAN State Select to globally enable or disable the voice VLAN feature here. 

Voice VLAN ID Enter the VLAN ID of the voice VLAN here. The VLAN to be specified as the 
voice VLAN needs to pre-exist before configuration. The range is from 2 to 
4094. 

Voice VLAN CoS Select the CoS of the voice VLAN here. The range is from 0 to 7. The voice 
packets arriving at the voice VLAN enabled port are marked as the CoS 
specified here. The remarking of CoS packets allow the voice VLAN traffic to be 
distinguished from data traffic in Quality of Service. 

Aging Time Enter the aging time value here. This is used to configure the aging time for 
aging out the automatically learned voice device and voice VLAN information. 
When the last voice device connected to the port stops sending traffic and the 
MAC address of this voice device is aged out from FDB, the voice VLAN aging 
timer will be started. The port will be removed from the voice VLAN after the 
expiration of the voice VLAN aging timer. If voice traffic resumes during the 
aging time, the aging timer will be cancelled. The range is from 1 to 65535 
minutes. 

Click the Apply button to accept the changes made. 

 

Voice VLAN Port  

This window is used to display and configure the voice VLAN interface settings. 

To view the following window, click L2 Features > VLAN > Voice VLAN > Voice VLAN Port, as shown below: 

 

Figure 5-33 Voice VLAN Port Window  

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the range of ports that will be used for this configuration here. 

State Select to enable or disable the voice VLAN feature on the specified port(s) 
here. When the voice VLAN is enabled for a port, the received voice packets 
will be forwarded in the voice VLAN. The received packets are determined as 
voice packets if the source MAC addresses of packets complies with the OUI 
addresses. 
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Parameter Description 

Mode Select the mode here. Options to choose from are: 

¶ Auto Untagged - Specifies that voice VLAN untagged membership will be 
automatically learned. 

¶ Auto Tagged - Specifies that voice VLAN tagged membership will be 
automatically learned. 

¶ Manual - Specifies that voice VLAN membership will be manually 
configured. 

If auto-learning is enabled, the port will automatically be learned as a voice 
VLAN member. This membership will automatically be aged out. When the port 
is working in the auto-tagged mode and the port captures a voice device 
through the device's OUI, it will join the voice VLAN as a tagged member 
automatically. When the voice device sends tagged packets, the Switch will 
change its priority. When the voice device sends untagged packets, it will 
forward them in the Port VLAN ID (PVID). 

When the port is working in auto-untagged mode, and the port captures a voice 
device through the device's OUI, it will join the voice VLAN as an untagged 
member automatically. When the voice device sends tagged packets, the 
Switch will change its priority. When the voice device sends untagged packets, 
it will forward them in the voice VLAN. 

When the Switch receives LLDP-MED packets, it checks the VLAN ID, tagged 
flag, and priority flag. The Switch should follow the tagged flag and priority 
setting. 

Click the Apply button to accept the changes made. 

 

Voice VLAN  OUI  

This window is used to display and configure the voice VLAN OUI (Organizationally Unique Identifier) settings. Use 
this window to add a user-defined OUI for the voice VLAN. The OUI for the voice VLAN is used to identify the voice 
traffic by using the voice VLAN function. If the source MAC address of the received packet matches any of the OUI 
patterns, the received packet is determined as a voice packet. 

The user-defined OUI cannot be the same as the default OUI. The default OUI cannot be deleted. 

To view the following window, click L2 Features > VLAN > Voice VLAN > Voice VLAN OUI, as shown below: 

 

Figure 5-34 Voice VLAN OUI Window 
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The fields that can be configured are described below: 

Parameter Description 

OUI Address Enter the voice VLAN OUI MAC address here. 

Mask Enter the matching bitmask for the voice VLAN OUI MAC address here. 

Description Enter the description for the user-defined OUI MAC address here. This string 
can be up to 32 characters long. 

Click the Apply button to accept the changes made. 

Click the Delete button to delete the specified entry. 

Voice VLAN  Device  

This window is used to view the voice VLAN device table. 

To view the following window, click L2 Features > VLAN > Voice VLAN > Voice VLAN Device, as shown below: 

 

Figure 5-35 Voice VLAN Device Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used in this display here. This option is only 
available when stacking is enabled. 

 

Voice VLAN  LLDP -MED Device  

This window is used to view the voice VLAN LLDP-MED device table. 

To view the following window, click L2 Features > VLAN > Voice VLAN > Voice VLAN LLDP-MED Device, as 
shown below: 

 

Figure 5-36 Voice VLAN LLDP-MED Device Window 
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Private VLAN  

This window is used to display and configure the private VLAN settings. 

To view the following window, click L2 Features > VLAN > Private VLAN, as shown below: 

 

Figure 5-37 Private VLAN Window 

 

The fields that can be configured for Private VLAN are described below: 

Parameter Description 

VID List Enter the private VLAN ID list here. Use ñ-ñ to specify a range of VIDs and ñ,ò to 
separate multiple VIDs. For example, 2,4-6. 

State Select to enable or disable the private VLAN state here. 

Type Select the type of private VLAN that will be created here. Options to choose 
from are Community, Isolated, and Primary. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured for Private VLAN Association are described below: 

Parameter Description 

VID List Enter the private VLAN ID list here. 

Action Select the action that will be taken for the private VLAN here. Options to 
choose from are Add and Remove. 

Secondary VID List Enter the secondary private VLAN ID here. 

Click the Apply button to accept the changes made. 
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The fields that can be configured for Private VLAN Host Association are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the range of ports that will be used for this configuration here. 

Primary VID Enter the primary private VLAN ID here. 

Secondary VID Enter the secondary private VLAN ID here. When ticking the Remove 
Association option, this specifies that this configuration will not be enabled. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured for Private VLAN Mapping are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the range of ports that will be used for this configuration here.  

Primary VID Enter the primary private VLAN ID here. 

Action Select Add to add a new entry based in the information entered. 

Select Remove to remove an entry based in the information entered. 

Secondary VID List Enter the secondary private VLAN ID here. When ticking the Remove Mapping 
option, this specifies that this configuration will not be enabled. 

Click the Apply button to accept the changes made. 

 

VLAN Tunnel  

Dot1q Tunnel  

This window is used to display and configure the 802.1Q VLAN tunnel settings. 

An 802.1Q tunnel port behaves as a User Network Interface (UNI) port of a service VLAN. The trunk ports which are 
tagged members of the service VLAN behave as the Network Node Interface (NNI) ports of the service VLAN. 

Only configure the 802.1Q tunneling Ethernet type on ports that are connected to the provider bridge network, which 
receives and transmits the service VLAN tagged frames. If the tunnel Ethernet type is configured, the specified value 
will be the Tag Protocol ID (TPID) in the outer VLAN tag of the transmitted frames of the port. The specified TPID is 
also used to identify the service VLAN tag for the received frame on this port. 
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To view the following window, click L2 Features > VLAN Tunnel > Dot1q Tunnel, as shown below: 

 

Figure 5-38 Dot1q Tunnel Window 

 

The fields that can be configured are described below: 

Parameter Description 

Inner TPID Enter the inner TPID value here. This value is in the hexadecimal form. The 
range is from 0x1 to 0xFFFF. The inner TPID is used to decide if the ingress 
packet is C-tagged. The inner TPID can be configured per system. 

Unit Select the Switch unit ID that will be used here. This option is only available 
when stacking is enabled. 

From Port - To Port Select the port range that will be used here. 

Outer TPID Enter the outer TPID value here. This value is in the hexadecimal form. The 
range is from 0x1 to 0xFFFF. 

Click the Apply button to accept the changes made. 
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After clicking the Dot1q Tunnel Port Settings tab, the following page will appear: 

 

Figure 5-39 Dot1q Tunnel Settings (Dot1q Tunnel Port Settings) Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit ID that will be used here. This option is only available 
when stacking is enabled. 

From Port - To Port Select the port range that will be used here. 

Trust Inner Priority Select to enable or disable the 802.1Q Inner Trust Priority feature here. When 
the trusting priority option is enabled on an 802.1Q tunnel port, the priority of 
the VLAN tag in the received packets will be copied to the service VLAN tag. 

Miss Drop Select to enable or disable the Miss Drop feature here. If the VLAN mapping 
Miss Drop option is enabled on the receiving port, when the original VLAN of 
the received packets cannot match the VLAN mapping entries or rules on this 
port, the received packets will be dropped. 

Insert Dot1q Tag Enter the 802.1Q VLAN ID that is inserted to the untagged packets which are 
received on the 802.1Q tunnel port(s) here. The range is from 1 to 4094. 

VLAN Mapping Profile Enter the ID of the VLAN mapping profile here. A lower ID has a higher priority. 
The ID range is from 1 to 1000. 

Action Select Add to add a new entry based in the information entered. 

Select Remove to remove an entry based in the information entered. 

Click the Apply button to accept the changes made. 

 

VLAN Mapping  

This window is used to display and configure the VLAN mapping settings. If a profile is applied on an interface, the 
Switch matches the incoming packets according to the rules of the profile. If the packet matches a rule, the action of 
the rule will be taken. This action may be adding or replacing the outer-VID, specifying the priority of the new outer-
TAG or specifying the packetôs new inner-VID. 
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The match order depends on the ruleôs sequence number in the profile and stopped when first matched. If the 
sequence number is not specified, it will be allocated automatically. The sequence number begins from 10 and 
increments 10. Multiple different types of profiles can be configured on one interface. 

To view the following window, click L2 Features > VLAN Tunnel > VLAN Mapping, as shown below: 

 

Figure 5-40 VLAN Mapping Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit ID that will be used here. This option is only available 
when stacking is enabled. 

From Port - To Port Select the port range that will be used here. 

Port Select the port that will be used for the search here. 

Original VID List Enter the original VLAN ID list here. The range is from 1 to 4094. 

Original Inner VID Enter the original inner VLAN ID here. The range is from 1 to 4094. 

Action Select the action that will be taken here. Options to choose from are Translate 
and Dot1q-tunnel. 

¶ Translate - Specifies that the VID will replace the VID of the matched 
packets. 

¶ Dot1q-tunnel - Specifies that the outer-VID will be added for matched 
packets. 

VID Enter the VLAN ID to be translated here. The range is from 1 to 4094. 

Inner VID Enter the inner VLAN ID to be translated here. The range is from 1 to 4094. 

Priority Select the 802.1p priority value here. The range is from 0 to 7. A higher value 
has a higher priority. 

Click the Apply button to accept the changes made. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Delete button to delete the specified entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

VLAN Mapping Profile  

This window is used to display and configure the VLAN mapping profile settings. 
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To view the following window, click L2 Features > VLAN Tunnel > VLAN Mapping Profile, after clicking an entry of 
the VLAN Mapping Profile, the rules of Profile 1 will appear. 

 

Figure 5-41 VLAN Mapping Profile Window 

 

The fields that can be configured are described below: 

Parameter Description 

Profile ID Enter the ID of the VLAN mapping profile here. A lower ID has a higher priority. 
The ID range is from 1 to 1000. 

Type Select the profile type here. Different profiles can match different fields. Options 
to choose from are Ethernet, IP, IPv6, and Ethernet-IP. 

¶ Ethernet - The profile can match Layer 2 fields. 

¶ IP - The profile can match Layer 3 IP fields. 

¶ IPv6 - The profile can match IPv6 destination or source addresses. 

¶ Ethernet-IP - The profile can match Layer 2 and Layer 3 IP fields. 

Click the Add Profile button to add a new VLAN mapping profile. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Add Rule button to create a new rule. 

Click the Delete button to remove the specified entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 
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After clicking the Add Rule button next to an Ethernet type profile, the following page will appear. 

 

Figure 5-42 VLAN Mapping Profile (Ethernet, Add Rule) Window 

 

The fields that can be configured are described below: 

Parameter Description 

Rule ID Enter the VLAN mapping rule ID here. If not specified, the rule ID begins from 
10 and is incremented by 10 for every new rule. The range is from 1 to 10000. 

Src-MAC Address Enter the source MAC address here. 

Dst-MAC Address Enter the destination MAC address here. 

Priority Select the 802.1p priority value here. The range is from 0 to 7. A higher value 
has a higher priority. 

Inner VID Enter the inner VLAN ID here. The range is from 1 to 4094. 

Ethernet Type Enter the Ethernet type value here. The range is from 0x0 to 0xFFFF. 

Action Select the action that will be taken here. Options to choose from are Dot1q-
Tunnel and Translate. 

¶ Dot1q-Tunnel - Specifies that the outer-VID will be added for matched 
packets. 

¶ Translate - Specifies that the outer-VID will replace the outer-VID of the 
matched packets. 

New Outer VID Enter the new outer VLAN ID here. The range is from 1 to 4094. 

802.1P Priority Select the 802.1p priority value here. The range is from 0 to 7. A higher value 
has a higher priority. 

New Inner VID After selecting Dot1q-Tunnel as the action, enter the new inner VLAN ID here. 
The range is from 1 to 4094. This option is only available when Dot1q-Tunnel is 
selected as the action. 

Click the Back button to return to the previous window. 

Click the Apply button to accept the changes made. 
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After clicking the Add Rule button next to an IP type profile, the following page will appear. 

 

Figure 5-43 VLAN Mapping Profile (IP, Add Rule) Window 

 

The fields that can be configured are described below: 

Parameter Description 

Rule ID Enter the VLAN mapping rule ID here. If not specified, the rule ID begins from 
10 and is incremented by 10 for every new rule. The range is from 1 to 10000. 

Src-IP Address (IP/Mask) Enter the source IPv4 address and subnet mask here. 

Dst-IP Address (IP/Mask) Enter the destination IPv4 address and subnet mask here. 

DSCP Enter the differentiated services code point (DSCP) value here. The range is 
from 0 to 63. 

Source Port Enter the source TCP/UDP port number here. The range is from 1 to 65535. 

Destination Port Enter the destination TCP/UDP port number here. The range is from 1 to 
65535. 

IP Protocol Enter the Layer 3 IP protocol value here. The range is from 0 to 255. 

Action Select the action that will be taken here. Options to choose from are Dot1q-
Tunnel and Translate. 

¶ Dot1q-Tunnel - Specifies that the VID will be added for matched packets. 

¶ Translate - Specifies that the outer-VID will replace the outer-VID of the 
matched packets. 

New Outer VID Enter the new outer VLAN ID here. The range is from 1 to 4094. 

802.1P Priority Select the 802.1p priority value here. The range is from 0 to 7. A higher value 
has a higher priority. 

New Inner VID After selecting Dot1q-Tunnel as the action, enter the new inner VLAN ID here. 
The range is from 1 to 4094. This option is only available when Dot1q-Tunnel is 
selected as the action. 

Click the Back button to return to the previous window. 

Click the Apply button to accept the changes made. 
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After clicking the Add Rule button next to an IPv6 type profile, the following page will appear. 

 

Figure 5-44 VLAN Mapping Profile (IPv6, Add Rule) Window 

 

The fields that can be configured are described below: 

Parameter Description 

Rule ID Enter the VLAN mapping rule ID here. If not specified, the rule ID begins from 
10 and is incremented by 10 for every new rule. The range is from 1 to 10000 

Src-IPv6 Address Enter the source IPv6 address and prefix length here. 

Dst-IPv6 Address Enter the destination IPv6 address and prefix length here. 

Action Select the action that will be taken here. Options to choose from are Dot1q-
Tunnel and Translate. 

¶ Dot1q-Tunnel - Specifies that the outer-VID will be added for matched 
packets. 

¶ Translate - Specifies that the outer-VID will replace the outer-VID of the 
matched packets. 

New Outer VID Enter the new outer VLAN ID here. The range is from 1 to 4094. 

802.1P Priority Select the 802.1p priority value here. The range is from 0 to 7. A higher value 
has a higher priority. 

New Inner VID After selecting Dot1q-Tunnel as the action, enter the new inner VLAN ID here. 
The range is from 1 to 4094. This option is only available when Dot1q-Tunnel 
was selected as the action. 

Click the Back button to return to the previous window. 

Click the Apply button to accept the changes made. 
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After clicking the Add Rule button next to an Ethernet-IP type profile, the following page will appear. 

 

Figure 5-45 VLAN Mapping Profile (Ethernet-IP, Add Rule) Window 

 

The fields that can be configured are described below: 

Parameter Description 

Rule ID Enter the VLAN mapping rule ID here. If not specified, the rule ID begins from 
10 and is incremented by 10 for every new rule. The range is from 1 to 10000 

Src-MAC Address Enter the source MAC address here. 

Dst-MAC Address Enter the destination MAC address here. 

Priority Select the 802.1p priority value here. The range is from 0 to 7. A higher value 
has a higher priority. 

Inner VID Enter the inner VLAN ID here. The range is from 1 to 4094. 

Ethernet Type Enter the Ethernet type value here. The range is from 0x0 to 0xFFFF. 

Src-IP Address Enter the source IPv4 address and subnet mask here. 

Dst-IP Address Enter the destination IPv4 address and subnet mask here. 

DSCP Enter the differentiated services code point (DSCP) value here. The range is 
from 0 to 63. 

Source Port Enter the source TCP/UDP port number here. The range is from 1 to 65535. 

Destination Port Enter the destination TCP/UDP port number here. The range is from 1 to 
65535. 

IP Protocol Enter the Layer 3 IP protocol value here. The range is from 0 to 255. 

Action Select the action that will be taken here. Options to choose from are Dot1q-
Tunnel and Translate. 

¶ Dot1q-Tunnel - Specifies that the outer-VID will be added for matched 
packets. 
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Parameter Description 

¶ Translate - Specifies that the outer-VID will replace the outer-VID of the 
matched packets. 

New Outer VID Enter the new outer VLAN ID here. The range is from 1 to 4094. 

802.1P Priority Select the 802.1p priority value here. The range is from 0 to 7. A higher value 
has a higher priority. 

New Inner VID After selecting Dot1q-Tunnel as the action, enter the new inner VLAN ID here. 
The range is from 1 to 4094. This option is only available when Dot1q-Tunnel 
was selected as the action. 

Click the Back button to return to the previous window. 

Click the Apply button to accept the changes made. 

 

STP  

This Switch supports three versions of the Spanning Tree Protocol (STP): IEEE 802.1D-1998 STP, IEEE 802.1D-2004 
Rapid STP, and IEEE 802.1Q-2005 MSTP. The IEEE 802.1D-1998 STP standard will be familiar to most networking 
professionals. However, as IEEE 802.1D-2004 RSTP and IEEE 802.1Q-2005 MSTP have been recently introduced to 
D-Link managed Ethernet Switches, a brief introduction to the technology is provided below followed by a description 
of how to set up IEEE 802.1D-1998 STP, IEEE 802.1D-2004 RSTP, and IEEE 802.1Q-2005 MSTP. 

 

802.1Q-2005 MSTP 

The Multiple Spanning Tree Protocol (MSTP) is a standard defined by the IEEE community that allows multiple VLANs 
to be mapped to a single spanning tree instance, which will provide multiple pathways across the network. Therefore, 
these MSTP configurations will balance the traffic load, preventing wide scale disruptions when a single spanning tree 
instance fails. This will allow for faster convergences of new topologies for the failed instance. 

 

Frames designated for these VLANs will be processed quickly and completely throughout interconnected bridges 
utilizing any of the three spanning tree protocols (STP, RSTP or MSTP).  

 

A Multiple Spanning Tree Instance (MSTI) ID will classify these instances. MSTP will connect multiple spanning trees 
with a Common and Internal Spanning Tree (CIST). The CIST will automatically determine each MSTP region, its 
maximum possible extent and will appear as one virtual bridge that runs a single spanning tree instance. Frames 
assigned to different VLANs will follow different data routes within administratively established regions on the network, 
continuing to allow simple and full processing of frames, regardless of administrative errors in defining VLANs and 
their respective spanning trees. 

 

Each Switch utilizing the MSTP on a network will share a single MSTP configuration that will have the following three 
attributes: 

¶ A configuration name defined by an alphanumeric string of up to 32 characters (defined in the MST 
Configuration Identification window in the Configuration Name field). 

¶ A configuration revision number (named here as a Revision Level and found in the MST Configuration 
Identification window) 

¶ A 4094-element table (defined here as a VID List in the MST Configuration Identification window), which will 
associate each of the possible 4094 VLANs supported by the Switch for a given instance. 

 

To utilize the MSTP function on the Switch, three steps need to be taken: 

¶ The Switch must be set to the MSTP setting (found in the STP Global Settings window in the STP Mode field). 
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¶ The correct spanning tree priority for the MSTP instance must be entered (defined here as a Priority in the 
MSTP Port Information window when configuring MSTI ID settings). 

¶ VLANs that will be shared must be added to the MSTP Instance ID (defined here as a VID List in the MST 
Configuration Identification window when configuring an MSTI ID settings). 

 

802.1D-2004 Rapid Spanning Tree 

The Switch implements three versions of the Spanning Tree Protocol, the Multiple Spanning Tree Protocol (MSTP) as 
defined by IEEE 802.1Q-2005, the Rapid Spanning Tree Protocol (RSTP) as defined by IEEE 802.1D-2004 and a 
version compatible with IEEE 802.1D-1998. RSTP can operate with legacy equipment implementing IEEE 802.1D-
1998, however the advantages of using RSTP will be lost. This section introduces some new Spanning Tree concepts 
and illustrates the main differences between the two protocols.  

 

Port Transition States 

An essential difference between the three protocols is in the way ports transition to a forwarding state and in the way 
this transition relates to the role of the port (forwarding or not forwarding) in the topology. MSTP and RSTP combine 
the transition states Disabled, Blocking and Listening used in 802.1D-1998 and creates a single state called 
Discarding. In either case, ports do not forward packets. In the STP port transition states Disabled, Blocking or 
Listening or in the RSTP/MSTP port state Discarding, there is no functional difference, the port is not active in the 
network topology. Table 7-3 below compares how the three protocols differ regarding the port state transition. 

 

All three protocols calculate a stable topology in the same way. Every segment will have a single path to the root 
bridge. All bridges listen for BPDU packets. However, BPDU packets are sent more frequently, with every Hello 
packet. BPDU packets are sent even if a BPDU packet was not received. Therefore, each link between bridges is 
sensitive to the status of the link. Ultimately this difference results in faster detection of failed links, and therefore 
faster topology adjustment. A drawback of IEEE 802.1D-1998 is this absence of immediate feedback from adjacent 
bridges. 

 

802.1Q-2005 MSTP 802.1D-2004 RSTP 802.1D-1998 STP Forwarding Learning 

Disabled Disabled Disabled No No 

Discarding Discarding Blocking No No 

Discarding Discarding Listening No No 

Learning Learning Learning No Yes 

Forwarding Forwarding Forwarding Yes Yes 

 

RSTP is capable of a more rapid transition to the Forwarding state. RSTP no longer relies on timer configurations and 
RSTP-compliant bridges are sensitive to feedback from other RSTP-compliant bridge links. Ports do not need to wait 
for the topology to stabilize before transitioning to a Forwarding state. In order to allow this rapid transition, the 
protocol introduces two new variables: the Edge Port and the Point-to-Point (P2P) port. 

 

Edge Port 

A port can be configured as an Edge Port if it is directly connected to a segment where a loop cannot be created. An 
example would be a port connected directly to a single workstation. Ports that are designated as edge ports transition 
to a forwarding state immediately without going through the Listening and Learning states. An Edge Port loses its 
status if it receives a BPDU packet, after which it immediately becomes a normal spanning tree port. 

 

P2P Port 

A P2P port is also capable of rapid transition. P2P ports may be used to connect to other bridges. Under RSTP/MSTP, 
all ports operating in full-duplex mode are considered to be P2P ports unless manually overridden through 
configuration. 
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802.1D-1998/802.1D-2004/802.1Q-2005 Compatibility 

MSTP or RSTP can interoperate with legacy equipment and are capable of automatically adjusting BPDU packets to 
802.1D-1998 format when necessary. However, any segment using 802.1D-1998 STP will not benefit from the rapid 
transition and rapid topology change detection of MSTP or RSTP. The protocol also includes a variable used for 
migration in the event that legacy equipment on a segment is updated to use RSTP or MSTP. 

 

The Spanning Tree Protocol (STP) operates on two levels:  

¶ On the Switch level, the settings are globally implemented. 

¶ On the port level, the settings are implemented on a user-defined group of ports. 

 

STP Global Settings  

This window is used to display and configure the global STP settings. 

To view the following window, click L2 Features > STP > STP Global Settings, as shown below: 

 

Figure 5-46 STP Global Settings Window 

 

The field that can be configured for STP State is described below: 

Parameter Description 

STP State Select to enable or disable the global STP state here. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured for STP Traps are described below: 

Parameter Description 

STP New Root Trap Select to enable or disable the STP New Root Trap option here. 

STP Topology Change Trap Select to enable or disable the STP Topology Change Trap option here. 
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Click the Apply button to accept the changes made. 

 

The fields that can be configured for STP Mode are described below: 

Parameter Description 

STP Mode Select the STP mode used here. Options to choose from are MSTP, RSTP, 
and STP. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured for STP Priority are described below: 

Parameter Description 

Priority Select the STP priority value here. This value is between 0 and 61440. By 
default, this value is 32768. The lower the value, the higher the priority. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured for STP Configuration are described below: 

Parameter Description 

Bridge Max Age Enter the bridge Maximum Age value here. This value must be between 6 and 
40 seconds. By default, this value is 20 seconds. The Maximum Age value may 
be set to ensure that old information does not endlessly circulate through 
redundant paths in the network, preventing the effective propagation of the new 
information. Set by the Root Bridge, this value will aid in determining that the 
Switch has spanning tree configuration values consistent with other devices on 
the bridged LAN. 

Bridge Hello Time After selecting RSTP/STP as the Spanning Tree Mode, this parameter will be 
available. Enter the bridge Hello Time value here. This value must be between 
1 and 2 seconds. By default, this value is 2 seconds. This is the interval 
between two transmissions of BPDU packets sent by the Root Bridge to tell all 
other switches that it is indeed the Root Bridge. This field will only appear here 
when STP or RSTP is selected for the STP version. For MSTP, the Hello Time 
must be set on a port per-port basis. 

Bridge Forward Time Enter the bridge Forwarding Time value here. This value must be between 4 
and 30 seconds. By default, this value is 15 seconds. Every port on the Switch 
spends this time in the Listening state while moving from the Blocking state to 
the Forwarding state. 

TX Hold Count Enter the Transmit Hold Count value here. This value must be between 1 and 
10 times. By default, this value is 6 times. This value is used to set the 
maximum number of Hello packets transmitted per interval. 

Max Hops Enter the maximum number of hops that are allowed. This value must be 
between 6 and 40 hops. By default, this value is 20 hops. This value is used to 
set the number of hops between devices in a spanning tree region before the 
Bridge Protocol Data Unit (BPDU) packet sent by the Switch will be discarded. 
Each Switch on the hop count will reduce the hop count by one until the value 
reaches zero. The Switch will then discard the BDPU packet and the 
information held for the port will age out. 

NNI BPDU Address Select the NNI BPDU Address option here. Options to choose from are Dot1d 
and Dot1ad. By default, this option is Dot1d. This parameter is used to 
determine the BPDU protocol address for STP in the service provider network. 
It can use an 802.1d STP address and an 802.1ad service provider STP 
address. 
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Click the Apply button to accept the changes made. 

 

The fields that can be configured for MPT Instance ID Settings are described below: 

Parameter Description 

Instance ID Enter a new instance ID. 

Click the Apply button to accept the changes made. 

 

This window is used to display and configure the MPT instance setting. Click Edit to modify the MPT instance setting 
and click Delete to delete an MPT instance. 

 

Figure 5-47 MPT Instance Settings Window 

 

The fields that can be configured for MPT Instance are described below: 

Parameter Description 

Name  Enter the MPT instance name here. 

Priority Select the instance priority here. 

Hello Time Enter the bridge Hello Time value here. This value must be between 1 and 2 
seconds. By default, this value is 2 seconds. This is the interval between two 
transmissions of BPDU packets sent by the Root Bridge to tell all other switches 
that it is indeed the Root Bridge. This field will only appear here when STP or 
RSTP is selected for the STP version. For MSTP, the Hello Time must be set on 
a port per-port basis. 

Forward Time Enter the bridge Forwarding Time value here. This value must be between 4 and 
30 seconds. By default, this value is 15 seconds. Every port on the Switch 
spends this time in the Listening state while moving from the Blocking state to 
the Forwarding state. 

Max Age Enter the bridge Maximum Age value here. This value must be between 6 and 
40 seconds. By default, this value is 20 seconds. The Maximum Age value may 
be set to ensure that old information does not endlessly circulate through 
redundant paths in the network, preventing the effective propagation of the new 
information. Set by the Root Bridge, this value will aid in determining that the 
Switch has spanning tree configuration values consistent with other devices on 
the bridged LAN. 

Click the Apply button to accept the changes made and click Back to return to the STP Global Setting window. 

 

STP Port Settings  

This window is used to display and configure the STP port settings. 
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To view the following window, click L2 Features > STP > STP Port Settings, as shown below: 

 

Figure 5-48 STP Port Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the range of ports that will be used for this configuration here. 

Cost Enter the cost value here. This value must be between 1 and 200000000. This 
value defines a metric that indicates the relative cost of forwarding packets to 
the specified port list. Port cost can be set automatically or as a metric value. 
The default value is 0 (auto). Setting 0 for the external cost will automatically 
set the speed for forwarding packets to the specified port(s) in the list for 
optimal efficiency. The default port cost for a 100Mbps port is 200000, a Gigabit 
port is 20000, and a 10 Gigabit port is 2000. The lower the number, the greater 
the probability the port will be chosen to forward packets. 

State Select to enable or disable the STP port state. 

Guard Root Select to enable or disable the Guard Root function. 

Link Type Select the Link Type option here. Options to choose from are Auto, P2P, and 
Shared. A full-duplex port is considered to have a Point-to-Point (P2P) 
connection. Alternatively, a half-duplex port is considered to have a Shared 
connection. The port cannot transit into the forwarding state rapidly by setting 
the link type to Shared. By default this option is Auto. 

Port Fast Select the Port Fast option here. Options to choose from are Network, 
Disabled, and Edge. 

¶ In the Network mode the port will remain in the non-port-fast state for 
three seconds. The port will change to the port-fast state if no BPDU is 
received and changes to the forwarding state. If the port received the 
BPDU later, it will change to the non-port-fast state. 
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Parameter Description 

¶ In the Disabled mode, the port will always be in the non-port-fast state. It 
will always wait for the forward-time delay to change to the forwarding 
state. 

¶ In the Edge mode, the port will directly change to the spanning-tree 
forwarding state when a link-up occurs without waiting for the forward-time 
delay. If the interface receives a BPDU later, its operation state changes to 
the non-port-fast state. 

By default, this option is Network. 

TCN Filter Select to enable or disable the TCN Filter option. When a port is set to the TCN 
filter mode, the TC event received by the port will be ignored. By default, this 
option is Disabled. 

BPDU Forward Select to enable or disable BPDU forwarding. If enabled, the received STP 
BPDU will be forwarded to all VLAN member ports in the untagged form. By 
default, this option is Disabled. 

Priority Select the priority value here. Options to choose from are 0 to 240. By default 
this option is 128. A lower value has higher priority. 

Hello Time Enter the hello time value here. This value must be between 1 and 2 seconds. 
This value specifies the interval that a designated port will wait between the 
periodic transmissions of each configuration message. 

Loop Guard Select to enable or disable the Loop Guard feature on the specified port(s) 
here. 

The STP Loop Guard feature provides additional protection against Layer 2 
forwarding loops (STP loops). An STP loop is created when an STP blocking 
port in a redundant topology erroneously transitions to the Forwarding state. 
This usually happens because one of the ports in a physically redundant 
topology (not necessarily the STP blocking port) no longer receives STP 
BPDUs. In its operation, STP relies on continuous reception or transmission of 
BPDUs based on the port role. The designated port transmits BPDUs, and the 
non-designated port receives BPDUs. 

When one of the ports in a physically redundant topology no longer receives 
BPDUs, the STP considers the topology to be loop free. Eventually, an 
alternate port that was previously a Blocking or Backup port becomes 
Designated and moves to a Forwarding state. This situation creates a loop. 

MPT instance ID Select MPT instance ID here. 

Click the Apply button to accept the changes made. 

 

MST Configuration Identification  

This window is used to display and configure the MST configuration identification settings. These settings will uniquely 
identify an MSTI configured on the Switch. The Switch initially possesses one Common Internal Spanning Tree (CIST) 
of which the user may modify the parameters for but cannot change or delete the MSTI ID. 
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To view the following window, click L2 Features > STP > MST Configuration Identification, as shown below: 

 

Figure 5-49 MST Configuration Identification Window 

 

The fields that can be configured for MST Configuration Identification are described below: 

Parameter Description 

Configuration Name Enter the MST. This name uniquely identifies the MSTI (Multiple Spanning Tree 
Instance). If a Configuration Name is not set, this field will show the MAC 
address to the device running MSTP. 

Revision Level Enter the revision level value here. This value must be between 0 and 65535. 
By default, this value is 0. This value, along with the Configuration Name, 
identifies the MSTP region configured on the Switch. 

Click the Apply button to accept the changes made. 

 

In the Private VLAN Synchronize section, the user can click the Apply button to synchronize the private VLANs. 

 

The fields that can be configured for Instance ID Settings are described below: 

Parameter Description 

Instance ID Enter the instance ID here. This value must be between 1 and 64. 

Action Select the action that will be taken here. Options to choose from are Add VID 
and Remove VID.  

VID List Enter the VID list value here. This field is used to specify the VID range from 
configured VLANs set on the Switch. Use ñ-ñ to specify a range of VIDs and ñ,ò 
to separate multiple VIDs. For example, 6,8-10. 

Click the Apply button to accept the changes made. 

Click the Edit button to re-configure the specific entry. 

Click the Delete button to remove the specific entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 
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STP Instance  

This window is used to display and configure the STP instance settings. 

To view the following window, click L2 Features > STP > STP Instance, as shown below: 

 

Figure 5-50 STP Instance Window 

 

The fields that can be configured are described below: 

Parameter Description 

Instance Priority After clicking the Edit button, enter the Instance Priority value here. The range 
is from 0 to 61440. 

Click the Edit button to re-configure the specific entry. 

Click the Apply button to accept the changes made. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

MSTP Port Information  

This window is used to display and configure the MSTP port information settings. 

To view the following window, click L2 Features > STP > MSTP Port Information, as shown below: 

 

Figure 5-51 MSTP Port Information Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this display here. 
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Parameter Description 

Port Select the port number that will be cleared here. This option is only available 
when stacking is enabled. 

Cost After clicking the Edit button, enter the cost value here. This value must be 
between 1 and 200000000.  

Priority After clicking the Edit button, select the priority value here. Options to choose 
from are 0 to 240. A lower value has higher priority. 

Click the Clear Detected Protocol button to clear the detected protocol settings for the port selected. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Edit button to re-configure the specific entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

ERPS (G.8032)  

Ethernet Ring Protection Switching (ERPS) (ITU-T G.8032) integrates mature Ethernet Operations, Administration, 
and Maintenance (OAM) functions and a simple Automatic Protection Switching (APS) protocol to provide sub-50ms 
protection for Ethernet traffic in a ring topology. It ensures that there are no loops formed at the Ethernet layer.  

One link within a ring will be blocked to avoid a Loop (RPL, Ring Protection Link). When the failure happens, 
protection switching blocks the failed link and unblocks the RPL. When the failure clears, protection switching blocks 
the RPL again and unblocks the link on which the failure is cleared. 

ERPS  

This window is used to display and configure the Ethernet Ring Protection Switching (ERPS) settings. STP and 
Loopback Detection (LBD) should be disabled on the ring ports before enabling ERPS. The ERPS cannot be enabled 
before the R-APS VLAN ring ports, RPL port, and RPL owner are configured. 

 

 

NOTE: Be aware that changing the ERPS version will lead to the restart of the running protocol. 

 

To view the following window, click L2 Features > ERPS (G.8032) > ERPS, as shown below: 

 

Figure 5-52 ERPS Window 
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More information about the ERPS Version Settings: 

Parameter Description 

ERPS Version G.8032v2 provides the following functions: 

¶ Supports multi-instance in a physical ring. 

¶ Supports operation commands: manual, force, and clear. 

¶ Supports to configure the sending of the R-APS PDU destination address 
with the RING-ID of the physical ring. 

If Ethernet ring nodes running ITU-T G.8032v1 and ITU-T G.8032v2 co-exist on 
an Ethernet ring, the following configurations should be made on the G.8032v2 
device: 

¶ All physical ring IDs must have the default value of 1. 

¶ The major ring instance and sub-ring instance of the interconnection node 
must have different R-APS VLAN IDs. 

¶ Manual switch or force switch command must not exist. 

¶ The physical ring must have only one instance. 

The fields that can be configured in ERPS Global Settings are described below: 

Parameter Description 

ERPS Trap State Enable or disable trap function for ERPS events. 

 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in Ethernet Ring G.8032 are described below: 

Parameter Description 

Ring Name Enter the Ethernet Ring Protection (ERP) instance name here. This name can 
be up to 32 characters long. 

Click the Apply button to create an ITU-T G.8032 ERP physical ring. 

Click the Edit Ring button to modify an ITU-T G.8032 ERP physical ring. 

Click the Show Detail button to view the ITU-T G.8032 ERP physical ring status information. 

Click the Delete button to delete the specified ITU-T G.8032 ERP physical ring. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

After click the Edit Ring button, the following window will appear. 

 

Figure 5-53 ERPS (Edit Ring) Window 
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The fields that can be configured are described below: 

Parameter Description 

Instance ID Select the checkbox and enter the ERP instance number here. This value must 
be between 1 and 32. Select the Specify radio button to configure this 
parameter as normal. Select the None radio button to revert this parameter to 
the default setting. 

Sub Ring Name Select the checkbox and enter the physical ringôs sub-ring name here. This 
name can be up to 32 characters long. Select the Specify radio button to 
configure this parameter as normal. Select the None radio button to revert this 
parameter to the default setting. 

Port0 Select the checkbox and then select the Switch unit ID and the port number 
that will be the first ring port of the physical ring. Select the Specify radio button 
to configure this parameter as normal. Select the None radio button to revert 
this parameter to the default setting. 

Port1 Select the checkbox and then select the Switch unit ID and the port number 
that will be the second ring port of the physical ring. Select the None option, 
from the drop-down menu, specifies that the inter-connected node is a local 
node endpoint of an open ring. Select the Specify radio button to configure this 
parameter as normal. Select the None radio button to revert this parameter to 
the default setting. 

Ring ID Select the checkbox and enter the ring ID here. The range is from 1 to 239. 

Select the Specify radio button to configure this parameter as normal. Select 
the None radio button to revert this parameter to the default setting. 

Ring Type Select the checkbox and then select the ring type here. Options to choose from 
are Major Ring and Sub Ring. 

Click the Back button to discard the changes made and return to the previous window. 

Click the Apply button to accept the changes made. 
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After click the Show Detail button, the following window will appear. 

 

Figure 5-54 ERPS (View Detail) Window 

 

Click the Back button to return to the previous window. 

 

After selecting the ERPS Brief tabs option, at the top of the page, the following page will be available. 

 

Figure 5-55 ERPS (ERPS Brief) Window 

 

Click the Edit Instance button to configure the ERP instance. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 



DMS-3130 Series Multi-Gigabit L3 Stackable Managed Switch Web UI Reference Guide 

157 

 

 

After click the Edit Instance button, the following window will appear. 

 

Figure 5-56 ERPS (ERPS Brief, Edit Instance) Window 

 

The fields that can be configured are described below: 

Parameter Description 

Description Select the checkbox and enter the ERP instance description here. This 
description can be up to 64 characters long. Select the Specify radio button to 
configure this parameter as normal. Select the None radio button to revert this 
parameter to the default setting. 

R-APS Channel VLAN Select the checkbox and enter the R-APS channel VLAN ID for the ERP 
instance here. The APS channel VLAN of a sub-ring instance is also the virtual 
channel of the sub-ring. This value must be between 1 and 4094. Select the 
Specify radio button to configure this parameter as per normal. Select the 
None radio button to revert this parameter to the default setting. 

Inclusion VLAN List Select the checkbox and enter the inclusion VLAN list here. A range is 
identified when a hyphen (-) is used. For example VLANs 1 to 5 can be entered 
as 1-5. A list is identified when commas (,) are used. For example, use VLANs 
1,3,5. The VLANs specified here will be protected by the ERP mechanism. 
Select the Specify radio button to configure this parameter as normal. Select 
the None radio button to revert this parameter to the default setting. 

MEL Select the checkbox and enter the ring MEL value of the ERP instance here. 
This value must be between 0 and 7. The configured MEL value of all ring 
nodes that participate in the same ERP instance should be identical. Select the 
Specify radio button to configure this parameter as normal. Select the None 
radio button to revert this parameter to the default setting. 

Profile Name Select the checkbox and enter the G.8032 profile name here that will be 
associated with this ERP instance. Multiple ERP instances can be associated 
with the same G.8032 profile. The instances associated with the same profile 
protect the same set of VLANs, or the VLANs protected by one instance are a 
subset of LANs protected by another instance. This name can be up to 32 
characters long. Select the Specify radio button to configure this parameter as 
normal. Select the None radio button to revert this parameter to the default 
setting. 

RPL Port Select the checkbox and then select the RPL port option here. Options to 
choose from are Port0 and Port1. The option selected will be configured as the 
RPL port. 
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Parameter Description 

RPL Role Select the checkbox and then select whether this node is the RPL owner or 
neighbor. Options to choose from are Owner and Neighbor. Select the Specify 
radio button to configure this parameter as normal. Select the None radio 
button to revert this parameter to the default setting. 

Activate Select the checkbox and then select whether or not to active this ERP instance. 
Options to choose from are Enabled and Disabled. Enabling this option will 
active this ERP instance. 

Sub Ring Instance Select the checkbox and enter the identifier of the ERP instance here. This is 
used to specify the sub-ring instance of a physical ring instance. The range is 
from 1 to 32. Select the Specify radio button to configure this parameter as 
normal. Select the None radio button to revert this parameter to the default 
setting. 

Force Ring Port Block Select the checkbox and select the ERP instance port that will be blocked here. 
This forcibly blocks an instance port immediately after force is configured, 
irrespective of whether link failures have occurred. Options to choose from are 
Port0 and Port1. 

Manual Ring Port Block Select the checkbox and select the ERP instance port that will be blocked here. 
This forcibly blocks a port on which MS is configured when link failures and FS 
conditions are absent. Options to choose from are Port0 and Port1. 

Click the Back button to discard the changes made and return to the previous window. 

Click the Apply button to accept the changes made. 

Click the Clear button to clear the forced or manual configuration associated with this entry. 

 

ERPS Profile  

This window is used to display and configure the Ethernet Ring G.8032 Profile settings. 

To view the following window, click L2 Features > ERPS (G.8032) > ERPS Profile, as shown below: 

 

Figure 5-57 ERPS Profile Window 

 

The fields that can be configured are described below: 

Parameter Description 

Profile Name Enter the G.8032 profile name here. This name can be up to 32 characters 
long. Multiple ERP instances can be associated with the same G.8032 profile. 
The instances associated with the same profile protect the same set of VLANs, 
or the VLANs protected by one instance are a subset of LANs protected by 
another instance. 

Click the Apply button to associate the G.8032 profile with the ERP instance created. 



DMS-3130 Series Multi-Gigabit L3 Stackable Managed Switch Web UI Reference Guide 

159 

 

 

Click the Edit button to modify the specified G.8032 profile. 

Click the Delete button to disassociate the G.8032 profile. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

After click the Edit button, the following window will appear. 

 

Figure 5-58 ERPS Profile (Edit) Window 

 

The fields that can be configured are described below: 

Parameter Description 

TCN Propagation Select the checkbox and then select the TCN propagation state. Options to 
choose from are Enable and Disabled. This function is used to enable the 
propagation of the topology change notifications from the sub-ERP instance to 
the major instance. 

Revertive Select the checkbox and then select the revertive state. Options to choose from 
are Enable and Disabled. This function is used to revert back to the working 
transport entity, for example, when the RPL is blocked. 

Guard Timer Select the checkbox and enter the guard timer value here. This value must be 
between 10 and 2000 milliseconds. By default, this value is 500 milliseconds. 

Hold-Off Timer Select the checkbox and enter hold-off timer value here. This value must be 
between 0 and 10 seconds. By default, this value is 0 seconds. 

WTR Timer Select the checkbox and enter the Wait To Restore (WTR) timer value here. 
This value must be between 1 and 12 minutes. By default, this value is 5 
minutes. 

Click the Back button to discard the changes made and return to the previous window. 

Click the Apply button to accept the changes made. 

 

Loopback Detection  

The Loopback Detection (LBD) function is used to detect the loop created by a specific port. This feature is used to 
temporarily shut down a port on the Switch when a CTP (Configuration Testing Protocol) packet has been looped 
back to the Switch. When the Switch detects CTP packets received from a port or a VLAN, this signifies a loop on the 
network. The Switch will automatically block the port or the VLAN and send an alert to the administrator. The 
Loopback Detection port will restart (change to normal state) when the Loopback Detection Recover Time times out. 
The Loopback Detection function can be implemented on a range of ports at a time. The user may enable or disable 
this function using the drop-down menu. 
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To view the following window, click L2 Features > Loopback Detection, as shown below: 

 

Figure 5-59 Loopback Detection Window 

 

The fields that can be configured in Loopback Detection Global Settings are described below: 

Parameter Description 

Loopback 
Detection State 

Select to enable or disable loopback detection. The default is Disabled. 

Mode Select the loopback detection mode. Options to choose from are Port-based and VLAN-
based. 

Enabled VLAN 
ID List 

Enter the VLAN ID for loop detection. Use ñ-ñ to specify a range of VIDs and ñ,ò to separate 
multiple VIDs. 

Interval Enter the interval in seconds that the device will use to transmit Configuration Test Protocol 
(CTP) packets to detect a loopback event. The valid range is from 1 to 32767 seconds. The 
default setting is 10 seconds. 

Trap State Select to enable or disable the loopback detection trap state. 

Action Mode Select the action mode here. Option to choose from are: 

¶ Shutdown - Specifies to shut down the port in the port-based mode or block traffic on 
the specific VLAN in the VLAN-based mode when a loop has been detected. 

¶ None - Specifies not to shut down the port in the port-based mode or block traffic on 
the specific VLAN in the VLAN-based mode when a loop has been detected. 

Address Type Select the address type here. Options to choose from are Multicast and Broadcast. 

NOTE: You can configure errdisable trap and recovery settings in System > Port Configuration > Error 
Disable Settings. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in Loopback Detection Port Settings are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 
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Parameter Description 

From Port - To Port Select the appropriate port range used for the configuration here. 

State Select this option to enable or disable the state of the port. 

Click the Apply button to accept the changes made. 

 

Link Aggregation  

Understanding Port Trunk Groups 

Port trunk groups are used to combine a number of ports together to make a single high-bandwidth data pipeline. The 
Switch supports up to 32 port trunk groups with up to 8 ports in each group. 

 

 

Figure 5-60 Example of Port Trunk Group 

 

The Switch treats all ports in a trunk group as a single port. Data transmitted to a specific host (destination address) 
will always be transmitted over the same port in a trunk group. This allows packets in a data stream to arrive in the 
same order they were sent. 

Link aggregation allows several ports to be grouped together and to act as a single link. This results in a bandwidth 
that is a multiple of a single link's bandwidth. 

Link aggregation is most commonly used to link bandwidth intensive network devices, such as servers, to the 
backbone of a network. 

The Switch allows the creation of up to 32 link aggregation groups, each group consisting of up to 8 links (ports). Each 
port can only belong to a single link aggregation group. 

Load balancing is automatically applied to the ports in the aggregated group, and a link failure within the group causes 
the network traffic to be directed to the remaining links in the group. 
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The Spanning Tree Protocol will treat a link aggregation group as a single link. If two redundant link aggregation 
groups are configured on the Switch, STP will block one entire group; in the same way STP will block a single port that 
has a redundant link. 

 

 

NOTE: If any ports within the trunk group become disconnected, packets intended for the 
disconnected port will be load shared among the other linked ports of the link aggregation 
group. 

 

This window is used to display and configure the link aggregation settings.  

To view the following window, click L2 Features > Link Aggregation, as shown below: 

 

Figure 5-61 Link Aggregation Window 

 

The fields that can be configured for Link Aggregation are described below: 

Parameter Description 

System Priority Enter the system priority value used here. This value must be between 1 and 
65535. By default, this value is 32768. The system priority determines which 
ports can join a port-channel and which ports are put in the stand-alone mode. 
The lower value has a higher priority. If two or more ports have the same 
priority, the port number determines the priority. 

Load Balance Algorithm Select the load balancing algorithm that will be used here. Options to choose 
from are Source MAC, Destination MAC, Source Destination MAC, Source 
IP, Destination IP, Source Destination IP, Source L4 Port, Destination L4 
Port, and Source Destination L4 Port. By default, this option is Source 
Destination MAC.  

Click the Apply button to accept the changes made. 

 

The fields that can be configured for Channel Group Information are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the list of ports that will be associated with this configuration here. 

Group ID Enter the channel group number here. This value must be between 1 and 32. 
The system will automatically create the port-channel when a physical port first 
joins a channel group. An interface can only join one channel-group. 
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Parameter Description 

Mode Select the mode option here. Options to choose from are On, Active, and 
Passive. If the mode On is specified, the channel group type is static. If the 
mode Active or Passive is specified, the channel group type is LACP. A 
channel group can only consist of either static members or LACP members. 
Once the type of channel group has been determined, other types of interfaces 
cannot join the channel group. 

Click the Add button to add a new channel group. 

Click the Delete Member Port button, to delete the member port(s) specified from the group. 

Click the Delete Channel button to delete the specified channel group. 

Click the Show Detail button to view more detailed information about the channel. 

 

After clicking the Show Detail button, the following page will be available. 

 

Figure 5-62 Link Aggregation (Show Detail) Window 

 

The fields that can be configured are described below: 

Parameter Description 

Description Enter the description for the port channel here. This string can be up to 64 
characters long. 

Click the Apply button to accept the changes made. 

Click the Delete Description button to delete the description for the port channel. 

Click the Edit button to re-configure the specific entry. 
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Click the Back button to return to the previous page. 

 

L2 Protocol Tunnel  

This window is used to display and configure the Layer 2 protocol tunnel settings. 

To view the following window, click L2 Features > L2 Protocol Tunnel, as shown below: 

 

Figure 5-63 L2 Protocol Tunnel (L2 Protocol Tunnel Global Setting) Window 

 

The fields that can be configured are described below: 

Parameter Description 

CoS for Encapsulated 
Packets 

Select the CoS value for encapsulated packets here. This value is between 0 
and 7. Select the Default option to use the default value. 

Drop Threshold Enter the drop threshold value here. This value must be between 100 and 
20000. By default, this value is 0. The tunneling of the Layer 2 protocol packets 
will consume CPU processing power in encapsulating, decapsulating, and 
forwarding of the packet. Use this option to restrict the CPU processing 
bandwidth consumed by specifying a threshold on the number of all Layer 2 
protocol packets that can be processed by the system. When the maximum 
number of packets is exceeded, the excessive protocol packets are dropped. 
Select the Default option to use the default value. 

Action Select the action that will be taken here. Options to choose from are Add and 
Delete. This is used to add or delete an L2PT tunneling multicast address to or 
from the specified protocol. 

Tunneled Protocol Select the tunneled protocol here. Options to choose from are: 
ɾ GVRP - Specifies that GVRP packets will be tunneled to the configured 

address. 
ɾ STP - Specifies that STP packets will be tunneled to the configured address. 

ɾ MAC - Specifies that protocol packets with the specified destination address 

will be tunneled to the configured address. 
ɾ All - Specifies that all packets will be tunneled to the configured address. 

Protocol MAC After selecting the MAC option as the Tunneled Protocol, select the 
destination address that will be tunneled to the configured address here. 
Options to choose from are 01-00-0C-CC-CC-CC and 01-00-0C-CC-CC-CD. 

MAC Address Enter the MAC address which the specified protocol will be tunneled to here. 
This MAC address should not be an address reserved or used by other 
protocols. 

Click the Apply button to accept the changes made. 
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After selecting the L2 Protocol Tunnel Port Settings tab option, at the top of the page, the following page will be 
available. 

 

Figure 5-64 L2 Protocol Tunnel (L2 Protocol Tunnel Port Setting) Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is only 
available when stacking is enabled. 

From Port - To 
Port 

Select the range of ports that will be used for this configuration here. 

Action Select Add to add a new entry based in the information entered. 

Select Delete to delete an entry based in the information entered. 

Type Select the type option here. Options to choose from are None, Shutdown, and Drop.  

Tunneled 
Protocol 

Select the tunneled protocol option here. Options to choose from are GVRP, STP, 
Protocol MAC, and All.  

Protocol MAC After selecting the Protocol MAC option as the Tunneled Protocol, the following option 
will be available. Select the protocol MAC option here. Options to choose from are 01-00-
0C-CC-CC-CC and 01-00-0C-CC-CC-CD.  

Threshold After selecting the Shutdown or Drop option in the Type field and Add in the Action field, 
the following parameter will be available. Enter the threshold value here. This value must 
be between 1 and 4096.  

You can configure errdisable trap and recovery settings in System > Port Configuration > Error Disable 
Settings. 

Click the Apply button to accept the changes made. 

Click the Clear All button to clear all the counter information. 

Click the Clear button to clear all the counter information of the specific entry. 

 

L2 Multicast Control  

IGMP Snooping  

Internet Group Management Protocol (IGMP) snooping allows the Switch to recognize IGMP queries and reports sent 
between network stations or devices and an IGMP host. 
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IGMP Snooping Settings  

In order to use IGMP Snooping it must first be enabled for the entire Switch under IGMP Global Settings at the top of 
the window. You may then fine-tune the settings for each VLAN by clicking the corresponding Edit button. When 
enabled for IGMP snooping, the Switch can open or close a port to a specific multicast group member based on IGMP 
messages sent from the device to the IGMP host or vice versa. The Switch monitors IGMP messages and 
discontinues forwarding multicast packets when there are no longer hosts requesting that they continue. 

To view the following window, click L2 Features > L2 Multicast Control > IGMP Snooping > IGMP Snooping 
Settings, as shown below: 

 

Figure 5-65 IGMP Snooping Settings Window 

 

The fields that can be configured in Global Settings are described below: 

Parameter Description 

Global State Select this option to globally enable or disable IGMP snooping. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in VLAN Status Settings are described below: 

Parameter Description 

VID Enter a single VLAN ID from 1 to 4094 and select to enable or disable IGMP 
snooping on the VLAN. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in IGMP Snooping Table are described below: 

Parameter Description 

VID Enter a VLAN ID from 1 to 4094. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Show All button to view all the entries. 

Click the Show Detail button to see the detail information of the specific VLAN. 

Click the Edit button to re-configure the specific entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 
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After clicking the Show Detail button, the following window will appear. 

 

Figure 5-66 IGMP Snooping Settings (Show Detail) Window 

 

The window displays the detail information about IGMP snooping VLAN. 

Click the Modify button to edit the information in the following window. 

 

After clicking the Modify or Edit button in IGMP Snooping Settings window, the following window will appear. 

 

Figure 5-67 IGMP Snooping Settings (Modify, Edit) Window 
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The fields that can be configured are described below: 

Parameter Description 

Minimum Version Select the minimum IGMP host version that is allowed on the VLAN. Options to 
choose from are 1, 2, and 3. 

Fast Leave Select this option to enable or disable the IGMP snooping Fast Leave function. 
If enabled, the membership is immediately removed when the system receives 
the IGMP leave message. 

Report Suppression Select this option to enable or disable the report suppression. The report 
suppression function only works for IGMPv1 and IGMPv2 traffic. When report 
suppression is enabled, the Switch suppresses the duplicate reports sent by 
hosts. The suppression for the same group report or leave will continue until the 
suppression time expires. For report or leave messages to the same group, 
only one report or leave message is forwarded. The remaining report and leave 
messages are suppressed. 

Suppression Time Enter the interval of suppressing duplicate IGMP reports or leaves. The range 
is from 1 to 300. 

Querier State Select this option to enable or disable the querier state. 

Query Version Select the general query packet version sent by the IGMP snooping querier. 
Options to choose from are 1, 2, and 3. 

Query Interval Enter the interval at which the IGMP snooping querier sends IGMP general 
query messages periodically. The range is from 1 to 31744. 

Max Response Time Enter the maximum response time, in seconds, advertised in IGMP snooping 
queries. The range is from 1 to 25. 

Robustness Value Enter the robustness variable used in IGMP snooping. The range is from 1 to 7. 

Last Member Query Interval Enter the interval at which the IGMP snooping querier sends IGMP group-
specific or group-source-specific (channel) query messages. The range is from 
1 to 25. 

Proxy Reporting Select this option to enable or disable the proxy-reporting function. 

Source Address Enter the source IP of proxy reporting. This is available when Enabled is 
selected in Proxy Reporting. 

Rate Limit Enter the rate limit value here. The range is from 1 to 1000. Tick the No Limit 
option to apply no rate limit on this profile. 

Ignore Topology Change Select to enable or disable the Ignore Topology Change feature here. 

Click the Apply button to accept the changes made. 
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IGMP Snooping AAA Settings  

This window is used to display and configure the IGMP snooping AAA settings.To view the following window, click L2 
Features > L2 Multicast Control > IGMP Snooping > IGMP Snooping AAA Settings, as shown below:  

 

Figure 5-68 IGMP Snooping AAA Settings Window, accounting 

 

The fields that can be configured in IGMP Snooping AAA Settings are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the range of ports that will be used for this configuration here. 

Authentication Select to enable or disable authentication here. This is used to enable or 
disable the authentication function for IGMP join messages. When enabled and 
the client wants to join a group, the system will perform authentication first. 

Accounting Select to enable or disable accounting here. This is used to enable or disable 
the accounting function for IGMP join messages. When enabled and the client 
wants to join a group, the system will perform accounting first. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in IGMP Snooping AAA Table are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this display here. 

From Port - To Port Select the range of ports that will be used for this display here. 

Click the Find button to generate the display based on the selections made. 

Click the Show All button to display all the available entries. 

 

IGMP Snooping Groups Settings  

This window is used to display and configure the IGMP snooping static group, and view IGMP snooping group. 
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To view the following window, click L2 Features > L2 Multicast Control > IGMP Snooping > IGMP Snooping 
Groups Settings, as shown below: 

 

Figure 5-69 IGMP Snooping Groups Settings Window 

 

The fields that can be configured in IGMP Snooping Static Groups Settings are described below: 

Parameter Description 

VID Enter a VLAN ID of the multicast group. The range is from 1 to 4094. 

Group Address Enter an IP multicast group address. Valid address range is from 224.0.0.0 to 
239.255.255.255. 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the appropriate port range used for the configuration here. 

VID Click the radio button and enter a VLAN ID of the multicast group. The range is 
from 1 to 4094. 

Group Address Click the radio button and enter an IP multicast group address. 

Click the Apply button to accept the changes made. 

Click the Delete button to remove the specified entry. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Show All button to view all the entries. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

The fields that can be configured in IGMP Snooping Groups Table are described below: 

Parameter Description 

VID Click the radio button and enter a VLAN ID of the multicast group. The range is 
from 1 to 4094. 

Group Address Click the radio button and enter an IP multicast group address. 

Detail Select this option to display the IGMP group detail information. 
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Click the Find button to locate a specific entry based on the information entered. Click the Show All button to view all 
the entries. 

IGMP Snooping Filter Settings  

This window is used to display and configure the IGMP snooping filtering. 

To view the following window, click L2 Features > L2 Multicast Control > IGMP Snooping > IGMP Snooping Filter 
Settings as shown below: 

 

Figure 5-70 IGMP Snooping Filter Settings Window 

The fields that can be configured in IGMP Snooping Rate Limit Settings are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the appropriate port range used for the configuration here. 

Limit Number Enter the limit number here. This is to configure the rate of IGMP control 
packets that the Switch can process on a specific interface (1-1000). Select No 
Limit to not restrict this value. 

Action Select VLAN or Port to force the restriction based on the specify VLAN ID or 
port range. If VLAN is selected, enter the VLAN ID in VID. If Port is selected, 
select the above port range. 

VID Enter the VLAN ID here. This is the Layer 2 VLAN on a trunk port and applies 
the filter to packets that arrive on that VLAN. The range is from 1 to 4094. This 
is only available if the VLAN option was selected as the action. 

The fields that can be configured in IGMP Snooping Limit Settings are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the appropriate port range used for the configuration here. 

Limit Number Set a limit for the number of multicast groups (1-1024). Select No Limit to not 
restrict this value. 
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Parameter Description 

Exceed Action Select Drop, Default, or Replace when the the number of IGMP multicast 
groups exceeds the above limit to specify the action for handling newly learned 
groups. 

Options to choose from are Default, Drop and Replace. 

¶ Default - Specifies that the default action will be taken. 

¶ Drop - Specifies that the new group will be dropped. 

¶ Replace - Specifies that the new group will replace the oldest group. Also 
enter the VLAN ID in VID when Replace is selected.  

Except ACL Name Enter the standard IP access list name here. The group (*,G) permitted by the 
access list will be excluded from the limit. To permit a group (*,G), specify ñanyò 
in the source address field and G in the destination address field of the access 
list entry. This name can be up to 32 characters long. Alternatively, click the 
Please Select button to find and select any of the exiting access lists 
configured on this Switch to be used in this configuration. 

VID Enter the Layer 2 VLAN ID on a trunk port here. This applies the filter to 
packets that arrive on that VLAN. The range is from 1 to 4094. 

Click Apply to save your changes. Or click Delete to delete a VLAN ID of the entered information of the above fields.  

The fields that can be configured in Access Group Settings are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the appropriate port range used for the access group configuration here. 
The Access Group allows you to define different IGMP snooping limit settings 
for a port that belongs to multiple VLANs or Access Control List. 

Action Select Add or Delete to add or delete the entered information of an access 
group. 

ACL Name Enter the standard IP access list name here if Add is selected in the Action 
field. This name can be up to 32 characters long. Alternatively, click the Please 
Select button to find and select any of the exiting access lists configured on this 
Switch to be used in this configuration. 

VID Enter the VLAN ID used for this configuration here. The range is from 1 to 
4094.  

The fields that can be configured in IGMP Snooping Filter Table are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is only 
available when stacking is enabled. 

From Port - To 
Port 

Select the appropriate port range used for display here. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Show All button to view all the entries. 

Click Show Detail to view detail information of a specific entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 
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IGMP Snooping Mrouter Settings  

This window is used to display and configure the IGMP Snooping Mrouter settings. 

To view the following window, click L2 Features > L2 Multicast Control > IGMP Snooping > IGMP Snooping 
Mrouter Settings, as shown below:

 

Figure 5-71 IGMP Snooping Mrouter Settings Window 

 

The fields that can be configured in IGMP Snooping Mrouter Settings are described below: 

Parameter Description 

VID Enter the VLAN ID used here. The range is from 1 to 4094. 

Configuration Select the port configuration. Options to choose from are Port, and Forbidden 
Port. 

¶ Port - Select to have the configured ports to be static multicast router 
ports. 

¶ Forbidden Port - Select to have the configured ports not to be multicast 
router ports. 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the appropriate port range used for the configuration here. 

Click the Apply button to accept the changes made. 

Click the Delete button to remove the specified entry. 

 

The fields that can be configured in IGMP Snooping Mrouter Table are described below: 

Parameter Description 

VID Enter the VLAN ID used here. The range is from 1 to 4094. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Show All button to view all the entries. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

IGMP Snooping Statistics Settings  

This window is used to view and clear the IGMP snooping related statistics. 
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To view the following window, click L2 Features > L2 Multicast Control > IGMP Snooping > IGMP Snooping 
Statistics Settings, as shown below: 

 

Figure 5-72 IGMP Snooping Statistics Settings Window 

 

The fields that can be configured in IGMP Snooping Statistics Settings are described below: 

Parameter Description 

Statistics Select the interface here. Options to choose from are All, VLAN, and Port. 

VID Enter a VLAN ID between 1 and 4094. This is available when VLAN is selected 
in the Statistics drop-down list. 

Unit Select the Switch unit that will be used for this configuration here. This is 
available when Port is selected in the Statistics drop-down list and stacking is 
enabled. 

From Port - To Port Select the appropriate port range used for the configuration here. This is 
available when Port is selected in the Statistics drop-down list. 

Click the Clear button to clear the IGMP snooping related statistics. 

 

The fields that can be configured in IGMP Snooping Statistics Table are described below: 

Parameter Description 

Find Type Select the interface type. Options to choose from are VLAN and Port. 

VID Enter a VLAN ID between 1 and 4094. This is available when VLAN is selected 
in the Find Type drop-down list. 

Unit Select the Switch unit that will be used for this configuration here. This is 
available when Port is selected in the Find Type drop-down list. 

From Port - To Port Select the appropriate port range used for the configuration here. This is 
available when Port is selected in the Find Type drop-down list. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Show All button to view all the entries. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 
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MLD Snooping  

Multicast Listener Discovery (MLD) Snooping is an IPv6 function used similarly to IGMP snooping in IPv4. It is used to 
discover ports on a VLAN that are requesting multicast data. Instead of flooding all ports on a selected VLAN with 
multicast traffic, MLD snooping will only forward multicast data to ports that wish to receive this data through the use 
of queries and reports produced by the requesting ports and the source of the multicast traffic. 

MLD snooping is accomplished through the examination of the layer 3 part of an MLD control packet transferred 
between end nodes and a MLD router. When the Switch discovers that this route is requesting multicast traffic, it adds 
the port directly attached to it into the correct IPv6 multicast table and begins the process of forwarding multicast traffic 
to that port. This entry in the multicast routing table records the port, the VLAN ID, and the associated multicast IPv6 
multicast group address, and then considers this port to be an active listening port. The active listening ports are the 
only ones to receive multicast group data. 

 

MLD Control Messages 

These types of messages are transferred between devices using MLD snooping. These messages are all defined by 
four ICMPv6 packet headers, labeled 130, 131, 132, and 143. 

¶ Multicast Listener Query - Similar to the IGMPv2 Host Membership Query for IPv4, and labeled as 130 in the 
ICMPv6 packet header, this message is sent by the router to ask if any link is requesting multicast data. There 
are two types of MLD query messages emitted by the router: the General Query, which is used to advertise all 
multicast addresses that are ready to send multicast data to all listening ports, and the Multicast Specific query, 
which is used to advertise a specific multicast address that is also ready. These two types of messages are 
distinguished by a multicast destination address located in the IPv6 header and a multicast address in the 
Multicast Listener Query Message. 

¶ Multicast Listener Report, Version 1 - Comparable to the Host Membership Report in IGMPv2, and labeled 
as 131 in the ICMP packet header, this message is sent by the listening port to the Switch stating that it is 
interested in receiving multicast data from a multicast address in response to the Multicast Listener Query 
message. 

¶ Multicast Listener Done - Similar to the Leave Group Message in IGMPv2, and labeled as 132 in the ICMPv6 
packet header, this message is sent by the multicast listening port stating that it is no longer interested in 
receiving multicast data from a specific multicast group address, therefore stating that it is ñdoneò with the 
multicast data from this address. Once this message is received by the Switch, it will no longer forward 
multicast traffic from a specific multicast group address to this listening port. 

¶ Multicast Listener Report, Version 2 - Comparable to the Host Membership Report in IGMPv3, and labeled 
as 143 in the ICMP packet header, this message is sent by the listening port to the Switch stating that it is 
interested in receiving multicast data from a multicast address in response to the Multicast Listener Query 
message. 

 

MLD Snooping Settings  

This window is used to display and configure the MLD snooping settings. 

To view the following window, click L2 Features > L2 Multicast Control > MLD Snooping > MLD Snooping 
Settings, as shown below: 
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Figure 5-73 MLD Snooping Settings Window 

 

The fields that can be configured in Global Settings are described below: 

Parameter Description 

Global State Select this option to enable or disable the global MLD snooping state. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in VLAN Status Settings are described below: 

Parameter Description 

VID Enter a VLAN ID from 1 to 4094 and select to enable or disable MLD snooping 
on the VLAN. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in MLD Snooping Table are described below: 

Parameter Description 

VID Enter a VLAN ID from 1 to 4094. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Show All button to view all the entries. 

Click the Show Detail button to see the detail information of the specific VLAN. 

Click the Edit button to re-configure the specific entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 
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After clicking the Show Detail button, the following window will appear. 

 

 

Figure 5-74 MLD Snooping Settings (Show Detail) Window 

 

The window displays the detail information about MLD snooping VLAN. 

Click the Modify button to edit the information in the following window. After clicking the Modify or Edit button in MLD 
Snooping Settings window, the following window will appear. 

 

 

Figure 5-75 MLD Snooping Settings (Modify, Edit) Window 
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The fields that can be configured are described below: 

Parameter Description 

Minimum Version Select the minimum version of MLD hosts that is allowed on the VLAN. Options 
to choose from are 1 and 2. 

Fast Leave Select this option to enable or disable the MLD snooping Fast Leave function. If 
enabled, the membership is immediately removed when the system receives 
the MLD leave message. 

Report Suppression Select this option to enable or disable the report suppression.  

Suppression Time Enter the interval of suppressing duplicate MLD reports or leaves. The range is 
from 1 to 300. 

Proxy Reporting Select this option to enable or disable the proxy-reporting function. 

Source Address Enter the source IP of proxy reporting. This is available when Enabled is 
selected in Proxy Reporting. 

Querier State Select this option to enable or disable the querier state. 

Query Version Select the general query packet version sent by the MLD snooping querier. 
Options to choose from are 1, and 2. 

Query Interval Enter the interval at which the MLD snooping querier sends MLD general query 
messages periodically. The range is from 1 to 31744. 

Max Response Time Enter the maximum response time, in seconds, advertised in MLD snooping 
queries. The range is from 1 to 25. 

Robustness Value Enter the robustness variable used in MLD snooping. The range is from 1 to 7. 

Last Listener Query Interval Enter the interval at which the MLD snooping querier sends MLD group-specific 
or group-source-specific (channel) query messages. The range is from 1 to 25. 

Rate Limit Enter the rate limit value here. The range is from 1 to 1000. Tick the No Limit 
option to apply no rate limit on this profile. 

Ignore Topology Change Select to enable or disable the Ignore Topology Change feature here. 

Click the Apply button to accept the changes made. 

 

MLD Snooping Groups Settings  

This window is used to display and configure the MLD snooping static group, and view MLD snooping group. 



DMS-3130 Series Multi-Gigabit L3 Stackable Managed Switch Web UI Reference Guide 

179 

 

 

To view the following window, click L2 Features > L2 Multicast Control > MLD Snooping > MLD Snooping Groups 
Settings, as shown below: 

 

Figure 5-76 MLD Snooping Groups Settings Window 

 

The fields that can be configured in MLD Snooping Static Groups Settings are described below: 

Parameter Description 

VID Enter the VLAN ID of the multicast group here. The range is from 1 to 4094. 

Group Address Enter the IPv6 multicast group address here. Valid IPv6 multicast addresses 
have the prefix ff00::/8. 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available if stacking is enabled. 

From Port - To Port Select the appropriate port range used for the configuration here. 

VID For search criteria, click the radio button and enter a VLAN ID of the multicast 
group. The range is from 1 to 4094. 

Group Address For search criteria, click the radio button and enter an IP multicast group 
address. 

Click the Apply button to accept the changes made. 

Click the Delete button to remove the specified entry. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Show All button to view all the entries. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

The fields that can be configured in MLD Snooping Groups Table are described below: 

Parameter Description 

VID Click the radio button and enter a VLAN ID of the multicast group. The range is 
from 1 to 4094. 

Group Address Click the radio button and enter an IP multicast group address. 

Detail Select this option to display the MLD group detail information. 
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Click the Find button to locate a specific entry based on the information entered. 

Click the Show All button to view all the entries. 

 

MLD Snooping Filter Settings  

This window is used to display and configure the MLD snooping settings. 

To view the following window, click L2 Features > L2 Multicast Control > MLD Snooping > MLD Snooping Filter 
Settings, as shown below: 

 

Figure 5-77 MLD Snooping Filter Settings Window 

 

The fields that can be configured in MLD Snooping Rate Limit Settings are described below: 

Parameter Description 

Unit Select the Switch unit ID that will be used here.This option is only available 
when stacking enabled. 

From Port - To Port Select the Switch port range that will be used here. This is only available if the 
Port option was selected as the action below. 

Limit Number Enter the limit number here. This is to configure the rate of MLD control packets 
that the Switch can process on a specific interface. The range is from 1 to 1000 
packets per second. Select the No Limit option to remove the limitation. 

Action Select the action that will be taken here. Options to choose from are Port and 
VLAN. 
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Parameter Description 

VID Enter the VLAN ID here. This is the Layer 2 VLAN on a trunk port and applies 
the filter to packets that arrive on that VLAN. The range is from 1 to 4094. This 
is only available if the VLAN option was selected as the action. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in MLD Snooping Limit Settings are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here.This option is 
only available when stacking is enabled. 

From Port - To Port Select the appropriate port range used for the configuration here. 

Limit Number Enter the limit number here. This is used to set the limitation on the number of 
MLD cache entries that can be created. The range is from 1 to 1024. 

Exceed Action Select the exceed action here. This parameter specifies the action for handling 
newly learned groups when the limitation is exceeded. 

Options to choose from are Default, Drop and Replace. 

¶ Default - Specifies that the default action will be taken. 

¶ Drop - Specifies that the new group will be dropped. 

¶ Replace - Specifies that the new group will replace the oldest group. 

Except ACL Name Enter the standard IP access list name here. The group (*,G) permitted by the 
access list will be excluded from the limit. To permit a group (*,G), specify ñanyò 
in the source address field and G in the destination address field of the access 
list entry. This name can be up to 32 characters long. Alternatively, click the 
Please Select button to find and select any of the exiting access lists 
configured on this Switch to be used in this configuration.  

VID Enter the Layer 2 VLAN ID on a trunk port here. This applies the filter to 
packets that arrive on that VLAN. The range is from 1 to 4094. 

Click the Apply button to accept the changes made. 

Click the Delete button to delete an entry based on the information entered. 

 

The fields that can be configured in Access Group Settings are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the appropriate port range used for the configuration here. 

Action Select Add to add a new entry based in the information entered. 

Select Delete to delete an entry based in the information entered. 

ACL Name Enter the standard IP access list name here. This is used to permit users to join 
a group (*, G), specify ñanyò in source address field and G in destination 
address field of the access list entry. This name can be up to 32 characters 
long. Alternatively, click the Please Select button to find and select any of the 
exiting access lists configured on this Switch to be used in this configuration. 

VID Enter the VLAN ID used for this configuration here. The range is from 1 to 
4094. 

Click the Apply button to accept the changes made. 
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The fields that can be configured in MLD Snooping Filter Table are described below: 

Parameter Description 

Unit Select the Switch unit ID that will be used here. This option is only available 
when stacking is enabled. 

From Port - To Port Select the Switch port range that will be used here. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Show All button to display all the entries. 

Click the Show Detail button to view more detailed information about the entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

After clicking the Please Select button, the following page will appear. 

 

Figure 5-78 MLD Snooping Filter Settings (Please Select) Window 

 

Select the ACL and click the OK button to use the selected access list. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

After clicking the Show Detail button, the following window will appear. 

 

Figure 5-79 MLD Snooping Filter Settings (Show Detail) Window 

 

Click the Back button to return to the previous window. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

MLD Snooping Mrouter Settings  

This window is used to display and configure the specified interface(s) as the router ports or forbidden to be IPv6 
multicast router ports on the VLAN interface on the Switch. 
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To view the following window, click L2 Features > L2 Multicast Control > MLD Snooping > MLD Snooping 
Mrouter Settings, as shown below: 

 

Figure 5-80 MLD Snooping Mrouter Settings Window 

 

The fields that can be configured in MLD Snooping Mrouter Settings are described below: 

Parameter Description 

VID Enter a VLAN ID between 1 and 4094. 

Configuration Select the port configuration. Options to choose from are Port, Forbidden 
Port, and Learn pimv6. 

¶ Port - Select to have the configured ports as being connected to multicast-
enabled routers. 

¶ Forbidden Port - Select to have the configured ports as being not 
connected to multicast-enabled routers. 

¶ Learn pimv6 - Select to enable dynamic learning of multicast router port. 

Unit Select the Switch unit that will be used for this configuration here.This option is 
only available if stacking is enabled. 

From Port - To Port Select the appropriate port range used for the configuration here. 

Click the Apply button to accept the changes made. 

Click the Delete button to remove the specified entry. 

 

The fields that can be configured in MLD Snooping Mrouter Table are described below: 

Parameter Description 

VID Enter a VLAN ID between 1 and 4094. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Show All button to view all the entries. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

MLD Snooping Statistics Settings  

This window is used to view and clear the MLD snooping related statistics. 

To view the following window, click L2 Features > L2 Multicast Control > MLD Snooping > MLD Snooping 
Statistics Settings, as shown below: 
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Figure 5-81 MLD Snooping Statistics Settings Window 

 

The fields that can be configured in MLD Snooping Statistics Settings are described below: 

Parameter Description 

Statistics Select the interface here. Options to choose from are All, VLAN, and Port. 

VID Enter a VLAN ID between 1 and 4094. This is available when VLAN is selected 
in the Statistics drop-down list. 

Unit Select the Switch unit that will be used for this configuration here. This is 
available when Port is selected in the Statistics drop-down list and stacking is 
enabled. 

From Port - To Port Select the appropriate port range used for the configuration here. This is 
available when Port is selected in the Statistics drop-down list. 

Click the Clear button to clear the MLD snooping related statistics. 

 

The fields that can be configured in MLD Snooping Statistics Table are described below: 

Parameter Description 

Find Type Select the interface type. Options to choose from are VLAN, and Port. 

VID Enter a VLAN ID between 1 and 4094. This is available when VLAN is selected 
in the Find Type drop-down list. 

Unit Select the Switch unit that will be used for this configuration here. This is 
available when Port is selected in the Statistics drop-down list and stacking is 
enabled. 

From Port - To Port Select the appropriate port range used for the configuration here. This is 
available when Port is selected in the Find Type drop-down list. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Show All button to view all the entries. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 
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Multicast VLAN  

Multicast VLAN Settings  

This window is used to display and configure the multicast VLAN settings. 

To view the following window, click L2 Features > L2 Multicast Control > Multicast VLAN > Multicast VLAN 
Settings, as shown below: 

 

Figure 5-82 Multicast VLAN Settings Window 

 

The fields that can be configured in Multicast VLAN Global Settings are described below: 

Parameter Description 

Multicast VLAN IPv4 State Select to enable or disable the IPv4 IGMP control packet process in multicast 
VLANs. 

Forward Unmatched Select the enable or disable the Forward Unmatched feature here. This 
specifies that if the received IGMP or MLD control packet is untagged, does not 
match any profile, and the associated default VLAN is a multicast VLAN, or is 
tagged with a multicast VLAN, but does not match the associated profile, then 
the packet will be forwarded or dropped based on this setting. By default, the 
packet will be dropped.  

Multicast VLAN IPv6 State Select to enable or disable the IPv6 MLD control packet process in multicast 
VLANs. 

Ignore VLAN Select the enable or disable the ignore VLAN feature here. This specifies the 
setting for tagged IGMP or MLD control packets. If enabled, then the packetôs 
VLAN is ignored and taken to match the profile to find its multicast VLAN. When 
this option is enabled, the Switch will ignore the VLAN of the receiving IGMP or 
MLD control packet and try to find a match profile. 

VID Enter the VLAN ID of the multicast VLAN that will be created or deleted here. 
The range is 2 to 4094. 

VLAN Name Enter the VLAN name of the multicast VLAN that will be created or deleted 
here. 
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Click the Apply button to accept the changes made. 

Click the Delete button to delete an entry based on the information entered. 

Click the Add button to add a new entry based on the information entered. 

 

The fields that can be configured in Member Port Settings are described below: 

Parameter Description 

VID Enter the multicast VLAN ID that will be used here. The range is 2 to 4094. 

Action Select Add to add a new entry based in the information entered. 

Select Delete to delete an entry based in the information entered. 

Role Select the role here. Options to choose from are Receiver and Source. 

¶ Receiver - Specifies to configure the port as a subscriber port that can 
only receive multicast data in the multicast VLAN. 

¶ Source - Specifies to configure the port as an uplink port that can send 
multicast data in the multicast VLAN. 

Type Select the type here. Options to choose from are Tagged and Untagged. 

¶ Tagged - Specifies that if a port is a tagged member, the packets sent 
from the port are tagged with the Multicast VLAN ID. 

¶ Untagged - Specifies that if the port is an untagged member, then the 
packets will be forwarded in the untagged form. 

Unit Select the Switch unit ID that will be used here.This option is only available if 
stacking is enabled. 

From Port - To Port Select the Switch port range that will be used here. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in Replace Source IP Settings are described below: 

Parameter Description 

VID Enter the multicast VLAN ID that will be used here. The range is 2 to 4094. 

Action Select Add to add a new entry based in the information entered. 

Select Delete to delete an entry based in the information entered. 

Address Type Select the address type here. Options to choose from are IPv4 and IPv6. 

¶ IPv4 - Specifies to enter the source IPv4 address for IGMP control packet 
reporting. 

¶ IPv6 - Specifies to enter the source IPv6 address for MLD control packet 
reporting. 

IP Address Enter the IPv4/IPv6 address here. 

From Select the ñfromò option here. Options to choose from are Receiver, Source, 
and Both. 

¶ Receiver - Specifies that the source IPv4/IPv6 address of the IGMP/MLD 
report/leave packet received on any multicast VLAN receiver port will be 
replaced. 

¶ Source - Specifies that the source IPv4/IPv6 address of the IGMP/MLD 
report/leave packet received on any multicast VLAN source port will be 
replaced. 

¶ Both - Specifies that the source IPv4/IPv6 address of the IGMP/MLD 
report/leave packet received on any port in the multicast VLAN will be 
replaced. 
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Click the Apply button to accept the changes made. 

 

The fields that can be configured in Multicast VLAN Table are described below: 

Parameter Description 

VID Enter the multicast VLAN ID that will be used here. The range is 2 to 4094. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Show All button to view all the entries. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

Multicast VLAN Group Settings  

This widow is used to view and configure the multicast VLAN group settings. 

To view the following window, click L2 Features > L2 Multicast Control > Multicast VLAN > Multicast VLAN Group 
Settings, as shown below: 

 

Figure 5-83 Multicast VLAN Group Settings Window 

 

The fields that can be configured in Group Profile Settings are described below: 

Parameter Description 

Profile Name Enter the group profile name for the multicast VLAN feature here. This name 
can be up to 32 characters long. 
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Parameter Description 

Action Select the action that will be taken here. Options to choose from are Add and 
Delete. Multiple ranges can be added to a multicast VLAN profile. The IP 
address ranges, specified in a single profile, must be of the same address 
family. 

Address Type Select the address type here. Options to choose from are IPv4 and IPv6. 

¶ IPv4 - Specifies to use IPv4 multicast addresses in the range. 

¶ IPv6 - Specifies to use IPv6 multicast addresses in the range. 

From IP Address Enter the source IPv4/IPv6 address here. 

To IP Address Enter the destination IPv4/IPv6 address here. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in Access Group Settings are described below: 

Parameter Description 

VID Enter the multicast VLAN ID that will be used here. The range is 2 to 4094. 

Profile Name Enter the group profile name for the multicast VLAN feature here. This name 
can be up to 32 characters long. 

Action Select the action that will be taken here. Options to choose from are Add and 
Delete. This is to add or delete the multicast group entirely. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in Group Profile Table are described below: 

Parameter Description 

Profile Name Enter the group profile name for the multicast VLAN feature here. This name 
can be up to 32 characters long. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Show All button to display all the entries. 

Click the Delete All button to delete all the entries found in the display table. 

Click the Delete button to delete the specified entry. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

The fields that can be configured in Access Group Table are described below: 

Parameter Description 

VID Enter the multicast VLAN ID that will be used here. The range is 2 to 4094. 

Click the Find button to locate a specific entry based on the information entered. 

Click the Show All button to display all the entries. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

Multicast Filtering  

This window is used to display and configure the Layer 2 multicast filtering settings. 
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To view the following window, click L2 Features > L2 Multicast Control > Multicast Filtering, as shown below: 

 

Figure 5-84 Multicast Filtering Window 

 

The fields that can be configured are described below: 

Parameter Description 

VID List Enter the VLAN ID list that will be used for this configuration here. 

Multicast Filter Mode Select the multicast filter mode here. Options to choose from are Forward 
Unregistered, Forward All, and Filter Unregistered. 

¶ When selecting the Forward Unregistered option, registered multicast 
packets will be forwarded based on the forwarding table and all 
unregistered multicast packets will be flooded based on the VLAN domain. 

¶ When selecting the Forward All option, all multicast packets will be 
flooded based on the VLAN domain. 

¶ When selecting the Filter Unregistered option, registered packets will be 
forwarded based on the forwarding table and all unregistered multicast 
packets will be filtered. 

Click the Apply button to accept the changes made. 

Enter a page number and click the Go button to navigate to a specific page when multiple pages exist. 

 

LLDP  

LLDP Global Settings  

This window is used to display and configure the global LLDP settings. 

To view the following window, click L2 Features > LLDP > LLDP Global Settings, as shown below: 
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Figure 5-85 LLDP Global Settings Window 

 

The fields that can be configured in LLDP Global Settings are described below: 

Parameter Description 

LLDP State Select this option to enable or disable the LLDP feature 

LLDP Forward State Select this option to enable or disable LLDP forward state. When the LLDP 
State is disabled and LLDP Forward Sate is enabled, the received LLDPDU 
packet will be forwarded. 

LLDP Trap State Select this option to enable or disable the LLDP trap state. 

LLDP-MED Trap State Select this option to enable or disable the Link Layer Discovery Protocol-Media 
Endpoint Discover (LLDP-MED) trap state. 

Click the Apply button to accept the changes made. 

 

The fields that can be configured in LLDP-MED Settings are described below: 

Parameter Description 

Fast Start Repeat 
Count 

Enter the LLDP-MED fast start repeat count value. This value must be between 1 
and 10. 

Click the Apply button to accept the changes made. 
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The fields that can be configured in LLDP Configurations are described below: 

Parameter Description 

Message TX Interval Enter the interval between consecutive transmissions of LLDP advertisements 
on each physical interface. The range is from 5 to 32768 seconds. 

Message TX Hold Multiplier Enter the multiplier on the LLDPDUs transmission interval that used to calculate 
the TTL value of an LLDPDU. This value must be between 2 and 10. 

ReInit Delay Enter the delay value for LLDP initialization on an interface. This value must be 
between 1 and 10 seconds. 

TX Delay Enter the delay value for sending successive LLDPDUs on an interface. The 
valid values are from 1 to 8192 seconds and should not be greater than one-
fourth of the transmission interval timer. 

Click the Apply button to accept the changes made. 

 

LLDP Port Settings  

This window is used to display and configure the LLDP port settings. 

To view the following window, click L2 Features > LLDP > LLDP Port Settings, as shown below: 

 

Figure 5-86 LLDP Port Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the appropriate port range used for the configuration here. 

Notification Select to enable or disable the notification feature here. 

Subtype Select the subtype of LLDP TLV(s). Options to choose from are MAC Address, 
and Local. 

Admin State Select the local LLDP agent and allow it to send and receive LLDP frames on 
the port. Options to choose from are TX, RX, TX and RX, and Disabled. 

¶ TX - The local LLDP agent can only transmit LLDP frames. 

¶ RX - The local LLDP agent can only receive LLDP frames. 
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Parameter Description 

¶ TX and RX - The local LLDP agent can both transmit and receive LLDP 
frames. 

¶ Disabled - The local LLDP agent can neither transmit nor receive LLDP 
frames. 

The default value is TX and RX. 

IP Subtype Select the type of the IP address information to be sent. Options to choose from 
are Default, IPv4 and IPv6. The default indicates that no IP address 
information will be included. 

Action Select the action that will be taken here. Options to choose from are Remove 
and Add. 

Address Enter the switchôs management IP address for the corresponding IP Subtype 
selected. 

Click the Apply button to accept the changes made. 

 

 

NOTE: The IPv4 or IPv6 address entered here should be an existing LLDP management IP address. 

 

LLDP Management Address List  

This window is used to view the LLDP management address list. 

To view the following window, click L2 Features > LLDP > LLDP Management Address List, as shown below: 

 

Figure 5-87 LLDP Management Address List Window 

 

The fields that can be configured are described below: 

Parameter Description 

Subtype Select the subtype. Options to choose from are All, IPv4 and IPv6. After 
selecting the IPv4 option, enter the IPv4 address in the space provided. After 
selecting the IPv6 option, enter the IPv6 address in the space provided. 

Click the Find button to locate a specific entry based on the selection made. 

 

LLDP Basic TLVs Settings  

The Type-Length-Value (TLV) field allows specific information to be sent within LLDP packets. This window is used to 
configure basic TLV settings. An active LLDP port on the Switch always includes mandatory data in its outbound 
advertisements. There are four optional data types that can be configured to exclude one or more of these data types 
from outbound LLDP advertisements. The mandatory data type includes four basic types of TLVs: end of LLDPDU 
TLV, chassis ID TLV, port ID TLV, and TTL TLV. The mandatory data types cannot be disabled. There are also four 
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data types which can be optionally selected. These include: Port Description, System Name, System Description and 
System Capability. 

To view the following window, click L2 Features > LLDP > LLDP Basic TLVs Settings, as shown below: 

 

Figure 5-88 LLDP Basic TLVs Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here. This option is 
only available when stacking is enabled. 

From Port - To Port Select the appropriate port range used for the configuration here. 

Port Description Select this option to enable or disable the Port Description option. 

System Name Select this option to enable or disable the System Name option. 

System Description Select this option to enable or disable the System Description option. 

System Capabilities Select this option to enable or disable the System Capabilities option. 

Click the Apply button to accept the changes made. 

 

LLDP Dot1 TLVs Settings  

The LLDP Dot1 TLVs Settings page is used to enable or disable outbound LLDP advertisements for IEEE 802.1 
organizationally unique port VLAN ID TLVs. 

To view the following window, click L2 Features > LLDP > LLDP Dot1 TLVs Settings, as shown below: 
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Figure 5-89 LLDP Dot1 TLVs Settings Window 

 

The fields that can be configured are described below: 

Parameter Description 

Unit Select the Switch unit that will be used for this configuration here.This option is 
only available when stacking is enbled. 

From Port - To Port Select the appropriate port range used for the configuration here. 

Port VLAN Select this option to enable or disable sending the port VLAN ID TLV. The Port 
VLAN ID TLV is an optional fixed length TLV that allows a VLAN bridge port to 
advertise the port VLAN ID (PVID) that will be associated with untagged or 
priority tagged frames. 

Protocol VLAN Select this option to enable or disable sending the Port and Protocol VLAN ID 
(PPVID) TLV. Enter the VLAN ID in PPVID TLV. 

VLAN Name Select this option to enable or disable sending the VLAN name TLV. Enter the 
ID of the VLAN in the VLAN name TLV. 

Protocol Identity Select this option to enable or disable sending the Protocol Identity TLV and 
the protocol name. Options for protocol name to choose from are None, 
EAPOL, LACP, GVRP, STP, and All. 

Click the Apply button to accept the changes made. 

 

LLDP Dot3 TLVs Settings  

The LLDP Dot3 TLVs Settings page is used to enable or disable outbound LLDP advertisements for IEEE 802.3 
organizationally unique TLVs. 

To view the following window, click L2 Features > LLDP > LLDP Dot3 TLVs Settings, as shown below: 
































































































































































































































































































































































































































































































































































































































































