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o IP Phone Setup Menu (1)

Network mode Settings diagram:

Press Menu Key
Select Settings

Select Network

Select WAN
Enable ADSL DialUP Disable

Enable/Disable

Disable DHCP

Enable/Disable
Select Static Set

Select Account: Enable
username
IP/Netmask/
Gateway/DNS Sef Network
Select Password: Configuration:Auto
| Select Net Mode



o IP Phone Setup Menu(2)

The menu of phone Structure:

Mode
\é\_IAN IP Keyboard
irmware Screen Settings
Status Network Ring Settings
Accounts Voice Volumn
Phone Time &Date
TR069 Greeting Word
Language
Basic Settings
Settings Accounts
Network
Advanced Settings Security
Maintance
Factory Reset
SMS
. Memo
Menu Applications Voice Mail Call Forwarding
Ping Auto Answer
Auto handdown
Call Waiting
Features DND
Ban Anonymous Call
All Contacts Ban Outgoing
o
Phon Kk Blacklist .
oneboo Remote Phonebook a;aelrsc?rir
Speed Dial Auto Redial
Call Completion
Ring From Headset
Call Logs Power Light
-_— Missed Calls Hide DTMF
all Logs Dialed Calls Password Dial

Received Calls

Reboot System




e Web Login

The configuration menu of DPH-120S/DPH-120SE can be accessed using the
convenient and user-friendly interface of a web browser.

F Ooeem -

€ C M o ontip/fess ssaE w2y

Open your web browser (ie. Internet Explorer, Firefox...).
Type in the IP address of the phone.

IP address is provided by your Internet Service Provider (ISP). If your ISP
supports DHCP, you may obtain the IP address from your phone. Press “down”
key to get IP address.

You can also login from LAN port through http://192.168.10.1
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Enter Username and password;

The default Username and Password are “admin”.

Please see the following screen after login. Include BASIC, NETWORK, VOIP,
PHONE and so on.

Connection Mode:
MAC Address

1P Address:

1P Gateway:

1P Address:
DHCP Service:
Bridge Mode:

SIP Line 1: 232§192.162.1. 15080 Registered

SIP Line 2: 8 :506 Unapplied




Network - PPPoE Setting

Select Network from the main menu.
Select PPPoE as network connection type if your ISP uses PPPoE. (Most DSL
users use PPPoE.)

Active 1P Address:

Current Subnet Mask:

Current TP Galeway:
MAC Address:

MAC Timestamp:

ME&Date b

Ohbtain DNS Server Automatically Enabled

Static 1P O DHCP O &
Service Name: [
user: [useri23 i
Password: [fosssees
user:
Password: eaes
Enable 802.1X:

Network - Static Setting

Select Static IP as network connection type if all Wide Area Network IP is provided
to you by your ISP.

PHONE  MAINTENANCE
WAN Status

Active 1P Address:
Current Subnet Mask: z
Current IP Gateway:

MAC Address:

MAC Tin

Obtaln DNS Server Automatically | Enabled ¥
| Static 1p & PPPOE
1 1P Address: 152. 7
Subnet Mask: = i
1P Gateway: [eziesrr
DNS Domain: [
Primary DNS: [ozssizanas
Secondary DNS: 7029612868
User: [dmin
Password: feeves |
Enable 802.1%: =]
Lapply |

tamp:




Network - DHCP Setting

Select DHCP as network connection type that allows the network administrator
to distribute IP addresses when this IP Phone is plugged into a different place in

the network.

DPH. 1208 BASIC PHONE

Active IP Address:

Current Subnet Mask:
Current IP Galeway:
MAC Address:
MAC Time

LOGOUT

WAN Settings
Obtain DNS Server Automatically  Enabled
| Static 1P DHCP & ®
Aoy |
User: [admn
Password: -
l Enable 802.1X: Cl

SIP Settings

Select SIP Settings from the main menu. The following fields with ===

required. Then click Apply to register phone to SIP server.

DFH-1208 werwors. | o pan

SIP Line Selection

Status: Registered Domain Realm:

Enable Registration Server Name: [

Codecs Settings >>
Advanced SIP Setting >>

Server Address: 192.168.1.2 Proxy Server Address:

Server Port: ’?D?Di Proxy Server Port: r—
Authentication User: [232 Proxy User: f

Authentication Password: [evss  Proxy Password ;

SIP User: 2327 Bockup Server Address: |

Display Name: 2327 Backup Server Port: [5080

Server Address SIP server address

Server Port SIP server port number

SIP Account Name Username for logging into the SIP server
Password Password for logging into the SIP server
Phone number SIP phone number

”»
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6 Make a phone call

IP Address:

1. Lift handset }\Q or press SPEAKER button
2. Dial IP address.

For example: dialing 192.168.0.1
GO OOO O OO OO O
3. Press (@ or wait until the timer expires to dial.

SIP Number:
Note: You have to register with SIP server to use SIP number.

1. Lift handset }\ or press SPEAKER button
2. Dial SIP number.

For example: dialing 1866
QOO

3. Press (@ or wait until the timer expires.
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o MeHio ycTtaHoBKM IP-TenedoHa(1)

Press Menu Key
Select Settings

Select Network

Select WAN
Enable ADSL DialUP Disable

Enable/Disable

Disable DHCP

Select PPPoE Se Enable/Disable
Select Static Set

Select Account: Enable
username
IP/Netmask/
Gateway/DNS Sef Network
Select Password: Configuration:Auto
| Select Net Mode



o MeHro ycTaHoBKMU IP-TenedoHa(2)

16

Mode
WAN IP Keyboard
Firmware Screen Settings
Status Network Ring Settings
Accounts Voice Volumn
Phone Time &Date
TR069 Greeting Word
Language
Basic Settings
Settings Accounts
Network
Advanced Settings Security
Maintance
Factory Reset
SMS
. Memo
Menu Applications Voice Mail el Ferarli
Ping Auto Answer
Auto handdown
Call Waiting
Features DND
Ban Anonymous Call
All Contacts Ban Outgoing
otne
Phonebook Blacklist !
Remote Phonebook :?:t?alrsggr
Dial
Speed Dia Auto Redial
Call Completion
Ring From Headset
Call Logs Power Light
Call L Missed Calls Hide DTMF
2008 Dialed Calls Password Dial
Received Calls
Reboot System




o Perncrtpauusa B web-untepcpence

[ocTyn k MeHto koHurypaumm DPH-120S/DPH-120SE MOXXHO nonyynTb ¢
NMOMOLLIbIO NOnb30BaTENLCKOrO Web-nHTepdeiica.

oo

& (& ﬁ 'E:? http: )/ /oS ses & 2

Otkponte web-6paysep (Hanpumep, Internet Explorer, Firefox) n Beegute IP-
agpec TenedoHa

IP-agpec npegocTaBngeTcs NnpoBangepom unv agMUHMCTpaTopom cetu. Ecnu
nposangep wucnonedyet npotokon DHCP, TtenedoH nonyuut IP-agpec
aBTomaTunyeckn. Haxmvure knasuwy “down” ansa npocmotpa IP-agpeca.
Takxke, MOXXHO BOWTK B cuctemy Yepe3 nopt LAN: http://192.168.10.1

vee: I
-

Beegute Nmsa nonb3osartens: “admin” n napone: “admin”
lMocne aBTOpM3aunn NOABUTCS CrEAYOLNIA 3KPaH, KOTOPLIN BKNOYaeT
HacTpownkn BASIC, NETWORK, VOIP, PHONE n .A4.

PHONE [MAINTENANCE| SECURITY

Connection Mode:
MAC Address:
1P Address:

IP Gateway:
1P Address:
DHCP Service:

Bridge Mode:

SIP Line 1 232018216212 15060 Registerad

SIP Line 2 § :506 Unapplied
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Network - Hactponka PPPoE

BbibepuTe Network 13 rmaBHOro MeHto.
Bbibepnte PPPOE B kavecTBe TMna ceTeBOro CoeaMHeH s, ecnv nposangep
ncnonb3yet PPPoE. (BonbwmHcTBo DSL-nonb3oBatenei ucnons3yet PPPOE.)

Active 1P Address:
Current Subnet Mask:
Current IP Galeway:

MAC Address:

MAC Timestamp: 2012:09:11

Ohbtain DNS Server Automatically Enabled
Static 1P O DHCP O PPPOE @]
Service Name: [
User: [user1za
Password: esonans
Apply
user: 2dmin
Password: eaes
Enable 802.1X: o
[Cavoy ]

Network - Ctatndeckun IP

BbibepuTte Static B kauecTBe TMna cETEBOrO COeAMHEHMS, ECNK NpoBanaep
npenoctasun Bam ctatnyeckuin IP-agpec

PHONE MAINTENANCE  SECURITY
'WAN Status

Active 1P Address:
Current Subnet Mask:
Current IP Gateway:

MAC Address:

MAC Timestamp:
Obtain DNS Server Automatically  Enabled

| Static 1P & DHCP PrpoE C

I 1P Address:

Subnet Mask:
P Gateway:

DNS Domain:
Primary DNS:

Secondary DNS:

802.1X Seitings

User: a0

Password: eeees

Enable BOZ.1X: a
(Crewiy ]
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Network - HacTtpownkn DHCP

Bbibepute DHCP B kauecTBe Tuna CETEBOro COEOUHEHUs!, €CnW MpoBanaep
MCnonb3yeT AaHHbIN TUM COeaUHEHMS.

DHCP nosBonsieT aBToMatudecku nonyuutb IP-agpec npu nogknioydeHun
TenedoHa K CeTu.

| LOGOUT

Active IP Address:
Current Subnet Mask:
Current IP Gateway:
MAC Address:
MAC Timestamp:
WAN Settings

Obtain DNS Server Automatically  Enabled +

Static 1P C DHEP &

User:

Password:

Enable 802.1X =]

Apply

HacTtponka SIP

Bbibepute SIP Settings 13 rmaBHoro MeHw. Heobxogumo 3anonHuTb nons,
OTMeYeHHble cTpernkon “ == " 3aTtem HaxmuTe Ha Apply aAna pernctpauum
TenecoHa Ha SIP-cepBepe.

Basic Settings >>

Registered Domain Realm:

Server Address: 192.188.1.2 Proxy Server Address:
e

Server Port [s080 Proxy Server Port:
Authentication User: Proxy User:
Authentication Password Proxy Password
SIF User: 23 Backup Server Address
Display Name: Backup Server Port:
Enabile Registration 5] Server Name:

Codecs Settings >>

Advanced SIP Setting >>

Server Address IP-agpec SIP-cepBepa

Server Port Homep nopta SIP-cepsepa

SIP Account Name Mms nonb3oBatens ans peructpauum Ha SIP-cepsepe
Password Maponb ans peructpauun Ha SIP-cepsepe

Phone number Homep Tenedona SIP
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CoBeplieHue TernedOoHHbIX
3BOHKOB

IP-agpec :

1. MogHumnTe TenedoHHy TPYyOKy }\ UM HXXMUTE KHOMKY SPEAKER
2. Habepute IP-agpec.
Hanpumep : Habepute 192.168.0.1

@ OO OO OO OO

3. Haxmute GO wnu xguTe, noka He UcTeyeT BpeMsi Habopa.
Homep SIP:

Mpumeuanne : Heobxoaumo 3apernctpupoBatbesi Ha SIP-cepBepe pns
ucnonb3oBaHua Homepa SIP.

1. MogHumnTe TenedoHHy TPYyOKYy }\Q unu Haxmute kHonky SPEAKER
2. Habepute Homep SIP.
Hanpuwmep : Habepute 1866

OO

3. Haxmute GO wnu xauTe, noka He UcTeveT Bpemsi Habopa.
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