DWL-2100 eu Firmware v2.40 Release Note  
Problems Resolved:
1. [DVIEW] When MSSID+WDS enabled, the authentication settings of MSSID should be changed followed by Primary’s setting.

2. [FW] Fix the output power issue.
3. [Firmware]SSH still could login in with old username/password, when web login username and password modified.

4. [Firmware]SSH socket still receive packet and then run out of memory even ssh is disabled.
5. [WEB] UpdateFirmware page will show wrong in 1280*1024 display mode.

6. Remove open/share key authentication for Universe Repeater.

7. [APM]can not get trap srvip .

8. [APM]Web can not get multi setting if set WDS+MULTI use APM.
9. The IOT issue, If enable the superG and WMM, some wireless card can not communicate with the AP when the Authentication is WPA and Cipher type is TKIP.
10. Change the Universe Repeater Mac address rule, If root AP's BSSID is ii:jj:kk:ll:mm:nn, Universal repeater's MAC is uu:vv:ww:tt:oo:pp. Modify Universal repeater's BSSID as 00:pp:kk:ll:mm:nn.
11. [WEB] When the login password is not blank, and user changes other settings in the same page, it will pop up a password error message in Tools\Admin page. 
12. Do not support Several traps info for APM.
13. RSTP do not take effect for WDS mode 
14. There is some issue for WDS+MSSID , as authentication:wpa/wpa2-psk,cipher:auto.
15. Two stations connected to secondary ssid through MSSID+wds could not ping each other.
16. Multipacket rate control could not work normal.
17. the multicast packet control issue，when multicast packets is too many, stations could not ping to the AP
18. Multi-SSID stable problem: when enable Multi-SSID, AP will stop working after several days;
19. [WEB]When user login with wrong user/password, they still can access some web pages;
20. Close the function auto save the configuration to the flash.
21. Delete some useless log messages of deauthentications.
Enhancements:
1. Add Data Rate Control function

2. Add Universal Repeater

3. Add MSSID + WDS.

