D-Link DWL2700 AP Manager Release Note v3.00-r01(III)
Manager : v3.00r01
Firmware:v300r0038
Hardware: WAPD23 REV-A1

Date:July 7, 2006
Problems Resolved:（source code come from v1.30r04） 
D-Link DWL2700 AP Manager Release Note v1.30-r04(III)
Manager : v1.30r03
Firmware:v300r0037
Hardware: WAPD23 REV-A1

Date:July 5, 2006
Problems Resolved: 
1．when we select 11b only in B/G mode,the DataRate is “1,2,5.5, 11”.

2..fixed after default,the auth channel is enable,but the channel can be select.
3. fixed if set WDS and enable Multi-ssid at the same,the ap mode can’t save normal.

D-Link DWL2700 AP Manager Release Note v1.30-r03(III)
Manager : v1.30r03
Firmware:v300r0037
Hardware: WAPD23 REV-A1

Date:July 4, 2006
Problems Resolved: 
1. APM will add "enable" in the end of delete command for adapt to FW.
2 when we select 11b only in B/G mode,the DataRate is “1,2,5.5,6,9,11”.

3. delete set ip code when apply.

D-Link DWL2700 AP Manager Release Note v1.30-r02(III)
Manager : v1.30r02
Firmware:v300r0034
Hardware: WAPD23 REV-A1

Date:June 29, 2006
Problems Resolved: 
1.fixed ssid first character can’t be set blank in Mssid.

2. .if in multi-SSID has exist mssid which use first  key then set primary-SSID to 802.1x,dynamic ,click apply,it should be pop a warning message to remind user.

3.password max length is 12.

4.device name max length is 32.

5.delete LBS and Trap server ip function.

6. APM change auth rule in WDS client info for adapt to new FW.
7. APM will add "enable" in the end of delete command for adapt to FW.

8.fixed FTP password sent wrong value in SSL.

9.fixed Ethernet filters  have no reject option, change "off" to "disable";IP filters have no accept option.
10. Change "RTS length" to "RTS Interval".
D-Link DWL2700 AP Manager Release Note v1.30-r01(III)
Manager : v1.30r01
Firmware:v300r0033
Hardware: WAPD23 REV-A1

Date:June 23, 2006
Problems Resolved: (source code come frome 7700v1.30r01)
1. add SNTP function.

2. add domain server ip function.

3. add WMM function.

4. add wep key type when select 802.1x,

5. add Ethernet filters and IP filters.

6. add RSSI in monitor.

7. add SMTP setting.

8. add MSSID support 7 port.

9. add console settint,limite administrator IP and SNMP setting function.

10. add Multi-broadcast.
