ALPHA  DWL2700 AP D-VIEW  Release Note v3.20-r06
Firmware: v3.20 
D-View:  v3.20r06
Date: July 31, 2008

Problems Resolved:
Enhancements:
1.  In Multi-SSID, enable some MSSIDS, apply it.In Wireless, set AP Mode to WDS with AP, set authentication to open, apply it..open the page of Multi-SSID, the MSSIDS's security will follow primary SSID's.
2. In Multi-SSID, set MSSID to WPA-Enterprise(3 modes), the item of Accounting mode should be gray.
None
Firmware: v3.20 
D-View:  v3.20r05
Date: July 21, 2008
Problems Resolved:
Enhancements:
3. Open the function of the security when ap mode is wds with ap.

None
Firmware: v3.20 
D-View:  v3.20r04
Date: April 22, 2008

Problems Resolved:
Enhancements:
1. Modify the version number
None
Firmware: v3.21 
D-View:  v3.21r03
Date: March 28, 2008

Problems Resolved:
Enhancements:
2. The Accounting Mode of Multi is set invalid.
3. Click "Apply" on the admin page, the module will report error.
None
Firmware: v3.21 
D-View:  v3.21r02
Date: March 21, 2008

Problems Resolved:
Enhancements:
4. Please delete the item of trap server, beacase the snmp client should not have the item about itself.
5. he accounting mode and cipher type server should be set individually on each multi-ssid
6. Disable the primary accouting server, the secondary should be gray
7. Fail to add the ip to the ip range list, the module will pop a unkown error message
None
Firmware: v3.21 
D-View:  v3.21r01
Date: March 19, 2008

Problems Resolved:
Enhancements:
1. The option of "Connect Enabled" can’t  control the both page of 11a and 11b.
2. The DV-module will report error when add ip list to "Dhcp static pool".
3. change the rule of MAIL Address in SMTP
4. Please add a judge when input the IP range as different segment on the item of IP range list
None
Firmware: v320
D-View :  v3.20r01
Date: Dec 25 2007

Problems Resolved:.
Enhancements:
5. Data rate control (follow D-link spec)
6. New SNMP nodes for statistic
7. WMM over WDS

8. Mssid over WDS

9. Administration VLAN
10. Primary SSID with VLAN tag 
11. Secondary Radius Server (backup)
12. Ping Enable/Disable (default Enable)

13. Priority by SSID 

14. IGMP Snooping v1/v2
15. Rogue AP (detection)

16. Support to administrate AP with WLAN (Default enable)

17. Support 4 management IP range 

18. 802.1x Dynamic VLAN (TBD)

None
ALPHA  DWL2700 AP D-VIEW  Release Note v3.10-r11

Firmware: v310 r0117
D-View :  v3.10r11
Date: Aug 9, 2007

Problems Resolved:.
Enhancements:
1. Prevent wrong FTP para input.
None
ALPHA  DWL2700 AP D-VIEW  Release Note v3.10-r10

Firmware: v310 r0117
D-View :  v3.10r10
Date: Aug 7, 2007

Problems Resolved:
1.Fix FW update and cfg upload.
Enhancements:
None
ALPHA  DWL2700 AP D-VIEW  Release Note v3.10-r09

Firmware: v310 rc0116
D-View :  v3.10r09
Date: Aug 7, 2007

Problems Resolved:
1.Fix pop a wrong message and reboot twice.
Enhancements:
None
ALPHA  DWL2700 AP D-VIEW  Release Note v3.10-r08

Firmware: v310 rc0115
D-View :  v3.10r08
Date: Aug 6, 2007

1. Problems Resolved:
2.  Enhancements:
1. Fix UI to avoid upload FW twice.
2. Fix upload cfg fail.
None
ALPHA  DWL2700 AP D-VIEW  Release Note v3.10-r07

Firmware: v310 r0112
D-View :  v3.10r07
Date: July 27, 2007

3. Problems Resolved:
4.  Enhancements:

1.
Change UI .

None
ALPHA  DWL2700 AP D-VIEW  Release Note v3.10-r06

Firmware: v310 r0112
D-View :  v3.10r06
Date: July 27, 2007

5. Problems Resolved:
6.  Enhancements:

1.
[SNMP]:add TFTP upload FW for D-VIEW.

None
ALPHA  DWL2700 AP D-VIEW  Release Note v3.10-r05
Firmware: v310 r0108
D-View :  v3.10r05
Date: July 5, 2007
7. Problems Resolved:
8.  Enhancements:

1.
[SNMP]:add accounting for D-VIEW support.


2.
[SNMP]:fix DHCP mib file not right
None
Firmware: v310 r0074
D-View :  v3.10r03
Date: June 28, 2007

Problems Resolved: 

9. Please change the characters in Dynamic Pool Settings.

10. Please change this characters to normal.
11. Please change the characters in Status.
12. In Static Pool Settings, please remove the button of Refresh.
13. The problem of count down.
Enhancements:
None
Firmware: v310 r0074
D-View :  v3.10r02
Date: June 22, 2007

Problems Resolved: 
Enhancements:


Add DHCP SERVER
None
Firmware: v310 r0063
D-View :  v3.10r01
Date: Jan.29, 2007
Problems Resolved:
1. system oid has changed ;
2. Remove the function of LBS;
3. The range of “Group key update interval” is change from 300-9999999 to 300-18000; 
Enhancements:
None
Firmware: v302 r0048
D-View :  v3.02r001
Date: Nov.2, 2006
Problems Resolved:
4. Fixed bug: When ap mode is “access point”,the range of RTS length is 256-2346; when ap mode is “WDS” or “WDS with AP”, the range of RTS length is 1-2346 ;
5. Add the function of LBS;
Enhancements:
None
Firmware: v300 r036
D-View :  v3.00r001
Date: Jul 7, 2006
Problems Resolved:
6. Fixed bug: In the page of Wireless, set Authentication to WEP, set valid key to second or third, apply it.In the page of Multi-SSID, set MSSID to WPA-PSK, apply it. In the page of Wireless, the valid key will show First, but after click the button of Refresh, it will show Fourth.
7. If b/g mode is 11b only, date rate list is changed;

8. When key value is set second or third in wireless page, then the security is set WPA, pop warning message suggest WPA use key slot 2 and 3;

9. In wireless, setting auto channel scan is enable, channel is disable, in performance, channel should be disable;

10. Basic\LAN: When user click the button of Apply, it will pop warning message twice.
11. Click the button of Refresh, the click the button of Close, it will pop a warning message as” Pure virtual function called” sometimes.
Enhancements:
None
Firmware: v300 r036
D-View :  v1.30r02
Date: Jul 3, 2006
Problems Resolved:
12. Fixed bug: In the page of Wireless, set Authentication to WEP, set valid key to second or third, apply it.In the page of Multi-SSID, set MSSID to WPA-PSK, apply it. In the page of Wireless, the valid key will show First, but after click the button of Refresh, it will show Fourth.
13. If b/g mode is 11b only, date rate list is changed;
14. When key value is set second or third in wireless page, then the security is set WPA, pop warning message suggest WPA use key slot 2 and 3;

15. In wireless, setting auto channel scan is enable, channel is disable, in performance, channel should be disable;

16. Basic\LAN: When user click the button of Apply, it will pop warning message twice.
17. Click the button of Refresh, the click the button of Close, it will pop a warning message as” Pure virtual function called” sometimes.
Enhancements:
None
Firmware: v300 r033
D-View :  v1.30r01
Date: Jun 27, 2006
Problems Resolved:
18. First release.

Enhancements:
1． New project.






