D-Link AirPremier DWL-AG530 Driver Release Note (WW)
Release Date: 0730, 2007
Release Driver: V4.1.2.725 -98/ME



V5.3.0.46 -2K/XP


V7.3.1.43-Vista

Hardware: DWL-AG530 V.A6

Utility: V2.40 Build 61912 (For 18 languages)

Release Setup: S0028
Writer: Tony
[S0028]

1. Update AG530 with Vista x86 WHQL Driver (Version: V7.3.1.43). 
[S0027]

1. Fix bug: A dialog box for requiring Driver file appears in installation procedure for Windows 98

[S0026]

1. Fix bug: A dialog box for requiring Driver file appears in installation procedure for Windows 98/ME
2. Remove Jumpstart
3. Fix bug: Drivers for XP x64 and Vista x64 exist in install destination directory
4. Fix bug: UI don’t pop in the 802.1x encryption
Release Date: 0711, 2007
Release Driver: V4.1.2.725 -98/ME



V5.3.0.46 -2K/XP


V7.3.1.43-Vista

Hardware: DWL-AG530 V.A6

Utility: V2.40 Build 61808 (For 18 languages)

Release Setup: S0025

Writer: Tony
[S0025]

1. Update driver package of Zip

Release Date: 0709, 2007
Release Driver: V4.1.2.725 -98/ME



V5.3.0.46 -2K/XP 


V7.3.1.43-Vista 


Hardware: DWL-AG530 V.A6

Utility: V2.40 Build 61808 (For 18 languages)

Release Setup: S0024

Writer: Tony
[S0025]

1. Update driver package of Zip

[S0024]

1. Update driver (no WHQL)
Release Date: 0705, 2007
Release Driver: V4.1.2.723 -98/ME



V4.1.2.151 -2K/XP (WHQL)


V7.2.0.170-Vista (WHQL)


Hardware: DWL-AG530 v.A6

Utility: V2.40 Build 61808 (For 18 languages)

Release Setup: S0023

Writer: Tony
[S0023]

1. Correct Russian and S-Chinese string table.

2. Fix bug: install Vista driver error.

3. Fix bug: Lack of Russian and Chinese Wizard.dll.

[S0022]

1. Correct string table.

2. Fix bug: Adapter can’t connect to AP.

[S0021]

1. Change setup process and Installer style. [Request]
2. Add D-Link Connect Wizard.

3. Utility Supports 18 Languages.

4. Support Vista x86 drivers (but no UI).

5. Change Utility version to V2.40.

Release Date: 20071122
Release Driver: V4.1.2.723 -98/ME



V4.1.2.151 -2K/XP (WHQL)

Utility: V2.31 Build 61116 (for Korea)

Release Setup: S0020

[S0020]
1. Due to the incorrect compiler, DeviceInst.exe occurs MFC application fail when installing driver.
[S0019]

1. Add WHQL file for V4.1.2.151

2. Fix popup configuration page: switch authentication type "-PSK" to "Shared", Key1~4 Grayed.

3. Link information: "Authenticated"->"herniated". Use non-brand style rule.

[S0018]

1. Update XP/2K driver to V4.1.2.151 for blue screen issue in South America.

[S0017]

1. Disable Ad-hoc mode for 802.11a in Korea Domain.<Update driver>

[S0016]

1. Fix using devctrl.dll in Windows98/ME issue.

[S0015]

1. Add pure 802.1x.
2. Sleep time extending to 4 seconds while refreshing BSSID List (Due to RT71W).

3. Remove ad-hoc trace message.

4. While execute from shortcut many times, UI fail to open.

5. Fix 802.1x with dynamic keys fail to connect.

6. Fix UI fail to set 802.1x with static keys.

7. Update 11a frequency in country for KOREA: 5180~5320, 5500~5620, 5745~5805.
Release Date: July. 28, 2006

Release Driver: V4.1.2.721 -98/ME



V4.1.2.147 -2K/XP

Utility: V2.30 Build 60728 (For 4 languages)

Release Setup: S0014
[S0014]

1. Limit username and password to 64 characters.

2. Fix windows 9x installation error: DWLNDI.dll.

[S0013]

1. In some machine, not only Infrastructure mode is allowed for 5GHz European region.

[S0012]

1. Add V4.1.2.147 WHQL logo.

2. For Europe region, user couldn't use or create ad-hoc profile.

3. Fix Super A/G control button error.

[S0011]

1. Fix in ETSI, 802.11a ad-hoc profile issue.

[S0010]

1. Update Israel 11a channel.

[S0009]

1. Separate XP64bit installation files from the other OS.

[S0007, S0008]

1. Update driver V4.1.2.147 for XP/2K.

2. Update driver V4.1.2.721 for 98/ME.

[S0006]

1. Update Israel channel to Ch1~13.

[S0005]

1. Update ANIWZCS2 service for a IPH memory leakage.

[S0004]

1. Support Win-XP 64bit Driver.

[S0003]

1. Fixed Super A/G setting in UI.

2. Hidden SSID profile is not allowed to save.

[S0002]

1. Driver update for WHQL and LED function.

2. Add Setup Version.

